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इस भाग में भिन्न पष्ठ संख्या दी जाती है जिससे कि यह अलग संकलम के रूप में रखा जा सके 
Separate paging is given to this Fart in order that it may be filed as a separate compilation 

- - = 
भाग II - एण्ड 3 - उप - लण्ड (i ) 

PART II - Section 3 - Sub - section (i) 
(रक्षा मंत्रालय को छोडकर) भारत सरकार के मंत्रालयों पीर ( संघ राज्य क्षेत्र प्रशासनों को छोड़कर ) 
केन्द्रीय प्राधिकारियों द्वारा विधि के अन्तर्गत बनाए और जारी किए गए साधारण नियम 

जिममें साधारण प्रकार के प्राबेश , उपनियम आदि सम्मिलित है । 
General Statutory Rules (including orders, bye -laws etc. of a general character) issued by the 
Ministries of the Government of India ( other than the Ministry of Defence ) and by the Central 

Authorities ( other than the Administrations of Union Territories ) 


गृह मंत्रालय 

नई दिल्ली , 17 फरवरी, 1981 
सा० का . लि . 246 - - राष्ट्रपति , संविधान के अनुच्छेद 309 के परन्तुक द्वारा प्रदत्त शक्तियों का प्रयोग करते हप , गृह मंत्रालय के अधीन श्रमम 
राफल्म में शिक्षण कर्मचाग्विन्द ममूह "ग " के पधा पर भर्ती की पद्धति का विनियमन करने के लिए निम्नलिखित नियम बनाते है, अर्थात् .---. 

1. संक्षिप्त नाम और प्रारम्भ :---- ( 1 ) इन नियमो का संक्षिप्त नाम अमम राइफल्स ( शिक्षण कर्मचारियन्व ) भर्ती नियम, 1980 । । 
( 2 ) ये राजपत्र मे प्रकाशन की तारीख को प्रवृत्त होगे । 

2 पद संख्या , वर्गीकरण और वेतनमान : - पदों की संख्या , उनका वर्गीकरण प्रौर उनके वेतनमान के होगे जो इन नियमों से उपाबद्ध अनुसूची के स्तंभ 
2 से 4 में विनिविष्ट है । 

3. भर्ती की पद्धति, प्रायु-सीमा और प्रहेता प्रादि - - उक्त पदो पर भर्ती की पद्धनि , प्रायु मीमा , प्रहलाएं और उनसे संबंधित प्रस्य बाने में लगी ओ 
पूर्वोक्त अनुसूची के स्तम 5 से 13 मे विनिर्दिष्ट है । 

1. निरर्हताएं वह व्यक्ति --- 
( क ) जिमने ऐसे व्यक्ति से, जिसका पति या जिसकी पत्नी जीवित है, विवाह किया है, या 

( ख ) जिमने अपने पति या अपनी पत्नी के जीविन होते हुएकिमी व्यक्ति से विवाह किया है, 
उक्त पदो पर नियुक्ति का पान नही होगा : 

परन्तु यदि मेन्द्रीय गरकार का समाधान हो जाता है कि ऐसा विवाह ऐसे व्यक्ति और विवाह के अन्य पक्षकार को लाग स्वीय विभि के अधीन मनसेय 
है और ऐमा करने के लिए अन्य प्राधार है तो वह किसी व्यक्ति को इस नियम के प्रवर्तन से छूट दे मकेगी । 

5 मियम शिथिल करने की शक्ति : - - जहां केन्द्रीय सरकार की यह राय है कि ऐसा करना प्रावश्यक या समीचीन है, वहां वह , उसके लिए जो कारण 
है उन्हें लेखबम करके , इन नियमो के किसी उपबंध को किसी वर्ग या प्रवर्ग के व्यक्तियो की याबत , प्रादेश द्वारा, णिथिल कर सकगी । 

6. व्यावृत्ति : ---इन नियमो की कोई भी बात ऐसे प्रारक्षणों, आयु-सीमा में छूट और अन्य रियायतो पर प्रभाव नही डालेगी, जिनका केन्द्रीय सरकार 
द्वारा इस संबंध में समय- समय पर निकाले गए आदेशों के अनुसार अनुसूचित जातियों , अनुभूचित जनजातियो और मन्य विशेष प्रयों के व्यक्तियो के लिए 
उपबंध करना अपेक्षित है । 
1349 GI / 80 - 1 
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अनुसूची 
पदों की घर्गीकरण 

वेतनमान चमन पद प्रथया सीधे भर्ती किए जाने भर्ती किए जाने वाले व्यक्तियों के लिए 
संख्या 

प्रचयन पद वाले व्यक्तियों के लिए शैक्षिक और अन्य महताएं 

आयु सीमा 


पद का नाम 


- - 


- - 


- 


- 


1 


- - 


- - - - - 


21 


1 . ज्येष्ठ अध्यापक साधारण शेन्द्रीय मेषा , ( i ) नालक के लाग नहीं होता 25 वर्ष 

( 1 ) किमी मान्यताप्राप्त विश्व 
समूह ग अराजपमित लिए : 

( सरकारी सेवकों के मामले विद्यालय से उपाधि 
प्रलिपिकवर्गीय 330- 10- 380 

में शिथिल करके 35 ( 2 ) अध्यापकों के प्रशिक्षण की 
व०रो० -12 

वर्ष की जा सकती है ) उपाधि 
500-40रो० 

( 3) अध्यापन का कम से कम 
15 -560 रु० 

पांच वर्ष का अनुभव 
( ii ) पूर्व स्नातक 

( 4 ) हिन्दी और अंग्रेजी के माध्यम 
के लिए : 

द्वारा पकाने में प्रवीणता । 
290- 8 - 330 
10 - 380 - 40 
गे० - 12- 500 
वरो०- 15 

560 रु० 
( iii ) मैट्रिक के 

लिए जो 
प्रशिक्षण 

प्राप्त नहीं है । 
260 - 6- 290 
६०रो0- 6 
326- 8 - 366 
द००- 8 

390 - 10- 4000 
( iv ) नाम मैट्रिक 

के लिए जो 
प्रशिक्षण 

प्राप्त नहीं है । 
260- 6 - 326 
६००- 8 

350 म० 
___ - - - - - . - - .. -- - - 

- - 
गीधे भर्ती किए जाने परिवीक्षा की भर्ती की पद्धति /भर्ती सीधे होगी प्रोन्नति/ प्रतिनियुक्ति स्थानान्तरण यदि विभागीय प्रोन्नति भर्ती करने में किन परि 
वाले व्यक्तियो के प्रवधि यदि या प्रोममि द्वारा या प्रतिनिक्ति द्वारा भर्ती की दशा में श्रेणियां समिति है तो उसकी संरचना स्थितियों में संघ लोक 
लिए विहिन प्रायु कोई हो स्थानान्तरण द्वारा मथा विभिन्न जिनसे प्रोन्नति/प्रतिनियक्तिस्था 

सेका प्रायोग से परामर्ग 
पौर शैक्षिक अर्हता पद्धसियो साग भर्ती की जाने वाली नान्तरण किया जाएगा 

किया जाएगा 
प्रोन्नति की दशा में 

रिफियों की प्रतिशलता 
लाग होंगी या नहीं 


12 


लाग नाही होता 


वो वर्ष 


लाग नही होता 


50 प्रमिशन मीधी भर्ती द्वारा प्रोन्नति : 

और 50 प्रतिशत प्रोन्नति द्वारा ऐसा कनिष्ठ अध्यापक जिन्होंने 
जिसके न हो मफने पर सीधी उस श्रेणी में पांच वर्ष सेवा की 
भर्तीद्वारा । 


अध्यक्ष : 
उप महानिरीक्षक असम 

राइफल्स ( मुभ्यालय ) 
सदस्य : 
1. ए भाई जी ए पार 

( ए/ क्यू ) मुख्यालय 

आई जी ए पार---- 
2 . ममम राइफल्म से 

भिन्न अग्य विभाग 
स समूह क प्रवर्ग 
का एक अधिकारी-- - 
स्टाफ अधिकारी 2 
( ए ) मुख्यालय पाई 
जी ए पार - - 


-- -- - --- -- 


- - -- - - --- ---- - - 


- - 


- - - - - 


- - 


- 


- 


- - - -- 


- 


- 


- 


- । 


- - - . . - 


. - 


- . - -- - 
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- 


- 


- - - 


- . 


- 


- . - -. - 


. . 


[ भा । [ [ - - बार ( i ) ] 

भारत का राजपन्न : मार्ष 7, 1981/ फाल्गुन 16, 190 
-- - -- - - -- -- - - - -- - - - - - - - - - - - - - - - - - - -- - - - - - - - - - - - - - - --- -- - 
12 

45 
- - - -- - - 

. - 
2. हिन्दी या भी 74 साधारण केन्द्रीय सेवा, (i ) स्नातक के लागू नहीं होता 25 वर्ष* * 
प्रध्यापक समूह ग ( अगजपत्रित लिए 

( सरकारी सेवकों के मामले 
अलिपिकवर्गीय ) ___ 330- 10- 380 

में शिथिल करके 35 वर्ष 
दरो० - 12 

की जा मकती है ) 
500-६० रो० 
15- 560 रु० 
( ii ) पूर्व स्नातक 

के लिए 
290- 8 - 330 
110- 380-दर 
गे० - 11- 5010 
दरा० - 15 


विश्वविद्यालय पूर्व ( 2 वर्ष का 

पाठ्यक्रम ) या समतुल्य तथा विषयों 
में हिन्दी एक विषय हो या किसी 
राजकीय मान्यता प्राप्त संस्थानों 
मे हिन्दी सहित विप्लोमा या 
उपाधि मैट्रिक तक अंग्रेजी में 
परीक्षा देने में प्रवीणता । 


56100 


3. कनिष्ठ अध्यापक 


41 


लाग नहीं होता 


माधारण केन्द्रीय मेवा , 26 - 6- 326- 

समूह ग ( अराजपत्रित १०रा०- 8 
प्रलिपिकवर्गीय ) 


25 वर्ष 
( सरकारी सेवको के मामल 

में शिथिल करके 35 
वर्ष की जा मकती है ) 


350३० 


( 1 ) विश्वविद्यालय-पूर्व ( 2 वर्ष 

पाठ्यक्रम ) या समतुल्य अथवा 
मैट्रिक तथा मामान्य/ बुनियादी 

प्रध्यापक प्रशिक्षण । 
( 2 ) हिन्दी अंग्रेजी माध्यम से 

पढ़ाने की योग्यता होनी 
चाहिए । 


.. - -- . 


- 


- 


- 


- - 


- - - - 


- - - - 


- 


- 


- 


- - - 


-- . . - 


. . 


- 


- 


12 


1 " 


13 


-- ... - - . . 


.. . 


10 

- . 
सीधी भर्तीधाग 


- . 


. 


11 

- - . 
लागू नहीं होता 


- - - - 


लागू महीं होना 


दो वर्ष 


लागु नहीं होता 


माध्यक्ष : 
उप महानिरीक्षक, असम 

राइफल्म ( मुख्यालय )-- - 
सदस्य : 
ए. आई जी ए भार 
( ए/ क्यू ) मुख्यालय 

भाई जी ए पार 
2. असम राइफल्म में 
भिन्न अन्य विभाग में 
ममूह " क " प्रवर्ग का 
एक अधिकारी स्टाफ 
अधिकारी ( प. ) 
मुख्यालय पाई जी ए 


मार 


लागू नहीं होता 


पो वर्ष 


सीधी भर्ती द्वारा 


लागू नहीं होता 


खाग नहीं होना 


प्रध्यक्ष : 
1 . उपमहानिरीक्षक, असम 

राइफल्स ( मुख्यालय ) 
सदस्य : 
1. ए आई जी ए पार 

(एक्यू) मुख्यालय 

भाई जी ए मार 
2. असम राइफल्म से 

भिन्न अन्य विभाग 
से समुह " क " प्रवर्ग 
का एक अधिकारी 
स्टाफ अधिकारी 2 
( ए ) मुख्यालय प्राई 
जीए प्रार 
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- - - 


- - - 


- - - 


- 


- - 


. 


- 


- - 


- - 


- 


- 


__ _ _ - - - 
4. धर्म शिक्षक 


लागू नही होता 


- - 
साधारण केन्द्रीय सेवा , 225- 5- 260- 
समूह ग (मराभपत्रित 6- 290-६०रो० 
अलिपिकवर्गीय ) 6- 30830 


25 वर्ष * * 
( मरकारी सेवकों के मामले 

में शिथिल करके 35 
वर्ष की जा सकती है ) 


{ PART II - SEC. 3(i)] 
- - -- - - -- - - - - - - - - 

7 
- - - - - -- - - 
मिडिल स्कूल स्तर या समतुल्य 

संस्कृत का कार्यसाधक ज्ञान 
हो तथा यूनिट मन्दिरों में 
पूजा करने की क्षमता हो । 


- 


- - - - - - - - 


- - 


- 


- 


- 


- 


- - 


- - -- 


- 


- 


- -- 


- 


- - 


-- - - - - - -- --- 


- - 


- - 


- 


- 


- 


- 


- 


- 


- 


- 


11 


-- - 


- - - 


- 


- 


- 


- 


- - 
लागू नहीं होता 


- - 
यो वर्ष 


- . 
सीधी भर्तीद्वारा 


लागू नहीं होता 


-- - - -- - - - - - - - - - - - 

I 
- - - - - - - - - - - - - - - -- 
अध्यक्ष : 

लागू नहीं होता 
उप महानिरीक्षक, असम 

राइफल्म (मुख्यालय ) 
सदस्य : 


1. ए प्राई जा ए भार 

( एक्यु ) मुख्यालय 
प्राई जी ए पार 


2 . असम राइफल्स से 

भिन्न अन्य विभाग 
से समूह " क " प्रवर्ग 
का एक अधिकारी 
स्टाफ अधिकारी 2 
( ए ) मुख्यालय प्राई 
जी ए भार । 


- 


- - - 


-- 


- 


- - 


- - - - - 


- 


- - 


- - 


- - 


- 


- - 


- - 


- 


- 


- 


- 


- 


- - 


- - - - 


- 


- 


- 


- 


- 


- 


- - 


- 


- 


खित प्राय सीमा प्रवधारित करने के लिए निर्णायक तारीख प्रत्येक मामले में , भारत में रहने वाले अभ्यर्थियों से ( उनसे भिन्न जो 
अन्दमान और निकोबार द्वीप तथा लक्षद्वीप में रहते हैं ) आवेदन प्राप्त करने के लिए नियत की गई मंतिम तारीम्न होगी । 

न पर नियक्ति रोजगार कार्यालय के माध्यम से की आती है, प्रायु-सीमा अवधारित करने की निर्णायक तारीख प्रत्येक मामले में 
यह नारीख होगी जिम तक रोजगार कार्यालय से नाम भेजने के लिए कहा गया है । 


[ सं० 12016/ 1/ 77 - पर्स - 2 ] 


MINISTRY OF HOME AFFAIRS 
New Delhi , the 17th February, 1981 


G . S . R. 246 . - In exercise of the powers conferred by 
the proviau to article 309 of the Constitution, the President 
hereby mahes the following rules regulating the method of le 
ciuitment to the posts of Teaching Staff Group C in thc 
Assain Rifles under the Ministry of Home Affairs , namely : 


1 . Short title and cut .inencement, — ( 1 ) These rules may be 
called the Asyam Rifles Teaching Staff Recruitment Rules, 


1980. 


4 . Disqualification. - - No person 
( 2 ) who has entered into or contracted a marriage with 

It person having a spouse living or 
( b ) who , having n spouse living, has entered into or con 

tracted a marriage with any person 
shall be eligiblo for appointment to any of the said posts : 

Provided that the Central Government may , if satisfied 
that such marriage is permissible under the personal law appli 
cable to such person and the other party to the marriago and 
that there are other grounds for so doing, exempt any person 
from the operation of this rulo . 

5 . Power to relax . -- Where the Central Government is of 
opinion , that it is necessary or expediont so to do, il may, 
by oidor , for reasons to be recorded in writing, relox any 
of the provisions of ihese rules with respect to any class or 
category of persons. 

6. Saving.--- Nothing in these rules shall iffect reservations, 
relaxation of age limit and other concessions requircd to be 
provided for candidute , belonging to the Schedulcd Costen and 
the Scheduled Tribes and vlher special categories of persons in 
accordance with the orders issued by the Central Government 
from time to time in this regard . 


( 2 ) They shall come into force on the date of their publi 
cation in the Gazette of India , 


2 . Number of rosts , classification and scale of ray . - rhe 
number of posts , classification and the scales of pay attached 
heroto , shall be as specified in columns 2 to 4 of the Sche 
dule annexed hereto . 


3 . Method of recruitment, age limit, qualifications etc . 
Thc method of recruitment, age limit, qualifications and in 
other matters ielating to the said posts shall be as specified 
in columns 5 10 13 of the Schedule aforesaid . 


[* 1 [[-- au 1(i)] 
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SCHEDULE 


Name of post 


Classilication 


Scale of pay 


Number 
of posts 


Whether 
Selection 


Age limit for 

direct recruits 


I ducational and other qualifica 
lions required for direct recruits 


post 


or pon 
selection 

post 


-- 


- 


- 


- - 


- 


- 


- - 


- 


- 


- 


- - 


- 


- - 


- 


- 


- - - - - -- 


over en 


( 1 ) Senior Teacher 


21 


General Contral (i) for Graduates Not 
Service Group Rs. 330 - 10 - 380 - applicable 
C (Non EB - 12 - 500 -EB 
Gazetted 

15 - 360 . 
Non -Ministerial) ( ii) for under 

Graduate 
Rs. 290 - 8 - 330 
10 -380 - EB - 12 
500 -EB - 15 
560 


- - - - - - 
25 years (relaxable (1) Degree from a recognised 
upto 35 years in the University. 
case of Government ( 2 ) Degree in Teachers Training . 
servants ). 

(3 ) At least 5 yoars teaching ex 

perience . 
(4 ) Proficiency in teaching through 

Hindi and English medium . 


( ili ) for Matric 
untrained 
Rs. 260 -6 - 290 
EB - 6 -326 - 8 - 366 
EB - 8 - 390 - 10 
100 . 


(lv ) for Non 
Matric 
untrained 
Rs. 260 -6 - 326 
EB - 8 -350 . 


- 


- - 


- 


- 


- - - 


- 


- 


- - 


- 


. 


- - 


Whether age and Period of Method of recruiting In case of recruiting by pro - If a Departmental Pro Union Publle 

educational probation whether by direct recruit motion deputation /transfer motion Committoe exists Service Commis 
qualifications if any ment or by promotion grades from which promotion / what is its composition sion is to bo 
prescribed for or hy deputation or transfer to be made 

consulted in 
direct recruits will trangfor and percentage 

making recruit 
apply in the case of the vacancios to be 

ment 
of promotions 

filled by various methods 


8 


10 


11 


Not applicable 


2 years 


Not applicable . 


Promotion : 
50 % by direct recruit - Junior Teacher with 5 yeurs 

ment and 50 % . by Scryice in the grade 
promotion failing 
which direct recruit 
inent, 


Chairman : Deputy Ins- 

pector General of 
Assam Rifles (Head 

Quarters). 
Members : 1. Assistant 

Inspector General 
Rifles ( A / 0 ) Directo . 
rate General Assam 
Rifles. 


2 . One Oflicer belonging 

to Group A Category 
from other Departmont 
otber than Assani 
Riflcs . 


Member Secretary : Staff 

Officor 2 ( A ), Directo 
rate General Assam 
Rifles . 
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- 


- 


- 
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( 2 ) Hindi/ 

Recruit 
Teacher 


General Central (i) For Graduale Not 
Servicc 

Rs. 330- 10 - 380 - applicable 
Group C EB - 12 - 5 (X )- EB 
Non -Gazetted 15- 560 . 
Non -Ministerial (ii) For Under 

Graduate 
Rs. 290 - 8 - 330 
10 - 390 -EB - 12 
500 -EB - 15 -560 . 


25 years (Relaxable Pre-University (2 years Course) 
upto 35 years in the or equivalent with Hindias 
case of Government one of the subjects or with 
Servants ). 

Diploma/Degree with Hindi 
from recognised Government 
Institution Proficiency in 
imparting education upto Mat 
ric in English . 


(3 ) Junior Teacher 


41 


Not 
applicable 


Service 


General Central Rs, 260 - 6 - 326 

EB -8 -350 . 
Group C 
Non -Gazetted 
Non -Ministerial 


25 years (Relaxable 
upto 35 yoars in the 
case of Government 
Seryants ). 


1. Pre -University ( 2 years couise ) 

or cquivalent or Matriculate 
with Normal Basic Teacher s 

Training, 
2 . Should be capable of impart 

ing teaching in Hindi English 
mediuni. 


- - - 


- - - 


- - 


- 


10 


11 


12 


13 


Not applicable 


2 yoars 


By direct Recruitment Not applicable 


Chairman : Deputy Ins - Not applicable . 
pector General of 
Assam Rifles, (Head 

Quarters ). 
Members : 1. Assistant 

Inspector General 
Assam Rifles ( A / Q ), 
Directorate General, 

Assam Rifles. 
2 . One Officer belonging 

to Group (A ) Cate 
gory from other De 
partment other than 

Assam Rifles , 
Member Secretary : Staff 

Officer 2 ( A ) Directo 
rate Gencral, Assam 
Rifles. 


Not applicable 


2 years 


By direct recruitment 


Not applicable 


Chairman : Deputy Ing. Not applicable. 

pector General of 
Assam Rifles , (Head 

Quarters ), 
Members : 1. Assistant 

Inspector General, 
Assam Rifles (A / Q ) 
Directorate General 

Assam , Rifles. 
2. One officer belonging 

to Group A Category 
from other Depart 
ment other than Assam 

Rifles. 
Member Secretary : Staff 

Officer 2 ( A ), Directo 
rate General , Assam 


Rifles . 


- - 


- 


- - 


- - 


- - - 


- 


- - 


- - - 


- - 


- - - - - - - 


(4 ) Religious 

Teachers 


General Central Rs. 225 -5 -260 - Not 
Service 

6 - 290 - EB -6 - 308 , applicable 
Group C 
Non -Gazetted 
Non -Ministerial 


25 yoars (Relaxable Middle School Standard or equi 
upto 35 ycars in the valent. Must have working 
case of Government knowledge of Sanskrit and 
Şorvants ), 

capacity to perform pujas in 
unit temple . 


- 


- - 


- - - - - 


- 


- 


- 


- 


- - 


- 


- 


- 


- 


- 


[ भाग 1 - - पण्ड (i )] 
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10 


Not applicable 2 years By direct recruitment Not applicable 

Chairman: Deputy Ins- Not applicable. 

pector General of 
Assam Rifles (Head 
Quarters ). 
Members : 1. Assistant 
Inspector General 
Assam Rifles ( A / Q ) 
Directorate Gencrul, 

Assam Rifles . 
2 . One officer belonging 
to Group A category 
from other Depart. 
ment other than Assam 
Rifles. 
Member Secretary : Staff 
Officer ( A ) Directo . 
rate General, Assam 

Rifles . 
* * The crucial date for determining the age limit mentioned in column 6 of the Recruitment Rules will in each case, be the closing dato 

for receipt of applications from candidates in India (other than Andaman & Nicobar Islands and Lakshadweer ). 
In respect of posts , the appointments to which are made through Employment Exchange, the crucial date for determining the age 
limit will in each case , be the last date upto which Employment Exchange are asked to submit the names . 

INo. 12016/ 1/ 77 - Pers. II 
नई दिल्ली , 21 फरवरी , 1981 
__ सा० का नि० 247. -- राष्ट्रपति , संविधान के अनुच्छेद 309 के परन्तुक द्वारा प्रदत्त शक्तियों का प्रयोग करते हुए तैराकी शिक्षक के पद पर भर्ती 
की पसति का विनियमन करने के लिए निम्नलिखित नियम बनाते है, अर्थात : - - 

1. संक्षिप्त माम पौर प्रारम्भ : -~ ( 1 ) इन नियमों का संक्षिप्त नाम सरदार बल्लभ भाई पटेल गष्ट्रीय पुलिम प्रकादमी ( तैराकी शिक्षक ) भर्ती 
नियम , 1981 है । 

( 2) ये राजपत्र में प्रकाशन की तारीख को प्रवृत्त होंगी। 

2. पद संख्या, वर्गीकरण और बतनमान : -- उक्त पद की संख्या , उसका वर्गीकरण और उसके वतनमान ये होंगे जो इन नियमों से उपावर अनुसूची 
के स्तम्भ 2 से 4 में विनिदिष्ट हैं । 

____ 3. भर्ती की पद्धति , प्राय-सीमा और प्रर्हताएं प्राधि : -~- उक्त पद पर भर्ती की पद्धति , पाय-सीमा , महताएं और उमसे सम्मंधित अन्य बातें ये होंगी जो 
पूर्वोक्त पनसपी के स्तम्भ 5 से 13 में विनिविष्ट है । 

4 . मिराईताए : यह व्यक्ति - - 
( क ) जिसने ऐसे व्यक्ति से, जिसका पति या जिसकी पत्नी जीवित है, विवाह किया है, या 

( ख ) जिसने अपने पति या अपनी पत्नी के जोषित होते हुए किसी व्यक्ति से विवाह किया है , 
उक पद पर नियुक्ति का पात्र नहीं होगा : 

परन्तु यदि केन्द्रीय सरकार का समाधान हो जाता है कि ऐसा विवाह ऐसे व्यकि : मोर विवाह के अन्य पक्षकार को लागू स्वीय विधि के अधीन 
प्रनशेय है और मा करने के लिये मन् प्राधार हैं तो यह किसी व्यक्ति को इस नियम के प्रवर्तन से छूट दे सकेगी । 

5. शिथिल करने की शक्ति : - - जहां केन्द्रीय सरकार की यह गाय है कि ऐसा करना प्रावश्यक या समीचीन है, वहां वह, उसके लिये जो कारण हैं 
उन्हें लेखबद्ध करके , इन नियमों के किसी उपबन्ध को किमो वर्ग या प्रवर्ग के व्यक्तियों की बाबत , मादेश डाग शिथिल कर मकेगी । 

स. व्यापत्ति : - इन नियमों की कोई भी मान ऐसे मारक्षणों, प्राय -सीमा में छूट और अन्य रियायतों पर प्रभाव नहीं डालेगी , जिनका केन्द्रीय सरकार 
वाग इस सम्बंध में समय -समय पर निकाले गये प्रादेशों के अनुमार अनुसूचित जातियों, अनुसूचित जनजातियों और अन्य विशेष प्रवर्ग के व्यक्तियों के लिये 
उपबन्ध करना अपेक्षित है । 


अनुसूची 


पद का नाम 


वर्गीकरण 


यमनमान 


पदों की 
संगया 


अयन पद अथवा सीधं भर्ती किये जाने सेवा में जाडे सीधे भर्ती किये जाने वाले 
प्रथयम १५ वाले व्यक्तियों के लिये गये वर्षों का व्यक्तियों के लिय शैक्षिक पौर 
पायु- मीमा 

फायदा अन्य महताएं 
केन्द्रीय 
सिविल सेवा 
(पेंशन ) 
नियम , 1972 
के नियम 30 
के अधीन 
अनुशेय है या 


नहीं 


6क 


_ _ 


सैराकी शिक्षक 


* 1 साधारण केन्द्रीय 550- 25- 730- लागू नहीं होता 

सेवा सम ह" ख " ०रो०- 30- 900 १० 


30 वर्ष से अधिक नहीं लागू नहीं 
( सरकारी सेवकों के होता 


( क ) ( 1 ) किसी मान्यताप्राप्त 


- - 


- - - - 


- - 


- 


- 


- - 


- 


- 


- 
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अराजपत्रित 

अलिपिकवर्गीय 
* झार्यभार को देखते 
हुए परिवर्तन किया 
जा सकता है । 


लिए शिथिल की जा 
मकती है ) । 
टिप्पण : - - मायु -मीमा 
अवधारित करने के लिये 
निर्णायक नारीख, भारत 
में रहने वाले अभ्मथियों 
से ( उनमें भिन्न जो 
मन्दमान और निकोबार 
वीप तथा लक्षद्वीप में 
रहते हैं ) भावेदन प्राप्त 
करने के लिये नियत की 
गई अन्तिम तारीख 
होगी । 


- - - - - - 
विश्वविद्यालय से कला, 
विज्ञान , वाणिज्य या पारीरिक 

शिक्षा में उपाधि या गमनल्य । 
( 2 ) यिामी मान्यताप्राप्त खेल 

संस्थाम में तैराकी में शिक्षण 
डिप्लोमा । 
( 3 ) तैराकी में राष्ट्रीय/ अन्तर 

मेयानों/ अन्तर विग्यविद्यालय 
प्रतियोगितामों या राष्ट्रीय 
स्तर पर भाग लेने में पहला , 
दूमग या तीसरा स्थान मया 
पांच वर्ष का शिक्षण अनुभव ।। 

प्रयवा 
( ख ) ( 1 ) किमी मान्यताप्राप्न 
विद्यालय बोर्ड विश्वविद्यालय 

से मट्रिक पाम या ममतुरुप । 
( 2 ) किमी मान्यताप्राप्त खेल 

मंस्थान से तैराकी में शिक्षण 
डिप्लोमा । 
( 3 ) तैराकी में राष्ट्रीय/ अन्तर 
विश्वविद्यालय/ मन्तर सेवा 
प्रतियोगितामों में पहला , 
दूमरा या तीसरा स्थान प्रौर 
पांच वर्ष शिक्षण का अनुभव । 

अथवा 
( ग ) ( 1 ) किसी मान्यताप्राप्त 
विश्वविद्यालय से शारीरिक 
शिक्षा में स्नातकोत्तर उपाधि 

या ममतुल्य । 
( 2 ) किसी मान्यताप्राप्त खेल 

संस्थान से तराफी में शिक्षण 
डिप्लोमा । 
( 3 ) तैराकी में राष्ट्रीय/ अन्तर 

सेवा/ अन्तर विश्वविधालय 

प्रतियोगिताओं में भाग लेना । 
टिप्पण : - - 1. अहंताएं , अथवा 

सुमाहित अभ्यपियों की बाणा 
में संघ लोक सेवा प्रायोग के 
विवेकानमार शिथिल की जा 

सकती है । 
टिप्पण : - - 2. अनुभव सम्बंधी 

अर्हता ( महताएं ) संघ लोक 
सेवा आयोग के विषकानुसार 
अनुसूचित जातियों और अन 
सचित जनजातियों के 
सम्पपियों के मामले में उस 
दशा में शिथिल की जा सकती 
है ( १ ), जब कि चयन के 
किसी प्रक्रम पर संघ लोक सेवा 
पायोग की यह राय है कि इनके 
लिए भारक्षित रिक्त स्थानों 
को भरने के लिये प्रपेक्षित 
अमुभव रखने वाले इन समुदायों 
के प्रत्यर्थी पर्याप्त संख्या में 
उपलब्ध नहीं हो सकेंगे । 


भाग II -- खण्ड ( i)] 
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गी भर्तीकिये जाने परिवीक्षा की भी की पति/ भर्ती साध होगी चा प्रोन्नति प्रतिनिय क्ति / स्थानान्तरण यदि विभागीय प्रोमति समिति भर्ती करने में किन 
याले व्यक्तियों के अवधि दधिकोई प्रोग्नति द्वारा पा प्रतिनियुक्ति द्वारा भर्ती की दशा में श्रेणियां है तो उसकी संरचना परिधिलिगों में संघ 
निये विहित प्रायु हो म्यानान्तरण द्वारा तथा विभिन्न जिनमें प्रोन्नति प्रतिनियुक्ति / 

साफसदा पायोग से 
पौर शैक्षिका पनि त किये जाने भागतारण किया जायेगा 

परामा जायेगा 
प्रोसती की पमा मे 

बाली रिक्तियों की प्रतिक्तना 
लागू होगी का नहीं 
- - - -- - -- 

14 


- 


nor - - - 


. 


. . . - . .- . 
- - 


- - . 


. 


- - 


- - 


- 


10 


13 


- - 


- 


- - - - 


- 


- 


लागू नहीं होता 


दो वर्ष 


प्रतिनियुक्ति पर स्थानान्तरण : प्रतिनियुक्ति पर स्थानान्तरण : ( पुष्टि पर विचार करने को प्रत्येक प्रयमर पर चयन 

(जिम प्रतर्गत अपकालिक (जिम अन्तर्गत अल्पकालिक लिये ) समूह " ख " दि० जिसके अन्तर्गत 
संविदा भी है) /स्थानान्तरण मविदा भी है ) स्थानान्तरण केन्द्रोद प्रो०म० जिसमें निम्न स्थानान्तरण पर 
द्वारा जिसके न हो पाने पर सरकार राज्य सरका /संघ लिखिन होंगे : नियुक्ति के लिये 
सीधी भतीद्वारा 

राज्य क्षेत्रों/ लोक जाक्रमों/ अर्ध- 1. निदेशक - - मध्यक्ष किमो प्राधिकारी का 
मरकारी स्वगामो या कानूनी ?. निदेशक--- सदस्य चयन भी है , संघ 
संगठनों के ऐसे अधिकारी ) । : महायक निदेशक - मदम्य नो मेकामामाग 
( क ) ( 1 ) जो मदृश पद धारण टिपण.- - पुष्टि से संबंधित से परामर्ग करके 
__ कर रहे है ; 

विभागीय प्रोन्नति समिति निया नो । का 
( : ) जिन्होंने 425- 700 रु० या को कार्यपाहियां, संघ लोकानियों के विसा 

समतुल्य येनिमान याले पर्श सेया नायोग के अनुमोदना सन्ध को संशोधित 
पर पांच वर्षमा को है ; और भेजो जायेंगो ।किन्त, मदिर मिशिलं करते समय 
( ख ) जिनके पाम तम्म 7 के प्रयोन संघ लोक सेवा प्रायोग भो सब गो मेना 
सीधे भी किये जाने वाले इन आमोदा नहीं पाया परामर्श 
व्यत्तियां : लिये विहित वारता है मो, विभागीय लिया जाये । 
मावश्यक शैक्षिया महमाएं, प्रोन्नति समिति की बैठक 
अनुमय प्रादि हैं । 

संघ लोक सेवा प्रायोग के 
( प्रतिनियुक्ति को अवधि साधारणतः अध्यक्ष या किसी सदस्य 
तीन वर्ष से अधिक नहीं होगो ) । की अध्यक्ष में फिर से 

होगी । 


[ सं० I- 14016/ 1/ 78 पर्स -II] 


एका मो० प्रणी, 7- पषि 


New Delhi, the 21st February, 1981 


G . S. R. 247. - - In exercise of the powers conferred by the 
proviso to article 309 of the constitution , the President hereby 
makes the following rules regulating the method of recrult 

ment to the post of Swimming Coach, namely : 


4. Disqualifications. - No person 
(a ) who has entered into or contracted a mariage with 

a person having a spouse living , or 
( b) who , having a spouse living , has entered into or 

contracted a marriage with any person, 


shall be eligible for appointment to the said post : 


1 . Short title and commencement, — ( 1) These rules may be 
called the Sardar Vallabhbhai Patel National Police Academy 
( Swimming Coach ) Recruitment Rules , 1981. 


Provided that the Central Government may, if satisfied 
that such marriage is permissible under the personal law 
applicable lo such person and the other party to the marriage 
and there are other grounds for so doing , exempt any person 
from the operation of this rule , 


( 2 ) They shall come into force on the date of their Publica 
tion in the Official Gazette , 


2. Number of post , classification and scale of pay. -- The 
number of the said post, its classification and scale of pay 
attached thereto shall be as specified in columns 2 to 4 of 
the Schedule annexed to these rules. 


5. Power to rclax . -- Where the Central Government is of 
opinion that it is necessary or expedient so to do, it may , by 
order , for reasons to be recorded in writing, relax any of the 
provisions of these rules with respect to any class or category 
of persons. 


3 . Method of recruitment, age limit and qualifications, etc. ... 
The method of recruitment, age limit , qualifications and other 
matters relating to the said post shall be as specified in 
columns 5 to 13 of the Schedule aforesaid, 

1349 GI /80 - 2 


6 . Saving. - Nothing in these rules shall affect reservations , 
relaxation of age - limit and other concessions required to be 
provided for the Scheduled Castęs , the Scheduled Tribes and 
other special categorics of persons in accordance with the 
orders issued by the Central Government from timo to time 
in this regard , 
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- 


- 


- 


- 


- 


- - 


- 


- - 


- - 


- 


. 


- 


Name of post 


- 


- 


- 


- 


. 


- - - 


Swimming 
Coach 


No. of Classifi- Scale of Whether Age limit for Whether Educational and other quali 
post cation pay seloction direct recruits benefit of fications acquired for direct 
post 

added years recruits 
or non 

of Service 
selection 

admissible 
post 

under rule 30 
of the C . C . SI 
( Pension ) 
Rules , 1972 

o ( a ) 
. . - - - - - - - - - 

- - - - --- - 

Essential; 
General Rs . 550 -25 . Not Not exceeding 30 No 

(i) Degree in Arts , 
Central 750 -EB - 30 - applicable years (Relaxable for 

Science , Commerce 
Service 900 . Government ser 

or Physical Education 
Group B vants) . 

from a rocognisod 
Noo Note : The Crucia ) 

University or equiva 
Gazetted date for determining 

lont. 
Non the age limit sball be 

( ii) Coaching Diploma in 
Ministerial tho closing date for 

Swimming from a 
receipt of applica 

recognised Institute of 
tions from candi 

Sports or equivalent. 
dates in India (other 

( iii) I, II or ID position in 
than those in Anda 

National/ſoter- Ser 
man and Nicobar 

vices/ Inter -University 
Islands and Laksha 

Meets in Swimming 
dweep ). 

or Nutional partici 
pation and 5 years 
coaching experience , 


OR 


- 


- - - - 


- 


- 


- 


- 


- - 


(b ) (i) Matric Pass or equi 

valent from a recog 
nised School Board / 
University or equiva 

lent. 
(ii) Coaching Diploma in 

swimming from a 
recognised Institute of 

Sports or equivalent. 
( iii) I, II or IC position 

in National/ Inter 
University /Inter -Ser 
vices Meets in Swim 
ming and 5 years 
coaching experience . 

OR 
(c) (i) Master s Degree in 

Physical Education 
from recognised 
University or equiva 

lent. 
( ii) Couching Diploma in 

Swimming from a 
recognised Institute of 

Sports or equivalent, 
( iii ) Participation in Na 

tionol/Inter-University 

Meets in Swimming . 
Note 1 : Qualifications are 

relaxable at the discretion 
of the U . P . S .C , in case of 
candidates otherwise well 
qualified . 


- 


- 


- - 


- 


- 


- 


- - 


- 


- - 


- - 


- - 


- - - - 


- - 


- - 


- - 


- - - - 


- - - - - - - 


-- 


- 


- 


- 


- 


- 


- 


- 


- - 

- 


- 


- 


- - - - 


- - 


- - 


- - - - - - 


" Sutject to variation dependent on work load . 
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- -- - 


- 


- 


- - 


- 


- 


- 


- - - 


- - 


- 


- 


- --- - - . - - .- -- - 


- 


- 


- 


- 


- - 


- - - - 


- -- - - -- . . 


- - -- 


Note 2; The qualification (s) 

regarding experience is/are 
relaxable at the discretion 
of the U . P. S . C . in the casc 
of candidate belonging to 
schedulcd castes und Schc 
dulcd Tribes if , at any stage 
of selection, the U . P. S . C . 
is of the opinion that suffi 
cient number of candidates 
from these communities 
possessing the requisite ex 
perience are not likely to be 
available to fill up the 
vacancies reserved for 
them. 


- 


- - 


- 


- - 


- 


- - - 


- 


- 


- - 


-- 


- 


- - 


- 


- - 


.. . .. - - - 


- 


। - 


- - - - 


- - . .. . . - . - 


- 


.. 


.. .. 


- 


- - - - 


- 


- - 


- 


. - - - - - - - 


- 


- - - 


- - 


- 


- 


- 


- 


- 


- 


Whether age and 
educational 
qualifications 
prescribed for 
direct recruits will 
apply in the case 
of Promotees 


8 


- 10 


- . . 


.. . . . 


. . 


Not applicable 


Period of Method of rett, whether In case of rectt. by promo - If a DPC exists, what is Circumstances in 
probation by direct rectt . or by tion deputation /transfer, its composition 

which U . P. S. C . 
if any promotion or by depu - grades from which promotion / 

is to be con 
tation / transfer & percent- deputation / transfer to be 

sulted in making 
age of the vacancies to mude 

rectt . 
be filled by various 
methods 
. .. .. - - - . ... - - - . . . . . .. । - - - - - -- - - . 

___ 12 

- - - - - - - - -- 
2 years By transfer on deputa- Transfer on deputation (in- Group B DPC (for Selection on 

tion (including short- cluding short-term contract)/ considering confirmation ) cach occasion 
term contract )/transfer transfer : 

___ 1. Director - Chairman including selco 
fajling which by direct Officers of the Central State 2. Deputy Director -- tion of an officer 
recruitment. Governments/ Union Terri- member and 

for appointment 
tories/ Public Undertakings/ 3 . Assistant Director : on traosfer , 
Semi - Government , Auto- member. 

shall bo made in 
nomous 

Statutory Note : - The Proceedings consultation 
Organisations:- - - 

of the DPC relating to with the Union 
( a ) (i) holding analogous confirmation shall be Public Service 
posts ; or 

___ sent to the U . P. S . C . Coinnjission. The 
(ii ) with 5 years service for approval. If, huw - Union Public 

in post in the scale ever these are out Service Com 
of Rs. 425 - 700/ 800 or approved by the Com - mission shall 
equivalent; and 

mission , il fresh incet - also be consult 
(b ) possessing the essential ing of the DPC to be cd while amend 

educational qualifications, presided over by the ing /relaxing 
experience , etc. prescribed Chairman or a Mem - any of the pro 
for direct recruits under ber of the UPSC shall visions of these 
coluinn 7. 

be held , 

rules. 
(Period of deputation shall 
ordinarily not ercecd 3 years ). 

[ No. 1-14016/1 /79- Pers. II] 
H . C . BAKSHI, Dy. Secy . 


- 


- 


- 


- 


- 


- 


- - 


- 


- 


- 


- - - - - 


- - 


- - 


- - - 


. - . . 


- 


. 


- - 


- 


- - - 


( कार्मिक और प्रशासनिक सुधार विभाग ) 

नई दिल्ली , 19 फरवरी , 1981 
सा . का०नि० 248. -- केन्द्रीय सरकार , अखिल भारतीय संवा अधिनियम , 
1051 ( 1951 का 81 ) की धाग 3 को उपधारा ( 1 ) द्वार प्रवत्त शक्तियां 
का प्रयोग करते हुए , सम्बद्ध राज्य सरकारों से परामर्श करने के पश्चात् , 
अखिल भारतीय सेवा ( मृत्यु तथा सेवा निवृत्ति प्रसुविधाएं ) नियम , 1958 
का और संशोधन करने के लिये निम्नलिखिम नियम बनाती है, अर्थात् :--- 
1. ( 1 ) इन नियमा का नक्षिप्त नाम अखिल भारतीय सेघा ( मन्यु 
स्था सेवा निवृत्ति प्रसुविधाएं ) संशोधन नियम, 1981 है । 


( 2 ) ये गजपत्र में प्रकाशन की तारीख को प्रवृत्त होंगे । 

2. अखिल भारतीय सेवा ( मृत्यु तथा सेवा निवृत्ति प्रसुविधाएँ ) नियम 
18 में - 

( क ) उपनियम ( 12 ) और ( 18 ) को क्रमशः ( 1 ) और ( 1ग ) 
के रूप में पुनः मंख्यांकित किया जायेगा ; 

( ख ) उपनियम ( 1 ) के पश्चात् निम्नलिखित उपनियम पन्न .. 
स्थापित किया जायेगा, अर्थात् : 
___ " ( 14 ) उपनियम ( 1 ) में अन्तविष्ट किसी आन के होते हुए भी , 
सेमा के किसी ये सदस्य का अनुशेय पेंशन की रकम , जो भारत सरकार 
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- 


- - - 


- -- 


- 


- - - - - - - - 


- - - 


के मंत्रिमंडल समिष और मंत्रिपरिषद् के सचिव के पद से कम से कम 
33 वर्ष की अहक सेवा पूरी करने के पश्चात् सेवा निवृत्त होता है, 
1700 रु . प्रतिमास होगी और यदि उसके द्वारा की गई अर्हक सेवा 33 
वर्ष से कम है तो उसे अमुशेय पेंशन सत्रह सौ रुपये के ऐसे अनुपात में 
होगी जो 33 वर्ष की सेवा के साथ उसके द्वारा की गई अईक सेया का 


(ग ) इस प्रकार संख्यांकित उपनियम ( 18 ) में " उपनियम ( 1 ) में 
अन्तर्दिष्ट किसी बात के होते हुए भी " शब्दों, अंक और कोष्टक का दोप 
किया जायेगा । 

( घ ) इस प्रकार मुख्याकित उपनियम ( ग ) में , " उपनियम ( 12 ) " 
शब्द, कोष्ठक , अंक और प्रसार के स्थान पर " उपनियम ( 1ख ) " शब्द 
कोष्टक, अंक और अक्षर रखे जायेंगे । 


[ संख्या 2501 1/ 1/ 80एमाई ० एस० ( II ) ] 

श्रीमती चिना चोपड़ा , उप- रागिय 


(विस मंत्रालय , प्रार्थिक कार्य विभाग ) भर्ती नियमावली , 1972 में 
संशोधन करने के लिये निम्नलिखित नियम बनाए हैं, अर्थात् : 

. ( 1 ) ये नियम लेखा परीक्षय ( वित्त मंत्रालय , मार्थिक कार्य 
विभाग ) भर्ती ( संशोधन ) नियम 1981 कहे आएंगे । 

( 2 ) ये नियम सरकारी राजपत्र में प्रकाशित होने की तारीख से 
लागू होंगे । 

2. लेखा परीक्षक (वित्त मंत्रालय, प्राधिक कार्य विभाग ) भर्ती 
नियमावली, 1972 की अनुसूची में : 

( 1 ) कालम 3 में की गई प्रविष्टि के स्थान पर निम्नलिखित 
प्रविष्टि की जानी, अर्यात् : --- 
___ सामान्य केन्द्रीय सेवा समूह ग ( अराजपत्रित ) अनुतविधीय ; 

( 2 ) कालम 4 में की गयो प्रविष्टि के स्थान पर निम्नलिखित 
प्रविष्टि की जायेगी, अर्थात् : 

425-15-560-८००- 20- 640 ; 

( 3 ) फालम 5 में की गयी प्रविष्टि के स्थान पर निम्नलिखित 
प्रविष्टि की आयेगी , प्रर्थात् : - -- 

प्रवरण भिन्न ; 

( 4 ) कालम 12 में की गयी प्रविष्टि के स्थान पर निम्नलिखित 
प्रविष्टि की जायेगी, अर्थात् : 
विभागीय पदोन्नति समिति-समूह ग आर्थिक कार्य विभाग जिसमें 
विभाग के उप सचिव अध्यक्ष होंगे और यो अवर सचिव उस 
समिति के सदस्य होंगे अर्थात् प्राधिक कार्य विभाग और व्यय 
विभाग में से एक -एक । 

[ सं० ए-12018/ 2/ 72-प्रशाI( खण्ड II ) ] 

ति० बा० कृष्णास्वामी, अवर सचिव 
MINISTRY OF FINANCE 


( Department of Economic Affairs ) 
New Delhi, the 12th February , 1981 


Department of Personnel de Administrative Reforms) 

New Delhi, the 19th February, 1981 
G . S . R. 248. - - In exercise of the powers conferred by 
5.. b- ject ( 1) of Section 3 of the All India Services Act , 
121 ( 61 41 1951 ), the Central Government, after consultation 
Whib the Governments of the Statcs conccrncd , hereby makes 
the Icilowing rules further to anend the All India Services 
(Duath -cin -Retirement Benefits ) Rulcs 1958 , namely ;- - 

1. (1 ) Thcsc rules may be called the All India Services 
Dcath . un -Retirement Benefits) Amendment Rules, 1981, 

1 They shall come into forco on the date of their publı: 
cition in the Official Gazetta 

2 . 112 Int. 18 of the All India Services (Dcath -cum -Retira 
Licit Benerat s ) Rules , 

( a) sub -rules (1A) und (1B) shall be renumbered as (1B) 

__ _ and ( IC ) respectively ; 
( b ) aftcr sub -rule (1), the following sub-rule shall be 

jagerted , namely : 
"(1A ), Notwithstanding anything contained in sub- rule 

( 1 ), the amount of pension admissible to a mem. 
ber of the Service, who retires from the post of 
Cabinet Secretary and Secretary to the Council of 
Ministers , Government of India , after completing 
a minimum qualifying service of 33 years shall 
be Rs. 1700 per month and if the qualifying ser 
vice rendered by him is less than 33 years , the 
pension admissible to him shall be such proportion 
of the amount of Rs. 1700 as the qualifying service 
rendered by him bears to the qualifying service 

of 33 years " . 
(c ) in sub -rule (1B ) as so numbered the words, figure 

and bracket " Notwithstanding anything contained in 

sub-rule (1 )” shall be omitted ; 
( d ) in sub-rule (1c) as so numbered for the words, brac 

ket, figure and letter "sub-rule ( 1A ) " the words, 
bracket, figure and letter " sub -rule ( IB ) " shall be 
substituted . 

INo. 25011 / 1 / 80- AIS (II)] 
SMT. CHITRA CHOPRA , Dy. Secy . 


G . S. R. 249. - In exercise of the powers conferred by tho 
proviso lo article 309 of the Constitution , the President hereby 
malcs the following rules to amend the Auditors (Ministry 
of Finance Department of Economic Affairs) Recruitment 

Rules , 1972 , namely : - - 
___ 1. ( 1 ) These rules may be called the Auditors ( Ministry 
of Finance , Department of Economic Affairs ), Recruitment 
( Amendment ) Rules, 1981 . 

( 2) They shall come into force on the date of their publi 
cation in the Official Gazette . 

2 . In the Schedule to the Auditors (Ministry of Finance , 
Department of Economic Affairs ) Recruitment Rules, 1972 , 
(i) for the entry in column 3 , the following entry shall be 

substituted , namely : 
" General Central Service Group C ( Non- Gazetted) 

Ministerial " ; 
( ii ) for the entry in column 4, the following entry shall 

be substituted , namely : 

" Rs. 425.15-560- FB - 20- 640 " ; 
( iii ) for the entry in column 5 , the following entry shall 

be substituted , namely :---- 
" Non -Selection " , 


वित्त मंत्रालय 
( भार्मिक कार्य विभाग ) 

नई दिल्ली, 12 फरवरी, 1981 
साका०नि० 249. - संविधान के अनुच्छेद 209 के परन्तुफ द्वारा 
प्रदत्त शक्तियों का प्रयोग करते हुए राष्ट्रपति ने एतद्वारा लेखा परीक्षक 


( iv ) for the entry in column 12, the following entry shall 

be substituted , namely : 


" Departmental Promotion Committee - Group C in 

tho Department of Economic Affairs comprising 
of a Deputy Secretary in the Department of Eco 
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nomic Affairs as Chairman and two Under Secro 

the manufacturers, the reasons for granting the re 
taries - one each in the Department of Economic 

laxation shall bo recorded in writing by the Inspect 
Affairs and the Department of Expenditure as 

ing Authority and the same shall be intimated to 
Members " . 

the Central Boilers Board ." 
[ No. A- 12018 / 2 / 72 - Admn. I ( Vol . II )] 

[ F. No . BL- 9 ( 12 ) / 68 - Boilers ] 
T. B. KRISHNASWAMI, Under Secy . 

S. C . DEY , Secy . Central Boilers Board 


( पय विभाग ) 

महालेखा नियंत्रक 

नई दिल्ली, 18 फरवरी , 1981 
साका०नि० 250. - - केन्द्रीय सरकार, केन्द्रीय सिविल लेखा सेवा ( वेतन 
और लेखा अधिकारी ) भर्ती नियम , 1977 के नियम 3 के 
उपनियम ( 2 ) के अनुसरण में इसके द्वारा निर्देश देती है कि 
केन्द्रीय सिविल लेखा सेवा के वेतन और लेखा अधिकारियों की प्रारंभिक 
भी इस अधिसूचना के राजपा में प्रकाशन की तारीख को पूर्ण हो 
आयेगी । 

[ सं० ए- 12018/ 1/78-एम०एफ० सी०जी०ए० ( ए )] 

घनश्याम वास, उपमहालेखा नियंत्रक 
( Department of Expenditure ) 
CONTROLLER GENERAL OF ACCOUNTS 

New Delhi, the 18th February , 1981 


उद्योग मंत्रालय 
( मौद्योगिक विकास विभाग ) 

नई दिल्ली, 23 फरवरी , 1981 
साका०नि० 251.- -केन्द्रीय सरकार, पैट्रोलियम अधिनियम , 1934 
( 1934 का 30 ) की धारा 29 की उपधारा ( 1 ) द्वारा प्रदत्त शक्तियों 
का प्रयोग करते हुए , पेट्रोलियम मियम, 1976 का कतिपय और संशोधन 
करना चाहती है । जैसा कि उक्त अधिनियम की धारा 29 की उपधारा 
( 2 ) में अपेक्षित है, प्रस्तावित संशोधनों का निम्नलिखित प्रम्प उन सभी 
व्यक्तियों की जानकारी के लिये प्रकाशित किया जा रहा है, जिनके 
उससे प्रभावित होने की संभावना है । इसके द्वारा सूचना दी जाती है 
कि उक्त प्रारूप पर इस अधिसूचमा के जनता को उपलब्ध करा दिये 
जाने की तारीख से 45 दिन के अवसान पर या उसके पश्चात् विचार 
किया जायेगा । 

इस प्रकार विनिविष्ट तारीख से पूर्व नियमों के उक्त प्रारूप की 
बाबत जो भी आक्षेप या सुमाय किसी व्यक्ति से प्राप्त होंगे, केन्द्रीय 
सरकार उन पर विचार करेगी । 

प्रारूप नियम 
1. इन नियमों का संक्षिप्त नाम पेट्रोलियम ( संशोधन ) नियम , 
1981 है । 
2. पेट्रोलियम नियम , 1976 के नियम 146 का लोप किया जायेगा । 
[ फाइल सं० 21 ( 1 )/ 80-एम०आई०एम०सी०आई०] 

पी० प्रार० चन्द्रन , उप सचिव 


G . S. R. 250. In pursuance of sub -rule ( 2 ) of Rulo 3 
of the Central Civil Accounts Service (Pay and Accounts 
Officers) Recruitment Rules, 1977 the Central Government 
hereby directs that the initial recruitment of Pay and Accounts 
Officers of the Central Civil Accounts Service shall be com 
pleted on the date of publication of this notification in the 
Official Gazette . 

INo. A. 12018 /1 /78 / MF. CGA( A)] 
GHANSHIAM DAS, Dy, Controllor Genl. of Accounts 


cens) Recrul Civi:pursuance 
Prices directs thimene Rules, 19 Service Tray 2 Of Rulo 


MINISTRY OF INDUSTRY 
(Department of Industrial Development) 

CENTRAL BOILERS BOARD 

New Delhi, the 18th Fcbruary , 1981 
G .S .R . 251 _ Whereas certain regulations, further to 
amend the Indian Boiler Regulations, 1950 , were published 
as required by sub- section ( 1 ) of section 31 of the Indian 
Boilers Act, 1923 ( 5 of 1923) at page 2279 of the Gazette 
of India , Part II- Section 3- Sub- Section (i), dated the 25th Octo 
ber , 1980 under the notification of the Government of India 
In the Ministry of Industry (Department of Industrial Deve 
lopment ) ( Central Boilers Board ) No . G . S. R , 1111 dated the 
7th October , 1980 inviting objections and suggestions from all 
persons likely to be affected thereby till the 26th December , 
1980. 

And whereas the said Gazette was made available to the 
public on the 12th November , 1980 . 

And whereas no objections or suggestions have been re 
ceļved ; 

Now , therefore , in exercise of the powers conferred by 
section 28 of the Indian Boilors Act, 1923 (5 of 1923 ), tho 
Central Bojlers Board hereby makes the following regulations 
further to amend the Indian Boiler Regulations, 1950 , name 
ly : 

1. (1) These regulations may be called the Indian Boiler 
( First Amendment ) Regulations, 1981 . 


New Delhi, the 23rd February, 1981 
G . S. R. 252.---- The following draft of certain rules further 
to amend the Petroleum Rules, 1976, which the Central 

Government proposes to make in exercise of the powers con 
ferred by sub- section ( 1 ) of section 29, of the Petroleum Act , 
1934 ( 30 of 1934 ), is hereby published as required by sub 
section (2 ) of section 29 of the said Act , for the information 
of all persons likely to be affected thereby and notice is hereby 
given that the said draft will be taken into consideration on 
or after the expiry of forty - five days from the date this noti 
fication is made available to the public . 

Any objections or suggestions which may be received from 
any person in respect of the said draft before the date so 
specified will be taken into consideration by the Central 
Government. 

DRAFT RULES 
Thoso rulcs may be called the Petroleum (Amcad 
ment ) Rules, 1981 . 
Rule 146 of the Petroleum Rules , 1976 , shall be 
ormitted. 

[ F. No. 21( 1)/ 80- MI / MCI] 
P . R . CHANDRAN , Dy. Secy. 


1. 


( 2) They shall come into force on the date of their publi 
cation in the Official Gazette . 

2 . In the Indian Boiler Regulations , 1950 , in Appendix J 
for the Note at the end , tho following Noto shall be substi 
tuted, namely : 
" Note ...~-If and when any relaxation in respect of ina 

pection is granted by the Inspecting Authority to 


ऊर्जा मंत्रालय 
(विद्युत विभाग ) 

केमीय विद्युत बोर्ड 

नई दिल्ली, 19 फरवरी, 1981 
सा०मा०नि० 253. यत, भारतीय विद्युत् नियमावली , 1856 में पीर 
प्रागे संशोधन करने के लिये कतिपय नियमों के प्रारूप, भारतीय वियत् 


- - - - - -- - 
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अधिनियम, 1910( 1910 का 9 ) की धारा 38 फी उप -धारा ( 1 ) के सवातन कनेक्शन या किसी प्रतिगमन वायु मार्ग के घेरे में ही प्रयुक्त 
अपेक्षानुसार भारत सरकार के ऊर्जा मन्त्रालय, विद्युत विभाग केन्द्रीय विद्युत् बोई मभी, साधिन जिसमें मुबान और परिवहन योग्य माधिन सम्मिलित है, 
की अधिसूचना स० सा०का०नि० 837, तारीख 22 जुलाई, 1980 और ज्लालामह होगे ; 
उम्का शुद्धि- पन्न सं०मा०का०नि० 1084, तारीख 23 सितम्बर, 1980 के 

( घ ) सभी विद्युत लैम्प ज्वालामह डे में लगे होंगे । 
अन्तर्गत भारत सरकार के राजपत्र भाग -[[ खद्ध 3 -- उपखड (1 ) के 9 

3 किमी तेल बान या तेल क्षेत्र में खतरा क्षेत्र के भीतर किमी 
अगस्त , 1980 तथा 18 अक्सूबर, 1980 के अंको में क्रमश : प्रकाशित 

स्थान पर , 
किये गये थे जिनमें उक्त अधिसूचना एवं शुद्धि -पन्न के राजपत्र में प्रकाशित 

(क ) मभी मकेतन या दूरसंचार परिपथ इस प्रकार बनाए, लगाए, 
होने और जनता को उनकी प्रतियों के उपलब्ध होने की तारीख के 

मुरक्षित , प्रचालित और अनुरक्षित किए जायेंग जिसमे स्वतः मुरक्षा 
90 दिनो की अवधि की समाप्ति तफ उनसे सम्भाव्यतः प्रभावित होने 

हो सके ; 
वाले सभी व्यक्तियों से आक्षेप और सुझाव प्रामंत्रित किये गये थे ; 

( ख ) सभी केवल इस प्रकार बनाए , लगाए, प्रचालित और अनुरक्षिन 
और यतः उस राजपन्न जनता को सारीख 11 अगस्त , 1980 तथा 

किए जायेंगे , जिससे खुली चिंगारियों के खतरे को रोका जा सके ; 
20 अक्तूबर, 1980 को प्रमशः उपलब्ध करा दिये गये थे ; 

( ग ) सभी साधित , जिसमें मुबाघ और परिवहन योग्य नापिन्न 
और यतः उक्त प्रारूप पर प्राप्त आक्षेपों या सुझावो पर विचार कर सम्मिलित हैं , ज्वालासह होगे ; 
लिया गया है । 

( घ ) मभी पियुत लैम्प ज्यालासह बाड़े मे लगे होंगे । 
अतः अब केन्द्रीय विद्युत् बोर्ड, उक्स अधिनियम की धारा 37 द्वारा 

4. फिसी द्वितीय या लुसीय गैसीयता वाले कोयला संस्तर में या किस । 
प्रदत्त शक्तियों का प्रयोग करते हुए , भारतीय विद्युत् नियमावली , सेल खान के खतरा क्षेत्र में: - - 
1956 में प्रागे संशोधन करने के लिये एतद्वारा निम्नलिखित नियम 

(i ) ऊर्जा प्रदाय निम्नलिखित स्थितियों में बन्द कर दिया जाएगा --- 
बनाता है, अर्थात् : ---- 

( क ) यदि खुली चिन्गारियो भड़कती है , तो तुरन्त ; 
नियम 

( ख ) साधिन की परीक्षा या समायोजन की अवधि के दौरान , जिममें 
____ 1 ( 1 ) इन नियमों का मक्षिप्त नाम भारतीय विद्युत ( संशोधन ) , किसी ऐसे भाप को खुला छोड़ने की प्रावश्यकता पड़े जिसमें खुली चिन्गा 
नियम , 1981 है । 

रियां उठ सकती है । 
( 2 ) ये भारत के राजपन्न में प्रकाशन की तारीख को प्रवृत्त होंगे । 

(ii ) ऊपर उल्लिखित दशामों में ऊर्जा प्रदाय तब सप, पुनः जारी 
____ 2. भारतीय विद्युत नियमावली , 1956 के (जिन्हें इसमें इसके 

नहीं किया जाएगा , जब तक कि साधिव की परीक्षा विधुत पर्यवेक्षक या 
पश्चात उक्त नियम कहा गया है ) नियम 126 के स्थान पर निम्नलिखित 

सम्यक रूप में नियुक्त उसके किमी सहायक द्वारा नही कर दी गई है 
नियम रखा जाएगा , अर्थात :- - 

और जब तक वोष यदि कोई हो , ठीक नही कर दिया गया है या जब 

नक प्रावश्यक समायोजन नहीं कर दिया गया है । 
" 126 जहाँ गम हो , वहां पूर्वावधानिया --- ( 1 ) प्रथम डिग्री गसीयता 
के कोयला संस्तर के किसी भाग में , .... 

( iii ) सभी साधित (जिसमें सुबाह्य या परिवहन योग्य साधिन 
( क ) भभी केवल ऐसी नीति से बनाए, लगाए, सुरक्षित , प्रचालित मम्मिलित हैं ) के निकट एक ऐसे ज्वाला सुरक्षा लैम्पों को , जो अजित रहना 
पौर अनुरक्षित किए आयेगे जिससे खुली जिम्गारियों के खतरे को रोका है , निरन्तर प्रवीप्न स्थिति में बनाए रखा आएगा ; और जहा ऐसे सुरक्षा 
जा सके ; 

पैम्पों में ज्वाला दिखाई देने से ज्वलनशील गैस की उपस्थिति का पता 

चलता है, कहो उस परिक्षेत्र में सभी साधिन्नो को ऊर्जा प्रदाय तरन्न 
( ख ) फिमी भी ऐसे स्थान पर, जा अन्तिम संवातन कनेक्शन के 

मद कर दिया जाएगा और खान के किसी अधिकारी को इस घटना की 
धेरे में है, सभी समेतन या दूर सवार परिपथ इस प्रकार बनाए , लगाए , 

तुरन्त रिपोर्ट की जाएगी । 
सुरक्षित, प्रचालित और अनुरक्षित किए जाएंगे, जिममे स्वतः मुरक्षा 
हो सके ; 

( iv ) जहा ज्याला सुरक्षा लम्पों के अतिरिक्त ऐसे साधिन को काम 

मे लाया जाता है कि ज्वलनशील गैम या वाष्प की प्रतिशतता का पता 
( ग ) किसी ऐसे स्थान पर, जो अन्तिम मंयासन कनेक्शन के घेरे में 

स्वतः हो चल जाए, महो में साधित खान सुरक्षा निरीक्षक द्वारा 
है , प्रयुक्त सभी मोधिन्न , जिनमें सुबाह्य और परिवहन योग्य माधिन 

अनुमोदित किए जाएंगे और इन्हें बिस्कुल ठीक स्थिति में रखा जाएगा । 
और लाइटिग फिटिग सम्मिलित है, उवालासह ( फ्लेमप्रूफ ) होंगे । 

. ( 5 ) (i ) गैसीयता की किसी डिग्री के कोयला संस्मर के किसी भाग 
( 2 ) ऐने किसी भी स्थान पर , जो द्वितीय और तृतीय डिग्री में या मेल खान के खतरा क्षेत्र में , यदि साधारण पायु में ज्वलनमील गैस 
गैसीयता के कोयला मंस्तर के किसी भाम में है, --- 

की प्रतिशतता किसी भी समय मवा एक से अधिक पाई जाए तो उस क्षेत्र 

मे सभी केबलों और साधिनों से ऊर्जा प्रदाय तुरन्त बन्द कर दिया 
( क ) मभी संकेतन या दूरराचार परिपक्ष इस प्रकार बनाए , लगाए , 

जाएगा और तब तक पुनः जारी नहीं किया जाएगा जब सफ को ज्वलन 
सुरक्षित, प्रचालित और अनुरक्षित किए जाएंगे, जिसमे स्वत . रक्षा हो 

सोम गैस का प्रतिणत म्वा एक से अधिक रहता है । 
सके ; 

(ii ) इस प्रकार ऊर्जा प्रदाय बन्द किए जाने या पुनः जारी करने की 
( ख ) सभी केवल ऐसी रीति से बनाए, लगाए , मुरक्षित, प्रचालित 

जान एक ऐसी लम्बी शीट में जो उपाबन्ध 12 मे अधिकथितप्रारूप में 
पौर अनुरक्षित किए जायेंगे, जिसमे गुली चिन्गारियों के खतरे को रोका 

रखी जाएंगी, लिख ली जाएगी और निरीक्षक को इसकी रिपोर्ट की जाएगी । 
जा सके । 

( 6 ) इस नियम के उपबन्ध ऐसी किसी धातुमय खान को , जो 
( ग ) किसी ऐसे स्थान पर जो किसी विसीय डिग्री गैसीयता पाली बान निरीक्षक द्वारा अधिमूक्ति की जाए , तब लागू होंगे, जब ऐसी 
धान की दशा में कार्यकारी फेस या गोफ, मे 10 मीटर की दूरी के खान में ज्वलनशील गैस पैदा हो जाती है या अन खान निरीक्षक की 
भीतर और तीय डिग्री गमीयता बानी दान की दशा में किसी कार्यकारी यह राय है कि ऐसी खान में ज्वलनशील गैस का पैदा होना मंमाधा 
फैस या गोफ से 270 मीटर के भीतर हो या ऐस स्थान पर, जो अन्तिम 


[ भाग II - - गुण्ड - ( i)] 
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स्पष्टीकरण - म नियम के प्रयोजन के लिए --- 

( 1 ) "प्रथम डिग्री गैसीयता का कोयला सम्तर ", "द्वितीय डिग्री, 
गैसीयता का कोयला संस्सर ", " तृतीय डिग्री जैसीयता का कोयला मंस्तर " 

और "ज्वालागह साधिन " पदावलियो के अर्थ वही होंगे, जो कोयला खान 
विनियम , 1957 में प्रमश. उनके है ; 

( 2 ) किमी सेन खान या नेत्र क्षेत्र में निम्नलिखित क्षेत्र खतरा- क्षेत्रों 
के रूप में जाने जायेंगे, अर्थात :- - 

( क ) किमी ऐसे सेल कप के , जहां वातगर्त हुआ है या होने की 
मभावना है, चारो घोर कम से कम 90 मीटर का ऐसा पोत्र जो घटना 
स्थल पर उपस्थित भारी इंजीनियर या ज्येष्ठतम अधिकारियो द्वारा 
अभिहित किया जाए । 

( ख ) किमी ऐसे तेल कूप के , जिसका खुले प्रवाह द्वारा परीक्षण 
किया जा रहा है, 90 मीटर के भीतर का मेल, 

( ग ) निम्नलिखित में 15 मीटर के भीतर का क्षेत्र - - 

(i ) उत्पावक कूपशीष या वहा से कच्चे तेल को सुली निकासी का 
कोई बिन्दू या ऐसा अन्य बिन्दू जहां खतरनाक वायुमण्डल के उस्मर्जन 
के सामान्यत उत्पन्न होने की संभावना है, या 

(ii ) कोई वाइसकेट या खोज कूप-शीपं जो ऐसे क्षेत्र में हिल किया 
जा रहा है, जहां प्रसामान्य वाब दशामों का विद्यमान होना ज्ञात 
है, या 

( iii ) कोई प्रोज या अन्तगल कूप-शर्ष जो ऐसे क्षेत्र में दिल किया 
जा रहा है, जहां प्रासामान्य दाब दशाओं का विद्यमाम होमा सात है, या 

( घ ) निम्नलिम्पित के 4 . 5 मीटर के भीतर का क्षेत्र .... 

(i ) कोई उत्पादक कूप पार्ष जहाँ मामान्य परिस्थितियों के मेत्र में 
असरनाक वायुमण्डल के उत्सर्जन या मंचयन को रोकने के लिए उत्पादन 
की बन्द पद्धति काम में लाई जाती है, या 

( ii ) खोज या अन्नगल फूप- शीर्ण, जो ऐमे क्षेत्र में ड्रिल किया जा 
रहा है, जहां दाम दणाए सामान्य है और जहां की जा रही हिलिंग की पर्याप्त 
में क्षेत्र के भीतर मामान्य परिस्थितियों में स्यतरनाक वायुमण्डल के 
उत्तमर्जन या मंचयन को रोकने के लिए पर्याप्त उपाय सम्मिलित है ; 


( 2 ) किसी माधिन के प्रचालन, गर्यवेकाण, परीक्षण पा समायोजन 
के लिए नियुक्त प्रत्येक व्यक्ति ऐमा कार्य करने में , सक्षम होगा जिसे 
इंजीनियर के निदेशानुमार करने की उममे अपेक्षा की जाती है । 

( 3 ) विद्युत पर्यवेक्षक निम्नलिग्विन कराव्यो के अपने द्वारा या 
उपनियम ( 1 ) के अधीन नियुक्त विद्युत मिस्त्रियो दाग उचित निष्पावन 
के लिए उत्तरदायी होगा, अर्थात : --- 
( क ) खतरा रोकने के लिए जितनी बार बमा करना आवश्यक 

हो , उतनी बार सभी साधियो का (जिसमें भू- चालकों का परीक्षण 
कारना और सातत्य के लिए घात्विक अच्छावन सम्मिलित है ) 

ममी -भाति परीक्षण . 
( ख ) सभी नए साधिनों मी , और ऐसे मभी साधितों की , जिन्हे 

खान में पुनः लगाया गया है, उनके किसी नई स्थिति मे 
___ काम में लाने से पूर्व, परीक्षा पोर परीक्षण । 

( 4 ) तीन दिन से अधिक तक किसी विद्युत पर्यवेक्षा के अनुपस्थित 
रहने की दशा में , खान का स्वामी, अभिकर्ता या प्रबन्धक या किसी तेल 
क्षेत्र में एक या अधिक तेल -कूपों का अभिकर्ता या स्वामी किसी प्रतिस्थापी 
विद्युत पर्यवेक्षक को लिखित रूप में नियुक्त करेगा । 

( 5 ) ( i ) विद्युत पर्यवेक्षक या उसके स्थान पर उपनियम ( 4 ) के 
मधीन नियका प्रतिस्थापी विद्युत पर्यवेक्षक , खान या तेल क्षेत्र पर , 
उपासन्ध 12 में उपगित प्रारूप में तैयार की गई वैनिक लाग शाटों की 
बनी लाग बुक रखने के लिए वैयक्तिक रूप से उत्तरदायी होगा । 

(ii) उपनियम ( 3 ) के उपबन्धों के अनुसार किए गए सभी परीक्षणो 
का परिणाम , उपाबन्ध 12 में उपशित प्रारूप में तैयार की गई लाग 
शीट में बेखबद्ध किया जाएगा । " 

सी०एम०- 305/ 38/ 81 ] 
मत्यवान तिवारी , सचिष 

को० वि० बोर्ट 


( 3) ऐमा तेल-कूप, जिसका म्नुले प्रवाह से भिन्न पद्धति द्वारा 
परीक्षण किया जा रहा है । 

स्पष्टीकरण. -- खण ( प ) के प्रयोजनों के लिए " खतरनाक वायुमण्डल " 
में ऐमा वायुमण्डल अभिप्रेत है, जिसमें ज्वलनशील संकेन्द्रण में कोई 
ज्वलनशीम गैसे या वाष्प हैं । 

3 उक्त नियमों के नियम 131 के स्थान पर निम्नलिखित नियम 
रखा जाएगा , अर्थात : - - 

"131. पर्यवेक्षण.- - ( 1 ) (i ) खान निरीक्षक द्वारा यथा निदेशित 
एक या अधिक विद्युत पर्यवेक्षक प्रतिष्ठापन के पर्यवेक्षण के लिए , खान के 
म्बामी, अभिकर्ता या प्रबन्धक प्राग या तेल क्षेत्र में एक या अधिक कूपों 
के अभिकर्ता या स्वामी द्वारा लिखित रूप में नियुक्त किए जाएंगे । 

(ii ) छम प्रकार नियुक्त विद्युत पर्यवेक्षक ऐसा व्यक्ति होगा, जिसके 
पास नियम 45 के उपनियम ( 1 ) के अधीन जारी किया गया विधि 
मान्य विद्युत पर्यवेक्षक सक्षमता प्रमाणपन्न (जिमके अन्तर्गत मनन 
प्रतिष्ठापन भी हैं ) है । 

( iii ) यपि मान निरीक्षक इस नियम में विनिर्दिष्ट कर्तव्यों का 
पालन करने के लिए वैसा मावश्यक समझता है तो , वह खान के स्वामी 
या अभिकर्ता को एक या अधिक विद्युत्त मिस्त्रियों को जो ऐसे व्यक्ति 
होये जिनके पास नियम 45 के उपनियम ( 1 ) के अधीन अनुगाप्ति है , 
नियुक्त करने का निदेश दे सकेगा । 


MINISTRY OF ENERGY 

(Dopartinent of Power) 
CENTRAL ELECTRICITY BOARD 

New Delhi, the 19th February, 1981 
G . S. R . 253. - Whereas certain draft rules further to 
amend the Indian Electricity Rules, 1956 were published as 
required by Sub - section ( 1 ) of Section 38 of the Indian 
Electricity Act, 1910 ( 9 of 1910 ), with the notification of the 
Government of India in the Ministry of Energy , Department 
of Power , Central Electricity Board No. G . S . R. 837, dated the 
22nd July, 1980 on 9th August, 1980 and its Corrigendum 
vide G . S. R, 1085, dated the 23rd September , 1980 on 
18th October, 1980 respectively in the Gazetie of India , 
Part II, Section 3 , Sub - section (i) inviting objections or sug 
gestions from all persoas likely to ho affected the eby till the 
expiry of period of 90 days from the date on which the coples 
of the Gazette of India in which the notification and corrigen 
dum were published were made available to the public ; 

And whereas the copies of the said Gazette werc made 
available to the public on the 11th August , 1980 and the 
20th October, 1980 respectively ; 

And whercas objections and suggestions received on the 
said draft rules wero considered by the Central Electricity 
Board ; 

Now , therefoic , in excrcise of powers conferred by Sec 
tion 37 of the said Act, the Central Electricity Board hereby 
makes the following rules further to amend the Indian Electri 
city Rules, 1956 , namely : 

RULES 
1. (1 ) These rules may be called the Indian Electricity 
( Amendment) Rules, 1981. 

(2 ) They shall come into force on the date of their publi 
cation in the Official Gazette . 
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[Part 1]- Sec. 3 (1)] 


flamo safety lamps, such appliances shall be 
Approved by the Inspector of Mines and main 

tained in perfect order . 
(5 ) (1) In any part of a coal- scan of any degree of 

passiness or in & danger area of an oil-mine, if the 
presence of inflammable gas in the general body of 
air is found any time to exceed one and one quarter , 
the supply of energy shall bo immediately discon 
nected from all cables and apparatus in the area 
and the supply shall not be reconnected so long 
HR the percentago of inflammable gay remains in 
excess of one and one quarter . 


2 . For rulo 126 of the said rules, the following rule shall 
be substituted , panicly : - 

" 126 . Precautions where gas exists--- 
( 1 ) In any part of a coal- seam of the first degree gassi 

Desa , 
(a ) all cubles shall be constructed , installed , protected , 

operated and maintained in such a manner as to 

prevent risk of open sparking ; 
( b ) at any place which lies in -bye of the last ventila 

tion connection , all signalling or telecommunica 
tion circuits shall be so constructed , installed , pro 
tected , operated and paintained as to be intrinsi 

cally safe ; 
(c ) alt apparatus including portable and transportable 

apparatus including lighting fittings used at any 
place which lies in -bye of the last ventilation con 

nection shall be flame- proof . 
(2 ) At any place which lies in any part of a coal-seam 

of second and third degree gassiness.--- 
( a ) all signalling or telecommunication circuits shall 

be so constructed , installed , protected , operated 

and maintained as to be intrinsically safe ; 
(b ) all cables shall be constructed , installed , protected , 

operated and maintained in such a manner as to 

present risk of open sparking ; 
(c ) ull apparatus, including portable and transportable 

apparatus used at any place within 90 metres 
of any working face or gouf in caso of a second 
degree gassymine and within 270 metres of any 
working face or goaf in case of third degree gassy 
mine or at any place which lies in - bye of the 
last ventilation connection or in any return gir 

ways shall be flame-proof ; 
(d ) all clectric lamps shall be enclosod in flame-proof 

enclosurco . 
( 3 ) In any oil-mino or oil- field , at any place within the 

Danger Areas, 
(a ) all signalling or telecommunication circuits shall 

be 80 constructed, installed , operated , protected 

and maintained as to be intrinsically safe ; 
( b ) all cables shall be so constructed , installed , oporat 

ed , and maintained as to prevent risk of open spark . 

ing ; 
(c) all apparatus including portablo and transportablo 

Apparatus shall be flamo- proof ; 
(d ) all clectric lamps shall be enclosed in flame-proof 

enclosures 
( 4 ) In any coal-scam of degree second and degree third 

gassiness or the danger zone of oil-ming the supply 

shall be discontinued , ---- 
(a ) immediately , if open sparking occurs ; 
(b ) during the period required for examination or 

adjustment of the apparatus, which would necessi 
tate the exposing of any part liable to opon spark 
ing ; 


( ii) Any such disconnection or reconnection of the sup 

ply shall be noted in the logsheet which shall be 
maintained in the form set out in Annexure -XII 

and shall be reported to the Inspector. 
(6 ) The provisions of this rule shall apply to any metal 

liferrous mine which may bo nolificd by the Inspec 
tor of Mints if inflammablo gas occurs or if the 
Inspector of Mines is of the opinion that inflanımable 

gas is likely to occur in such mine . 
Explanation . For the purpose of this rule , 
( 1 ) tho cxpresslong coal-seam of first degree gassiness , 

coal-scam of second degree gassiness , coal-geam of 
third degree gassiness , and flame- proof apparatus , 
shall have the meanings respectively assigned to them 

in tho Coal Mines Regulations , 1957 . 
(2 ) the following arcar in an oil -mine or oil- field shall 

be known as danger areas , namely — 
(a ) an area of not less than 90 metres around an oll 

well where a blowout has occurred or is likely to 
occur, As may be designated by the engineer -in 
charge or the senior-most official present at tho 

site ; 
(b ) an Area within 90 metres of an oil-well which is 

being tested by open flow : 
(c) an area within 15 metres of - - 
(i) a producing well - head or any point of open dis 

chargo of the crude therefrom or other point 
whero emission of dangerous atmosphere is 

normally like to ariso, or 
( il) any wildcat or exploration well-head being drilled 

in an area where abnormal prossure conditions 

are known to exist, or 
(iii) any exploration or interspacod well - head being 

drilled in the area whore abnormal pressuro 

conditions are known to exist, or 
(d ) any area within 4. 5 metres of - 
(1) any producing well -head where a closed system 

of production is employed such as to prevent 
the emission or accumulation in the area in nor 
mal circumstanccs of a dangerous atmosphere ; 

or 
(il) exploration or interspaced well-head being drilled 

in an area where the pressure conditions are 
normal and where the system of drilling em 
ployed Includes adequate measures for the pre 
vention in normal circumstances of emission or 
accumulation within the area of a dangerous 

atmosphere ; or 
( iii) an oll -well which is belog tested other than by 

open flow . 
Explanation . - - For the purposes of clause (d ) " dangerous 

atmosphero " means an atmosphere contajning 
any inflammablo gages or vapours in a con 

centration capable of ignition ." 
3. For rule 131 of said rules, the following rule shall bo 
substituted , namely - 

131. Supervision. ( 1 ) ( ) One or more electrical super 
visors as directed by the Inspector shall be appointed in 
writing by the owner, agent or manager of a mine or by 
tho agent or the owner of ono or more wells in an oil 
field to superviso the installation . 


( c) the supply shall not be reconnected until the appa 

ratus has been examined by the electrical super 
visor or one of his duly appointed assistants until 
the defect, if any, has been remcdied or the neces 

sary adjustment made ; 
(d ) a flame safety lamp shall be provided and main 

tained in a state of continuous illumination near 
an apparatus (including portable or transportable 
apparatus) which remains energised and where the 
appearance of the flame of such safety lampy 
indicates the presence of inflammable gas , the sup 
ply to all apparatus in the vicinity shall be imme 
dlately disconnected and the incident reported 

forthwith to an official of the mine ; 
Provided that where appliances for automatic de 

tection of the percentage of inflammable gas 
or vapour are employed in addition to the 


[ भाग II -- बण्ड ( i) ] 


भारत का रामपन्न . मॉम , 1981/ फाल्गुन 16 , 1902 


507 


- 


- 


- - - 


- 


- 


DE 

- - 


- 


- 


- 


- - 


( ii ) The electrical supervisor so appointed shall be the 
person holding a valid Electrical Supervisor s Certificate of 
Competency , covering mining installation issued under sub 
rule ( 1 ) of rule 45 . 

( iii ) If the Inspector consideis necessary for the com 
pliance with the duties specified in this rule , he may direct 
the owner or agent of the mine to appoint one or more 
electricians who shall be persons holding licence under 
Sub - rule (i) of rule 45 . 


(ü ) The results of all tests carried out in accordanco 
with the provisions of sub-rule ( 3 ) shall be recorded in the 
log- sheet prepared in the form set out in Annexuro -XII. 

[ CM- 305 / 38 / 811 
S . W . TEWARI, Secy . CEB 


विज्ञान और प्रौद्योगिकी विभाग 


नई दिल्ली, 17 फरवरी , 1981 
सा०का०नि० 254-- - केन्द्रीय सरकार, श्री चित्रा तिरुनल प्रायुविज्ञान 
और प्रौद्योगिकी संस्थान, नियेन्द्रम अधिनियम , 1980 ( 1980 का 
अधिनियम संख्यांक 52 ) की धारा 1 की उपधारा ( 2 ) बारा प्रवास 
शक्तियों का प्रयोग करते हुए, 1 मार्च, 1981 को ऐसी तारीख के 
रूप में नियत करती है जिसको उक्त प्रधिनियम प्रवृत होगा । 

[ फा०सं० 17 ( 2 )/ 80-एम०टी०पी०-I] 

____ यी०एम० केलकर, उप सपिष 


( 2 ) Every person appointed to operate , superviss , exa 
mine or adjust any apparatus shall be competent to under 
take the work which he is required to carry- out as directed 
by the engincer. 

( 3 ) The electrical supervisor shall be responstble for the 
proper performance of the following dutics, by himself or 
by electricians appointed under sub - rulo ( 1 ) : 
( a ) thorough examination of all apparatus ( including 

the testing of earth conductors and metallic 
coverings for continuity ) As often as may be neces 

sary to prevent danger ; 
( b ) examination and testing of all new apparatus, and 

of all apparatus , re - erected in the mine before it 

is put into service in a new position . 
( 4 ) In the absence of any electrical supervisor for more 
than three days , the owner , agent or manager of the mine 
or the agent or owner of one or more oil-wells in an oil 
field , shall appoint in writing a substitutc electrical super 
visor . 

( 5 ) (i ) The electrical supervisor or the substitute electri 
cal supervisor appointed under sub - rule (4 ) to replace him 
shall be personally responsible for the maintenancc at the 
mine or oil- field , of a log- bcok made up of the daily log 
sheets prepared in the form set out in Annexure - XIT , 


DEPARTMENT OF SCIENCE AND TECHNOLOGY 

New Delhi, the 17th February, 1981 
G . S . R. 254.-- - In exercise of the powers conferred by sub 
section ( 2 ) of section 1 of the Sree Chitra Tirunal Institute 
for Medical Sciences and Technology , Trivandrum Act, 
1980 ( Act. 52 of 1980) , the Central Government hereby 
appoints 19t March , 1981 as the date on which the said 
Act shall come into force . 

[ File No. 17 ( 2 ) / 80 - STP-I] 
V . M , KELKAR, Dy . Secy . 


पर्यावरण विभाग 

नई दिल्ली, 19 फरवरी, 1981 
साका०नि० 25 5.--- राष्ट्रपति , संविधान के अनुच्छेद 309 के परन्तुक द्वारा प्रदत्त शक्तियों का प्रयोग करते हुए , विज्ञान और प्रौद्योगिकी 
विभाग के अधीन भारतीय वनम्यति विज्ञान मर्वेक्षण में ज्येष्ठ प्रशामनिक अधिकारी के पद के लिये भी नियमों का इसके द्वारा संशोधन करते हैं, अर्थात : 

1. संक्षिप्त नाम और प्रारम्भ :- - ( 1 ) इन नियमों का संक्षिप्त नाम ज्येष्ठ प्रशासनिक अधिकारी भारतीय वनस्पति विज्ञान सर्तेक्षण ) भर्ती संशोधन 
नियम , 1981 है । 

( 2 ) ये राजपन में प्रकाशन की भारी को प्रथम होंग । । 

: ज्येष्ठ प्रशासनिक अधिकारी ( भारतीय वनस्पति विज्ञान सर्वेक्षण ) भनी नियम , 1972 को विद्यमान अनुस्ची के स्थान पर निम्नलिखित अनुसूची 
रखी आयेगी, अर्थात् : -- 

मनुसूची 


- 


- - 


- 


- - 


- 


- 


- 


- 


- - 


पर्व का नाम 


वर्गीकरण 


वेतनमान 


पदों को 
संख्या 


चयन पर अथवा 
अचयन पद 


सीधे भर्ती किये जाने सेवा में जोड़े भर्ती किये जाने वाले व्यक्तियों के 
वाले व्यक्तियों के लिये गये वर्षों का लिये शैक्षिक और अन्य पाहताएं 
श्रायु -मीमा 

फायदा 
केन्द्रीय 
सिविल सेवा 
( पेंशन ) 
नियम , 
1972 के 
नियम 30 के 
अधीन अनुज्ञेय 

है या नहीं 
6 

6क 
40 वर्ष से अधिक नहीं नहीं आवश्यक : 
( सरकारी सेवकों के 

( i ) किसी मान्यताप्राप्त विश्व 
लिये शिथिल की जा 

विद्यालय से उपाधि या 
सकती है ) । 

समतुल्य । 


- - 


- 


- 


- 


- - - - - - - - 


- - 


- 


- - -- - - - 


- - 


- 


- - 


- -- - - - 


- 


- - - 

- 


- 


- 


- 


- - - 


- 


- 


- 


- - 


- 


ज्येष्ठ प्रशासनिक 

अधिकारी 


( एक ) माधारण केन्द्रीय 

मेवा, समूह क , 
राजपक्षिस 


1200- 50-1600 लाग नहीं होता 
मा 


- - - - .. 


- . 


.. 
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- 


- 


- 


- 


- 


- - 


- 


- 


- 


. .. - 


- 


- 


-- 


- - - 


- - ... - 


- 


65 


- - - 


- 


- 


- 


- 


टिप्पण : - - प्रायु-सीमा 

( ii ) किसी मरकारी कार्यालय 
प्रवधारित करने के लिये 

या लोकनिकाय या किसी 
निर्णायक सारीन भारत 

म्यातिप्राप्त वाणिज्यिक संगठन 
में रहने माले अभ्यपियो 

में प्रशासन , लेखा मोर स्थापन 
में ( उमसे मिन जो 

कार्य का उत्तरदामी पर्यवली 
अन्वमान मोर निकोबार 

हैसियत में मात वर्ष का 
द्वीप तपा ममदीप में 

मनुभम । 
रहते हैं ) मावन प्राप्त 

दिप्पण - - . महंताएं, अन्यथा 
करने के लियेनियत की 

मुअहित अभ्याथियो की वमा मे 
गई अन्तिम तारीख 

मेष लोक सेवा मायोग के 
गी 

विकानुमार शिथिल की जा 
मक्सी है । 
टिप्पण : -- 2. अनुभव संबंधी 

पाहताएं संघ लोक सेवा आयोग 
के विवेकानुसार अनुसूचित 
जातियो और प्रमुसृषित जल 
जातियों के मध्यथियों के मामले 
मे उस दशा में शिपिल की या 
सकती है , जब कि चयन के 
किसी प्रक्रम पर संघ लोक सेवा 
मायोग की यह राय है कि इन 
के लिये प्रारमित रिक्तियों को 
भरने के लिये अपेक्षित प्रमुभम 
रखने वाले इन सभवार्यो के 
मध्यर्थी पर्याप्त संख्या में 
उपलब्ध नहीं हो सकेंगे । 
वांछनीय : 
मरकारी नियमो और 
विनियमों का ज्ञान । 

- - - - - - - -- - - - - 
भर्ती की पति/भर्ती सीधे होगी प्रोमति / प्रतिनियुक्ति/स्पानान्तरण पवि विभागीय, प्रीमति समिति भर्ती करने में किन 
या प्रोन्नति द्वारा या प्रतिनियुक्ति द्वारा मर्ती की दशा में व श्रेणिया है, तो उसकी संरचना परिस्थितियों में मंष 
स्थानान्तरण द्वारा तथा विभिन्न जिनसे प्रोमति/प्रतिनियुक्ति 

लोक सेवा मायोग से 
पद्धतियो द्वारा भर्तीकिये जाने स्थानान्तरण किया जायेगा 

परामर्श किया जायेगा 
बाली रिक्तियों की प्रतिशतमा 


- 


- 


- 


. 


- 


- 


- 


- - 


- 


- - 


- 


- 


- - - - - - - - - 


- - - - 


- - - . 


- - 


- - - - - - - 


- - - 


- - - 


- 


- - 


- - - - - - - 


- - - - - 


सीधे भर्ती किये जाने परिवीक्षा की 
वाले व्यक्ति के लिये प्रवधि यदि कोई 
विहित प्राय मौर 

शैक्षिक पाहताएं 
। प्रोणति की दशा में 
लागू होगी या नही 


- 


- 


- 


- 


- 


- - 


- 


- 


- - 


- 


- 


- - - - - - - - - - - 


- 


- 


- 


- 


10 


12 


13 


9 
- - - 


- 


- 


- 


- - 


मही 


यो वर्ष 


प्रोन्नति या प्रतिनियुक्ति पर प्रोन्नति या प्रतिनियुक्ति पर स्था . पुष्टि पर विचार करने के लिये चयन , प्रत्येक प्रकार 
स्थानान्तरण द्वाग , जिसके न नान्तरण : 

समूह क की विभागीय पर संघ लोक सेवा 
हो मकने पर सीधी भर्ती कारा ( i ) केन्द्रीय या राज्य मरकारों प्रोन्नति समिति . भायोग के परामर्श 

के पधीन ऐसे अधिकारी, 1. मदस्य, संघ लोक सेवा से किया जायेगा । 
( क ) (i ) जो मवृश पद धारण आयोग अध्यक्ष इन नियमों के किसी 
कर रहे हैं , या 

2. मषिष, पर्यावरण विभाग उपबन्ध को संशोधित 
( ii ) जिन्होने 700- 1300 २० 

- - मदम्य शिथिल करते समय 
या समतस्य वेतनमान वाले पदों 3. मंयुक्त मचिव ( प्रशा० ) भी , संघ लोक सेवा 

पर पांच वर्ष सेवा की है, या या निदेशक , पर्यावरण मायोग से परामर्श 
( iii ) जिन्होने 650-1 200 स० विभाग - सदस्य करना आवश्यक 

या समतुल्य वेतनमान याने पदो 4. सम्बद विभागाध्यक्ष होगा । 
पर पाठ वर्ष सेवा की है, पौर 

- - मदम्य 
( ब ) जो प्रशासन , लेखा पोर टिप्पण : - -पुष्टि मे सबंधित 
स्थापन का कार्य अनुभव रखने विभागीय प्रोन्नति समिनि 

की कार्यवाहिया, पायोग 
( 2 ) ऐसे विभागीय प्रशासनिक के प्रमुमोचमा भेजी 

अधिकारियो पर मो जिन्होंने जाएंगी । किन्तु यदि 
उस श्रेणी में पांच वर्ष नियमित प्रयोग इनका मनमोवन 


14 


- 


- 


- 


- 


. 


. 


. 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- - 


- - 


- - 


- - 


- - 


- - -- - 
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ULTYWY 


- 


11 


12 


13 


सेना की है, विचार किया 
जायेगा मौर पद पर नियुक्ति 
के लिये उसका चयन किये जाने 
को वश में , उस पद को प्रोन्नति 
मारा भरा गया मममा 

TITTI I 
( प्रतिनियुमित की अवधि तीन 

वर्ष से अधिक नहीं होगी ) । 


नहीं करता है तो, विभागीय 
प्रोप्नति समिति की बैठक 
संघ लोक सेवा प्रायोग के 
अध्यक्ष या किसी सक्स्प 
को अध्यक्षता में फिर से 


** 
(HO 250 1- 56/78-effortwo (6 . )] 

पो० मी० पाम, म्क अधिकारी 


(Department of Environment) 
New Delhi, the 19th February , 1981 


1 . ( 1 ) Those rules may be called the Senior Administra 
tive Officer (Botanical Survey of India ) Recruitment 
( Amendment ) Rules , 1981. 

(2 ) They shall come into force on the date of their 
publication in the Official Gazette . 

2. In the Senior Administrative Officer (Botanical Survey 
of India ) Recruitment Rules, 1972, for the existing 
Schedule , the following schedule shall be substituted , 
namely : 


GS. R . 255. In exercise of the powers conferred by the 
proviso to article 309 of the Constitution , the President 
hereby amends the recruitment rules for the post of Senior 
Admninistrative Officer in the Botanical Survey of India 
under the Department of Science and Technology , numely : 


SCHEDULE 


--- - 


- 


- - 


- 


Name of post 


Classifica - 


Scale of 


No. of 
posts 


tion 


pay 


Whether 
Selection 
post or 

1011 
selection 


Post 


II 
75 


#UAL 


Senior Adminis - 
trative Officer 


1 
(One) 


Rs. 1200 -50 N . A . 
1600 


General 
Central 
Serviço 
Group A 
Gazetted 


Age limit for Whether Educational and other quali 
direct rectt. benefit of fications required for direct 

Added years recruits . 
of service 
admissible 
under rule 
30 of CCS 
(Pension ) 
Rules, 1972 
6(a) 

Essential; 
Not excceding 40 No (i) Degree of a recognised 
years (Relaxable 

University or cquivalent. 
for Government 

( ii) 7 year s experience of 
Servants ). 

administration , accounts 
Note : The crucial 

and establishment work 
date for determining 

in a supervisory capacity 
the age limit shall le 

in a Government office or 
the closing date for 

a Public Body or a Comm 
fcccift of applica 

ercial Organisation of repute 
tions from candi 

Note 1 : Qualifications are 
datcs in India (other 

rolaxable at the discretion 
than those in Anda . 

of the Union Public Service 
man and Nicobar Is 

Commission in case of 
lands and laksha 

candidatos otherwiso well 
dweep ). 

qualified. 
Note 2 : The qualifications 

regarding experiencc arc 
relaxablo at the discretion 
of the Union Public Service 
Commission in the case of 
candidates belonging to 
Scheduled Castes and Sche 
dulod Tribes if , wt day. 
stage of selection , the 


- - 


- 


- 


- 


- 


- 


+ 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- - - 
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- - = 


- 


- 


- 


- - 


- 


- - 


- 


- - 


- - 


- 


- 


- 


- - - - - - 


Union Public Service Com 
mission is of the opinion 
that sufficient number of 
candidates from these Com 
munities possessing the 
requisite experience are not 
likely to be available to 
fill up the vacancie s re 
served for them . 


Desirable : 
Knowledge of Government 
rules and regulations. 


- - - 


-- 


Whether ago and 
educational 
qualifications 
prescribed for 
direct recruits will 
apply in case of 
promotees 


Period of Method of recruitment in case of recruitment by pro - If a Dopartmental Pror Circumstances 
probation whether by director motion /deputation /transfer , motion Conimittee exists in which Union 
if any by promotion or grades from which promo- what is its composition Public Service 
by deputation /transfer tion / deputation /transfer to 

Commission 15 
and percentage of the be made 

to be consulted 
vacancies to be filled by 

in making rec 
various methods 

ruitment 


- - 


- - 


- 


- 


- 


- - 


- - 


- 


- - 


- 


- - - - - - - - 


- - 


10 


11 


12 


13 


- 


- - - 


- 


- 


- 


- - - - 


- 


- 


- - - - 


No 


2 years 


- - - 

- - 
By promotion or transfer Promotion or transfer on Group A D . P . C . for Selection on 
on deputation , fujling deputation : 

considering confirmation ; cach occasion 
which by direct recruit- (1) Oficors under the Central 1. Member , Union Pub - shall be inade 
ment. 

or State Governinents : lic Servicc Commi - in consultation 
(a ) (i) holding analogous sion - Chairman with the Union 
post ; or 

2 . Secretary , Depart. Public Service 
(ii) with 5 years service ment of Environment Commission , 
in posts in the scale - Member 

U . P .S . C . shall 
of Rs. 700 -1300 or 3. Joint Secretary also be consul 
equivalent; or 

(Admn.) or Director ted whilc ain - 
( iii) with 8 years servicc Department of Envi- ending or relax 

in posts in the scale ronment Membering any of the 
of Rs. 650 - 1200 or 4, Head of the Depart. provisions of 
equivalent; and 

ment concerned these rules . 
(b ) possessing experience of Member 

administration , accounts Note . The proceedings 

and establishment work of the Departmental 
(2 ) The departmental Admi- Promotion Committee 

nistrative Officer with 5 rolating to confirma 
years regular service in t ion shall be sent to 
the grade will also be con - the Commission for 
sidered and in case he is approval. If, however, 
selected for appointment these are not approved 
to the post, the same shall by the Commission , a 
be treated as having been fresh meeting of the 
filled by promotion . 

Dopartmental Promo 
(Period of deputation shall tion Committee to be 
not exceed 3 years). 

presided over by the 
Chairman or a Men . 
ber of the Union Pub 
lic Service Commission 
shall be held . 


- - - 


- - 


- 


- - - - 


- 


(No. F . 1 - 56 /78 -BS (B ) 
P . B . DAS , Desk Officer 


[भाग II -- 


511 


भारत का रामपत : मार्ष 7, 1981/फाल्गुन 16, 1802 


(i)] 


33 


स्वास्थ्य और परिवार कल्याण मंत्रालय 


( स्वास्थ्य विभाग ) 


नई दिल्ली, 18 फरवरी, 1981 
सा० का० नि० 256.-- केन्द्रीय सरकार स्वास्थ्य योजना ( पुणे ) , 
नियम 1978 के नियम 1 के उपनियम ( 3 ) का अनुसरण करते हुए 
केन्द्रीय सरकार एतवारा उक्त नियमों को 16 फरवरी , 1981 मे 
निम्नलिखित क्षेत्रों में लागू थारती है, अर्थात् : -- 

___ 1. केन्द्रीय सरकार स्वास्थ्य योजना, प्रोषधालय संख्या 5 रांगे हिल्म 
उत्तर में निम्नलिखित से घिरा हुषा क्षेत्र : - - मूला नवी मोर पुणे नगर 
निगम की यहां तक की बान्डरी जहाँ यह बम्बई पुणे रोड से मिलती है । 

2. पूर्व में निम्नलिखित से घिरा हुमा क्षेत्र : -- अम्बई पुणे रोड और 
पुलिस गेट । 

3. दक्षिण में मिम्मलिखित से घिरा हुमा क्षेत्र : - पुलिम गेट, राग 
हिल्स रोख, यशवन्त कालोनी और धर्मी रोठ । 

4 पश्चिम में निम्नलिखित से भिरा हुमा क्षेत्र : - बर्मी रोट, पुणे 
मगर निगम की मीमा और मूला नदी । 

केन्द्रीय सरकार स्वास्थ्य योजना प्रौषधालय संख्या 1, दक्षिण जीम. 
बाना के अंतर्गत प्राने याला सम्बन्धित क्षेत्र : - - 

1. उत्तर में निम्नलिखित से घिरा हुमा क्षेत्र : -- यणवन्त कालोनी , 
संगे हिन्स रोए और पुलिस गेट । । 

2 . पूर्व में निम्नलिखित से घिरा हुमा क्षेत्र -- मूला नदी । 

3. दक्षिण में निम्नलिखित म घिरा हुआ क्षेत्र : - -मूथा नदी से लेकर 
पाहा तक का क्षेत्र जहा यह पानाही के लेबरा क्रासिंग से मिलती है । 


4. पश्चिम में निम्नलिखित से घिरा हुन क्षेत्र :- - पतुरसिंघी की 
पर्वत श्रृंखला, बीटल हिल और ला कालेज हिल । 

[ संख्या एस० 11031/ 1/ 81-के०स०स्वा०योडेस्क - 1 ] 
MINISTRY OF HEALTH AND FAMILY WELFARE 

( Department of Health) 
New Delhi, the 18th Febriury, 1981 
G . S. R. 256. — In pursuance of sub -rule ( 3 ), of rule 1 of 
the Central Goveroment Health Schemo ( Pune ) Rules , 1978 , 
the Central Government hereby extends the said rules , with 
cffect from the 16th February , 1981 to the following areas, 
namely : - - 
CENTRAL GOVERNMENT HEALTH SCHEME DISPEN 

SARY NO , S AT RANGE HILLS 
1. Bounded in the North by . - - Mula River and Pune 
Municipal Corporation Boundary until it mects Bombay 
Pune Road . 
__ 2. Bounded in the East by. -~ Bombay Pune Road and 
Police Gate. 

3 . Bounded in the South by . - -Polico Gate , Kange Hills 
Road , Yashwant Colony and Barne Road. 

4 . Bounded in the West by . - - Barne Road , Pune Municipal 
Corporation Boundary and Mula River . 
REVISED AREA COVERED BY CGHS DISPENSARY 

NO. 1 AT DECCAN GYMKHANA 
1. Bounded in the North by. --- Yashwant Colony , Range 
Hills Road and Police Gate . 

2 . Bounded in the East by. — Mula River. 

3. Bounded in the South by .. - Mutha River until it meets 
level crossing at Vahewadi. 

4 . Bounded in the West by.-- - The Hills Range of Chatur 
singhi, Veta ] Hill and Law College Hill. 

[ No . S. 11031 / 1 / 81- CGFIS Desk-17 


नई दिल्ली, 20 फरगरी, 1981 


सा० का नि० 257.-- संविधान के अनुच्छेद 309 के परन्तुफ द्वारा प्रवत्त पाक्तियों का प्रयोग करते हुए राष्ट्रपति एतद्वारा केन्द्रीय सरकार स्वास्थ्य 
योजना , दिल्ली के अन्तर्गत ई०सी०जी० तकनीशियन ( कनिष्ठ ) के पद की भती की पति को विनियमित करने के लिये निम्नलिखित नियम पनाते हैं, अर्थात् :- - 

1. संक्षिप्त जीर्षक और प्रारम्भ :---- 1. इन नियमों का नाम केन्द्रीय सरकार स्वास्थ्य योजना, दिल्ली ई०सी०जी० तकनीशियन (कनिष्टः) भर्ती नियम , 
1981 है । 

2. ये सरकारी राजपत्र में प्रकाशित होने की तारीख को लागू होंगे । 
2 . संख्या, वर्गीकरण तथा वेतनमान :--- पदों की संख्या , उनका वर्गीकरण तथा वेतनमान यही होंगे जैसा कि अनुसूची के स्तम्भ 2 से 4 में निविष्ट है । 

3. भतीं की विधि, प्रायु सीमा मौर महतायें प्रादि :--- उक्त पदों पर भर्ती की विधि , प्रायुसीमा , महताये तथा अन्य बातें नहीं होंगी जैसा कि उक्त 
अनुसूची के स्तम्भ 5 से 13 में मिदिष्ट है । 

4. प्रमहंता: - कोई व्यक्ति : 
( क ) जो किसी ऐसे व्यक्ति से विवाह करता/ करती है अथवा विवाह को संविधा करमा/करतो है जिसका कि पाने या जिपकी पत्नी जीपित हो , 

प्रयवा ; 
( ब ) जो व्यक्ति एक पति/ एक पत्नी के जीवित रहते हुए किसी व्यक्ति के साथ विवाह करता/करती है प्रथया विवाह की मात्रा करता /करती है . 

सेवा में नियुक्त होने का पात्र नहीं होगा । 
परन्तु केन्द्रीय सरकार का यह समाधान होने पर कि ऐसा विवाह ऐसे व्यक्ति और विवाह के दूसरे पक्षकार पर लागू होने वाली बीय विधि के अधीन 
प्रमुशेम है, पौर ऐसा करने के अन्य प्राधार हैं, किसी भी व्यक्ति को इम नियम के प्रवर्तन से छूट दे सकती हैं । 

5. छूट देने की शक्ति :--- जहा केन्द्रीय सरकार का यह विचार हो कि छूट देना मावश्यक या उचित है वहां पह संघ लोक सेवा प्रायोग के परामर्श 
से मोर लिखित कारणों के आधार पर मावेश द्वारा किमी श्रेणी या वर्ग से संबंधित व्यक्तियों को इन नियमों के किसी उपबन्ध में छूट दे सकती है । 

6. व्याक्ति- - - इस संबंध में केन्द्रीय सरकार द्वारा ममय ममय पर जारी किये गये प्राणों के अनुसार अनुसूचित जाति / मनुसूचित जनजाति तथा विशेष 
वर्गों के व्यक्तियों के लिये जिन प्रारक्षणों और अन्य रियायतों का धषस्था करना अपेक्षित है, उस पर 1 नो 

. 1 का प्रभाव नहीं पड़ेगा । 
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मनुसूची 
ई०सी०जी० तकनीमियन ( मानिष्ठ ) के पद के लिये भती नियम 


- 


- 


- 


- 


- 


- - - 


पद का नाम 


मर्गीकरण 


वेतनमान 


पदों की 
समया 


चयन पद अथवा 
अपयन पक्ष 


सीधे भी किये जाने सीधे भर्ती किये जाने वाले व्यक्तियों 
वाले व्यक्तियों को के लिये अपेक्षित शैक्षिक तथा अन्य 
आयु सीमा 

महना 
- - - - - - - - - - -- - --- - - - -- - - - - - - - - 


- 


= = - 


= - 


= - 


= 


- - 


- - - - - --- 


- 


- - - - - - - - 


- - - 


. . . 


- - 


- 


-- 


-- 


- - - 


माग नहीं होता 


tohotी * ( दो ) सामान्य केन्द्रीय सेवा 30- 10- 380-13- 
तकनीशियम ( कनिष्ठ ) समूह ( 1 ) अलिपिक 500-६००- 15- 560 

कीय 

रु . 
* कार्यभार के 
मनुमार पवो की 
सख्या में परिवर्तन 
हो सकता है । 


. 0 भौर 25 वर्ष के बीच किसी मान्यमाप्राप्त बोर्ड से मैट्रिक 

( केन्द्रीय सरकार अथवा उसके समकक्ष महता और 
द्वारा जारी किये गये ई०सी०जी० मशीन चलाने का एक 
मनुदेशो अथवा मादेशो वर्ष का अनुभव । 
के अनुसार सरकारी नोट:- - अनुभव संबंधी पहनाए सब 
कर्मचारियों के लिए 35 लोक सेवा आयोग के विवेक पर 
वर्ष तक शिथिलनीय ) प्रमसूचित जाति / अनसूचित जन 
नोट - - 1. प्रायु -सीमा मासि के उम्मीदवारों के मामले में 
निर्धारित करने की उस दशा में शिथिल की जा सकती 
निर्णायक तारीख वह है जबकि चमन को किसी प्रक्रिया 
अन्तिम तारीख होगो पर सभ लोक मया मामांग की यह 

म नारीख तक रोज - राय हो कि इनके लिये प्रारक्षित 
गार कार्यालय से नामरिकन स्थानो को भरने के लिये 
भेमने के लिये कहा गया प्रक्षित अनुभव रखने वाले इन 

मनुवायो के उम्मीदवार पर्याप्त 
:. प्रायसोमाम वधारिम संख्या में उपलब्ध नहीं हो सकेंगे । 
करने की निर्णायक 
नारीख भारत में रहने 
वाले अभ्यर्थियों से ( उन 
से भिर जा अंडमान 
पार निकापार वो 
ममह तथा लक्ष्यद्वीप में 
रहन ) आवेदन पत्र 
प्राप्त करने को अन्तिम 
नारी होगी । 


ह । । 


- 


--- 


- 


- 


- 


-- - - - 


- - 


- - - - - 


- 


- 


- 


- 


- 


- 


- -- 


सी भाती किये जाने परिवीक्षा की भर्ती की पत्ति/ भनी सीधे होगी या प्रोन्नति प्रतिनियुक्ति/ स्थानान्तरण यदि विमागोय प्रोन्नति समिति भर्ती करने में किन 
वाले व्यक्तियों के लिये अवधि यदि कोई पदोन्नति द्वारा अथवा प्रतिनियुकिम द्वार, मर्ती को दगा में श्रेणिवा है तो उसकी मरचना । परिस्थितिया में संब 
विहिस प्रायु और हो । स्थानान्तरण द्वारा प्रयया विभिन्न जिनसे प्रोन्नति प्रतिनियुक्ति / 

लोक सेवा आयोग में 
शैक्षिक अर्हताग पतियों द्वारा मरी जाने वाली स्थानान्तरण किया जाएगा । 

परामर्श किया जायेगा । 
प्रोन्नति की दशा में 

रिक्तियों की प्रतिशतमा । 
सानू होगी या नहीं । 

- -- - - -- -~ 
8 

10 ___ 11 

13 
- . - - - . - - - . 
लागू नही होना । वर्ष 

सीधी भर्ती द्वारा । लागू नहीं होता । 

1 सहायक महानिदेशक नायू नही होता । 
( मुखपालय ) -- अध्यक्ष 
2 उनको गैर- हाजिरी में 
महायक महानिदेशक ( नार्थ 
जोन /माऊय जान ) 
। उस महायर-निदेशक 
केन्द्रीय सरकार म्वास्थ्य 
योजना ( मार्थ जान/ माऊष 
जोन ) - - मदम् । 
3. उ - सहायक निदेशक 
चन्द्रो मरफार कास्य 
योजना ( मुख्यालय )--- मदम्म 
4 उप निदेशक प्रशासन 
( स्वास्थ्य सेया महानिदेशालय ) 


- 


- 


- 


- 


- 


- 


- 


- - 


- 


- - 


-- 


- 


- 


- 


- 


- 


- 


- - 


- 


- 


- 


- 


- . -. . - 


- 


- 


- 


- 


- - 


- 


- 


- 
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- - 


- 


- - 


... . . 


- 


L 


- 


- - 


- 


- 


- 


- 


10 


11 


12 


13 


- 


- 


- 


- 


- 


- - 


- 


- 


- 


- - 


- 


- 


- - - 


माछा हो वह अनुसूचित जाति / 
9 9750 FT - - 
मदस्त 
5 विषय से संबंधित 
प्रशामनिक अधिकारी - मवस्य 
[Ho 17 - 12018/2 /80- HOFaro 4 - I] 

सन्यपान गोस्वामी, प्रवर सचिव 


- 


- - - - - 


-------- -- - - . -- - . . 


- 


- 


New Delhi, the 20th Febuary, 1981 
G . S . R . 257 . — In exercise of the powess conferred by the proviso to article 309 of the Constitution , the President hereby makes 
the following rules regulating the method of recruitment 10 the post of E . C . G . Technician (Junior ) urder Central Government Health 
Scheme, Delhi, namely : 

1 . Short title and commencement ( 1 ) These rules may be called the Central Government Health Scheme, Delhi ( E . C .G .) Technician 
( Junior ) Recruitment Rules, 1981. 

(2 ) They shellcome into force on the date of heir publication in the Official Gazette. 

2. Numbar , classification and scale of pay -- Th : Dumb3r of the se.id post, ils classification and the scale of pay atieched thereto shall 
b : 75 specifi : d jn columns 2 to 4 of the Schcdulce.nnexcd to these i ules . 

3 . Me hud ofRecruitment, age limit and qualifications etc . — The method of recruitment, 28 limits , cuucationaland other qualifia 
tions and othermatters relating to the skid post shall be as specified in Columns 5 to 13 of the Schedule aforesaid . 

4 . Disque.lification - No person , 
( a.) who has entered into or contracted a marriage with a person having a spouse livirg, Os 

(b ) who , having a spouse living , has entered into or contracted a marriage with any person , 
shall becligiblo for appointment to the seid posti 

Provided that the Central Government may , it satisfied that such mairioge permissible under the personal law applicable to such 
person and the other party to the marriage and that there are other grounds for so doing, exempt any person from the operation of this 
rule . 

5 . Power to Relax. — Where the Central Government is of opinion thet it is necessary or expedient so to do , it may, by order, for 
reasons to be recorded in writing , relax any of the provisions of these rules with respect to any class or category of person . 

6 . Savings.- - Nothing in these rules shall effect reservations, relaxation of age limit and other concessions required to be provided 
for the Schidulcd Castęs , the Scheduled Tribes and other special categories of persons in accordance with the orders issued by the Central 
Government from time to time in this regard . 


Name of post 


SCHEDULE 
Recruitment Rules for the post of E .C .G . Technician (Junior) 
No. of Classification Scale of pay Whether Age limit for direct 
post 

selection recruits. 
or non 
selection 


Educational and other qualifica 
tions required for direct recruits . 


post 


- 


- 


- - 


- - 


- - 


- 


-- 


- 


- - - 


- - 


- 


- - 


- - 
1 


- 


- 


- - 


- 


- 


- - 


- 


- 


- 


- - 


- - 


- - 


- 


- - 


- 


ECG Technician 

( Junior ) 


2 

2 * General Central Rs. 330 - 10 -380 - Not 
( Two) Servicc 

12 -500 -EB - 15 - applicable 
* Sub - Group C 560 . 
joct to Non -Ministerial 
variation 
dependent 
on 
load 


Between 20 and 25 Matriculation oi equive lent quali 

years (Relaxable fication from a recognised Boord 
for Government with experier.ce of handling 
Servants upto 35 ECG for one year. 
years in accordan - Note : The qualifications regar 
ce with the instruc- ting experience is relaxable at 
lions or orders the discretion of the competent 
issued by the Cen - authority in the case of candi 

tralGovernment.) dates belonging to Scheduled 
Note : 1 . The crucial Castes or Schedulcd Tribes if 
date for determin at any stage of selection the 
ing the age limit appointing authority is of the 
shall be the last opinion that sufficient number 
date upto which of candidates from these com 
the Employment munities possessing the requi 
Exchange is asked site experience are not likely 
to submit the to be available to All up tho 

vacancies reserved for them . 


Dames . 


- 


- - 


- 


- - 


- - 


- 


- 


- - 


- 


- - 


- 


- 


- 
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- 


- 


- 


- 


--- - 


- 


- 


-- - 


- 


- - - - 


- - 


- - 


Note 2. The crucial 

date for determi 
ning upper age 
Jimit in esch cave 
Shall be the last 
date of receipt of 
applications from 
candidates in 
Indie (other than 
those in Andaman 
and Nicober Is . 
lands and 
Lakshadwecp ) . 


- - - - -- ----- - - 


- - - -- - 


co 


- 


- 


- 


- - 


- - 


- 


- - - 


- 


Period of 
probation , 
if any 


Wh -ther ego and 
ducational que 
Jifications prescri- 
bed for direct rc 
cruits will apply 
in the case of pio . 
molees . 

- - - - 


- - - - - - - - - - - - 

- - - - - - - - - -- 
Method of rectt, whether ſu case of rectt. by promotion / If a DPC oxists what is 

by direct rectt, or by pron deputation or transfer, grades its composition 
motion or by deputation / from which promotion / ac 
transfer and percentage puto tion /trengfor to be nede. 
of vacancies to be 
Alled by various methods 


- - - - - - - - - - - - 

Circumstances 
in which UPSC 
is to be consul 
ted in making 
recruitment 


-- 


- - 


- - -- 


- - 


10 


12 


13 


- 


- - - 


Not applicable . 


2 years 


By direct recruitment. 


Not applicable . 


Not applicable , 


1. Assistant Director 

General (Headquater ) 
Chairman . 


in his absence Assistant 

Director Generel 
North Zone /Scuth 
Zone - Member . 


2 . Deputy Assistant 

Dircclor ( Central 
Government Health 
Scheme) North /Zone 
South Zone - Member . 


3 . Deputy Assistant 

Director (Central 
Government Health 
Scheme) Headquarter 
Member 


4 . Deputy Director 

Administration 
(Directore te General 
of Health Services ) 
preferably belonging 
to Scheduled Castel 
Scheduled Tribe 
Member 


5 . Administrative Officer 

dealing with the sub 
ject- -Membei. 
- - - 

[No . 12018 /2 /80- CGHS-1) 
S . P . GOSWAMI, Under Secy . 


- 


- 


- 


- 


- 


- 


[ भाग [[ - -बार 3( i) ] 


भारत का राजपत्र : मार्ष 7, 183 | फाल्गुन 16, 1102 


515 


नई दिल्ली , 18 फरवरी, 19R ! 
सा०का०नि० 258 . - - संविधान के अनुच्छेद 309 के परन्तुक द्वारा प्रदत्त शक्तियों का प्रयोग करते हुए राष्ट्रपति एमटारा झलायती सरन बाल 
चिकित्सा नमः, नई दिल्ली में कनिन्छ जीव रसायनज्ञ के पद पर भर्ती की पद्धति को विनियमित करने के लिए निम्नलिखित नियम बनाते है , अर्थात् : - - 

1. संक्षिक शीर्षक और प्रारम्भ - - ( 1 ) इन नियमों का नाम कलावती मरन बाल चिकित्सालय ( कनिष्ठ जीव रसायनश ) भर्ती नियम, 1981 है । 
( 2 ) ये मरमा राजपत्र में प्रकाशित होने की तिथि से लाग. होंगे । 
2. समया , वर्गीकरण तथा सामान - - पत्रों की ममदा उनका वर्गीकरण तथा वेदनमान बही होंगे जैमा कि अनुसूची के स्तम्भ 2 से 4 में निविष्ट है । 

3 . भर्मी की विधि , प्राय मीमा, पाईनाएं प्रावि . - उमा पदों पर भर्ती की विधि प्राय मीमा, प्रहना सथा अन्य बाते वही होंगी जैसा कि उक्त अनुसूची 
के स्तम्भ 5 में 13 मे निविष्ट हैं । 

4. अनर्हता - - कोई व्यषित . 
( क ) नो किमी ऐसे व्यक्ति में विवाह करता/करती है, अथय। विवाह को मंविदा करता/ करती है जिसका कि पति या परली जीवित हो , अथवा 

( ब ) जो व्यक्मि एक पति / एक पत्नी के जीवित रहने हए किमी व्यक्ति के साथ विवाह करता करती है प्रथया विवाह की संविदा करता/ करती है , 
मेवा में नियुक्त होने का पात्र नहीं होगा : 

परन्तु केन्द्रीय सरकार यह ममाधान होने पर कि ऐसा विवाह ऐसे व्यक्ति और विवाह के दूसरे पक्षकार पर लागू होने वाली स्वीय विधि के अधीन 
अनुज्ञेय है , और सा करने के लिए अन्य प्राधार है किसी भी व्यक्ति को इस नियम के प्रवर्तन से छूट दे सकती है । 

5. छुट घेने की शक्ति - - जहा केन्द्रीय मरकार का यह विचार हो कि छद देना प्रायश्यक या उधिन है वहाँ वह मंघ लोक सेवा मायोग के परामर्श 
से भोर लिखित कारणो के माधार पर आवेश ताग किमी श्रेणी या वर्ग में मंबंधित व्यक्तियों को इन नियमों के किमी उपमन्ध से छट दे सकती है । 

____ G. यात्ति --- म मम्बन्ध में केन्द्रीय सरकार आग समय-समय पर जारी किए गए आदेशो के अनुमार अनुसूचित जाति/ अनुसूचित जनजाति तथा विशेष 
बों के व्यक्मियों के लिए जिन प्रारक्षणों और अन्य रियायता की व्यवस्था करना अपेक्षित है, उन पर न नियमों की किसी बात का प्रभाव नहीं 
पड़ेगा । 

अनसूची 
पवों का नाम पी की किरण येतनमान चयन पद प्रथया सीघे भर्ती किए जाने क्या केन्द्रीय सीधे भर्ती किए जाने वाले 
संख्या 

वाले व्यक्तियों की प्रायु सिविल सेवा व्यक्तियों के लिए अपेक्षित 
सीमा 

शम नियमा - शैक्षिक तथा अन्य पर्हताएं 
पली , 1972 
के नियम 30 
के अंतर्गत 
जोड़े गए 
सेवा वर्षों का 
লাম সায় 


अचयन पव 


अविरत की राह पर 


मही 


कनिष्ठ जीव रसायनश एक मामान्य केन्द्रीय 650- 30- 740- लग नही होता 

मेवा समाह " ख " 35- 810-40रो०. 
राजपत्रित 35880- 40 
( लिपिकवयि) 1000-६०रो० 

40- 1200 रुपए 


30 वर्ष से अनाधिक 
( मरकारी कर्म 
चारियों के लिए 

शिथिलनीय ) 
नोट : - - माय सीमा 

अवधारित करने की 
निर्णायक तारीख 
भारत में रहने वाले 
मध्याथियो से 
( उनसे भिन्न जो 
अण्डमान और 
निकोबार मीप समूह 
तथा लक्षद्वीप में 
रहते है ) आवेदन 
प्राप्त करने के लिए 
मियत की गई 
प्रप्तिम तारीख होगी । 


अनिवार्य : 
1. किसी मान्यताप्राप्त विश्व 
विद्यालय की जीव रमायन 
प्रथया विशेष विषय के 
रूप में जोष रसायन 
महित रसायन शास्त्र में 
मास्टर की डिग्री या इसके 

समसुल्य महता । 
2. जीष रसायनिक पौर 

रोग वैज्ञानिक प्रयोगशाला में 
अनुसंधान कार्य मा व्यव 
हारिक कार्य का वो वर्ष 
का अनुभव । प्रछा हो 
यह अनुभव किसी कालेज 

या प्रस्पताल का हो । 
मोट 1. मुअहित उम्मीदवारों 

के मामले में पहताएं 
मंघ लोक सेवा प्रायोग 
के विवेक पर शिथिल 

नीय है । 
नोट : - अनुभव संबंधी प्रस्ताएं 

संघ लोक सेवा आयोग 
के विवक पर प्रमु 
सूचित जातियों अपना 


- - 
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-123 


- 


- 


- - 


F 


6क 


अनुसूचित जनजातियो 
के मम्माधियों के मामले 
में उस दशा में शिविण 
की जा सकती है , 
ममकि चयन के किसी 
प्रम पर. मंच पीक 
सेवा मायांग की यह 
राय हो कि इनके लिए 
प्रारक्षित रिक्त स्थानो 
को भरने के लिए 
अपेक्षित अनुभम रखने 
वाले इन ममुवायो 
के अभ्यर्थी पर्याप्त 
मण्या में उपलग्ध नहीं 

हो सकेगे । 
वांछनीय : 
भाइसेटापिक मममोको और 

प्राधुनिक यन्त्र प्रयोग में 
प्रमिभण । 


- - - - 


- - 


- 


- 


- 


- - - 


- 


- 


- 


- 


11 


1 


) 


13 


- 


- 


- 


- - - - 


सीधे भर्ती किए जाने परिमीक्षा की भर्ती की पति/भर्ती सोधे मोगी या प्रोमति प्रतिनियुमित / स्थानान्तरण यपि मिभागीय प्रोमनि भर्ती पारने मे किन परि 
गाले व्यक्तियों के प्रधि यदि कोई प्रोमति द्वारा या प्रतिनियुक्ति काग भर्ती का शा मे ये घेणियाँ समिति है तो उसकी साधना स्थिनिया में सब लोग 
लिए विहित पाय हो स्थानान्तरण द्वारा तथा विभिल जिनसे प्रोमनि /प्रमिनियुक्ति स्था 

मेधा पायोग से परामर्श 
मौर शैक्षिक पहलाए पतियो डाग भरी काम वाली नान्तरण किया जाएगा 

किया जाएगा 
प्रोन्नति की दणा में 

रिक्तियों की प्रतिशतमा 
लागू होगी या नहीं 
- - - - - - - - 

- - -- - - - - - - - - - 
10 
लागू नही होता दो वर्ष सीधी भर्ती द्वारा 

जाग नहीं होता 

मह ख विभागीय पदोन्नति प्रोमनि , सीधी भर्ती 

ममिति स्थायीकरण पर तथा बन नियमो 
विषार करने के लिए ) . के किसी उपबन्ध 
1 उप महानिदेशक में संशोधन करते 

( चिफिस्सा ) , स्वास्थ्य उमे शियल करने 
मेवा महानिदेशालय ममय सम लीक 

- - मध्यम सेमा आयोग से 
. भिवेशक (प्रशासन और परामर्ष करना 

मतमैना ( स्वास्थ्य मेवा 
महानिदेशालय ) – सदस्य 
3 उप निदेशक ( प्रशामन 
संगठन और पति) 
स्वास्थ्य सेवा महानिदे 
शालय - - मवस्य 
मोट - - स्थायीकरण के 
मम्बन्ध मे विभागीय 
पदौमति समिति का 
कार्य वृत पायोग को 
अनुमोदन के लिए भेजा 
जाएगा । यषि प्रायोग 
इसका अनुमोवन मही 
करता तो सप लोक 
सेवा प्रायोग के अध्यक्ष 
या किमी मदस्य की 
अध्यक्षता मे विभागीय 
पचोमति समिति की 
बैठक नए मिरे में बलाई 
माएगी । 
[ मं० -12018/1/ 80- एमई ( म. जी ) स्क ] 

जीजी० के ० मायर रेक अधिकारी 
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- -- - 
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- - 


- - - - 


- - - 


- - 
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- 
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New Delhi, the 18th February, 1981 
G . S . R . 258 . - In exercise of the powas conferred by the proviso to Article 309 of the Constitution , the President hereby makcs 
the followirg rules regulating themethod of 1eciuiincnt to the post of Junior Bicchemist in Ku.Je voti Sezen Childon s Hospite.), New Delhi, 
namely - 

1. Short title and commenççinent.-- (1) These rules muy be called the Kulavati Srran Childiehl s Hospital (Junior Biochemist) 
Recruitment Rules, 1981 . 

(2 ) They shall come into foice on the date of their publication in the Official Gazetic . 

2 . Number of posts, classification and scale of pe.y.-- The nuniber of the post , its clessification ad ho scele of pey atleched thereto 
shall hp As specificd in columns 2 10 4 of the Schidule annexed to these rules . 

3. Mothod of Recruitment,age limit ord qurlifications etc. — Th : mcihed of icciuinit, cge limit, que lificticis ard other metter 
relating to the said post shall be as specified in columrs 5 10 13 of hy said Schidue. 

4 . Disqualification . - No person , 
(a ) who has entered into or contacted a marrie go with a person havirg a spous living, or 

( b ) who, having a spouse living , bes entered into or contracted a meriiage wiih any person , 
shall bs eligiblo for appointment to the said post : 

Provided that the Central Government mey , if setisfic d lhat such marriage is permissiblc wder the personal li w ppplicablc 10 such 
person and the other party to the meri ga Ard ihet theic are other greurds for 50 aoing, cxeinpt any persen from the operation of this 
rulo . 

5. Power to relax .--- Wh c the Central Government is of the opinion that it is necessary or expedient so to do , it may by order , 
for reegons to bo recorded in writing and in consultation with the Union Public Scivice Commissior , relax any of the provisions 
of thosc rules with respect to any class or category of presons . 

Saving, -Nothing in these rules shall affcct reservation , rele xeitions of e.ge limit osd other concessiong acquircd to be piovided for 
th : Sch :duled Cegtes , iho Sch _duled Tribes and other speciel categories of persons in accordance with the orders issucd by the Cential 
Government from timc to time in this roarid . 

SCHEDULE 
Name of the post No. of Classifl - Scrle of pay Whether Age limit for direct Whether Education and other gurJifi 
post cation selection recruits . 

benefit cations required for direct 
post 

of addud icçı uits. 
or non 

years of 
selection 

sei vice 
Admissible 
under 
Tule 30 
of the 
Contial 
Civil 
Services 
(Pension ) 
Rules, 

1972 . 
- - - - -- - - - - - 5 

-- 6 
Junior Biochemist 1 General Rs. 630- 30 - Not Not exceeding 30 No . Essentiel : 
Contral 740 - 35 -810 - applicable yeris. (Relexable 

(1) Mestei s degree in Bio 
Service , EB - 35 -880 

for Government 

chemistıy or Chemistiy 
Group B 40 - 1000 -EB 

servants ), 

with Biochemiştıy As a 
Ge.zetted 40 -1200 . Note : The crucial 

special subject of e. recog 
(Non -Minis 

diste for determi 

niscd University or equi 
terial) 

nirg 1h : age limit 

valent. 
shall be the closing 

(il ) 2 ycars rescarch or 
dete for recçipt of 

practical experience in 
Applications from 

Biochemical and Patho 
candidates in Irdic 

logical Laboratory prefer 
( other than those 

ably of a Medical College 
in Andamen and 

or Hospital. 
Nicobri Islands 

Noto 1 : Qualifications are 
and Lakshadweep). 

relaxable at the discretion 
of the Union Public 
Service Commission In 
case of candidates other 

wise well qualified . 
Note 2 : The qualification 

regarding experiences is 
relaxablo at the discretion 
of the Union Public Service 

Commission in the case of 
- - - - -- - - - - 


69 


- 


- 


- 


- 
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- 


- 


- - - - 
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candidates belonging to 
the Scheduled Castes and 
th ? Scheduled Trib . s if 
at any stage of selection , 
the Union Public Service 
Commission is of the opi 
nion thai sufficient mumber 
of candidates from these 
communities possessing 
the equisite experience 
are not likely to be available 
to fill up the Vacancies , 

resel Ves for them . 
Desirable : 
Tiaining in Isotopic techni 

qu - s and modern instru 
muntetion . 


Whether age and Puriod of 
educational quali - probation , 
Acetions prescribed if any 
for direct recruits 
will apply in the 
case of promotecs 


- - 


11 


8 
Notapplicable . 


Two years 


Method of rectt. whether In case ofrecit,by promotion / f . Dupaj (mtite.] Pio . Circumstances 
by direct rçctt , or by pio . deputation /tiansfor , gtedes morion Committee cxists in which Union 
motion a r by deputetion / frum which promotion /depu - what is its composition Public Service 
transfer and poicente ge of iftion /transfer to be mede . 

Commission is 
tho vacancies to be filled 

to be consulted 
by various inethods . 

in moking re 

cruitment, 

- - - - - 
- 

- - 

- - - - - - - 13 
10 
By dlrect recruitment. Notapplicable . Group B DPC (for con - Selection on 

sidering confirmation ) each occasion 
1. Deputy Director shell be made in 

Goneral (Medical consultation 
Directore .tc General with the Union 
of Health Sci vices Public Service 

- Cheirniani. Commission , 
2 . Director (Administra - Consulta ljon 

tion & Vigilancc ) with the Union 
Directors to General Public Service 
of Health Sea yices Commission is 

- Member . 2lso necessary 
3 . D -puty Director while amon 

Administration ding /relaxing 
(Organisation & any of the pro 
Methods) Directoratc visions of these 
Gencral of Health Rulcs . 

Sarvices - Member 
Note : The Procecdings 

of the Departnıenta ! 
Promotion Commiteee 
relating to confirma 
tion of a direct recruit 
shall be sent to the 
Union Public Service 
Commission for Ap 
proval. if, however , 
These are notcpproved 
by the Union Public 
Service Commission , 
a fresh meeting of 
The Departmental Pro . 
motion Coinmittce to 
be presided over by 
tho Chairman or a 
Member of the Union 
Public Service Com 
mission shall be 
held . 


- 


- 


- 


- 


- - 


- 


- - - 


- - 


[No. A , 12018/1 /80 -ME(UG )Desk ] 

G . O .K . NAIR , Desk Officer 
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- 


- 
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नई दिल्ली, 18 फरवरी 1981 
सा० का०नि० 259.- -- सविधान के अनुच्छेद 309 के परन्तु क द्वाग प्रवत्त शक्ाियों का प्रयोग करते हुए गष्ट्रपति एतदवाग जवाहरलाल स्नातकोत्तर 
चिकित्सा शिक्षा तथा पनसधान मस्थान , पापिचेरी मे कतिपय प्रागजपवित ( अननमथिवीय ) समह ग पयो की भर्ती की विधि को विनियमित करने के लिए 
निम्नलिखित नियम बनाने है 

1 मक्षिप्त पार्षक मौर प्रारम्भ .... ( 1 ) इन नियमो का नाम जवाहरलाल स्नाकोत्तर चिकित्मा शिक्षा तथा अममधान मम्थान, पाडियरी ( ममाह ग 
पथ ) भर्ती नियम 1981 है । 

( 2 ) ये मरना । गजपत्र में प्रकाशित होने की तिथि में लाग, होगे । 
2 उपायोजन य नियम इन नियमो से सम्बद अनसूची के स्तम्भ 1 मे निर्दिष्ट पदा पर लागू होंगे । 
| मख्या, वर्गीकरण तथा वेतनमान – पदो की सम्पा, उमका वर्गीकरण तथा वनमान यही होगे जैमा कि अनुसूची के स्तम्भ 2 में 4 मे निर्दिष्ट है । 

4 भर्ती की विधि, प्राय सीमा, अहंमाए प्रावि ---उक्त पदों पर भर्ती की विधि, प्राय सीमा, अर्हनार तथा अन्य बात वही हागी जैसा कि उम्स 
अनमी के स्तम्भ 5 मे 14 में निर्दिष्ट है । 

अनता कोई व्यक्ति ---- 

( क ) जो किसी ऐसे व्यक्ति मे विवाह करता करती है अथवा विवाह की सविधा करता/करती है जिसका कि पति या जिसकी पत्नी जीवित हो , 
प्रथया ( ब ) जो व्यक्ति एक पति/ एफ पत्नी के जीवित रहने हुए किसी व्यक्ति के साथ विवाह करता करती है अथवा विवाह की सथिदा करता करती है , सेवा 
में नियुक्त होने का पात्र नही होगा । 

परम्सु केन्द्रीय सरकार का यह समाधान होने पर कि ऐमा विवाह ऐमे यक्लि पोर विवाह के दूसरे पक्षकार पर लाग होने वाली स्वीय विधि के 
प्रश्रीन मनजेय है, और ऐमा करने के अन्य प्राधार है , किमी भी व्यक्ति के प्रवर्तन मे छूट दे मकती है । 

5 छूट देने की शक्ति - - जहा केन्द्रीय मरकार का यह विचार हो कि छूट देना माघश्यक या उचित है यहा यह लिखित कारणो के आधार पर 
मादेश जारी किमी श्रेणी या वर्ग से संबधित व्यकियो को इन नियमो के किमी उपबन्ध से छुट दे सकती है । 

8 व्यावृत्ति --- इम सबध मे केन्द्रीय मरकार द्वारा समय समय पर जारी किये गए प्रादेशो के मनमार अनुसूचित जाति/ अनुसूचित जनजाति तथा विशेष 
वों के व्यक्तिया के लिए जिन पारक्षणो और अन्य रियायतो की व्यवस्था करना अपेक्षित है, उन पर इन नियमो की किसी बात का प्रभाव नहीं पड़ेगा । 

अनुसूची 
जवाहर लाल स्मातकार चिकित्मा णिभा और अनुमधान मम्थान, पारिचरी में ममुह ग पदो में भर्तीनियम 
पद का नाम पक्षा । वर्गीकरण 

वेतनमान चयन पद प्रयया क्या केन्द्रीय मीधे भर्ती किए जाने मीधे भर्ती किए जाने वाले 
प्रथयन पद मिविल मेवा वाले व्यक्तियो की व्यक्तियो के लिए अपेक्षित शैक्षिक 
( पशन ) प्राय मीमा 

अथा अन्य महमा 
नियमाव । 
1972 के 
नियम 30 के 
अमर्गत 
जा गए 
वर्षों का 
लाभ ग्राम है 
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- 
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- 


- - -- 


अपयन 


et 


ल , ग नही होता 


लाग नही होता 


प्रापरेशन थिएटर 

भकनीशियम 


पर सामान्य केन्द्रीय 

सेवा ममह ग 
पराजपत्रित 
अलिपिक वर्गीय 
- - - - 


330 -10- 360 - 
द००- 12- 500 
दरो0- 15- 560 
रूपए 
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- - - - 
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- 
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- - 
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- 


- 
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सीधे भर्ती किए जाने परिवीक्षा की भर्ती की पति--- भी सीधे हागी प्रोन्नति प्रतिनियुक्ति स्थानान्तरण यदि विभागीय प्रोगनि भर्तीकरने मे किम परि 
वाले व्यक्तियों के प्रवधि यदि काई या प्रीमति द्वारा या प्रनिनियक्ति वारा भी की दणा मे श्रेणिया समिनि है तो इसकी सरचना स्थितियो मे सघ लोक 
लिए विहिम प्रायु हो ग्थानान्तरण द्वारा मथा विभिन्न जिनमे प्रोन्नति प्रतिनियुक्ति स्था 

मेषा पायोग से परामर्श 
पौर शैक्षिक प्रता पतियो आग भी जाने कानी नान्भरण किया जाएगा 

किया जाएगा 
प्राति की वणा मे 

रिक्तियों की प्रतिशतमा 
लाग होगी या नहीं 
- - - - - 

- - - - - - - -- - 

- - - - - - - - 
10 

11 
- - - . - - - - 

- - 
लागू नहीं होता । वर्ष 

पदोन्नति माग 

उन थियेटरा महायफो मे पदो - 1 निदेशक -- अध्यक्ष लागू नहीं होता 

अनि देकर जिन्होंने इम । चिकित्मा मत्रीक्षण 
ग्रंप में ५ बर्ष को नियमिन 

-. - सदस्य 
मेया पूरी करनी हो । १ उप निदेशक ( प्रशासन )/ 

प्रशासन अधिकारी - - सदस्य 
+ समूह क का एक अधि 
फारी , असा हो वह 
अनुसूचित जाति / अमु 
मूपिम जनजाति का 

- - सदस्य 
- - - - - - - - - - - - 

- - - - 


- 


- 


- - - - 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- - 


- - 


- 


- 


-- -- - - 


- 


- - 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


नहीं 
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- - - - ---- .. . - -- - -- - - - - - - - - . . - : : - - - - - - - -- 
12 

- - - - . . . - . . - - - - 
प्रायोटिक सकनी एक मामान्य केन्द्रीय 42 5- 1 5-500- अवयन 

18- 25 वर्ष प्रास्फटिक्म /प्रार्थोटिक्स में डिप्लोमा 
शियन सेवा समह ग दरो0- 15- 560 

केन्द्रीय सरकार द्वारा जारी और किसी मान्यता प्राप्त 
अराजपत्रित 20- 700 रुपए 

किए गए अनुदेशों या अंग लगाने वाले केन्द्र में 
अलिपिक वर्गीय 

श्रादेशों के अनुसार 35 से पद पर काम करने 

वर्ष तक शिथिलमोय का तीन वर्ष का अनुभष । 
गरिकल रिफाई नीन सामान्य केन्द्रीय 425- 15- 560- अचयन 

लागू नहीं होता लागू नहीं होता लागू नहीं शोमा 
सुपरवाइजर 

मेवा ममह "ग " E010-200- 641) 
अराजपत्रिन मपए 
प्रलिपिक वर्गीय 


लागू महीं होता लागू नहीं होता 


लागु नहीं होता 


प्रवर्शक मैजिकल 
रिकार्डविभाग 


सामान्य केन्द्रीय 
मेवा समूह " ग " 
अराजपत्रित 
लिपिक वर्गीय 


425 - 15- 500 प्रनयन 
०२० - 15- 560 
20- 700 रुपा 


___ - - - --- - -- 


- -- -- . 


. 


. - . - . 


। 


- 


- 


. - 


- . - 


- . 


10 


11 


12 


13 


- - - 


- - -- - 


- - 


- - - 


- - 


. - . 


- - 


. 


2 वर्ष 


आयु : नहीं 
पहला : हा 


पदर्शन्नति द्वारा, इसमें न हो मझने उन व्यावसायिक पी सकनी 1 . निवेशक - अध्यक्ष लागू नहीं होता 
पर मोघी भी वार 

शियनों में से पदोसल वेफर 2. चिकित्मा अधीक्षक 
जिन्होंने उस प्रेट में 5 वर्ष 

- - सबस्य 
मी नियमित सेवा पूरी कर 3. उपनिदेशक ( प्रशासन )। 
लो हो । 

प्रशासनिक अधिकारी 

---. सदस्य 
4. ममूह क का एक 

अधिकारी पन्छा हो 
बह अनुसूचित जाति 
अनुसूचित जनजाति का 

- - सवस्य 
গিরি যা 

उन मडिकल रिकार्ड लिपिकों 1. निदेशक - - मध्यक्ष लागू नहीं होगा 

में से पोन्नति देकरभिमान 2. चिकित्सा प्रधीक्षक 
इस ग्रेड में 5 वर्ष भी नियमित 

- - मवस्य 
सेवा पूरी कर ली हो । 3. उपनिदेशक ( प्रशासन )। 

प्रशासनिक अधिकारी 

- सदस्य 
4. ममूह क का एक अधि 
कारी, अच्छा हो वह 
मनुसूचित जाति/अनुसू 
चिन जनजाति का हो 

- - सबम्य 


लागू नहीं होता 


। वर्ष 


लागू नहीं होता 


। वर्ष 


पदोन्नतिद्वारा 


उन मैडिकल रिकार्ड सुपरवाइ- 1. निवेशक - - प्रमाला नहीं होता 

जरों में से पदोन्नति देकर 2, चिकित्सा मधीक्षक 
जिन्होंने इस ग्रेस में 5 वर्ष 
की नियमित सेवा पूरी कर 3. उप निदेशक ( प्रशासन )/ 
ली हो । 

प्रशासनिक अधिकारी 

- - सदस्य 


4 समूह “ फ " का एक 
अधिकारी अच्छा हो वह 
अनुसूचित जाति/ मन 
मूचित जन जामि का 
हो 

- - मदस्य 


- . 


. . . - 


- - - - - 


- - - - 


* कार्यभार के अनुसार पदों की संमया में परिवर्तन हो सकता है । 


[ भाग II - - बम ( i) ] 


भारत का रामपत्र . मार्च 7, 1:381/ फाल्गुन 16, 190 
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- 


- 


- - 


- 


- 


- 


- -- - 


- - - 


- - - - - 


- -- 


1 


5 


6 


67 


-- 


- 


- 


- - - - 


- - 


- - - 


- -- 


- 


- - 


- - - 


- - 


- 


- 


- 


- 


- 


- 


- 


- - 


- 


- 


- - 


- 


- 


- 


- 


- 


- 


एक 


चन 


पुरुष स्वास्थ्य 
पर्यवेक्षक 


सामान्य सिविल 
सेवा ममूह “ ग ” 
पराजपत्रित 
लिपिक वर्गीय 


455- 15- 560 
वरी -20- 700 
रुपये 


नहीं अधिकतम 25 वर्ष अनिवार्य : 
* *केन्द्रीय सरकारमारा मामाजिक विज्ञान कला में स्नातक 

जारीकिए गए अनु म साथ- मात्र सफाई निरीक्षक 
वेणी अथवा आवेशों कॉर्म अथवा विस्तार शिक्षा 
के अनमार कर्म - का प्रशिक्षण ( पमा वर्ष ) 
पारियो के लिए वांछनीय : 
35 बर्ष णिशिलनीय एक वर्ष का उम्म स्थक्छसा 

. पाट्यक्रम 
नोट : भर्ती नियम के अनुभव : 
कालम में उल्लि - अच्छा हो इस क्षेत्र में 5 वर्ष 
वित आयु मीमा का अनुभव । 
अवधारित करने 
की निर्णायक 
मारीख भारत में 
रहने वाले अभ्या 
थियों से ( उनसे 
भिन्न जो अण्डमान 
और निकोबार 
द्वीपसमूह तथा 
लक्षीप में रहते हैं ) 
आवेदन प्राप्त करने 
के लिए नियत की 
गई अंतिम तारीख 
होगी । 
जा पर रोजगार कार्या 
लय के माध्यम में 
भरे जाते हैं उनके 
बारे में उम्मीदवारों 
की प्रायु सीमा 
अवधारिम करने 
की निर्णायक नारीष 
यह अंतिम तारीख 
होगी जिम तारीख 
सक रोजगार कार्या 
नयों को उम्मीद 
वारों के नाम भेजने 
के लिए कहा गया 
हो । 
- -- - - -- -- 

-- - - - - - 

- - - - - .. 
12 

____ 13 


- 


. .- 


- - - - 


- - - - - - - 


- 


- - 


- - - - - - 


- - - 


- - - - - 


- - 


- - 


----- 


- 


- - 


v 


- - -- -- -- 


- 


- - --- - 


- - - 


- 


10 


11 


- - . - 


. - . 


. 


- . - . 


. 


- 


- 


- - - - - - - - - 


- 


- - 


- 


दो वर्ष 


मायु : नही 
मेणियामा : 


पीभप्ति धारा इसके न हो सकने उन स्वच्छता निरीक्षकों में से 1 . निदेशक -- अध्यक्ष लाग नहीं होता 
पर सीधी भर्तीद्वारा 

पदोन्नति देकर जिन्होंने इस 2. चिकिस्मा अधीक्षक 
ग्रेड में 5 वर्ष की नियमित 

__ - - सदस्य 
सेवा पूरी कर ली हो । 3, 3ा -निदेशक ( प्रशासन ) 

प्रणासनिक अधिकारी 


4. समूह फ का एक 

अधिकारी अच्छा हो वह 
अनमूचित जाति / अनसूचित 
जनजानि काही । 

--- सदस्य 


. . 


. . 


- - 


- . . 


- - 


. . . . . . . . 


- 


- - 


- - 


- 


- 


- - - - 


- 


- - 


- - - - - 
मार्यभार अनुमार पनों की संखया में परिवर्सम हो सकता है । 
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.... - - - . - - . -- - - - - - - - 


- - - --- - - 


- - - - - - - - 


- 


- 


-- - 


6F 


- 


- 


- - 


- 


- - 


- - 


फोरमैन 


क 


3456 

__ - - - - - - - - - 
म मान्य केन्द्रीय 425-15- 500 अचयन 

नहीं लागू नहीं होगा 
मेव , ममूह ग वगे०- 15- 560 
पराजपन्निन - 20-700 रुपये 
प्रलिपिक वर्गीय 


*पाक 


नही 


लाग नहीं होता 


लाग नहीं होता 


मकर्माशियन 
( प्लास्टर ) 


मामान्य केन्द्रीय 330 -10- 360- चयन 
सेवा समूह “ ग ” व०रा० - 12- 500 
अगजपत्रित दग- -560 

अग्निपिक वर्गीय रपये 
- - - - - 


- - 


- - - 


- 


- 


- 


- 


- 


- - - 


- - - - 


- - - 


- 


- 


_ 


- 


- - 


- 


- 


- 


- - . -.. 


- 


- 


- - - 


- 


- 


12 
- - - 


- - - 


- 


- - - 


लागू नही होला 


। यर्ष 


पदोस्नति द्वारा। 


11 

13 
- - - - - 
उन सक्दी-मफेनिको मे मे पा - 1 निदेशक - - अध्यक्ष लागू नहीं होता 

नति देकर गिझोने इस ग्रेड । वरिष्ठतम प्रोफेसर 
में 5 वर्ष की नियमित मेवा . 

- - सदस्य 
पूरी करली हा । 

3 उप -निवेशक ( प्रणा 

मन ) – सदस्य 
4 समूह क का एक प्राधि 

कारी अण्छा हो वह 
अनुसूचित जाति/ अनुसूचित 
जनजाति का सदस्य हो । 

- मवम्य 
उन टोरन :पयर महायकी मे मे 1 निदेशक 

पदोन्नति देकर जिन्होने ? चिकिमा अधीक्षक 
हम रे में 8 वष की 

-- - मवस्य 
नियमित सेवा पूरी कर ली । उपनिदेशक (प्रशासन ) 
हो । 

– सदस्य 
4 समूह क का एक अधि 
फारी प्रछा हो वह 
अनुसूचित जाति / अम 
सूचित जनजाति का 
हो । - सवस्य 


लाग नही होला 


यो वर्ष 


पदोन्नति हाग 


पा 


- 


- 


- - 


- - 


- - 


- 


- 


- - 


- - 


* कार्यभार अनुमार पयो की मया में परिवर्तन हो सकता है । 


- 


- 


- - 


- 


- 


- 


- - - 


- 


- - 


- - 


- 


- 


- 


- - 


- 
चयन पद 


- - - 
नही 


- -- - - - - 

लागू नहीं होगा 


- -- - - 
लागू नहीं होभा 


सहायक 
( टोरनीक्यट ) 


क * सामान्य केन्द्रीय 260- 6- 2900 

मेवा, समूह ग , वरो०-t- 3 2 6 
अराजपत्रित, 8- 366-६०० 
अलिपिक वर्गीय 8- 990-10- 400 

पये 


- - 


- 


- 


- 


- - - 


* क येभार को प्रनुमार पो की मण्या में परिवर्तन हो सकता है । 


भाग - - 


( i) ] 
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11 


- 


- 


- - 


- - 


- 


- - . , 


- - 


- - 


- 


- 


- 


- 


- - - - - - 


- 


- 


- 


लागू नहीं होता 


वर्ष 


पदोनिद्वान 


13 

- - - - - - -- 
Tन परिपरी ( लास्टर.) में में 1 निवेशक - - अध्यक्ष लाग नहीं होता 
परोक्षनि देकर जिन्याने इम : चिपिरमा अधीक्षक 
र में तीन वर्ष की नियमित 

- - सदस्य 
मेवा पूरी कर ली हो । 3 उप -निदेशक ( प्रशासन ) 

_ - - सदस्य 
4 समूह " " का एक 

अधिकारी पन्छा हो बह 
अनुसूचित जाति / अनु 
सूचित जनजाति का हो 

-- - मनस्य 
- - - - - - - - - 

- - - - - 


- - 


- 


- 


- . 


- - 


- 


- 


- - 


- 


- 


- - 


- - 


- - 


- - - 


- 


- 


- - 


- - 


- 


- 


- 


- - 


- - - 


- 


-- 


- 


- 


- 


- 


- 


- - - - - - 


- - - 


- 


- 


- - - - - - 


- 


- 


- 


- 


- 


- - 


- - - 


- 


- 


- 


- - - 


- 


- 


- 


- - 


- - 


तकनीशियन 
सी०एस०एम० 


चपन पर 


लागू नहीं होता लागू नहीं होता 


लागू नहीं होता 


सामान्य मेनीय 
मेवा, समूह ग 
मराजपत्रित 
लिपिक वर्गीय 


330- 3- 370- 
10- 400-२०रो० 
10- 480 रुपये 


श्रम्प-पश्म महायफ 


मामान्य केन्द्रीय 260- 6- 90, 
मेवा, समर " r ", दरो०- 6- 32(5 
अराजपत्रित ५- 390- 10 
मलिपिकीय 400 रुपये 


25 वर्ष * * 

अनिवार्य : 
* * मेन्द्रीय सरकार द्वारा 1 . मैट्रिक अश्रया हमके समकम 
जारी की गई हिवायत्ती 2. अन्य-यूम उपकरण जलाने 
आदेशों के अनुसार में एक वर्ष का भमुभा । 
मरकारी कर्मचारियो 
को लिये 35 वर्ष सनः 
गिपिलनीय । 
नोट : भर्ती नियम के 
कालम 7 में मायु -सीमा 
अवधारण करने की 
निर्णायक सारीख प्रत्येक 
मामले में भारत में रहने 
वाले उम्मीदवारो मे 
( प्रामान और निको 
बार बीम समूह नया 


पनि प्राप्त करने 
की अन्तिम लारीच 
होगी । 


मो पर रोजगार 
कार्यालय में माध्यम से 
भरे जाते है उनके मारे 
में उम्मीदवारों की 
आयु सीमा प्रवधारित 
भारने की सिम 
तारीख बाह अन्तिम 
तारीख होगी मिस 
तारीख सफ गजमार 
कार्यालयों की उम्मीव 
मारों के नाम भेजने के 
लिए कहा गया हो । 


- 


- - 


- 


- 


- 


-- 


- 


- - 


- 


- - - 


- -- 


. - 


- 


+ 


+ 


- 


- 


- 


- 


- 


* कार्यभार के अनमार पदों की संख्या में परिभागिही समाई । 
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9 रखी गफाईवाली 10 


लागू नहीं होता 


35 वर्ष 


प्राथमिक स्तर या ममतुल्य 


माधारण केन्द्रीय सेवा 19(1- 3- 220- 
ममह “ घ ” 

द००- 3 
23250 


- - 


- 


- 


- 


- 


- - 


- 


- - - -- 


-- 


- 


- 


- 


- - 


- 


- 


- 


- 


- 


. 


-- -- . -- 


------ 


- - - -- ----- 


- 


- 


- - 


- 


- - - - . . . 


-- 


-- - .. 


. 


. 


12 


13 


लागू नहीं होता 


दो वर्ष 


मीधी भर्ती 


लागू नहीं होता 


अध्यक्ष : 


लागु नही होता 


उप -महानिरीक्षक ( मुख्या 

लय ) 
सदस्य : 
1. प० आई० जी० ए० 
___ आर० (एक्यू ) 
2. असम राइफल्स मे 

भिन्न अन्य विभाग 
से ममूह " क " प्रवर्ग 

का एक अधिकारी 
3. स्टाफ अधिकारी 

( प ) , मुख्यालय प्राई 
जो ए आर । 


..... . . 


.. - 


- - 


-- 


- -- - - 


- -- -- - -- 


- - - - 


_ 


- 


- - - - - 


- - -- -- 


. 


* * स्तंम में उल्लिखित आय-मीमा अववारित करने के लिए निर्णायक तारीख प्रत्येक मामले में भारत में रहने वाले प्रायशियों 

- 
जो अन्दमान और निकोबार द्वीप तथा लक्षद्वीप में रहते है ) आवेदन प्राप्त करने के लिए नियत की गई अंतिम तारीख होगी । ऐसी पद की जा 
जिन पर निर्याक्त रोजगार कार्यालय के माध्यम से की जाती है प्रायु- मीमा अवधारित करने की निर्णायक तारीख प्रत्येक मामले में वर की 

जिस तक रोजगार कार्यालय से नाम भेजने के लिए कहा गया है । 
( aiअनभव मंबंधी अहना सक्षम प्राधिकारी के विवेकानुसार अनुसूचित जातियों अनुसूचित जनजातियो के अभ्यथियों के मामले में उस दशा में शिथिल की 

जा सकता है , जबकि चयन के किमा प्रक्रम पर मक्षम प्राधिकारी को यह राय है कि उनके लिए प्रारक्षित रिक्तियों को भरने के लिए सोमवार 
भव रखने वाले उम समुदाय के अभ्यर्थी पर्याप्त संख्या में उपलब्ध नहीं हो सकेंगे । 


[ सं० [- 1-2016/ 1/ 77-पर्स-II ] 


G .S . R . 202 . - In exercise of the powers conferred by the 
proviso to article 309 of the Constitution , the President 
hereby makes the following rules regulating the method of 
recruitment to the posts of Medical Staff in the Assam Rifles 
under the Ministry of Home Affairs, namely : 


1 . Short title and commencement. - - ( 1 ) These rules may 
be called the Assam Rifles (Medical Staff) Recruitment Rules, 
1981 . 


( 2 ) They shall come into force on the date of their 
publication in the Gazette of India . 


2 . Number of posts, classification and scale of pay. --- The 
number of posts , classification and the scale of pay attached 
thereto . shall be as specified in columns 2 to 4 of the 
Schedule annexed . 

3. Method of recruitment. age limit , qualifiations etc.- - - 
The method of recruitment, age limit, qualifications and other 
matters relating to the said posts shall be as specified in 
columns 5 to 13 of the Schedule aforesaid . 
4 . Disqualification . - - No person , 
(a ) who has entered into ól contracted a narriage with 

a person having a polye living; OR 


( b) who , having a spouse living , has entered into or 

contracted a marriage with any person , 
shall be eligible for appointment to any of the said posts . 
Provided that the Central Government may, if satisfied 
that such marriage is permissible under the personal law 
applicable to such person and the other party to the marriage 
and that there are other grounds for so doing, exempt any 
person from the operation of this rule . 

5 . Power to relax . - Where the Central Government is of 
opinion that it is necessary or expedient so to do , it may , 
by order. for reasons to be recorded in writing, relax any 
of the provisions of these rules with respect to any class 
or category of persons. 

6 . Saving.--- Nothing in these rules shall affect reservations , 
relaxation of age limit and other concessions required to be 
provided for candidates belonging to the Scheduled Castes 
and the Scheduled Tribes and other special categories of 
persons in cordance with the viders issued by the Cen ! al 
Government from time to time in this regard . 
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9 


10 


13 


11 
- 


12 
- - - - -- - 


- 


- 


- - - 


- - 


- 


- - 


लामही होना 


। वर्षे 


-- - - - - 
पवीमति द्वारा 


पाई महत्यको इलेक्ट्रोनिक में 1. निवेगक - प्रध्यक्ष लाग नहीं होता 

से पदोन्नति arरा जिन्होंने । निकित्सा अधीक्षक 
सी०एस०एस०सी० विभाग में 

-.-- सवस्य 
इस प्रेस में तीन वर्ष की सेवा 3 उप-निदेशक ( प्रशासन ) 
पूरी कर ली हो । 

- - सवस्य 
4 ममूह "झ का एक 

माधिकारी अम्छा हो यह 
अनुसूचित जाति / अनु 
सूचित जनजाति का हो 

--- मदस्य 
लागू नहीं होता विभागीय पदोनि समिति लाग नहीं होता 

( मीधे भर्ती किये गये 
उम्मीदवारों को स्थायी करने 
के लिये ) : 


लागू नहीं होता 


मीधी भर्ती द्वारा 


1 निदेशक 


--- प्रध्यक्ष 


2 चिकित्मा अधीक्षक 

___ -- - सवस्य 


3 उप -निदेशक ( प्रशासन ) 

- -- मवम्य 


+ समूह "क " का एक 

अधिकारी, अच्छा हो यह 
अनुसूचित जाति / प्रमु 
सूचित जनजाति का हो 

- - - सदस्य 


- - - -- - - - 


- - - 


- 


- 


- 


- 


- 


- - 


- 


- 


- 


- 


- 


- 


- - 


- 


- 


- 


- 


- 


- 


- - 


- 


- 


- 


- - - 


[ सं० 2- 3-2018/ 1/ 79- प्रशा० II / एम ई (पीसी ) ] 

एस०पी० भसीम , हेस्क अधिकारी 


New Delhi, the 18th February, 1981 


5. Disqualification . No person 


G . S . R . 259 ,- - In exercise of the powers conferred by the 
provlso to article 309 of the Constitution, the President 
hereby makes the following rules regulating the method of 
recruitment to certain non- gazetted ( non- Ministerial) Group 
C posts in the Jawaharlal Instt. of Post Graduatc Medical 
Education and Research , Pondicherry. 

1 . Short titlo and commencement. - ( 1 ) These rules may be 
called the Jawaharlal Instt , of Post- graduato Medical Edı 
cation and Research, Pondicherry. ( Group C Posts) Recruit 
Iment Rules , 1981. 


(a ) who has entorod into or contractod a marriago with 

person having a spouse living, or 
( b ) who , having a spouse living, has entered into or 

contracted a marriage with any person , 
shall be eligible for appointment to any of the 
Naid posts : 


Provided that the Central Government may , if satisfied 
that such marriage is permissible under the porsonal law 
applicable to such person and the other party to the marrlage 
and that thero Aro other grounds for so dolng. cxempt any 
person from the operation of this rule . 


their 


( 2 ) They shall come into force on the date of 
publication in the Official Gazetto , 


2 . Application. These rules shall apply to the 
specified in Column 1 of the Schedule annexed to 
rules . 


posts 
bese 


6 . Power to relax . - Where the Central Government is of 
the opinbon that it is necessary or expedient so to do , it may , 
by order , for reasons to be recorded in writing, relax any 
of the provisions of these rules with respect to any class 
or category of persons. 


3 . Number of posts , classification and scales of pay . The 
number of posts , their classification and the scales of pay 
attached thereto shall be as specified in columns 2 to 4 of 
the Schedule Annexed hereto . 


4 . Method of Recruitment, age limit, and qualifications 
etc . - The method of recruitment age limit, qualifications 
and other matters connected therewith shall be as specified 
in columns 5 to 14 of the Schedule aforesaid 


7. Saving. - - Nothing in these rules shall affect reserva 
tions, relaxation of age limit and other concessions required 
to be provided for the Scheduled Castes , the Scheduled 
Tribes and other special categorley of persons in accordance 
with the orders issued by the Central Government from timo 
to time in this regard . 
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- 


- - 


- - 


- - 


- 


- 


ба 


- 


- - - 


- 


- - 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- - 


- - 


- 


- 


- - 


- 


- 


- - 


- - 


- 


- 


- - 


- - 


- 


- 


- 


- - - - 


- 


- - - 


- 


- - 


SCHEDULE 
Recrultment jules for Group C Posts in the JIPMER , Pondicheriy 

- - . - 
Name of post No . of Classification Scale of Wehter Whuthçi Ayo limit for direct Educatiorel & other quali 
posts pay selection benefit recruitment 

fication required for direct 
posts or of added 

recruitment 
non 

years of 
soloction Service 
post 

admissible 
under 
rule 30 
of the 
CCS 
(Pension ) 
ulos , 

1972 . 
2 

3 
Oporation Theatre Four Goleial Rs. 330 - 10 - Non - No 

Not applicable . “ Not applicablo. 
Technician 

Contral 360 -EB - 12 . Selection 
Service , 500 - E3 - 15 
Group C 560 
Non 
Gazelled 
Non 

Ministerial 
Orthotic One * General Rs. 425 -15 -do No 

18 - 25 Years Rclax - A diploma in prosthetics / 
Technician Central 500 -BB - 15 . 

able for Govt. ser - Oi thotics with minimum 
Service, 560-20 -700 

vants upto 35 yıs, of three years experience in 
Group C 

in accordance with similar capacity in a recog 
Non 

the Insti uction or niscd limb fitting contre . 
Gazetted Non 

orders issued by the 
Ministerial 

central Government . 
-- - - 
Whether age and peroid of Method of rectt . whether In case of rectt, by promotion / if a Departmental Po. Circumstances 
educational quali . probation by direct recruitment or deputation / transfer , grades motion committco exists in which UPSC 
fications prescri- if any by promotion or by depu - from which promotion /depu - what is its composition is to be consult 
bad for direct re tation /transfer and percen - tution /transfer to be made 

ed in meking 
cruits will apply in tnge of th : vacancies tu 

iccruitment. 
tho case of pro 

bo filled by various 
molccs. methods. 

- -- - 
10 

11 

12 - - - 

13 
Not applicablo . 2 years . By promotion 

Promotion from Theatre 1. Director , 

Not applicable . 
Assistants with 8 years regu 

Chairman 
lur service in the grade. 2. Medical Supdt 

Member . 
3 . Dy Director. 
(Admn .)/A0 

Member , 
4 . A Gloup A Officer 

preferubly belonging 
to SC /ST 

Membor . 
Age : No 2 yrars By promotion feiling Promotion from Occupa. 1. Director 

Not applicable. 
Qualification : Yes which by direct recruit- tional Therapy Technician 

Chairman . 
mont, 

with 5 yrs, regular servicc 2 . Med . Supdt. 
in the grade 

Member . 
3 . Dy Director, 

(Admn .)/Admw . 
Officer 

Member 
4. A Group A Oficer 

preferably belonging 
to SC /ST 

Member 

- . - - 
* Subject to yarintion dependent on work load . 


- 


- 


- 


- 


8 


- - 


- 


- 


- 
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1 


2 


6a 


- 


- 


- - 


- 


- 


- 


- 


- 


- 


- 


- 


Three 


Not applicable. 


Not applicable , 


Medicalrecords 

Supervisor 


- - - - - 
Rs. 425-15 . Nun. 
560 - EB - 20 - cluction 
640 


Not 
Applicable . 


General 
Contral 
Services 
Group C 
Non 
Ministerial. 
General 
Cental 
Services 
Group C 
Non 
Ministerial, 


One * 


Demonstrator 
Medical records 
Department 


Not applicable . 


Not applicable . 


Rs. 425 - 15 - Non . 
500 -EB - 15 . election 
$ 60 - 20 - 700 


na policable. No 


Lion 


Not 
applicable . 


- - - 


- - 


- 


- - 


-- - 


- 


--- - - - 


- - 


- - - 


- 


- - 


- 


- - - 
10 


- 


- 


- - 


- 


- 


— 


Not Applicable. 


2 years 


By proinotion 


- - - - - - - - - - -- - - -- - - - - - -- - - -- 

12 
Piomotlon from Medical - 1 . Director 

Not applicr:bla . 
cords Clerks with 5 yosts 

Cbeirmun . 
regular service in the grade . 2 . Mack , Supd1. 

Menibci . 
3. Dy. Director 

(Adınn .)/Anu , 
Oto 

Momber. 
4 . A group A Officer 

preferably belonging 
10 SCAT, 

Member . 
Promotion from Medical I. Director - Chairman Not applicable 

Records Supe , Vigot with 2 . Medical Supdı.- Member 
five years regular service 3. Dy. Director 
in the grade , 

(Adun . Member 
4 . Agrcup 

A Oficer Prcfer 
ably belonging 

to S€ )ST.- Member 
- - - - - - - 

- - - - . - - - - - 


2 ycars 


Hy promotion 


Not 
applicable 


- - - - 


. 


- - - 


- 


- - - - - 


- - - - 


- 


- - - 


- - 


- - - 


- 


1 


4 


5 


6 


622 


- 


- 


- 


- 


- 


One * 


No 


Healit 
Supervisor 


General Rs. 455- 15. Selection 
Civil Strvice $ 60 - - 20 
Group C , 20 700 
Nogazetted , 
Non - Iministarbai, 


* * Below - 29 yours . Essential Graduato in Social 
Relexable for Go. Scicha /Ants with Sanitany 

vernment Ser- Inspector s Course or 
vants upto 35 ycars Extension Education train 
in accordance with ing (One year) . 
instruction or or- Desirable : 
ders issued by The One yeer s advances Sanita 
Central Govern - tion Course . 
meill, 

Experience : Picferably in 
* * Note : The crucial the field area for 5 Wycare. 

dilte for determin 
ing the age limit 
in Coll of the re 
ciuitment ruts 
will in each cuse 
be the closing date 
for receipt of 
application from 
the candidates in 
India ( other than 
Andaman Nicobar 
Islards and Lak 
shadweep ) 

- - - - - - - -- - - -- - -- 


- 


- 


- 


- - 


- 


*Subject to variation depindent on work load , 


[677 L - 


( +) ] 


POT T7, 1991/ 


16, 1907 
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2 


-- - 


- 


- 


- 


- 


- 


- 


- 


- 


- 


In lespect of posts , 

appointments to 
which are made 
through the cm 
ployment axchat 
gº , the Liuclal date 
for determining 
the age limit will , 
in ech casc , be 
The last date upto 
which the Emp 
loyment Exchange 
are asked to sots 
mit the names 


- - 


-- 


- 


-- - 


- 


- 


- 


- 


- - 


- 


- 


- - - 


- 


- - - 


- 


12 


13 


- - - - - - 

8 
- - - - - 
Agc No 
Educational 
Qualifications 

Yes 


- - 

9 
- - - 
2 years 


- 


- - - - - - - - - - - - - - 

- - - - - - 
10 

11 
- - 
By Promotion failing Proinotion froin Sanitary Ins- 1 Diratoi - 
which by direct recruit pxectory with 3 years roular 

Chairına 
ment Yory .co In the grade 

2 Medical Supdt - - 

Momber 


Not applicable . 


3 Dy Director (Admo.) 

- Mamber 
4 A Group A Oficer 
preferably belonging to 
SC /ST - Member 


- 


- 


- - 


- 


- 


- - - 


- 


- 


- - - 


- 


- 


- - - 


--- - 


-- -- - - - 


- 


- 


- 


- 


- 


64 


- - 


- - - - 
Not applicable. 


Foreman 


Not apslicable 


- - - - - - - - - 
* Ono Gederal Rs. 425- 15 . Non 
post. Cantral 500 -EB - Selection 
* Subject Services 15.560 - 20 
to Group C , 700 
Vari& - Non 
tion Gazetted 
depen - Non 
ding Moisterial 
on 
work 
load 


- 


- 


- 


- - - 


- 


- - 


- 


- 


- 


m 


- 


— 


10 


12 


13 


Not applicable 


2 years 


by promotion 


Promotion from Electro -Me- | Duoctor 

Not applicable 
chapo with 3 years ropular 

Chairman 
SCRVIÇO int the grade 2 Seniormost Prof 

- Member. 
3 Dy Director (Adinn ) 

- Meniber . 


4 A Group A Officer 
belonging tu SC /ST 

- Venibi 

- - - 
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6A 


- 


- - 


- 


- 


No 


- - > 


- 


Not applicable. 


Not Applicable . 


Technician 

( Plaster ) 


Not applicable. 


300 - T 


Not applicable. 


Not applicablc 


Assistant 
( Torpiquet) 


2 3 4 5 

6 
Ono General Rs. 330 - 10 - Selection No, 
* Subject Central 360 - EB -12 
to Service 500 - EB - 15 
varia - Group C . 560 
tion Non 
depen - Gazetted 
ding Non 
on Ministerial 
work 
load . 
* One 

Gentral Rs. 260 -6 Selection No. 
" Sub - Central 290 -EB - 6 
ject Service 326 - 8 - 366 
to Group C , EB - 8 - 390 
varia . Non 

10 -400 
tion Gazetted 
depen . Non 
ding Ministerial. 
on 
work 

load . 
* Threo 

Gencral Rs. 330 -8 -370 . Solection Not 
* Sub - Contrąl 10 - 400 - EB 

applicable. 
ject Services, 10 -480 
to Group C 
varia - Non 
tion Gazetted 
depen . Non 
ding Ministerial 
on 
work 
load . 


Not applicable . 


Technician 
C . S .S . D . 


Not applicable . 


in Ta 


- 


- - - - 


- - 


- 


11 


12 


12 


Not applicable. 


2 years 


By promotion 


Not applicable . 


Not applicable . 


2 years 


By riomotion 


Not applicable. 


Promotion from Assistant 1. Director 
Torniquet with 8 ycars regu . 

Chairman . . 
lar sorvice in the grade . 2. Medical Supdt. 

--Momber. 
3. Dy. Director (Adm1.) 

- Mombur . 
4 . A group A Oficor 

preferably belonglag 
to SC /ST. 

— Member. 
Promotion from Attendants 1. Director 
(Plastor) with 3 years regular 

Chairman. 
servico in tho grado . 2 . Medical Supdt. 

- Member, 
3 . Dy. Director (Admn.) 

- Member. 
4. A Group A OHcor 

preforably belonging to 
SC /ST 

- Mombor . 
Promotion from among Ward 1. Dirctor 
Assistant/ Eloctro Mechanic 

Chairman . 
with 3 years sorvice in the 2. Medical Supdt. 
grade in the Deptt. of 

-- Momber 
CSSD . 

3. Dy. Director (Admn.) 

- Momber . 
4 . A Group A Oficer 
preferably balonging to 
SC /ST , 

Momber. 
- - - - 


Not applicablo . 


2 years 


By promotion , 


Not applicablo, 


- 


- 


- 


- 


VE 
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Audio Visual 

Assistant. 


One Gonoral 
(Subject Central 
to Servicos, 
varia - Group C 
tion Non 
depen - Gazetted 
ding on Non 
work Ministerial 
load ) . 


Rs. 260 - 6 
290 - EB - 6 
326 - 8 - 366 
EB - 8 - 390 
10 - 400 


6a 

- - - - - - 
25 Years . 

Essential : 
Rolexable for Go. 1. Matriculation or its oqui 

vernment servants valont . 
upto 35 years in 2 Ono year exporience in 
accordance with handling of audio vigual 
the instruction of equipment. 
ordor s Issued by 
the Central Govt. 
Note : The crucial 
date for determi. 
ning the age limit 
in Cot, of the Rec 
ruitment rulos will 
in each case be the 
closing date for re 
coipt of applica 
tions from candi 
datos in India ( other 
than Andaman and 
Nicobar Islands 
and Lakshadwoep ). 
In l espoct of posts, 
appointment to 
which aro made 
through the Emp 
loyment Exchango. 
the crucial date for 
determining the 
age limit will, in 
cach casc , be the 
last date upto which 
the Employment 
Exchango are asked 
to submit the 
names. 


- ----- - ---- - 


- - - 


- - - - - 


- 


- - 


- 


- 


- 


- - - 


- - 


- - 


- - - 


- 


- 


- 


- 


8 


9 


10 


11 


12 


13 


- 


- 


- - 


- - 


Not applicable 


2 yrs. 


By diroot recruitnient 


Not applicable 


Not applicable . 


Dopartmental Promo. 

tion Committee ( for 
considering confir 
mation of direct 
lecruits : 


1. Director - Chairman 
2 . Med . Supdt - Member 
3. Dy. Director (Admn .) 

- Membor. 


4 . A Group A Omer 
preferably belonging 
to SC /ST - - Member, 


--- - - ---- 


- 


- - - 


- 


- - 


- 


- - - 


- - - 


(No. A .32018 / 1/79-Admn. II /ME(PG ) 

S . P . BHASIN , Desk Officer 


530 


THE GYZETTE OF INDIA : MARCH 7, 1981, PHALGUNA 16 , 1902 


[PART 1 – 80. 311)] 


चिनी, 19 फरवरी , 1481 
साका०नि० 200... सिधान में अनुभव 309 के परन्तुक भार प्रवत्त शानियों का प्रयोग करते हुए, पशि एमका स्वास्थ्य पोर परिमार, 
काम्याण मंत्रालय ( स्थामा मिमांग ) में निखाकार - मारपाया में पद पर भर्ती की पति को विनियमित करने के लिए निम्नलिपिस नियम बताते हैं :- - 

1. संक्षिप्त शीर्षक और भारम्भ : - ( 1 ) सिमों का नाम बाम्य और परिवार कस्माण मसालय , लेखापार- रह- रोकाडिया नियम , 1981 है । 
( 2 ) ये मजलमही रमापन में प्रकाशित होने की लिमि मे ला होगे । 
2. मम्मा, मफिरण मथा मनमान :--पदों की मण्या, उनका वर्गीकरण तथा बननमान नहीं होंगे जमा कि अनुसूची के स्तम्भ 4 में 4 में निर्दिष्ट है । 

3. भर्ती की विधि , आयु-मीमा, ताये मादिन पो पर भर्मी की विधि , मासु-सीमा , अहेनायें तमामय भाते नही मी जमा कि क . प्रमुरात्री 
के स्तम्भ 5 से 13 में निविष्ठ है । 

4 अमहमा : -- कोई व्यक्सि- - 
( क ) जो किसी एमे व्यक्ति में लिया फारसा करती है अभपा विवाह की मंभिषा करता/करती है जिसका कि पनि मा जिमकी पत्नी जीविम हो, अथय । 

( म ) जो व्यक्ति एक पमि / एक परमी के जीवित रहने हए किमी व्यक्ति को माम विवाह करता करनी है अथवा विवाह की मंविधा करता/करती है , 
सेमा में नियुक्त होने का पात्र नही होगा : 

परन्तु मन्द्रीय सरकार यह मप्रधान होने पर कि सिा विगाह ऐसे व्यक्ति और विवाह के दूसरे पक्षकार पर लागू होने वाली स्वीय विधि के अधीन 
मनोय है, और तमा करने के अन्य प्राधार है, किन भी विस का इम नियम के प्रवर्तन में छूट दे सकती है । 

5 छूट देने की प्राभित : - जहां अम्द्रीय सरकार का यह विचार हो कि घट देना अावश्यक या उचित है यहाँ बाह संप लोना सेवा पायोग के परामर्ण 
से और लिखित कारणों के प्राधार पर मावेश नारा किसी प्रेगी मार्ग में मम्मन्धित व्यक्तियो को इन निममों के किसी उपबन्ध की छूट दे सकती है । 

6 म्याति : - - हम समन्ध मे भोलीय सत्तार मात्रा समय-समय पर जारी किये गये प्रादेशों के प्रमुसार प्रमुसूचित जामि / मनुसूचित जनजानि सपा विशेष 
गों के व्यक्तियों के लिये मिन प्रारलगों और परिपायतो की यमस्या करमा प्रोक्षिम है , उन पर इन नियमों कि किमी मात मा प्रभाव नहीं पड़ेगा । 


4u - in 


पद का नाम 


वर्गकरण 


तनमान 


पदों की 
संध्या 


चयम पर अपना सीखें भर्ती किए जाने क्या केन्द्रीय मीछे भर्ती किये जाने वाले 
अषयन पर बाले व्यक्तियों की सिविल सेवा म्यक्तियों के लिए प्रपेक्षिम शैक्षिक 

पायु-सीमा (पेंशन ) तथा अन्य अर्हता 

नियमावली, 
1972 के 
नियम 30 के 
अन्तर्गत गोरे 
गाए वर्षों का 
लाभ प्रात 


- - - - - - 


- 


- - - 


- 


- - - - 


- - - - - 


- 


- - 


-- - 


- - - - .. - - . 


-- - - -- 


- 


- 


- 


- - 


लेखाकार- मह - रोकड़िया 


माग नही होता 


लागू नहीं 
होता 


लागू नहीं होता 


एक मामान्य केन्द्रीय 500- 20- 700. लागू नही होता 

मेवा, ममूह ", १० रो0- 25- 900 
( पराजपत्रित ) , स्पए 
प्रलिपिकमर्गीय 


- - -- - 


- 


- 


- 


- 


- - - - - 


- - - - -- - 


- 


- - - - 


- 


- 


- 


- 


- 


- - 


-- - - - 


- 


- 


- - 


- 


- - 


- 


- - - 


- - - 


- 


- - - - 


- 


- 


- 


- 


- 


- 


- 


- - - - - -- - . . - -- - - - - - . . .. 
साभर्ती किए जाग गरिमीक्षा की मर्मीमी पति/ भी सीधे होगी मोतिमिलियुक्ति /स्थतमामतरण अधिनियमानीय प्रोन्ननि मनिनि भर्ती करने में किन 
पाले व्यक्तियों के अधि, माविकोई या प्रोन्नति द्वारा मनपा प्रसि - पारा मर्ती की दशा मे में श्रेणिया तो उसकी संरचना । परिस्थितियों में मंत्र 
लिए विहित पायु मिपनित /स्थानान्तरण बाग तथा जिनसे प्रोपति/ प्रतिमिमुक्ति / 

लोक सेवा प्रायोग से 
पौर शैक्षिक प्रर्हताए विभिन्न पतियों दाग भरी जाने म्बानातरण किया जाएगा । 

परामर्म किया जाएगा । 
प्रोन्नति की दशा में 

बाली रिक्तियों की प्रतियातना 
लागू होगी या नहीं । 
- - - - - - - - . .. - - - 

10 


11 


12 


13 


लागु नहीं होता 


माग माही कोमा 


लागू नहीं होता 


प्रतिनियुषित पर म्यानातरण प्रतिनियुक्ति पर स्मानान्तरण : 
भरा । 

( i ) केन्द्रीय सचिवालय सेवा के 

सहायक जिन्होंने इम ग्रे 
में पांच वर्ष की नियमित 
सेवा पूरी कर ली हो और 
मभिवामय प्रशिक्षण एवं 
प्रबन्ध संस्थान में रोकर 
तथा सेवा कार्य का 
प्रतिमण लिया हुआ हो 


इन नियमों के किसी 
उपबन्ध को संशोधित 
सिथिल करने ममय 
मंघ लोक सेवा आयोग 
मे परामर्श करना 
पावश्यक है । 


- 


- 


- 


____ . . 


. - 


- 


- 


- - 


- - - 


- - -- - 
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10 


11 


12 


13 


मौर जिन्हें रोकड़ पौर 
लेखा तथा बजट कार्य का 

तीन वर्ष का अनुभव हो । 
(ii ) इसके न हो सको पर 

एस०ए०एस० लेखाकार या 
संगठित लेखा विभागों से 
एस०ए०एस० उत्तीर्ण 

faften 
( प्रतिनियुक्ति की प्रवधि सामान्य 

तया तीन वर्ष से अधिक नहीं 
Elt) 


[HTTO 12018/2 /80– 018. Ho] 

हिम्मत सिंह धकालिया, प्रवर सचिव 


New Delhi, the 19th February, 1981 
G .S .R . 260.- In exercige " of the powers conferred by the proviso to article 309 of the Constitution , the President hereby makes 
the following rules regulating tho method of recruitment to the post of Accountant-cum - Cashier, Ministry ofHealth and Family Welfaro, 
(Department of Health ). 

1. Short title and commencement (i) These rules may be called the Ministry of Health and Family Welfare, Accountant-cum 
Cashier Recruitment Rules, 1981, 

(1 ) They shall come into force from the date of their publication in the Official Gazette . 

2 . Number, classification and scale of pay ; - The number of the said post, its classification and the scale of pay attached thereto 
shall be as specified in columns (2 ) to (4 ) of the schedule annexed to these rules. 

3 . Method of recruitment, age limit , qualifications, etc . — The mothod of rocruitment, age limit, qualifications and other matters rela 
ting to the said posts shall be as specified in columns (5) to (13) of the Schedule aforesaid . 

4 . Disqualification :- No person 
(a ) who has entered into or contracted a marriage with a person having a spouse living, or 

(b ) who ,having a spouse llying , has entered into or contracted a marriage with any person , 
shallbe eligible for appointment to the said post : 

Provided that the Central Governmentmay if satisfied that such marriage is permissible under tho porsonal law applicable to such 
porson and the other party to the marriage and that there are other grounds for go doing exempt any person from tho operation of this 
rulo . 

5. Power to Relax :- Where the Central Government is of opinion that it is nocessary or oxpedient go to do , it may, by order, for 
roasons to be recorded in writing and in consultation with the Union Public Service Commission , relax any of the provisions of these 
rules with respect to any class or category of persons. 

6 . Saying : - -Nothing in these rules shall affect reservations, relaxations of age limit and other concessions required to be provided for 
the Schoduled Castes, the Scheduled Tribes and other special categorles of persons in accordance with the orders issued by the Central 
Government from time to time in this regard . 

SCHEDULE 


Name of the post No. of 

post 


Educational and other quali 
fications required for direct 
recruits 


Classifica Scale of pay Whether 
cation 

sclection 
post or 
non 
sclection 

post 
4 

5 
Gonoral Rs. 500 -20 - Not 
Central 700 -EB -25 - Applicable 
Service 900 
Group B 
(Non 
Gazetted) 
Non 
Ministerial 


Age limitW hether benefit of 
for direct added years of ser - 
recruits vice admissiblo 

under rulo 30 of tho 
C .C .S . ( Pension) 

Rules , 1972 
6 

6 ( a ) 
Not Not applicable 
applicable 


Not applicable 


Accountant 
cum - Cashier 


1349 GI/80 - - 6 
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8 


- 


11 


Whether age & Period of - Mothod of rocruitment In case of recruitment by pro Tf a Departmental Pro . Circumstances 
Educational quall. probation , whether by direct recruit - motion / deputation /transfer, motion Committco exists in which Union 
fication prescribed if any ment or by promotion or sracles from which promotion what is its composition Public Service 
for direct recruits by deputation /transfer deputation /transfer to be 

Commission is 
will apply in case and percentage of the made 

to be consulted 
of promotion vacanctos to be filled by 

in making rec 
various methods 

ruitment 
- " - - - - - - -- 10 

12 

- -- 13 
Tot applicable Not By transfer on deputation Transfer on deputation i Not applicable 

Consultation 
applicable (i) Assistants of the Central 

with the Union 
Secretariat Service with 

Public Service 
five yours regular service 

Commission 
in the grade who have 

necessary while 
vadergone training in 

amonding/ relax 
cash and accounts work 

ing any of the 
in the Institute of Secre 

provisions of 
tarlat Training and 

these rules. 
Management and posse86 
three years experience in 
cash and accounts and 

budgot work . 
(ii ) Failing (i), S . A. S . Accoun 

tants or S . A . S . passed 
clerks from the organised 

Aợcounts Departments . 
(Period of deputation shall 
ordiourily not exceed three 
years ) 

[ No. A ,12018/ 2/ 80 -ISM] 

H . S . DHAKAALIA, Under Secy. 
इस्पात और खान मंत्रालय 

MINKSTRY OF STEEL AND MINES 

(Department of Minas) 
मई दिल्ली, 11 फरवरी , 1981 

New Delhi , the 11th February, 1931 
सा० का० मि . 261 - राष्ट्रपति, संविधान के अनुच्छेद 309 

G . S. R. 261 . - In exercise of the powers conferred by the 

proviso to Article 309 of the Constitution, the President 
के परन्तुक द्वारा प्रदत्त शक्तियों का प्रयोग करते हुए, भारतीय खान ब्यूरो hereby makes the following rules further to amend the Indian 
( श्रेणी I और II पर ) भर्ती नियम , 1964 में प्रौर संशोधन करते 

Bureau of Mines ( Class I and II posts ) Recruitment Rules , 

1964, Timely : 
हुए एतद्द्वारा , निम्नलिखित नियम मनाते हैं, अर्थात्----- 

1 . ( i) These rules may be called the Indian Burcau of 
1. ( 1 ) इन नियमों का नाम भारतीय वाम ध्यूरी ( श्रेणी I और Mines ( Class I and H posts ) Recruitment ( Amendment ) 

Rules, 1981 ; 
II पव ) भर्ती ( संशोधन ) नियम 1981 होगा । 

(ü ) They shull come into force on the date of their 
( 2 ) ये रामपता में प्रकाशन की तारीख से लागू से होगे । 

publication in the Official Gazette . 
2 भारतीय खान म्यूरो ( श्रेणी [ और II पद ) भर्ती नियम, 1964 

2. In the Schedule to the Indran Bureau of Mines AClass 

I and II ponts ) Recruitment Rules , 1964 , — 
की अनुसूची मे: 

For each of the existing cntries under column 12 ugainst 
सहायक पनिज अर्थशास्त्री ( सूचना ) के पद से संबंधित श्रम संख्या 

senal number 32 [relating to the post of Assistant Mineral 
32, सहायक खान नियंत्रक के पद से सम्बन्धित क्रम संख्या 37 और 

Economist (Intelligence )] , serial number 37 ( relating to the 

post of Assistant Controller of Mines ) and serial number 
रसायनम के पद से सम्बन्धित क्रम संख्या 63 में से प्रत्येक से कालम 12 

63 (relating to the post of Chemist ) , the following shall be 
के अंतर्गत विद्यमान प्रविष्टि के स्थान पर निम्नलिखित रखा जाएगा substituted : 

"Group A Depurtmental Promotion Commitoc cansist 
" वर्ग के विभागीय प्रोम्मति समिति, जिसमें निम्नलिखित होंगे : 

___ ing of : - - 
( 1 ) संप लोक सेवा आयोग का अध्यक्ष /सदस्य 

- - प्रध्यक्ष (i ) Chairman Member , UPSC 

.. . Chairman 

( ii ) Director Deputy Secretary 
( 2 ) बान विभाग का निवेशक / उप सचिव 

- सदस्य 
Dopartment of Minos 

-- . Member 
( 3 ) भारतीय खान म्यूरो का नियतक 

- सदस्य 

( iii ) Controller , 
Indian Bureau of Mines 

Member 
पर्ग म विभागीय प्रोन्नति समिति ( स्थापीकरण पर विचार करने 

Group A Departmental Promotion Committeo ( for 

considering confirmation ). 
___ 1 भारतीय बाम ब्यूरो का नियंत्रक 

.. - अध्यक्ष 

1. Controller, Indian Bureau of Mines. - Chairman 
बान विभाग का निदेशक / उप सचिव 

— सदस्य 

2. Director| Deputy Secretary , 
Department of Mines . 

- - Member 
3. प्रमुसूचित जानि / अनुसूचित जनजाति से संबंधित समुचित --- सवस्य 

3. An officer of appropriate status 
स्वर का अधिकारी 

belonging of SC /ST , . 

- - Member 
नोट: - स्पायोकरण से सम्बन्धित विभागीय प्रोन्नति समिति की कार्यवाही 

Note .- - The proceedings of the DPC relating to confir 
अनुमोदन के लिए संघ लोक सेवा आयोग को भेजी जाएगी । 

mation shall be sent to the Commission for approval. 
लेकिन , यवि प्रायोग द्वारा उस कार्यवाही का अनुमोदन महीं किया 

If , however, these are not approved by the Com 

mission , a fresh meeting of the DPC to nie presided 
जाता है तो पायोग के अध्यक्ष या सवस्य की अध्यक्षता में विभागीय 

over by the Chairman or a Member of tho UPSC 
प्रोन्नति समिति की पुनः बैठक होगी । " 

shall be held . " 
[ सं० ए० -12018/ 6/ 80- बान 6 ] 

[ No . A -12018 / 6 / 80 - MVIJ 
प्रसन्म चन्द्र , प्रवर सचिव 

PARSAN CHANDRA, Under Secy. 
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- 


- - 


- 


- 


- - - 


[ भाम - - खण्ड ( i) ] 

भारत का राजपत्र : मार्च 7, 1481/ फाल्गुन 10, 190 
- - - - - - - - - - - - - - - - 

- -- - -- - --- - -- - - 
कृषि मंत्रालय 

( पाच विभाग ) 

नई विस्ली, 19 फरवरी , 1980 
सानि० 282. - राष्ट्रपति, मंविधान के अनुच्छेद 309 के परन्तु द्वारा प्रदस शक्लियो का प्रयोग करते हुए , और राष्ट्रीय पीनी संस्थान , कानपुर 
श्रेण : III पद अधिनियम 1958, अहा ता इनका सम्बन्ध बिजली मिस्त्री और विद्युत मंत्री से है , को अधिकान्त करते हुए , मिवाय उन बातों के जिन्ह ऐसे 
अधिक्रमण से पूर्व किया गया है या करने का लोप किया गया है , राष्ट्रीय पीनी संस्थान, पानपुर में बिजली मिस्त्री और विद्युत तंत्री के पदो पर भर्ती 
की पति या विनियमन करने के लिए निम्नलिखित नियम बनाते है , अर्थात् : 

1. संक्षिप्त नाम और प्रारम्भ · ( 1 ) इन नियमो का संक्षिप्त नाम राष्ट्रीय चीनी संस्थान , कानपुर (बिजली मिस्त्री और वियुप्त तंत्री ) भर्ती नियम , 
1981 है । 

( 2 ) ये राजपत्र में प्रकाशन की तारीख को प्रवृत्त होगे । 

2. पद संख्या , वर्गीकरण और वेतनमान . उक्त पदों की संख्या , उनका वर्गीकरण और उनके वेतनमान वे होंगे जो इन नियमो से उपायस अनुसूची 
के तम्भ 2 से 1 में विनिदिष्ट है । 

3 भर्ती की पद्धनि, प्रायु-सीमा और अन्य प्रस्ताएं प्रावि . उक्न पदो पर भर्ती की पद्धति, प्रायु-सीमा, अतएं और उनसे सम्बन्धित अन्य बात ये होगी 
जो पूर्वोक्न अनुसूची के स्तम्भ 5 से 13 मे विनिविष्ट है । 

4 निरर्हताएं : वह व्यक्ति -- 
( क ) जिसने ऐसे व्यक्ति से , जिसका पति या जिसकी पत्नी जीवित है, विवाह किया है, या 

( छ ) जिमने अपने पति या अपनी पत्नी के जीवित होते हुए किसी व्यक्ति से विवाह किया है ; 
जपत पदा पर नियुक्ति का पान मही होगा : 

परन्तु यदि केन्द्रीय सरकार का समाधान हो जाता है कि ऐमा विवाह ऐसे व्यक्ति और विवाह के अन्य पक्षकार को लागू स्वीय विधि के अधीन अनुशेय 
है और ऐसा करने के लिए अन्य माधार है तो वह किसी व्यक्ति को इस नियम के प्रवर्मन से छूट दे सकेगी । 

___ 5 शिथिल करने की शक्मि : जहां केन्द्रीय सरकार की यह गय है कि ऐसा करना प्रावश्यक या समीचीन है, वहां वह, उसके लिए जो कारण 
है उन्ह लेखमय करके , इन नियमों के किसी उपबन्ध को किसी वर्ग या प्रवर्ग के व्यक्तियो की बाबत आदेश द्वारा शिथिल कर सफेगी । 

6. व्यावृत्ति · इन नियमो को कोई भी बात ऐमे आरक्षणो, प्रायु-सीमा में छूट और अन्य रियायतों पर प्रभाव नही डालेगी , जिनका केन्द्रीय सरकार 
द्वारा इस सम्बन्ध में समय-ममय पर निकाले गए प्रावेशों के अनुमार अनुसूचित जातियों , अनुसूचित जनजातियों और अन्य विशेष प्रयों के पक्तियों के लिए 
उपबन्ध करना अपेक्षित है । 


अनुसूची 


- - - - 


- 


- -- - 


- - - - - - 


- 


- - - 


- 


पद का नाम 


पदों की 


सी 


वेतनमान 


संख्या 


चयन पद अथवा सीधे भर्ती किए जाने सीधे भर्ती किए आने वाले व्यक्तियों 
अचयन पद वाले व्यक्तियों के लिए के लिए अपेक्षित शैक्षिक और अन्य 
प्रायु-सीमा 

महंताएं 


4 


7 


बिजली मिस्त्री 1 
विद्युत तंत्री 


5 साधारण केन्द्रीय सेवा, 265- 6- 3 2 6-40रो०. अचयन 
4 * कार्य - समूह ग , 

8 - 350 म० 
भार को अराजपत्रिस , 

देवसे लिपिकवर्गीय 
हुए परि 
वर्तन किया 
जा सकता 


2 5 वर्ष से अधिक नहीं ( i) पाठय पास । 
( सरकारी सेवकों के (ii ) प्रौद्योगिक प्रशिक्षण संस्थान 
लिए केन्द्रीय सरकार केन्द्रीय प्रशिक्षण संस्थाम से 
द्वारा जारी किए गए विद्युत तंत्री व्यवसाय में प्रमाण 
अनुदेशो | आवेगों के पत्र या किसी मान्यताप्राप्त 
अनुसार 35 वर्ष तक संस्थान मोर्ड से समतुल्य या 
की जा सकती है ) । किसी मान्यताप्राप्त संस्थान से 
टिप्पण 1. प्रायु- सीमा विगुततंबी डिप्लोमा । 
अवधारित करने के ( ii ) ( क ) विद्युत मोटर और अन्य 
लिए निर्णायक तारीख , वैधुत उपस्करो के परीक्षण 
भारत में रहने वाले लगाने और मरम्मत का अनुभव 
अभ्यर्थियो से ( उनसे ( ख ) प्राम पर कुम्डलम तीन वर्ष 
भिन्न जो असमान और का अनुभव और 
निकोबार द्वार तथा ( ग ) केबिल ओड़ने का अनुभव । 
लावीप मे रहने है ) , टिप्पण . अनुभव सम्बन्धी महता 
प्रावेदन प्राप्त करने के ममम प्राधिकारी के विवेकानुसार 
लिए नियत की गई अनुसूचित जातियो / अनुसूचित अम 


- 


- 


- 


- - 


- 


. 


. 


. 


. 


- 


- 


- 


- 


- 


- 


- 


- 
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1 


2 


3 


अन्तिम तारीख होगी । 
टिप्पण 2. ऐसे पदों की 
बाबत, जिन पर नियुक्ति 
रोजगार कार्यालय के 
माध्यम से की जाती है, 
पायु-सीमा अवधारित 
फरने की निर्णायक 
सारीख प्रत्येक मामले 
में वह तारीख होगी 
जिस तक रोजगार 
कार्यालय से नाम भेजने 
के लिए कहा गया है । 


जातियों के सम्यर्थी ( अभ्यर्थियों ) 
के मामले में उस वशा में शिथिल 
की जा सकती है, जबकि चयन के 
किसी प्रक्रम पर सक्षम प्राधिकारी 

की यह राय है कि इसके लिए 
प्रारक्षित रिक्त स्थान (स्थानों ) 
को भरने के लिए प्रपेक्षित अनुभव 
रखने वाले इन समुदायों के सम्पर्धी 
पर्याप्त संख्या में उपलब्ध नहीं हो 
सफेगे । 


सीधे भर्ती किए जाने परिवीक्षा की भर्ती की पद्धति /भर्ती सीधे होगी प्रोमति/प्रतिनियुक्ति/ स्थानान्तरण 
वाले व्यक्तियों के अवधि, यदि कोई या पदोन्नति द्वारा या प्रतिनियुक्ति द्वारा भर्ती की दशा में वे श्रेणियों 
लिए विहित आयु 

स्थानान्तरण द्वारा तथा विभिन्न जिनसे प्रोमति / प्रतिनियुक्ति 
पौर शैक्षिक अर्हताएं 

पद्धतियों द्वारा भरी जाने वाली स्थानान्तरण किया जाएगा 
प्रोन्नति की बशा में 

रिक्तियों की प्रतिशतता 
लागू होगी या नहीं 


यवि विभागीय 
है तो उसकी 
प्रोति समिति 
संरचमा 


भती करने में 
किन परिस्थितियो 
में लोक सेवा 
मायोग से परामर्श 
किया जाएगा 


10 


11 


12 


13 


वो वर्ष 


मायु : नहीं 
शैक्षिक मर्हताएं : हो 


प्रोन्नति द्वारा जिसके न हो मकने प्रोमति : 
पर सीधी भर्ती द्वारा । । ऐसे बिजली मोटर चालक/ पम्प 

पालक और लौहार जिन्होंने 
अपनी श्रेणी में पांच वर्ष 
नियमित सेवा की है, की 
प्रोन्नति द्वारा । 


( सीधेभर्तीकिए गए व्यक्तियों लागू नहीं होता 

को प्रोमति और पुष्टि 
परविचार करने के लिए ) 
समूह ग विभागीय प्रोन्नति 
समिति, जिसमें निम्न 
लिखित होंगे :---- 
11 निदेशक , राष्ट्रीय चीनी 
संस्थान , कानपुर 

- - अध्यक्ष 


2 . सहायक निदेशक ( एस 

एण्ड माई ) राष्ट्रीय 
धीमी संस्थान, कानपुर 

-- सदस्य 
3. प्रभाग | अनुभाग का 

प्रधान - सदस्य 
4. बाहर का नामभिविष्ट 

समूह ब अधिकारी जो 
मधिमानतः अनुसूचित 
जाति / अनुसूचित जन 

जाति का है - - सदस्य 
5, ज्येष्ठ प्रशासनिक अधि 

कारी, राष्ट्रीय चीनी 
संस्थाम, कानपुर 

- सदस्य 


[ सं० ए०-12018/ 5/ 80 - चीमी डी - I ] 

एन० स्यागराजन, प्रबर सचिव 
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SHS G 

MINISTRY OF AGRICULTURE 

(Department of Food ) 

Now Delhi, the 19th February, 1981 
G . S . R . 262 . - In exercise of the powers conferred by the proviso to article 309 of the Constitution and in supersession of 
the National Sugar Institute , Kanpur (Class II posts) Rules , 1958 , in so far as they relate to the posts of Blectric Mistry and Electrician 
except as respects things dono or omitted to be done before such supersession , the President hereby makes the following rules regulating 
the method of recruitment to the posts of Electric Mistry and Electrician in the National Sugar Institute, Kanpur, namely : 

1. Short title and commencement . - (1) Those rules may be called tlię National Sugar Tostitute , Kanpur (Electric Mistry and 
Electrician ) Recruitment Rules, 1981 , 

(2) Thoy shall come into force on the date of their publication in theO cialGazette . 

2 . Number of post, classification and scale of pay The number of th : si posts , their classification and the scale of pay attached 
thoroto shall be as specified in columns 2 to 4 of the Schodulo annexed to thesc rules. 

3. Method of recruitment, age limit , and other qualifications, etc: The method of recruitment, age limit , qualifications and other 
mattors relating to the sald posts shall be as specified in columns 5 to 13 of the Schedule aforosaid . 

4 , Disqualification - - No person , 
(a) who has entered into , or contracted a marriage with a person having a spouse living, or 

(b ) who , having a spouso living, has entered into , or contracted a marriage with any person , 
shall be eligible for appointment to the said post : 

Provided that the ContralGovernment niay, if satisfied that such inrriage is pormissible under the personal law applicable to such 
person and other party to the marriage and that there are other grounds for so doing, exempt any person from the operation of this rule. 

5. Power to relax : Where the CentralGovernment is of opinion that it is necessary or expedient so to do, it may , by order, for 
reasons to be recorded in writing , relax any of the provisions of these rules with respect to any class or category of persons. 

6 . Saving :- Nothing in these rulcs shall affect reservations, relaxation of age limit and other concessions roquired to be provided 
for the Scheduled Castes, the Scheduled Tribes and other special categories of persons in accordance with tho orders issued by the Central 
Government from time to timo in this regard , 

SCHEDULE 
Namo of post 

No. of Classification Scale of pay Whcthor Age limit for direct rocruits Educational and other qualifica 
posts selection 

tions required for diroct recruits 
post or 
non 
selection 

post 
- - - 

7 
- - - - - - 

Essential : 
Electric Mistry -- 1 5 General Central Rs. 260-6 Non Not exceeding 25 years (1) 8th Standard passed , 
Electrician - 4 (Subject Service , 

326 -EB -8 - solection (Relaxable for Govern - ( li ) Certificate from Industrial 
to Group C , 350 , 

meat servants upto 35 Training Institute /Central 
varla . Non -gazetted , 

yoars in accordance Training Institute in Electri 
tion Non -Ministerial 

with the instructions / cian Trade or equivalent from 
depen 

orders issued by the a recognised Institute / Board 
dent on 

Contral Government). or Electrician Diploma from 
work 

Note 1 : The crucial any recognised Institute . 
load ). 

dato for determining thc ( ili) Three years experienco of (a ) 
age limit shall be the testing installation and repairs 
last date upto which the of electric motor and other 
applications are invited electrical equipments (6 ) 
from candidates in India Armature winding and ( c) 
( other than thosc in the Experienco in cable joining . 

Andiman and Nicobar Note ; The qualification 
Islands and Lakshad - regarding experience is 
Wocp ). 

relaxable at the discretion 
Note 2 : In the case of of tho competent authority 
post filled through Em in the case of candi 
ploymont Exchanges tho date (s) belonging to Scheduled 
crucial date for deter Castes/ Scheduled Tribes, if 
mining the age limit atany stage of selection the com 
shall in cach cayo be the petent authority is of the opi. 
last date upto which the nion that sufficient number of 
Employment Exchanges candidates from these communi 
are asked to submit lies possessing the requisite 
names . 

experience aro not likely to bo 
available to All - up the post (s) 
reserved for them . 


- 


- - 


- 


- 


- 


- 


- - 


- 
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Whether age and Period of Method of recruitment In case of recruitment by If a D . P . C . oxists what Circumstances 
educational quali - probation, whether by direct recruit- promotion/ deputation/trans- is its composition. in which 
fications prescri - if any . ment or by promotion or fer, grades from which promo 

U . P. S. C. is to 
bed for direct by deputation/ transfer tion / deputation/ transfer to 

be consulted in 
recruits will apply and percentage of vacan- be made . 

making recruit 
in case of proinotccs . cics to be fillod by various 

ment . 
methods. 
- - - 
89 10 

___ 12 

13 
Age - No. 2 years Promotion , failing which Promotion : 

Group C Departmental Not applicable . 
Educational 

direct recruitment. By promotion of Electric Promotion Committee ( for 
Qualifications - Yes 

Motor Driver /Pump Driver considering promotion 
and Blacksmith having 5 and confirmation of the 
years rcgular service in the direct recrults ) consis 
rado . 

ting of 
1. Director, National 

Sugar Instituto , 

Kanpur - Chairman 
2 . Assistant Director 

( S . & I.) National 
Sugar Institute, Karn 

par - Member . 
3. Head of Division ! 

Section - Meinber 
4. Nominated outside 

Group B officer pre 
ferably Scheduled Cas 
tes/ Scheduled Trtbes. 

- Member 
S . Senior Administrative 

Officer , National Sugar 
Institute, Kanpur - - 
Member. 


[ No . A- 12018/ 5/ 80 -Sugar D .I] 
N . THYAGARAJAN , Under Secy. 


सिंचाई मंत्रालय 

नई दिल्ली , 3 फरवरी, 1981 
ता .कानि 263.- - राष्ट्रपति, संविधान के अनुच्छेन 309 परन्तुक द्वारा प्रदत्त शक्तियों का प्रयोग करते हुए, सिचाई मंत्रालय के अधीन माह 
विषयमा परियोजना तैयारी मेल में समूह " क " पदों पर भर्ती की पद्धति का विनियमन करने के लिए निम्नलिखित नियम बानाते है, अर्थात् : -- 

1. संक्षिप्त नाम और प्रारम्भ :- --( 1 ) इन निक्मो का सक्षिप्त नाम, बहु विषयक परियोजना तैयारी सेल ( समूह "क " पर ) भर्ती नियम , 1981 है । 
( 2 ) ये राजपत्र में प्रकाशन की तारीख को प्रवृत्त होंगे । 

2. पद संख्या, वर्गीकरण और वेतनमान :- उक्त पदों की संख्या उनका वर्गीकरण और उनके वेतनमान के होंगे जो इन नियमों से उपाय प्रमुसूची के 
स्वंम 2 से 4 तक में विनिदिष्ट है । 

3. भी की पद्धनि, श्रायु-सीमा और प्रस महलाए भावि : उक्त पषों पर भर्ती की पद्धति , प्रायु सीमा, प्रहलाएं और उमसे संपंधित अन्य बाते होंगी 
जो पूर्वोक्त अनुसूची के स्तंभ 5 मे 14 में विनिर्दिष्ट है । 

4. निरर्हताएं : वह व्यक्ति 
( क ) जिसने ऐसे व्यक्ति से, जिसका पति या जिसकी पत्नी जीवित है, विवाह किया है, या 

( ख ) जिसने अपने पति या अपनी पत्नी के जीवित हाते हुए फिमो व्यक्ति से विवाह किया है : 
उक्त पद पर नियुक्ति का पाम्न नहीं होगा : 

परन्तु यदि केन्द्रीय सरकार का समाधान हो जाता है कि ऐमा विवाह ऐसे व्यक्ति और विवाह के अन्य पक्षकार को लागू स्वीय विधि के अधीन अनुशेय 
है और ऐमा करने के लिए अन्य धार है तो वह किसी व्यक्ति को इस नियम के प्रवर्तन से छूट दे मकेगी । 

5. शिथिल करने की फित :- - अहा केन्द्रीय सरकार की यह राय है कि ऐसा करमा आवश्यक या समीचीन है, वहा वह , उमयो लिए गो कारण है 
कर उन्हें सबब करके तथा संघ लोक मेधा आयोग में परामर्श करो, इन नियमों के किसी उपबंध को किमी वर्ग या प्रवर्ग के व्यक्तियों को बाबन , पादेश वारा , 
शिपिल कर सकेगी । 

6. व्यावृत्ति :- - इन नियमों की कोई भी बात ऐसे प्रारक्षणों, प्रायु-मीमा में छूट और अन्य रियायतों पर प्रभाव नहीं डालेगी , जिनका केन्द्रीय सरकार 
द्वारा इस संबंध में समय- समय पर निकाले गए सादेशों के अनुसार अनुसूचित जातियों , अनुसूचित जनजातियों और अन्य विशेष प्रवों के व्यक्तियों के लिए उपबंध 
करना अपेक्षित है । 
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अनुसूची 


- 


- 


- - 


- 


- 


पद का नाम 


वर्गीकरण 


वेतनमान 


पदो की 
मममा 


चयन पद प्रथया माधे भर्ती किए मेवा मे जोडे भर्ती किए जाने पाले व्यक्तियो 
अचयन पद जाने वाले गए वर्षों के लिए शैक्षिक और अन्य 

व्यक्तियों के लिए का फायदा पहनाए 
प्राय मीमा केन्द्रीय मि 

विल मेवा 
(पेंशन ) 
नियम 1972 
को नियम 
30 में 
अधीन मनु 
मेय है या 


नहीं 


- - . 


. 


. 


3 


- 
लागू नहीं होता 


-- 
1500- 60- 
1800- 100 
3000 20 


8 
लागू महीं होता 


1 निवेशम ( मदस्य 
विज्ञान ) 


लागू नहीं होना 


माधारण केन्द्रीय 

सेवा समूह 
क राजपत्रित 
( अलिपिक 
वर्गीय ) 

- - - 


लागू नही 
होता 


- - - 


- - 


- 


- - 


- 


- 


- - - 


- 


- 


- 


- 


- 


- 


- 


- 


- - - 


- - - -- - - 


-- -- 


-- 


- - --- 


- - 


- 


- 


- 


- 


- - - 


- - 


- 


- 


- - - - 


- 


- - 


- 


12 


14 


मीधे भर्ती किये परिवीक्षा की भर्ती की पति/ मती मीधे होगी प्राप्ति प्रतिनियत्ति /स्थानाम्मरण यदि विभागीय प्रोन्नति भर्ती करने में किन 
जाने वाले व्यक्तियों अवधि , यदि कोई या प्रोन्नति द्वार, य, प्रतिभियुक्ति द्वारा भर्ती की वाणा में वे श्रेणि - ममिमि है तो उसकी परिस्थिनियों में सब 
के लिए विहित हो । स्थानान्तरण द्वार तथा विभिन्न या , जिनमे प्रोन्नति प्रतिनियुक्ति सरचना । 

लोक सेवा प्रायोग 
आयु और शैक्षिक पतियो द्वार। भर्ती किये जाने स्थानान्तरण किया जाएगा 

से परामर्ण फिया 
अहंताएं प्रोन्नति याली रिफियो को प्रतिशतमा 

লাশ। 
की दशा में लाग 
होगी या नहीं 
9 10 

11 
लागू नहीं होता लागू नहीं होना प्रतिनियुक्ति पर. स्थानान्तरण 1 प्रतिनियुक्ति पर स्थानान्तरण लाग नहीं होता चयन , प्रत्येक प्रयमर 
द्वार। (जिसके अन्तर्गत ( जिम के अन्तर्गत अल्पका 

पर, सघ लोक सेवा 
अल्पकालिक संविधा भी है ) । लिक मविदा शामिल हैं ) 

प्रायोग के परा 
मे अधिकारी , जो केन्द्रीय 

मर्श से किया 
राज्य भरमारों/कृषि विश्व 

जाएगा । इन नियमों 
विद्यालयों या मान्यताप्राप्त 

को किन्ही उपबंधों 
अनुसधान संस्थानो परिषदो 

को संशोधित 
मे सदृश पद धारण किए 

शिथिल करते समय 
हए है या जिन्होने 1100/ 

भी संघ लोक सेवा 
1600 स० या समतुल्य 

मायोग से परा 
वेसनमाम वाले पदो पर पाच 

मर्श प्रावश्यक 
वर्ष सेवा की है और जिनके 

होगा । 
पास निम्नलिग्निम अर्हताए 

और अनुभव है : - - 
(i ) किसी मान्यताप्राप्त विश्य 
विद्यालय से कृषि में कम 
मे कम वितीय श्रेणी मे 
मी० एस० सी० की उपाधि 

और मस्य-विमान में कम से 
कम द्वितीय श्रेणी में स्नात 
कोसर उपाधि या समतुल्य । 
(ii ) सस्य - उत्पावन या 
सस्य - संबंधी प्रनसंधान के क्षेत्र 
में दस वर्ष का अनुभव और 
अधिमानतः सिचाई तथा 
बहुद्देशीय परियोजनामो की 
माध्यता रिपोर्ट तैयार करने 
मे अनुभव ( प्रतिनियुक्ति 
सविवा की अवधि सामा 
न्यप्त . चार वर्ष से अधिक 
नही होगी ) । 
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- 


- . . 


. 


- 


- 


- - - 

- - 


- 

- 


- - 


- 
. 


- 


- - 


- 


- 


. 


क 


- - - - 
- - -- . . 


8 


लागू नहीं 


लागू नहीं होता 


होता 


- - - 


- - 


13 


14 


लागू नहीं होता 


2. निदेगक ( जल-विज्ञान ) 1 साधारण केन्द्रीय 1500- 60- लागू नहीं होता लागू नहीं होता 

सेवा, समूह 1800 - 100 
क राजपत्रित 2000 रु . 
( मलिपिक 

वर्गीय ) 
. - - - - - - - - -- - - - - 
10 11 

12 
. . -- - - -- - - - - - - - . - . - - - -- - - -- - - - - - - - - 
लागू नहीं होगा लागु नहीं होता प्रतिनियुक्ति पर स्थानान्तरण द्वार। . प्रतिनियुक्ति द्वारा स्थानान्तरण 

ऐसे अधिकारी जो केन्द्रीय 

राज्य सरकारों के अधीन 
( क ) (i ) सदृश पद धारण 

किए हुए हैं , या ( ii ) उप 
निदेशक /कार्यापालक इंजी 
नियर की पक्ति के समतुल्य 
पद धारण किए हुए हैं और 
जिन्होंने उस श्रेणी में पांच 
वर्ष सेवा की है । 


प्रतिनियुक्ति पर नियुक्ति 

के लिए किसी 
अधिकारी का पवन 
फरते समय मोर 
मन नियमों के 
किहीं उपबंधों को 
संशोधित शिपिल 
करते समय संघ 
लोक सेषा मायोग 
से परामर्श मान 
श्यक है । 


( ख ) जिनके पास निम्नलिखित 

मसाएं और अनुभव है :---- 
भावश्यक ( i ) किसी मान्यता 

प्राप्त विश्वविद्यालय से 
मिविल इंजीनियरी में उपाधि 
या समतुल्य ; ( ii ) जल 
वैज्ञानिक मांकड़ों 
विश्लेषण और जलवैज्ञानिक 
डिजाइन अनुसंधान का 
मनुभय ; 


वांछनीय (1 ) प्रसंभाव्य का ज्ञान 

(ii ) संगणक प्रोग्रामन 
का शान / अमुभव ( iii ) 
सिचाई और बहुदेशीय परि 
योजनाओं की माध्यता 
रिपोर्ट तैयार करने में अनुभव 
( प्रतिनियुक्ति की अवधि 
सामान्यतः तीन वर्ष से अधिक 
महीं होगी ) 


- 


- - 


3. निदेशक ( जल- शक्ति ) 


1 


लागू नहीं होता 


लागू नहीं 


लागू नहीं होता 


माधारण केन्द्रीय 
सेवा समूह क 
राजपत्रित 
( भलिपिक 
वर्गीय ) 


1500- 60- लागू नहीं होता 
1800- 100 
2000३० 


होता 
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- 


- 


- 


- - - - - - 


- 


- 


- .. 


- 


- 


- 


- - 


10 


11 


12 


14 


13 


9 

- - 
लागू नही होता 


___ 


- 


- - - - -- - - - 


- 


लाग नहीं होना 


लागू नहीं होता 


प्रतिनियुक्ति पर स्थानान्तरण द्वारा प्रतिनियुक्ति पर स्थाना नारण 

( धिमक अन्नति प्रमाक .लिक ( जिम अन्तर्गम मल्प 
मनिदा भी है ) 

कालिक मविदा भी है ) 
मे प्रधिनारी, जी केन्द्रीय 

राज्य सरकारी लोक - उपक्रमो / 
अर्ध मरकारी मामूनी या 
म्यायत्त संगठनो राज्य वित 

माओं के अधीन :-- - 
( क ) (i ) सदृश समतुल्य पद 

धारण किए हुए है ; या 
( ii ) उपनिदेशक कार्यपालक 
इंजीनियरी की पंक्ति के या 
समतुल्य पद धारण किए हुए 
है और जिन्होंने उस श्रेणी 
में पांच वर्ष मेवा की है । 


चयन , प्रत्येक अवसर 
पर, संघ लोक सेवा 
पायोग परामर्श 
में किया जाएगा । 
इन नियमों के 
किन्हीं उपबंधों की 
समषिस / शिथिल 
करते समय भी 
संघ लोक सेवा 
पायोग से परामर्श 
भावश्यक होगा । 


और. 


( ख ) जिनके पास निम्नलिखित 

शैक्षिक पहलाएं और अनुभव है :- - 
( i ) किसी मान्यताप्राप्त विश्व 
विद्यालय से विद्युत इंजी 
नियरी में उपाधि या सम 
तुल्य (ii ) जल - शक्ति प्रणा 
लियों की योजना और 
डिजाइन संबंधी अनुभव (iii ) 
जल- शक्ति प्रणालियों की 
डिजाउन तक प्रणाली उप 
गमन (स्टिम अपीच ) का 

शान / मनुभष 
बांछनीय : शक्ति और बहुद्देशीय 

योजनाओं की साध्यता 
रिपोर्ट तैयार करने में अनुभव 
( प्रतिनियुक्ति / सविवा की 
अवधि सामान्यतः चार वर्ष 
से अधिक मही होगी ) 


4 भिवेशक ( वार्षिक ) 


1 


.... . 

लागू नहीं होना 


लागू नहीं होना लागू नहीं 


8 
लागू नहीं होता 


साधारण केन्द्रीय 1500-60- 

सेवा समूह क 1800- 100 
राजपत्रित 2000 50 
( मलिपिक 


होता 


वर्गीय ) 


- - - 


- 


- 


- 


- - 


- 


- - 


- 


- 


- 


10 


11 


13 


लागू नही होना 


लागू नहीं होता 


प्रतिनियुपति पर स्थानान्तरण 
द्वारा 


लागू नहीं होता 


12 
प्रतिनियुक्ति पर स्थानान्तरण 
(i ) भारतीय भाषिक सेवा के 

ऐसे अधिकारी , जो श्रेणी 2 
के पद धारण किए हुए हैं । 
या जिन्होने उसी सेवा की 
श्रेणी में 3 से पांच वर्ष सेवा 
की है और जिनके पास 
अधिमानतः गणितीय प्रोग्रा 
मन , विनिधान योजना, लागत 
फायदा विश्लेषण और परि 
योजना तैयार करने तथा 
उसका मूल्यांकन करने का 
अनुभव है ; ( i ) ऐसे 
अधिकारी जो केन्द्रीय/ राज्य 
सरकारों के अधीन सदृश 
पद धारण किए हुए है या 
जिन्होंने 1100- 1600 रु . 
पाले या समतुल्य वेतनमान 


चयन , प्रत्येक अवसर 
पर , संघ लोक सेवा 
पायोग के परामर्श 
से किया जाएगा । 
इन नियमों के किन्ही 
उपर्यों को संशी 
धित/शिथिल भरते 
समय भी संष 
लोक सेवा प्रायोग 
से परामर्श आवश्यक 
होगा । 


1349 GI / 80 - 7 
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___ _ _ ___10 


9 


10 


1 


1 


13 


14 


11 
- 


-- 


- - 


- 


- 


- 


- 


- 


- - - 


- 


- - 


12 
भाले पदो पर पान वर्ष 
सेवा भी है और जिनके 
पाम किसी मान्यताप्राप्त 
विश्वविद्यालय से अर्थशाम्न 
मे कम से कम स्नातकोत्तर 
उपाधि या ममतुल्य है तथा 
गणितीय प्रोग्रामन , विनिधान 
पामना, लागत फायदा पि 
एलेषण और परियोजना 
तैयार करने तथा उमका 
मूल्यांकन करने में अनुभव 


- -- - 


- - 


7 


( प्रनिनियुक्ति की अवधि मा 

मान्यत चार वर्ष से अधिक 
महीं होगी ) 

- - 
- - - - - 
34 

56 
साधारण केन्द्रीय 1100 50 मागू नहीं होता लागू नहीं होता 
सेवा समूह क 1600 रु० 
राजपत्रित 
( प्रलिपिक 
वर्गीय ) 


लागू नहीं होता 


5 उपनिदेशक 

( जल -विज्ञान ) 


लागू नहीं 
होता 


10 


11 


12 


13 


लागू नहीं होता 


लागू नहीं होता 


प्रमिनियुक्ति पर स्थानासरण द्वारा 


लागू नहीं होता 


प्रतिनियुक्ति पर स्थानान्तरण 
ऐसे अधिकारी जो केन्द्रीय / राज्य 

मरकारों के प्रधान --- 
( का ) (1 ) सवृश पद , या 

(ii ) सहायक निदेशक सहायक 
कार्यपालक की पंक्ति या मम 
तुल्य पद धारण फिर हुए 
हैं और जिन्होंने उस श्रेणी 
मे पाँच वर्ष नियमित सेवा 
की है , या ( 1 ) अतिरिक्त 
सहायक निदेशक / सहायक 
इजीनियर की पंक्ति के या 
समतुल्य पद धारण किए 
हुए हैं और जिन्हीने 
उस श्रेणी मे माठ वर्षे सेवा 

की है, और 
( ख ) जिनके पास निम्नलिखित 

शैक्षिक प्रहना और अनुभव 


1 

14 
अभिनियुक्ति पर नि 

युक्ति के लिए किसी 
अधिकारी का चयन 
करते समय और 
इन नियमो के 
फिनहीं उपबंधो की 
संशोधिन / शिथिल 
करते समय संष 
लोक सेवा प्रायोग 
से परामर्श पाव 
श्यक है । 


( 1 ) किसी मान्यताप्राप्त विश्व 
विद्यालय से सिविल इजी 
नियरी मे उपाधि या सम 
तुल्य , (ii ) जल वैज्ञानिक 
माकहो के विश्लेषण जिा 

इन अनुसधान का अनुभव । 
वांछनीय · सिंचाई और बह 
देश्यीय परियोजनाप्रो की 
साध्यता रिपोर्ट तैयार 

करने का अनुभव । 
( प्रतिनियुक्ति की अवधि सा 

मान्यत तीन वर्ष से अधिक 
नहीं होगी ) 


[ माग [ [ -- खण्ड ( i )] 
- - - - 


भारत का राजपत्र , मार्ष 7, 181/फाल्गुन 16, 120 ? 
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- 


- 


- - 


- 


- 


د 


5 


- 


- 


- - 


- 


- 


- - - 


- 


- - - 


| 
د 


लागू नहीं होना 


6. उप.निदेशक 

( जन - शक्ति ) 


लागू नहीं होता लागू नहीं 

होना 


लागू नहीं होना 


माधारण केन्द्रीय 1100- 50 

मेघा ममुह 16000 
क राजपत्रित 
( प्रलिपिक 
वर्गीय ) 


- -- 


- - - 


- - 


- 


- 


- 


- 


- - - 


- 


- - 


- 


- - - - - 

10 


11 


12 


____ 13 


14 


- 


लाग नहीं होता 


लागू नहीं होता 


लागू मही होता 


चयन प्रत्येक अवसर 

पर , संप लोक 
सेवा प्रायोग के 
परामर्श से किया 
जाएगा । इन नि 
यमों के फिम्ही 
उपबधों को संशो 
धित शिथिल करते 
समय भी संघ 
लोक सेवा प्रायोग 
से परामर्श प्रावश्यक 


प्रतिनियुक्ति पर स्थानान्तरण द्वारा 8 प्रतिनियुक्ति पर स्थानान्तरण - 

(जिसके अन्तर्गत अल्पकालिक (जिसके अन्तर्गत अम्पकालिक 
मविदा भी है ) 

संविधा भी है ) 
ऐसे अधिकारी जो केन्द्रीय राज्य 

मरकारों लोक उपक्रमो प्रर्ध 
सरकारी, कानूमी या स्वायत्त 
मंगठनो/ राज्य विद्युत बोडौ 

के अधीन -- 
( क ) ( i) मदृश पर ; या ( ii ) 

सहायक निदेशक / सहायक का 
र्यपालक इंजीनियर की पक्ति 
के या समतुल्य पद धारण 
किए हुए हैं और जिन्होने 
उम श्रेणी में पांच वर्ष सेवा 
की है, या (iii ) अनि 
रिक्त सहायक निदेशक 
सहायक इजीनियर की पंक्ति 
के या समस्य पद धारण 
किए हुए हैं और जिन्होंने 
उस श्रेणी में पाठ वर्ष की 

सेवा की है ; तथा 
( म ) जिनके पास निम्नलिखित 

शैक्षिक प्रहंताए और अनुभव 


( i ) फिसी मान्यताप्राप्त विश्व 
विद्यालयों से विद्युत इंजी 
नियरी मे उपाधि या सम 
तुल्य ; (ii ) जल शक्ति 
प्रणालियो की योजना और 

डिजाइन में अनुभव । 
वाछनीय . शक्ति और बहुद्देश्यीय 

परियोजनामो को साध्यता 
रिपोर्ट तैयार करने में अनु 

भव । 
( प्रतिनियुक्ति / संविधा की अवधि 
सामान्यन . सीन वर्ष से अधिक 
नही होगी ) 


- - 


- - - 


- - 


- 


- - - 


। 


- 


- 


- 


- - - - 


- - - 

3 


- - - - 
5 


7 


ON 


लागू नहीं होता 


7. सहायक निदेशक 

( मम्य-विज्ञान ) 


लाग नहीं होता लागू नही 

होता 


लाग नही होता 


__ 700- 40- 
सेना समूह 900-६० रो 
क राजपत्रित 40-1100 
( प्रलिपिक 50-1300 रु 
बर्गीय ) 


__ - 


- - - 


- 


-- 


- - - - - 


542 


THE GAZETTP OF INDIA : MARCH 7, 1981/ PHALGUNA 16 , 1902 


[ PART II - SEC. 3(1 )] 
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- - 


-- - 


- 


- 


- 


- 


10 


11 


__ 12 


13 


14 


लागू नहीं होता 


लागू नहीं होता 


लाग नहीं होता 


प्रतिनियुक्ति पर स्थानान्तरण धारा 

(जिसके अन्तर्गत अल्पकालिक 
संविधा भी है । ) 


चयन , प्रत्येक अवसर 

पर, सब लोक 
सेवा भायोग के 
परामर्श में किया 
जाएगा । इन नि 
यमो के किन्ही 
उपबधो को सशी 
धित / शिथिल करते 
समय भी संघ 
लोक सेवा भायोग 
से परामर्श पाव 
श्यक होगा । 


प्रतिनियुक्ति पर स्थानान्तरण 
(जिसके अन्तर्गत अल्पकालिक 

संविदा भी है ) 
ऐसे अधिकारी जो केन्द्रीय राज्य 

सरकारो रुषि विश्व विद्या 
लमों या मान्यताप्राप्त अनु . 
सधान संस्थामो / परिषवो मे 
सदृश पद, धारण किए हए हैं 
या जिन्होने 650- 1200 रु० / 
550- 900 रु० या सम 
तुल्य वेतनमान वाले पदो 
मे क्रमश 3/ 5 वर्ष सेवा की 
है और जिनके पास निम्न 
लिखित शैक्षिक महंताए 

तथा अनुभव हैं । 
( 1 ) किसी मान्यताप्राप्त विश्व 
विद्यालय से कृषि मे कम में 
कम द्वितीय श्रेणी में विज्ञान 
स्मातक की उपाधि और 
उसके साथ सस्यविशान मे 
कम से कम द्वितीय श्रेणी 
में स्नातकोत्तर उपाधि ( 1 ) 
अनुसंधान / प्रशिक्षण का अनु 
भव जिसके अन्तर्गत सस्य 
उत्पादन या सस्य- अनुसंधान 

के क्षेत्र में अनुभव भी है । 
( प्रतिनियुक्ति की अवधि सामा 
म्यत तीन वर्ष से अधिक 
नहीं होगी ) । 


- 


- - - 


- 


- 


- 


- 


- - - - 


- - 


5 


- 


- - - 


6 


लागू नहीं होता 


लागू नही 


लागु नही होता 


8 सहायक निदेशक 

( जल-विज्ञान ) 


साधारण केन्द्रीय 

सेवा, समूह 
क राजपत्रित 
( भलिपिक 
वर्गीय ) 


700- 40- 900- लागू नहीं होता 
दरो० 40 
1100- 50 
1300 रु० 


होता 


- - -- 


- - 


- - - 


- - - 


- 


- - 


- 


10 


11 


12 


13 


14 


लागू नहीं होता 


लागू नहीं होता 


प्रतिनियुक्ति पर स्थानान्तरण द्वारा 


लागू नहीं होता 


प्रतिनियुक्ति पर स्थानान्तरण 
ऐसे अधिकारी जो पेन्द्रीय | राज्य 

सरकार के अधीन - - 
( क ) (i ) सदृश पद , या ( 1 ) 

प्रतिरिक्त सहायक निदेशक 
सहायक इजीनियर के पंक्ति 
में या समतुल्य पद धारण 
फिए हुए हैं और जिन्होंने 
उस श्रेणी मे सीन वर्ष सेवा 

की है , और 
( ख ) जिनके पास निम्नलिखित 

शैक्षिक अर्हताए और अनुभव 


प्रतिनियुक्ति पर नि 

युक्ति के लिए 
किसी अधिकारी 
का पयन करते 
समय मोर इन 
नियमो के किन्ही 
उपबंधो को सशो 
धित शिथिल करते 
समय संघ लोक 
सेमा मायोग से 
परामर्श प्रापश्यक 


- 


भाग II- - खण ( 1) ] 


भारत का राषषव मार्च 7, 1981/ फाल्नुम 16, 1902 


भारत का राजपत्र मार्च7, 108) कानुन 6, 160 
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- 


- - 


- - 


- 


- - - 


- 


- - 


19 


11 


12 


14 


__ 


13 _ __ 


_ 


_ 


आवश्यक (1) किसी मान्यता 
प्राप्त विश्वविद्यालय में 
सिविल इजीनियरी में उपा 
धि या समसुल्य ( u ) जल 
विज्ञान के क्षेत्र मे अनुभव । 
वांछनीय : सगणक प्रोग्रामन का 

प्रशिक्षण / अनुभव । 
( प्रतिनियुक्ति की अवधि सामा 
न्यत तीन वर्ष से अधिक 
नहीं होगी । 


- 


- 


- - 


- 


1 


23 


5 


लागू नहीं होता 


9 महायक निदेशक 

( जलशक्ति ) 


लागू नहीं 

होता 


लागू नहीं होता 


साधारण केन्द्रीय 700- 40- 900- लागू नहीं होता 

सेवा समूह करो0 -40 
क रामपन्त्रित 1100- 50 
( अलिपिक 1300 रु . 
वर्गीय ) 


- - - 


- 


- - - 


- - 


- - - - 

10 


11 


12 


13 


14 


9 
लाग नही होता 


- 


- 


लागू नही होत । 


लागू नहीं होता 


प्रतिनियुक्ति पर स्थानन्तरण द्वारा प्रतिनियुक्ति पर स्थानान्तरण 

( जिसके अन्तर्गत अल्पकालिक (जिसके अन्तर्गत अल्पका 
सविवा भी है ) 

लिक सविवा भी है ) 
ऐसे अधिकारी जो केन्द्रीय | 

राज्य सरकारो लोक उपक्रमो/ 
अर्ध सरकारी , कानूनी या 
स्वायत्त संगठनो/ राज्य विद्युत 
बोर्डो के अधीम ---- 
( क ) (1 ) सदृश पद , या ( 1 ) 

अतिरिक्त सहायक निदेशक 
सहायक इजीनियर की रंक 
के या ममतुल्य पद धारण 
किए हुए हैं और जिन्होने 
उस श्रेणी में तीन वर्ष सेवा 

की है, और 
( ख ) जिनके पास किसी मान्यता 

प्राप्त विश्वविद्यालय से विद्युत 
इजीनियरी मे उपाधि या 
समतुल्म है पौर जिन्हें प्रधि 
मानत जल शक्ति प्रणालियो 

के क्षेत्र मे अनुभव है । 
( प्रतिनियुक्ति/ सविदा का अवधि 
मामान्यत तीन वर्ष से 
अधिक नही होगी ) । 


चयन , प्रत्येक अवमर 
पर सघ लोक 
सेवा आयोग के 
परामर्श से किया 
जाएगा । इन 
नियमो के किन्ही 
उपमधो को सगो 
धित /शिथिल करते 
समय भी संष 
लोक सेवा प्रायोग 
से परामर्श प्रा 
वश्यक होगा । 


- - 


- 


- 


- - 


8 


- 
5 

6 
लागू नहीं होना लागू नहीं होता 


10 सहायक निदेणक 

( मार्थिक ) 


लागू नही 
होता 


लागू नहीं होता 


. - - _ _ 
700 40 900 . 

दरो - 40 
1100-50 
1300 रु० 


साधारण केन्द्रीय 

सेवा समूह 
क राजपत्रित 
( अलिपिक- 
वर्गीय ) 


- 1 


544 


[ PART II - SEC. 3(6)] 


THE GAZETTF OF INDIA : MARCH 7, 1981 /PHALGUNA 16 , 1902 

- + = = 
10 

12 


- 


9 


11 


13 


14 


लागू नहीं होता 


लागू नही होता 


लागू नहीं होता 


चयन , प्रत्येक अवसर 
पर सष लोक 
सेवा आयोग के 
परामर्श से किया 
जाएगा । इन 
नियमो के किन्हीं 
उपक्षों को सशो 
धित/ शिपिल करते 
समय भी संघ 
लोक सेवा आयोग 
से परामर्श प्रा 
वश्यक होगा । 


प्रतिनियुक्ति पर स्थानान्तरण द्वारा प्रतिनियुक्ति पर स्थानान्तरण 

(1 ) ऐसे अधिकारी जो भार 
तीय प्रार्षिक सेवा मे श्रेणी 
4 के पर धारण किए हुए 
हैं और अधिमानत जिनके 
पास परियोजमाप्रो के प्रा . 
थिक विश्लेषण तथा परि 
योजना मूल्यांकन अध्यन 
मे अनुभव है । ( u ) ऐसे 
अधिकारी जो केन्द्रीय / राज्य 
सरफारो के अधीन सवश पव 
धारण किए हुए हैं या जिन्होने 
650- 1200 न० / 550 
900 रु० के या समतुल्य 
वेसनमान वाले पदो पर 
क्रमश 3/ 5 वर्ष सेवा की 
है और जिनके पास 
मान्यताप्राप्त विश्वविद्यालय 
से अर्थशास्त्र में कम से कम 
स्नातकोत्तर उपाधि या 
समतुल्य है और जिन्हें परि 
योजनामो के आर्थिक विर 
लेषण तथा परियोजना मुल्या 

कन अधपन में अनुमान है । 
( प्रतिनियुक्ति की अवधि सामा 
न्यत तीन वर्ष से अधिक 
नहीं होगी ) 


[ स० 29/ 80 -9/4/ 80-प्रशा०] 
एल० री . घोपड़ा , भवर पचिब 


MINISTRY OF IRRIGATION 


4 


Disqualification -- No 


person, 


New Delhi, the 3rd February , 1981 


( a ) who has entered into or contracted a marriage 

with a person having a spouso living , or 


GS. R . 263 - In exercise of the powers conferred by the 
proviso to article 309 of the Constitution , the President 
hereby makes the following rules regulating the method of 
Tecruitment to Group A posts in the Multi Disciplinary 
Project Preparation Cell under the Ministry of Irrigation , 
namely : - - 


( b ) who , having a spouse living, has entered into 

or conth acted a marriage with any person, 
shall be eligible foi appointment to the said posts 


1 Short title and commencement — ( 1 ) These rules may 
be called the Multi- Disciplinary Project Preparition Cell 
( Group A posts) Recruitment Rules, 1981 


Provided that, the Contral Government may , if satisfied 
that such marriage 18 permissible under the personnal law 
applicable to such person and the other party to the 
marriage and that there are other grounds for so doing , 
cxempt any person from the operation of this rule 


their 


( 2 ) They shall come into force on the date of 
publication in the Official Gazettte . 


5 Power 1y relax - Where the Central Government Is of 
opinion that it is necessary or expedient 60 10 do , it may , 
by order, for reasons to be recorded in writing and in 
consultation with the Union Public Service Commission , 
relax any of the provisions of these rules with respect to 
any class or category of persons 


2 Number of posts, classification and scale of pay --- The 
number of the yard posts , their classification and the scale 
of pay attached thereto shall be as specified in columns 
( 2 ) to ( 4 ) of the Schedule annexed to these rules 


3 Method of recruitment age limit and other qualifi 
cations etc - -- The method of recruitment , age limit , qualifi 
cations and oʻher mattery relating to the said posts shall 
be as specified in columns 5 to 14 of the Schedule ifore 
Baid . 


6 Savings Nothing in these rules shall effect Teserva 
tioni , relaxation of age limit and other concessions required 
to be provided foi tho Scheduled Castos , the Scheduled 
Tnbes and other special categories of persons in accordance 
with the orders 18gued by the Central Government from 
time to time in this regard . 


[9 * II- - 


3 ( ) ] 
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SCHEDULE 


- 


- 


- 


- 


Name of post 


No . of 
posts 


Classifica - 
tion 


Age limit for direct 
recruits 


Scale of pay Wliether 

selection 
Post or 
non 
selection 
Post 


Whether Educational and other qualifi 
benefit of cations required for direct 
added years recruits 
of service 
admissible 
under rule 
30 of the 
C . C . S . 
(Pension ) 
Rules, 1972 


(2) 


(2) - - 


- 


(6) 
Not applicable. 


- - 


(1) 
1, Director 

(Agronomy) 


- - - - 


(3) 
General 
Contral 


(4) (5) 
Rs. 1500 -60- Not 
1800 - 100 - applicable . 
2000 


(8 ) 
Not applicable. 


Not 
applicable . 


Service 


Group A 
Gazetted 
Non 
Ministerial. 


Whether age and Period of 
educational quali- probation , 
fications prescribed if any 
for direct recruits 
will apply in the 
case of promotees 


Method of rectt. whether In case of recit. by promotion / If a DPC exists. What 
by direct rectt, or by deputation / transfer , grades is its composition 
promotion or by deputa - from which promotion /depu 
tion /transfer & percen - tation /transfer to be made 
tage of thç vacancies to be 
filled by the various 
methods 


Circumstances 
in which 
U . P . S . C . is to 
be consulted in 
making rectt 


- 


cum 


(10 ) 


(11) 


(14 ) 


(9 ) 
Not applicable 


Not 
applicable . 


By transfer on deputation 

( including short-term 
contracts 


Selection on 
each occasion 
shall be made in 
consultation 
with the Union 
Public Service 
Commission . 
Consultation 
with the UPSC 
shall also be 
necessary while 
amending/ relax 
ing any of the 
provisions of 
thesc rules . 


(12 ) 

(13) 
Transfer on deputation ( inclu - Not applicable. 

ding short- term contract ) : 
Officers under the Central/ 

State Govts./Agricultural 
Universitics or Recognised 
Research Institutions /Coun 
cils holding analogous 
posts or with 5 years service 
in posts in the scale of 
Rs. 1100 - 1600 or equiva 
lent and possessing the 
following qualifications and 

experience : - 
(1) At least 2nd Class B .Sc. 

degree in Agriculturo 
followed by at least 2nd 
Class Master s degree in 
Agronomy from a recog 
nised University or equi 

valont. 
( ii) 10 years experience in 

the field of production 
agronomy or agronomi 
cal research and prefera 
bly having experience in 
the preparation of feasi 
bility reports of urigation 

and multipurposo projects. 
(Period of deputation /contract 

shall ordinarily not exceed 
4 years). 
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- 


- — 


Not applicable. 


2 . Director 

(Hydrology ) 


Rs.1500 -60 - Not 
1800 - 100 - applicable. 
2000 


Not 
applicable . 


Not applicable . 


General 
Central 
Service , 
Group A 
Gazetted , 
Non 
Ministerial. 


- 


- 


- - 


- 


- - - 


- - - 


- 


- 


- - - - 


- 


- - 


- - 


- - 


10 


11 


12 


- - 


14 


Not applicable. 


Not applicable . 


Consultation 
with the UPSC 
necessary while 
selecting an 
officer for 
appointment on 
deputation and 
relaxing/amend 
ing any of the 
provision of 
those rules 


Not By transfer on deputation Transfer on deputation : 
applicable, 

Oficers under the Central/ 

State Govts holding : (a ) (i) 
analogous posts ; or 
(11) posts of the rank of De 

puty Director/ Executive 
Engincor or equivalent with 
5 years service in the grade ; 

and 
(b ) possessing the following 

qualifications and expe 

rience : 
Essential : 
(1) Degree in Civil Enginee 

ring of a recognised Uni 

versity or equivalent . 
(ii) Experience of analysis of 

hydrological data and 
hydrological design / resea 

tch . 
Desirable : 

(i) Knowlodge of stochastic . 
(ii) Knowledge / experionce of 

computer programming . 
( 1H ) Experience in the prepa 

ration of feasibility re 
ports or irrigation and 

multipurpose projects . 
(Poriod of deputation shall 

ordinarily not excoed 3 

yoars ). 

- - - - - - - - - - 
3 4 5 
General Rs. 1500 -60 - Not 

Notapplicable . 
Central 1800 - 100 - applicable , 
Servico , 2009 , 
Group A 
Gazetted , 
Non 

Ministerial. 
- 


- - 


- - - 


- 


- 


- 


3 . Director 

(Hydro - Power) 


Not 
applicable . 


Not applicablo . 


- 


- - 


- 


- 


- 


- 


9 


10 


11 


12 


13 


14 


Not applicable. 


Not applicable . 


Not 
applicable. 


By transfer on deputation 
(including short- term 
contract ). 


Transfer on deputation ( inclu - 
ding Short- term contract). 
Oficers under the Central/ 

State Govts./Public Under 
takings/ Semi-Govt./Statu . 
tory or Autonomous Or 
ganisations/State Electri 

city Boards, holding 
(a ) (i) analogous /equivalent 

posts ; or (ii) posts of the 
rank of Deputy Director / 


Selection on 
each occasion 
shall be made in 
consultation 
with the Union 
Public Service 
Commission . 
Consultation 
with the UPSC 
shall also be 
necessary whilo 
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- 


- - 


- 


- 


- 


19 


11 


13 


- 


- 


- - - - - - - 


- - 


- 


- 


- - 


- 


- - - - 


- 


amending/relax 
ing any of the 
provisions of 
these rules. 


Fxecutive Engineer or 
equivalent with 5 years 

service in the grace ; and 
(b ) Possessing the following 

cducational qualifications 
and experience : 
(i) Degree in Electrical 

Engineering or a 
recognised Univer 

sity or equivalent 
( ii ) experience in plan 

ning and design of 

hydro - power systems. 
( iii) Knowledge / experie 

nce of systein app 
roach to design of 

hydro -power systesm . 
Desirable : 
Experience in the preparation 

of feasibility reports of 
power and multi-purposo 

projects . 
( Period ofdeputation / contract 

shall ordinarily not excecd 
4 years ). 


- - - 


- - - 


- - - - 


- - 


- 


- - 


- - 


- - 
- — 


- - 
. - 


- - - - 

- - 


= = 


- - - 


- 


- - 


(2 ) 


18 ) 


(4 ) 
Rs. 1500 -60 
1800 - 100 - 
2000 . 


(5 ) 

Not 
applicable . 


(6 ) 
Not applicable. 


4 . Director 

(Economics) 


Not applicable . 


(3) 
General 
Central 
Service , 
Group A 
Gazetted , 
Non 
Ministerial. 
- 


Not 
applicable . 


- - 


- - - - 


- 


- - 


-- - 


- 


- - 


-- - - 


-- - - - - - 


- - - 


- 


10 


11 


12 


13 


- 


- 


- 


- - 


- 


- - 


- 


- 


Not applicable . 


Not By transfer on deputation . 
Applicable . 


Selection on 
each occasion 
shall be mado 
in consultation 
with the Union 
Public Service 
Commission . 
Consultation 
with the UPSC 
shall also neces 
sary while amen 
ding /relaxing 
any of the pro 
visions of these 
rules . 


Transfer on deputation : Not Applicable. 
(i) Officers of the Indian 

Economics Service 
holding Grade II posts or 
with 5 years service in 
Gracle III of that service 
and preferably posscssing 
experience of Mathema 
tical Programming , In 
vestment Planning , Cost 
Benefit Analysis and Pro 
ject Preparation and 

Evaluation ; 
(ii) Officers under the Cen 

tral/ State Goyts./ holding 
analogous posts or with 
5 years scrvice in posts 
in the scale of Rs. 1100 
1600 or equivalent posses 
sing at least a Master s 
Degree in Economics of 
A recognised University 
or equivalent and expe 
reince of Mathematical 
Programming, Investment 
Planning, Cost Benefit 
Analysis and Project Pre 

paration and Evaluation . 
( Period of deputation shall 

ordinarily not exceed 4 
years ). 


- - - 


- 


- 


- - 


- 


- 


- 


- 


- 


- 


- 


- - 


- 


- - 
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= 


= 


= 


= 


.. 


. - . . 
. - . 


.. 


- 


- 


- 


- - - - 


- 


- 


- - - - 


- 


- - 


- - - - -- 


- - - - . - 

- - - . - 
2 


-- - - - - 

4 


3 


6 


6a 


- - - - 


- 


5. Deputy Director 

(Hydrology ) 


3 


Rs. 1100 -50- NotN ot applicable 
1600 applicable 


Not applicable 


noliol 


Not 
applicable 


General 
Central 
Service , 
Group A 
Gazetted 
Non -Mini 
sterial 
- -- - - - - - - - - - 


— 


— 


- 


- 


- 


- - - 


- 


- 


- 


- 


- - 


- - - - 


- - - 


- - 


- 


- 


-- 


- 


- - - 


- 


- - - 


- - 


- 


- 


- 


9 


10 


11 


12 


13 


Not applicable 


Not 


Not applicable 


applicable 


By transfer on deputation Transfer on deputation : 

Officers under the Central/ 

State Govts , holding : 
( a ) (i) analogous posts : or 
(ii) posts of the rank of As 

sistant Director / Assistant 
Executive Engineer or 
equivalent with 5 years 
regular service in the 

grade ; or 
(iii ) posts of the rank of Ex 

tra Asstt. Director /Assis . 
tant Engineer or equiva . 
lent with 8 years service 
in tho grade ; and 


Consultation 
with the Union 

Public Sorvice 
Com nission shall 

ho necessary 
while sclecting 
an officer for 
appointment on 
deputation and 

relaxing /amend 
ing any of the 
provisions of 
these rules . 


(b ) possessing the following 

oducational qualifications 

and experience : 
Essential : 
(i) Degreo in Civil Engineer 

ing of a recognised Uni. 
versity or equivalent . 


( ii ) Experience of analysis of 

hydrological data and 
hydrologic design /re 

search . 
Desirable : 
Experience in the preparation 

of feasibility roport of Irrl 
gation and multipurpose 

projects. 
(period of deputation shall 

ordinarily not exceed 3 
ycars ) 


- 


- 


- - 


- ---- 


- 


- 


- 


- 


- - - 


- - - -- - - - 


- - - 


- 


- 


- - - 


- - 


- - 


cm 


- - - 


- - 


- 


- - 


2 


3 


ба 


- -- - - - - - -- 
4 

5 
Rs. 1109-50 - Not Not applicablo 
1600 applicable 


- 


- - 


3 


Not applicablo 


6 . Deputy 
Director 
(Hydro -power) 


Not 
applicable 


General 
Central 

Service , 
Group A 
Gazetted , 
Non -Mini 
sterial 


-- - 


- 


- - 


-- 


- 


- - 


— 


. — 
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- 


- 


-- - 


- 


: 41887, 1981/91677 16, 1902 
- - - - - - - - - - - - - - 

11 


- - - - 

10 


= 


- - 
12 


- - - 


— 


- — 


Not applicable 


Not applicable 


Not 
applicable 


By transfer on depula - Transfer on deputation ( in 

tion (including short- cluding short-term contract) : 
term contract.) 

Oficers under the Central/ 

State Govts . Public Under 
takings/ Semi-Govt., Sta 
tutory or Autonomous Or 
ganisations/ State Electri 

city Boards holding 
(a )(i) analogous posts ; or 
( li) posts of the rank of Asstt . 

Director /Asstt . Executive 
Engineer or equivalent 
with 5 years service in 

thç grade ; or 
( 111) posts of the rank of Ex 

tra Asstt, Director / Asstt . 
Engin er or equivalent with 
8 years service in the grade; 
and 


13 

- -- - - 
Selection on 
cach oỢCasion 
shall b ; made 

in consultation 
with the Union 
Public Service 
Commission . 
Consultation 
with the Union 
Public Service 
Con nission 
also necessary 
while amend 
ing / relaxing 
any of the pro 
visions of these 
rules. 


(b ) possessing the following 

educational qualifications 

and experience : 
(i) Essential : 


Degrec in Electrical Engincer 

ing of a recognised Univer 

sity or equivalent 
( 11 ) Experience in planning 

and design of hydro -power 
systems. 


Desirable : 


Experience in the preparation 

of fczsibility reports of 
power and multi-purpose 
projects. 


( Period of deputation /con 

tract shall ordinarily not 
exceed 3 years ). 

- - - - 


-- 


- 


- 


- 


- - 


- - - 


- 


- - 


- 


- 


- - 


- 


- 


-- - 


- 


- - 


- 


- - 


- - - - - 


- - 


- 


- 


- - 
6a 


- 


- 


- 


- 


- -- - - 
7 . Assistant 
Director 
(Agronomy) 


Not applicable 


Not 
applicable 


Not applicable 


- - - - 
General Rs. 700 -40 . Not 
Central 900 -EB -40. applicable 
Service , 1100 - 50 
Group ‘ A , 1300 
Gazetted , 
Non -Mini 
sterial 


Not applicable 


8 . Assistant 
Director 
(Hydrology ) 


Not applicablo 


Not 
applicable 


General 
Central 
Service, 
Group A 
Gazetted , 
Non-Mini 
steriel 


Rs. 700 - 40 . Not 
900 -EB- 40 - applicable 
1100 - 50 
1300 , 


- - - - 


- - 


- 
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- - - - - 


- 


- - 


= 


- - 


10 


11 


12 


13 


Not applicable 


Not applicable 


Not 
applicable 


By transfer on deputa - Transfer on deputation ( inclu - 

tion ( including short ding short-term contract) : 
term contract ). 

Officers under the Central/ 

State Govts .) Agricultural 
Universities or Recognised 
Research Iostitutions/ Co 
unçıls, holding analogous 
posts or with 3/ 5 ye . r s 
servicc in posts in the sc . la 
of Rs. 650 - 1200 /Rs. 550 
900 or equivalent , respecti 
vely , and possessing the 
following cducational qua 

lifications and experience . 
(i) At least second class B .Sc. 

degree in Agricultura fol 
lowod by at least 2ni class 
Masters degree in Agro 
nomy from a recognised 
University or equivalent. 
( ii ) Experience of research / 

teaching including cxpe 
rience in the field of pro 
duction Agronomy or ag 

ronomical research 
( Period of deputation shall 
ordinarily not exceed 3 
yours.) 


Selection on 
cz : 0 15 1 
shill be mad : 
in consultation 
with the Union 
Public Syrvice 
Commission . 

Consultation 
with the Union 
Public Syrvice 
Conmission 
shall also be 
necessary while 
relixing/am :nd 
ing any of the 
provisions of 
th , 3 rules . 


Not applicable 


Not 
arplicable 


By transfer on deputat 

tion 


Not applicable 


Transfer on deputation : 
Officers under the Central/ 

Stato Govts. holding ; 
(a )(i) analogous posts ; or 
( ii ) posts of the rank of Extra 

Assistant Director /Assistant 
Engineer or equivalent 
with 3 years service in the 

grade ; and 
(b ) possessing the following 
oducational qualifications 

and experience ; 
Essential : 
(i) Dagree in Civil Engincer 

ing of a recognised Uni 

versity or equivalent 
(li) Experience in the field of 

Hydrology . 
Desirable : 
Training/experionce of com 

puter programming . 
( Period of deputation shall or 

dinarily not excoed 3 years.) 


Consultation 
with th : Union 
Public Servico 
Con niszion 
110cessary while 
selecting an 
om or for ap 
pointment on 
deputation and 
relixing/aniend 
ing any of the 
provisions of 
the rules. 


- - - - - - - - - - - 


- 


- -- - 


- - - 


- 


- 


- 


- 


67 


- 


- 


- 


- 


- 


- - - 


6 


Not applicable 


Not applicable 


9 . Assistant 
Director 
(Hydro - Power ) 


General 
Central 
Service , 
Group A , 
Gazetted , 
Non-Mini 
sterial, 


Rs. 700 -40 - Not 
900 -FB -40 - applicable 
1100 - 50 
1300 


Not 
applica bic 


- 


- 


- 


- - 
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- -- - - - - 


-- - - - - - - - 


- 


-- - 


- 


- - - - - - - - - - 


- 


- - 


- 


- - 


- 


- 


- - 


10 


12 


13 


Not applicable 


N 


Not By transfer on deputa - Transfer on deputation ( inclu - Not applicable 

Selection on 
applicable tion ( including short - term ding short-term contract): 

each 0 : 31 
contract ) Oficers under the Central/ 

shall bo mudo 
State Govis. Public Under 

in consultatio , 
takings/ Semi Govt. Statu 

with th : Union 
tory or autonomous Or 

Public Survicc 
ganisations/Stato Elociri 

Con nision . 
cily Birds holding : 

C ) lillizini 
(a )(i) analogous posts ; or 

with the Union 
(ii) posts of the rank of Extra 

1 .1liy Sovics 
Assistant Director/Assis 

Con missioi . 
lant Engineer or equivalent 

shall +1; . b 0 : 
with 3 years service in the 

C233try while 
grado ; and 

a nonding/celax 
(b ) possessing a Dogru in 

inz any of pru 
Electrical Engincering of 

visions of 
il recognised University 

th >s : rules. 
or cquivaleni and prefera 
bly experiene in the field 

of hylro -power systeins. 
(Pario . of deputation /cont 
rulol shill . diaarily not 

cxcccd 3 years ). 
-- - - - -- - -- - - - - - - - - - -- - - . - . . 

- - -- - - - . . - . . - - 
(2) (3) 

- - - - 
(4) 

6 (a) 

- 
(5) 

" Ü 

- - 
General Rs. 700 -40 - Not 

Noi 
Not applicable 

Not applicable . 
Central 900 -EB- 10 - applicable 

applicable 
Service , 1100 -50 
Group A 1300 . 
Guzetted 
Non -Mini 
sterial. 

- - . 

- - - - - - - - - 
- - - - - - -- - 
10 


- - 


- 


- 


- - 


- - - 


- - 


- 


( 1 ) 


10 . Assistant 

Director 
(Economics ) 


— 


- 


-- 


-- . . 


- - 


13 


Not applicable 


Not applicable , 


Not 
applicable. 


By transfer on deputa . Transfer on deputation ; 
tion . 

(i) Officers of the Indian 

Economic Service hol 
ding Grade IV posis and 
preferably possessing ex 
perience in the field of 
conomic analysis of 
projects and projects eva 

luation studics. 
( ii ) Officers under the Cent 

ral/ State Govts . holding 
analogous posts or with 
3 /5 years service in posts 
in the scale of Rs . 650 
1200 /550 -900 or çquiva 
Jent respectively, posse 
ssing at least a master s 
Degree in Economics of 
a recognised University 
or equivalent and cxpc 
rience in the field of eco 
nomic analysis of pro 
jaets and project cvalua 

tion studies . 
(Period of deputation shall 

ordinarily not exceed 3 

years ). 
- . - -- - - - -- - - - - - -- - . . 


Selection on 
cach occasion 
shall be made 
in consultation 
with the Union 
Public Service 
Commission . 
Consultation 
with the Union 
Public Service 
Commission 
shall also be 
nccessary while 
amending/relax 
ing any of the 
provisions of 
these rules . 


- - - 


- 


- 


- 


- 


- - 


- 


- 


- 


- 


- 


- 


- 


[No. 29 /80 -9 /4 /80 -Admn.] 
L . D . CHOPRA , Under Socy , 
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नई दिल्ली , 17 फरवरी , 1981 

New Delhi, the 17th February , 1981 
साका०नि० 26.4. -- राष्ट्रपति , गंविधान के अनुच्छेद 309 के 

G . S. R. 264.--- In exerciss of the powers conferred by the 

proviso to article 309 of the Constitution , the President 
परन्तु क द्वारा भदत गफ्नयों का प्रयोग करते हुए, वाणसागर नियंत्रण 

hereby makes the following rulcs further in amend the 
बोर्ड ( समृट ग और समूह घ पद ) भर्ती, नियम 1979 का और संशोधन Bansugar Control Board (Group C and Group D posts ) 

Recruitment Rules, 1979, namely : 
करने के लिए निम्नलिखित नियम बनाते हैं, अर्थात :- - 
1. ( 1 ) घन नियमों का संक्षिप्त नाम बाणसागर नियन्त्रण बोर्ड ( समूह 

1. ( 1 ) These rules may be called the Bansagar Control 

Board ( Group C and Group D posts ) Recruitment 
ग और समूह घ पद ) भर्ती ( भंशोधन ) नियम, 1981 है । 

( Amendment ) Rules, 1981 . 
( 2 ) ये राप्रपन्न में प्रकाशन की तारीख को प्रयास होंगे । 

( 2 ) They shall come into forco on the date of their 
2 . वाणमागर नियंत्रण बोर्ड (सह ग और समूह घ पद ) भर्ती publication in the official Gazette . 
नियम , 1979 की अनुसूची में , माली और पानी वाला के पद से संबंधित 

2. In the Schedule to the Bansagar Control Board ( Group C 
क्रम सं० 9 के मामने,- - 

and ( Group D posts ) Recruitment Rules, 1979 , against 

scrial number 9 relating to the post of Mali-cum- Water boy. - - 
( क ) स्तम्भ 7 में , विद्यमान प्रविष्टि के स्थान पर निम्नलिखित 
रखा आएगा, अर्थात :-- - 

( a ) in column 7, for the cxisting entry . the following 

shall be substituted, namely : 
" 13 में 25 वर्ष मक । 
मग्यारी गेवकों के लिए कद्रय सरकार द्वारा मगय-समय पर जारी किए 

"18 to 25 years , 
गए आदेशों / अनुदेशों के अनुसार शिथिल करके 35 वर्ष तक की जा 

Relaxable upto 35 years for Government servants 

in accordance with the orders instruc. ions issued 
सकती है । 

by the Central Government from time to time. 
टिप्पण : पाय मीमा अवधारित करने के लिए निर्णायक तारीख भारत में 

Note . - The crucial dute for determining the age 
रहने वाले अभ्यर्थियों से ( उनमें भिन्न जो अंदमान और निकोबार 

Jimit shall be the closing date for receipt of 
वीप तथा लक्षवीप में रहते हैं ) अावेदन प्राप्त करने के लिए नियन की 

applications from candidates in India ( other 

than Andaman & Nicobar islands and Lakshad 
गई अंतिम तारीख होगी । 

weep ) . 
रोजगार कार्यालय के माध्यम से नियुक्तियों की वणा में , आयु सीमा 

In case of appointments through the Employment 
अवधारित करने की निर्णायक नारीख यह होगी जिम सक रोजगार 

Exchange the crucial datc for determining the 

age limit shall be the last date upto which the 
कार्यालय से नाम भेजने के लिए कहा गया है । " 

Employment Exchanges are asked to submit the 
( ख ) स्तम्भ 8 में , यिद्यमान प्रविष्टि के स्थान पर निम्नलिखित 

names. " ; 
रखां गाएगा , अर्थात : ---- 

( b ) In column 8, for the existing entry, the following 

shall be substituted, namely : 
"मिडिल स्कूल मा उत्तीर्ण । ” ; 

“ Middle School Standard pass." ; 
( ग ) स्तम्भ ५ में , विद्यमान प्रविष्टि के स्थान पर निम्नलिखित 

( c ) Jn column 9 , for the existing entry, the following 
रखा जाएगा , अर्थात :-- 

_ shall be substituted. namely : 
___ " दो वर्ष " "; 

"Two years." ; 
( घ ) स्मम्भ 10 में , विद्यमान प्रविष्टि के स्थान पर निम्नलिखित 

( d ) in column 10 , for the existing entry , the following 
रखा जाएगा , अर्थात : - - 

shall be substituted , namely : 
"सीधी भर्ती वाग । "; 

" By direct recruitment." ; 
( 3 ) सम्भ 11 में , विद्यमान पविप्टि के स्थान पर निम्नलिखित 

( e ) in column 11, for the existing entry , the following 
रखा जाएगा , अथति :--- 

shall be substituted, narnely : 
" लागू नहीं होता । " । 

" Not applicable. ". 
[ सं० 2 4(12)/ 80पीIII] 

[ No. 24(12) / 80- P.III] 
प्रार०वी० शाह, उपसचिव 

R . B . SHAH , Dy. Secy . 
- - - - - - - - - - - --- 

. -- - - - - - 

.. -- - -- -. -- - - - - -- -- - - 
शिक्षा और संस्कृति मंशालय 

(शिक्षा विभाग ) 
मईदिल्ली, 31 जनवरी , 1981 


सा . का . नि . 203: - - संविधान के अनुच्छेद 309 के उपबन्धों द्वारा प्रदत्त अधिकारों का प्रयोग करते हुए राष्ट्रपति एमपद्वारा प्रौढ़ शिक्षा 
निदेशालय में गहायक निदेशक ( माख्यिकी ) के पद पर भर्ती प्रणाली का नियमन करने के प्रयोजन से निम्नलिखित नियम बनाते हैं , अर्थात :- - 

1. लघु शीर्ष क तथा प्रारम्भ होना : -- ( 1 ) इन नियमों को प्रौढ़ शिक्षा निदेशालय , महापफ निदेशक ( गांख्यिकी ) भर्ती नियमावली 1981 महा आए । 
( 2 ) सरकारी रागपन में छपने की मारीख से ये नियम लागू होंगे । 

2 पद संख्या, वर्गीकरण और वानमान . - उक्त पद की संख्पा, उसका वर्गीकरण और योनिमान यही होगा जो इन नियमों से अनुबद्ध अमुमूची के कालम 
2 से 4 में निर्दिष्ट है । 

3. भर्ती को प्रणाली, प्रायु सीमा, योग्यताएं प्राधि : - - उक्त पद पर भर्ती की पनि, प्रायु मीमा, योग्यताएं तथा हमसे सम्बन्धित अन्य मामाने उपरोक्स 
अनुसूची के फालम 5 मे 14 के अनुसार होंगे । 
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- - - - - -- - - - - . . - - - - - - - - - - - - - - - - - - - - - -. . - - - . . . - -- - 
4. अयोग्यताएं : कोई भी ऐमा पमित --- 
(क ) जो ऐसे व्यक्ति में विवाह का अनुबन्ध अथवा चित्र ह करता है जिसकी पत्नी पनि जीवित हो ; अथवा 

( ख ) जो पति-पत्नी के जीति रहते हुए किमी दूतरे व्यकिा में विवाह का अनुबन्ध अथवा विवाह करता है , ; 
उक्त पद पर नियुक्ति के लिए पात्र नहीं होगा । 

___ बशर्ते कि यदि केन्द्रीय सरकार म बात में संतुष्ट हो कि उस व्यक्ति और विवाह के दूसरे पक्ष पर लागु वैयक्तिका कानून के अधीन गेमा 
विवाह अनुमन्य है तथा ऐमा करने के कुछ और प्राधार पर भी है नो वह किमी भी यक्ति को म निगम में छट दे मनानी है । 

5. ट देने का अधिकार : - जहां केन्द्रीय मरकार की यह राय ली कि ऐमा - रना आवश्यक नया उचित है तो निखित रूप में कारणों को दर्ज 
करते सप तथा संघ लोय सेया श्रायोग के परामर्श में प्राण द्वारा किसी भी श्रणी प्रथवा नर्ग व्यक्तियों के सम्बन्ध में न नियमों के किसी भी उपबन्ध 
में छूट दे सकती है । 

6 पतिबन्ध :- -- उग सम्बन्ध में केन्द्रीय सरकार द्वारा समय- समय पर जारी किए गार प्रादेशों के अनुसार अनमूषित जातियों, मानचिस जनजामियों 
तथा अन्य विशेष वर्ग के व्यक्तियों को दि० जाने वाले आरक्षणों , पाय मीमा में छट और अन्य रिसायनों पर इन नियमों का कोई प्रभाव नही पड़ेगा । 

अनुसूची 
पद का नाम पदों की यकिरण वेतनमान प्रथरण पर है सीधी भर्ती के लिए क्या मेवा के मीधी भर्ती के लिए अपेक्षित 
मन्त्रा 

प्रया अप्रवरण प्रायु मामा बदहा वर्षी क्षिक और अन्य प्रतिाएं 
पद 

या लाभ 
सी०मी०म० 
( ६शन ) 
नियमावली 
1972 के 
नियम 30 
के अंतर्गत 
स्वीकार्य है 
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। 


लोग नहीं होता 


सहायक निदेशक 
( मांख्यिकी ) 


7 )()- 119- 000 
६०रो०- 40 


सामान्य केन्द्रीय 
सेवा वर्ग "क " 
राजपत्रित 
गैर-लिपिकीय 


1100 - 50- 13101) 


35 वर्ष से अधिक नही नहीं 
सरकारी कर्मचा 
रियों के लिए छुट 

दी जा सकती है । 
टिप्पणी : आयु सीमा 

निर्धारित करने के 
लिए निर्णायक 
निषि भारत में 
रहने वाले ( अंडमान 
नथा निकोबार माप 
समूह और लक्षद्वीप के 
संघ शामित क्षेत्रों को 
छोड़कर ) उम्मीद 
यारों से प्रादेवन 
पत्र प्राप्त होने की 
अन्तिम तिथि होगी । 


अनिया 
( 1 ) किमी मान्यता प्राप्त विश्व 

विद्यालय से मायिकी माप 
रेशरा अनुसंधान अथवा 
गणित अर्थशास्त्र वाणिज्य 
समाजशास्त्र ( सांख्यिकी 
महित ) में कम- से-कम 
द्वितीय श्रेणी में मास्टर 

जिमी प्रथवा समकक्ष । 
( 1 ) मालिपकीय सोकों के 

संग्रह , ममाकलन , विश्ले . 
षण और व्याख्या में उसर 
वायित्वपूर्ण पद पर तीन 

वर्ष का अनुभव ) 
टिप्पणी 1 अन्य प्रकार से 

सुयोग्य उम्मीदवारों के 
मामले में संघ लोक 
सेवा आयोग के विवेक 
पर अनामों में छुट 

दी जा सकती है । 
टिप्पणी 2 : यदि चयन के 

किमी स्मर पर संघ 
खोया सेवा आयोग की 
यह राय तो कि अनु 
सूचित जातियों और 
अनुसूचित जनजातियों के 
उम्मीदवारों के लिए 
प्रारक्षित रिक्तियां भरने 
के लिए इन जातियों के 
अपेक्षित अनुभवी उम्मीद 
यारों या पर्याप्त संख्या 
में उपलब्ध होना 
मंभव नहीं है तो उनके 
मामले में संघ लोक 
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मेया प्राम के विवेक 
पर अनुभव से सम्बन्धित 
अनामों में छट दी 

जा सकती है । 
यांछनीय : 
गर - प्रौपचारिक प्रौर शिक्षा 
के विष मंदर्भ में देश 
के शैक्षिक विकास कार्यों 

का मान । 
- - - -- - -- - 

- - - - -- - - - - - - - - - - - - --- - - - - - - - - - - - 
क्या मीधी भर्ती के परिवीक्षा की भर्ती की पानि , क्या सीधी भी पदोन्ननितिनियुक्तिस्थानान्तरण यवि विभागीय पदोन्नमि किन परिस्थितियों में 
लिए निर्धारित प्रा अधि, यदि काई द्वारा अथवा पदोन्नति द्वाग द्वारा गर्मी के मामले में किस ममिति है , तो उसका गठन भी करतं मम संघ 
और शक्षिक प्रहलाएं हो अथवा प्रतिनियुक्तिनबादला " ग्रेड में पदोन्नति प्रतिनियमि / क्या है 

लोक मेव। आयोग का 
पदोमति प्राप्त करने और यिभित्र पद्धतियों से भरी राबादलाकिया जाना है 

परामर्श लिया जाना है 
वालों के मामले में 

जाने वाली रिक्तियों की पतिशतमा 
लागू होगी 

10 
लागु नहीं होता वर्ष 

प्रतिनियुक्ति पर तबादले द्वारा , प्रतिनियुकित पर नवादाना : यर्ग क विभागीय पदा- सीधी भर्ती करने , प्रनि 

जिम न होने पर सीधी भर्ती केन्द्रीय सरकार के अंतर्गत - -- नि ममिति ( स्थायी नियुक्ति पर किसी 
द्वारा 

( क ) (i ) नमसुल्य पदों वाले करने के संबंध में अधिकारी की 

अधिकारी ; यवा विचार करने के लि ! ) : निपनि हेतु चयन 
(ii ) 650-1200 रु० के 1. संबंधित संयुमन मषियक ने और इन 

वेतनमानों के पदों में 3 संयुका शिक्षा मलाहकार , नियमों के मिनी 
वर्षों की सेवा वान प्रौढ़ शिक्षा प्रभाग , शिक्षा भी प्रावधान में 
अधिकारी अथवा समकक्ष ; और संस्कृति मंत्रालय मंशोधन करने 
प्रथवा 

दील देने के समय 
( iii ) 5.50- 900 50 के 2. निदेशक , प्रौढ़ शिक्षा संघ लोक सेवा 

येसनमानों के पदों में निदेशालय -- सदस्य मायांग से परामर्श 
5 वर्षों की सेवा वाले 3. उप - सचिय / उप - शिक्षा करना होगा । 
अधिकारी प्रयघा सम - सलाहकार, प्रौढ़ शिक्षा 
कक्ष; और 

प्रभाग , शिक्षा और 
( ख ) कालम 8 के अंतर्गत सीधी संस्कृति मंत्रालय 
भर्ती के लिए निर्धारित शैक्षिक 

- सदस्य 
अर्हताओं और अनुभव वाले 4. अनुसूचित जाति / मनु 
अधिकारी ( मामान्यतः प्रनि सूचित जनजाति का 
नियुक्ति की प्रधि तीन वर्षों उपयुक्त स्तर का एक 
से अधिक नहीं होगी ) 

अधिकारी - - सदस्य 
टिप्पणी : स्थायीकरण से 

संबंधित विभागीय पदो 
ननि ममिति का कार्य 
विवरण अनुमोदन के 
लिए पायोग को भेज 
दिया जाएगा । तथापि , 
यवि प्रायोग द्वारा 
इमका अनुमोदन नहीं 
किया जाता है, तो 
विभागीय पोन्नति 
समिनि की एक नई 
बैठक आयोजित की 
जाएगी जिसकी अध्य 
क्षता संघ लोक सेवा 
प्रायोग का अध्यक्ष 
अथवा एक भवस्य 

करेगा 
- - - - - . - - - - - - - - - - - - - - 

[ सं० एफ० 8-49/ 78- ए० ६० I] 

हेम राज सूद , अवर सचिव 
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ME 


MINISTRY OF EDUCATION AND CULTURE 


4 . Disqualification. - No person : 


(Department of Educatlon ) 

(a ) who has entered into or contracted a martlago with 

a person having a spouse living, or 
New Delhi, the 31st January , 1981 

(b ) who, having a spouse living, bas enteied into or con 
G .S .R . 265. In exercise of the powerg conferred by the 

tracted a marriage with any person , 
proviso to articlo 309 of the Constitution , the President here 
by makes the following rules regulating the method of ro shall be eligible for appointment to the sald post : 
cruitment to the post of Assistant Director (Statistics ) in the 
Directorate of Adult Education , namely : 

Provided that the Central Government may , if satisfied , 

that such marriage is permissible under the personal law ap 
1 . Short title and commencement.-- - ( 1 ) These rults may be 

plicable to such person and the other party to the marriage 
called the Directorate of Adult Education Assistant Director 

and that there are other grounds for go doing, exempt any 
(Statistics) Recruitment Rules, 1981. 

person from the operation of this rule , 
(2 ) They shall come into force on the date of their pub 

5. Power to relax . - Where the Central Government is of 
lication in the Official Gazette . 

opinion that it is necessary or expedient so lo do , it may , 
by order, for reasons to be recorded in writing, and in 

consultation with the Union Public Service Commission , relax 
2 . Number of post, classification and scale of pay . - -The any of tho provisions of theso rules with respect to any clase 
number of the said post, its classification and the scale of 

or category of persons. 
pay attached thereto shall be as specified in columns 2 to 4 
of the Schedule annexed to these rules . 

6 . Saving. - Nothing in these rulea sball affect reservations , 

relaxation of age limit and other concessions required to be 
3 . Method of reciuitment, age limit , qualifications etc . . provided for the Schoduled Castes , the Scheduled Tribes and 
The method of recruitment, age- 

lit, qualifications and other other special categories of persons in accordance with thro 
mattera relating to the said post shall be as specified in columns orders issued by the Central Government from time to time 
5 to 14 of the Schedule aforesaid . 

in this regard . 

SCHEDULE 
Name of Post No. of Classifica - Scale of Whether Age limit for Direct Whether Educational and other quall 
Posts tion 

Pay Selection recruits 

benefit of fications required for direct 
Post or 

added years recruits 
Non 

of servica 
Selection 

admissible 
Post 

under rulo 
30 of the 
C .C . S . 
(Pension ) 

Rules , 1972 
2 3 

- 4 5 

6 (a ) 
Assistant 

General Rs. 700 -40- Not Not excoeding 35 No . Essential : 
Director Central 900 -EB -40 - applicable yoars (Relaxable for 

(1) At least Second Class 
( Statistics ) Service , 1100 -50- 1300 Government Serva 

Master s Degree in 
Group A nts . ) 

Statistics/Operations Re 
Gazetted Noto : The crucial 

search or Mathematics / 
Non 

date for determi 

Economics / Commerce / 
Ministerial 

ning the age limit 

Sociology (with Statis 
shall be the closing 

tics ) from a recognisod 
dato for receipt of 

University or equivalent. 
applications from 

(1 ) 3 years experience in 
candidates in India 

a responsible capacity 
(other than those 

in collection , compila 
in Andaman 

tion , analysis and inter 
and Nicobar 

pretation of statistical 
Islands and 

data , 
Lakshadwoop ). 

Note 1 ; Qualifications are 

relaxablo at the discretion 
of the Union Public Ser 
vico Commission in caso 
of candidates otherwise 

well qualified , 
Noto 2 : The qualification (s) 

rogarding experience is / 
are relaxable at the dis 
cretion of the Union Pub 
lic Service Commission in 
the case of candidates 
belonging to Schedulod 
Castes and Schodulod Tri 
bes if, at any stage of sale 
ction the Union Public 
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- 


1 


2 


3 


Service Commission is of 
the opinion that sufficient 
number of candidates from 
theso communitios posse - 
sing the requisite expe 
ricace are not likely to bo 
available to fill up the 
vacancios reserved for 

them , 
Desirablc : 
Knowledge of educational de 

velopnents 1st tho country 
with special reference to 
adult non - formal educa 
ton . 


Period of 
probation , 
if any 


Whether age and 
educational qua - 
lifications pres - 
odbad for direct 
rocroits will apply 
hi the case of 
promotees 


8 


9 


12 


. 


Not applicable 


2 years 


and 


Method of rectt., whether In case of luct . by promo- Ife Departmental pro - Circunstances 
by direct rectt, or by tion / deputation transfer motion Committco cxlsts , in which 
promotion or by dopus grades from weduich promotient what is its composition U . P . S . C . is 
tatlow / trasfer. & parcolt deputation /transfer to be 

to be consulted 
tage of the vacancies to mado 

in inaking 
be Alled by various 

recruits 
methods 
10 11 

13 
By transfer on deputa - Transfer on deputation ; Group A Departmental Union Public 
tion , failing which by Officers under the Central Promotion Commitico Service Commi 
diroct recruitment Government : 

(for considering con- ssion shall be 
(a ) (1) holding analogous firmation ) : 

consulted while 
posts ; or 

1. Joint Secretary / making direct 
( li ) with 3 years service in Joint Educational recruitncnt, 

posts in the scales of Rs . Adviser concernod selection of 
650 - 1200 or equavalent; in Adult Education an officer for 
or 

Division , Ministry of appointment on 
(ill) with 5 years service in Education and Cul - deputation and 

posts in the scales of Rs . turo - Mem er amending/relax 
550 - 900 or equivalent; 2 . Director, Diroctorate ing any of the 

of Adult Education provisions of 
(b) possessing the cducatio . 

- - Member these rules 
nal qualifications and 3 . Deputy Socrotary ) 
experience laid down for Depitty Educational 
direct reciuits under Advisor, Adult Edu 
Column 8 ( Period of de - cation Division , Ml 
putation shall ordinarily nistry of Education 
not exceed 3 years.) and Culture - Member 

4 . An officer of appro . 

priate status belon 
ging to Scheduled 
Castes / Scheduled Tri 
bcs - Membor 
Note : Tho Proceedings 
of tho Departmental 
Promotion Committco 
relating to confirma 
tion shall be sent to 
thc Contrission for a 
approval, If , however, 
these are not approved 
by the Commission a 
fresh moeting of tho 
Departmental Promo 
tion Committee to be 
presided over by the 
Chairman or a Men 
ber of the Union 
Public Service Co 
mmission shall be held 

(No. F . 8 -49 / 78 -AE .-I] 
H . R , SOOD Under Secy , 


[ 
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अदि पर 

मई दिल्ली , 19 फरवरी, 1981 
साका०नि० 266. --- भारत के राजपत्र भाग- 2 खंड 3, उप - चंड (i ) 
संख्या 36, दिनांक 8 सितम्बर , 1979 के पृष्ठ 2145 पर : 
___ जी०एस०पार० 1135 " के स्थान पर "जीएम मार . 113 ," 


पढ़ें । 


[ फाइल संख्या 15-3/ 79-81-3] 
फु० मीना पाहूजा . प्रवर सचिव 


CORRIGENDUM 

New Delhi, the 19th February, 1981 
G .S . R . 266 . In the Gazette of India , Part- II Section 3 
Sub -section (i) No. 36 , dated September 8 , 1979 at page 
" Read G .S .R . 1133 " in place of "GS.R . 1135" , 

File No. 15 -3 / 79- D .III) 
( Miss) MINA AHUJA, Under Secy . 


मोपहन और परिवहन मंत्रालय 


मई दिल्ली, 13 फरवरी , 1981 


मा० का०नि० 267. - केन्द्रीय सरकार , पाणिज्य पान परि 
वहन अधिनियम , 1958 ( 1958 का 44 ) की धारा 236, 282, 
284 और 457 धारा प्रदत्त शक्तियों का प्रयोग करते हग , तथा 
सेफ यानी ( स्थान की उपलभ्यता ) प्रादेशा , 1953 और भारतीय 
वाणिज्य पीत परिवहन ( पानी स्टीमरों फा सभिर्माण और मर्वेक्षण ) 
नियम , 1956 को अधिनात करते हुए, कतिपय नियम बनाना चाहती 
है । जैसा कि उक्त अधिनियम की धारा 236 की उपधारा ( 1 ) पौर 
धारा 282 में अपेक्षित है, प्रस्तावित नियमों का निम्नलिखिा प्रारूप 
उन सभी अक्तियों की जानकारी के लिए प्रकाशित किया जा रहा है , 
जिमके उससे प्रभावित होने की सम्भावना है । इसके द्वारा सूचना दी 
जादी है कि उक्त प्रारूप पर राजपत्र में इस अधिसूचना के प्रकाशन 
की तारीन से साठ दिन की अवधि की समाप्ति पर या उसके पश्चात 
विधार लिया जाएगा । 

र प्रसार विनिर्दिष्ट प्रधि की समाप्ति से पूर्व उक्त प्रारूप 
की चायत जो भी भापत्ति या सुझाव किसी व्यक्ति से प्राप्त होंगे, 
केन्द्रीय सरकार उन पर विचार करेगी । 


( iii ) प्रत्येक समुद्रगामी यात्री पोत , जो भारत से बाहर किसी 

देश में रजिस्ट्रीकृत वर्ग 1 से 4 तक का , जिसके अन्तर्गत 
ये गेमों है, पीत है और जब ऐसा पोत भारत में किसी 
पसन या स्थान पर या भारत के राज्य पोलीय सागर पण 

के भीतर है ; और 
(iv ) प्रत्येक विशेष व्यापार याती पोत, जो भारत से बाहर 

किसी पेश में रजिस्ट्रीकृत वर्ग 3 और 4 का पोत है पौर 
जब ऐसा पोत भारत में किसी पत्तम या स्थान पर या 

भारत के राज्योतीय सागरखण्ड के भीतर है : 
परन्तु इन नियमों की कोई भी पास फिसी पोत को , भारत 
में किसी पतन या स्थान पर या भारत के राज्योत्रीय सागर सण 
के भीतर होने के कारण तब लागू नही होगी जब वह ऐसी पसन 
या स्थान या रामजेत्रोय सागरमाह के भीतर ऐसे सराब मौसम 
या किसी अन्य परिस्थिति के कारण है जिसे पोत का मास्टर, स्वामी 
और पार्टरर , यदि कोई है, उसका निवारण या पूर्वानुमान नहीं कर 
सकता था । 

( स ) इन नियमों की कोई भी बात किसी यात्री पोत को , जो 
विद्यमान पोत है, सम लागु नहीं होगी जब यह निम्नलिखित किसी भी 
पपेक्षा का अनुपालन कर देता है, अथति : -- 
( i ) वर्ग 1 या 2 के ऐसे पोत की दशा में , जिसका 10 मब 

म्बर, 1952 के पूर्व नौसास बनाया गम। पा या बो समि 
मर्माण के समरूप प्रभम पर था -- - -- - - --- समुद्र 
में प्राण रक्षा संबंधी अन्तराष्ट्रीय सम्मेशन, 1929 की 

अपेक्षाएं ; 
( ii ) वर्ग 3 या 4 के ऐसे पोस की दमा में , भित्रका 10 नव 

पर, 1952 के पूर्व नौताल अनाया गया था या जो 
सनिर्माण के समरूप मकम पर था -- -- - - - -- -शिमला 
नियम , 1931 की अपेक्षामों के साथ पठित समुद्र में प्राण 

रक्षा संबंध अन्तरराष्ट्रीय कन्वेंशन , 1929 को अपेक्षाएं ; 
( iii ) वर्ग 1, 2, 3 या 4 के ऐसे पोत की दशा में , जिसका 18 

नवम्बर, 1952 को या उसके पश्चात् किन्तु 28 मई , 
1965 के पूर्व नौताल ममाया गया था या नो सनिर्माण 
के सममप प्रक्रम पर था ---- - -- - - - - भारतीय पाणिज्य 
पोत परिवहन ( यात्री स्टीमरों का समिमणि पोर सर्वेक्षण ) 

नियम , 1958 की अपेक्षाएं ; 
(iv ) वर्ग 1 या 2 के ऐसे पोत की बशा में , जिसका 25 मई, 

1965 को या उसके पश्चात् , फिन्तु इन नियमों के प्रवृत्त 
होने के पूर्व, मोताल बनाया गया था --- --- -- - - ---- समुद्र 

में प्राण रक्षा संबंधी अन्तरराष्ट्रीय कन्वेंशन की अपेक्षाएं ; 
( v ) धर्ग 3 या 4 के ऐसे पोत की दशा में जिसका 25 मई , 

1863 को मा उसके पश्चात्, किन्तु इन नियमों के प्रवृत्त 
होने के पूर्व , मोताल बनाया गया था - - - - - - - - - शिमला 
नियम , 1931 की अपेक्षामों के साथ पठित , समुद्र में 

प्राण रक्षा संबंधी अन्तरराष्ट्रीय कन्वेंशन की अपेक्षाए ; 
( vi ) धर्ग 3, 6 या 7 के फोन की दशा में , ऐसी छुट्टी के, जो 

केन्द्रीय सरकार समय- समय पर दे, साप पठित भारतीय 
याणिज्य पोत परिवहन ( यानी स्टीमरों का सनिर्माण पौर 

सर्वेक्षण ) नियम , 1956 की अपेक्षाएं । 
2. परिभाषाएं --- इम निभमों में , जब तक कि संपर्म से प्रम्यपा 

अपेक्षित म हो , -- 
( i ) " क वर्ग प्रभाग " से , इन नियमों के भाग 2, अध्याय 2 

की लागू होने योग्य अपेक्षामों का अनुपालन करने वाला 
गीतभीत या डेक या कोई भाग अभिप्रेत है ; 


- 


नियमों का प्रारूप 


माग - 1 


प्रारम्भिक 
1. संक्षिप्त माम, प्रारम्भ और लागू होना - - ( 1 ) इन नियमों का 
नाम पाणिज्य पोस परिवहन ( पानी पोतों का सनिर्माण और सर्वेक्षण ) 
. नियम , 1981 है । 

( 2 ) ये राजपा में प्रकाशन की तारीख को प्रवृत्त होंगे । 

( 3 ) खण्ड ( ब ) में अन्यथा उपन्धित के सियाय, घे निम्नलिखित 
को लागू होंगे, प्रोस् ---- 
( i) प्रत्येक समुद्रगामी यात्री पोल, जो भारत में रजिस्ट्रीकृत 

वर्ग 1 और 2 का मया पोत है और जहां-कहीं भी 


और 


( ii ) प्रत्येक विणेप म्यापार यांनी पोत, जो भारत में रजिस्ट्रीकृत 

वर्ग ५ मे 7 तक मा , जिसके अन्तर्गत ये दोनों है , गया 
पोत है पौर प्रहां कही भी है ; और 
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- 


- 


ऐसी धारणा के अधीन, जो उम परिस्थितियों में लागू होती 
है, पोत की माफिल साइन के किमी भाग को बिना जाए 
तब प्राप्लावित किया जा सकता है जब पोत में लिस्ट नहीं 


( ii ) “ मावास-स्थाम " से, पावास प्रयोजनों के लिए प्रयुक्त कोई 

स्थान अभिप्रेत है और इसके अन्तर्गत निम्नलिखित भी है, 
अर्थात् :- - 
( क ) यात्री स्थान , 
( ख ) कविस स्थान , 
( ग ) कार्यालय , 
(घ ) पेन्ट्री , मोर 
( छ ) पूर्वगामी किसी भी स्थान के समरूप स्थान, जो रेफ 

पर सेवा स्थान या खुला स्थान नही है ; 
( iii ) " अधिनियम " से , वाणिज्य पोत परिवहन अधिनियम , 1958 

( 1958 का 44 ) अभिप्रेत है ; 
( iv ) " सहायक सीढ़ी " से , इस्पात या पन उपयुक्त सामग्री से 

मिमित ऐसी सीढ़ी अभिप्रेत है , जो पप निकलने के साधनो 
का मंग महीं है पोर जो केवल दो रेकों पर पहुंचने के 

लिए काम पाती है । 
( v ) " ख वर्ग प्रभाग " से, इन नियमो के भाग 2 , अध्याय 

2 की लागू होने योग्य प्रपेक्षामों का अनुपालन करने वाला 

पोतमौत अभिप्रेत है ; 
( vi ) " पात की चौड़ाई " से, फेम के बाहर से फेम के बाहर 

सक , सबसे गहरे उप -प्रभाग भार लाइन पर या उसके मीचे 

किसी पोत की अधिकतम घोड़ाई अभिप्रेत है ; 
( vii ) " पीसमीतीक " से , ऐसा सबसे ऊपरी डेक मभिप्रेत है जिम 

तक मनुप्रस्थ जलरोधी पोतभीन पहम किए जाते हैं ; 
( viii ) "स्थोरा स्थान " से , डाफ और बुलियन से भिन्न स्पोरा 

के लिए प्रयुक्त कोई स्थान अभिप्रेत है , किन्तु इसके अन्तर्गत 

ऐसे स्थान तक जाने वाले ट्रेक नहीं है । 
ix ) " बहनमोल सामग्री " से, ऐसी कोई सामग्री अभिप्रेत है जो 

" पवहनमोल " नहीं है । 
( x ) "कर्मीदल स्थान " से, कर्मीदल के उपयोग के लिए मनग्यतः 

विहित वास- सुविधा अभिप्रेत है ; 
( xi ) किसी पोत के संबंध में " कसोटी अंक " से, प्रथम अनुसूची 

के लाग, होने योग्य उपबन्धों के अनुमार अवधारित पोत 

का कसोटी अंक , अभिप्रेत है ; 
( xii ) " माव " से, पोतमध्य संकुचित प्राधार लाइन से उपप्रभाग 

भार जत लाइन तक ऊधिर दूरी अभिप्रेत है ; 
( xiii ) " समतुल्य सामग्रो " से, जब उसे "इस्पात या अन्य समतुल्य 

सामग्री " के रूप में अभिव्यक्त किया जाए, ऐसी सामग्री 
पभिप्रेत है जिसमे अपने-माप या दिए गए विद्युत्त शेषम 
के कारण इस्पात के समतुल्य संरचनात्मक पौर प्रखंडता 
के गुण है तथा अग्नि परीक्षण किए जाने पर यह साबित 

हो कि उसमें ऐसे गुण है ; 
( xiv ) "विद्यमान पोत " से ऐसा पोत अभिप्रेत है, जिसका इम नियमों 

के प्रवृत्त होने की तारीख के पूर्व , मौतल बन गया था या 

जो सनिर्माण के समरूप प्रक्रम पर था ; 
( xv ) किसी पोत या उसके किसी भाग के संबन्ध मे, “ उप प्रभाग 

के घटक " से, प्रथम प्रमुसूधी के लागू होने योग्य उपबन्धो के 

मनुसार भवधारित उप प्रभाग का षटक अभिप्रेत है ; 
( xvi ) किसी शुभाव पर पोत के किसी भाग के संबन्ध में " प्राप्लावी 

लम्बाई " से, उस भाग की अधिकतम लम्बाई अभिप्रप्त है 
जिसका केन्द्र पोत में दिए गए किसी एक बिन्दु पर है, जो 
उस दुखाय पर भोर प्रथम प्रमुसभी में उपवर्णित प्रवेश्यता की 


( xvii ) " प्रवहनपील सामग्री " से, कोई ऐसी सामग्री अभिप्रेत है, जो 

760° से . तापक्रम तक गर्म किए जाने पर, न तो पलती 
है और न ही सभी मात्रा में उक्सानील बाष्प देती है जो 

पाइलट ज्याला को प्रज्वलित करने के लिए पर्याप्त है ; 
( xviii ) " स्वसंक पापर पम्प " से, पोस के मुख्य इंजन से जमिन पापर 

से भिन्न पावर से परिचालित पम्म मभिप्रेत है ; 
( xix ) याली पोतों के उप-प्रभाग के संबन्ध में , "सम्बाई " से, गहराई 

मे उप- प्रभाग भार जम लाइन के छोरी पर लिए गए लम्बों 
के बीच मापी गई लम्बाई अभिप्रेत है ; किसी पम्प प्रयोजनार्म 
" लम्बाई से, स्टेम के अगले भाग की ओर से रहर पोस्ट 
के पिछले भाग के बीच तक या यदि रहर पोस्ट नहीं है तो 
रहर स्टाक के केन्द्र तक, या ग्रीष्म भार जल लाइन का 98 
प्रतिशत, इनमें से जो भी अधिक है, मापी गई प्रीष्म भार जल 

लाइन पर की लम्बाई अभिप्रेत है ; 
( xx ) “निम्न प्रमासा प्रसार " से वह सतह पपित है, जो सम्बन 

स्थान में मणि जोखिम का ध्यान रखते हुए, पासा के प्रसार 

को पर्याप्त रूप से मिर्षन्धिल करता है ; 
( xxi) “मशीनरी स्थान " से , ऐसा कोई स्थान अभिप्रेत है, जो पोत 

की मोल्ड की माधार लाइम से, मुन्म पौर सहायक मोरन 
मशीनरी, पायलर, तथा स्थापी कोयला बकर, यदि कोई है , 
के यथोचित स्थानों को परिबन्ध करने वाली अनुमस्प जलरोधी 

पोतभीत छोर के बीण मार्जिन तक जाता है ; 
( xxii ) " मुख्य परिसंचारी पम्प " से, मुख्य प्रणित से होकर जल परि 

संचारण के लिए लगाया गया पप अभिप्रेत है ; 
( xxiii) "मुख्य अधिर जोन " से ऐसा ऊबधिर जोन अभिप्रेत है , 

जो फ गर्ग प्रखण्ड द्वारा पोतचोल अधिरचनाएं पोर गृह 

को विभाजित करता है ; 
( xxiv ) “ मार्जिन लाइन " से, ऐसी लाइन अभिप्रेत है, जो पोत के एक 

मोर पोतभीत डेक की ऊपरी सतह के नीचे कम से कम 78 
मि०मी० पर खींची गई है और जिसकी धारणा पोत की 

माप्लाषी लम्बाई अवघारित करने के प्रयोजनार्थ की गई है । 
( xxv ) "अधिकतम सेवा गति ” से, यह अधिकतम गति प्रभिमेत 

जो पौत अपने गहनतम गुबाव के समय समुद्र में बनाए रखने 

के लिए अभिकल्पित है ; 
( xxvi ) "मील " मे, 1852 मीटर का समुद्री मील अभिप्रेत है ; 
( xxvii ) " मोटर पोत " से, अन्तर्वहन इंजनो द्वारा गोपित पोत अभिनेत 


( xxviii ) "नाष्य गति " से, यह म्यूमतम गति अभिप्रेत जिस पर पोत 

भागे की दिशा में प्रभावकारी रूप से परिचामित किया जा 

सकता है ; 
( xxix ) "नष पोत " से, ऐसा पोत अभिप्रेत है, जिसका मौतल , इन 

नियमों के प्रवृत्त होने की तारीख को या उसके पश्चात् मन 

गया है या सनिर्माण के समरूप स्तर पर है । 
( xxx ) " पानी स्थान " से, याशियों के उपयोग के लिए उपबन्धित 

स्थान अभिप्रेत है किन्तु इसके अन्तर्गत सामान , भगर, रसद 

पौर डाक के लिए कोई यथोषित स्थान नहीं है । 
( xxxi ) स्थान के सबन्ध में " प्रबेश्यता " से, पोत की मार्जिन लाइन 

के नीचे के उस स्थान की प्रतिशनता अभिप्रेत है, जो जल 
द्वारा मेरी शा मकती है ; 


: - 


- - 
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( xxxii) " कम की अमुझेय लम्बाई जिसका केन्द्र , पोत की लम्बाई में 

3. पोतों का वर्गीकरण -- इन नियमों के प्रयोजनार्थ यात्री पोतों को 
किसी एक बिन्दु पर है " से उम बिन्दु पर प्राप्लावी लम्बाई निम्नलिखित मगो में विभाजित किया जाएगा, अर्थात्: 
नथा पोत के उप प्रभाग के घटक का गुणन अभिप्रेत है ; 

वर्ग 1 - वर्ग 3 के पोतों से भिन्न, अन्तरराष्ट्रीय समुद्र यात्रामों में लगे 
( xxxiii ) " सार्वजनिक कक्ष के अन्तर्गत हाल , भोजन कक्ष, मधुशाला , 

यात्री पोत । 
धुम्रपान कक्ष, विश्राम कक्ष, मनोरंजन कक्ष, मालकक्षा और 

बर्ग -- बर्ग 4 के पोती से भिन्न , छोटी अन्तरराष्ट्रीय रामत मात्रामों में 
पुस्तकालय भी हैं । 

लगे यानी पोत । 

यर्ग 3 - - अन्तरराष्ट्रीय समुद्र यानामों में लगे विशेष व्यापार, यात्री पात । 
( xxxiv ) “सेवा स्थाम " के अन्तर्गत गैली , मुख्य पेंट्री, धुलाई गृह, भण्डार 

वर्ग 4 -- छोटी अन्तरराष्ट्रीय समुद्र यात्रामों में लगे विशेष व्यापार यात्री 
कक्ष, पेंट कक्ष , मामान कक्ष , डाक कक्ष , बुलियन कक्ष , बढ़ई 

पोत । 
और प्लम्बर कर्मशाला तथा ऐसे स्थानों तक जाने वाले ट्रेक 
भार्ग भी हैं ; 

वर्ग 5 - - अन्तरराष्ट्रीय समुद्र यालामों से भिन्न समुद्र यात्रामों में लगे 

( वर्ग 6 और 7 के पोतों से भिन ) विशेष व्यापार यात्री पोत । 
( xxxv) "नि :मावी टकी " से ऐसी तेन संचायक टंकी अभिप्रेत है, जिसकी 
मेल धारिता का तापन तल प्रति टन 0 . 18 वर्ग मीटर से 

वर्ग ( ~ भारत के तटीय व्यापार के लिए समुद्र यात्रामों में लगे विशेष 
कम नहीं है ; 

व्यापार यात्री पोप्त जिनके दौगम व् निकटतम भूमि से 20 

मील में अधिक दर नहीं जाते हैं । परन्तु ऐसे पोत, केवल इसी 
( xxxvi ) “पोत " के अन्तर्गत विद्युत, वाष्प या अन्य यानिक माधनों द्वारा 

कारण कि उन्होंने अपनी समुद्रयात्रा के दौरान कच्छ, काम्बे 
नोविप्त कोई जलयान भी है ; 

या मन्नार की खाड़ी पार की है, वर्ग 6 पोत मे भिन्न पोत 
( xxxvii ) " छोटी अन्तरराष्ट्रीय समुद्रयाना " से ऐसी अन्तरराष्ट्रीय समुद्र 

नहीं हो जाएंगे । 
यात्रा अभिप्रेत है, जिसके दौराम पोन उस पसन या स्थान मे वर्ग 7 - - भारत में पत्तनों के बीच माफ मौसम में ऐमी समुत्र यात्रामो 
200 मील से अधिक दूर नहीं है, जहां यात्री पौर कर्मीदग्न 

में लगे विशेष व्यापार यात्री पोत , जिनके दोरान वे निकटतम 
मुरक्षित रूप से रह सकते हैं और जो उस देश के जिमसे 

भूमि से 5 मील से अधिक दूर नहीं जाते है । 
समुनयात्रा प्रारम्भ होती है, अन्तिम विश्राम पत्तन और गन्तव्य 
पसन के प्रपम पत्तम के बीच लम्बाई में 100 मील से अधिक 

भाग 2 
नहीं है । 

सनिर्माण 
( xxxviii ) "स्टियरिंग गियर यूनिट " से अभिप्रेत है, 

अध्याय 1 
( क ) विधुत स्टियरिंग गियर की दशा में , विद्युत मोटर और 
उससे सहबाट विद्युत उपस्कर ; 

4. संरचनात्मक सामर्थ्य ( 1 ) प्रत्येक पोत की , जिसे ये नियम 
( ब ) विद्युत प्रष चालित स्टियरिंग गियर की दिशा में , विद्युत मोटर , 

लागू होते हैं , संरचनात्मक सामर्थ्य, उस सेवा के लिए, जिसके लिए पोत 
उपसे सहयख विद्युत उपस्कर और सबन्धित पम्प ; मौर 

आशयित है, पर्याप्त होगी । 
( ग ) पाप द्रव पालित या वातीय द्रव चालित स्टियरिंग 

( 2 ) उपनियम ( 1 ) के प्रयोजनों के लिए, निर्माता संरचना पर बकन 
गियर की दशा में , परिचालन इंजन और सम्बन्धित पम्प ; आपूर्ण ( वेल्डिंग मोमेंट ) और शियर बल की विस्तृत सामर्थ्य संगणनाएं 
( xxxix ) "उप प्रभाग भार लाइन " से, वह गहराई वशित करने वाली 

प्रस्तुत करेगे । ऐसी संगणनामों में पोत का स्थिरफ भार और लवाम 
भार लाइन अभिप्रेत है जिम तक इस बात का ध्यान रखते 

व्यवस्थाप्रो के विशेष गुणों को हिसाब में लिया जाएगा । 
हुए किसी पोत में भार लादा जा सकता है कि उसे किस सीमा 

5. अमुमोयमार्थ रेखोफ प्रादि प्रस्तुत करना: - किसी पौत का निर्माण 
सक उप विभागीय किया गया है और कितना स्थान यात्रियों प्रारम्भ करने से पूर्व या किसी पोत को पहली बार सेवा मे समाविष्ट 
को सत्समय पाबंटित किया गया है ; 

करने से पूर्ष, पोत की संरचना की निम्नलिखित मदों की बाबत रेखाक 

केन्द्रीय सरकार को प्रभुमोदनार्थ प्रस्तुत किए आएंगे, अर्थात्: --- 
( x1 ) " उप प्रभाग भार जल लाइन " से, पोत का उप प्रभाग अब 
धारित करने में प्रयुक्त या पाशयित जल लाइन अभिप्रेत है ; 

( क ) मध्यपोत संक्शन ; 

( ख ) अनुदैर्ध्य सेक्शन ; 
( xli ) सामग्री के सम्बन्ध में " उपयुक्त " से, केन्द्रीय सरकार द्वारा प्रन 

( ग ) शैल प्लेटिंग ; 
भोषित कोई ऐसी सामग्री प्रभिप्रेत है , जो उस प्रयोजन के 
लिए, जिसके लिए वह भाशयित है, उपयुक्त है ; 

( घ ) डैफ , जलरोधी पीतभीत ; 
( xlii ) "टम " से सकल टन अभिप्रेत है ; 

( 5 ) स्तम्भ और गर्गर ; 

( च ) गहरी टंकिया ; 
( xliii ) फिसी संरचमा के सम्बन्ध मे “ जसरोधी से ऐसी संरचना अभि 

( 8 ) तेल ईंधन बंकर और नि :सायम टंकियां, जो पोत भरचना का 
प्रेस है, जो जलवाबी ऊंचाई के नीचे से पोत की मार्जिन लाइन 

भाग हैं ; 
तक , किसी भी विशा में , जल के प्रवेश को रोकने में समर्थ 

( ज ) माडी के प्रागे-पीछे की व्यवस्था , 

( म ) स्टेम और स्टर्न फेम निर्माण ; 
( xliv ) किसी सरचना में सम्बन्ध मे " मौसम रोधी " से , ऐसी सरममा 
पभिप्रेत है, जो समुद्र की सामान्य स्थितियों में अपने में समुद्री 

( म ) रहर ; 
जल के प्रवेश को रोकने में समर्थ है ; 

( ट ) नौदक प्रकेट ; 
( xiv ) इन नियमो में प्रयुक्त शब्दों और पदो के शो इममें परिभाषित 

( ) मुख्य इंजन प्रणीद स्थल ; 
नहीं है किन्तु अधिनियम में परिभाषित है, क्रमश. यही अर्थ ( च ) अधिरचना भीर है । गृहं ; 
हो , जो अधिनियम में उनके है । 

( 3 ) बांध वार और डेक पर अन्य द्वार ; मौर 
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( ण ) ऐसे अन्य रेखक जिनको केन्द्रीय सरकारमा बम निमित उसके 

द्वारा प्राधित कोई अन्य अधिकारी , अपेक्षा करे । 
( 2 ) उपनियम ( 1 ) के अनुसरण में अनुमोदनार्थ प्रस्तुत प्रत्येक 
रखाषा में पास के सम्बन्धित भाग में प्रयुक्त हुए बेलिग पोर रिवेटिंग 
की विशिष्टियों और उनके सापेक्षिया प्रमुत्रम स्पष्टनः उपवर्णित किए 
जाएंगे । 
___ 6. जलरोधी उप -प्रभाग-धर्ग 1, 2, 3, 4, 5, 6 या 7 के प्रत्येक 
पोत को कम्पार्टमेंटों में उप विभाजित किया जाएगा और ऐसे कम्पार्टमेंट, 
पतिभीत डेक तक जलरोधी होंग । ऐसे जलरोधी कम्पार्टमेंटों की अधिकतम 
लम्बाई प्रथम अनुसूची के ऐसे उपबन्धों के अनुसार, जो उस पति को 
लागू हो , संगणित की जाएगी । फोन की प्रान्तरिक संरचना का प्रत्येक 
अन्य भाग, जो उसके उप -प्रमाग की पक्षला को प्रभावित करता है, जल 
रोधी होगा और ऐसे डिजाइन का होगा जो उप-प्रभाग की प्रखंडता को 
बनाए रखने में समर्थ है । 

7. पीक और मशीनरी स्थान , पालभित्ति मावि ---- ( 1 ) वर्ग 1, 2, 
3, 4, 5, 6 या 7 के प्रत्येक पल में टक्कर मौतमिति की व्यवस्था की 
जागी, जिसे पोत के अग्रलम्ब से पास की लम्बाई के 5 प्रतिशत से 
अन्यन और पोत के भगसंष की लम्बाई के 3 . 00 मीटर और 5 प्रतिशत 
से प्रमधिक की दूरी पर फिट किया जाएगा । 

( 2 ) ऐसे पोत में , मिलकी श्म अधिरचना लम्बी है , उसकी प्रम 
पीक पातमिति का पौमिति क से ऊपर अगले क तक मोसमधी 
विस्तार किया जाएगा । ऐसा विस्तार , निचली पातभित्ति को अपर मीधे 
तम फिट नहीं किया जाएगा, जब उसकी लम्बाई अग्रलंब से पास की 
लम्बाई का कम से कम 6 प्रतिशत है और पोतमिनि डेक का यह भाग 
जिसमें स्टेप बना है, प्रभावशील सप से जलरोधी बनाया गया है । ऐसे 
विस्तार की प्लेटिंग और वृठंक वित्तीय अनुसूची के उपबन्धों के अनुसार 
इस प्रकार किया जाएगा, मामी निस्सार पोसमिति क के ठीक नीधे 
पतिभित्ति का भाग हो । 

( 3 ) प्रत्येक पोत में , जलरोधी पिछली पीक पोलभित्ति को तथा 
मुम और सहायक नोपन मरीमरी, मामलरों, मपि कोई हों , पोर स्थायी 
कोमला मझरी, यदि कोई हो , समुचित स्थानों को अन्य स्थानों से अलग 
भारने के लिए जलस्मी पासभिलियों की भी व्यवस्था की जाएगी । ऐसी 
पोतमित्तियां, पोसमिसि डेक तक जलरोधी होगी ; 

परन्तु पिछी पीक पातमित्ति को पोनमित्ति डक सक उस दशा में 
ले जाना प्रावक मही होगा जब उभये पोन की सुरक्षा कम नहीं होती 


( ग ) लम्बाई में 78 मीटर या उससे अधिक के पातों में वोहरा 

तल , पोल के मध्य में फिट किया जाएगा भोर उसका विस्तार 
अगली पीक और पिछनी पीक पोतभित्ति का पयासाज्य उसके 

निकट तक होगा । 
( 2 ) जहां चिल्लो पात में बोहरा सल फिट करम घम नियम द्वारा 
अपेक्षित है, यहां फेरद्रीय लाइन पर उसकी मोएड गह : ई, चौड़ाई से कम 
महीं होगी जब कि चौहाई (मीटरों में ), मोड चौड़ाई है । प्रान्तरिक 
तेल पोत की साइड तक इम रीति से होगा कि नितल के घुमाव तक जल 
का संरक्षण ही मके । ऐसा संरक्षण सब पर्याप्त समला जागा जम निताल 
प्लेटिंग के साथ मागिन प्लेट के बाह्य सिरे की कटान लाइन किसी भी 
बिन्तु पर माधार लाइन के 25° मुकाय पर अनुप्रस्थ चियर्ण साइन के 
मध्य पोस फेम लाइन के माथ कटान से गुजरने वाली मानान्तर सतह 
से किसी बिन्दु पर फम न ही पौर मध्य लाइम से पास की मॉल्ड चौष्ठाई 
में अर्धविन्दु पर उसे काटती हो । 

( 3 ) जलनिकामी यः प्रयोजनार्थ, दोहरे सल से निर्मित कूप , ऐसे 
प्रयोजनार्ष जितना मावश्यक है, उससे अधिक न तो बड़े होंगे और न ही 
नीचे को प्रोर विस्तारित होंगे तथा बाह्य सल से या मार्जिन प्लेट के 
प्रसन्तरिक सिरे से , 460 मिलीमीटर मे Evr महीं होंगे : 

परन्तु काय साल तक विस्तारित कूप शैफ्ट सुरंग के पिछले सिरे 
पर मिमित किया जा सकेगा । 

( 4 ) कोई भी कप जल निकासी से भिन्न फिसी प्रयोजनार्थ वोहरे 
तन में निर्मित नहीं किया जाएगा : 

परन्तु केन्द्रीय सरकार किसी पात को किसी पर को बाबा इस उप 
नियम की अपेक्षामों से सब छूट दे सकेगी जब उसका यह समाधान हो 
जाए फि ऐसा कूप बोहरे तल द्वारा दिए गए संरक्षण की कम नहीं करेगा । 

( 5 ) इस नियम की कोई भी बात, द्रव्य पायों के बहन के लिए 
अनन्यतः प्रयुक्त प्रौसत प्रकार के जलरोधी कक्षों के मार्ग में वोहरे तल 
को फिट करने की अपेषा सम नहीं करेगी जब सल या पायर्वक्षति की 
वशा में , दोहरे तल की अनुपस्थिति के कारण , पोन की सुरक्षा फम होने 
मी मम्भाक्ना न हो । 

( 6 ) जहाँ वर्ग 2 के किमी पति की , पोत किमी भाग में 0 . 5 
से ममाधिक उप -प्रभाग के फेक्टर को लागू करके विभाजित मिया जाए , 
महाँ कान्द्रीय सरकार ऐसे भाग के सम्बन्ध में कोहरे नल की अपेक्षा से तब 
छुट दे सकेगी, जब उसका अनुपालन पोन के डिजाइन या उसके उचित 
पालन के अनुरूप म हो । 
__ _ ५. दोहरे तला में मैनहाल और लाइनिग होल -- - ( 1 ) पोहरे तल , 
के मिनि भागों में संबानन और सुगम प्रवेश मुनिश्चित करने के लिए 
वाहरे तल टंकी : मी मजलरोधी अभयवा में भी होलों और लाइटनिंग 
हालों की व्यवस्था की जाएगी । टंकी के शीर्ष में मैनहोली की संख्या , 
मुस संवासन और तुरन्स पहुँच सुनिश्चित करने के अनुरूप म्यूनतम कर 
दी जाएगी । मैन हालों का स्थान निर्धारित करते समय इस बात का 
ध्यान रखा जाएगा कि मुख्य उप -प्रभाग कक्षों के दोहरे सम से अन्तर्योजन 
की सम्भावना न रहे । 

( 2 ) टंकी के शीर्षों में मैनहालों के उत्थान , इस्पात के होंगे और 
जहा स्थौरा स्थानों में छत की व्यवस्था नहीं की गई है वहा, ढक्कन 
पौर उनकी फिटिंग को क्षति मे प्रभावशील रूप में मरक्षित किया जाएगा । 

( 3 ) अधिरचना के सभी अजमती अवयों में पर्याप्त बायु और 
निफासी छिद्रों की व्यवस्था की जाएगी । 


( 4 ) सर्भ मामलों में , स्टने मलियां सामान्य प्रायतन के जलरोधी 
कम्पार्टमेंट में परिबद्ध की जाएंगी । स्टर्न ग्लेड, स्टनं नली कम्पार्टमेंट से 
पथक जलरोधी शैफ्ट मुरंग या प्रम्य जलरोधी स्थान में स्थित होंगे और 
ऐसे प्रायतम में होंगे कि उस दशा में भी मार्जिन लाइन में जब स्टर्न 
ग्लैंड से टपकन द्वारा मुरंग या जलरोधी स्थान जल से भर जाता है । 

. दोहरी तल टंकी-~~-( 1 ) इस नियम के उपबन्धों के अधीन रहते 
हए, गर्ग 1 , 2 , 3, 4, 5, 6 या 7 के प्रत्येक ऐसे पोत में ऐसे जलरोधी 
वोहरे मल फिट किए जाएंगे जो कम से कम निम्नलिखित विस्तार के 


होग: - - 


( क ) लम्बाई में 50 मीटर या उससे अधिक किन्तु 61 मीटर से 

कम लम्ब पातों में , दोहरा तल कम में कम मीनरी स्थान 
से अगली पीक पोतभिक्ति तक मा यथासाध्य उसके निकट , 

फिट किया जाएगा । 
( ब ) लम्बाई में 61 मीटर या उससे अधिक किन्तु 76 मीटर से 

पाम नम्मे पानी में वोहरा तल कम से कम मशीनरी स्थान के बाहर 
सो फिट विमा ही गाएगा और मका विस्तार पगली पीक 
और पिछली पीलः पोसमिति मका या यजामाध्य उनके निकट 
तक होगा । 


( 4 ) इंधन या स्नेहक सेल वहम करने वाले कक्षों को एक दूसरे 
से पुपक करने के लिए या ताजा जल वहन करने वाली टंकियों से ऐसी 
सभी तेल टैक्यिों की पृथक पारने के लिए , दोहरे सन में सेलरोधी पाफर 
डेमों की व्यवस्था की जाएगी । 


- - - - - - - 


- 
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( 5 ) गहराई मन: छड़ की चोट मे पोष की तल लेरिंग को क्षति 

( 10 ) सभी काटें , पका और अन्य घोरसायोजन पर्याप्त होंगे । 
से बचाने के लिए , गहराई मापी नलियों के नामें पर्याप्त मोटाई की पाहनन 

11. जलरोधी डेका, स्टेप और फ्लेट - - ( 1 ) डेकों, स्टेयों और फ्लेटों 
प्लेटो की या अन्य उपयुक्त प्रबन्ध की व्यवस्था की जायगी । 

की क्षेनिज एनेटिंग, जिनका इन नियमों द्वारा जलरोधी होना अपेक्षित है, 
10. जनरोधी पोनभित्ति , आदि का निर्माण--- ( 1 ) आन्तरिक अधि ! नरपानी सतहों पर अलरोधी पोतभितियों के लिए अपेक्षित मोटाई में कम 
रचना की भन्दा पापभित्ति और अन्य भाग, जो पान में मलरोधी उप भै कम 1 मिलीमीटर प्रधिकः मोटी होगी । 
प्रभाय का भगरूप है, ऐसी सामर्थ्य का होगा तथा हम प्रकार मिमित 

( 2 ) बीमों के लिए पोतमित्तियों द्वारा या गईरों द्वारा , या जहाँ 
पिया जाएगा कि वह पर्याप्त प्रतिरोध के साथ , अधिकतम जलदानी ऊंचाई 

प्रावस्यमा हो , स्तंभों वाय, पर्याप्त पालम्ब की व्यवस्था की जाएमी मोर 
के कारण वाम को , जो से पास के क्षतिग्रस्त होने की दशा में सहन करना पडे , 

स्तों के जोड़, जलपान के कारण भार संभालने में सुसमर्थ होमे । 
संभाल सकने में समर्थ हो । ऐमी जलवामी ऊंचाई, माजिन लाइन फी 
ऊंचाई से या मी अधिकतम ऊंचाई में जो प्लावन या के परिणामस्वरूप 

( 3 ) जहां फेम किसी डेक स्टेप या फलेट से होकर आता हो , जिसका 
हो , इनमें से जो भी उच्चतर है, कम नहीं होमी । 

जलरोधी होना अपेक्षित है, वहाँ ऐसा डेक , स्टेप या फलेट मी या 

मीमेंट के उपयोग के बिना, जलरोधी बनाया जाएगा । 
( 2 ) प्रत्येक रोमी परणिति और आमरिफ अधिरचना का भाग , 

____ 12. प्रशिखर, गहरी और अन्य कियाः - - ( 1 ) जहां यम्य पदार्थों 
मृदु स्पाम से निर्मिन होगा और हितीय अनुसूची की अपेक्षामों का अनु 

की कारण करने के लिए प्राशयित मनशिखर पोतभिनि , गहरी टंकी पोत 
पालन करेगा । 

भित्ति और किसी अन्य टंकी की पोममिलि जलरोधी उप-प्रभागों की 
( 3 ) प्रत्येक पातमित्ति , निमा इन नियमों द्वारा अलरोय होना सीमानों पर है , वहां ऐसी पोतभित्तियां, नुमके प्रागयिन प्रयोगम को ध्यान 
अपेक्षित है , अनुसूची में दी गई मोटाई में अन्यून मोटाई की प्लेटिंग में में रखते हुए, पर्याप्त होगी । 
निर्मित नहीं होगी । यदि कोई पालभित्ति , कोयला जलने में चलने वाले 

( 2 ) एक प्रोर से दूसरी पोर तक विस्तारित गहरी टंकियों में , 
पोत में , स्टोक होल स्थान के छोर पर है तो , प्रत्येक स्टीक होला फर्श 

यथास्थिति , तेलरोधी या जलरोधी पोतभित्ति मध्य लाइन होगी । ऐसी 
के ऊपर कम से कम 600 मिलीमीटर की ऊंचाई तम , पतिमिसि प्लेटिंग 

पोनभित्तिमों में उसी रीति में षटका माप होंगे में मीमा पौतभित्तों मे 
मा निचला भाम जितना अपेक्षित है, उसे कम से कम 2 5 मिलीमीटर 

मामले में होते हैं । 
अधिक मोटा होगा । यदि पोतमिति कोयला बंकर स्थान के छार पर है 
तो , उसका सबसे निचला स्ट्रेक कम से कम 900 मिलीमीटर ऊंचा और 

( 3) टंकी पोतमितियों पर फिट किए गए गईर, पोसभित्तियों और 
द्वितीय अनुसूची भरा अपेक्षिा मोटाई से 2 . 5 मिलीमीटर अधिक मोटा 

पोत पार्क पर. सतत पालम्म लाइन बनाएंगे । उनके छोरों को फ्लैग 
होया । अन्य मभी पोनभित्तियों में सबसे निचली पी अपेक्षित मोटाई 

फिटों द्वारा संयोभित किया जाएगा । 
से कम से कम 1 मिलीमीटर अधिक मोटी होमी और कोई भी निसल 

( 4 ) टंकी शीर्ष, पोतभित्ति प्लेटिंग से 1 मिलीमीटर अधिक मोटी 
प्लेट कम से कम 2 . 5 मिलीमीटर अधिक मोटी होगी । 

होगी । 
( 4 ) प्रत्येक सीमा एमिल , उम पोतभित्ति प्लेटिंग के लिए , जिससे ___ 13, जलरोधी रिसेस और ममामः - प्रत्येक रिसेस और ट्रकमार्ग 
मह संलग्न है, अपेक्षित मोटाई से कम से कम 2. 5 मिलीमीटर अधिक 

को , जिनका इन नियमों ारा जलमोधी होना अपेक्षित है, इस प्रकार निर्मित 
मोटा होगा । 

किया जाएगा कि सभी भागों की साम और वसायपर सवह पर 
( 5 ) प्रत्येक पोनभित्ति ऐसे हक के साथ फिट की जाएगी कि अलरोधी पोतभित्तियों के लिए अपेक्षित व्यवस्था से कम नहीं होगी । 
उसमें ब्रेकट या पफह गिरे मंयोजक लगे हो और जो द्वितीय अनुसूची की 

___ 14, जलरोधी सुरंगे - - ( 1 ) प्रत्येक सुरंग को , जिसका इन नियमों 
प्रपेक्षामों के अनुसार हों । जहां दुक्ता के लिए अन्य वृद्धक प्रयुक्त किए 

के अधीन जलरोधी होना अपेक्षित है, द्वितीय अनुसूची में यथा उपदर्शित 
जाते हैं , वहां वे, प्रथा उपशिल, समान सामये और दक्ता के होंगे । 

प्लेटिंग और इकों से निर्मित किया जाएगा । अन्य प्रकार के हक सभी 
ढक को किमी टक्कर पोसभिस पर एक दूसरे से 600 मिलीमीटर या 

प्रयुक्त किए जा सकेंगे, जब उनके द्वारा वी गई सामर्थ्य और दृढता , द्वितीय 
किसी अन्य पोतभिति पर , एक दूसरे से 900 मिलीमीटर मे अधिक 

अनुसूची द्वारा अपेक्षित सामर्थ्य और दुरता से कम न हो । सभी बड़कों 
दूरी पर नहीं रया जाएगा । 

के निपले सिरे , सुरंग माधार एंगिल पर प्रतिव्याप्त होंगे और उनके साथ 
( 6 ) प्रत्येक काम का निचमा छोर, लप्लेटिम या असरमल प्लेटिम दक्षतापूर्वक बद्ध होंगे । 
से या क्षेतिज प्लेटिंग से , जो पर्याप्त पालम्ब देता है, मलमलिया जामा । 

( 2) प्रत्येक भीसरी पृष्ट, जिसका इनः नियमों के प्रधाम जलरोधी 
( 7 ) प्रत्येक टेक मनह पर, जो इसक पति का शीर्ष है, प्लेटिंग होना अपेक्षित है, ऐसी सामर्थ्य और निर्माण का होगा कि यह मामिन 
की व्यवस्था इस प्रकार की जाएगी , जिप्से पोतभिनि में पोतिज करता लाइन जल जलदायी ऊंचाई मंभालने में ममर्ष हो । 
सुनिश्चिल की जा सके । 

____ 15. जलरोधी पोतभित्तियों भावि का परीक्षण -- ( 1 ) मुख्य कों 
( 8 ) कट लगे हुए दृशकों की दशा में , मिनला फट या उसका का , उनमें पानी भर कर, परीक्षण अनिवार्य महीं होगा । 
संयोजक एंगिल , वृहक की गहराई से कम गे कम 2 . 5 गुना होगा और 

( 2 ) सभी जलरोधी पोमभित्तियों , डेकों और सुरंगों का , 2 . 2 
उसका विस्तार पोभित्ति के साथ वाले फर्श तक होगा तथा ऊपरी कट किग्रा० सेमी से प्रन्यून के वाब पर होज परीक्षित किया जागगा । 
ऐसे एंगिल में साथ जोड़ा जाएगा , जिसका विस्तार बीम स्थान तक है 

( 3 ) सभी ऐसी टंकियों का , मो पोस की अधिरचना का भाग हैं , 
या मधिरचनात्मक कटोरता सुनिश्चित करने के लिए , अन्य समान रूप 
से प्रभावी युक्ति अपनाई जाएगी । 

और द्रष्य पदार्थों को धारण करने के लिए प्राशयित हैं , उस अधिकतम 

ऊंचाई तक , जिम नफ मेवा के लिए देकियों के पहुंचने की संभावना की 
( 9 ) जहां वृक्षकों को पीसमिति के निचले भाग में किसी जलरोधी जाए, जलवाबी ऊंचाई के साथ परीक्षण किया जाएगा । किसी भी पा में 
पार के मार्ग में काटा जाता है, यहां ग्युसे स्थानों को उचित रूप से ऐसी ऊंचाई , टंको शिखर से ऊपर कम से कम 2 . 3 मीटर होगी । 
बनाया और फटबद्ध किया जाएगा तथा टेपरिन अब प्लेट या बटरेस , 

16 जलरोधी पोतभिसियों में हार : ( 1 ) वर्ग 1, 2, 3, 4, 5, 
जो सिरे पर दा किया हुआ हो , पोतमिति के प्राधार से ऐसे द्वार के 6 या 7 के प्रत्येक पोने की , पोभित्तियों और अन्य अधिरनामों में , 
खुलने के स्थान को ऊपरी सता तक , द्वार की प्रत्येक और फिट किया जिमका इन नियमों के प्रवीण जलचोधी होला अपेक्षित है,दारों की समया 
जाएगा । 

पोन के डिजाइन और उचित कार्यकरण के अनुसार न्यूनतम होगी । 
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बेधती है, यदि मांग लगने पर ऐसी पनि में कमी. पोममिति 

की जलरोधी अखंडता को भीण करती है । 
( ब ) ऐसे किसी पोत की टक्कर पोतभित्ति में , मार्जिन लाइन से 

नीचे एक में अधिक पाइप बेधित नहीं किए जाएंगे । यदि 
अग्र पीक को , दो भिन्न प्रकार के मुख्य पदार्थ रखने के लिए 
विभाजित किया जाता है सो , टपकर पोतभित्ति में मामिन 
लाम मे नीचे अधिक से अधिक दो पाइप बेधित किग का 
मगे । टक्कर पोतभिति को देधित करने वाले प्रत्येक पाइप 
में स्क्रयु -नाउन पाल्न लगाए जाएंगे जो पोनभित्ति डेक के ऊपर 
परिचामित किए जा सकते हों और वाल्य जैस्ट टमकर पोत 

भित्ति के प्रागे के भाग पर लगाई जाएगी । 
17. जलरोधी पोनभित्तियों में विवर बन्द करने के साधनः- - ( 1 ) 
वर्ग 1, 2, 3, 4, 5, 6 या 7 के प्रत्येक पोत में , पोतभित्तियों . फे सभी 
विवरों और अन्य अधिरचनाओं को , जिनका इम नियमों द्वारा जलरोधी 
होना अपेक्षित है, बन्द करने और जलरोधी बनाने के लिए, वक्ष साधनों 
की व्यवस्था की जाएगी । 

( 2 ) किसी ऐसे विवर में लगाया गया प्रत्येक दरवामा मभी जलरोधी 
दामाजा होगा : 

परन्तु वर्ग 1 के पोत में या यर्ग 2 के किसी पोत में , जिसमें 0 . 
या उससे कम के उप -प्रभाग के फैक्टर का होमा इन नियमों द्वारा अपे 
क्षित है, मम्जेवार जलरोधी परवाजे निम्नलिखित स्थितियों में लगाए गा 
सकेंगे ? 
( क ) झिसी डेक के ऊपर यात्री, फर्मीवर और कार्यपालम स्थानों 

में , जिसके नीचे का भाग, उसके निम्मतम बिन्दु पर, उप 
प्रभाग भार लाइन के ऊपर, कम से कम 2. 15 मीटर पर 


( 2 ) ऐसे किसी भी पोत में , संवातन घासप्रवाह या प्रशीतम पति 
के संबन्ध में संस्थापित ट्रंक ऐमी पोनभित्तियों या अधिरचनात्रों का यथा 
साध्य वेधन नहीं करेगे । 

( 3 ) ऐगे किसी भी पोस में , दोहरे नाल के ऊपर , यदि कोई है, 
प्रत्येक सुरंग, जो कर्मीवल स्थान या मशीनरी स्थान तक पहुंचने के लिए 
है अथवा किसी अन्य प्रयोजन के लिए पाइपिंग फिट की गई है, और 
यह पोतभिप्ति मे गुजरती है तो वह अनरोधी होगी । ऐसी मुरंग के 
कम से कम एक सिरे पर, यदि यह समुद्र पर मार्ग के Fप में प्रयुक्न 
होती है, पहुंचने का मार्ग एक ट्रंक मार्ग से होकर जाएगा जो मार्जिन 
लाइन की ऊंचाई मे ऊपर प्रवेश कर सकने के लिए पर्याप्त जलरोधी हो । 
दूसरे छोर पर माने जाने के लिए जलरोधी द्वारा होगा । कोई भी सुरंग , 
प्रथम उप -प्रभाव पोतभित्ति के जो टक्कर पोनभित्ति के पीछे है, मागे नहीं 
जाएगी । 

( 4 ) एमे किसी भी पोत में , अधिक से अधिक एक बारमार्ग ( बंकर 
या मुरंग द्वार मार्ग मे भिक्ष ) मुख्य और सहायक मशीनरी वाले स्थानों 
में मुख्य अनुप्रस्थ पोलभित्ति को बेधेगा । जहां दो या दो से अधिक शैपट 
फिट किए जाते है , वहां सुरंग भनर-संचारी मार्ग द्वारा जुड़ी हुई होगी । 
जहां एक या दो पौफ्ट फिट की गई हैं, वहाँ मशीनरी स्थान और सुरंग 
स्थान के बीम केवल एक बारमार्ग होगा और जहां दो से अधिक शैफ्ट 
है , वहां केवल को द्वार- मार्ग होंगे । ऐमे सभी छारमागं इस प्रकार स्थिन 
किए जाएंगे कि उनकी बेहालयां यथासाथ्य ऊमी हो । 

( 5) ऐसे किसी भी पोत में द्वारमार्ग, मैनहोल और प्रवेश द्वार 
मार्जिन लाइन के नीचे टक्कर पोनभित्ति में या किसी अन्य ऐमी पोतभित्ति 
मैं , जिसका इन नियमों के अधीन अलरोधी होना अपेक्षित है और जो एक 
स्मोरा स्थान को दूसरे स्थोरा स्थान से या स्थायी अथवा प्रारक्षित बंकर 
से अलग करता है, लगाए नहीं जाएंगे ; 

परन्तु केन्द्रीय सरकार, किसी पोत के रेफ स्थोरा स्थानों को लग 
करने के लिए कारमार्ग और पोतभित्तियो लगाने की अनुमा तब दे सकेगी 
जब उसका यह समाधान हो जाए कि , - - 

( क ) बारमार्ग पोत के उचित कार्यपालन के लिए आवश्यक है । 
( ख ) पोत में ऐसे वारमार्गों की संख्या पोत के डिजाइन और उचित 

कार्यचालन की दुष्टि से न्यूनतम पावश्यक है और ये यथामाध्य 

अधिकतम ऊंचाई पर लगाए गए हैं ; और 
( ग ) से बारमार्गों के बाहरी अध्याधर किनारे, पोत की शैल प्ले 

टिग से यथासाध्य अधिकतम दूरी पर स्थित है और किसी 
भी पणा में पोत की चौड़ाई के 1/ 5 से कम पर नहीं है । 
ऐसी दूरी , गहनतम उप- भाग भार लाइनों की सतह पर पोम 

की मध्य लाइन के समकोण से मापी जाएगी । 
( 6 ) वर्ग 1, 2, 3, 4, 5, 6 या 7 के प्रत्येक पोस मे , मशीनरी 
माले स्मामों के बाहर पोतभित्तियों में , जिनका इन नियमों के अधीन 
जलरोधी होना अपेक्षित है, ऐसे द्वार नहीं बनाए जाएंगे जो केवल मुवाय 
भीष्ट की दुई प्लेटों से बन्च किए जा सकते है । 

( 7 ) ( क ) ऐसे प्रत्येक पोत में , जिनको ये नियम लागू होते हैं: - - 
( 1 ) बाल्य और टोंटियां, जो पम्पन पद्धति का भाग नहीं हैं, ऐमी 

किसी पोतभित्ति में , जिसपा इन नियमों द्वारा जलरोधी होना 

प्रपेक्षिन है, लगाई नहीं जाएंगी ; 
( 2 ) यदि किमी ऐसी पोतमित्ति में पाइप , परनालों , विद्युत केवल 

या समरूप फिटिंग बेधित की जाती है तो , यह सुनिश्चित 
मारने के लिए व्यवस्था की जाएगी कि पोतभित्ति की जलरोधना 

क्षीण न हो । 
( 3 ) भार या अन्य ऊष्मा संवेदी पदार्थों को ऐसी पद्धतियों में प्रयुक्त 

नहीं किया जाएगा, जो पोतभित्ति के जलरोधी उप - प्रभाग को 


( R ) किसी पोतभित्ति में , जो टस्कर पोतभित्ति नहीं है और जो 

हेक स्थानों के बीच दो स्थोरामों को विभाजित करता है । 
( 3 ) सभी जलरोधी दरवाजों की गति क्षेतिज या अर्वाधर हो 
सकेगी और ये - - 

( क ) केवल हस्न परिपालित होंगे ; या 
( ख ) शक्ति परिचालित होंगे, जब इन नियमों द्वारा ऐमा अपेक्षित 

हो , तथा हस्त परिचालित भी होंगे । 
( 4 ) इन नियमों के अनुसार लगाये गये कम्मेवार जलरोधी परवाजों 
में , पोतभित्ति के , जिसमें वरवाजा लगाया गया है, प्रत्येक पोर से कारगर 
पकड़ या समलप मीत्रता से कार्य कर सकने वाली पाश-युमिनयों की 
व्यवस्था की जायेगी । 

( 3 ) जहाँ पपी जलरोधी दरवाजे , प्रथम अनुसूची में निविष्ट स्थिति 
में लगाये जाते हैं, वहां ऐसे दरवाजों पर सुदूर नियंत्रण युक्तियां नहीं 
लगाई जायेगी और ऐसे प्रत्येक जलरोधी दरवाजे में , जिसे ऐसी किसी 
स्थिति में लगाया जाता है और जिस तक उस समय पहुंचना मुगम है 
जिस समय पोत समुद्र में है, दक्ष पापान व्यवस्था लगाई मायेगी । ऐसे 
दरवाजों के बाहरी किनारे, शैल प्मेटिंग में 0 . 28 की दूरी पर भीतर 
की ओर होंगे । 

( 6 ) प्रत्येक दरवाजा, जिसका इन नियमों के अधीन जलरोधी होना 
अपेक्षित है, बोल्टों से भिन्न साधनों पारा सुरक्षित किया जाएगा पौर 
गुरुत्वाकर्षण से भिन्न साधनों द्वारा बन्द हो सकेगा । 

( 7 ) स्थायी और प्रारक्षित बंकरों के बीच पौतभित्तियों में लगाए 
गये जलरोधी दरवाजे, उन जलरोधी दबाजों के सिवाय , सवा पढेष योग्य 
होंगे , जिन्हें पोतभित्ति डेक के नीचे डेक स्थानों के बीच में बंकरों के 
बीच लगाये गये फोयले को काट -छांट करने के प्रयोजना समुद्र में बोला 
जासकेगा । 


- - - 


- 


- 


- 
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( 6 ) सभी ननरोधी वरबागे , गमे दरवाजा के सिवाय मिनना पोन 

गर्क । व्यवस्था मी होगी कि खोले जाने पर दरवाजा, नौ 
के कायंचालन के दौरान खुला रखा जाना अपेभित है, मन्द गवे जायेगे । 

वहन स्थान पर एम स्थान में बंद कर दिये जाने के बाद 
18. मी जलरोधी दरवाजों के परिचालन के माधन :- - ( 1 ) यदि 

खोलने पर, म्यतः बन्द हो जाए और इस बात के होते हुए 
वर्ग 1,2, 3, 4, 5, 6 या 7 के एमे पोतों को , जिन्हें प्रश्रम अनुमची के भाग 3 

भी कि ऐमे एक स्थान में बोले जाने का प्रयत्न किये जाने की 
के अनुसार उपविभाजित करना अपेक्षित नहीं है, पोभित्ति में लगाया 

दशा में , द्वार बन्द हो रहे । शक्ति पति को नियंत्रित करने 
गया कोई भी अलगेधी दरवाजा ऐसी स्थिति में है, जिसका ममुद्र पर 

के लिए उस पोर्भािन के , जिसमें दरवाजा लगा है, दोनों और 
खोला जामा अपेक्षित है और यदि ऐसे दरवाजे की देहरी गहनतम उप 

हेन्डिलों की व्यवस्था की जाएगी और वह इस प्रकार की 
प्रभाग भार जल लाइन घेः नीचे है तो , निम्नलिखित उपबन्ध्र लागू 

होगी कि द्वार मार्ग मे गुजरने वाला कोई भी व्यक्ति, बरन 
होंगे :- -- 

करने की प्रक्रिया को अकस्मात परिचालित किये बिना , दोनों 

हैन्डिालों को एक साथ खुली स्थिति में रोक सके । 
( क ) जब ऐसे दरवाजों की मख्या (पौफ्ट मुरंगों में प्रवेश के लिए 
दरवाजों को छोड़कर ) 5 से अधिक है तो , ऐसे मभी और 

( ख ) जलरोधी दरवाजे यथासंभव शीघ्रता मे बन्द हो मकसे हों 
उन दरवाजों पर , जो शैफ्ट सुरंगों में प्रवेश के लिए है , 

किन्तु बन्द होने की गति बननी व्रत नहीं होगी कि बहधार 
संवातन, प्रणोदित वात-प्रवाह या समाप इक्ट शक्ति पालिस 

से गुजरने वाले व्यक्तियों के लिये खतरा बन जाये । 
होगा नथा वह नौचालन स्थान पर स्थित एक स्थल में एक 

( 7 ) ( क ) प्रत्येक पोन में जहां अग्नरोधी दरवाजों का इन नियमों 
माथ बन्द किया जा सकता हो । 

द्वारा शक्ति से परिचालित किया जाना अपेक्षित है, वहां शामि 
( ख ) जप ऐसे दरबाजों की संख्या ( पौफ्ट मुग्गो में प्रवेश के लिए 

के कम में कम वो स्वतन्त्र स्रोत होंगे , जिनमें से प्रत्येक सभी 
दरवाजों को छोड़कर ) एक मे अधिक किन्तु 5 से अधिक 

दरवाजों को एक -याथ परिचालित करने में समर्थ होगा । दोनों 
नहीं है :--- 

गफ्नि स्रोतों को नौ - परिवहन स्थान पर एक ही स्थान से 
( i ) नही पोस में पोतभित्ति डेक के नीचे कोई यात्री स्थान 

नियंत्रित किया जाएगा और यह जांच -पाताल करने के लिये 
मही है, वहां ऐसे सभी दरवाजे हम्मचालित हो सकते है ; 

कि दो शक्ति स्रोतो में से प्रत्येक मोत अपेक्षिप्त सेवा समाधाम 

प्रद मा में वेने में समर्थ है , मभी प्रावण्यक मृचकों की 
( ii ) जहां पोत में पोतभित्ति हैक के नीचे यात्री स्थान है , 

श्यवस्था की जाएगी । 
चही ऐसे सभी दरवाजे और उन दरवाजों पर संवानन , ओ 
शैफ्ट रंगों में प्रवेश के लिए हैं , प्रणोदित वात प्रवाह 

( ख ) द्रवमालिन परिचालन की वमा में प्रत्येक शक्मि स्रोत में एक 
या ममरूप उक्ट , शक्ति चालिम होगा और नौपरिवहन 

पम्प होगा जिसमें अधिक से अधिक 60 मैकेट में मभी दरवाजे 
म्याम पर स्थित एक स्थग्न मे एक-माथ बंद किया जा 

बन्द करने की क्षमता हो । इसके अतिरिक्त सम्पूर्ण संस्थापन 
सकता हो : 

के लिये , कम से कम 3 बार , अर्थात् , खुली मे बंब स्थिति, 

बंद से खुली स्थिति और खुली मे बन्द स्थिति में , सभी 
परन्तु जहां किसी पोत में केवल 2 से दरवाजे है और ये मशीनरी 

परषाजों को परिचालित करने के लिये पर्याप्त क्षमता के 
वाले स्थान को जाने के लिए हैं या उसके भीतर हैं, कहां केन्द्रीय 

द्रघचालित संचायकों की व्यवस्था की जाएगी, प्रयुक्त द्रव्य ऐमा 
मरकार उनके हस्तथालित होने की अनुशा दे सकेगी । 

छोगा जो पोन मारा, उसकी सेवा के दौरान , समागम किये 
( 2 ) उपनियम ( 3 ) में अन्यथा उपबन्धित के मिथाय , ऐसे जलरोधी 

जाने वाले किसी ताप पर न जमता हो । 
दरवाजे , जिनकी देहली गहनतम उप प्रभाग भार जम लाइन से ऊपर 
पौर लाइन मे नीचे है, जिनकी नियने भाग के निम्नतम बिन्दु उप 

( 8 ) शक्ति परिचालित प्रत्येक जलरोधी वरवाजे में , हस्त परिचालित 
प्रभाग भार लाइन से ऊपर कम से कम 2. 15 मीटर पर है, मी 

दक्ष गियर की व्यवस्था की जायेगी जो दरवाजे के दोनों ओर और 
दरवाजे होंगे और वे हस्तचालित हो सकेंगे । 

पातभित्ति हैक के ऊपर अभिगम्य स्थान से बालित किया जा सकता हो 

और जिसमें भकल क्रेक गति या सुरक्षा की समरूप गारंटी देने वाली 
( 3 ) वर्ग 2, 4 या 5 के प्रत्येक ऐसे पोत में , जिसे प्रथम अनुसूची कोई अन्य गति हो । 
के भाग 3 में प्रमुमार उप-विभाजित किया गया है, सभी सी जलरोधी 

( 9 ) प्रत्येक सी जलरोधी दग्याजे में , जिसका शक्ति द्वारा परि 
दरवाजे शक्ति परिचालित होंगे और नौबहन स्थान पर स्थित एक स्थल 

पालन अपेक्षित नही है, हम्त परिचालित दक्ष गियर की व्यवस्था की 
से एक -साथ बन्द किये जा सकेंगे । जहाँ केवल एक जलरोधी दरवाजा 

जायेगी जो दरवाजे के दोनों ओर और पोलभित्ति हैक के ऊपर अभिगम्य 
है और वह मशीनरी स्थान में स्थित है , वहां उसे शफिन नालिन करना 

स्थान में परिचालित किया जा सकता हो और जिममें सकल र गति 
अपेक्षित नहीं होगा । 

या मुरक्षा की समाप गारंटी देने वाली कोई अन्य गति हो । 
( 4 ) वर्ग 1, 2, 3,4, 5, 6 या 7 के किमी पोत में , पोतभित्ति डेक के 

( 10 ) हम्न परिचालित गियर द्वारा , फिमी दरवाजे को पूर्ण बंद 
नीम स्थानों के बीच में बंकरों के बीच लगाया गया कोई भी मी 

करने के लिये प्रावश्यक ममय तम 90 सैकंड से अधिक नहीं होगा 
जलरोधी वरवाजा, मिसे कोयले की काट-छांट करने के प्रयोजनार्थ ममुद्र 

जब जलयान सीधी स्थिति में हो । हस्त परिचालित गियर से डिजाइन 
पर खोला जा सकेगा, शक्ति परिचालित होगा । 

का होगा कि वरवाजे प्रत्येक अपेक्षित परिचालन स्थिति से बन्न किये 
( 5 ) जहां कोई ट्रकमार्ग , जो किसी प्रशीतन , मंयातन या प्रणोदित और खोले आ सके । 
वास-प्रवाह पद्धति का भागरूप है, एक से अधिक अनुप्रस्थ जलरोधी पोन 

( 11 ) पोभिनि एक के ऊपर से मशीनरी में भी जलरोधी 
भित्तियों से होकर जाता है और ऐसे ट्रंकमार्ग के द्वारों की देहनिया दरवाजा को परिचाग्निन करने के लिये हम्त परिचालन गियर मशीनरी 
गहनतम उप- प्रभाग भार अल लाइन के ऊपर 2 . 15 मीटर से कम पर हैं , स्थान के बाहर तब तक रणे जायेंगे जब तक कि ऐसी स्थिति प्राव एपक 
यहां ऐसे बिबरों पर सी जलरोधी द्वारा शक्ति चालिस होंग । 

गियर संबंधी दक्ष व्यवस्था के प्रमंगत न हो । 
( 6 ) ( क ) यदि गी जलरोधी द्वार का इन नियमों द्वारा नौपरिवहन ___ 19. जलरोधी दरवाजे , संकेत और संचार : -- ( 1 ) पोन में लगाये 

स्थान पर शक्ति द्वारा एक स्थान से परिचालन अपेक्षित है गये प्रत्येक मी जलरोधी दग्याजे में , दरवाजे पर से भिन्न प्रत्येक ऐसे 
तो , शक्ति पति इम प्रभार व्यवस्थित की जायेगी कि स्थान पर जहां से उसे बन्द या खोला जा सकता हो , यह दर्शित करने के 
दरवाजे पर ही दरवाजे को मित में भी परिचालित किया जा लिये कि दरवाजा कब खुला है भौर काय बम्द है, सूचक से जुड़ा होगा । 
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( 2 ) शगिन द्वारा परिचालित प्रत्येक दग्यागे के मंबंध में , जब 

( 9 ) प्रत्येक मम्पूर्ण अलगेधी दरवाजे का परीक्षण ऐसे प्रत्रीय रात्र 
दरवाजा बन्य किया जाने वाला है, दरवाजे पर श्रव्य घेतावनी मकेत देने द्वारा किया जाएगा । यह प्रवीय वाम उम जलदाबी ऊबाई के बराबर 
वाली युक्ति की व्यवस्था की मायेगी । व्यवस्था ऐसी होगी कि उम होगा जो दरयाजे के तल से पोतमिति के , जिसमें दरवाजा लगा है , निकट 
स्थान में , जहा में सरताजा बन्द किया जाने वाला है , परिचालन हैसिय मार्जिन नाइन तक के बराबर है । किमी भी दशा में यह जलदायी 
की एक गति से ही पर्याप्त रावन ध्वनि मिल पौ . ग्वाजा बन्न हा 

उचाई वाब सी दग्याजे के लिए 6 मीटर णीर्ष में कम पा कब्जयार 
सके । मंकेत दग्याजे के बन्द होने में कुछ समय पूर्व बगना चाहिए जिनमें वग्याजे के लिए 3 भीटर से कम नहीं होगी । वह फ्रेम युक्ति जिसमे 
कि यक्तियो का दरवाजे से हट जाने के लिये पर्याप्त समय मिल जाए । 

परीक्षण के प्रयोजनार्थ दग्याजे की फ्रेम लगाई जाती है, उस पोनभित्ति 
मंकेन तब तक मजना रहेगा , जम तर कि दरवाजा पूर्णमया बन्द नही हो 

मे, जिगमें उम दरवाजे की फेम को लगाया जाना है, अधिक दुक नही 
जाता । 

होनी चाहिए । 
( 3 ) यदि कोई करवाजा , जिसका इन नियमो धाग जलरोधी होना 

। यात्री पातो की मार्जिन नाइन के नीचे शेल प्रोटिग मे विवर . 
अपेक्षित है , नौचालन स्थान पर एक ही स्थान से, परिचालित किए जाने ( 1 ) माजिन लाइन के नीचे शेल प्लेटिग माइ स्फटिल, परनालों , 
योग्य नही है तो दूरभाष तार या किन्हीं अन्य मीधे साधनों द्वारा संचार शौच नालियों और अन्य विवरों की मख्या पोन के डिजाइन और ममूवित 
के माधनो की व्यवस्था की आएगी जिममे निगरानी रखने वाला अधिकारी फार्यकरण के अनुरूप न्यूनतम होगी । 
दरवाजे को बन्न करने के लिए, उतरदायी व्यक्तियों को मसूचित कर 

( 2 ) शेल प्लेटिंग के किसी वियर को अन्द करने की व्यवस्था 
सके । 

प्राशयित प्रयोजनों के संगत होगी और ऐसी होगी जिममे जलगाता 
( 4 ) इन निगमो दाग अपेक्षित सूचक मंकेन और चेतावनी संकेत , 

सुनिश्चित हो सके । 
यदि शक्ति परिमालिम है , इन नियमो के अनगार उपवन्धित मुख्य और 

( 3 ) ( क ) वर्ग 1, 2, 3, 4 या 5 के प्रत्येक पोन में , माइस 
पापात स्रोतों से शक्ति प्राप्त करेंगे । 

स्कटिलों की संख्या पोत के उचित परिचालन की अपेक्षाप्रा के अनुरूप 
20. जलगेधी दरवाजों का निर्माण : ( 1 ) प्रत्येक दरवाजा, जिसका 

न्यूनतम होगी । 
इन नियमो द्वारा जलरोधी होना अपेक्षित है, ऐसे डिजाइन , पमार्थ पोर 

( ख ) ऐसे किसी पोस में , यदि टेक स्थानों के बीच कोई मी 
निर्माण का होगा , जो उस पोलभित्ति की , मिसमे उसे लगाया जाता है , यादा स्कटिले हैं जिनकी वेठलिया उस लाइन मे जो पोनभित्ति डेक के 
जलरोधी अखण्डता को बनाए रथे । फिमी ऐम स्थान को , जिसमें मकर ममानान्तर है और जिमका सबसे निचला बिन्दु पोन की मोटाई के 
कोयला हो , सीधा प्रवेण देने वाला ऐसा कोई दरवाजा, अपने फ्रेम सहित , 21 प्रतिशत पर है, गठनतम उप प्रभाग भार लाइन के कार नीच 
रहरले हुए या नरम इम्पात का बना होगा । किमी प्रन्य स्थिति में ऐसा प्राती है तो ऐमी प्रत्येक माइा स्कटिल न खुलने वाली रोगी । यदि ममी 
कोई दरवाजा, अपने फेम महित, नरम छम्पान या उले हुए नोहे का बना होगा । साइड स्कटिलों की देलिया पूर्वोक्न लाइन के ऊपर हैं नो , ऐसे रेको 

के बीच प्रत्येक माइक स्फटिल या तो न खुलने वाली होगी या पोन 
( 2 ) प्रत्येक मी जनरोधी दवा या उसकी फेम के निर्धषण के मास्टर द्वारा इम बाबत प्राधिकृत व्यक्ति से भिन्न व्यक्ति द्वारा बोली 
फलक पर पीतग्न या समम्प धानु लगाई जाएगी , और यदि ऐमा फलक न आ सकती होगी । कोई भी माइर स्कटिल इस प्रकार नहीं लगाई 
चौड़ाई ।। 25 मिलीमीटर से कम है तो वह खषिों में लगाया जाएगा । जाएगी कि उमकी देहली गहनतम उप-प्रभाग भार लाइन के नीचे हो । 

( 3 ) ऐसे दरवाजे के स्त्रिय गिपर को परिचालित करने के लिए ( ग ) जहाँ उकों के यीच में किन्ही साइड स्कटिलों को देहलिया 
स्क्यि , एम उपयुक्त मामन : के नट में कार्य करेगा, जो मरक्षण को रोकता है । उम लाइन के नीचे है, जो पोगभित्ति डेक के ममानान्तर है और जिसका 

मबमे निवला बिन्दु पत्नन से पोम के प्रास्थान के समय की जान मे कार 
( 4 ) प्रन्येक उधिर सी जलरोधी दरवाजे के फ्रेम में कोई ऐमा 

1 37 मीटर तथा पोन की चौड़ाई के 21 प्रतिणन के योग पर है , 
याचा नही होगा , जिस पर धृष जमा हो सके । ऐसे किमी फ्रेम का वहां उस डेक के बीच में मभी साइड स्फटिल जलरोधी अवस्था में बन्द 
दरवाजा , यदि वह ग्नाचे के मप का है , इस प्रकार छ्यवस्थित किया होंगी और पोत के पत्तन छोड़ने के पूर्व , उनमें ताला लगा दिया जाएगा 
जाएगा कि उपम धल जमा न हो सके । ऐसे दरवाजे का तल-सिरा और पोत के अगले पातन पर पहुंचने के पूर्व उन्हें नहीं खोला जाएगा । 
शाहीय या प्रणिन होगा । 

से माइप फिटिग्नों को खोलने और याद करने का मगय लाग बक में 

दर्ज किया जाएगा । 
( 5 ) से प्रत्येक ऊर्ध्वाधर जलरोधी दरवाजे की , जो शक्ति ाग 
परिचालित होता है, डिजाइन और फिटिग एमी होगी कि यदि शक्ति 

( 4 ) वर्ग 6 और 7 के प्रत्येक पोत में माजिन लाइन के नीचे की 
प्रयाय म्फ जाता है तो , दरवाजे के गिरने का खतरा न रहे । 

माइड स्कटिल न खुलने वाली होगी । 

( 5 ) प्रत्येक पोत में मार्जिन लाइन के नीचे प्रत्येक साइड स्फटिल 
( 6 ) प्रत्येक अनुप्रस्थ सी जलरोधी दग्याजा इस प्रकार अधिष्ठापिन 

में स्थायी रूप से एक दक्ष कम्जेदार और लाइट की जाएगी ताकि वह 
किया जाएगा , जिससे पोस के हिनने डुलने के समय उसकी गति की 

मुगमता से और प्रभावशीन रुप में जलरोधी अवस्था में सम्पूर्ण रूप में 
रोका आ सक तथा उम प्रयोजनार्थ एक क्लिप या अन्य उपयुक्त युक्ति 

बन्द की जा सके । 
की व्यवस्था की जाएगी । यह यक्नि दरवाजे को बन्द करने में कोई 

( 6 ) ( क ) माइड स्कटिल किसी ऐसे स्थान पर, जो केवल स्थोरा 
मकावट नहीं डालेगी । 

या कोयला वहन करने के लिए यथोनित है, माजिन लाइन के नीचे 
( 7 ) प्रत्येक जलरोधी दरवाजे का फ्रेम , उम पोनभिति के माथ , 

नहीं लगाए जाएंगे । 
जिसमें दरवाजा लगा है, उचित रूप में लगाया जाएगा और फ्रेम तथा 

( स ) साइड स्कटिल, स्थोग या यात्रियो को पहन करने के लिए 
पोतभित्ति के बीच जोहने वाली सामग्री ऐसी होगी जो ताप से वह क्षीण अनुकल्पत यथोचित स्थानों में लगाए जा मकेगे । साइट स्कटिल इस 
या क्षतिग्रस्त न हो । 

प्रकार से निर्मित की जाएगी कि किसी व्यक्ति के द्वारा मास्टर की 

अनुमति के बिना उमे खोला जाना असम्भव हो । यदि स्थोरा ऐसे 
( 8 ) प्रत्येक जलरोधी दरवाजे मे, जो कोलमकर दरवाजा है, उसके स्थानों में पहन किया जाता है तो , साइड स्कटिलो पौर डेड लाइटों को , 
बन्द होने में एक परदा या कोई युक्ति लगा दी जाएगी जिससे कि स्थोरा नौवहित करने के पूर्व, तालाबन्द कर दिया जाएगा और ऐसी 
दरवाजे के बन्द किए जाने में काट न पड़े । 

तालाबन्दी सरकारी लाग बुक में दर्ज कर दी जाएगी । 
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( 7 ) स्वचालित संवाती साइड मटिल किमी पोत की पोल प्लेटिंग 

( 7 ) मार्जिन लाइन के नीचे लगाई गई सभी टोटियां और थाल्य , 
में मार्जिन लाइन के नीचे नहीं लगाई जाएंगी । 

जिनके फेल होने पर पोत का उप-प्रभाग प्रभावित हो मकना है, इस्पात, 
( 8 ) मार्जिन लाइन के ऊपर प्रौर एसी अधिरचनामों में जिनमें कांस्य या अन्य समतुल्य अच्छी सामग्री के बने होंगे । सामान्य तुला हुमा 
दक्ष तथा स्थायी रूप से दरवाजे लगे है, लगे स्वटिलों में कमजेदार हेड लोहा ऐसी फिटिंग के लिए प्रयुक्त नहीं किया जाएगा । 
लाइट होंगी । 

( 8 ) मशीनरी से जुड़े हुए मुख्य और महायक प्रवेश और विसर्जन 
( 9 ) उक गृहों या गउण्ड गृहों की , जिनमें मार्जिन लाइन के नीचे 

पाइपों में , पाइपों और पोत मी शेन प्लेटिग के बीच या पाइपों पीर 
फे स्थानों में जाने का मार्ग है और जिनमें वक्ष और स्थायी रूप में 

रोल प्लेटिंग से संलग्न गहे हए बाम के वीच महज अभिगम्य टोटियां 
दरवाजे लगे है, पहली मजिग्न में लगे माइ स्कटिलों में कटजदार रेड 

या वाल्व फिट किए जाएंगे । ऐसे प्रवेश या विमर्जनों से संलग्न ऐमी 
लाइट लगी होगी । 

सभी टोटिया या वाल्व और उनकी बाहरी ममस्त हिटग इस्पात , कास्य 
( 10 ) अन्य बन्द स्थानों में लगे माइड स्कटिलों में तथा ख्रिटकियों या अन्य उपयुक्त तन्य पदार्थ की बनी होगी । यदि इस्पात के बने हों 
में दक्ष साप में निमित सवाल हेड लाइट , और या शटर लगे होंगे । 

तो , ऐसी टोटिया और वाल्व संक्षारण से सुरक्षित रखे जाएंगे । 
22. परनाले, शौच नालिया और समरूप विवर : ( 1 ) मार्जिन 
लाइन के नीचे शेल प्लेटिंग से गुजरने वाले प्रवेश और विसर्जन पाइपों 

( 9 ) वर्ग 1, 2, 3, 4, 5, 3 या 7 के किसी पोत की मार्जिन 
में , पोत में जल के प्राकस्मिक प्रवेश को रोकने के लिए वक्ष और महज 

लाइन के नीचे जेल पग्लेटिंग में से निकाली गई विमर्जन पाइप , बाहरी 
सुगम युक्तियां लगाई जाएंगी । 

निकास और डेक , पनमंडाम या अन्य समरूप फिटिंग के बीच सीधी लाइन 

में फिट नहीं को आएंगी किन्तु ढले हुए लोहे या मीसे से भिन्न सारवान 
( 2 ) ऐसे विमर्जनों पाइपों की संख्या इस हंग में घटाकर न्यूनतम 

धातु के मोड़ या कोहनी के साथ व्यवस्थिन किए जाएंगे । 
कर दी जाएगी कि प्रत्येक विसर्जन पाइप , यथासम्भव अधिक से अधिक 
शौष और अन्य पाइपों के लिए प्रयुक्त हो सके या किसी अन्य मन्तोषप्रव 

( 10 ) मार्जिन लाइन के नीचे शेल प्लेटिग से निकाली गई मभी 
रीति में कार्य कर सके । प्रवेश और विसर्जन पाइपों के शेल वाल्व को विसर्जन पाइप और उनसे मम्बन्धित वाल्व क्षति से सुरक्षित रखे जाएंगे । 
शेल से ओरने वाले पाइप सीसे या अन्य साग संवेदनशील पदार्थ के बने 

( 11 ) मार्जिन लाइन के नीचे शेल प्लेटिग से जुड़ी हुई वाल्व , 
हुए नहीं होगे जिसगे कि आग लग जाने की दशा , में ऐसे पाइपों के टोटियां, विमर्जन पाइप और अन्य ममरूप फिटिंग रोल प्लेटिंग पर बेरुड़ 
भय हो जाने से प्लावन का खतरा उत्पन्न न हो । 

किए हुए डबलर पर फिट की जाएंगी । इन हिटगों को सुरक्षित करने 

के लिए लगाए गए स्टर सिर्फ हबलर में ही स्त्रियू किए जाएंगे , पोल 
( 3 ) मार्जिन लाइन के नीचे के स्थानों से शेल प्लेटिंग से होकर प्लेटिंग में नहीं । 
गुजरने वाले प्रत्येक विसर्जन पाइप में , जो मशीनरी मे मम्मन्धित नहीं है, -. 

( 12 ) माजिन लाइन के नीभे सभी जलरोधी कों में जलनिकासी 
( क ) पोतभिन डेक के ऊपर सहज अभिगम्य स्थान से उसे बम्ब के लिए दक्ष साधनों की व्यवस्था की जाएगी और किसी भी निकासी 

करने के लिए निश्चित माधनों में युक्त एवं स्वचालित एक पाइप को वाल्यों के माथ इस प्रकार फिट या अन्यथा व्यवस्थित किया 
तरफा वाल्य लगा होगा और उस स्थान पर, जहां से यह जाएगा जिससे किसी क्षतिग्रस्त कक्ष में प्रभत कक्ष में अरल प्रवेश के खतरे 
वणित मारने के लिए कि वाल्व बन्ध है या गुला, एक सूचक से बचा जा सके । 
लगा होगा , या 

( 13 ) प्रत्येक राख- शूट, कूड़ा शूट और अन्य समरूप शूटों के भीतरी 
( ख ) यो स्वचालित एक तरफा वाल्वों की , जिनमें से ऊपर बाला निकाम दक्ष जलरोधी प्रावरण से फिट किया जाएगा और यदि ऐसा 

वाल्व पोत की गहनतम उप -प्रभाग भार जल - लाइन के ऊपर, निकाम मार्जिन लाइन के नीचे स्थित है तो , उसमें भी गह्नतम उप 
इम प्रकार स्थित होगा कि क्रियागत दशा में वह जांच के प्रभाग भार जल लाइन के ऊपर सहज अभिगम्य स्थिति में शूट में एक 
लिए मवा अभिगम्य हो सके तथा जो अनुप्रस्थ सन्तुलन प्रकार स्वचालित एकतरफा वाल्व फिट किया जाएगा । थाल्य अनुप्रस्थ सन्तुलित 
का हो पौर मामान्यतः बन्द रहता हो । 

प्रकार का मामान्यतः बन्द होगा और उसे बन्द स्थिति में सुरक्षित रखने 

के लिए स्थानीय माधनों रो व्ययस्थिन किया जाएगा । इस उपनियम की 
( 4 ) अधिसंरचनाओं के भीतर के पोल प्लेटिंग तथा डेक ग्रहों में , अपेक्षा ऐसे राम्न उत्क्षेपकों और बहिष्कारित्नों को लागू नहीं होगी जिनके 
जिनमें कटोवार इस्पात के दरवाजे और गास्केट लगे हैं और जो स्थायी भीतरी निकास पोत के स्टोक होल्प में हैं और जो भावश्यक रूप से 
रूप में पोतभित्ति से संलग्न हैं, एक स्वचालित एकतरफा वाल्व लगाया गहनतम उप -प्रभाग भार जल लाइन के नीचे है । ऐसे उत्क्षेपक और 
जाएगा जिसमें ऐसी कोई युक्ति लगाई जाएगी कि उसे की बोर्ड उक बहिष्कारित ऐसे साधनों से फिट किए जाएंगे गो पोत में जल प्रवेश 
के ऊपर से बन्द किया जा सके । जहाँ विसर्जन का अन्वर वाला छोर, को रोकने में समर्थ हो । 
ग्रीष्म भार जल लाइन से 0 . 02 ल० से अधिक दूरी पर है यहां केन्द्रीय 
सरकार किसी भी पोन को बन्द करने की निश्चित युक्ति सम्बन्धी उपबन्ध 

( 14) मार्जिन लाइन के नीचे फिट की गई गेंगये , स्थोग और 
से छूट दे सकती है । 

कोयला-विघर पर्याप्त सामर्थ्य के होंगे और उनका निम्मानम बिन्दु पोत फे 

गहनतम उप -प्रभाग भार जल लाइन के नीचे नही होगा । पत्तन छोड़ने 
( 5 ) किमी मनल पर से प्रारम्भ होने याले और फ्री बोर्ड डेक के 

के पूर्व, प्रभावशील रूप में बन्द और जलरोधी रखे जाएंगे तथा नौचालन 
नीचे 450 मि०मी० से अधिक या ग्रीष्म भार जन लाइन के ऊपर 

के दौरान बन्द रखे जाएंगे । 
600 मि०मी० मे कम पर शैल को बेधने वाले परनाली और विसन 
पाइपों में गेल पर एक तरफा बाल्य लगाया जाएगा । यदि पाइप पर्याप्त 

23. मार्जिन लाइन के ऊपर पार्व और अन्य निकाब : ( 1 ) मार्जिन 
मोटाई के हैं तो ऐसे वाल्यो की नब तक व्यवस्था नहीं की जाएगी जब 
तक उपनियम ( 3 ) और ( 4 ) द्वारा उनकी अपेक्षा न की जाए । 

लाइन के ऊपर शेल प्लेटिग में साहा स्काटलें , खिड़कियां, गेंगवे निकास , 

स्थोरा निकास और अन्य निकास तथा उन्हें बन्द करने के साधन दक्ष 
( 6 ) हग नियम की अपेक्षाओं का अनुपालन करते हुए लगाया डिजाइन और सनिर्माण के तथा पर्याप्त सामर्थ्य के , उन स्थानों का जिनमें 
गया कोई पाल्य , यदि वह गियर पालित है या दो गैर गियर चालित वे फिट किए जाएं और गहनतम उप -प्रभाग भार जल लाइन के साथ 
वाल्यों में में नीमे वाला है, तो उसे पीत - शैल से सम्बद्ध कर दिया जाएगा । उनको सापेक्ष स्थितियो का ध्यान रखते हुए, होंगे 
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( 2 ) दक्ष फग्जेदार भीतरी डेड लाइट , जो सुगमता से बन्द और 

( 6 ) किमी पोत को इस प्रकार नौभारत नहीं किया जाएगा कि 
जलरोधी रूप में सुरक्षित की जा सके, पोमभित्ति डेक के ऊपर प्रथम उसका , जब पोत में मुकाष म हो , विशिष्ट समुद्रयात्रा तथा सेवा की शर्त 
रेक के नीचे स्थानों में सभी साइड स्फटिलों के लिए व्यवस्थित की के यथाघिस उप -प्रभाग भार लाइन चिह्न जल में इन जाएं । 
जाएगी । 

26. यात्री और स्थौग पोतों की स्थिरता : ( 1 ) प्रत्येक पोत पो , 

उमके पूरा हो जाने के पश्चात् . नत किया जाएगा और उसकी स्थिरता 
24. मौसम डेक : ( 1 ) पोभित्ति डेक या पोभित्ति डेक के ऊपर 

के गुण अवधारित किए जाएंगे । नत करने का परीक्षण, जब मक महा 
डेक मौसम रोधक होगा । अभिर्णित मौसमरोधक डेक में मभी निकासों 

निदेशक द्वार। अन्यथा विनिश्चित न किया जाए, सर्वेक्षण की उपस्थिति 
में पर्याप्त ऊंचाई और समय के कौनिग होगे तथा बन्द करने के वक्ष 

में किया जाएगा । मर्वेक्षक को अपना यह ममाधान करना होगा कि 
और द्रुत साधनों की व्यवस्था की जाएगी ताकि निकाम मौसमरोधक 

परीक्षण ऐमी रीति मे और ऐमी दशामों में किया जाए कि विश्वमनीय 
बन सकें । मौसम डेको में निकामों के कोने भली भांति गोलाकार होंगे । 

सूचना मिले और ऐसे कदम भी उठाएगा जो परीक्षण से व्युत्पन्न स्थिरता 
ऐसे किसी कोने की त्रिज्या 150 कि०मी० मे कम नहीं होगी । वीर्ष 

सम्बन्धी सूचना की यथार्थता के बारे में अपना समाधान करने के लिए, 
वृत्तीय या परवलायक कोमों की दशा में के सिवाय , हैच निकामों के कोनों 

भावश्यक है । 
पर निवेश प्लेटों की व्यवस्था की जाएगी । डेक में काटे गए मभी वृत्तीय 
छिद्रों के सिरे उनके साथ बेल्यात चपटी छा द्वारा प्रयलित किए जाएंगे । 

___ ( 2 ) जहां विद्यमान पोत में व्यापक परिवर्तन और उपान्तरण किए 
प्रवेश निकासों के कोनिश मिरे उपयुक्ततः प्रबलित किए जाएंगे । 

जाते हैं , यहां नन परीक्षण किया जाएगा और स्थिरता के गण पुन: 

अवधारित किए आएंगे । 
( 2 ) सभी मौसम दशामों के अधीन मौसम डेक के जल की व्रत 
निकासी के लिए यथा पावश्यक विवर , खुली गेलें और परमाले फिर 

27. स्थिरता के प्राकडे----( 1 ) प्रत्येक पान का स्वामी पोन के 
किए जाएंगे । 

मास्टर के मार्गदर्शन के लिए, पोन की स्थिरता, लदान और नास्टिग 

से संबंधित जानकारी की व्यवस्था करेगा । 
( 3 ) पोतभित्ति रेक के ऊपर जल के प्रवेश और फलाव को मीमित 

( 2 ) जानकारी पुस्तिका के रूप में होगी और तृतीय अनुसूची में 
करने के लिए मभी युक्तियुक्त मौर माध्य उपाय किए जाएंगे । ऐसे 

अधिकथित अपेक्षिकाओं के अनुसार होगी । 
उपायों में , प्रांशिक पोतभित्तियों या वेब का फिट किया जाना सम्मिलित 
है । यषि आशिक जलरोधी पोतभीत या बेब , पोतभिसि हेम पर , मुख्य 

28. क्षति नियंत्रण नक्शों का प्रदर्शन -- प्रत्येक पोत में पोत के 
उप-प्रभाग पोत भित्तियों के ऊपर या उसके मममीप्य में फिट किए जाने भारमाधक अधिकारी की जानकारी के लिए ऐमे नक्शे स्थायी रूप मे 
हैं तो उनके पोतभिसियों डेक और शेल के सबंधन जलरोधी होंगे जिममे 

प्रणित किए जाएंगे जिनमें प्रत्येफ सेक और फालका के लिए जलरोधी 
कि पोत के क्षतिग्रस्त स्थिति में मुफ जामे की दशा में डेक पर जल का कक्षों की सीमाए , उनमें मिकाम , ऐसे निकास/निकामों की मंद करने के 
बहाव रोका जा सके । जहां प्राशिफ जलरोधी पोतभीत नीचे पोनभीत माधन , नियंत्रणों की स्थिति और उत्पलावन के कारण किसी झुकाव को 
के माथ पंक्तिबद्ध न हो , वहां पोतभित्तियों डेक का मध्य प्रभावशील ठीक करने के लिए माधनों को स्पष्टतया विखाया जाएगा । 
भाप से जलरोधी होगा । 

अध्याय 2 
25. उप-प्रभाग भार लाइनें : ( 1 ) प्रत्येक पोत की मध्य में , महा . 

अग्नि से सुरक्षा 
निदेशक बारा समनु विष्ट उप -प्रभाग भार लाइन चिहित की जाएगी । 

वर्ष 1 से 5 तक के पोत 
मिल पौड़ाई में 25 मि०मी० और लम्बाई में 230 मि०मी० अनुप्रस्थ 

29. परिभाषाए - - इस भाग के प्रयोजनों के लिए ,---- 
लाइनों में होंगे : चिह्न गहरी पृष्ठभूमि पर पीले या एवेत काले रंग 
से या हकी पृष्ठभूमि पर काले रंग से पेन्ट किए जाएंगे तथा लोहे या 

( क ) " ! वर्ग खण्ड वे खण्ड हैं , जो ऐमे डेकों मोर पीतभित्तों से 
इस्पात के पोतों पर रंग से काटकर या सेन्टर पंच करके या गोल मलाई 

निमित्त है जो निम्नलिखित का अनुपालन करते हैं :---- 
द्वारा उपदशित भी किए जाएंगे और काष्ट के पोतों पर नस्तों पर काट 

(i ) में इम्पान या अन्य समतुम्य सामग्री से निमित्त होंगे ; 
कर उपशित किए जाएंगे । 

( ii ) वे उचित रूप से वृद्ध झिए जाएंगे ; 
( 2 ) उप-प्रभाग भार लाइन अक्षर सी द्वारा पहचानी जाएंगी । 

( iii ) वे इस प्रकार निमित होंगे कि वे एक घंटे के मानक 
यदि यात्रियों और स्थोरा के बहन के लिए वैकल्पिक शर्ते उपदर्शित करने 

अग्नि परीक्षण की समाप्ति तक खुएं और ज्वाला के 
वाली एक से अधिक उप-प्रभाग भार लाइने हैं, तो प्रधान उप -प्रभाग 

प्रवेश को रोकने में समर्थ हों ; 
भार लाइम सेवा की वैकल्पिक शतों के लिए प्रक्षर मी 1 पौर प्रभर 

( iv ) अनुमोदित गवास मामग्री में इस प्रकार रोधित 
सी 2 , सी 3 , प्रादि द्वारा पहचानी जाएगी । 

होंगे कि अनुदर्शित पावं का पोसतन नापमान , मूल 

नापमान मे 139 मेंटीग्रेड से अधिषः ऊंचा नहीं होगा 
( 3 ) विशेष व्यापारिक यात्रियों को वहन करने वाले वर्ग 3 , 4, 

और न ही तापमान, किसी भी बियु और जोर पर , 
5, 6 और 7 के पोतों के लिए, गहनतम उप-प्रभाग झुबाष की तरसम्बन्धी 

नीचे मूचीबन ममय के भीतर, मूल तापमान से 180" 
शामिक उप-प्रभाग भार लाइमें , सी 1 होंगी और वैकल्पिक दशा के 

मेंटीग्रेड से अधिक ऊंचा होगा . --- 
मे 2 डी 3 , प्रावि से घोषित की जाएंगी । 

वर्ग क --- 60 - -- 60 मिनट 
( 4 ) प्रत्येक उप-प्रभाग भार लाइन का तत्स्थानी फी योर्ड , उसी 

वर्ग क - - 30 

30 मिनट 
स्थिति पर और उमी उक लाइन से , जो वाणिज्य पोत परिवहन ( भार 

वर्ग क --- 15 - -- 15 मिनट 
लाइम ) नियम , 1978 बाग फ्री मोई के रूप में प्रवधारित की आए , 
मापा जाएगा । 

वर्ग क - - 10 - - 0 मिनट 
( 5 ) किमी भी दशा में , कोई भी उप -प्रभाग भार लाइन को , ( ण ) “प्रावाम स्थान से ऐसे स्थान अभिप्रेत हैं, जिनका उपयोग 
वाणिज्य पोत परिवहन ( भार माइन ) नियम, 1978 डाग अवधारित 

मार्वजनिक स्थानों , गलियारों, शौचालयों , कैबिनों, कार्यालयों , 
लवण जल में गहनतम भार लाइन के ऊपर, पोत की एक और समनुविष्ट 

कर्मीदल क्वार्टरों, नाई की दुकानों, पृथक् पैदियों और लाकगें 
पौर चिलित नहीं किया जाएगा । 

नथा समरूप स्थानों के लिए किया जाता है । 


- 


- - - 


- 
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( ग ) बी वर्ग मण्ड चे प्रभाग है, जो ऐसी पोतभित्तियों, रेकी , 

अन्तर्वहन इंजन , जनित्र और मुख्य विद्युत मणीमरी , 
मीलिंग या माइनिगों में निमिन है जो निम्नलिखित का अनु 

तेल भरने वाले स्टेशन , प्रशासन, स्टेव लाइनिग, संवातन और, 
पालन करते हैं :- - 

वातानुकूलन मशीनरी वाले मभी अन्य स्थान तथा ऐसे स्थानों 

को ले जाने वाले समय स्थान और ट्रक भी मम्मिलित हैं । 
( i ) वे इस प्रकार में निर्मित होंगे कि प्रथम प्राधे घंटे के 
मानक अग्मि परीक्षण की समामि तक ज्याला के प्रवेश 

( अ ) "प्रय ए के मशीनरी स्थान में ऐसे सभी स्थान अभिप्रेत 
को रोकने में समर्थ हो , 

है, जिनमें मुख्य नोदन के लिए या अन्य प्रयोजनों के लिए 

प्रयुक्त अन्तर्दहन किस्म की मणीनरी है, जहा ऐसी मशीनरी 
( ii ) उनका ऐसी रोधी मून्य होगा जो अनदर्शिन पार्श्व का 

में 375 किलोषाट से अन्यन शक्ति है, या जिसमें कोई तेल 
प्रोसतन नापमान मूल तापमान में 139° सेंटीग्रेड से 

चालित मायलर या ते न इंधन एकक और ऐम स्थानों को ले जाने 
अधिक ऊंचा नहीं होगा और न ही तापमान किसी 

वाले ट्रक सम्मिलित हैं । 
एक बिन्दु और जोड़ पर, नीचे सूचीबन ममय के भीतर 
मूल तापमान से 225 सेंटीग्रेड से अधिक ऊंचा होगा : 

( ट ) "मुख्यतया ऊध्र्वाधर जाने से वे भाग अभिप्रेत हैं, जिनमें पोन 
वर्ग मी - - 15 - - 15 मिनट 

खोल , अधिरचना मोर डेकहाउस वर्ग ए खण्ड द्वारा विभा 

जित किए जाते हैं और किसी भी रेक पर जिनकी प्रोमत 
वर्ग मी - - (0 --- ) मिनट 

लंबाई माधारणतः 40 मीटर से अधिक नहीं है । 
( iii ) वे अनुमोक्ति प्रवाए मामग्री से निर्मित होंगे और भी 

( ठ ) “मेल ईंधन एकक " में तेल चालिन यायलर को देने के लिए 
मर्ग खण्डों के निर्माण नथा वो करने के काम में पाने 

तेल इंधन की उष्माकुन मल के निर्गम के लिए तैयार करने के 
वाली ममी मामगो प्रवाह होगी । 

लिए प्रयास उपस्फर अभिप्रेत हैं और इसमें 1 , 8 मि०या० / 
( घ ) “स्थोरा स्थान " में , स्थोरा (जिसके अन्तर्गत स्थांग नल टेकियां 

वर्ग मेंटीमीटर माप से अधिक दाब पर तेल के साथ संबंध 
भी हैं ) के लिए प्रयुक्त मभी म्यान प्रौर से स्थानों के ट्रैक 

रखने वाले कोई मल दाब पंप , फिल्टर पोर हीटर, भी सम्मि 
अभिप्रेत हैं ; 

लित हैं । 
( ज ) “ सी वर्ग खणों " मे , अनुमोदित प्रवास सामग्री में निर्मित 

( ड ) “सार्वजनिक स्थान " में प्राथाम के वे भाग अभिप्रेत हैं जिन्हें 
खण्ड अभिप्रेत है । उन धंधा और ज्वाला के प्रवेश तथा 

हालों, भोजन कक्षों, विधाम कक्षों और ममप स्थायी रूप से 
नापमान बढ़ाव को सीमित करने संबंधी कोई अपेक्षा पूरी करने की 

मन्द स्थानों के लिए प्रयुक्त किए जाते है । 
पावश्यकता नही है । 

( क ) “मेवा स्थान " से बै स्थान अभिप्रेत हैं, जो गैलियो, मुख्य 
( च ) “नियंत्रण स्टेशन " से , ऐसे स्थान अभिप्रेत हैं जिनमें पति के 

पैट्रियों, भंडारों (विलगिन पैद्रियों और लाकरों को छोड़कर ) 
रेडियो या मुख्य नौपरिवहन उपस्कर या विद्युत का आपत् 

सफ और सोना-चांदी कक्षों तथा ममप स्थानों, और ऐसे 
स्रोत स्थित हैं या मिनमें अग्नि रिकोडिंग या अग्नि नियंत्रण 

स्थानों को ले जाने वाले ट्रकों के लिए प्रयुक्त किए जाते हैं । 
उपस्कर केन्द्रीयकृत हैं । 

( ण ) “विमेष प्रवर्ग स्थान " से , पोतभित्ति डेक के ऊपर या नीचे 

ऐसे बम्ब स्थान अभिप्रेत है , जो मोटर जलयानों के , उनमें 
( छ ) “ प्रतिबन्धित अग्नि जोखिम के फर्नीचर और माज-मामान " में 

अपने नोवन के लिए उनकी टंकियों में इंधन महिन, बहन के 
निम्नलिखित अभिप्रेत हैं,- -- 

लिए प्राशयित हैं और जिनमें और जिनमे ऐसे जलयान पलाए 
( i ) मभी फर्नीचर , जैमें डेस्क , अलमारियो, ड्राइंग में में , कार्या 

जा सकते हैं और जिनमें यात्री प्रवेश कर सकते हैं । 
लय मेज , ड्रार , पूर्णतः सम्भोदिन प्रदान मामग्री से 

( म ) " मामक अग्मि परीक्षण " में ऐमा परीक्षण अभिप्रेत है, जिसमें 
निर्मित की जाएंगी । किन्तु ऐमी बस्सुमों की कार्यकरण 

पालभित्तियों या डेकों के नमूमों को , मानक समय-तापमान कर्य 
मनह के लिए 2 मिलीमीटर से अधिक को वहनशील 

के लगभग समान नापमानों वाली परीक्षण भट्टी में रखा जाता है , 
पतं प्रयुक्त की जा सकती है ; 

नमूने प्राशयित निर्माण के यथासंभव मामान 4 . 65 वर्ग 
(ii ) प्रदाह्य सामग्री के फेमों से निमिन मभी मुक्तम्थायी फर्नी 

मीटर. से प्रन्यून अधिणित धरातल भोर, 2 44 मीटर की 
चर , जैसे कुमियां, सोफे , मजें ; 

येक की ऊचाई या कमाई वाले होंग और जहां उचित हो , 
( iii ) मभी वस्त्र विन्यास, पवों और अन्य निलम्बिन कपड़ों की 

कम से कम एक जाड़ भी होगा ; मानक समय तापमान कर्व, 

निम्नलिखित बिन्दुपों से खींची गई स्मूथ कई द्वारा मनाई 
सामग्री की कालिटी ज्वाला के प्रमार को रोकने में 

जाती है : - - 
ऊम मे कम न हो ; 

प्रथम 5 मिनट के अन्त में - - 540° सेंटीग्रेड 
( iv ) उमी प्रयोजन के लिए प्रयुक्त ऊनी सामग्री से निम्न 
रसर. ज्वाला के प्रमार को रोकने के गुण वाले मभी 

प्रथम 10 मिनट के मन में - - 700° सेंटीग्रेड 
फर्श-प्रावरण की सामग्री को स्वालिटी, ज्वाला के प्रमार 

प्रथम 30 मिनट के अन्त में - - 850 सेंटीग्रेड 
को रोकने में ऊन से मम न हो ; 

प्रथम 60 मिनट के अन्त में - - 930 मेंटीग्रेड 
( v ) मंद ज्याला फैनाथ गुणों वाले पात भिसियों लाइनिंग 

30 माधारण- - प्रत्येक पान का निर्माण ऐमा होगा, जिमसे कि 
और सीलिम के मभी दर्शित मनह । 

निम्नलिमित वारा उसको अग्नि मुग्भा , पना लगान। पौर बुझाना पूर्णमः 

मुनिश्चित हो सके - - 
( ज ) किसी मनह के संबंध में " मद ज्याला फैलान " में ऐसी मनह 

( क ) उष्मीय और संरचनात्मक मामानों द्वारा मुख्य उध्वाधर जोनों 
अभिप्रेत है जो ज्वाला में फैलाव को पर्याप्त रूप में प्रतिबन्धित 

में पोन का विमान ; 
कर सकेगी । 

( ख ) उप्मीय और संरचनात्मक सीमानों द्वाग पोन के शेष भाग 
( म ) “ मीन म्यान में प्रवर्ग के मभी मशीनरी स्थान पौर 

गे प्रावास स्थानों का पृथकरण , 
नोवन मणीनरी, बायनर , तेल ईधन एकक , वाष्प और 

( ग ) वदनील सामग्री का निमंधित उपयोग ; 
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( ब ) अग्नि प्रारम्भ होने वाले जोन में अग्नि का पता लगाना ; 

( 2 ) ऐसे मभी गलियारे, पोममिति , जिनका ए वर्ग होता अपेक्षित 
( F ) अग्नि प्रारम्भ होने वाले स्थान में किमी अग्नि का मंशोधन नहीं है, यो वर्ग खण्ड जिनका विस्तार , निम्नलिखित के सिवाय , डेक में 
और बुलाया जाना , 

इंक तक होगा - - 
( घ ) अग्नि शमन के लिए निकलने या प्रवेश के साधनों की सुरक्षा, 

( क ) जहां सनत बो वर्ग मीनिंग पोर. या लाइनिग पोसभिसि 
भोर 

के दोनों ओर लगाए गए हों , वहां सतत मौलिग या लाइनिंग 
( छ ) अग्नि शमन साधित्रों की तत्काल प्रापना । 

के पीछे पीतमित्ति का भाग ऐमी मामी का बना होगा , 
31. मंरचना -- पोलखोल, अधिरपनाएं, संचात्मक पोतभिलियो, 

जिमकी मोटाई पोर बनावट मी वर्ग सपनों के निर्माण में 

स्वीकार्य है । 
हेक और डेक हाउज इस्पात या अन्य समतुल्य मामग्री से निर्मित होंगे । 
( 2 ) " ए " या " बी " वर्ग खण्डों के ऐल्यूमीनियम मिश्र धातु घटकों 

( ख ) इन नियमों की अपेक्षामों का अनुपालन करते हुए स्वचालित 

फुहार पद्धति द्वारा सुरक्षित पात के मामले में , म: वर्ग मामग्री 
पर , जो भार-धारी है , रोध ऐसे होंगे कि संरचनात्मक केट का तापमान 

के गलियारे, पानभित्ति गलियारे में मीनिंग पर ममापन किए जा 
मानक अग्नि परीक्षण के प्रयोजन के लिए अग्नि उपासन के दौरान , किमी 

सकते हैं, बगर्ने कि प्रेमी मीलिंग ऐमो मामग्री की हो , जो 
भी समय , परिवार मापमान से 2000° सेंटीग्रेड में अधिक न हो । 

मोटाई और संरचना में मो वर्ग खण्डों के निर्माग में स्वीकार्य 
( 3 ) ऐल्यूमीनियम धातुमिय कालम, स्टान्शियन और अन्य मंचास्मक 

हैं । ऐसे पोनभित्तियों में सभी किवार और डांचे प्रवाह्य पदार्थ 
प्रवथयों के घटकों के , जिनकी मावश्यकता रक्षा नौका और लाइफगफ्ट 

कहोगे और इस प्रकार बनाए भोर लगाए जाएगे कि पर्याप्त 
स्टोएज , अवतरण और नौरोहण क्षेत्रों , तथा " प " और " मी " वर्ग खण्डों 

अग्निरोधी व्यवस्था हो सके । 
के समर्थन के लिए अपेक्षित है, रोध पर निम्नलिखित सुनिमिवन करने के 

( 3 ) गलियारे पोलभित्तियों के मित्राय सभी पोभित्तियां , जिनका 
के लिए, विशेष ध्यान दिया जाएगा-- - 

बी वर्ग खण्डों का होना अपेभिन है , रेक से डेक नक और खोल या अन्य 
( क ) रक्षा-नौका और लाइफराफ्ट क्षेत्रों तथा "ग " वर्ग खण्डों को मीमाओं तक फैले होंगे , यदि पातमित्ति के दोनों प्रो . सनस बी वर्ग 

पृथक् करने वाले अवयवों के लिए नापवृद्धि की सीमा एक घंटे भीलिंग और / या लाइनिंग व ली नहीं है तो उस दशा में पोतभित्ति को 
के अन्त में लागू होगी, और 

सीलिंग या लाइनिग पर ममाप्त किया जा सकता है । 
( त्र ) " मी " वर्ग खण्डों को पृथक करने के लिए प्रक्षिम अवयवों 

___ 3.1. पोतभित्तियों और हेकों की अग्नि-प्रथम - - ( क ) ममी पोन 
के लिए लापवृद्धि को सीमाएं प्राधे घंटे के भन्म में लागू होंगी । 

भित्तियों और इकों की न्यूनतन अग्नि -अम्यण्डना, इन नि ( मों में उल्लिखित 

अग्नि-प्रखण्डता के लिए विशिष्ट उपबंध का अनुपालन करने के अतिरिक्त , 
14) प्रवर्ग प के मशीनरी स्थानों के क्राउन और खोल पर्याप्म रूप 

ऐमी होगी जैसी इस नियम की सारणी 1 से 4 तक में विनिविष्ट की 
से रोधित स्थान के बने होंगे और उनमें द्वार यदि कोई है , उचित रीमि 

गई है । 
से उपस्थित पौर अग्नि फैनात्र को रोकने में सुरक्षित होंगे । 

( ख ) निम्नलिखित अपेक्षाएं माणियों के लागू होने को विनियमित 
32. मुख्य अधिर और क्षैतिज जान ---- ( 1 ) पोनखान अधिरचना करेंगी :- - 
पोर. डेक हाउज "ए वर्ग खण्डों द्वारा मुख्य ऊर्वाधर जोनों में उप 
विभाजित किए जाएंगे । रिसेत और सीलिमा न्यूनतम रखी जाएंगी, किन्तु 

(i ) मारणी 1 मोमान्त मुख्य ऊर्ध्वाधर जोनों या क्षनिज जोनों के 
जहां वे प्रावक हो , वहीं भी " q " वर्ग खण्डों की होगी । खण्डों 

पोलभित्तियों को लाग, होगी । 
के रोधमान , नियम 34 में विनिर्दिष्ट प्रयोज्य मारणी के अनुसार होंगे । 

मारणी 2 मोमान्त मुख्य ऊर्याधर जोन या क्षतिज जोन 
( 2 ) यथासाध्म , पोतभित्ति डेक के ऊपर मुखा ऊर्ध्वाधर जोन की 

के पीलभित्तियों को लागू नहीं होगी । 
मीमाएं बनाने वाली पातभिलियो, पोनभिस डेक के ठीक नीचे स्थित 

मारणी 3 मुमा ऊध्वाधर जोनों या मीमान्त क्षतिज 
जनगंधी उप-प्रभाग पातमित्तियों के साथ एक रेखा में होंगे और एक 

जोनों में माहियां बनाने वाले ठेकों को लागू होंगी । 
हुँक से दूगर रेक तक तथा गेन प्लैटिंग या अन्य सामानों तक विस्ता 

____ सारणी 4 मुखर ऊर्वाधर जोनों या सीमान्त क्षतिज 
रित होंगे । 

जोनों में मीडिया न बनाने वाले डेकों को लागू होगी । 
( 3 ) महा मुसा ऊधिः जान, क्षेतिम जोनों में निज "प " 

(ii ) निकटवर्सी स्थानो के बीच सीमाओं के यथोचित अग्नि - प्रखण्डता 
वर्ग खण्डों द्वारा उप-विभागीय है , यहां खण निकटवर्ती मुख्य ऊर्याधर 

मानकों का अवधारण करने के प्रयोजनार्थ ऐसे स्थानों को , 
जोन पोतभित्तियों और डेन एलेटिग के या पोत की बाथ सीमा के बीच 

उनको अग्नि जोखिम के अनुमार, नीचे बताए गए चौवह 
विस्तारित होग और ये अग्निरोधन और नियम 34 की सारणी 

प्रवों में वर्गीकृत किया गया है । जहां स्थान को अन्तर्वस्तु 
3 में विनिविष्ट प्रखण्ड मान के अनुसार रोधित होंगे । 

और उपयोग में हैं कि उमफे वर्गीकरण के बारे में कोई 
( 1 ) आटोमाबाईन पर रेग्न रोड कार नोघाटों जैसे विशेष प्रयोजनो 

मोह है, वहां उस स्थान की मुसंगम प्रवों के भीतर ऐसे 
के लिए डिजाइन किए गए पानों पर , जहां मुख्य ऊध्र्वाधर जोन पोन 

स्थान के हा में समझा आएगा जिसकी सीमा मंबंधी अपेक्षाएं 
भित्तियों के उपबंध , उस प्रयोजन को जिसके लिए पोत आशयित है, पुरा 

अधिक कठोर हैं । प्रत्येक प्रवर्ग का नाम प्रतिरूपी है पौर 
नहीं करते , यहां अग्नि को नियंत्रित और परिमोमिन करने के लिए 

यदि कोई स्थान नीचे बनाए गए प्रों के अन्तर्गन नहीं पाता 
यथोचिा समतुल्य माधनों की , केन्द्रीय सरकार को भमाधानप्रद म्हप में , 

है किन्तु अग्नि जोखिमों की दृष्टि से नीचे बनाए गए प्रवर्गों 
व्यवस्था को गाथा । 

में में फिया में पाना है तो ऐसे स्थान को यथोचित प्रवर्ग 

में ममूहकून कर दिया जाएगा । प्रसंत प्रकाशीर्षक के सामने 
33. मग ऊधिर जानों के भीतर पातभिस - - ( 1 ) ऐसे समी 

उपदर्शित संखया, सारणियों में उल्लिखित प्रयोज्य स्तम्भ को 
पशिभनि, जिनका ए " वर्ग मण्ड होना अपेक्षित नहीं है, निमम 34 में 

निर्देशित करती है । 
बिनिविष्ट योचिन गारणी में गयावणिन कम से कम बी या मी वगे 

( 1 ) नियंत्रण स्टेशन 
खण्ड हो । ऐसे ममी खण्डों पर मिसमान मार दटनशीन सामग्री लगाई विद्युत और प्रकाण के अपान स्रोतों वाले स्थान । 
जा सकती है । 

व्हील हाउज और पार्टफक्ष । 


- 


- 


- 


- - - 


- 


- 


- 


- . . 


- 
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पोत के रेडियो गारफार स्थान । 

परिचालन कम । 
अग्नि नियंत्रण और अभिनेखन स्टेशन । 

मावास स्थानों में पृथक काम करने वाले पैन्द्री । 
नोपन मशीनरी के लिए नियंत्रण पक्ष, जब पह ममीनरी स्थान के बाहर 
स्थित हो । 

प्राइवेट म्यग्छना मुविधाएं उस स्थान का एक भाग समझी जायेगी , 
केन्द्रीयकृत अग्नि चेतावनी उपस्कर स्थान । 

गिममें वे स्थित है । 
केन्द्रीयकृत आगाम मार्वजनिक सम्बोधन प्रणाली स्टेशन पोर उपस्कर. स्थान । 

( 10 ) टकिया, शिस्त स्थान और महायया मशीनरी -स्थान, भिनमें अल्प 
( 2 ) सीढ़ी मार्ग 

अग्नि जोखिम है या अग्नि जोखिम नहीं है । 
यात्रियों और धार्मीवल के लिए अन्तरंग सही मार्ग, लिफ्ट और 

अल टंकिया जो पौत की अधिसंरचना का भाग है । 
चल सीतियां ( उनमे भिन्न जो पुर्णतः मशीनरी स्थानों के भीमर हैं ) 

रिक्म स्थान और काफर म । 
और उनके बहाने । 
एनः स्थान ना वह मीमो मार्ग , जो केवल एक स्तर पर समाप्त हो 

महायक मशीनरी स्थान जिनमें ऐसी मशीनरी नहीं है जिनकी दाव 
जाता है, उस म्यान का एक भाग गमता जाएगा जिगमे वह अग्निरोधी 

स्नेहन प्रणाली है और जहा दहनशील पदार्थों को भण्डार करना प्रति 
वरवाजे से पृथक नहीं है । 

षिद्ध है , जैसे कि संयासन और वामानुकरनन कक्ष, यिन्लाम कभ, कर्ण 

गियर कम ; उपस्कर स्टेलाइजर का ; विद्युत् नोदन मोटर कक्ष, नेत्र में 
( 3 ) गलियारे 

भरे हुए विधुन् दान्मफार्मर (10 के वोए में ऊपर ) में भिन्न स्विच 
यात्री और कविल गलियारे । 

ओर्ड खण्ड और शुद्ध विद्युत् उपस्वार, बाले कक्षा; शैफ्ट एली और पाइप 
( 4 ) रक्षा नौका और लाइफ रपट परिचालन और नौरोहण स्टेशन 

मुरंग ; पम्पों और प्रशासन मशीनरी ( ज्यलनगील द्रव्यों का प्रचालन या 
खुने डंक स्थान और परिबद्ध भिनल , जिनको रक्षा नौका और लाइफ 

उपयोग न करने वाली ) के लिए स्थान । 
राफ्ट का नौरोहण नथा अयनयन स्टेशन बनाया जाना है । 

कार सूचबाद स्थानों पर काम में पाने वाले बंद ट्रक और अन्य 
( 5 ) मुले डेक स्थान 

बन्द सूफ जैसे पाइप और केवल दंक । 
___ रक्षा नौका और लाइफर फ्ट नौरोहण मथा प्रवनयन स्टेशनों के 
खुले डेक स्थान और परिबद्ध विहार स्थल । 

( 11 ) महायफ मशीनरी स्थान , स्था । स्थान, विशेष प्रवर्ग स्थान । 

___ स्यारा और अन्य नेल टैकिपा तथा मामुली अग्नि जोखिम के 
वायु स्थान ( अनिमंरचना और ईकहाउस के बाहर ) 

मन्य समरूप स्थान । 
( 6 ) मा अग्नि जोखिम के प्रवाम स्थान 

स्थोरा तेल टंकिया । 
अग्नि जोखिम रंधी फर्नीचर और माज- समान घाले केविन । अग्नि 
जोखिम रोधी फर्नीचर और गाज -मामान बाले और जिगका डेक क्षेत्रफल 50 

स्थारा फालका, मुख्यमार्ग और फालका मुग्छ । 
घर्गमीटर से कम है, सार्वजनिक स्थान । अग्नि जोखिम गोधी फर्नीचर 

प्रशामिल कम । 
और माज-ममान से युक्त कार्यालय और औषधालय । 

नेल धन टंकिया ( जब बिना मशीनरी के किमी पृथक स्थान में संस्थापित 
( 7 ) मामुली अग्नि जोखिम के प्रावास स्थान . 

है ) । शैण्ट एली और पाइप सुरगे, जिनमें दहनशील यस्तुप रम्न जा मा 

यथा प्रवर्ग 1 ) में सहायक मीनरी स्थान , जिनमें दाय स्नेहन प्रणाली 
खण्ड 6 में मम्मिलित सभी स्थान , जिनमें निर्वन्धित प्राग्नि जोखिम रोधी 
से भिन्न फर्नीचर और साज -सामान है । 

वाली मीनरी है या जहां दहन गोल वस्तुणं रबने की अनुमति है । 

तेल भरण स्टेशन । 
अग्नि जोखिम गरोधी फर्नीधर पौर माज-गामान रो युक्र और जिनका 
डेक भेनफल 50 वर्ग मीटर और उससे अधिवः है, सार्वनिक स्थान । 

मेल भरित विद्युत ट्रांसफार्मर वाले स्थान ( 11) वी में 
प्रावाम स्थलों में पृथक लाकर और छोटे भण्डार का । 

ऊपर ) । 

वह स्थान जिसमें टरबाइन और प्रत्यागामी माप मन जी महायक 
चलचित्र प्रक्षेपक और फिल्म भण्डार कक्ष । 

अनित्रों से चलते हैं तथा ).150 अश्व गमिन तक के लघु प्रान्तरिक बहन 
बुली जनामा रहिन भोजनालय । 

इंजन जो प्रापती जनिनों , रिप्रवर , ऐन्चर या अग्नि पप या विल्म पम्प , 
साफ किए गियर लाकर जिनमें ज्वलनशील द्रव्य नोभरिम नहीं हैं । 

प्रादि में पलने हैं । 
प्रयोगशालाएं , जिनमें उयलनगील प्रष्य नौभरित नहीं हैं । 

विशेष प्रवर्ग के स्थान पर । 
पौषधालय । 

बन्द ट्रंक जो ऊपर सूचीबद्ध स्थानों के लिए पाने हैं । 
लष शुष्कन , कक्ष, जिनका हेय क्षेत्रफल 4 वर्गमीटर या उसमें कम 

( 12 ) मशीनरी स्थान और मुख्य रसोईघ । 

मुख्य नौदक मशीनरी कक्ष (विद्युत् नोदन मोटर कक्ष से भिन्न ) 
मोना- चादी का । 

पौर बायलर कक्ष । 
शृंगार कला केन्द्र और गाई की नुमान । 

प्रवर्ग 10 और 11 में दिए गए स्थानों से भिन्न वे महायक मणीनरी 
( 8 ) बृहत् अग्नि जोखिमों के प्रवाम स्थान 

म्थान जिसमें प्रामारिका वहन मणीनरी गा अन्य तेल दहन , नापन या पम्पन 
अग्नि जोखिम गधी से भिन्न फर्नीचर और माज-सामान में यक्स , 

एकक है । 
और जिनमा क क्षेत्रफल 50 वर्गमीटर और उसमें अधिक है , मार्वजनिक 
स्थान । 

मुख्य रसोई घर और उसके उपाबन । 
( 9 ) शौचालय और ममम्प स्थान । 

ट्रंक और खाल जो ऊपर सूचीबद्ध स्थानों में मिलते हैं । 
मामुदायिक स्वछमा मुविधाएं , फलार, स्नानगृह, मण्डास प्रादि 

( 13 ) भंडारकभ, कर्मशालाएं , पैन्ट्रियां, श्रादि । 
प्रोटे धुलाई कक्ष । 

मुख्य पेन्ट्रियां गो रसोई घर में उपाबद्ध नही है । 
अन्तरंग भरण साल क्षेत्र । 

मुख्य धुलाई घर । 


दुकानें 


:: - - 


- 


- - - 
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पाहत शुष्कन कक्ष [जिसका डेक क्षेत्रफल पार वर्गमीटर ( 4 :3 मन्दर म्प्रिमतर क्षेत्र और स्प्रिंकलर क्षेत्र मिलते है, यहाँ मारणी में 
वर्गफीट ) में अधिक है ] 

दिए गए वो मामों में से उच्चर मान उन क्षेत्रों बीच खणों को लाग 
प्रकीर्ण भण्डार 

होगा । 

( vi ) जहा निकटवर्ती ग्थाम ममान संख्यात्मक प्रवर्ग के है और मारणी 
डाक और सामान कक्ष 

में ऊपरी ( 1 ) पाता है यहां स्थानो के मध्य पोनभित्ति या डेक लगाने 
कुटा कक्ष ( या गाउँग कक्ष ) 

की प्रावश्यकता नहीं है , यदि केन्द्रीय सरकार उमे लगाना प्रावश्यक नहीं 
____ कर्मशालाएं ( जो मशीनरी म्थानों , रमाई बगैं , प्रादि के माग नहीं । 

गमझती है, उदाहरणार्थ प्रवर्ग ( 12 ) में रमाईधर और उससे उपाबन 

पैक्ट्रियों के माथ मध्य पोतमित्ति की प्रावश्यकता नहीं है परन्तु यह 
( 14) अन्य स्थान जिनमें ज्यनील द्रव मंदिन किए जाने हैं । 

नब जब कि पन्ट्रियां पोत भत्ति और डेक रमाईचर की सीमाओं की 
लम्प कक्ष 

अखण्डता को बनाए रखते हैं । रसोईघर और मणीनरी स्थान के मध्य 
पेन्ट 

पालभित्ति की प्रावश्यकता है भले ही दानों स्थान प्रवर्ग ( 12 ) के अन्तर्गत हो । 
भंडार कक्ष जिनमें ज्वलनशील द्रव हैं (जिनके अम्मर्गन रंजक , 

( vii ) जहां पारणी में ऊपरी ( 2 ) पाता है यहां न्यूमनम रोध मान 
पौषधियां प्रादि भी हैं ) । 

की अनुममि केवल तब वी जागी जब निकटवर्ती स्थानों में में कम में 

एक स्थान इन नियमों का पालन करने वाली स्वर: स्प्रिकार पति द्वार। 
( iii ) जहाँ दो स्थानों के मध्य मीमा पीग भिसा की प्रग्नि - खजाना 

मुरक्षित है । 
के लिए एकलमान वशित किया गया है वहाँ वह मान मभी दशामों में 
लागू होगा । 

( viii ) केन्द्रीय सरकार , डेकहम और अधिसरपनामों तथा मौसम 

क के सिरों में लगाए जाने वाले रोध मानों को प्रवधारित कर सकती 
( iv ) गेमे मुख्य उधिर क्षेत्र या तिल क्षेत्र के , जो स्वतः 

है । किसी भी दशा में सारणी 1 में 4 मक मेो प्रवर्ग 5 के स्थानों के लिए 
स्प्रिंकलर पनि द्वारा संरक्षित नहीं हैं , के अन्दर दो स्थानों के मध्य या 

विनिर्दिष्ट प्रपेक्षामों के लिए स्थानों के ऐसे परिषद स्थल की प्रायश्यकता 
ऐसे क्षेत्रों के मध्य जिममें से कोई भी क्षेत्र इस प्रकार संरक्षित नहीं है , 

मही होगी मिमे उसकी राय में परिमय करना आवश्यक नहीं है :- - 
मीमा को लागू होने योग्य मग्नि -प्रखण्डता मानक अवधारित करने के लिए वो 
पारणियों में दिए गए वो मानों में मे उमचभर मान लागू होगा । 

( ग ) सम्बद्ध डेकों या पोलभित्तियों के माथ , सतत या वर्ग की 

मीलिग या लाइनिग को , किनो वा के अपेक्षित गेध और 
( v ) ऐसे मुख्य उध्वाधर मंत्र या भतिज क्षेत्र के , जो स्वत: स्प्रिंमपर 

अखण्डता के लिए पूर्ण यः भाग रूप में स्वीकार किया जा सकता 
पति द्वारा संरक्षित हैं , अन्दर दो स्थानो के मध्य या ऐमें क्षेत्रों के मध्य 

है । संरचनात्मक संबंधी प्रति मुरक्षा की व्यवस्था करते समय 
जिनमें से दो क्षेत्र इस प्रकार मुरक्षित हैं , सीमा को लागू होने योग्य प्रग्नि 

अपेक्षित नापीय उपराध के प्रतिच्छेदों पोर अन्तिम विन्दुमों 
अखण्डता मानक अवधारित करने के लिए मारणियों में दिए गए दो मानों 

पर दिए गए नाप संचरण की जोखिमों को ध्यान में रखा 
में से न्यूनतर माम लाग होगा । जहाँ वाम सुविधा और संवा स्थानों के 

जाएगा । 


मारणी - 1 
ऐमी पोतभित्तियां जो मुमय उधिर मेलों या भतिज क्षेत्रों की मीमा निर्धारित करती है 

- - - -- - - - 
1 2 3 4 5 6 7 8 9 10 
- -- - 

- 


- - - 


- 


13 


- - - . 


14 


- 


11 

- - 


- 


12 
- - - -- 


- - - 


- -- - 


स्थान 


नियन्त्रण म्टेशन 
सीढ़ी मार्ग 


( 1 ) ए - 60 ए - 30 ए - 30 
( 2 ) ए - 0 ए - 0 


ए- 0 
ए - 0 


. 0 
ए - 0 


ए - 0 
ए - 0 


ए -60 ऐक - 60 ए - 60 ए - 0 
ए - 15 ए- 30 - 60 - 
ए - 0 ए - 0 ए - 15 
ए - 30 ए - 30 ए - 30 ए - 0 

0 -00- 0 


ए -60 ए - 60 - 60 ए -60 
ए - 30 ए - 60 ए - 15 ए - 60 

ए - 0 
ए - 30 ए - 60 ए - 15 ए - 60 

ए - 0 


गलियारे 


( 3 ) 


ए .- 10 


- 0 


- 0 


ए - 30 


ए - 0 


रक्षा नौका और 

लाइफराफ्ट 
परिपालन और 
मौरोहण स्टेशन ( 4 ) 
खुले सेफ स्थान ( 5 ) 
अल्प पग्नि जोखिम 

के प्रावास स्थान ( 6 ) 


ए - 0 
ए - 0 


- 0 
ए - 0 


- ) 
ए - ) 


( - 0 
ए - 0 


ए - 0 
ए - 0 


ए -- 0 

. 0 


ए - 60 
ए -0 


ए - 10 
4 - 0 


ए - 80 
ए .. 0 


ए - 10 


- 0 


ए - 15 ए - 30 


- 15 ए - 30 


ए - 15 
1 - 0 


ए - 30 
ए - 0 


ए - 30 
ए - ) 


1 - 10 


मामूली अग्नि जोखिमों 

के प्रावास स्थान ( 7 ) 


ए - 0 


ए - 30 


- 60 ए - 30 ए-- 60 


ग -- 30 
प - 0 


- 60 ए - 0 
ए - 15 


वृहत अग्नि 

जोखिमों के प्रावास ( 8 ) 


- 60 


प - 60 ए - 0 ए - 0 
" - 15 


- 60 ए- 60 ए- 30 
ए --15 

ए - 0 


शौचालय और ममरूप 
स्थान 

( 9 ) 


ए -- 0 


ए - 0 


ए - 0 


ए - 0 


ए - 0 


ए - 0 


- 


- 


- - 
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1 


2 


3 


4 


5 


6 


7 


8 


9 


10 


11 


12 


13 


14 


टकिया, रिक्स 

स्पान पौर सहायक 
मशीनरी स्या । 
जिनमें पल्प 
पग्निजोखिम 
है या पनि 
पोखिम नहीं है ( 10 ) 


ए - 0 ए - 0 


ए- 0 


ए- 0 


ए - 0 


सहायक मशीनरी 
स्थान , स्योरा 
स्थान , विशेष 
प्रवर्ग स्पान , 
स्पोरा पौर 
मन्त तेल 
टकिया तथा 
मामूली अग्नि 
जोखिम के 
प्रम्य समरूप 
स्पाम । ( 11 ) 


ए - ० 


ए - 60 


ए - 


ए - 0 


मशीनरी स्थान 

मौर मुख्य 
रसोई पर ( 12 ) 


ए - 80 


ए-- 0 
ए - 15 


- 60 


मगरफल 
कर्मशालाएं , 
पेन्ट्रिया प्रावि ( 13 ) 


ए - 0 


ए - 30 


मम्प स्थान , 
जिनमें ज्वलम 
पील प्रब 
संचित किए 
जाते हैं 


( 14 ) 


ए - 80 


सारणी 2 
ऐसी पीतमित्तियां जो म तो मुख्य उपिर क्षेत्रों की सीमा निर्धारित करती हैं 


और न ही 


तिज क्षेत्रों की 


स्थान 


1 


2 


3 


4 


5 


6 


7 


8 


9 


10 


11 


12 


13 


14 


नियंत्रण स्टेशम 
सीढ़ी मार्ग 


( 1 ) बी - 01 


ए - 01 ए - 0 
ए - 01 ए - 0 


ए - 0 
ए - 0 


ए - 0 
ए - 0 


ए - 0 
ए - 0 


ए - 60 ए - 60 ए - 60 ए - 0 
ए - ए - 16 ए - 30 ए - 0 

ए - 0 ए - 0 
बी - 0 बी - 15 बी - 18 बी - 0 

घी - 0 बी - 0 


ए - 80 ए - 60 ए - 60 ए - 60 
ए - 15 ए - 30 ए - 15 ए - 30 

ए - 0 
ए - 15 | ए - 30 ए - 0 ए - 30 

ए - 0 


गलियारे 


( ३ ) 


सी 


ए - 0 


ए - 0 


ए - 0 
बी - 0 


रक्षा नौका 
पौर लाइफ 
रापट परि 
पालन पौर 
नौरोहण 


स्टेशम 


( 4) 


-- 


-- ए- 0 


ए -0 


ए- 0 ए - 0 ए- 0 ए - 0 ए -16 ए- ० 


ए -15 
५. ० 


1349GI / 80 - 11 
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1 


2 


3 


4 


5 


6 


7 


8 


9 


10 


11 


12 


13 


14 


स्थान 


( 6 ) 


- 


ए - 0 


ए - 0 


ए - 0 


ए - 0 ए - 0 
बी - 0 बी0 


ए - 0 
गी - 0 


ए - 0 
मी - 0 


ए . 0 
भी - 0 


ए + 0 
बी 


भल्प मरिम 

जोखिम के 
मावास 
स्पान 


( 6 


पी - 0 
सी 


बी - 15 बी - 15 
सी 

सी 


बी - 0 
सी 


ए - 0 


ए - 30 


ए - 0 


ए - 15 
ए - 0 


ए - 30 
ए - 0 


मामूली , अग्नि 

जोखि के 
प्रावास 
स्थान 


( 1) 


बी - 15 बी - 15 ए - 0 

सी सी 


ए - 13 ए - 60 ए - 15 
ए - 0 

ए - 0 


ए - 60 
ए -16 


यह प्रग्नि 

जोखिमों के 
मावास स्थान ( 8 ) 


ए - 0 


ए - 30 ए.- 80 


बी - 15 

मी 


बी - 0 
सी 


ए - 16 ए - 80 
ए - 0 ए -15 


सी 


ऐ - ए- 0 


ए -0 


ए - ० 


ए - 0 


ए -- 01 ए - 0 


ए - 0 


ए - 0 


ए - 0 


शौचालय पौर 

सभरूप स्थान ( 8 ) 
टकिर्या रिक्त 
स्पान मौर 
सहायक मशी 
नरी स्पाम , 
जिनमें प्रल्प 
पग्नि जोखिम 
है या माग्न 
जोधिम नहीं 

है । ( 10 ) 
सहायक मशीमरी 

स्मान, स्पोरा 
स्थान विशेष 
प्रवर्म स्थान , 
स्पोरा मौर 
भम्य तेल 
टंकियो 
तपा मामूली 
माग्न जोखिम 
के अन्य 
समरूप 
स्थान ( 11 ) 


ए - 01 


ए - 0 


ए - 0 


ए - 30 . 


ए - 13 


ए - 0 


ए - 0 


ए- 60 


मारिनरी स्पाच 
मौर मुल्क 

रसोई घर ( 12) 
मंगरकता , 

कर्मशालाएं 

पेन्ट्रिया, प्रावि ( 13 ) 
मन्य स्थान , 
जिनमें ज्वलन 
भील प्रम 
संषित फिर 
जाते है । ( 14) 


ए - 01 


ए - 8 


ए - 30 
ए - 16 
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3७ 


ए - 0 


६ 


सारणी 3 
ऐसे क जो मुख्य अधिर क्षेत्रों या सीमान्त पोतिण क्षेत्रों में सीडी के रूप में है 
नीचे का स्थान ऊपर का ( 1) ( 2) (3) ( 4) ( 5) ( 6) ( 7) ( 8) ( 9) ( 10 ) ( 11 ) (12) ( 13 ) ( 14 ) 

स्थान 
नियंत्रण स्टेशम ( 1 ) ए - 60 ए - 60 ए - 30 ए - 0 ए - 0 ए - 16 ए - 30 ए-- 60 ए . 0 ए - 0 ए - 30 ए - 60 ए - 15 ए - 60 
सीही मार्ग ( 2 ) ए - 15 ए - ० ए - 0 ए - 0 ए - 0 ए - 0 ए - 15 ए - 15 ए - 0 ए - ० ए - 0 ए - 60 ए - 0 ए - 80 

ए - 0 ए - 0 
गलियारे ( 3 ) ए - 30 ए - 0 ए - 0 ए - 0 ए - 0 ए - 0 ए - 15 ए - 15 ए - 0 ए - 0 ए - 0 ए - 80 ए - ० ए - 80 

ए - 0 ए - 0 
रक्षा नौका मौर 
लाइफराफ्ट 
परिपालन और 
नौरोहण 
स्टेशन ( 4 ) ए- 0 ए - 0 ए - 0 ए - 0 ए - 0 ए - 0 ए - 0 ए - 0 ए - 0 ए - 0 ए- 0 ए - 0 ए - 0 ए - 0 
खुले डेक स्थान ( 5 ) ए - 0 ए - 0 ए - 0 ए - 0 ए - 0 ए - 0 ए - 0 ए - 0 ए - 0 ए - 0 ए - 0 ए - 0 ए - 0 ए - 0 
मल्प पारिन 
जीसिम के 
भावास स्थान ( 6 ) ए - 60 ए - 30 ए - 15 ए - 0 ए - 0 ए - 0 ए - 15 ए - 30 ए - 0 ए - 0 ए - 15 ए- 15 ए - 0 ए - 15 

ए - 0 ए - 0 
मामली परित 
मोधिमों के 
प्रावास स्थान ( 7 ) ए- 60 ए - 60 ए - 30 ए -15 ए - 0 ए - 15 ए - 30 ए - 80 ए - 0 ए - 0 ए - 30 ए - 30 ए - 0 ए - 30 
ए - 15 ए - 0 ए - 0 ए - 0 ए - 0 ए - 15 

ए - 0 
वृदत पग्नि 

जोखिमों के 
पावास स्पान ( 8 ) ए - 60 ए - 60 ए - 60 ए - 60 ए - 0 ए - 30 ए - 60 ए - 60 ए - 0 ए - 0 ए - 30 ए - 60 ए - 15 ए - 60 

ए - 15 ‘ ए -- 15 ए - 16 ए - 0 ए - 16 ए - 15 
शौचालय पोर 

समरूप स्थान ( 9 ) ए - 0 ए - 0 ए - 0 ए - 0 ए - 0 ए - 0 ए - 0 ए - 0 ए - 0 ए - 0 ए - 0 ए - 0 ए - 0 ए - 0 
टंकियो, रिक्त 
स्थान और 
सहायक मशी 
मरी स्थान , 
जिनमें अल्प 
अग्नि जोखिम 
है या अग्नि 
जोखिम नहीं 

( 10 ) ए - 0 ए - 0 ए - 0 ए - 0 ए - 0 ए - 0 ए -0 2 - 0 ए - 0 ए - 0 (- 0 ए - 0 ए - 0 ए - 0 
सहायक मशीनरी 
स्थान , स्पोरा 
स्थाम , विशेष 
प्रवर्ग स्पाम , 
स्पोरा और 
प्रम्य सेल 
किया तथा 
मामूली पग्नि 


- 


" 


अन्य समरूप 
स्पान 


( 11) 


ए - 60 


ए - 60 


ए - 60 


ए - 60 


ए - 0 


ए - 0 


ए - 0 


ए - 0 


ए - 30 


ए - 30 ए - 80 ए - 60 
ए - 0 ए - 15 ए - 16 


ए - 30 
ए - 0 


ए - 30 


मशीनरी स्थान 
पौर मुख्य 
रसोईपर 


( 13 ) ए - 80 ए - 80 


ए - 80 


- 00- ए - 0 


ए - 80 


- 60 -ए - 60 ए - 0 


- ए - 


ए - 60 


ए- 60 


ए - 80 ए - 60 
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(1 ) 


( 2) 


( 3) 


( 4) 


(5) 


( 6) 


( 7) ( 8) 


( 9) 


( 10 ) ( 11 ) (12) ) ( 13) ( 14 ) 


भंडारकम, कर्म 
शालाएं पन्ट्रिया, 
मादि 


( 13 ) ए - 60 ए - 60 ए - 30 ए - 15 ए - 0 

ए - 15 ए - 0 


ए -15 ए - 30 ए - 60 
ए - 0 ए - 0 ए - 16 


ए - 0 


ए- 0 


ए - 0 


ए - 30 ए - 0 


ए - 30 


अन्य स्थान 
जिनमें ज्वलन 
शील म संचित 
किए जाते हैं 


( 14 ) 


ए - 60 


ए - 60 ए - 60 


ए - 60 


ए- 0 


ए - 60 


ए - 80 


ए - 80 


ए - 0 


ए - 0 


ए - 80 ए - 60 ए - 80 ए-- 60 


सारणी 4 
ऐसे ईफ जो न तो मुख्य अबधीर क्षेत्रों में सीढ़ी के रूप में है और न ही सीमान्त ोतिष मेलों मे है 
मीचे का स्थान ऊपर का (1) ( २) (3) ( 4) ( 5) (७) (7) (8) (9) ( 10) ( 11 ) ( 12 ) ( 13 ) ( 14 ) 

स्थान 


मियंक्षण स्टेशम 


( 1 ) 


ए - 0 


ए - 0 


ए - 0 


ए - 60 ए - 0 


ए - 30 
ए - 0 
ए - ० 


ए - 30 ए - 16 ए - 0 
ए - 0 ए - 0 
ए - 0 ए - 0 ए - 0 


ए - 15 
ए - 0 
ए - 0 


ए - ० 
बी - 0 
ए - 0 
बी - 0 
ए - 0 
बी - 0 


ए - 30 ए - 0 
ए - 0 
ए - 0 ए - 0 


ए - 60 
ए - 15 
ए - 30 


सीढ़ी मार्ग 


( 2 ) 


ए - 0 


ए - 0 


ए - 0 


ए - 30 


ए - 0 


गलियारे 


( 3) 


ए - 15 ए - 0 ए- 01 ए - 0 
ए - 
0 

बी 
- 01 


ए - 0 
वी - 0 


ए - 15 ए-- 15 ए - ० 
बी - 0 बी - 0 बी - 0 


ए - 0 


ए - 0 


ए - 30 


ए - 0 


ए - 30 


रमा नौका मौर 
लाइफराफ्ट 
परिचालन 
पौर नारोहण 
स्टेशम 


( 4) 


ए- 0 


ए - ० 


ए० 


ए - 0 


ए - 0 


ए - 0 


ए- 0 


ए - 0 


ए - 0 


ए - 0 


ए - 0 ए - 0 ए - ० 
पी - 0 बी0 बी - 0 
ए - 0 ए - 0 ए - 0 
बी - 0 बी - बी - 0 


ए - ० 
पी - 0 
ए - 0 
बी - 0 


खुले ऐक स्याम 


( 5 ) 


ए - 0 


ए - 0 


ए - 0 
बी - 0 


ए - 0 


ए - 0 


ए - 0 


ए - 0 


ए - 0 


ए - 0 


( 6 ) 


ए - 60 


ए - 15 


ए - 0 


ए - 0 


ए - 0 
पी - 0 


ए - 0 
बी - 

0 


ए - 0 


ए - 0 
1 - 0 


पल्प परिन 
जोखिम के 
पावास स्थान 
मामूली अग्नि 
जोखिमों के 
मावास स्थान 


ए - 0 
बी - 0 


ए - 0 
पी - 0 


ए - 0 


ए - 16 


ए - 0 


ए - 16 


( 7 ) 


ए - 60 ए - 30 ए - 15 ए - 15 ए - 0 

ए - 0 ए - 0 ए - 0 यी - 0 


ए - ० 
मी - 0 


ए - 15 ए - 30 ए - ० 
बी - 0 बी - 0 पी - 0 


ए - 0 


ए - 15 ए - 30 ए - 0 


ए - 30 
ए - 0 


यहत परिन 
भोखिमों के 
पागास स्थान 


( 8 ) 


ए - 80 


ए -- 60 ए - 80 
ए - 16 ए - 0 


ए - 30 ए - 0 
ए - 0 बी - 0 


ए - 15 ए - 30 
बी - 0 बी - 0 


ए - 60 
बी - 0 


ए - 30 
बी - 0 


ए - 0 


ए - 30 ए- 30 


ए - 0 


ए - ३० 


शौचालय पौर 
समरूप स्थाम ( 9) 


ए- 0 


ए -0 ए- ० 


ए - 0 


ए- ० 
बी - 0 


ए -० ए- 
बी -0पी- 0 


ए- ० 
बी - 0 


ए -0 


ए-० 


ए - 0 


ए- 0 


ए- 0 


ए - ० 


देकियां रिक्त 
स्थान पौर 
सहायक मशी 
नरी स्पान , 
जिनमें मल्प 
अग्नि जोखिम 
है या भगिन 
जोखिम नहीं है ( 10 ) ए - 0 


ए - ० 


ए - 0 


ए - 0 


ए - 0 


ए - 0 


ए - 0 


ए- 0 


ए - 0 


ए - 0 ए - 01 ए - 0 


ए - 10 


ए - 0 


[ माग II - - 
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___ 1 


2 


3 


12 


13 


14 


सहायक मशीनरी 
स्पान, स्पोरा 
स्थाम विशेष 
प्रवर्ग स्थान , 
स्थोरा पोर 
मन्य तेल टकिया 
तथा मामूली 
परिल जोखिम 
के अन्य 
स्थान ( 11 ) ए - 60 


ए - 60 ए - 60 ए - 30 ए - 0 ए - 0 
ए--15 ए - 15 ए0 


ए - 15 ए - 30 ए - ० 
ए - 0 ए - 0 


ए - 0 


ए - 01 ए - 0 


ए - 30 


ए - 30° 
ए - 15 


मशीनरी स्थाम 

पौर मुख्य 
रसोइपर 
रसोईपर (12) 


ए - 60 


ए - 60 


ए-- 60 ए - 60 ए - 0 


ए - 60 ए - 60 ए - 60 


ए - 0 


ए - 0 


ए - 30 


ए- 301 


- 0 


ए - 60 


भंडारकक्ष, कम 
शालाएं, पेनिया , 
मावि ( 13 ) 


ए - 60 


ए - 0 


ए - 0 


ए - 0 


- 0 


- 15 


ए - 30 
ए - 0 


ए - 15 
ए - 0 


ए - 15 
ए - 0 


ए - 0 ए - 15 
बो - 0 ए - 0 


ए - 30 
ए - 0 


ए.-. 30 
ए - ० 


ए - 0 
मी - 0 


अन्य स्थान 
जिनमें ज्वलन 
मलिष्य 
संचित किए 
जाते है 


( 14 ) 


ए - 60 


ए - 0 


ए - 0 


ए - 0 


ए-- 0 


ए - 30 % 


ए - 60 
ए - 30 


ए - 60 ए - 60 
ए - 30 


ए - 30 ए - 60 ए - 60 
ए - 0 ए - 15 ए - 15 


ए - 30 
ए - 0 


ए - 30 
ए - 0 


35. बच निकलने के साधन ( 1 ) सभी यात्री और कर्मीदल स्थानों 
पौर मशीमरी स्थानों से भिन्न ऐसे स्थानों से, जिनमें सामान्यतया कर्मीदल 
नियोजित है, बच निकलने के लिए रक्षा नौका और लाइफराफ्ट उक 
में सुलभ साधनों की व्यवस्था कसे के लिए सीढ़ियों का प्रबन्ध किया 
जाएगा । विशेष रूप मे निम्नलिखित उपबन्धों का अनुपालन किया 
जाएगा : - - 
( क ) प्रत्येक जल रोधी कक्ष या वैसे ही निर्बन्धित स्थान या स्थानों 

के समूह के वष निकलने के लिए पोतभीत डेक के नीधे यो 
साधनों की व्यवस्था की जाएगी जिनमें से कम से कम एक 
ऐमा साधन जलरोधी द्वारों से स्वतन्त्र होगा । केन्द्रीय सरकार 
स्थानों की प्रकृति और स्थिति का तथा ऐसे व्यक्तियों की , 
जिन्हें वहां सामान्यतया नियोजित किया जा सकता है या 
जिन्हें ऐसे स्थानों में स्वार्टर दिए जा सकते हैं, संख्या का 
सम्यक् ध्यान रखते हुए बच निकलने के साधनों में से एक 

साधम की छूट दे सकती है । 
( ख ) पोतभित्ति डेक ऊपर प्रत्येक मुख्य उर्ध्वाधर क्षेत्र या पैसा 

ही निर्गन्धित स्थान या स्थानों के समूह से बच निकलने के 
लिए कम से कम दो साधन होने चाहिए जिनमें से कम से कम 
एक साधन की ऐसी सीढ़ी तक पहुंच हो जो अवधिर पलायन 

का भाग रूप है । 
( ग ) उपनियम ( क ) और ( ख ) द्वारा अपेक्षित बम निकलने के 

साधनों में से कम से कम एक साधन तुरन्त प्रवेश योग्य परिमख 
सीढ़ी द्वारा होगा जिससे उसके उद्भाव सतह में उचित रक्षा 


नौका और लाइफराफ्ट लेक तक या सीढ़ी के काम पाने वाली 
उच्चतम सतह तक. जो भी उच्चतम हो , सतत अपिन पाश्रय 
दिया जाएगा । सीढ़ियों की चौड़ाई और संख्या तथा सातत्य 
उतने व्यक्तियों के लिए पर्याप्त होगी जिनके द्वारा प्रापातकाल 

में ऐसी सीढ़ियों के प्रयोग किए जाने की संभावना है । 
( घ ) सीढ़ी के परिबस स्थल से रक्षा नौका और लाइफराफ्ट क्षेन्न 

तक पहुंच की सुरक्षा सामाधानप्रद रूप में होगी । 
( E ) लिफ्टों के बारे में यह नहीं समझा जाएगा कि ये यव निकलमे 

के प्रपेक्षिन साधनो में से एक साधम रूप हैं ; 
( च ) केवल एक स्थान पोर उस स्थान की पालकनी के माम माने 

याली सीडियो के बारे में यह नहीं समझा जाएगा कि यह बच 

निकालने के अपेक्षित साधनों में से एक साधन है ; 
( छ ) यवि रेडियो तार केन्द्र से खुले डेक तक कोई सीधी पहुंच 

नही है तो ऐसे केन्द्रों से निकालने के लिए दो माधनों की व्यवस्था 

की आएगी । 
( ज ) 13 मीटर से अधिक के बन्द गलियारे नहीं दिए जाएंगे । 
( 2 ) ( क ) विशेष प्रबर्ग के स्थानो में पोतभित्ती के नीचे पौर 

ऊपर दोनों में बच निकलने के साधन, नौरोहण डेक तक पहुंच 
की सामान्य सुरक्षा को ध्यान में रखते हुए, पर्याप्त संख्या और 

दशा में होंगे । 
( ख ) ऐसे मधीमी स्थानों से जहां कर्मीदल सामान्यतया नियोजित 

किया जाता है, बम निकलने के मानो मे से एक माधन की , 
किसी विशेष प्रवर्ग के स्थान तक सीधी पहुंच नही होगी । 


- 
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( ३) प्रत्येक मशीनरी स्थान से बच निकलने के दो साधनों की 

परिवृत्त नियम 34 में इकों के लिए विनिर्दिष्ट सारणियों के 
व्यवस्था की जाएगी और वे निम्नलिखित का अनुपालन करेंगे: --- 

अनुसार सुरक्षित किया जाएगा । 
( क ) यदि स्थान पोतभिसि डेक के नीचे है तो बच निकलने के 

( ख ) सीढ़ियां सार्वजनिक स्थान में खुले में भी लगाई जा सकती 
वो साधनों में निम्नलिखित में से एक होगा :-- - 

हैं परन्तु यह तब जब वे ऐसे सार्वजनिक स्थान के पूर्णम अन्वर 
(i ) इस्पात की सीढ़ियों के दो सेट , जो यथासंभव व्यापक 

हो । विशेष ग्यापारिक यात्री स्थानों में सीढ़ी के परिवृत्त 
रूप से पृथक हों और जो उसी प्रकार पृथक स्थान के 

इस्पात के होगे परन्तु उनमें वर्ग ए प्रखण्डता की पावश्यकता 
ऊपरी भाग के उन दरवाजों तक पाती हों जिनसे उचित 

नहीं है । 
रक्षा मौका और लाइफराफ्ट नौ - रोहण डेक तक पहुंच 
हों । इन सीढ़ियों में से एक सीढ़ी में स्थान के निचले 

( 2 ) सीढ़ी के परिवृत्त से गलियारों तक सीधे माना जाना होगा 
भाग से स्थान के बाहर सुरक्षित स्थान तक ससत परिन 

पौर भीड़ रोकने के लिए उसमें उन व्यक्तियों की संख्या को ध्यान में 
प्राभय दिया जाएगा, या । 

रखते हुए पर्याप्त क्षेत्र होगा जिनके द्वारा प्रापाप्त में उसका प्रयोग किया 

माना संभव है । यथासाध्य सीढ़ी के परिवृत्त से ऐसे सेविनों, सर्विस 
( ii ) एक इस्पात की सीढ़ी, जो स्थान के ऊपरी भाग के उन 

लाकरों या अन्य ऐसे परिवृत्त स्थानों तक सीधे पहुंच नहीं होगी जिनमें 
परवाजों तक पाती है जिससे मौरोहण डेक तक पहुंच 

ऐसी वाल वस्तुएं दाए हैं जिनमें भाग लगना सम्भव है । 
है और एक इस्पात का ऐसा घरवाजा जो हर तरफ 
से संचालित किए जाने योग्य है औरजिससे नौरोहण 

( 3 ) लिफ्ट के ट्रैक इस प्रकार लगाए जाएंगे कि वे डेक स्थान के 
डेक तक सुरक्षित बच निकलने का मार्ग है । 

मध्य एक स्थान से दूसरे स्थान को धुएं और ज्याला को प्रवेश को रोका 
( ख ) यदि स्थान पोतभित्ति द्वेक आर है तो बच निकलने के दो मके तथा उनको बन्द करने के साधन लगाए जाएंगे ताकि धुमां और 

साधन यथासंभव व्यापक रूप से पूषक होंगे और बच वास-प्रवाह पर नियंत्रण रखा जा सके । 
निकलने के ऐसे साधनों से जाने वाले दरवाजे ऐसी स्थिति 
में होंगे जिससे उचित रक्षा नौका और लाइफराफ्ट नौरोहण 

37. वर्ग ए खण्डों में निकास -- यदि गर बीम या अन्य संरचनाओं 
डेफ तक पहुंच हो । यदि ऐसे पलायमों के लिए सीढ़ियों का 

के लिए विद्युत तारों , पाइपों , ट्रको, वाहिनियों प्रादि के निकाले जाने के 
उपयोग प्रावश्यक है तो वे इस्पात ही होंगी । 

लिए वर्ग ए खण्ड बेधित किए जाते हैं तो यह सुनिश्चित करने के लिए 

व्यवस्था की जाएगी कि अग्नि रोध क्षमता कम न हो जाए । 
( 4 ) 1, 000 सकल टन से कम के पोतों के केन्द्रीय सरकार मच 
निकलने के साधनों में से एक साधन की छूट दे सकती है । केन्द्रीय 

( 2 ) यदि संवातन वाहिनियां मुख्य ऊर्वाधर क्षेत्र पोतभित्ति से होकर 
सरकार 1, 000 सकल टन और उससे ऊपर के ऐसे पोतों में , जिनमें 

निकली हैं तो एक फ्लसेफ स्वचालित बंब पग्नि हैम्पर पोतमित्ति के एक 
या तो ऐसे दरवाजे या इस्पात की सीढ़ी की व्यवस्था है जिससे नौरोहण 

पोर लगाया जाएगा । डैम्पर ऐसा होगा कि उसे पातमित्ति को हर तरफ 
लेक तक सुरक्षित बच निकलने का मार्ग, जाता है , बच निकलने के साधनों 

से हाथ से बन्द किया जा सके । परिचालन स्थिति ऐसी होगी कि नहीं 
में से एक साधन की , स्थान की प्रकृति और दशा का और इस बात का 

सफ तुरन्त पहुंचा जा सके और उसे लाल रंग के परावर्ती प्रकाशन से 
सम्यक् ध्यान रखते हुए, छूट दे सकती है कि व्यक्तियों को उस स्थान में 

चिकित किया जाएगा । पोतमित्ति और डेपर के मध्य पाहिनी इस्पात 
सामान्यतया नियोजित किया जाता है या नहीं । 

या अन्य समतुल्य सामग्री होगी । बम्पर, ऐसे एप सूचक सहित पातमिति 

के कम से कम एक मोर लगाया जाएगा जिससे यह पर्शित हो कि रेम्पर 
( 3 ) वर्ग 1 से 7 तक के प्रत्येक पोत में गलियारों और सीढ़ियों 

खुला है या बंद है । 
में , उपयुक्त संकेत प्रशित किए जाएंगे जो रक्षा नौका और लाइफराफ्ट 
मौरोहण डेक तक बच निकलने के मार्गों की विशा उपदर्शित करेंगे । ऐसे 

( 3 ) स्थौरा, विशेष प्रवर्ग के भंडार और सामान स्थानों के मध्य 
संकेत सर्वदा प्रदीप्त रहेगें और वे मण्या और वितरण में पर्याप्त होंगे । वे 

सथा मौसम डेकों के नीचे के स्थानों के मध्य फलकाओं के सिवाय सभी 
पोत की आपात प्रकाश पद्धति द्वारा प्रदीप्त किए जाने योग्य होने चाहिए । 

निकासों को बन्द करने के लिए स्थायी रूप से लगाए गए साधनों की 
( 6 ) प्रत्येक पोत में किसी ऐसे सार्वजनिक कक्ष से , जिसका प्रयोग व्यवस्था की जाएगी । वे आग को रोकने के लिए कम से कम उसने 
संगीतगोष्ठी, मिनेमा शो और मनोरंजन के वैसे ही अन्य साधनों के लिए प्रभाव काले होंगे जितने वे खण्ड हैं जिनमें वे लगाए गए है । 
किया जाए, बच निकलने के साधन , ऐसे स्थान में एकत्रित होने वाले 

( 4 ) वर्ग ए खण्डों में लगे सभी दरबाजों और दरवाजों की फेमों 
व्यक्तियों की संख्या को ध्यान में रखते हुए पर्याप्त होंगे । बैठने की 

की संरचना तमा उन्हें बम्ब दशा में सुरक्षित रखने के साधनों का निर्माण 
व्यमस्या इस प्रकार होगी कि निगम द्वारों तक निधि पहुंच हो सके । 

इस प्रकार किया जाएगा कि उनमें धुएं, अग्नि और ज्याला के प्रवेश को 
यदि किसी ऐसे स्थान में मन्द प्रकाश का प्रयोग किया जाता है तो 

रोकने के लिए यथासाध्य, उतनी ही क्षमता हो जितनी कि उस पातमित्ति 
स्थानों के निगम द्वारों को , प्रदीप्त संकेतों के साथ स्पष्ट रूप से चिह्नांकित 

की है जिसमें दरवाजे लगे हैं । ऐसे दरवाजों और फेमों का निर्माण इस्पात 
किया जाएगा और ऐसे निर्गम वारों के सभी वरवाजे बाहर की तरफ 

या अन्य समतुल्य सामग्री से किया जाएगा । जलरोधी । दरवाजों को 
खुलेंगे । 

रोधक बनाने की मावश्यकता नहीं है । 
36. वास- सुविधा और सेवा-स्थानों में सीढ़ियों और लिफ्टों की 
सुरक्षा : - सभी सीढ़ियों का ढांचा इस्पात से बना होगा सिवाय उसके जही 

( 5 ) किसी वर्ग ए खण में किसी दरवाजे का निर्माण इस प्रकार 
फेन्द्रीय सरकार किसी प्रम्य समतुल्य सामग्री के प्रयोग की मंसूरी के पौर 

किया जाएगा कि उसे खण्ड की किसी भी तरफ से एक व्यक्ति द्वारा खोला 
वे निम्नलिखित के सिवाय वर्ग ए खण्डों द्वारा बने ऐसे परिवृत्त में होंगे 

पौर बन्द किया जा सके । 
जिनके सभी द्वारों को बन्द करने के लिए निश्चित व्यवस्था है : 

( 6 ) मुख्य ऊधिर क्षेत्र पोतभित्ति और सीढ़ी के परिवृत्त में शक्ति 
( 1 ) केवल दो डेकों को मिलाने वाली सीढ़ी को परियय करने की चालित जलरोधी परवाणों और उन दरवाजों से , जिनमें सामान्यतया 

प्रापश्यकता नहीं है परन्तु यह तब जब कि डेक की प्रखण्डता माला लगा रहता है, मिल सभी दरवाजे इस प्रकार के होंगे कि वे स्वतः 
सेक स्थान के मध्य प्रथम नेक पर उचित पोतभित्तियों या बन्द हो सकें 3-1/ 2 डिग्री के झुकाव पर भी स्वतः बन्द हो जाएं । 
परवाजों द्वारा बनी रहती है । जब सीकी डेक स्थान के बन्ध करने की गति इस प्रकार नियंत्रित की जाएगी कि पार्मिकों को 
मध्य प्रथम डेक पर परिज कर दी जाती है तो सीढ़ी का अनुचित खतरा न उठाना पड़े । ऐसे दरवाजों को छोड़कर जो सामान्यतया 
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अन्य किए जाते है, सभी दरवाजे नियंत्रण स्टेशन से या तो एक साथ ही 

( 1 ) स्थोरा स्थानों के सिवाय, संवासन पाहिनियां का निर्माण 
या समूहों में दरवाजे की स्थिति से अलग -अलग भी खोले जामे योग्य होंगे । निम्नलिखित सामग्रियों से किया जाएगा :- - 
दरवाजे खोलने का यंत्र इस प्रकार बनाया जाएगा कि नियंत्रण पति के 

( क ) अनुभागीय क्षेत्र में 750 वर्ग सेंठीमीटर तक की पन्यून 
बराम हो जामे की दशा में वे स्वतः बन्द हो जाएं । अनुमोक्ति शक्ति 

वाहिनियां और डेक स्थान के मध्य एकक से अधिक काम करने 
द्वारा परिचालित जलरोधी दरवाजे इम प्रयोजन के लिए ग्राह्य होंगे । 

वाली सभी अधिर वाहिनियों का निर्माण इस्पात या अन्य 
ऐसी होल्ड मैक सकें जो नियंत्रण स्टेशन से मुक्त नहीं की जा समाती 

रामतुल्य सामग्री से किया जाएगा । 
हैं . वे पास नहीं होगी । यदि दोनों ओर खुलने वाले दरवाजे लगाए जाते 

( ख ) अनुभागीय क्षेत्र में 750 वर्ग सेंटीमीटर से कम की वाहिनियों 
हैं तो उनमें लेच की व्यवस्था की जाएगी जो दरवाजे को मुक्ति करने 

को प्रवाह सामग्री से बनाया जाएगा । यदि वाहिमियो वर्ग 
संबंधी पयक्ति के प्रचालन द्वारा स्वतः बन्द की जा सके । 

ए या वर्ग बी खण्डों के मार-पार जाती हैं तो खण्डों की 
( 7 ) यदि स्थान , इस भाग के नियम 43 के उपबन्धों के अनुसार 

पग्नि -प्रसपहसा को सुनिश्चित करने का ध्यान रखा जाएगा । 
स्वतः स्प्रिंकलर पति द्वारा मुरक्षित है या उसमें सतत वर्ग बी 

( ग ) साधारणतया ऐसी छोटी लम्बाई बालों वाहिनियों का 
सीलिग लगी है तो रेकों में ऐसे निकासों को , जो , तो मुख्य ऊधिय 

जिनका अनुभागीय योन, 200 वर्ग सेंटीमीटर या लम्बाई 2 
क्षेत्रों में सीहियों के रूप में हैं और न ही अमिज क्षेत्रों की परिधि बनाते 

मीटर से अधिक नहीं है, प्रवाए होना भावल्पक महीं है , 
है, उचित रूप से मममूती से बन्द किया जाएगा और ऐसी जेके यथोचित 

परन्तु यह तम जब निम्नलिखित शर्ते पूरी हो जाएं : - - 
पौर यथासंभव वर्ग ए प्रखण्डता की अपेक्षाएं पूरी करेंगी । 

(i ) वाहिनी का निर्माण प्रतिबन्धित अग्नि जोषिम की 
( 8 ) पोत को बाहरी सीमाओं की वर्ग ए प्रखंडता को अपेक्षाएं, 

सामग्री से किया जाता है ; 
कांच के विभाजनों , खिड़कियों और पाय स्कटिलों को लागू नहीं होंगी । 

( ii ) वाहिनी का प्रयोग, केवल संवातन पति के टर्मिनल 
इसी प्रकार वर्ग ए अखण्डता की अपेक्षाएं , अधिसंरचनामों और डेक 

सिरे पर ही किया जाता है ; 
हाउनों के बाहरी दरवाजों को लागू नहीं होंगी । 

(iii ) याहिनी लम्बाई में 60 सेंटीमीटर से अधिक पास नहीं 

होगी । यह लम्बाई वर्ग ए या पर्ग बी खण्डौ, जिनके 
38. वर्ग बी खण्ड में निकास- - ( 1 ) यति विद्युत तारों, पाइपों , 

अन्सास मत वर्ग मो सीलिंग भी हैं, के बेधन बिन्दु से 
ट्रकों , बाहिनियों मावि के निकाले जाने के लिए या संवातन , टर्मिनलों , 

नापी जाएगी । 
प्रकाशन फिक्सचरों और बसी ही युक्तियों के लिए वर्ग बी खण्ड बेधित 
किए जाते हैं तो यह सुनिश्चित करने के लिए व्यवस्था की जाएगी फि 

( 5 ) जहाँ सीढ़ी के परिवृत संवातिस है यहां वाहिनी या पाहिनिया , 

यदि कोई हैं, संवातन पति की मन्य पाहिमियों से स्वतन्त्र रूप से पंखा कल 
पनि रोध क्षमता में कमी न हो । 

से ली जाएगी और किसी अन्य स्थान के लिए काम नहीं करेंगी । 
( 2 ) वर्ग वी खण्डों में दरवाजों और उनकी फ्रेमों और उन्हें बन्द 
करने के साधनों में , बन्द करने की ऐसी पयसि की व्यवस्था की जाएगी 

( 6 ) मशीनरी और स्थोरा स्थानों के संचालन के सिवाय सभी शक्ति 
जिससे वह यथासाध्य, खण्ड के समतुल्य ही अग्नि रोधी हो , सिवाय इसके 

संवासन पोर इन नियमों के अधीम उपबन्धित कोई वैकल्पिक पति, 
कि ऐसे दरवाओं के निचले भाग में संवासन निकासों की अनुमति दी जा 

नियंत्रणों में इस प्रकार सामूहिक रूप में लगाई जाएंगी कि सभी पंखें दोनो 
सकती है । यदि ऐसा निकास , परवाजे में या उसके भीचे है तो ऐरो 

पृषक स्थितियों में से किसी एक से भी बंद किए जा सकें । ये नियंत्रण 
निकास का कुल क्षेत्र 0 . 05 वर्ग मीटर से अधिक नहीं होगा । यदि ऐसा 

यथासाध्य दूरी पर लगाए जाएंगे । मशीनरी स्थानों के लिए काम करने 
निकास , दरवाजे में काट कर बनाया जाता है तो उसमें प्रवास सामग्रियों 

पाले शक्ति संवातन सो लिए उपबन्धिन नियंत्रण भी , इस प्रकार वर्गीकृत 
में बनाई गई ग्रिल लमाई जाएगी । दरया स्वयं भी सवाल होंगे । 

होंगे कि वे दोनों स्थितियों से चलाए जा सकें , जिनमें से एक मशीनरी 

स्मान पर बाहर होगा । गोरा स्थानों में लगी शक्ति संवतन पति के 
( 3) पीत की बाहरी सीमानों की वर्ग बी अखण्डता की अपेक्षा लिए काम करने वाले पंखें ऐसे स्थानों के बाहर पिास । निरापद स्थिति से 
कांच के विभाजनों , खिड़कियों और पावं स्कटिलों को लागू नहीं होगी । 

मैद किए जा सकते हों । 
इसी प्रकार वर्ग मी प्रखण्डता की अपेक्षा, अधिसंरचनामों पौर मेक 
हाउसों के बाहरी दरवाजों को लागू नहीं होगी । 

( 7 ) पवि रमोई क्षेत्रों से निकास वाहिनियां, वाम सुविधा स्थानों से 

या ऐसे स्थानों से होकर निकलती है जिनमें दाम सामग्री है तो उनका 
( 4) यदि स्वस स्प्रिक्लर पद्धति फिट की गई है तो डेमों में ऐसे निर्माण वर्ग ए खण्ड के अनुसार होगा । प्रत्येक निकास वाहिनी में निम्न 
निकाम, जो म तो मुख्य अधिर क्षेत्रों में सीढ़ियों के रूप में हैं और लिखित पस्तुएं लगाई जाएंगी : 
मही क्षेतिज क्षेत्रों की सीमा मनाते हैं , उचित रूप में मजबूती से बन्द किए 

( क ) एक प्रीज ट्रेप जिसे सफाई करने के लिए सरलता से हटाया 
जाएंगे और ऐसी के यथासंभव मोर यथोभित रूप में वर्ग बी मम्खण्डमा 

जा सके ; 
की अपेक्षाएं पूरी करेगी । 

( ख ) वाहिनी के निचले सिरे पर स्थित एक पग्नि सम्पर ; 
७. संवासन पति- - ( 1 ) संवातन पंखों की व्यवस्था इस प्रकार की 

( ग ) निकास पंखे को बन्द करने के लिए रसोई के अन्दर से ही 
जाएगी कि विभिन्न स्थानों को जाने वाली वाहिनियां मुख्य अध्याधर जोन 

चलाई जा सकने थाली व्यवस्थाएं ; 
के अन्दर ही रहें । 

( 1 ) वाहिनी के अन्दर ही आग बुझाने के लिए एक स्थित साधन । 
( 2 ) यदि संधामम पत्तियां प्रार-पार जाती हैं तो एक जेक स्थान 
से दूसरे रेक स्थान तक इस पति से धुएं और गरम गैम के प्रवेश की 

( 8 ) मशीनरी स्थानों के बाहर नियंत्रण केन्द्रों के बारे में ऐसे उपाय 
माता को कम करने के लिए पूर्वावधानियां बरती जाएंगी । यदि आवश्यक 

जो माध्य हो, यह सुनिश्चित करने की दृष्टि से किए जाएंगे कि संवासन , 
हो . तो अबधिर वाहिनियों को नियम 34 में विनिर्दिष्ट सगुचित सारणी 

दृश्यता और धुएं से मुक्ति बनी रहे जिससे कि प्राग लग जाने की सा 
पारा यया पपेक्षित रोधी बनाया जाएगा । 

में उसमें लगी मशीनरी और उपस्कर का सर्वेक्षण किया जा सके और 

वह प्रभावी रूप से काम करते रहें । ऐसे नियंत्रग केन्द्रों को बायु का 
( 3 ) सभी संवातन पत्तियों के मुख्य प्रवेश द्वारा भौर निर्गम द्वार प्रयाय करने के अनुकल्पी और अलग साधनों की व्यवस्था की जाएगी । 
संवातित स्थान के बाहर से बन्द किए जाने योग्य होंगे । 

प्रदाय के दो स्रोतों के वायु प्रवेश द्वारों की स्थिति इस प्रकार होगी कि 


578 


THE GAZETTE OF INDIA : MARCH 7, 1981/ PHALGUNA 16 , 1902 


(PART II- _ SEC. 3(1)] 


- - 


- - 


- 


खण्ड के सन्निर्माग के लिए प्रयुक्त कुछ दाप सामग्री भी सम्मिलित हो 
सकती है । 


एक ही समय में दोनों के द्वारा धुएं के नीचे जाने की जोखिम कम से 
कम हो । यदि नियंत्रण स्टेशन किसी खुले सेफ पर है और उसी पर 
खुलता है तो केन्द्रीय सरकार बन्द करने की स्थानीय व्यवस्थाओं की अनुशा 
दे सकती है । 

( 9 ) वर्ग ए के मशीनरी स्थानों के संबातन के लिए लगाई गई 
वाहिनियों साधारणतया , वास- सुविधा, सेवा स्थानों या नियंत्रण स्टेशनों 
से होकर नहीं निकलेगी । केन्द्रीय सरकार इस प्रपेक्षा से छूट उम दशा 
में अनुशात कर सकती है जब वाहिमियों का निर्माण इस्पात में किया जाता 
है और उन्हें ए- 60 मानक के अनुमार रोधी बनाया जाता है या जग 
बाहिनियों का निर्माण इस्पात से किया जाता है और उनमें कोई स्वचालित 
सेम्पर लगाया जाता है और वे उस सीमा के पास है जिसके पार -पार वे 
जाती है तथा वे मशीनरी स्थान से ऐसे स्थल तक , जो अग्नि डैम्पर से 
कम से कम पांच मीटर की दूरी पर है, ए- 60 मानक के अनुमार रोधी 
बनाई जाती है । 

( 10) पास सुविधा, सेवा स्थानों या नियंत्रण स्टेशनों के मवासन में 
के लिए लगाई गई वाहिनियां साधारणतया वर्ग ए मशीनरी स्थानों 
से होकर नहीं निकलेंगी । केन्द्रीय सरकार इम उपमन्धत को शिथिल कर 
सकती है यवि वाहिनियों का निर्माण इस्पात से किया जाता है और 
स्वचालित अग्नि ईम्पर उस सीमा के निकट लगाया जाता है जहाँ से पार 
पार में जाती है । 
____ 40. खिड़कियां पौर स्फटिल --- ( 1 ) वास सुविधा और मेवा तथा 
नियंत्रण स्टेशनों के अन्दर पोतभित्तियों में सभी खिड़कियों और पार्ष 
स्काटिलों का निर्माण इस प्रकार किया गाएगा कि जिस प्रकार की पोत 
मिति में में लगाए जाएं उस की प्रखण्डता संबंधी अपेक्षा को बनाए रखा 
जा सके । 

( 2 ) मौसम से, वास - सुविधा भौर सेवा स्थानों तथा नियंत्रण स्टेशनों 
को अलग करने वाली पोतभित्तियों में लगी सभी खिड़कियों और पार्य 
स्कटिलों को , इस्पात की फेमों से या अन्य उपयुक्त सामग्री से मनाया 
पाएगा और उसमें लगे कांच को ग्लेजन नोड़ या एंगिल घातु से पटकाया 
जाएगा । यदि पार्श्व स्कटिल पौर खिड़कियां खुले या पस्विस जीवन रक्षा 
नौका मौर लाइफराफ्ट नौरोहण क्षेत्रों में ऐसी स्थितियों में खुलती 
हैं जहां भाग लग जाने के समय कारगर न रह जाने से रक्षा मौकामों या 
लाइफराफ्ट के जलावतरण में या उनमें चढ़ने में अड़चन पाती है तो 
उन पर विशेष ध्यान दिया जाएगा । 

41. वास सामग्री पर प्रतिबन्ध ---- स्थोरा स्थानों , डाक कक्ष , सामान 
कक्षा या प्रशीतन उपविभाग या सेवा स्थानों के सिवाम , सभी लाइनिंग 
ग्राउण्ड, सीलिग और रोधन प्रदान मामग्री के होंगे । उपयोगिता मा 
फलात्मक सजावट के लिए स्थान के उप-प्रभाय हेतु प्रयुक्त माशिक पोत 
भिति या डेके भी अवाम सामग्री की होंगी । 

( 2) रोधन के साथ अमुक्त वेपर बैरियरों और प्रासंजकों का तथा 
शीतल सेवा पसति के लिए पाइप फिटिंगों का प्रदाह होना मावश्यक 
नहीं है किन्तु उन्हें कम से कम व्यवहार में लाया जाएगा और उनकी 
खुली सतहों में ज्वाला के प्रसार को रोधित करने की शक्ति होगी । 

( 3 ) सभी वास सुविधा और सेवा स्थानों में लगी पोतभितियों , 
लाइनिगों पौर सीलिंगों में वाह्य विनियर लगाए जा सकते हैं परन्तु यह 
तब जब ऐसा विनियर किसी ऐसे स्थान के अन्दर 2 मिलीमीटर से अधिक 
की नहीं है किन्तु गलियारों, सोही परिवत पोर नियंत्रण स्टेशनों में यह 
1 . 5 मिलीमीटर से अधिक की नहीं होगी । 


( 5 ) वास सुविधा और सेवा स्थानों सथा नियंत्रण स्टेशनों में गलि 
यारों या परिबद्ध सीढ़ियों में की समी खुली सतहों पौर के हुए या 
अगम्य स्थानों में की सभी सतहों में निम्न ज्याला प्रसार गुण होंगे । 

( 6 ) मार्गों और सीढ़ी परिवृत्त में फर्नीचर कम से कम रखा 
जाएगा । 

( 7) खुली प्रान्सरिक सतहों में प्रयुक्त पेंट, वामिश या अन्य परिष्क 
नियां इस प्रकार की होगी कि वे असम्पम् अग्नि संकट का अवसर न 
में पोर वे धुएं या अन्य विषैले पदार्थ को अधिक मात्रा में उत्तम कसे 
के योग्य न हों । 

( 8 ) वास - सुविधा और सेवा स्थानों पर नियंत्रण स्टेशनों के प्रबर 
प्राथमिक रेक -पाच्छादन अनुमोदित सामग्री के होंगे जो बने हुए तापमानों 
पर न जलेंगे और न विषैले या विस्फोटक पदार्थ उत्सा करेंगे । 

( 9 ) रद्दी कागज के पात्रों का निर्माण प्रवास सामग्री से किया 
जाएगा और उसके पाय पीर तल ठोस होंगे । 
___ 42. भग्नि से संरक्षण की प्रकीर्ण मदें -- ( 1 ) पौत के सभी भागों को 
लागू अपेक्षाए --- 
( क ) ऐसे पाइप जो वर्ग या वर्ग बी खणों के प्रार -पार जाते 

है, उस तापमान को ध्यान में रखरे हुए जिसको सहन करने 

की अपेक्षा ऐसे खण्डों से की जाती है, उपयुक्त सामग्री के होंगे । 
( मा ) तेल या अन्य ज्वलनशील द्रव्यों के लिए प्राशयित पाइप भाग 

को जोखिम को ध्यान में रखते हुए इसात या अन्य उपयुक्त 

सामग्री के होंगे । 
( ग ) ऐसे स्कपर, सफाई विसर्जन और अन्य निर्गम, जो जल लाइन के 

निकट है, और उस सामग्री के , जिससे वे बने हैं , भाग लग 
जाने की वशा में विफल हो जाने से बार पाने का खतरा 
उत्पन्न हो सकता है, ऐसी सामग्री के होंगे जिसके अण्मा से 

अप्रभावी बने रहने की संभावना है । 
( 2 ) पास सुविधा, सेवा स्थानों परनियंत्रण स्टेशनों को लागू अपेक्षाएं :- - 
( क ) सीलिंगों, पेनलों या लाइनिगों के पीछे परिवड वायु स्थान , वात 

प्रवाह रोक लगा कर उपयुक्त रूप से विभाजित किए जाएंगे 
और इन रोको के बीच अधिकतम प्रन्तर 14 मीटर का होगा । 
ऐसे स्थानों को , जिनमें सीढ़ियों , ट्रकों मावि की लाइनिगों 
के पीछे वाले स्थान भी सम्मिलित हैं, प्रत्येक रेक पर बन्द 

कर दिया जाएगा । 
( ख ) प्रत्येक सीलिंग, पैनल , लाइनिंग का निर्माण इस प्रकार किया 

जाएगा कि उसमें पोर के अग्नि से संरक्षण को पता को नष्ट 
किए बिना, गुप्त पौर प्राम्य स्थान में उत्सभ होने वाले धुएं 

का , गमत लगाने वाला व्यक्ति पता लगा सके । 
( ग ) प्रत्येक पोनभिति, लाइनिंग , पेनल , सीढ़ी , काष्ठ पाउण्ड तपा 

अन्य संरचनामों की तफी हुई सतहें ऐसी होंगी कि वे वाला 

के फैलाव को कम कर सकें । 
( च ) रसोईपर , बेकरी पोर मुख्य पेलियों के निर्माण और उपस्कर 

के लिए लकड़ी का प्रयोग यथासंभव निन्धित होगा । 
( क ) सैलूलोज नाट्रेट फिल्मों का सिनेमा संस्थापनों में प्रयोग नहीं 

किया जाएगा । 
43 स्वचालित स्प्रिंकलर और अग्नि सचेतक तथा पग्नि संसूचन 
पति या स्वचालित पग्नि सचेतक पौर अग्नि संसूचन पद्धति संबंधी 
उपबन्ध - - ऐसे प्रत्येक पोत में , जिसकों यह भाग लागु होता है, सभी 
पास सुविधा और सेवा स्थानों में , ऐसे स्थानों को छोड़कर जिनमें विशेष 
व्यापारिक यात्रियों की व्यवस्था की जाती है, प्रत्येक पृषक् जोन में सर्वत्र 


( 4 ) किसी वाम - तुविधा मौर सेवा स्थानों में वाल फेसिंग , मोल्डिंग , 
सजावट और विनियर का कुल प्रायनन , उस पायतन से अधिक नहीं होगा 
जो दीवारों और सीलिंग के सम्मिलित क्षेत्र पर 2. 5 मिलीमीटर की 
चिनियर लगाए जाने पर कुन विनियम क होता । उन स्रोतों के मामलों 
में जिनमें स्वचालित स्प्रिंक्लर पद्धति लगी है उक्त प्रायतन में , वर्ग सी 


% 


. 
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चाहे वह उधिर है या तिज और जहाँ प्रावश्यक समझा जाए वहां, बायु के मिश्रण के लिए उपयुक्म हो । यदि विद्युत उपस्कर और वायरिंग , 
मियंत्रण स्टेशनों में ऐसे स्थानों के मियाय जिनमें प्राग लगने की पर्याप्त निर्यात संपातन इट में संस्थापित की जाती है तो वह विस्फोटक पेट्रोल 
जोखिम नहीं है, निम्नलिखित संस्थापित किए जाएंगे :---- 

और घायु के मिश्रण के लिए उपयुक्त हो सथा किसी निति एक्ट का 
( i ) उम प्रकार की एक स्थापित स्प्रिंकार और अग्नि सचेतक 

निकास , उपमान में अन्य मंभव स्त्रोतों को ध्यान में रखते हुए, निरापद 
तथा प्राग्नि मंसूबन पद्धति जो बोथी अनुसूची के उपबन्धो 

स्थिति में अवस्थित की जाएगी । 
का अनमलिन करती है और उसे इस प्रकार संस्थापित पीर 

( 6 ) पोसभात डेकों के नीचे स्थानों में बिज पम्पिंग और जल 
छावम्धिन किया जाएगा कि ऐसे स्थानों की सुरक्षा की जा निकास--- टैक शीप या डेकों पर अधिक मात्रा में जल संबपन के कारण 
मक ; या 

रकों से अलनिकास संबंधी सुविधाएं पर्याप्त पार इस भाग के अध्याय 3 

की अपेक्षामों के अतिरिक्त होंगी । 
( ii ) एक स्थबालित अग्नि सचेतक और अग्नि समूषक पदमि , ओ 
पालवी अनुसूची के उपबन्धों का प्रनुपालन करती है और उसे 

___ 46. मशीनरी स्थानों में निकास - - ( 1 ) ( क ) मशीनरी स्थानों में 
इस प्रकार संस्थापित और व्यवस्थित किया जाएगा कि में 

निर्वात संपातन के लिए स्काईलाइटों, दरवाजों, संथातकों , और फनल में 
म्यानो मे अग्नि की मौजूदगी को समूचित किया जा मके । 

निकासों की संख्या, संवातन और पान के निरापद कार्य की भाषयकता 

के अनुमार, कम से कम रखी जाएगी । 
4.1. विशेष प्रवर्ग स्थानों का संरक्षण -- ( 1 ) माधारण - - ( क ) 
सामान्यतया विशेष प्रवर्ग के स्थानों का मुख्य ऊर्वाधर जोन में विभाजन 

( ख ) जहां स्माईलाइट लगाई गई हैं वहा उनके फ्लैप इस्पात के 
माध्य नहीं हो सकता है, अत: ऐसे स्थानों में सामान्य मैतिक क्षेत्र के आधार 

होंगे । भाग लगने की दशा में सुरक्षित किए जाने वाले स्थान से धुंपी 
पर समतुल्य संरक्षण फी व्यवस्था की जाएगी और प्राग बुझाने की पक्ष 

निकलने के लिए उपयुक्त व्यवस्था की जाएगी । 
स्थिर पनि का उपबन्ध किया जाएगा । हम अपेक्षा के प्रधान , निज 

( ग ) शाकिन चालित जलरोधी दरवाजों से भिन्न घरवाजे, स्वयं भन्न 
जोन में , एक से अधिक सेफ पर विशेष प्रवर्ग स्थान हो सकते है किन्तु 

होने वाले होंगे और उनकी व्यवस्था इस प्रकार की जाएगी कि उस स्थान 
यह तब जब जोन की कुल ऊंचाई 10 मीटर से अधिक न हो । 

में प्राग लग जाने की दशा में वे निश्चित रूप से बन्द हो जाएं और बन्द 
( ख ) धिर. क्षेत्रों की प्रखण्डता बनाए रखने के लिए वर्ग प बने रहें । 
और बी स्पण्डों के संबंध में प्रपेक्षा सामान्य झप में ऐसी डेकों और 

( 2 ) मीनरी स्थान के केमिन में खिड़कियां नहीं मनाई जाएगी । 
पोतभित्तियों को लागू की जाएंगी जो ऐमी सीमाओं के भागरूर है जो 

( 3 ) निम्नलिमित के लिए नियंत्रण साधनों की व्यवस्था की जाएगी-- - 
तिम जोनों को एक दूसरे से और पोप के गेष भाग में अलग करती 

( i ) स्काईलाइटों को खोलने और पन्च करने के लिए , फनल में 

निकासों को बन्द करने के लिए जिनमें साधारणतया निर्यात 
( 2 ) संरचनात्मक संरक्षण - - (क ) नियम 34 में उपवर्णित सारणी 

संथातन करते है और संघातक डैम्पर को बन्द करने के लिए , 
1 के प्रवर्ग 11 के स्थानों के लिए यथा प्रपेक्षित विशेष प्रवर्ग स्थानों 
के सीमा पोभित्ति को और उम नियम में उपणित मारणी के प्रवर्ग 

( ii ) घएं को निकालने के लिए , 
11 के स्थानों के लिए मथा अपेक्षित रूप में ऊधिर मीमाओं को रोधी 

( iii ) शाकिन चालित दरवाजों को बन्द करने में लिए या शामित 
बनाया जाएगा । 

चालित जलरोधी दरवाजों से भिन्न दरवाजा पर यानिक मोचन 

के लिए , 
( ख ) नोचालन क्षेत्र पर संझनकों की व्यवस्था की जाएगी जो विशेष 
प्रवर्ग स्थानों की ओर जाने या वहां से पाने के लिए प्रयुकस किमी अग्नि 

(iv ) संवातन पंखों को रोकने के लिए, और 
दरवाजों का बन्द होना उपशित करेंगे । 

( v ) प्रणावित और उत्प्रेरित बात-प्रवाह पंखो, तेल , घन पदली 
( 3) मंवातन पान -...( क ) विशेष प्रवर्ग स्थानों के लिए ऐमी 

पम्पो , तेल ईधन एकर पम्पों और इसी प्रकार के अन्य इंधन 
प्रभावी पाक्ति चालित संवासन पमति की व्यवस्था की जाएगी जो प्रति 

पम्पों को रोकने के लिए । 
घंटा कम से कम दस बार वायु बदलने के लिए पर्याप्त है । यह मवातन 

( 4 ) उमत ( i) , (ii) , (iii ) और ( v ) के लिए नियंत्रण , एक 
पद्धति अन्य पत्तियों से पूर्ण रूप से पृथक रखी जाएगी और जप यान नियंत्रण स्थिति में रखे जाएंगे और यहां अवस्थित किए जाऐंगे जहां थे 
ऐसे स्थानों में हों , तब सदैव प्रचालित रहेगी । 

उस स्थान पर भाग लग जाने की दशा में , जिसके लिए वे हैं, अगम्य न 
( ख ) मंयासन ऐमा होगा कि वह वायु मारण या वायु पाकेटों के 

हो जाएं और उन तक खुले डेक से पहुंष मिरापद होगी । 
निर्माण को रोक सके । 

वर्ग 6 और वर्ग 7 के पोत 
( ग ) मंवाती क्षमता में किसी क्षनि या कमी का संकेत देने वाले 

46. पोत की सरवना - वर्ग 6 और वर्ग 7 फे प्रत्येक पोत के पौतखोल 
साधनों को व्यवस्था नौचालन क्षेत्र में की जाएगी । 

की अधिसरचना , संरचनात्मक पोतमिति और डेक हाउमों का निर्माण 

इस्पात से किया जाएगा । 
( 4 ) पालभीत डेक स्कपर --स्थिरता की उस गम्भीर अति को ध्यान 
में रखते हुए , जो किसी स्थिर वाय जन-फुहार पयसि के प्रचालन के फल 

___ 47. खण्ड - ( 1 ) वर्ग 6 और वर्ग 7 के प्रत्येक पोन के और उस पोन 
स्वरूप डेक या डेमों पर मधिक मात्रा में संचित होने वाले जल के कारण 

के , जिसमें प्रान्तरिक बहन नोवक महानरी या तेल में जलाए जाने वाले 
उत्पन्न हो सकती है, यह मुनिश्चित करने के लिए कि ऐसा जल पोत पर 

पायलर लगे है, पास सुविधा स्थान मणीनरी स्थानों में ए-60 खण्डों 
से व्रतगमि में और सीधे निकाल दिया जाएगा, स्कपर लगाए जाएंगे । 

द्वारा पृथक् रखे जाएंगे । 
( 6 ) अवलनशील बाष्प के वजन के विरुद्ध पूर्वाविधानिया --- एमा 

( 2 ) वास मुविधा और नियंत्रण स्टेशनों के लिए काम करने वाले 
उपस्कर जो ज्वलनशीन वाण में उबलन का स्त्रोत बन सकता है और 

गलियारे पोतमित्तियों का निर्माण इस्पात से या प्रदाहय मी - 15 खण्ड़ों 
विशेष रूप से विद्युत उास्कर और बायरिग , कम से कम 45 मेंटीमीटर 

से किया जाएगा । 
केक मे ऊपर संस्थापित की जायेगी । ऐसा विद्युत उपकर और वायरिंग 

( 3 ) गलियारे पोममित्तियों में द्वारमार्ग प्रौर वैसे ही अन्य निझाम , 
इस प्रकार परियम और सुरक्षित की मारेंगी कि म्फुलिग के बाहर जाने को स्थाय : मप से संलग्न दरवाजों या शटरों द्वारा बन्द किए जाने योग्य 
रोका जा सके या इस प्रकार की हो कि वह किसी विस्फोटक पेट्रोल और होंगे । ऐसी पोतभित्तियों में सेवान निकास कम से कम संख्या में रखे 
1349 G I/ 80 -- 12 


580 THE GAZI:TTE OF INDIA : MARCH 7, 1981 / PHALGUNA 16 , 1902 

[ PART II -- SEC. ) 
- - -- - - - - - 

- - - -- - - - - - - - -- --- - - -- - - - - - - - - -- - - - -- - -- -- - - - - - -- - -- - - - - - - - - - - - - - - 
जाएंगे और उसे निपामां की यथामाध्य , धाम दरवाजों में या उनमें नीधे परिन भनुभाग नथा परिन चमावनियो, माग का पता लगाने वाली युक्तियों 
व्यवस्था की जाएगी तथा जहा माझी भी मय है, वे दन्याजों के निसले स्प्रिंकलर संस्थापनों ( यदि कोई हों ), आग बुझाने वाले साधिन्नो भिन्न 
भाग में होंगे । 

कक्षों, डेकों , प्रावि तक पहुंच के साधनों और सवासन पसनि की विशिष्टियां , 

जिसमें मुख्य पंखा नियंत्रणो की विशिष्टियां भी सम्मिलिन है , म्पिगें की 
( 4) वाम-मुविधा स्थानों के अन्दर प्रान्तरिक मीढ़ियां, मोपान और 

स्थिति और प्रत्येक अनुभाग के लिए काम करने वाले मंबानन पंखों के 
कीदल लिफट ट्रकों का निर्माण इस्पात या अन्य समतुल्य मामग्री में किया 

पहचान संख्यांक , दर्शित किए जाएंगे । इसके अतिरिक्त मभी उपस्कर पौर 
जाएगा । 

संस्थापनों के अनुरक्षण और प्रचालन से संबंधित अनुदेण, नियंत्रण स्टेशनो 
( 6 ) से उक पर जो मशीनरी के काउन का भागरूप है, पास 

पर सहज रूप से उपलब्ध होंगे । 
सुविधा स्थानों और नियंत्रण स्टेशनों और स्थोरा स्थानों के अन्दर क 

( 2 ) मभी नक्शे और अनुदेश अमान र आगंगे । 
पाच्छादन इस प्रकार के लोगे कि उनमें भाग न लग सके । 
( 6 ) नाइट्रो मेललोग या अन्य अन्यन्न ज्वलनास प्राधार वाले पेन्ट 

भाग 2 
पार्निशों और अन्य वैमी ही ममाग्री का प्रयोग , वाम मुविधा स्थानों , 
मशीमरी स्थानो और नियंत्रण स्टेशनों में नष्टी किया जाएगा । 

अध्याय- 3 
( 7 ) सेग्ल या अन्य वाप प्रव ले जाने के लिए प्राशयित पाइप , 

बिरुज पम्पिग व्यवस्था 
अग्नि की जोखिम को ध्यान में रखते हा , अनुमोदित मामग्री के होंगे । 

50. माधारण - ( 1 ) ऐसे प्रत्येक पोल में जिमको ये नियम लागू होते 

है , एक दक्ष पम्पिंग लाट को व्यवस्था की जाएग , जिसमे से म्यान से , 
( 8 ) ऊष्मा में अप्रभावी की गई मामग्री का प्रयोग ऐम पीन पर के 

जो ताजा जल, अलास्ट जग्न या मेल ले जाने के लिए धायी रूप में 
स्वपरों, बिमर्जनों और निगमों के लिए नही किया जाएगा, जो जन्म 

नियत है , और जिसके लिए पम्पिंग या जल निकास के अन्य पक्ष माधनो 
लाइन के निकट हैं और जहां प्राग लग जाने की दणा में मामग्री की 

को व्यवस्था की गई है, भिम किमी जलरोधी कक्ष मे जन पम्प किया जा 
विफलमा से पान पाने का खतरा उत्पन्न हो सकता है । 

मके या जल बाहर निकाला जा सके । ऐसी पम्पिंग व्यवस्थाए वर्धटना 
( 9 ) सेलालोम नाइट्रेट फिल्मों का सिनेमा संस्थापनों में प्रयोग नहीं के पश्चात् , चाहे पोन महित हो या मही, सभी व्यावहारिक परिस्थितियों 
किया जाएगा । 

में पर्याप्त होगी । इस प्रयोजनार्थ संकीर्ण पक्षो में के मिवाय जहा एकम 

चूषण पाइप भी पर्याप्त होगा, पोन के मिगे पर दक्ष चुपण पापों की 
( 10 ) में स्थानों में , जिनमें 750 कि० बा० या० उसमे अधिक 

व्यवस्था पाः जाएगी । ऐमी दक्ष व्यवस्था भी की आणगी, जिसके माग 
मुख्य नीवन मप्तीनरी या नेल में जमने वाले वायनर या महायक प्रातरिक 

किमी मलरोधी कक्ष का जल, चषण पाइपा नक आ गके । 
बहन टाइप की मशीनरी लगी है , स्काईलाइट प्राग लग जाने की दगा 
में ऐम स्थानों के बाहर में बंद या खोले जाने योग्य होंगी । जहा स्काई 

( 2 ) जहा प्रान्सरिक नल प्लेट पोन पावं की पौर विस्तारित है 
नाइटों में काम के पेनाल लगे हैं बहा उनका निर्माण से किया जाएगा पहा बिल्ल सपण पाइप उन कुण्डों तक जाएंगे जो पोन के विंग में बने 
कि अग्निरोधी हों और कार में प्रायलिन पिाए गए हो और उनमें है । ऐसे कुण्डों की क्षारिता 0 . 17 एम से कम नहीं होगी और ननका 
इस्पात या अन्य सामग्री के बने स्थायी रूप से मंलग्न , बाह्य पटर होंगे । 

निर्माण उम्पात की चादगे मे किया जाएगा । 
( 11 ) इजन की केसिंग में खिड़कियां नहीं लगाई जाएंगी मिवाय 

( 3 ) रेफ म्यामों के बीच से जल बहार निकालने के लिए उपयुका 
कहो के जहां केन्द्रीय सरकार का समाधान हो जाता है कि वे प्रावण्यक है स्क्रपट पाइप लगाए जाएंगे । यह मुनिश्चित करने के लिए मावधाना 

और उनसे प्राग लगने का खतरा पैदा नहीं होगा । यदि ऐसी खिरकिया बरती जाएगी कि किमी जलरोधी काम की डेक के मध्य से जल किमी 
लगाई जानी है तो वे न खुलने बानी होगी और उन्हें तार प्रचलित निकटवर्ती जलरोधी कक्ष में न जाए । 
कांच लगाया पाएगा और उनमें पाम या अन्य ममनुस्य मामग्री के स्थायी 

( 4 ) स्कपर पामो को मशीनरी स्थानों या निकटवर्ती कक्षों से पाने 
रूप में संलग्न , घाटर होंगे । 

वाली मुरंग के अन्दर नहीं जाने दिया जाएगा । ऐमे स्वपर पाइप सुरंग 

या मशीनरी स्थान में टीक तरह बनाए गए निष्कासन 2क में जाएंगे 
___ 48 बच निकलने के माधन – ( 1 ) वर्ग 6 पोर वर्ग 7 के प्रत्येक 

किन्तु ये इन स्थानों के निकट होगे । नानग्टिन वाल्व वाला एक बिरूज 
पोत में सिलियां और मौपान मागों की व्यवस्था इस प्रकार की जाएगी 

चुषण पाप, हम टैक से मुझग विल्म तक लगाया जाएगा । टैक सफ वायु 
कि ऐसे सभी यात्री, पदिल और अन्य स्थानों में, जिनमें कपिल सामान्य 

और माउण्डिंग पाप पोभित ऐक के ऊपर मक जाएगा । जहां कई 
तया नियोजित किया जाता है, रक्षा मौका नौरोहण डेक तक पहुंचने के 

कक्षों के जलनिकाम के लिए एक टैक का प्रयोग किया जाता है यहां 
लिए मुगम माधन उपलब्ध रहें । 

स्कपर पाप, स्क्रू पाउन नान रिटर्न थाल्य के मीचे लगाए जाएंगे । 
( 2 ) वर्ग 6 और वर्ग 7 के प्रत्येक पोर में , प्रत्येक इंजन कक्ष , 

( 5 ) प्रातित स्थानों से पाने वाली नालियों में द्रव से सीलबंद की 
पायलर कक्ष या शैक्ट सुरंग से निकलने के लिए वो माधनो की व्यवस्था 

पे लगाई जाएंगी । जहाँ ऐमी नालियां पोत के निचले फलका में स्थित 
की जाएगी जिनमें से एक जलरोधी दरवामा हो सकता है । ऐसे मणीनरी 

है , वहां नालियों में नान रिटनं वाल्व लगाए जाएंगे । प्रणीसित कक्षों में 
स्थानों में , जिनमें कोई भी जलरोधी परवाना नहीं है, निकलने के लिए 

होकर जाने वाले सभी स्कपर पाइप उपयुक्त रूप से रोधी बनाए जाएंगे । 
दो साधनों की व्यवस्था की जाएगी , जिनमें इस्पात की मौपान के दो मेट 

द्रष मे मीलबंद की गई ;में पर्याप्त गहरी होंगी और उनमे सफाई करने और 
होंगे और जो यथा संभव पर्याप्त रूप में पृथक् होंगे तथा ये साधन इमी 

लवण जल पुनः भरने के लिए उपयुक्न भ्यवस्था की जाएगी । 
प्रकार पृथक् की गई ऐमी केसिग तक जाएगे जिमसे रक्षा नौका मोरोहण 
क तक पहुंच हो सके । केन्द्रीय सरकार 2, 000 टन से कम के किसी भी 

( 6 ) जहां केन्द्रीय सरकार का यह विचार है कि जननिकाम की 
पोत को इस नियम की अपेक्षाओं से छूट दे गकती है । 

व्यवस्था प्रांछनीय है यहां वह ऐसी व्यवस्था को त्याग कर सकती है 

किन्तु यह तब जब उसका यह समाधान हो जाए कि पोत की मुरमा में 
49. अग्नि नियंत्रण नणे- ( 1 ) ममी पोतों मे , पोत अधिकारियों के 

हमसे कोई कमी नहीं आएगी । 
मार्गवर्शन के लिए, मामान्य व्यवस्था की बाबत ऐसे नपणे होगे, जिनमे 
स्पष्ट रूप में प्रत्येक सेक के लिए , नियंत्रण स्टेशन, अग्नि की गति को 

51. वर्ग 1 से 5 तक के पोनों के लिए बिल्ज पम्पों की संख्या 
कम करने वाली पोसभिनियों ( यदि कोई हो ) द्वारा पग्बिद्ध विभिम और प्रकार -- ( 1 ) वर्ग 1 से 5 तक के प्रत्येक पोस में , मुख्य बिल्ज से 
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अनुबाद कम से कम तीन शक्ति चालित पम्प जुड़े होगे जिनमें से एषः मुन्थ्य 

53 बिल्ज पम्पो और मिरुल चूषणों के लिए अपेक्षा --- ( 1 ) प्रत्येक 
जम द्वारा चालित हो मकगा । जहा पोर के लिए मापदण्ड संख्यांक 30 विस्म पम्प मे स्थन : प्राइमिग होती है जब तक कि इसके लिए वा 
या उममे अधिक है, यहाँ उक्त पम्गों के अतिरिक्त , एक म्यमन्त्र शक्ति माधनो की व्यवस्था नही की जाती । इस प्रयोजनार्थ मिर्वात उत्पन्न करने 
पाषित गम्प की भी व्यवस्था की जाएगी । 

वाले भाविन्त की केन्द्रीय प्राइमिग म गर्स के अधीन रहते हुए स्वीकार्य 
( 2 ) यदि मफाई कैलास्ट और माधारण मेवा पम्ग बिरुन पम्पन की जा सकती है कि ऐसी मिमी पद्धति के ध्यौरे पूर्व अनुमोदन के लिए 
पनि मे आवश्यक मानमार गुढे हए है तो फनको एक शक्ति बालित केन्द्रीय सरकार को प्रस्तुत किए जाएं । लीवर प्रकार के इस्तचालित पग 
बिल्ज पम्प के स्थान पर रत्रीकार किया जा सकता है । 

म भिन्न ऐमा प्रत्येक पम्प और पीक कक्षो में अगले या पिछले सिरे के 
( 3 ) जय भाध्य हो , शक्ति चालिन मिल्ज पम्प प्रथक जलगवी कक्ष 

लिए व्यवस्थित किमी पम्प की , पाहे वह हस्तचालित है या शक्ति चालिस , 
में गम्भे माएंगे और वे इस प्रकार व्यवस्थित या स्थित किए जाएगे कि 

हम प्रकार व्यवस्था की जाएगी कि वह मे किमी स्थान से अल निकालने 
पान के एक है भाग को नुभमान हाने से इन विभिन्न कक्षों में एक साथ 

के योग्य हो जिममें में इन नियमों के अनुमार जल निकाले जाने की 
पानी न भर जाए । यदि मन और बायलर दो या दो में अधिक अलगधी 

अपेक्षा की जाती है । 
पक्षो में है , तो बिल्म मेवा के लिए उपलब्ध पमा यथासम्भव इन कक्षा 

( 2 ) शक्ति चालिन प्रत्यक यिल्ज पम्प की पोत के मुख्य मिल्न 
में सभी जगह वितरित पार दिए जाएंगे । 

पाइप में अन देन की गति काम में कम 12 ! मीटर प्रति मिनट होगी । 
( 4 ) लम्याई में 91 . 5 मीटर या उममे अधिक या 30 या उसमे शक्ति पालिन प्रस्येक विल्म पम्प में उस स्थान में जिममें यह स्थित है , 
अधिक के मापदण्ड वाले पोतों पर ध्यवस्थाएं ऐसी होगी कि उन सभी मामान्य मधि शुषण हागा परन्तु मिमी एक स्थान में दो से अधिक सीवे चूषण 
परिस्थितियों में , जिनमें कि ममुद्र पर पोत में गम भर सकता है, प्रयोग की अपेक्षा नहीं की जाएगी । जहा दो या दो से अधिक गीधे यूगण की 
के लिए कम मे कम एक शक्ति चालिम पम्प उपलब्ध रहेगा । यह अपेक्षा व्यवस्था की जाती है यहा कम में फम एफ चूषण पनन साइड में 
पूरी हो जाएंगी यदि , --- 

और एक स्टारसोई माघर में होगा । मशीनरी स्थान में प्रत्येक सीधे 
( i ) अपेक्षित पम्पों में में एक पम्प निमज्यनीय प्रकार का वक्ष वृषण का पाम, पोन की मुनय बिज लाइन के व्यास मे कम नहीं होगा । 
पापात पम्प है जिसका पिन नाम और ग्रामक नियंत्रण 

( 3 ) कायन पर चना बाल पोता १२ प्रगार पक्ष में , हम नियम द्वारा 
पोतमिति क के पर स्थित है । ऐसा पम्प और उसका 

अपेक्षित अन्य चूषणों के अतिरिक्त, पर्याप्त लम्बाई के ज. नम्प पूषण होज 
किन श्रोत टमार पोनभित्ति में पागे या पोत के पार्य मे , 

वा व्यवस्था का जाएग। और ये लम्बाई स्वतन्त्र रूप से शक्ति चालिस बिल्ज 
गोत की चौड़ाई के एक बड़ा पांच से अधिक निघाट म्यापित 

पम्प पर किटिंग मे अगार मक्ष विरुज के प्रत्येक पापर्व तक जाएगः । होज का 
नहीं किए जाऐ । । यह नौहाई गहनतम उपग्न दवाव रेवा की 

आलरित ध्याम 100 मिलीमाटर या नियम 55 के उपनियम ( 1 ) के खण्ड 
मतह पर , गौन की मध्य रेखा के समकोण पर मागी आएगी ; या 

( ग ) के अधीन अपेक्षित सबमे यई शमा पाइप के प्यास मे , इन में जो भी 
(ii ) पम्प और उनके शक्ति श्रोन पो की ममग्न लम्बाई में एम 

कम है, होगा । 
प्रकार व्यवस्थित होगे मिः किमी भी दशा में जन पर जाने से 
गिमका प्रतिरोन करने की पास में अपेक्षा की जाती है , कम 

( 4 ) इस नियम माग अपेक्षिन सा बिल्ज चूषण या वृषणा र प्रतिरिक्त , 
में कम प पम्प नुकमान रहित कक्ष में उपलम्य हो । 

मीनरी स्थान में मुख्य परिवाही पम्प में मशीनरी म्थान के निम्नतम 
52 वर्ग 6 और 7 के पोती के लिए मिरुन पम्पा की मन्या और 

मान निकास गपट नक जाने वाले मीधे चुपण की पयस्था का भाएगी 
प्रभार- - ( 1 ) लम्बाई में 9 ? 0 मां7 मे बम याल वर्ग 6 और थर्ग 

और उममें नान -रिटर्न वाल्व लगाया जाएगा । मीधे चूपण पाइप का 
7 के प्रत्येक पोत में निम्नलिखित सारणी के अनमार मन्य विल्म मे 

ग्यास, बाप मालिस पोतो की दशा में , पम्प के प्रवेशद्वार के व्यास का 
अबद पम्पो की व्यवस्था की जाएगी --- 

वाम से कम दो तिहाई और मोटर चालित गोनों की दशा में बही लोगा 

जो पम्प के प्रयेण मार के व्याम का होता है । जरा इस प्रयोजनार्थ मुख्य 
पम्पो की संम्या 

परिवाी पाप उपयुक्त नहीं है यहा बान्द्रीय सरकार उनके स्थान पर 
गौन की लम्बाई माय इनल म्यनन्त रूप हस्नचालिन पम्प : 

सीधे आगाम बिल्म चूपण की व्यवस्था की अनुभा दे मपाता है और 
संचालित गे पाक्ति 

यह चपण स्वतन्त्र रूप से शक्ति पालित मुगल म्य मयमे बई पम्प में 
पम्प 

चालित 
पम्प 

मीनरो स्थान या निम्नतम अल निकाम तमा जाएगा । इस प्रकार महास 
- -- - 

पम्प की क्षमता , विरम पम्प के लिए अपेक्षित क्षमता में उतनी अधिक 

हागी गा केन्द्रीय सरकार को समाधानप्रद हो । ऐसे चूपणा के खुले मुख 
1 7 मीटर से कम 

प्रत्येक मनराधी पक्ष को या उममे मालरन छलनियो की सफाई करने का पूर्ण व्यवस्था की 
के लिए एक नायर जाएगो । यदि यापार कोयरे में चलाया जाता है और बायनर कक्ष को 
प्रकार का या एक 

जन पक्ष में पधाः कारने के लिए कोई गधी पोस भिनि नहीं है तो 
मेक प्रकार का 

पोत पर उपर्युक्न पम्पो में गै एक पम्प में राष; मीधा निफाम लगाया 
15 मीटर तक और 30 

आएगा । वैकल्पिक रूप में एक बाईपास , परिवाही पम्प निकाम में 
मीटर से कम । 

1 यथोक्त 

लगाया जा सकेगा । 
30 मीटर तक और 75 
मीटर से कम 

प्रेम प्रकार का एक 

( 5 ) हम्न चालिन विल्ग पग पोतात कि के ऊपर से काम करने मे समर्थ 
75 मीटर और उसमे 

होगे और उनी उपवस्था इस प्रकार की जाएगी कि जल भर आने मी 
अधिक 

दशा में जांच और पूरी मरम्मत के लिए वकेट पीर बास्त्र बाहर निकाले 
( ) गम्बाई में 92 () मीटर और उमम अधिक के वर्ग और जा मम । 
वर्ग 7 पोग , नियम 51 की अपेक्षाा का उर्मी पपार अन्पालन करंग 

5 ! बिल्ल पापा को यवस्था ----रयोग या पनि स्थानों में में 
भिम प्रकार फि उसका अनुपालन बा । में 5 लय के पोत कारते है । 

गाल निकासी के लिए बिल्ज पापो से ममी पाइप उन पापो से पूर्णन . 
नमय अन पम्प के स्थान पर स्थानन्त्र मा में शक्ति चालिन पम्प 

भिन्न होगे जो उन स्थानो को , जिनमें अल या मेल ले जाया जाता है , 
रखा जा सकता है । 

गरने या गला करने के लिए प्रयोग में लाए जा मकम है । 
हम्मचालित पम्प के स्थान पर बसन्म म्प में शक्ति चालित परण 

( 2 ) कोयला बंधार या ईधन संग्रह वो मे या उनके नीचे अथवा बायनर 
रखा जा सकता है । 

या मणीनरी स्थान में , जिनमें मे ग्यान भी हैं जिनमे तेल निधार किया 


का 


. . 


- - 


ल० 


ग० 
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या तेल ईधन पम्पिंग एकक स्थित हैं , प्रयुक्त सभी बिल्न पाश्म इस्पात के गहननम उपखण्ड भार जन लाइन के स्तर पर मापी जाएगी , एक वटा 
या अन्य अनुमोदित मामग्री के होगे । 

पांच से निकट स्थित नही किया जाएगा । जो कोई बिल्ल पम्प या उमे 
( 3 ) बिल्ज बूषण पाइप तेल की टंकियों में से होकर तब तक नही 

मुख्य बिल्ज मे मंयोजित करने वाला उसका पाइप , सस प्रकार स्थिा नहीं 

है तो व्यवस्था ऐसी की जाएगी कि उसमें कोई खराबी हो जाने के कारण , 
निकाले जाएगे जब तक कि पाइप किसी सेलरोधी ट्रॅकवे में से होकर नही 
गए है । ऐसे पाइप वोहरे नल टेकों से होकर नही ले जाए जाएंगे । 

अन्य बिरुज पम्पिंग व्यवस्था काम करना बन्द न कर दे । इस प्रयोजनार्थ 

एक नान -रिटर्न वाल्व , मुख्य बिल्ज रेखा के साथ उसके जंक्शन नक माने 
( 4) बिल्म पाप फ्लेज ओर से बनाए जाएगे और जहां प्रावश्यक 

बाले पाइप में लगा दिया जाएगा । 
है वहां उन्हे नुकमान से बचाने के लिए पूर्णतया किमी स्थान में स्थित 
पौर सुरक्षित कर दिया जाएगा । वक्ष विस्तारण जोड़ों या मोड़ों की पाइप ____ 57. वर्ग [ से वर्ग तक के पोनों का बिल्म , वाल्थ , काक प्रादि- - 
की प्रत्येक लाइन में व्यवस्था की जाएगी । 

( 1 ) सभी बिल्ज वितरण अक्मे , बाल्ब और काक ऐमी स्थिति में होंगे जहा 

सामान्य परिस्थितियों में मभी समयों पर पहुंचा जा सके और उनकी 
5 5. विल्म चूषण पाइपो का व्यास -- ( 1 ) ( क ) मुख्य बिरूज के 

व्यवस्था इस प्रकार की जाएगी कि जल भर जाने की स्थिति में एक 
व्यास की संगणना निम्नलिखित सूत्र के अनुसार की जाएगी : - -- 

बिल्ज पम्प पोत में किमी जलरोधी कक्ष में प्रचालित किया जा सके । 
___ = 1 . 68 / ल . ( चौ० + ग० ) + 25 मि०मी० 
मु०या० 

यदि सभी बिल्म पम्पो के लिए पाइपों की केवल एक पर्वाल है तो बिरुण 
- मुख्य बिल का आन्तरिक व्याम (मिलीमीटर ) में 

चुषणों को नियमित करने के लिए प्रावण्यक काक या वाल्व पोनभित्ति डेक 
मु० च्या 
== पोत की लम्बाई ( मीटर मे ) 

के ऊपर से प्रचालित किए जाने योग्य होगे । जहां मुख्य बिस्न पम्पन पति 
चौ० -- पोत की चौड़ाई ( मीटर में ) 

के अतिरिक्त एक प्रापान विरून पम्पन पद्धति लगाई गई है वहां वह मुख्य 
= पोत की पोसभित्ति डेक तक मोरेए गहराई 

पद्धति से स्वतन्त्र होगी और नमी व्यवम्या इन प्रकार की जाएगी कि 
( मीटर में ) 

किसी पक्ष में जल भर जाने की स्थिति मे पम्प प्रचाल्य हो मके । उस 

वशा में केवल वे ही काक पौर वाल्व पोत भिगि डेक के ऊपर से प्रचालित 
( ख ) मिसी शाखा मिल्न पाइप का व्याम निम्नलिखित सूत्र वारा 

किए जाने योग्य लोगे जो आपात पति के प्रचालन के लिए आवश्यक 
अभिप्राप्त किया जाएगा, अर्थात् :---- 

०व्या० - 2 15 / ल ( चौ + ग ) --- 25 
जहां शा० व्या० = शाखा बिल्ल चूषण पाइप का प्रान्तरिकः व्याम 

( 2 ) वर्ग 6 और वर्ग 7 के ऐसे पोनों मे , जिनकी लम्बाई 30 मीटर से 
( मिलीमीटर में ) 

कम है, और जिनमे प्रन्येक जनरोधी कक्ष के लिए लीवर टाइप हन 
ल० = कक्ष की लम्बाई ( मोटर में ) 

चालिस पम्प की व्यवस्था है , बिल्ज चूषणों को नियमित करने के लिए 
( 2 ) किसी भी मुख्य बिल्ज घ्षण पाठप का अभ्यन्तर व्यास 62 5 

मुख्य बिल्म के थाल्यो और काकों को , पोतभित्ति डेक के ऊपर से प्रचालित 
मीटर से कम नहीं होगा और किसी भी शाखा पुषण पाइप का अभ्यन्सर पारने के लिए किसी व्यवस्था को पावश्यकता नहीं है । 
व्यास 50 मिलीमीटर से कम और 100 मिलीमीटर से अधिक नही 
होगा । 

( 3 ) बिरुज चूषण के वाल्यो या काकों की परिचालन छड़ , यथा 

सम्भव मीधे मार्ग में ले आई जाएगी । स्थोरा या कोयला बफर स्थान 
____ 56. बिरज पाइपों से जल भर जाने के विरुद्ध पूर्वावधानियां - - ( 1 ) से होकर गुजरने वाली ऐसी प्रत्येक छड़ की , ऐसे स्थानों में होने वाले 
प्रत्येक पोत में , मिल्ज 30 पोर मैलास्ट पम्पिंग पदप्ति की व्यवस्था इस नुकमान से सुरक्षा की जाएगी । 
प्रकार की जाएगी कि समुद्र से और जल बैलास्ट म्थानों से स्थोरा और 
मशीनरी स्थानों में या एक जलरोधी पक्ष से दूसरे जलरोधी कम में अल 

( 4 ) ऐसे प्रत्येक वाल्त्र या कामः झा , जिसकी इस नियम द्वारा 
के माने की सम्भावना न रहे । किसी ऐसे पम्प के माथ जिसमें मम या 

पोलभित्ति ढक के ऊपर से प्रचालित किए जाने की अपेक्षा की गई है , 
जल अलास्ट स्थानों में चूषण की व्यवस्था की गई है, बिल्ज संयोजन या 

नियंत्रण स्टेशन उसके प्रचालन स्थान पर ही होगा और उसे यह प्रदर्शित 
तो मान-रिटनं वाल्य के द्वारा किया जाएगा या कान द्वारा जिमसे कि थे 

करने के लिए मन्ट रूप में चिन्हाकित किया जाएगा कि यह किम प्रयोजन 
जिजों और ममत्र में या मिल्मो पीर जल मैलास्ट यानों में एक ही साथ 

के लिए है और किस प्रकार उसे बोला या बन्च किया जा सकता है तथा 
म खुल सके । बिल्ज वितरण बक्सों में वाम्य नान -रिटर्न प्रकार के होगे । 

बह कब खुली या बन्द स्थिति में है । 
पोत के किसी सीप टैक मे , जिसमें बिस्म और अलास्ट से मयोजन है और 

____ 58 बिन मा बक्मे और स्ट्रम बक्मे - - मशीनरी स्थान में बिल्म 
स्थोरा है, लाफ - अप वाल्व और फ्लेग लगा दी जाएगी जिसने फि उममें 
अमवधानता से समुद्र का पानी न भर जाए या यदि बैलान्ट जल है तो 

वृषण , ऐसे मा बक्सो से जाएंगे जिनमें सुगमता से पहुना आ सके और 

उन्हे यथासाध्य में स्थान के कार्यकरण म्थन के ऊपर रखा जाएगा । 
उमे वाटर पम्प किया जा मधे । ऐसी व्यवस्था के कार्यकारण के लिए 

बक्सो मे बिल्ली तक मीधे टेल पाइप होगे और उनके कानों को इस 
मनुदेश , वाल्व के समीप सुरगण्टा. प्रदर्शित किए जाएगे । 

रीति से लगाया जाएगा कि उन्हे सुगमता से खोला और बन्द किया जा सके । 
( 2 ) वर्ग 1 में वर्ग , तक के प्रत्येक पोस मे किसी ऐसे अपरोधी फालका स्थानो पौर सुरंग कुण्डों में वृषण छोर ऐसे स्ट्रम बक्मो में परिबद्ध 
का को , जिममे बिल्ज धूषण पाइप लगा हुआ है, उस दशा में जल भर किए जाएंगे जिनके छित्रों का ज्याम लगभग 8 मिलीमीटर है और ऐसे 
जाने से बचाने के लिए उपबन्ध किया जाएगा , जब टक्कर लगने मे या छिद्रो का मंयुक्त क्षेव चूषण पाइप छोर के क्षेत्र के दुगन में कम नही 
ग्राउण्डिग के कारण फिगी अन्य जलरोधी कक्ष मे पाइप टुट जाए या होगा । स्ट्रम अल्मों का निर्माण और व्यवस्था इस प्रकार की जाएगी कि 
मन्यथा क्षतिग्रस्त हो जाए । जहां ऐसे पाइप का कोई भाग पोर के चूषण पाइप के किसी जोड़ को तारे बिमा उनकी सफाई की जा सके । 
पार्य में स्थित है, पोत को पोन मध्य चौटाई के , जो गहनतम उप पिछने पाप के खुले छोर और मल के मध्य की दूरी इतनी होगी कि 
विभाग भार मन लापन के स्तर पर मापी जाएगी, एक अटा पाष में उममें से जल पूर्ण प्रवाह से बह सके और उसकी सप्लाई मुविधापूर्वक 
निकट या उकट कील में स्थित है वहाँ एका नान -रिटनं वाल्य उम कक्ष की जा सके । 
में पाइप में लगाया जाएगा जिममे पाइप का खुला मिरा है । 

59. माउगि पाईप ऐसे प्रत्येक पोत मे , जिसको ये नियम लागू 
( 3 ) वर्ग 1 से वर्ग 7 तक के पोतों पर मुख्य बिरुज पाइप, पोन होने हैं , पोत की मरपना के भागरूप मभी टैको और ऐमे सभी जलरोधी 
के पार्व में , पोत की चौड़ाई के , जो पोत की मध्य लाइन के ममकोण पर कक्षो में , जो मशीनरी स्थान के भागरूप नही हैं , माउण्डिंग के लिए 
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वक्ष व्यवस्था की जाएगी जिसे आवश्यकतानुसार मुझ्मान से सुरक्षित रखा 

( अ ) ऐमी सभी मंचार उपस्कर , प्राग पता लगाने वाली पनियां 
जाएगा । जहाँ ऐसी व्यवस्था में माउण्डिंग पारप है वही प्रत्येक साउण्डिंग 

और संकेत जिनकी आपात में आवश्यकता है, किन्तु यह तम 
पाइप के नीचे मोटी इम्पान की दोहरी प्लेट , माउण्डिंग छड़ के प्राघात 

जब कि वे पोत के मुख्य जनित्र सेटों में विद्युत् चानित हैं ; 
के लिए लगाई जाएगी । सभी माउण्डिग पाइप , पोत के पोर्तामप्ति रेक के 

4 ) स्प्रिंकलर पम्प , यदि वह विद्युत् चालित है ; और 
ऊपर नक जाएंगे और उन तक मभी ममयों पर मुगममा से पहुच हो सके । 

( छ ) पोत के दिवालोक संकेतन दीप , यदि ये पोन के विद्युत् शक्मि 
मशीनरी स्थान में स्थित बिल्जों, फाफा बैंक और दोहरे तल के टैको के 

के मुख्य स्रोत द्वारा पालित है । 
लिए माउण्डिंग पाइप पोतभिप्ति डेक सक जाएंगे किन्तु नब नही जय 
कि मशीनरी स्थान में पाहपो के ऊपरी छोर तक , मामान्य परिस्थिनियों 

( 3 ) ऐम पोतों की दणा में जिनकी मम्वयात्रा अल्पावधि की होती 
में पहुंचा जा मकमा हो और उनमें ऐसे काक लगाए गए हों जिनमें 

है, केन्द्रीय सरकार ऐसी अल्पावधि के लिए जो बह टीक समझे, शक्ति 
भमानान्तर प्लग और स्थायी रूप से हैहिल लगे हों और उन्हें इस प्रकार 

के ऐसे मापात स्रोत की व्यवस्था करने की अनुज्ञा दे सकती है जो उप 
पारित किया गया हो कि मफन किए जाने पर वे काक को स्वतः बन्द 

उपनियम ( 2 ) में निर्दिष्ट सेवाएं प्रचालित करने में गक्षम है । 
कर दे । रोधी फालकों के विजों के लिए माउण्डिंग पाइप गेधी होगे 

( 4 ) विद्युत् शक्ति का आपात स्रोत निम्नलिखित यो में में कोई भी 
मौर उनका व्यास 62 . 5 मिलीमीटर से कम नही होगा । 

हो मकेगा : ---- 
माग 2 

( i) एक स्वतन्त्र इंधन प्रदाय और वन प्रारम्भिक व्यवस्थामो सहित 

प्रान्तरिक दहन प्रकार की मशीनरी द्वारा चालित एक जनित्र । 
अष्याय । 

प्रयुक्त किए गए ईंधन का ज्वलनाक 13° में में कम नहीं 
विद्युत उपस्कर और संस्थापन 

होगा ; या 
60 माधारण . - पोतो में विद्युत् संस्थापन ऐसे होगे कि सुरक्षा के लिए 

(ii ) एक सचायफ मैटरी , जो अनि बोल्टना पान या फिर से चार्ज 
अनिवार्य सेवाएं विभिन्न मापात परिस्थितियों में बनाई रखी जा सके और 

किए बिना पापान भार को कम कम 36 घंटे या ऐसी 
विद्युत् खतरों में यात्रियों , कर्मादल और पोस की सुरक्षा की आ सके । 

अल्पावधि के लिए जिसके लिए उप -नियम ( 3 ) के अधीन अनुशा 

दी जाए , बाहन करने में सक्षम हो । 
____ G1. विद्युत् शक्ति का मुख्य स्रोत ---वर्ग 1 से वर्ग 6 तक के पोत-- - 

( 5 ) विद्युत् शक्ति के प्रापान स्रोत की व्यवस्था इस प्रकार की 
( 1 ) गर्ग 1 मे वर्ग 8 तक के प्रत्येक ऐसे पोन म, जिसमें पोत के 

जाएगी कि यह उस समय भी वक्षता में कार्य कर मके अव कि पोत किसी 
नौवन या उम की मुरक्षा के लिए अनिवार्य सहायक मेवाएं बनाए रखने 
के लिए विद्युत् शक्ति ही एलामात्र माधन है, दो या दो से अधिक मुख्य 

भी ओर 22- 1/ 2 प्रण झुका हुअा हो और पोन की दिम ममतल झील 

में 10 मंश हो । 
अनिल सेट लगाए जाएंगे । इन सेटों की णक्ति ऐसी होगी कि इन जानन 
सेटों में से एक के भी काम न करने की दशा में , इन सेवापो का कार्य 

( 6 ) ( क ) यदि विद्युत् शमिम का प्रापात सोन एक मंचायक ( भंडार 
चालन निश्चित रूप में चलता रहे । जनित्र इस प्रकार म्धिन फिए माएंगे 

करण ) बैटरी है सो व्यवस्था ऐसी होगी कि पान की प्रापान 
कि यर मुनिश्चित किया जा सके कि क्षतिग्रस्त कक्ष में जल टपकने से 

प्रसार पद्धति , शक्ति के मुख्य स्रोत में खराबी होने की दशा में , 
या अन्यथा मणीनरी स्थान में भागत: जल भर जाने की दणा मे ये निष्क्रिय 

पोत की मुनय प्रकाश पद्धति के लिए स्वत प्रचालित हो जाए । 
म हो जाए । 
( 2 ) जहाँ एक ही मुख्य बिजली घर है वही ममय स्विषोई उसी 

( ख ) यति विद्युत् शक्ति का प्रापात स्रोम कोई जनिन्न है तो पापास 
मुख्य अग्नि जोन में लगाया जाएगा । जहां एक से अधिक मुख्य बिजली 

शक्ति को एक ऐसे अस्थायी स्रोत की व्यवस्था की जाएगी 
घर है, और एक ही मुख्य स्विचनोई है वहा विच मोई उम मुख्य प्रग्नि 

जिसमें पर्याप्त क्षमता वाली एक संचायक मैटरी हो और उसकी 
जोन में लगाया जाएगा जिसमे एक बिजली पर स्थित है । 

व्यवस्था इस प्रकार की जाएगी कि शक्ति के मुख्य या पापात 

स्रोत में खरामी हो जाने की दशा में यह स्वतः प्रचालित हो 
____ 62. विद्युत् शक्ति का मापात स्रोत--- वर्ग 1 से वर्ग 5 तक के पोन --- 

आए । मंचायफ बैटरी की क्षमता इतनी होनी चाहिए कि वह 
( 1 ) वर्ग 1 से वर्ग 5 तक के प्रत्येक पीन में मशीनरी कमिग के बाहर 

पोत को प्रापान प्रकाश पति को प्राधे घंटे तक के लिए 
पोतभित्ति डेक के ऊपर विद्युत् शक्ति के एक स्वयं पूर्ण प्रापात स्रोत की 

प्रचालित कर सके और इस अधि के दौरान संकायक बैटरी 
व्यवस्था की जाएगी । विद्युत् शक्ति के मुख्य स्रोत या स्रोता के संबंध में 

निम्नलिखिम को शक्ति प्रदाय करने में समर्थ होगी -- 
इसकी स्थिति मी होगी कि यह मनिशिचत किया जा सके कि मशनरी 

( ) यदि पात के जलरोधी दरवाजे विद्युत् चालित हैं तो 
स्थान में आग लगने से या अन्य दुर्घटना मे आपात शक्ति के प्रवाय या 

उनको बन्द करने के लिए किन्तु यह प्रावश्यक नही है 
वितरण में मकावट न पड़े । ऐमा घात टक्कर पोतभित्ति के प्रागे स्थित 

कि ऐसे सभी दरव ने एक साथ बन्द हो सकें । 
नहीं होगा । 
( 2 ) शक्ति का आपात नोस एक साथ ही 36 घंटे की अवधि के लिए 

( ii ) इन सूचकों को प्रचालित करने के लिए जो यह 
निम्न लाखस सेवाएं प्रचालित करने में सक्षम होगा, अर्थात् :---- 

उपदर्शित करते है कि दरवाजे खुले है या बन्द ; 
( क ) पोल प्रापान विरुज पम्प यदि यह विद्युत् चालिस है , 

( iii ) यदि न मिगनल विद्युत् चालित है तो उनको प्रचालित 
( ख ) पोत के जलरोधी दरवाजे, यदि वे विद्युत् चालित है, तथा 

करना जो अलरोधी दरवाजों के बन्द होने का खेतावनी 
उनके अपने- अपने सूचक और चेतावनी सफेत है , 

देते हैं और सभी संचार उपस्करों, अ. ग का पता लगाने 
( ग ) डेक पर प्रत्येक नौका स्टेशन पर और एक बार मभी गलियां , 

वाली पद्धति और ऐसे मिगनलों को प्रचालित करने के 
सीढ़िया और निकाय धारों में , मशीनरी स्थान में , ऐसे नियंत्रण 

लिा जिनकी आपात में प्रायश्यकता है किन्तु यह तब 
म्टेगना में , जहा रडियो, मुख्य नौपालन पोर केन्द्रीय अग्नि 

जब ५ पोत के मुख्य जनिन्न सेटो से विद्यात् चालिस 
अभिलेखन उपस्कर स्थित है , प्रार. उम स्थान में जहां आपात 

हों ; 
जनित्र, यदि कोई है , म्पिन है, पान के पास प्रकाश , 

( ग ) शक्ति के प्रापान स्रोत और शक्ति के प्रस्थायी स्रोत की 
( घ ) पोत के नौचालन प्रकाश ; 

आवधिक पग्म, जिसमें स्वचालित व्यवस्थाओं की परम्प भी 
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मम्मिलित है, करने के लिए माधनों की व्यवस्था की जानी 

( ख ) प्रत्यावर्ती धारा ( ए० सी० ) 
चाहिए । 

(i ) एकल फेज - - वो तार 
( घ ) यह वर्शित करने के लिए कि इस नियम के अनुसार लगाई 

( ii ) तीन फेज - तीन तार 
गई कोई संबायक मैटरी कय विजिन हो रही है, मुख्य 

( iii ) तीन फेज--- चार तार, जिनमें से निरावेषित मार , भू 
स्विचबोर्ड पर मशीनरी स्थान में या किसी अन्य उपयुक्त 

सम्पकित है किस्सु पोतमोल रिटर्न के बिना । 
स्थिति में एक सूचक की व्यवस्था की जाएगी । 

( 2 ) सामानान्तर पद्धतियों और स्थिर वाब महिम विष्ट धारा और 
63. विद्युत् शक्ति का पापात स्रोत ---वर्ग 6 और 7 के पोल ---- प्रत्यावर्ती धारा , दोनों के लिए, वोटे निम्नलिखित से अधिक नहीं होगी , 
( 1 ) यदि वर्ग 6 और वर्ग 7 के किमी पोत की दशा में नियम 56 के 

अर्थात् : - - 
उप -नियम ( 2 ) के अनुसार व्यवस्थित प्रापान बिरुज पम्प विद्युत् चालित है 

( क ) (i) विद्युत उत्पादन ; 
सो मशीनरी केसिंग के बाहर पोतभित्ति डेक के ऊपर किसी स्थिति में 

( ii ) मशीनरी के लिए शकिा ; 
स्वयं पूर्णविद्युत शक्ति के एक ऐसे आपात स्रोत की व्यवस्था की जाएगी जो 
पम्प को 24 घंटे की अवधि तक चलाने में समर्थ हो । 

( iii ) स्थिर मार स्थापन से स्थायी रूप से संयोजित रसोई 

संबंधी उपस्कर ; 
( 2 ) विद्युत् शक्ति का प्रापात स्रोत या तो पुनः चार्ज किए बिना 

( iv ) स्थिर तार स्थापन में स्थायी मा से संयोजित तापन 
या अत्यधिक बोष्टना में अत्यधिक कमी हुए बिना या वोल्टना में अत्यधिक 

उपस्करः 
कमी किए मिना , उपनियम ( 1 ) की अपेक्षाओं का अनुपालन करने वाली 
संचायक बैटरी होगी या स्वतन्त्र ईधन आपूर्ति और वक्ष प्रवर्तन व्यवस्थामों 

के लिए 500 वोल्ट से अधिक नहीं, मोर. . 
का संपीड़न ज्वलन ईधन धारा चालित जनित होगा । ऐसे इंजन के लिए 

( ख ) ( i) केबिनो और मार्वजनिक कक्षों में प्रकाश, ऊष्मक ; 
विए गए इंधम का ज्वलनांक 43° में० मे कम नहीं होगा । 

( ii ) सभी अन्य प्रयोजनों के लिए जो अन्यथा विनिर्दिष्ट 

नहीं है , 
( 3) विद्युत् शक्ति के मापान स्रोत की व्यवस्था इस प्रकार की 
जाएगी कि अब पोत किसी भी प्रोर 221 अंश मुका हुआ है और जब 

के लिए 250 वोल्ट से अधिक नहीं । 
पोत की ट्रिम समसल से 10 अंश है तो वह दक्षता से कार्य कर 

G6. तट प्रायः--- ( 1 ) यवि तट स्रोन मे विद्युत के प्रदाय के लिए 
सके । 

उपवस्था की जाती है तो सद के विद्युत प्राय से केबल प्राप्त करने के 
( 4 ) यदि विद्यत् बालित प्रापात बिल्ज पम्प की व्यवस्था नहीं की 

एक उपयुक्त संयोजन बम की व्यवस्था की जाएगी । ऐसे बया में परिपथ 
गई है नो विधुत शक्ति का प्रापान स्रोत निम्नलिग्नित सेयाओं को 6 घण्टे 

वियोजक पो पृथक्करण स्विच और फाजों तथा पर्याप्न साकार मौर 
की अवधि तक एक माथ चलाने में सक्षम होगा , अर्धात् : - - 

प्राकृति के टर्मिनल लगाए जाएंगे जिससे कि समाधानमा संयोजन मुकर 

हो जाए । स्थायी रूप से प्राब केवल संयोजन बम से मुख्य स्विचबोर्ड 
( क ) डेक और उसके ऊपर प्रत्येक नौका स्टेशन पर, सभी गलियों , 

तक जाएंगे तथा मकर पिचाई पर मम्बद्ध स्त्रिच या परिपथ वियोजक 
सीढ़ियों और निर्गम द्वारों में , मुख्य मशीनरी स्थान और 

भी दिए जाएंगे । 
नौचालन क्षेत्र में मुख्य अनिन्न स्थान में और चार्ट कक्ष में 
अपेक्षित आपात प्रकाश ; 

( 2 ) तीन फेज तट विद्युत प्रदाय के लिए जिसमें निराशिम भूसम्पपित 

लगा है , पोलखोल को तट- भ से संयोजित करने के लिए एक भू-टर्मिनल 
( ख ) साधारण प्रापद् चेतावनी ; 

को व्यवस्था की जाएगी । 
( ग ) आग का पता लगाने वाली पति और नाम नायनी 

( 3 ) प्रत्येक मट संयोजन के लिए मुख्य स्विच बोर्ड पर एक सूचक 
पद्धति ; 

यह दशित करने के लिए लगाया जाएगा कि केबल कब अजित है । 
( घ ) नौचालन प्रकाश, यदि पूर्णत : वैद्युत् है और दिवा प्रकाश 
संकेतक लम्प , यदि वह शक्मि के मुख्य स्रोत से पालिप्त है । 

( 4 ) दिष्ट धारा के मामले में प्रायफ प्रदाय ध्रुवता और तीन फेज 

प्रत्यावर्ती धारा के मामले में फेग अनुक्रम के संबंध में जांच करने के लिए 
64. प्रापात बिव बोई-- - ( 1 ) ( क ) प्रत्येक ऐसे पास में जिनमें इन 

माधमों की अवस्था की जाएगी । 
नियमों के अनुसार विद्युम पक्ति के पापात खांत की व्यवस्था की गई 
है , आपात स्विच बोर्ड, यथा संभव , मफिन ने आपात स्रोत के निकट 

( 5 ) संयोजन बक्स पर एफ उपयुक्त सूचना प्राशन की जाएगी 
लगाया जाएगा । 

जिसमें प्रदाय पद्धति की सामान्य वोल्टमा ( और प्रत्यावर्ती धारा के मामले 

में आवृत्ति ) और संयोजन कार्यान्वित करने के लिए प्रक्रिया संबंधी पूरी 
( ख ) यदि पति का प्रापान स्रास एका जाना है तो पापान स्त्रिच 

जानकारी दी जाएगी । 
बोर्ड उसी स्थान में लगाया जाएगा जहां जनिन स्थित है जब तक कि 
स्थिवाई के चालन में उनसे खराबी ना जाए । 

स्विचनोई, स्विच गियर और रक्षी उपस्कर 
( ग ) यदि शक्ति को प्रापान स्रोत जन्नि है तो एक अन्तर्योजन 

67. स्विचबोर्ड ---- ( 1 ) मुख्य मोर मापात पिचवोहरे की व्यवस्था 
फीडर, जो प्रत्येक सिरे पर पर्याप्त मा से सुरक्षित हो , मुखप और आपात 
स्विचनोडों को जोड़ने के लिए लगाया जाएगा । 

इस प्रकार की जाएगी कि परिचारक बिना किसी खतरे के उपके आगे 

पीछे दोनों स्थानों तक जा सके । खिचबोर्ड में पृष्ठभाग में स्थान 0 . 6 
( घ ) इन नियमों के अनुसार लगाई गई कोई भी संचायक बैटरी 

मोटर से कम नहीं होगी और वह मनुरक्षण कार्य के लिए पर्याप्त होगा । 
उसी स्थान में मनाई जातगो जियमें प्रापान स्विनबोर्ड लगाया गया है । 

स्विचबोर्ड के पाएवं प्रौर पुष्ठ और जहां प्रावश्यक है यहां सामने पे 
65. प्रदाय पति-... ( 1 ) निम्नलिखित प्रदाय पतियों का उपयोग भाग भी , उचित रूप में सुरक्षा की जाएगी । स्विचबोर्ड के मागे पौर 
किला जा सकेगा :- - 

पीछे असंवाही मेट या जाली लगाई जाएगी । कोई भी खुलाई हुमा भाग 
( क ) विष्ट धारा ( बी०सी० ) 

जिसमें संवाहकों या भू के बीध बोस्टना 250 वोल्ट विष्ट धारा या 55 

बोल्ट प्रत्यावर्ती धारा में अधिक है , स्त्रिवाई या नियंत्रण पटल के सामन 
( i ) दो बार पति; 

नहीं लगाए जाएंगे । पाप लाइनें और अन्य फिटिंग , स्विखोई के सीधे 
( ii ) तीन तार पद्धति जिसमें बीच का तार भूमम्मकित है । 

ऊपर या मागे या पीछे नहीं लगाई जाएंगी । 
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( 2 ) अनुभाग र वितरण बोरं, 5f4T Fप में परिखत होगे किन्तु मग पकार दिए. गा वोट मागो पत्र और प्रावृनि मापी यन्त्र 
तय नही जब कि वे ऐम म्यान या पक्ष में लगाए गए हों जिन तक 

में से एक वोल्टमापी यन्त्र और एक प्रावृत्ति मापी यंत्र यम बागें से 
प्राधिकृत व्यक्ति की जा मझते है । ममी परिवृत अरब ननशील और संयोजित किए जाऐंगे । अन्य पोस्ट मापी यंत्र और प्रवृनि मापी यंत्र 
अमाप्रमाग्राही मामग्री के बने होगे या उनमें उसका अस्सर लगा होगा 

की व्यवस्था इस प्रकार की आएगी कि किसी बनिन की बाल्टता पौर 
और मअमृती में बनाए जाऐगे । 

मावृति को मापा जा गके । 
( 3 ) मी माTE उपकरणों और परिपथ नियंत्रण करने वाले माधिवों ____ 71. उपकरण स्फे ----( 1 ) प्रत्येक वोल्टमापी पत्र के स्केन को उच्च 
पर पहचान के लिए नवल स्पष्ट रूप मे लगाए जाएंगे । प्रत्येक फ्यन मीमा परिपथ की सामान्य बाल्टमा का लगभग 120 प्रतिशत होगी । 
और प्रत्येक वियोजना पर वह पूर्ण भार धारा चिन्हित किया जाएगा जिसका 

मामान्य परिचालन बोष्टना स्पष्ट रूप से चिन्हित की जाएगी । 
फ्यूज या परिपथ वियोजक की रक्षा कन्ने है । फ्यूज के लिए लेबल पर 

( 2 ) प्रत्येक धारामापी यंत्र के स्केन की उच्च मामा, उम परिपथ 
भी फ्यूज एलीमेंट का उचित प्राकार चिन्हित किया जाएगा । अन्य रक्षी 

के गिनमें या स्थापित है, मामान्ध पेंटग का लगभग 130 प्रनिगा होगी । 
युक्मियों पर यथोचिन लेबल लगाए जाएंगे जिनमें उन युक्तियों का उनि 

मामान्य पूर्ण भार स्पष्ट रूप से मूधिन होगा । 
स्थापन उपशित पिाया आगगा । 

( 3 ) विष्ट धारा अनिलो के प्रयोग के लिए धारामापी यंत्र और 
68. बम बार-.--बम बार और उनके मंयोजन ताये के बन होगी । 

प्रत्यावर्ती धारा गनिनों के प्रयोग के लिए बाटमापी यंत्र , क्रमश : 15 
मभी संयोजन इस प्रकार बने होंगे कि वे संभागण गे बचे रहें । बम बार प्रनिशन प्रतिवर्ती धारा या पि सूचित करने में नम होंगे । 
और उनके पालम्बो की डिजाइन इस प्रकार की होगी कि वे ऐसे यांत्रिक 

( 4 ) उपकरण दाम्पफार्मर के गोण कुण्डलन दक्षतापूर्वक भू-मकित 
बलाघातों को महन कर सके भो संघ परिपथो के दौरान उत्पन्न हो । 

किए जाएंगे । 
ममकार बम बारों मोर स्त्रिचो की निर्धारित धारा, मब मे बरे जानव 
की पूर्ण भार धारा के माधे से कम नहीं होगी । 

72. भू -सूचकः -- प्रत्येक गधी वितरण पनि में , भ में रोधन की 

स्थिति मूचित करने के लिए भ दीप या अन्य माधनो की व्यवस्था की 
_____ 69. विष्ट धारा जनित्रों के लिए उपकरण - ( 1 ) मे जनित्रों के 

जाएगी । 
लिए, जो पायल रूप में काम में न लाए जाए, कम से कम एक बोल्ट 
मापी यंब और एक धारा मापी यंत्र प्रत्येक जनिब के लिन लगाए जाऐंगे । 

73. मम्थापनों की रक्षा- - ( 1 ) संस्थापना की , आकस्मिक अति और 

लघु परिपथ धारापो से रक्षा की जाएगी । रक्षा युक्तियां प्रेमी होंगी 
( 2 ) पापबद्ध परिचालन में प्रत्येक जनित्र के लिए एक धारा मापी 

कि ये टिपूर्ण दशाओं में रक्षी यक्तियों के विभेदकारी कार्यकरण वारा 
यंत्र और दो वोल्ट मापी यंत्र लगाए जाएंगे । एक बोस्टमापी यंत्र मग 

मेवा के चालू बने रहने के लिए पूर्ण और ममन्धित रक्षा प्रदान कर मके 
बार से संयोजित होगा और दूमा किमी जनित को बोष्टता मागने मे और यह भी सुनिश्चित कर सफे कि त्रुटि को इस प्रकार दूर कर दिया 
मक्षम होगा । 

जाए कि पनि का कम से कम नुकसान पहुंचे और उसमें प्राग न गने 
( 3 ) ममकारी मंयोजनों के माय लगाए गए योगिक कुण्डलन जनित्रों 

का बसरा न रहे । 
के लिए धारा मापी यंत्र उम के सामने वाले पान में संयोजित किया। 

( 2 ) प्रतिभार मे रक्षा के लिए दिए गए परिपथ वियोजक और 
जाएगा जो जनिन के श्रेणी कुण्डलन से संयोजन । तीन तार वाले 

म्यवालिन स्विच, रक्षित को जाने वाली पति के लिए समुचित रोकने 
जनित्रों के लिए धारा मापी यंत्र ममकारी संयोजन और जनित्र के मध्य 

काले लक्ष्यणों के होंगे । फ्युजा, 300 ऐम्पियर में ऊपर अतिभार से रक्षा 
स्थिम होगा । 

के लिए प्रयोग नहीं किए जाएंगे किन्तु किमी लघु परिपथ से रक्षा के लिए 
( 1 ) तीन तार काले जनिव द्वारा या संपन वर्षक द्वारा मंभरण उनका प्रयोग किया जा सकेगा । जनिनों भौर अधिमान नया रोकने वाले 
तीन तार वाली पनि यो लिए एक धारा मापी यंत्र प्रत्येक संतुलन जनित्र 

माहित परिपथों के लिए परिपथ वियोजको को भनिधारा विभक्निया ममंजन 
के प्रत्येक बाहरी पोल के माथ और बोस्टमापी यंत्र बम बारों के प्रत्येक के लिए ममम होंगी । 
पोल और मध्य तार के बीच में मयोजित होगा । 

( 3 ) प्रत्येक रक्षा युक्ति की रोक भमशा ऐसी लघु परिपथ धाग के 
___ 70. प्रत्यावर्ती धारा जनित्रों के लिए उपकरण - - ( 1 ) ऐसे प्रत्येक 

अधिकतम मूल्य से कम नहीं होगी जो क्षणिक सम्पर्क वियोजन से संस्थापन 
जनित में , जो पार्बबद्ध रूप में परिचालित न होने वाला प्रत्यावर्ती धारा 

चिन्नु पर प्रवाहित हो सके । प्रत्येक परिपथ वियोजक या ऐमें स्विप की 
जनित्र है, निम्नलिखित लगाए जाएंगे , अर्थात् : 

जिनका लघु परिणय पर , यदि आवश्यक है तो बन्द होने में समर्थ होना 

आशयित है , निर्माण क्षममा स्थापन के बिन्दु पर लघु परिपय धारा के 
( क ) एक बोल्टमापी यंत्र ; 

अधिकतम मण्य में कम नही होगी । 
( ख ) एक मावृत्ति मापी यंत्र , 
( ग ) ( i ) एक धारामापी स्विच महित एक धारामापी यंत्र जिसमे 

( 1 ) प्रत्येफ रक्षा युक्ति या संवाहक जो लघु परिपथ अवरोध के 
धारा प्रत्येक फेज में पढ़ी जा सके ; या 

लिए पाशयिन नहीं है, उम अधिकतम लघु परिपथ धारा के लिए पर्याप्त 
( ii ) प्रत्येक फज में एक धारामापी यंत्र । 

होगा जो लघु परिपथ निकालने के लिए प्रपेक्षित समय को ध्यान में रखते 

हुए स्थापन के बिन्दु पर घटित हो सके । 
( 2 ) 50 के . वी० ए० से ऊपर वाले प्रत्येक जनित्र के लिए एक 
वाटमापी यंत्र लगाया जाएगा । 

____ 74. परिपथों की मंरक्षा - - ( 1 ) लघु परिपथ मंरक्षा की दिट भाग 
( 3 ) पाबद्ध रूप में परिचालिम प्रत्यावर्ती धारा जनितो में मे 

पद्धति के प्रत्येक मक्रिय पोल में और प्रत्यावर्ती धारा पति के प्रत्येक 

फेज में , व्यवस्था की जाएगी । अतिभार से रक्षा की निम्नलिखित में 
प्रत्येक में , प्रत्येक फेज में एक नाटमापी यंन और एक धारामापी यंत्र या 
प्रत्येक फेज मे धारा मापन के लिए मथरक स्विच महिन एक धारामापी 

व्यवस्था की जाएगी :---- 
यंक्षा लगाया जाएगा । 

( क ) दो तार वाली विष्ट धारा पति में कम से कम एफ लाइम 

या फेन; 
( A ) पावबद्ध परिचालन के लिए, दो योन्टमापी यंव , दो प्रावृति 
यंत्र और एक तुल्यकालिक युषिम की व्यवस्था की जाएगी जिसमें या तो 

( ख ) एकल फेज प्रत्यावर्ती धारा पक्षनि ; 
एक तुल्यकालदर्शी और लैम्प टोगी या उसके मममुम्प कोई व्यवस्था होगी । 

( ग ) तीन तार वाली दिष्ट धारा पद्धति में दोनों बाहरी लानें 
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- - --- - - - --- - - - - - - - - - - - - 
( घ ) किमी रोधी तीन फ़पा प्रत्यावर्ती धाग पद्धति में कम से कम 

( 2 ) पोसखोल रिटर्न का प्रयोग शक्ति , ताप और प्रकाश के बिनगण 
यो फेश ; 

की पद्धतियों के लिए नहीं किया जाएगा । 
( 3 ) धिमी भ - सम्पषित नीन फेज प्रत्यावर्ती धारा पति मे ममी 

( 3 ) (i ) वर्ग 8 और 9 के प्रत्येक पोन के वियुन और विद्युत- ब 
तीन पं. ज्ञ । 

चालित स्टीयरिंग गियर मुख्य स्थिचाई से वो परिपथों द्वारा प्रापूर्त होगा 
( 2 ) कोई भी फ्यूम या परिपथ वियोजक किसी भू-मम्पमित मंबालक जिसमे से एक यदि प्रापात स्त्रियोर दिया गया है नो उममें में होकर 
में निविष्ट नहीं किए जाएंगे । किमी पठति में लगाया गया प्रत्येक स्विच जाएगा । प्रत्येक परिपथ में ऐमी ममी मोटरों की अापूर्ति के लिए पर्याप्त 
या परिपथ वियोजक मा होगा कि वह भ्र-सम्पकिन संवाहक और रोधी क्षमता होगी जो साधारणतया उममे मंसक्न रहते है और जो साथ - साथ 
मंवाहको में एक मात्र परिचालित होगा । 

परिमालित होते है तथा यदि स्टीर्याग्ग गियर कक्ष में ऐसी अन्तरण न्य 
____ 75. नियो की रक्षा --- ( 1 ) अति धारा में रक्षा के प्रनिरिकम ऐमे 

यस्थाएं की गई है जिसमे कि किमी भी परिपथ को किमी मोटर या मोटग 
अनितो के लिए जिनकी व्यवस्था ममनिर में बनाने की मही है, एक 

के समुच्चय को प्रदाय करने दिया जाना है तो प्रत्येक परिपथ की क्षमता 
परिपथ वियोभक लगाया जाएगा । ऐसे परिपथ वियोजक की व्यवस्था 

अधिकतम भारम्थिति के लिए पर्याप्त होगी । परिपथ , यथामाध्य व्यापक 
इस प्रकार होगी कि उमसे ममी रोधी पोलों या प्रत्येक रोधी पोल में 

साप में उमकी पूर्ण लम्बाई में , उर्ध्वाधर और निम , दोनों में , अलग कि 
फ्यूज महिन बिच योजित बह-पोलों को खोला जा सके । 

जाएंगे । ऐसे सूचक दिए जाएंगे जो यह शिन करेंगे कि स्टीयरिंग गियर 

के विद्युत एकक कम चल रहे है । ये सूचक मशीनरी नियंत्रण कक्ष मे या 
( 2 ) गमांना में चलाने के लिए, व्यवस्थित जनिवों की दशा में , 

किमी अन्य अनुमोदित स्थिति में और नौचालन स्थान पर स्थित होंगे । 
मभी रोधी पोषों को एक माय खोलने के लिए व्यवस्थित एक परिपथ 
वियोजक दिया जाएगा । ऐसे परिपथ वियोजक में नाक्षणिक प्रत्यावर्ती 

( ii ) स्टीयरिंग गियर परिपथों के लिए, केवल लघु परिपथ मुगल 
धारा से रक्षा की जाएगी जो रेट की गई धारा में 15 प्रतिशत तक ही 

होगी । 
परिचालित होगी । 

( iii ) जहां तीन फेम संभरण का प्रयोग किया जाता है वहाँ एक 
( 3 ) प्रत्यायी धारा जनित्रो की दशा में , काल विलम्ब महिन 

मी ऐमाम पनि दी जाएगी जो किमी भी संभरण फेज की विफलता 
एक प्रतिवर्ती मिस रक्षा दी जाएगी और पूर्ण भार के 2 में 15 प्रतिशत 

मूचित करे । पलार्म श्रष्य और वृण्य दोनो प्रकार के होंगे और नौचालन 
तक की सीमाओं के भीतर , मेट की जाएगी । 

स्थान पर उपयुक्त स्थिति में लगाए जाएंगे । 
( 4 ) ममातर में परिचालन के लिए व्यवस्थित विष्ट धारा जनित्रों 

(iv ) कुल 1600 टन मे कम के पोतो में यदि महायक स्टीयरिंग 
की दशा में , निम्नलिखित प्रतिग्नि उपबन्ध किए जाएंगे, अर्थात् :--- 

गियर विद्युत चालित नहीं है या मुख्य रूप से अन्य सेवाओं के लिए 

प्रापयित वियत मोटरचालित है तो मुझय स्टीयरिंग गियर मुख्य स्विचोर्ड 
(i ) जहा समकारी संयोजन का प्रयोग किया जाना है वहां प्रतिवर्ती 

के एक परिपथ के साथ संभरिप्त किया जा सकता है । जहां मुख्य रूप 
धारा से रक्षा की व्यवस्था, जिममें मुण्डलन श्रेणिया मंयोजित 

से अन्य सेवानों के लिए प्राशयित किसी ऐमे विद्युत मोटर का सहायक 
है , उसके सामने वाले पोग्न में की जाएगी ; 

स्टीयरिंग गियर को शक्ति प्रदान करना है वहां इस उपनियम के मण्ड 
( i ) जहां जनिभ योगिनः कुणरत्नम जनिन्न है वहाँ निम्नलिखित उपबन्ध ( ii ) और खण्ड ( iii ) की अपेक्षाओं का प्रभित्यजन कर दिया जाएगा 
झिा जायेगे . - - 

यवि सुरक्षा व्यवस्था अन्यथा पर्याप्त हैं । 
( क ) प्रयेक जनित के लिए एक समकारी स्विच , जो इस 

( 4 ) यदि किसी पोत में निम्नलिखित के लिए क्भि संभरण --- 
प्रकार अन्तर्ग्रथिन होगा कि वह उस परिपथ बियोजक 

(i ) स्वचालित छिड़कने वाली पद्धति जिसके लिए शक्ति संभरण 
के , जिसके माथ यह संयुक्त है, परिपथ के मुमय संपर्क 

के कम से कम दो स्रोत अपेक्षित है , 
के पहले बन्द होता हो और उसके पश्चात् खुलना हो ; 

( ii ) ममुद्री मल पम्प ; 

( iii ) संपीड़क और 
( ब ) माथ-माश परिचालित होने वाले सभी पोनों के माथ 
नीम पोल परिपथ षियोजक । 

(iv ) स्वचालिम एलार्म 
( iii ) तीन मार पति मे , मध्य तार के संयोजन के लिए एक स्विष विद्युत मे होता है तो यह मुख्य अनित्र सेटों से और विद्युत शक्ति के 
दिया जाएगा, जो जनित्र स्विच या प्राउटर से संयोजित परिपथ 

प्रापान सीन से लिया जाएगा केवल उस प्रयोजन के लिए मारक्षित 
वियोजक से इस प्रकार प्रमथिन होगा कि यह उनके माथ पृथक पोषको नारा एक संभरण मुख्य स्विचबोर्ड से पौर दूसरा मंभरण 
माथ परिचालित हो सके । 

प्रापात स्विममोर्ड से लिया जाएगा । ऐसे पोषक , छिड़कने वाले एफक 

के निकट स्थित परिवर्तन स्थिच से जुड़े होगे और यह स्विच 
76. मावश्यक मेवाएं - - जहाँ जनित्र समानर में परिचालित है और 

माधारणतया मापान स्विचबोई से पाने वाले पोषसों में बन्द रखा 
भावश्यक मशीनरी विद्युत धारा चलाई जाती है वहा अब जनित्र अति 

जाएगा । परिवर्तन स्विच स्पष्ट रूप से चिन्हित किया जाएगा और इन 
भारित हों तब उम अनि अनावश्यक भार के अपने पाप नियोजित होने के 

पोषकों में कोई अन्य स्विच फिट नहीं किया जाएगा । 
लिए व्यवस्थाएं की जाएंगी । हम भार को एक या अधिक चरणों में कम 
किया जा सकेगा । 

( 5 ) प्रत्येक मोटर की प्रतिभार और लघुपरिपथ से मुरक्षा की 

जाएगी । सभी प्रकाश परिपथों में प्रतिभार और लघु परिपथ सुरक्षा की 
___ 77. शक्ति ( ट्रमिफार्मर ) - - पाक्ति ट्रान्सफार्मर के मुख्य परिपत्रों की , 

म्यवस्था की जाएगी । 
परिपथ वियोजक या फज दाग होने वाले लषु परिषय से रक्षा की 
जाएगी । जहाँ ट्रान्सफार्मरों की व्यवस्था समांतर में परिचालित होने के 

79, मोटरों , पायलट नैम्पों प्रावि को सुरक्षा - बोल्ट मीटर, मापन 
लिए की गई है वहाँ पृथक्करण साधन , गौण कुण्डल पर उपलब्ध किए 

उपकरण के लिए वोल्टेज कायल, भूसम्पर्क उपवर्णक युक्तियों और मंयोगक 
जाएंगे । 

लीए सहित पायलट लैम्पों को सुरक्षित रखा जाएगा । ऐसे पायलट लैम्प 
78. वितरण पनि :- - ( 1 ) बहु पोल परिपथ वियोजक या स्विच को , जो उपस्कर के अभिन्न अंग हैं, उन पायलट सैम्पों को छोड़कर, अजग 
और फ्यूज प्रत्येक मुख्य वितरण परिपथ के पृथक्करण और संरक्षा के लिए अलग मुक्षित नहीं किया जाएगा जिनमें वटि या जाने से आवश्यक उपस्कर 
दिए जाएंगे । 

के संभरण पर प्रमिकल पड़कन संभावना है । 


या 


[ भाग II . - खण 3 (i ) ] 
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80. स्विप गियर . - परिपथ वियोजक और स्विष एयर फ्रेम प्रकार 
के छोंगे । अनिनों के परिपथ वियोजकों की प्रति धरा विभुक्तियां और 
अधिमान ट्रिपिग रिले की सेटिंग ममंजमीय होगी । स्विच गियर के हत्थे 
और परिचालन तंत्र की व्यवस्था इस प्रकार की जाएगी कि परिचालक के 
हाथ अनजाने में धातु के विद्युतमय भागों को न छू ममें या स्विच या 
परिपय वियोजक या फ्यूज के विदीर्ण होने मे उत्पन्न मार्फ मे उमे क्षति 
न हो सके । 

81 केवल :- - ( 1 ) केबलों के मभी धातु यावरण और कवच विद्युत 
के लिए सातत्य और भमम्पमित होंगे । 

( 2 ) जहाँ केबल पर न सो पावरण हैं मोर महीं भवच है, वहां यह 
सुनिश्चित करने के लिए पर्याप्त पूर्वाधान। बरती जाएगी कि किसी वियुत 
त्रुटि के समय परिन - जोखिम न हो प्रत्येक विद्युत केबल इस प्रकार का 
होगा कि वन अग्नि के फैलाय को रोक सके । 

( 3 ) सभी विद्युत तारो को इमरीति से प्रवलंब दिया जाएगा कि 
रगा और अन्य मति से वे बच सकें । 

( 4 ) विद्युत संवाहको में सभी जोड, कम बोस्टेग सम्प्रेषण पद्धतियों 
को छोड़कर उपयुका जन्कशन बक्मों में बनाए जाएंगे । ममी मे जकशन 
और प्राउटलेट बक्से इस प्रकार बनाए जाएंगे कि वे परिन के फैलाव को 
रोक सकें । 

( 5 ) केबलों का रोधन, उस अवस्थिति को ध्यान में रखते हुए 
जिसमें उनका प्रयोग किया जाना है, पर्याप्त होगा । सामान्य वसामों में 
रोधी सामग्री का नियत परिचालन ताप, उस परिवेश के जिसमें केबल 
स्थापित की गई है, परिवेशी ताप से कम से कम 10 अंश सेंटिग्रेड ऊपर 
होगा । ऐसी केबलों जिनके लिए विभिन्न ताप नियत किए गए है 
एक साथ गुच्छित नहीं होगी । 

( 6 ) स्थोरा फनकों जैसे परिवेश स्थानों में , जहाँ केबलों को यांत्रिक 
नुकमान हो सकता है केबलों के कपचित होने पर भी , उन्हे उपयुक्त 
सुरक्षा प्रदान की जाएगी । जहाँ धातु पावरध दिया गया है वहां उसकी 
संक्षारण से सुरक्षा की जाएगी । ऐसे भावरण उपयुक्त रूप से भूसम्पकित 
होंगें । 

( 7 ) जल भद्र पोतभिसियों या कक्षों से होकर जाने वाली केयलें 
उपयुक्त जलरुद्र ग्लंडों से भावरित होंगी । 

( 8 ) प्रमीतक परिवेश में स्थापित केबलों पर जल रुन पौर अप्रवेश्य 
मावरण होगा और उसे न कमान से सुरक्षा प्रदान की जाएगी । 

( 9 ) स्नानगहों , मशीनरी परिवेशों , रसोईघरों, प्रशीप्तित या पम्प 
ऐसे परिवेशो में , जहाँ जल संपनन मा पन्य अपहानिकर वाष है फिर 
किए गए केबलों पर अप्रवेश्य प्रावरण होगा । 

( 10 ) ( क ) एकल कोर पाले और 20 एम्पियर्स से अधिक नियत 
प्रत्यावर्ती धारा संभरणों के लिए केयलों पर अचुम्बकीय सामग्री के कप 
होंगे । 

( ब ) एक ही परिपण फी , केवले एक ही तारनाली में स्थापित 
की जाएगी , जब तक कि तारनली प्रचुम्बकीय सामग्री की न हो । 

( ग ) दो , तीन या पार एकल कोर वाले ऐसे केवल जिनसे एकल 
पौर तीन फ़ज परिपथ बनते है, ययामम्भव एक दूसरे के साथ संस्पर्शी 


रोधन या पृथककारी ट्रामफार्म के प्रयोग द्वारा की गई हो , " अनाप्त 
पातु भाग को संभरण केवल में सबाहक के द्वारा भू-सम्पकिस किया 
जाएगा । जहां पियुत् लैम्पो, मौजारों या अन्य साधित्रो का मन परिवेशों 
मे प्रयोग किया जाता है वहाँ विद्युत् भटके से कम मे कम खतरा हो 
इसके लिए पर्याप्त व्यवस्था की जाएगी । 

( 2 ) सभी विधुत् फिटिंग इस प्रकार बनाई माएंगी फि लाप की 
अनुचित रूप से बढ़ने से रोका जा सके जिससे कि वियुत् सारों को 
क्षति नहा या जिमसे अग्नि जोखिम न हो । 

( 3) ऐसे पोत में जिसमें विद्युत् या पियुत् अवचालित परिभालन 
गियर फिट किया गया है , ऐसे सूचक दिए जाएंगे जो यह पर्शित करेंगे 
कि विद्युत् एकक का प्रयोग में है । ऐसे सूचक नौघालन पौर मशीनरी 
स्थानों में या मशीनरी नियंत्रण कक्ष में उपयुक्त स्थितियों में लगाए 
भाएंगे । 

( 4 ) वितरण पत्तियों की व्यवस्था इस प्रकार की जाएगी कि 
किसी मुख्य प्रग्नि जोन में भाग लगने पर किसी अन्य मुख्य अग्नि जोन 
में पावश्यक सेवा मे बाधा न पड़े किसी म. ख्य अग्नि जोन से होकर जाने 
वाले मुख्य और प्रापत संभरक यथामाध्य व्यापक रूप से उपधिर पौर 
तिज , दानों वशामों में अलग किए जाएंगे । 

( 5 ) किसी पीत के उपस्कर के भाग रूप प्रत्येक विद्युत् स्थापन 
सापक ऐसी स्थिति में लगाया जाएगा और इस प्रकार निमित किया 
जाएगा कि अग्नि की जोखिम कम से कम हो । ऐमा कोई भी तापक किसी 
ऐसे एसीमेंट से निर्मित नही किया जाएगा जो इस प्रकार अनावृत्त कपड़े , 
परपे या अन्य सामग्री को अपनी गरमी से मुलसा के या उनमें प्राग लगा 
दे । संस्थापनों की व्यवस्था इस प्रकार होगी फि निकटवर्ती पीसभित्तीयों 
या ठेकों को प्रत्यधिक गरम होने से रोक सके । 

( 6 ) कोई मी वियुत् उपस्कर ऐसो स्थानों में संस्थापित नहीं किया 
जाएगा जहां ज्वलनशील मिश्रण एफन किए जाते है जम तक कि वह इस 
प्रकार का न हो कि संबंधित मिश्रण को ज्वलित नहीं करेगा । 

( 7 ) प्रत्येक पोत में , बंकर या फाल्के में प्रत्येक प्रकाश परिपय 
का स्विच उस स्थान के बाहर एक पौर लगाया जाएगा । 


83. नौचालन बत्ती :--- ( 1 ) नोचालन बत्तियां, केवल उस प्रयोजन 
के लिए लगाए गए वितरण योर्ड ( फनफ ) अलग- अलग सम्बत किए जाएंगे 
जो प्रत्यक्ष रूप से या ट्रांसफैमरों द्वारा या मापात स्विच बोर्ड से संयोजित 
हैं । वितरण बोर्ड, स्यूटी पर अधिकारियों की पहुंच के भीतर होंगे । 

( 2) प्रत्येक मौचालन बत्ती प्रत्येक रोधी पोल में स्विच पोर पयूज या 
परिपथ वियोजक द्वारा जो वितरण बोर (फलक ) पर लगी है, नियनित 
और सुरक्षित की जाएगी । प्रत्येक नाँचालन बसी में एक स्वचालित 
सूचक दिया जाएगा जो यत्ती की खराबी की श्रव्य पौर/ या वृश्य सूचना वेगा । 
यदि केवल एक एलाम युक्ति फिट की गई है तो यह मुख्य या गौण 
बैटरी से संयोजत होगी । यदि दृश्य संकेत का प्रयोग किया जाता है 
ती मोर ऐसा संकेत नीचालन बत्ती के साथ की श्रृंखला में संयोजित है 
तो संकेत में खराबी के कारण नौवालन मसी का बुसना रोकने के लिए 
व्यवस्था की जाएगी । 

( 3) मीचालन बत्तियों के लिए किसी प्रत्यायती परिपथ को प्रेरित 
करने के लिए, नौबालन स्थान पर व्यवस्था की जाएगी । 
____ 84 मशीने : - - ( 1 ) अन्य जनित्रों के साथ पार्ववय रूप में 
चलने के लिए व्यवस्थित टरबाइन से चलने वाले विस्ट धारा जनितों में 
प्रत्येक टरबाइन के माय एफ स्विष दिया जाएगा जो जनित परिपष 
वियोजक को तब खोलेगा जब टरबाईन प्रति गति संरख युक्ति काम 
करती है । 

( 2 ) किसी प्रत्यावर्ती धारा अनन सेट का गति नियंत्रक संपूर्ण भार 
के 5 प्रतिशत तक के भार का संमजन करने में सक्षम होगा । 


( E ) जुम्बकीय सामग्री पौर फिटिंग को यथासंभव केबलों के मान 
निकट नहीं लगाया जाएगा । 

82. साधारण विद्युत् पूर्वावधानियों - -- ( 1 ) सभी विद्युत् उपस्कर 
इस प्रकार निर्मित और संस्थापित किए जाएंगे कि उन्हें उचित रीति से 
हमलामे से किसी व्यक्ति का क्षति का खतरा न हो । जहाँ सुवाहय 
विद्युत् लैब पौगार या पैसा ही उपस्कर को 55 वोल्ट से अधिक की 
योल्टता पर परिचालित किया जाता है वही, जब तक कि सुरक्षा दोहरी 
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( 4 ) पाश्वबस रूप में चलने के लिए अपेक्षित प्रत्यावर्ती धारा जनित्र 
संतोषप्रद महभागी भर महित, पूर्ण भार के 20 प्रतिशन भार से स्थायी 
होंगे । 


87 मैटरियां : -- ( 1 ) क्षारीय बैटरियां और मीसा-अम्स मैटरियां 
एक ही कक्ष में स्थापित नही की जाएंगी । 

( 2) बड़ी बैटरियां, केवल बैटरियों के लिए निश्चित स्थान में ही 
स्थापित की आएंगी । 

( 3 ) इंजन प्रावि के चालू करने के लिए प्राशयित मैटरियो, पथा 
संभव ईजनों के निकट अवस्थित की जाएंगी । जिन कक्षों में बैटरियां अव 
स्थित की गई है वे संवानको को बन्न करने वाले माधनों के बिना मवातिर 
होंगे । ऐसे कक्षों में फिट किया गया कोई भी बत्ती सहल रूप से सुरक्षित 
प्रकार की होगी । 

( 4 ) जहाँ अम्ल का अलेन्द्रोलाइट के रूप में प्रयोग किया जाता है 
वहाँ मैटरी है या बक्से में सीसे का प्रस्तर लगाया जाएगा । प्रत्यावर्ती 
रूप से बैटरी सेलों के नीचे डेक की , सीसे या अन्य अम्ल गेयी सामग्री 
से सुरक्षा की जाएगी । 

( 5 ) स्विचं, फ्यूज और अन्य विद्युत् उपस्कर जिनमें पार्क पवा हो 
सकता है, किसी बैटरी कक्ष में फिट नहीं किए जाएंगे । 

( 8 ) मुख्य इंजनों को चालू करने के लिए प्रयुक्त बैटरियों में कम 
से कम वो मैटरियां ऐसे संयुक्त प्राकार की होंगी जो , यदि जन प्रतिवर्ती 
प्रकार का है तो कम से कम बारह ऋमिक स्टार्टस पीर यदि ईजन अप्रतिवर्ती 
प्रकार का है तो कम से कम छह क्रमिक स्टाटस वेने से समर्थ हों । 

( 7 ) बैटरियां चार्ज करने के लिए पर्याप्त सुविधाएं दी जाएंगी पौर 
इसमें प्रावश्यक फिटिंग लगाई जाएगी तथा उनकी धारा के प्रत्यावर्तन 
से सुरक्षा की जाएगी । 


( 3 ) पोत के जानन , जिनके अन्तर्गत उनके उत्तेजक और सभी सतत 
अनुमत मोदरें भी है साप मान बढ़े बिना अनिश्चित अवधि के लिए शीतल 
जल या वायु के अधिकतम तापमान पर संपूर्ण अनुमत उत्पादन पर सतत 
काम करने के लिए उपयुक्त होंगे । सभी अन्य जनिन और मोदरों को 
जब उन का परिकल्पिक भार परिस्थिति के अधीन परीक्षण किया जाए 
तब उनके साप में अत्यधिक वृधि लाए बिना कार्यकरण के लिए अपनाए 
गए कार्य मामकों के अनुमार अनुमत किया जाएगा । 

( 4 ) सभी जनित्र ऐसे होंगे कि वे साधारण परिचालन तापमाम पूर्णतः 
मनुमत अंक तक पहुंच जाने के पश्चात् 15 सैकण्ड के लिए 50 प्रतिशत 
से अधिक धारा को बिना क्षति के , सहन करने में समर्थ हों । 

( 3 ) यह सुनिश्चित करने के लिए शैफ्ट मोर पियरिंग के बीच परि 
पालित धारा प्रवाह से, कोई बुरा प्रभाव न पड़े । 

( 8 ) बहत्त प्रत्यावर्ती धारा मशीनों और मोटरों में प्रयुक्त रूप से 
सन्निहित ताप सूपक दिए जाएंगे । 

85. विष्ट धारा जनिन : -- (1 ) स्वचालित वोल्टता विनियंत्रक , 
पाय कुण्डणित विष्ट धारा जनित्रों के लिए दिए जाएंगे । 

( 2) प्रतिरोधक विनियंत्रित करने वाली श्रेणियों के बिना चार्ज 
होने वाली बैटरियों के लिए प्रय वन विष्ट धार जनित्र या तो :---- 

( क ) पार्थ कुण्डलित या , 
( ख ) मिश्र कुण्डलित होंगे और उनकी व्यवस्था इस प्रकार की जाएगी 

कि श्रेणी कुण्डलन का काम किया आमा बन्य किया जा सके । 
( 3 ) स्किन यो पर ऐसे साधन दिए जाएंगे जिससे कि किसी विष्ट 
धारा जनित्र की पोस्टसा ; भार रहित और पूर्ण भार के बीच प्रनुमत पोल्टता 
के एक प्रतिशत के भीतर पृथक रूप से संमाजित की जा सके । 

( 4 ) ( क ) जनित्रों का सहा विनियमन ऐसा होगा. मि पूर्ण भार 
पर पाय और स्थिर कुण्डलित जनिब सेट के लिए स्थायी भार रहित 
मास्टता पूर्ण भार मंफ के 115 प्रतिशत से अधिक नहीं होगी । 

( ख ) पूर्ण भार वोल्टता, पूर्ण भार पर मिश्र कुण्डलित जनित्रों 
के लिए अनुमत पोस्टता के 2. 5 प्रतिशत तक होगी पौर 20 प्रतिशत 
भार को पोल्टता सहित परिचालन साप मान अनुमत पोस्ता की एक 
प्रतिशत तक होगा । 

( 5 ) समी विष्ट धारा जनित्र जब से वे परिवेशी तापमान पर पूर्ण 
__ भार इंजन गति परः पालिस ही सब मनुमत कोल्टता पर पूर्ण भार 
पारा अधिकतम विनिविष्ट तापमान तक सनत रूप से देने में समर्थ होंगे । 

( 8 ) समानर में चलने के लिए अपेक्षित सभी विष्ट धारा ( दि . 
घा० ) जमिन मार रहित से संतोषप्रद सहयोग भार, सहित पूर्ण कुल संयुक्त 
भार तक स्थाई किए जाएंगे । 

( 7.) दो तार जनिनों की श्रेणी कुण्डलन नेगटिव मिनल से संयोजित 
की जाएगी । 

88. प्रत्यावर्ती जनित : - - ( 1 ) प्रत्येक प्रत्यावर्ती धारा सर्पिस जनिन , 
जब तक कि वह स्वविनियंत्रित प्रकार का न हो, एक पृथक स्वचालित 
पोल्टता विनियंत्रक के संयोजन में परिचालित होगा । 

( 2 ) किसी प्रत्यावर्ती धारा जनिस का कोस्टता नियंत्रक और उसके 
ए . बी . पार० ऐसे होंगे कि सभी भारों पर, भार रहित से पूर्ण भार नक , 
मनुमत शक्ति घटक पर अनुमन पोस्टता 2. 5 प्रतिशत धम या ऋण 
के ₹ज सक आरक्षित हो । 

( 8 ) प्रत्यावर्ती बारा पदतिया ऐसी होंगी कि जब एक जनित काम 
फरमा बन्द कर दे तो घोष सेट में प्रति पोस्टता की कमी के कारण 
किसी मोटर में रुकावट लाए बिना या किसी युक्ति में खराबी लाए बिना 
पोत में सब से बहरी मोटर को चाल करने के लिए पर्याप्त पारमित क्षमता 
होगी । 


( 8) बैटरियों की लघु परिपय से संरक्षा प्रत्येक स्थापित संवाह या 
किसी बहुपोल परिपप वियोजक द्वारा बैटरी कक्षा के निकट किन्तु उसकी 
बाहरी स्थिति पर फ्यूज द्वारा की जाएगी । 

( 9 ) महा बैटरियां शक्ति के प्रापास स्त्रोत का संभरण करती है 
वहाँ वोल्टता की कमी नामिक अनुमत वोल्टता के 12. 5 प्रतिशत से 
अधिक नहीं होगी और बैटरियों की पोल्टता विभिन्नता पूर्ण रूप से चार्ज 
किए जाने से प्राधे घण्टे में डिस्चार्ज दर पर अपनी ड्यूटी के पूर्णपालम 
तक धम 10 प्रतिमत और ऋण 12. 5 प्रतिमत तक होगी । 

( 10 ) शक्ति के पापात स्त्रोत के रूप में , पायित मैटरिया, अन्य 
प्रयोजनों के लिए प्राशयित मैटरियों से पृथक और सुभिन्न होंगी पौर 
उनका प्रयोग प्रपात सक्ति से मिल पिसी प्रयोजन के लिए महीं किया 
जाएगा । 


भाग - 2 


अध्याय- - - 5 


बायलर और मशीनरी 
88. साधारण - - ( 1 ) पर्म 1 से के हर पोन को मह माम लाम 
होता है । 

( 2 ) मगीनरी, बायसर अन्य दावसह पात्र, जिस सेवा के लिए, मे 
प्राशयित है, पर्याप्त डिजाइन पौर निर्माण के होंगे और वे इस तब संस्था 
पित और सुरक्षित रखे जाएंगे । जिससे कि पोत पर व्यक्तियों को कम 
से कम बतरा हो । 


( 3 ) ऐभी मशीनरी , बाफ्लर और अम्य दाब जलयानों के किसी 
भाग में प्रतिवाव रोकने के लिए साधन दिए जाएंगे । हर बालयर पार 
अग्निहीन वाष्प जमिन को कम से कम वो सुरक्षा बल्व दिए जाएंगे : 


[ भाग I[- - खण (1 ) 
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की मोर जाने की शक्ति की 60 प्रतिशत होगी । मुख्य नोवन और मशीनरी 
व्यवस्था इस प्रकार की होगी कि पोत का नोवन तेजी से रोका जा सके 
मोर पोत को ठीक ढंग से संभाला जा सके । 


परन्तु केन्द्रीय सरकार, किसी बायलर या पग्मिहीन वाष्प अनित्र 
में उत्पादन और अन्य लक्षणों को ध्यान में रखते हुए केवल एक सुरक्षा 
बाल्य फिट करने की अनुशा दे सकती है यदि उसका समाधान हो जाए 
कि प्रतियाग के विस्त उसके पर्याप्त सुरक्षा मिलेगी । 

89. बायलर और अन्य बाब पान : - - ( 1 ) हर बायलर या अन्य 
दाब सह पात्र पौर उममे संबंधित माउटिंग की पहली बार सेवा में लगामे 
से पूर्व, पविफलम अनुज्ञेय पालन वाय 1. 5 बार मे अम्यून दाब से द्रधीय 
परीक्षण किया आएमा :-- - 

परन्तु केन्द्रीय मरकार किमी बायलर या द्रवीय परीक्षण के लिए 
अनुकल्पित भागीयत उद्देश्य और इसके लिए वाब सहपात्र के अन्य किसी 
परीक्षण प्रणाली की अनुज्ञा दे सकती है यदि उसको समाधानप्रद रूप 
में यह वशित कर दिया जाए कि ऐसी प्रणाली प्रवीय परीक्षण के समान 
ही प्रभावी है । 

( 2 ) प्रत्येक बायलर या याब सह पात्र , चालू किए जाने के पश्चात् 
फिसी भी समय , उपनियम ( 1 ) में निर्दिष्ट द्रव बालित परीक्षण या अन्य 
परीक्षण के लिए सक्षम होना चाहिए । 

( 3 ) प्रत्येक दाब-सहपान की सफाई और निरीक्षण की सुविधाजनक 
बनाने के लिए उपयुक्त व्यवस्था की जाएगी । 

90 मायलर जल सक सूचक :- - ( 1 ) प्रत्येक मायलर में जल 
सासर दर्शित करने वाले कम से कम पो स्वतन्त्र माधन लगे होंगे जिनमें 
से एक जल भापी नली होगी और दूमरी एक अतिरिक्त जलमापी नली 
या अनुमोदित समतुल्य जल- सल मूषक लगा होगा । 

( 2) एक छोर वान बायलरो में बायलर के दोनों पोर एक - एक 
जल- नल मूचक लगे होग । दोहरे छोर वाले बायलरों में चार- जल-सल 
सूचक लगे होगे जिनमे भे बायलर के प्रत्येक कोने में एक -एक लगा होगा । 

( 3 ) प्रत्येक सेल-प्रत्वलित जल नली बायनर, में , जल -तल का पता 
लगाने का यंत्र लगा होगा जिससे श्रम और दृश्य प्रलार्म प्रचालित हो 
सफे . और जब तब मुरक्षित मनह से नीचे आ जाए. तो नेल का प्रदाय 
स्वयमेव रुफ जाएगा । 

( 4 ) टरबाइन मीनरी में काम कर रहे जल नली बायलरों में 
एक उच्च तल- नल अलार्म लगाया जाएगा । 


2. मोदन मशीनरी का दूरस्पं नियंत्रण ( 1 ) जहाँ मोवन मशीनरी 
की दूरस्थ नियंत्रण व्यवस्था मोचालन स्थान से की गई हो और मशीनरी 
के स्थान में मानवयुक्त हो वहां निम्न प्रकार लिखित अपेक्षाएं पूरी करनी 
होंगी, अर्थात् : - - 
(i ) गति, प्रणोव की दिशा और यवि लागू होता है तो नोवक 

का पिन भी , सभी मौचालन वशाओं में , जिसके अन्तर्गत मन्यो 

वरिंग भी है, मोव नन स्थान से नियन्त्रणीय होंगे । 
( ii ) प्रत्येक पृथक मोदक के लिए दूरस्थ नियंत्रण एक नियंत्रण 

उपस्कर द्वारा लगाए जाएंगे जो इस प्रकार अभिकल्पित और 
सन्निर्मित किया जाएगा कि उसके परिचालन में मशीनरी 
के परिचालन गबंधी म्योरे के लिए विशेष ध्यान देने की प्रमा 
नही है । जहा एक से अधिक नोवक माथ साय करने के लिए 
बनाए गए हों वहां ऐसे नीयक एक ही नियंत्रण उपस्कर द्वारा 

नियनित किए जाएंगे । 
( ii ) मोचालन म्था पर मुख्य नोवन मशीनरी के साथ रोकने के 

लिए एक प्रापात अपस्कर की व्यवस्था की जाएगी जो कि 

नीचालन स्थान नियंत्रण तम्न से पृथक होगा । 
( iv ) मीचालन स्थान से नोदन मशीनरी आदेश इंजिन नियंत्रण 

कक्ष में या यथोस्थिति , मन्योवरिंग प्लेटफार्म पर, जैसा कि 

भी उचित हो , उपशित किए जाए । 
( v ) ( क ) नोदन मशीनरी का दूरस्थ नियंत्रम एक समय में एक 
ही स्टेशन से संभव होगा : 

परन्तु किसी एक नियंत्रण स्टेशन पर प्रेस सम्बस नियंत्रण 
एकक अनुशान किए जा सकते है । 


( ख ) प्रत्येक स्टेशन पर एक उपवर्णक की व्यवस्था होगी जो नोदन 

मशीनरी का नियंत्रण करने वाले स्टेशन को वशित करेगा । 
नौचालन स्थान और मशीनरी स्थलों के बीच नियंत्रण का 
मन्तरण केवल मशीनरी स्थलों या मशीनरों नियन्त्रण कक्ष में 
ही संभव होगा । 


( vi ) नियंत्रण की व्यवस्था का ऐसा इंतजाम होगा कि नोवन 

मशीनरी का दूरस्थ नियंत्रण व्यवस्था किसी भाग के काम न 
करने की दशा में , स्थानीय नियंत्रण मभव हो सके । 


91. मशीनरी फी माधारण अपेक्षाएं :-- -( 1 ) प्रत्येक पोत में उसके 
नोदन और सुरक्षा के लिए प्रावश्यक मुख्य या सहायक मशीनरी के माथ 
ही उसके परिचालन और नियंत्रण के लिए प्रभावशील साधन भी उपलब्ध 
किए जाएंगे । जहां नियंत्रणीय पिच नोवफ लगाए गए हो वहां नौषालन स्थान 
पर पिष उपदर्शक लगाया जाएगा । उपयुक्त प्रारम्भिक व्यवस्था की जाएगी 
जिससे कि मी दशा में जब पोत पर कोई शक्ति प्रारम्भितः उपलब्ध 
न हो तो भी मशीनरी को परिचालित किया जा सके । 

( 2 ) मशीनरी के चालन गति अप्रत्याधिक हो जाने में होने वाले 
खतरे को कम करने के लिए साधन उपलब्ध किया जाना चाहिए । इस 
प्रयोजन के लिए प्रभावशाली नियंत्रक उपस्कर लगाए जाएगे । 

( 3 ) जहां मुख्य या सहायक मशीनरी या ऐमी मशीनरी को किसी 
पुर्जे पर प्रांतरिक दाब पड़ता है वहाँ उन पुर्जी या पहली बार 
उपयोग में लाने के पूर्व अधिकतम अनुज्ञेय कार्यकायी दाब के कम से कम 
1 . 5 गुने पर व्यचालिन परीक्षा किया जाएगा । प्रत्येक ऐसी मुख्य या 
सहायक मशीनरी या उमका कोई भाग, जिसको इस उपनियम के अनुमार 
द्रव चालिन घाब के अधीन रखा गया है, तत्पश्चात् किसी भी समय ऐसे 
परीक्षणो में सफल पाया जाना चाहिए । 


( vii ) दूरस्थ नियंत्र व्यवस्था डिजाइन का इस प्रकार का होगा 

कि उसके बन्द होने की दशा में एक अलार्म बजे और 
पूनियत पति और प्रणोद की दिशा तब तक बनाई रखी 
जाएगी जब सक स्थानीय नियंत्रण बाल नहीं हो जाता अथवा 
ऐमा होना अव्यवहार्य नहीं समझ लिया जाता है । 


( viii ) नौधालन स्थान पर निम्नलिखित उपशिस करने के लिए 

मूचक लगाए जाएंगे : --- 
( क ) नियन पिच वाले नोदकों की दशा में नोदक गति और 

उसकी दिशा ; पीर 


( ख ) नियंत्रणीय पिन वाले नोदकों की दशा में मोदक गति 

और पिच की स्थिति । 


( 4 ) प्रत्येक पोत में पर्याप्त शक्ति होगी जिससे कि वह सभी सामान्य 
परिस्थितियों में अपना नियंत्रण बनाए रखने के लिए पीछे की ओर जा मके । 
वर्ग 1 से 6 तक पोतो में पीछे जाने की शक्ति सामान्यतया मागे 


( ix ) मौचालन स्थान पर पीर मशीनरी-स्थानों के बीच एक अलार्म 
की व्यवस्था की जाएगी जिससे कि म जन को चालू करने वाला निम्म 
वायुम जिम पर मण्य इंजन घालू रहता है, पदिशित होता रहे । 
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अपमे पाप सक जाए । इस पद्धति से मशीनरी को शीघ्रता बंध करने के 
लिए पीछे जाने वाली टरबाइनों की वाष्प में बाधा नहीं पड़नी पाहिए । 


यदि नौवन मशीनरी की पूरस्थ नियंत्रक व्यवस्था इस प्रकार घमायी 
गयी है कि इंजन स्वयं चालू हो सके तो एक के बाद एक स्वचालित 
प्रयत्नों को उतमी संख्या तक सीमित कर दिया जाएगा कि नौवन मशीनरी 
को चालू करने के लिए पालक वायुवाष यदि पावश्यक हो तो , उसी 
स्थान से पर्याप्त रूप में उपलब्ध हो सके । 

( 2 ) जहाँ मुख्य मोवन मार सहायक मशीनरी के साथ जिसके 
अन्तर्गत विद्युत शक्ति के प्रदाय के मुख्य स्रोत भी हैं , विभिन्न हिसी के 
स्वचालित या दूरस्थ नियंत्रण की व्यवस्था की गई है और जिनका किसी 
नियंत्रण कल से निरंतर किसी व्यक्ति द्वारा अधीक्षण होता है उसे 
नियंत्रण कक्ष को इस प्रकार बनाया , सुसज्जित और स्थापित किया जाएगा 
कि मणीमरी का परिचालन से ही प्रभावशाली रूप से हो स जैसे पह 
सीधे प्रधीक्षण के प्रधीन रहने पर होता । ऐसे मामलों में अग्नि और 
बाढ़ से मुरक्षा के लिए विशेष ध्यान पिया जाएगा । 

( E ) स्वचालन व्यवस्था, परिचालन और नियंत्रण ठरवस्था में सामा 
म्पत: स्वचालित नियंत्रण को हस्तचालित रीति से बचाने की व्यवस्था भी 
सम्मिलित होगी जिससे कि स्वचालित पौर दूरस्थ नियंत्रण व्यवस्था 
के किसी भाग के बंद हो जाने पर हस्तचालित दबाय में रुकावट न 


( 3 ) विद्युत भनिनों को चलाने के माशय से गति गवर्नरों के साथ 
सहायक टरबाइन फिट की जाएगी और उन्हें निम्नलिखित अपेक्षाओं के 
अनुसार समायोजित किया जाएगा, अर्थात :- -- 

(i ) अचानक पूरा भार पड़ने या रख दिए जाने की दशा में , 
गति में 10 प्रतिशत तात्कालिक उतार चढ़ाव और 8 प्रतिशत स्थायी 
उतार चढ़ाय, और 

(ii ) किसी ए०सी० संस्थापन के लिए पार्श्ववत रूप में परिचालन 
हेतु प्राशयित मशीनों की गति में स्थायी उतार चढ़ाय 0 . 5 प्रतिश । 
कम या अधिक हो सकेगा । 

( 4 ) सभी मुख्य टरबाइनों को यिकास छोरों पर या अन्य उपयुक्त 
स्थानों पर मोचन वाल्ब दिए जाएंगे और जहां भी प्रावश्यक हो निर्मम 
नली स्पष्ट रूप से वृश्यमान होगी और पर्याप्त रूप से रक्षित होगी । 

( 6 ) उलट ( Bled ) वाष्प कनेक्शनों के साथ एकतरफा वाल्प 
या प्रन्य उपयुक्त साधन फिट किए जायेंगे , जो टरबाइनों में पाप या 
जल की वापसी को रोकेंगे । 


पड़े । 


( 6 ) एकल पेंच वाले पोतों पर , जिनमें एक से अधिक सिलेबर 
थाले टरबाइन फिट किए गए हैं, ऐसी व्यवस्था होगी कि वाष्प सीधे 
एल पी टरबाइन में जा सके और या तो पी एच पी टरबाइन प्रथया एल पी 
टरमाइम फा मिति सीधे कन्हेंसर में हो सके । इन मापातकालीन परिस्थि 
तियों के लिए पर्याप्त व्यवस्था और नियंत्रण उपलब्ध कराए जाऐंगे जिससे 
कि वाष्प का तापक्रम और दाम इस प्रकार से नियंत्रित किया जा सके 
कि यह टरबाइनों या मान्प्रेमरों के लिए हानिकारक न हो सके । 


96. तेल चालित इंजनों को लिए साधारण प्रपेक्षाएं : - - ( 1 ) तेल 
चालित जनों के लिए उनके मुख्य नोदन या पापात जनित्रौ से भिन्न 
विद्युत जनित्रों को चलाने के लिए परिवत्त ईधन तेल का लन्त 80° 
से०० ( बंब कप परीक्षण ) से कम नहीं होगा : 


___ 03. पाष्य टरबाइनों की अपेक्षाएं : ( 1 ) सभी टरबाईन, सिलेण्डरों 
पूर्ण को पक्रियायुग्मकों मोर अन्य महत्वपूर्ण संघटकों के राग्निर्माण में 
उपयोग की गयी प्लेटें , दलाई और गढ़ाई और पाइप लाइन युक्त रचना 
कोहोंगे । 

( 2 ) उन्म तापक्रम पर उपयोग की जाने वाली सामग्री, मन्द 
विरूपण , शक्ति संक्षारण प्रतिरोध पोर उच्च तापक्रम पर दृष्टिकोण स 
समाधामकरण होगी जिससे कि वे चालू रहने को शामों में समाधामप्रव 
रूप से कार्य करती रहें । समान्य ढला हुमा लोहा 220° से०० से अधिक 
तापक्रम पर उपयोग में नहीं लाया आएगा । 

94. डिजाइन और सनिर्माण : ( 1 ) टरबाइन मशीनरी की डिजाइन 
पौर व्यवस्था इस प्रकार की होगी कि विभिन्न पुर्णी के फैलाव के लिए 
इतनी पर्याप्त व्यवस्था हो , जिससे कि सभी सामन्य वामों में परिचालन 
हो सके ; 

( 2) धूर्णकों से खोलों की सापेक्षिक परीय स्थिति अपधारित करने 
मे लिए पार टरबाइन के विमी अधोभाग पर अवैध्य विस्तार दशित 
के लिए, सूचकों की व्यवस्था की जाएगी । 

( 3 ) पापों और नालियों को टरबाइन बोलों में साथ इस प्रकार 
जोड़ा जाएगा जिससे कि टरबाइन पर प्रधिक प्रणोद भार न पड़े । 

( 4 ) स्वयं जल निकास के लिए ग्लैण्ड सीलिंग व्यवस्था की जाएगी 
पौर यह पूर्वावधानी बरती जाएगी कि ग्लण्ड में द्रवीभूत वाष्प पुनः 
प्रवेश न करें । ग्लैण्ड के बाप को प्रयोग के लिए मजबूत निकाल नली 
फिट की जाएगी । 

( 5 ) टरमाइन की पियरिंग ऐसी जगह लगाई और स्थित को 
जाएगी कि उनकी स्नेहकता पर टरबाइन को उनके निकटस्थित पुजों की 
गर्मी से प्रतिकूल प्रभाव म परे । ग्लैण्डों और खोलों तक तेल पहुंचने से 
रोकने के लिए साधन उपलब्ध किए जायेंगे । 

( 6 ) सभी म्लेडयुक्त पूर्ण के संतुलित गत्यात्मक होंगे । 

95. नियंत्रक पौर सुरक्षात्मक व्यवस्थाएं : ( 1 ) प्रत्येक वाष्प टरबाइन 
में प्रतिगति गवर्नर फिट किया जाएगा जिससे कि गति, अभिकल्पित 
अधिकतम गति से 15 प्रतिशत प्रधिक हो जाने पर अपने पाप वाप 
बंद हो जाए । इस प्रयोजन के लिए हाथ से बदले जाने वाले गियर की भी 
म्यवस्था की जाएगी । 

( 2 ) ऐसे साधन भी उपलब्ध किए जाएंगे जिससे कि स्नेहन सेल 
के बंद हो जाने की दशा में प्रागे की टरबाइनों से वाष्ण का जाना 


परन्तु केन्द्रीय सरकार, इस पातं के अधीन रहते हुए 80° समे० 
से कम किन्तु 43° से०० से अधिक ज्वलंत वाले मेल का उपयोग 
अनुशात कर सकती है कि संत्र में ऐसी व्यवस्था हो जिससे कि उस 
स्थान का जहा इंधन का उपयोग किया जाना है या एकत्र किया जाना 
तापक्रम कभी भी इस स्तर पर नहीं याने पाएगा कि वह तेल के ज्वलनाक 
में 10° से०३० नीचे तक भा जाए । 

( 2 ) 200 मि०मी० से अधिक ग्यास वाले प्रत्येक सिलेण्डर पर 
मोचन थाल्य फिट किए जाएंगे । मोचन पारुषों से विसर्जन ऐसी दिशा में 
किया जाएगा जिससे कि उन लोगों को कोई नुकसान न हो जो वहां उपस्थित 
है । सुरक्षा वाल्पों को अधिकतम अभिकल्पित सिलेण्डर दाष से 20 
प्रतिशत से अधिक समायोजित नहीं किया जा सकेगा । 

( ३ ) सभी जनिन सेटों की धूर्णक धुरी अग्र पार पश्य दिशा में 
लगाई धूर्णक धुरी जाएगी । स्नेहन सभी चालन गतियों पर इतना प्रभाव 
शाली होगा कि 16 अंश लिस्ट और 10 अंण दिम तक किसी पोत के 
लिए जब यह उधर से 22/ 1 अंश पर रोल हो रहा हो , कार्यक्षम 
मना रहे । 

( 4 ) सीधे प्रतिवर्ती इंजनों के साथ प्रतिवर्ती गियर इस प्रकार का 
होगा कि जब उसे प्रग्र दिशा की ओर से पपय विणा की पीर या विलोमतः 
परिपालित किया जाए तो मोदन मणीमरी के प्रतिवर्सग गियर की 
विपरीत दिशा में बलते रहने की संभावना म रहे । इस प्रयोजन के लिए , 
मंतःपाश व्यवस्था के अतिरिक्त श्रव्य प्रारं दृश्य मलार्म भी फिट किए 
जाएंगे । 
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माष्प पाइप तंत्र 
१2 बाष्प पाइप तन्त्र : ( 1 ) प्रत्येक पोत में उममे ममोजिन की 
गाई प्रत्येक वाष्प नली और जुनार, जिनसे होकर वाष्प जा सके , 
निम्नलिखित को ध्यान में रखते हुए ऐसे फैक्टर माफ सेफ्टी को लेकर 
इस प्रकार प्रभिकरिसन और समिमित की जाएगी कि जब उसे उस परि 
स्थिति में रखा जाए तो अधिकतम पालन प्रतिषल सहन कर मके - - 

( i) यह सामग्री जिससे वह सन्निमिन है, पौर 
(ii ) कार्यकारी दशाएं जिनके मधीन उनका योग किया जाना 


( 2 ) प्रत्येक बाष्प पाइप और जुड़नारों फा , पहली बार उपयोग 
में लाने से पूर्व कम से कम अधिकतम अमुझेय दाब फे दुगने घाब पर 
प्रवचालित परीक्षण वाष किया आएगा । इसके पश्चात भी ऐसे पाइप 
पौर जुड़मारों में ऐमी क्षमता हो कि थे ऐसे परीक्षा को सहन कर 
सके । 

( 3 ) तापक्रम के कम्मन से या अन्य कारणों के परिणामस्वरूप 
पाइपों में होने वाले फैलाव और सकोस के कारण अधिक प्रतिबल को 
रोकने के लिए व्यवस्था की जाएगी । 

( 4) वाप पाइपों से जल निकास मोर उनके मवलम्ब के लिए 
प्रभावशाली साधन उपलम्ब किए जायेगे । जल निकास व्यवस्था ऐसी होगी 
कि पाइप जल रहित रखे जा सके और सेवा के दौरान होने वाली जलपास 
की संभावना बचा सके । 


( 2 ) पायलरों को भरने के लिए अपेक्षित स्वतंत्र भरण पंपों पर , 
उनके उत्पादन पर नियंत्रण रखने के लिए, स्वचालित रेगुलेटर फिट किए 
जाएंगे । जहा केवल एक ही स्वतंत्र पंप दिया गया हो वहाँ बायलर के 
भरण के लिए एक अन्य साधम के रूप में एक पापातोपयोगी भरण 
पम्प भी उपलब्ध कराया जाएगा । 

( 3 ) भरण पम्पों में पम्प और चुपक मिकाम पाइप के बीच में 
भाष या टोटिया लगाई जाएंगी जिसमे मरे पम्पों के पाल रहने पर 
किमी भी पम्प की मरम्मत या परीक्षण के लिए खोला जामके । 

( 4) स्वतंत्र भरण पम्पों में से प्रापानकाल में समुद्र से चूषण 
के लिए होगा : 

परन्तु ऐसे चूपको को उस दशा मे हटा दिया जाएगा जम बडे भरण 
ठेकों का व्यवस्था कर दी जाए और पर्याप्त क्षमता का वाषिपत्र फिट 
कर दिया जाए । 

99. भरण जल फिल्टर : - बायलर में भरण पोषण जल के निरंतर 
छन कर आने के लिए, फिल्टरों की व्यवस्था की आएगी । 
___ 100. पायलर भरण व्यवस्था : ( 1 ) प्रत्येक बायलर में कम से कम 
को प्रभावशाली और पृषक भरण व्यवस्था होगी, प्रत्येक पर अपना 
निमो घेकवाल्व लगा होगा । घेफ वाल्य की पेटिया सामाग्मतः सीधे 
बायलर से जुड़ी होंगो साथ ही प्रत्येक पेटी में या पेटी और बायलर 
के बीच एक रोधक वाल्म फिट होगा जिपसे फि जब एक भरण व्यवस्था 
कार्य कर रही हो तो दूसरी का परीक्षण किया जा सके । 


( 5 ) स्टीयरिंग गियर, विष या इसी प्रकार के उपस्करों तक जाने 
वाले वाष्प और निकास पाइप उन स्थानों या कर्मीदलों के भावासों या 
स्थोरा के उपयोग के लिए नियत स्यानो से होकर नहीं ले जाए 
आयेंगे . 


परन्तु केन्द्रीय सरकार , ऐसे पाइपो का उन गलियारों से होकर जो 
पावास का एक भाग है, ले जाने के लिए अनुज्ञात कर सकती है यदि पाइप 
अच्छी तरह प्रावरणयुक्त या खोल युक्त हैं और निम्नलिखित अपेक्षाओं 
क अमुरूप है, अर्थात : -- 

(i ) पाइप ठोस कर्षित इस्पात से सग्निमित है, 

( ii ) पाइप और फ्लेजिज आपस में अच्छी तरह जुड़े हुए है जो 
मधिकतम वाष्प वाय सहन कर सकते है । 

( iii ) पाइपों के सभी कनेक्शन प्रामने सामने फ्लेजो द्वारा ठीक तरह 
मुड़े है , और 

(iv ) पर्याप्त जल निकाम व्यवस्था फिट की गई है । 

( ७ ) ऐसे वाल्व और जुड़नार जो प्रतिवर्ग से०मी० 10 . 5 कि०ग्रा० 
वाष्प बाय या 220 डिग्री सेंटीग्रेष्ठ से अधिक तापक्रम सहने के लिए 
प्रायिक्त है , इस्पात या अन्य अनुमोदित सामग्री के बने होगे । 

( 7 ) यदि किसी वाष्प पाइप को उसकी क्षमता से उपचार 
बाब से वाष्प प्राप्त होनी हो तो सुरक्षा के विशेष उपाय के रूप में 
ऐसे पाप पर प्रभावशाली अपचायक वाल्व , मोचन भाल्व और 
प्रैसर गाज फिट की जाएगी । 


( 2 ) जल नली यायलरों में , कम से कम एक भरण व्यवस्था में 
अनुमोदित किस्म का माधिश फिट होगा जिससे कि भरण प्रदाय 
का नियंत्रण स्वचालित रूप में हो सके । जहा मावश्यक हो , भरण 
चेक वाल्व में शक्तिशाली गियर फिट किया जाना चाहिए जिससे कि 
बायलर कक्ष से या अन्य सुविधाजनक स्थान से उमे प्रभावी रूप से 
मियनित किया जा सके । 

( 3 ) बायलर और पम्पो के बीच जल भरण हीटगं , फिस्टरों 
पौर मुड़नारो को बायलर के दाष से 25 प्रतिशत अधिक घाम में था 
भरण लाइन के सहायक दाम में इनमें से जो भी अधिक हो , जिमका 
इस पर असर पड़े, कार्य करने के लिए सन्निमित किया जाएगा । 

( 4 ) भरण व्यवस्था के किसी भी भाग में अति -दाय का रोकने 
के लिए एक शक्तिशाली मोचन बाल्य ठीका लग से फिट किया जाएगा । 
मोचन बाल्व इस प्रकार का होना चाहिए कि उस पर प्रासानी से प्रतिभार 
का प्रभाव न पड़े । 

( 5 ) ऐसे पोती में जिनमें मद भरण व्यवस्था फिट की गई है , 
ऐसी व्यवस्था की जानी चाहिए कि कन्टेसर मे अति-भार पैदा होने से 
पूर्व मुख्य जन स भाप याना स्वत बंद हो जाए । से साधनों को इस 
प्रकार बनाया जाएगा फि थे बिना किमी व्यक्ति के अधीक्षण के भी 
चालू रह सके । 


( 6 ) ऐमे प्रत्येक पोत में , जिनमे तल से चलने पाले बायलर फिट 
किए गए हो , बायलर का लेबल की होने पर म्वचालित अलार्म और 
धमन भट्टियो के अग्रभाग में इंधन प्रवाय पाप में बायलर लेबल कम होने 
पर स्वचालित रोभ्रफ बाल्व लगाया जाएगा । वायु या लपटों के प्रदाय के बंद 
हो जाने पर उसे सूचित करने के लिए भी एक प्रलामं की व्यवस्था 
की आएगी । 


98 बायलर भरण पद्धति . ... ( 1 ) सपूर्ण लोर की दशा में जन 
कोई पप काम करना बद कर ये नो बालरो मे भरण के लिए पर्याप्त 
क्षमता बाले दो या अधिक भरण पम्पो की व्यवस्था की जाएगी । भरण 
पम्पों को मुख्य इजन से चलाया जाएगा या उन्हें स्वसत्र रूप से चलाया 
जा सकेगा 


( 7 ) प्रत्येक भरण रोधक बाल्ब, गुनार या पाप का प.. ली बार 
चालू करने में पूर्व, उस बाललर ये जिममे यह जुड़ा है, अधिकतम 
कार्यकारी दाम मे , बाई गने अधिक दाब पर या भरण लाइन के अधिकतम 
कार्यकारी घाब के दूने दमाय पर, उनमें से जो भी अधिक है, ध्व पालित 
परीक्षण किया जाएगा । मभी भरण पाइपो को र्याप्त अबलम्ब दिया 
आएगा । 


परन्म विए गए पपो में में पर्याप्त क्षमता का कम से कम एक 
पम्प स्थनम्न किस्म का होगा । 
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____ 101. मंपोझिन यायु पालन मत्स्था : - - ( 1 ) ऐसे - प्रत्येक पोस में , 
जिसमें नौवम और पोत की वा पोत पर के पक्तियों की सुरक्षा के 
लिए प्रापश्मक मशीनरी को केवल संपीडित बायु द्वारा बासित , परि 
पामित या नियंत्रित किया जाना है, कम से कम दो मामु मपीड़ितों की 
व्यवस्था की जाएगी । ऐसे संपीड़ित जिम सेवा के लिए चे मासमिस 
हैं उसके लिए प्रभावशाली सिजाइन के मोर पर्याप्त शक्ति और क्षमता 
के होगे : 

परन्तु वर्ग 7 के पोतों में ऐसे एक ही मपीड़ित की व्यवस्था की 
आएगी । 

( 2 ) ( क ) वर्ग 1, 2, 3, 4, 5 और 6 के प्रत्येक पोत में , सपीड़ित 
वायु प्रारा मुख्य इंजन को चालू करने के लिए, उपनियम ( 1 ) द्वारा 
अपेक्षित दो वायु मपीड़ितों के अतिरिक्त एक स्यटिंग वायु संपादित 
उपलब्ध कराया जाएगा जिसे बिना किसी बाहरी महायता के परिचालित 
किया जा सकेगा और यह ऐसी स्थिति में भी काम करने में सक्षम होगा 
जब कोई अन्य शक्ति एकक काम न कर रहा हो या गपीड़ित वायु 
उपलब्ध न हो । इस प्रयोजन के लिए ऐसे वायु संपीड़ित को हाथ से बालू 
किए जाने वाले तेल इंजन से चलाया जा सकेगा । 

( ख ) वर्ग 7 के 500 टन या अधिक के प्रत्येक पोत के लिए 
खण्ड ( क ) की अपेक्षामों के अनुरूप कम से कम एक स्टाटिंग वायु संपादित 
की व्यवस्था की जाएगी । 

( 3 ) ( क ) वगं 1, 2, 3, 4, 5, यौर 6 के पोतों में ऐसी संकलित 
क्षमता के कम से कम दो स्टाटिंग वायु संपीडिन्न फिट किए जायेंगे जो 
निम्नलिखित को चालू कर सकें : 

( i) प्रत्येक प्रतिवर्तनीय किस्म के मुख्य इंजन को कम से कम 
बारह बार ; और 
(ii ) प्रत्येक अनिवर्तनीय किस्म के मुख्य इंजन को कम से कम 

छह बार । 
( ख ) श्रेणी 7 के पोतों में गण्ड ( क ) की अपेक्षामों के अनुरूप 
कम से कम एक स्टाटिंग वायु संपीडित फिट किया जाएगा । 


( 2 ) ऐसे वायु ग्राही में जल निकास की प्रभावशाली व्यवस्था 
होगी और दीक क्षमता वाले अण्छी तरह लगाए गए मोचन वाल्वों 
से उन्हें सुरक्षित रखा जाएगा जिसमे कि प्रति दान की कोई संभावना 
न रहे । ऐसे किसी वायुग्राही में , जिसे मोषन वास्य से अलग किया 
जा माता है, प्राग लगने की दगा में एक या अधिक सेगलनीय डाट 
लगे होंगे जिससे वे ग्राही को अंतर्वस्तुओं को बाहर निकाल सकें । 

( ३ ) रिवटिस वायु प्राहियों मोर उमके नतोदरित ( ण्डि ) मिरे, 
रिवेटित बायलरों और प्रवलम्ब रहिम मसोदरित ( रि ) सिरों की 
अपेक्षायो के अनुरूप होंगे और फ्युजन बेल्डिन ग्राही, मयूजन पेरिडत 
वाम-सह पालों की अपेक्षाप्री के अनुरूप होगे । 

( 4) सभी थायु- ग्राहियों का जब अधिकतम कार्यकारी दाम प्रतिवर्ग 
सेमी0 7 कि०मा० से अधिक हो तो अधिकतम कार्यकारी दान के द 
गुने पर और जब अधिकतम कार्यकारी वाम प्रतिवर्ग से०मी० 7किग्रा० 
से कम हो तो अधिकतम कार्यकारी वाय के दूने दबाव पर प्रवचलित 
दबाव में परीक्षण किया जाएगा । 


104. वायु दाब पाइप और जुड़नार : ---( 1 ) वायु दाब पाइपों को 
समुचित रूप से अविलम्ब दिया जाएगा और पाइपों के अंतर्भाग को तेल 
से मुक्त रखने की व्यवस्था की जाएगी जिससे कि इंजन के सिलेण्डर 
से लपटें पाइप की ओर म पा सकें प्रथय । गाईपों को प्रातरिक विस्फोटों 
के प्रभाव से मुक्त रखा जा सके । 

( 2 ) मुख्य प्रौर सहायफ इजनों के वायु चालन पाप व्यवस्था 
को पीडित निकास व्यवस्था से पूर्णतः पुथमा रम्ना जाएगा और 
वायु प्राहियों पर रोक पाल्व लगाया जाएगा । वायु मापीड़ितों से मगे 
मभी निकाम पाइप सीधे वायु प्रवर्गक प्रारियों का जाएगे । 

( 3 ) यदि किसी वायु दाब पाइप को किसी ऐसे स्रोत से वायु 
प्राप्त होती है जो उमसे अधिक बाब पर है जिस पर का पर्याप्तः 
मुक्षिम ढंग से काम कर सकना है तो ऐमे पाइप पर एक प्रभावशाली 
अपचायक बाव, मोचन वाल्व पोर दाम- गाज फिट की जाएगा । 

( 4 ) व्यवस्था में लगे प्रत्येक वायु वाम पाइप या जुनार 
का पहली बार प्रयोग में लाने से पूर्व अधिकतम बाब में दूने वाब पर 
द्रयमालिस परीक्षण किया जाएगा । सेवा के लिए उसे कमीशन करने के 
पश्चात् भली प्रकार में उमकी देख-रेन्द्र की जाएगी । 


105. इंजन प्रशीतन जल व्यवस्था : - - ( 1 ) इंजन प्रशीतन जल संत्र , 
जिसकी नेल चालित प्रशीतकों , शुद्ध जल प्रपीनको पा संपीड़ितों को 
प्रापूर्ति के लिए अपेक्षा की जाती है, पर्याप्त संख्या में होंगे और उप 
नियम ( 2) , ( 3 ), ( 4 ) ( 5 ) और ( 6 ) की प्रपेक्षामों के अनुरूप 
होंगे । 


102. वायु संपीडित -- ( 1 ) प्रत्येक मासु संपीडिल से उन्ध काय 
निगम के साथ प्रभावशाली मोचन वाल्व फिट किया जाएगा । मोचन 
बाल्य ऐसे प्राकार का होगा और इम प्रकार सेट किया जाएगा कि 
संपीडिन निर्गम बाल्य के बंद होने की दशा में और जब मपीडित मामान्य 
रूप से बाल रहे तो , दान का अधिकतम संचय कार्यकारी पात्र से 
दस प्रमिणन में अधिक न हो पाए । 

( 2 ) उच्च दाब पाय प्रशासक के साथ एक प्रभावशाली 
मोचन बाल्व या सुरक्षा डायफ्राम फिट किया जाएगा जिससे कि उम्प 
वाब में वायु नलियों के फटने पर पर्याप्त सुरक्षा बनी रहे । 

( 3 ) जम और सेम की निकासी के लिए वायु संपीड़ितों की अतिरिक 
व्यवस्था में और अन्तिम निकास पाइपो पर प्रभावशाली साधन फिट 
किए जाएंगे । 

( 4 ) वाय संपीहिन में मिलेगपुर का अधिकतम कार्यकारी वाब 
के दूने दाम पर प्रवचालित दाब परीक्षण किया जाएगा । प्रत्येक प्रकम के 
लिए प्रशीतन प्यायलों और ट्यूमाफार प्रशीतकों का उम प्रक्रम के अधिक 
तम कार्यकारी वाम के मून दाब पर द्रवचालिन वाब परीक्षण किया 
जाएगा । वायु पीडिलों और प्रशीतको के आवरणों के भीतरी भागो का 
प्रतिवर्ग मे०मी गर ! : पिप्रा. दाब के प्रधनालिन दाब द्वारा परीक्षण 
किया जाएगा । 


( 2 ) प्रत्येक व्यवस्था जिमके अंतर्गत संयोजित जनपैसे भी है , 
इस प्रकार व्यवस्थिन होगा कि जहां तक हो सके थायु पाकेट न बने । 
वायु व्यवस्था को शुद्ध करने के लिए एयर-काक की व्यवस्था भी की 
जाएगी । सफाई और निरीक्षण के लिए जल स्थानों में उपयुक्त ढंग 
मे स्थित, द्वारों की व्यवस्था की जाएगी । 


( 3 ) यह सुनिश्चित करने के लिए साधन उपलब्ध किए जाएंगे 
कि व्यवस्था ठीक दशा में है और ऐसे प्रत्येक भाग से , जिसे देहा 
रखा जाना है पर्याप्त जल प्रवाह हो रहा है । व्यवस्था के किसी भाग 
में प्रति दाब को रोकने के लिए भी व्यवस्था की जाएगी । 

( 4 ) ऐमें पोतों में जो वाप्प मशीनरी से नौवित होते हैं या जिनमें 
पाप - चालित महायक पंख लगे हों , सामान्य परिचालित मल प्रदाय 
की व्यवस्था के अतिरिक्त प्राय के अन्य विकल्प भी होंगे । 


_ 103.- प्रवर्गमा पाषु माही -- -( 1 ) निरीक्षण और सफाई के प्रयोजन 
के लिए पालन प्राय- ग्राही नका पहेपने की पर्याप्त सुविधा उपलब्ध 
की जाएगी । 
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( 5) स्नेहम-सेल मंधार टेकों या सर्विस को मैं फिट किए गए 
सेल- बल उपवर्गक इस सिस्म के होंगे कि उनके लिए पोन के निचले 
माम का सेवन न करना पड़े जिससे कि क्षतिप्रमत होने की दशा में 
भाष म हो और भाग लगने पर टैक के पकार्य प्राग के फैलने में 
महायक न हो । 

( 6) टरणाम या टों नियुक्त मशीनरी द्वारा नोदित वर्म 1 , 
2, 3, 4, 5 या 8 के पोत में स्नेहक नेल की व्यवस्था ऐसी होगी 
कि मायासस्थिति में कम से कम छह मिनट तक के लिए चिकनाई 
मनाए रखने के लिए पर्याप्त स्नेहक तेल का प्रदाय समा रहे । इस 
प्रकार का भापासकालिक प्रदाय उम ममय अपने पाप घालू हो जाएगी 
जब कि स्नेहक तेल का प्रदाय करने वाले पम्प बन्द हो जाते हैं । 
इस प्रयोजन के लिए गुरुत्वाकर्षण टंकी का लगाया जाना स्वीकार्य 


( 5) अंतर्दहन मशीनरी में मोदिन होने पाले पोत मा जिनमें 
सर्वहन मशीनरी लगी है वे निम्नलिखित अपेक्षाओं के प्रमुखप होंगे , 
पर्थात् :- - 
(i ) कम से कम दो प्रशीतन जल पम्प फिट किए जाएंगे जिनमें 

मे प्रत्येक उनसे लगी मशीनरी , महायक इंजमों , तेल घालित 
प्रशीतकों और शुख जल प्रशीतकों के लिए पर्याप्त 
ममुद्री जल के प्रदाय में सक्षम हों । 

परन्तु श्रेणी 7 के गोसों में ऐसा एक प्रशीतन जम 
पम्प फिट किया जा सकता है । 
( ii ) वर्ग 1 से 6 के पोतों में ( जिनमें साजा जल प्रशीतन संत 

पौर ताजा जन पम्पन व्यवस्था लगी है, ऐसे होंगे कि शुद्ध 
भल का पर्याप्त प्रदाय होता रहे और पापातोपयोगी 
पम्प से प्राप्त प्रशीतन जन वैकल्पिक प्रवास के रूप में 

उपलब्ध होता रहे । 
(iii ) समुद्री पल पम्प के माथ एक प्राथातकालीन कनेक्शन 

लगा होगा । 
( iv ) जहां सीधे समुद्री जल से प्रशीलन की व्यवस्था की गई है 

वहाँ उपयुमन चूषण स्ट्रेम फिट किए जाएंग । इन स्ट्रेनरों 

को जल पूर्ति में बाधा डासे बिना साफ किया जा सकेगा । 
( v ) समुद्री जल प्रशीतन पम्प के लिए कम से कम दो प्रेषण 

द्वारों की व्यवस्था होगी एक मुष्य पम्प के लिए पीर अन्य 

पापाप्तोपयोगी पम्प के लिए । 
( vi ) बहुमुखी विकास कोष्ट, . पास और साइलेंसरों को पर्याप्त 

रूप से टडा रखा जाएगा या पर्याप्त रूप से अवेष्ठित किया 
• जाएगा सिवाय उन स्थितियों के जामं हेमा मोपन पावश्यक 

न हों जैसे चिममी माकरणों की वसा में । 
( 8) इंजन प्रशीतन व्यवस्मा के लिए पानी का चुनाव करते 
समय जी समुद्री जल का उपयोग किया जाता है यह पूविक्षनी 
परतनी पड़ेगी कि ऐसे पदापों का उपयोग न किया जाए जिनस गैस्वनी 
सरजण बढ़ता हो । 


( 7) स्नेहक नियरिंग पौर निकास -बीच -स्त्रोतों तथा तेल पंपों की 
व्यवस्था इस प्रकार अभिकषित होगी कि सीधी दशा से 15 शतक 
के किसी कोण पर पोत और जब पिचिंग हो रही हो तो , 10 
अंश पर अनुवैर्य और रोलिंग होने पर 22 . 5 ग्रंश की स्थिति में 
भी , पर्याप्त चिकमाई परती रहे । 


107. * क खोल की सुरक्षा के उपाय : - - ( 1 ) प्रणापित स्नेहक ईजमों 
के बैंक खोलों में , जिनमें तेल -फुहार और कुहामा सामान्यतः मौजूद 
रहता है पारिणार्मिक विस्फोट के बतरों को रोकने के साधन उपलब्ध 
किंग जाएंगे । 


( 2) कैक बोल और निरीक्षण द्वारा मजबूत बने होंगे और उनमे 
संलग्न परवाजे भी सुद होंगे । 

( 3 ) प्रत्येक सिलेंडर के क पारों से पीर किसी मंलग्न गियर 
में एफ मा अधिक एक तरफा बास्क लगे होंगे ओ इस प्रकार बने 
होमे कि क खोल को किसी मामान्य वाब से सुरक्षित किया 
जा सके । वाम तुस्त गतिमीला पार स्वतः अंग होने वाले होंगे और 
प्रतिवर्न से० मी० 0. 2 मि . प्रा . . से अधिक वाक पर बुलंये ।. 


( 4 ) वाल्म इस प्रकार से कित किए जाएंगे कि विस्फोट 
द्वारा निकली किसी लपट को ब्यूटी पर तैनात व्यक्ति रोक लें पीर 
पास पास किसी व्यक्ति को सतरा न हो । ऐसे मम जिनमें 300 
मि० मी० से अधिक बोर के सिलेबर लगे हैं और जिनके * क बोममें 
के द्वार मजबूत है समके * बोल के छोर पर मोमम काल्व लगे होंगे । 


परन्तु ऐशे इंजनों में जिनमें 200 मि . मी० से. कम बोर के 
सिलेण्डर लगे हैं और जिनके बैंक बोल की प्रायतन 0 . 6 घनमीटर 
से कम है, मोचन वास्व नहीं लगाए जाएंगे । 


106. समेहक तेल पर : - ( 1 ) ( क ) जहाँ नोवन मशीनरी को 
पाप हारा तेल देकर पिकमा किया जाता है या ठा किमा प्राता 
है वहाँ कम से कम दो स्नेहक तेल पंप लगाए जाएंगे : . 

परन्तु वर्ग 7 के पोन में केवल एक ही ऐसा पम्प फिट किया 
जा सकता है । 

( प ) ऐसा प्रत्येक पम्प तेल के परिचालन में सक्षम होगा । 

( ग ) जहाँ प्रत्येक मुमय रंजन के लिए उसका अपना स्नेहक तेल 
पंप है वहां प्रापातोपयोगी स्नेहक पंप भी फिट किया जाएगा । ऐसे 
पापानोपयोगी पम्प पर्याप्त क्षमता के होंगे जिससे कि स्नेहक तेल पंपों 
में से एक के बन्द हो जाने पर प्राकश्यक सेम का परिचालन कर 
सकें । 

( 2 ) स्नेहक तेल के लिए उपयुक्त छलनी की व्यवस्था की जाएगी 
जिसकी, तेल प्रयाय में बाधा डाले बिना सफाई की जा सके । 

( 3) यह सुनिश्चित करने की भी व्यवस्था की जाएगी कि क्या 
स्नेहरू -सेल व्यवस्था ठीक ढंग से काम कर रहा है और संत्र के किसी 
भाग में प्रतिदाब तो नहीं पड़ रहा है । जहां अनिदाम से मचाने के 
लिए. मोचन वाल्व फिट किए गए हों वहां वे बन्द परिपर्व में होंगे । 

( 4 ) वर्ग 1, 2, 3, 4, 5 और 6 के पोतों में स्नेहक -तेल व्यवस्था 
में एक श्रष्य अलार्म फिट किया जाएगा जो उस समय पेशागनी वेगा 
जग जनों में तेल के प्रवाय का दाब पूर्व भक्धारित लेबल से मीचे गिर जाता 
है । अलार्म , सेल फिल्टरों, प्रमीतको प्राधि के निकास की मोर से , 
चालू होंगे । 


( 5) मोचन वास्वों का कुल स्पष्ट क्षेत्र , * क बोल के मूल 
मायतन के 115 सेन्टीमीटर प्रति मन मीटर. से कम नहीं होगा । 

( 8 ) चिन से होद तक स्नेहक तेल के पाइप निर्गम द्वार 
के छोरों पर हुबाए जाएंगे यह इंजन , संस्थापनों में निकास पाइप 
या निझाम नालियों की व्यवस्था इस प्रकार होगी कि एक इंजन 
से दूसरे इंजन में विस्फोट की लपटें न पहुंच म । 


( 7 ) जहां * क खोल निकास नालियो पिट की मई हों यहां के 
यथासम्भव छोटी होगी जिससे कि विस्फोट के पश्चात् न्यूनतम पायु 
मंदर प्रा मके । मुख्य इंजनों के कैंक खोलों से मालियां देक तक सुरक्षित 
स्पिति में ले जाई जाएंगी । छह से अधिषा सिलेण्डर वावे बड़े रंजनों 
में लपटों को फैलने से रोकने के लिए लयभग मम स्थल पर एक 
डायाफ्राम फिट किया जाएगा । 
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( 8) विस्फोट के जोखिम को कम करने के लिए, जहाँ तक 
व्यवहार्य हो सके , निम्नलिखित को फिट किया जाएगा :- - 
( क ) फिसी इंजन के चालू पुों के अधिक गर्म होने पर चेतावनी 

देने वाले प्रलार्म ; 
( ख ) क खोलों में धुएं का पता लगाने वाले येन ; और 
( ग ) कैक खोलों मे माप कम करने के लिए उपयुक्त साधन 

( 9 ) जहाँ बैक खोलों में अतिरिक प्रकाश व्यवस्था की गई है 
वही वह ज्वाला-सह य होगी और बैंक खोल के भीतर तारें नहीं 
फिट की जाएंगी । 


___ 108. शाफ्ट : -- ( 1 ) पोत के मोवन और पोन के या उसके 
फलक पर के व्यक्तियों की सुरक्षा के लिए और आवश्यक मशीनों 
के लिए पामित का संचार करने वाले सभी गियर, और प्रत्येक शाफ्ट 
तमा युग्मक इस प्रकार अभिकल्पित और मनिर्मित किए जाएंगे कि 
में काम की सभी वशामों में निम्नलिखित की बाबन प्रधिकतम कार्य 
कारी प्रतिबल को सहन कर सकें : 

( क ) बह सामग्री जिमसे वे निर्मित हैं ; 
( ख ) वह सेवा जिसके लिए ने पाशयित हैं ; पौर 
( ग ) इजम की वह किस्म जिससे यह पलता है या जिसका 

यह एक भाग है । 
( 2) शाफ्ट व्यवस्था पर मषिक कम्पन के कारण पड़ने पाले 
अनावश्यक प्रतियल को रोकने के लिए प्रभावशाली उपाय किए जाएंगे । 

( 3 ) इंजनों और शाफ्ट व्यवस्था के फंपन की बाबत परिकलन 
केन्द्रीय सरकार के पूर्वानुमोदन के लिए प्रस्तुत किए जाएंगे । 


111. तेल इंघन का भंडारकरण :- - ( 1 ) तेल इंधन को मशीनरी 
के स्थानों और बम्धनों के नीचे से होफर दोहरी सली पाली एंकियों , 
गहरी टंकियों तथा ऐमी अन्य टकियों में ले जाया जाएगा जो उपयुक्त 
लिंग से बनी हो । तेल ईधम फियों ठीक बायलर के ऊपर या अन्य 
गर्म सतह पर स्थित नहीं होंगी और न ही वे बायलरों के बराबर में 
स्थित होगी जब तक कि टकियों को ताप से बचाने के लिए ममुषित 
व्यवस्था न कर दी गई हो । ऐसी तेल किया जो पायल - के ऊपर 
लटक रही हो माग से अच्छी तरह सुरक्षित की जाएंगी और बायलरों 
पर तेल के टपकाष की तत्परता से रोका जाएगा । 

( 2 ) पौत के सेक्शन और पिछले छोरों पर के सिवाय तेल ईधन 
के मंगर के लिए उपयोग किए जाने वाली दोहरी सली पाले सता 
में जलरोधी केन्द्री विभाजक फिट किए जाएंगे । अन्य भंडार टंकियों 
में प्रावश्यकतानुसार उपयुक्त प्रमछालन प्लेंटे फिट की जाएंगी ; 

( 3 ) जहां तेल टफी के निकटस्थ ताजे पानी का संचयन किया 
जाता है, यहाँ जल प्रदूषण रोकने के लिए एका माफर बोध फिट किया 
जाएगा । 

( 4) ठंडी जलवायु में व्यवसायरस पोतों में जहाँ तेल के गाका 
होने की संभावना है , मंगर टंकियों में गरम करने वाले कायल या 
ऐसे अन्य साधन उपलब्ध किए जाएंगे जिससे हर समय पाइपों में 
तेल का मुक्त प्रवाह होता रहे । 

( 5 ) सभी नेल ईधम टंकियों में सेष-भाल लिया या काकर 
मांधों की व्यवस्था की जाएगी जिससे श्राषित- तेल को रोका जा 
सके । नालियों का निकास होवों या कूपों में होगा । 


( 6 ) जहाँ तेल टंकियां स्पीरा -फलकों के निकट हैं या जहाँ स्पोरा 
फलकों में दोहरी तली वाली टकियां तेल ईधम के भंडार के लिए 
उपयोग में लाई जाती है वहाँ भावित सेल को स्पोरा के सम्पर्क में 
पाने से रोकने के लिए और यह सुनिश्चित करने के लिए कि ऐसा 
तेल मुक्त रूप से लिम्बरों पोर कूपों में ही जाता रहे , कपो पौर 
मालियों द्वारा प्रभावशाली साधनों की व्यवस्था की जाएगी । जहा 
दृकियों का निर्माण बेजन द्वारा हुआ है वहाँ सेव पाल या नालियों 
की व्यवस्था जरुरी नहीं है सिवाय तब के जब मुख्य द्वार , पाल्प या 
अन्य जुड़मार हों या मायलर का में जहां टंकिया पोत में दधि के 
एक अंग के रूप में बनी हों । 


112. निःसादी , अंगर और पितरण टंकियां :- - ( 1 ) नि :सावी 
टकियों, भंडार पोर दैनिक वितरण टंकियों का सनिर्माण अनुमोवि 
रेखाक मे अनुमार किया जाएगा और पे सीघे बायलर या अन्य तप्त 
सतह पर नहीं स्थित होंगी । 


तेल - धन संस्थापन 
109. नेम इंधन :- आपातकालीन अनिलों में उपयोग किए जाने 
बाले तेल ईधन से भिन्न बायलरों पौर मशीनरी में उपयोग मिया 
भाने पाला तेल इंघन का ज्वलनांक 60° से . ( व कप परीक्षण ) 
से कम नहीं होगा । मापातकालीन जमिनों के लिए तेल ईधन का 
ज्वलनम 43° से० से काम नहीं होगा : 

परन्तु केन्द्रीय सरकार 60° से० से कम किन्तु 43° से० से मन्यन 
र ज्वलनीक वाले तेल के प्रयोग के लिए इस शर्स के अधीन रहते 
एप्रनमा दे सकती है कि व्यवस्था ऐसी हो कि उस स्थान का 
तापक्रम जहाँ ऐसे ईधन का उपयोग होता है या उसे रखा जाता है , 
ऐसे लेबल नभ नहीं पहुंचेगा कि यह तेल के ज्वलनांक से 10° से . 
मीचे रहे । 

110. तेल धन व्यवस्थाओं के रेखांक और विशिष्टियो:- - 
( 1 ) पीत के ढांचे में निर्मित तेल-इंधन भंडार टंकी , सलछट टंकी और 
छलकन ऐकियों और दैनिक उपयोग की टंकियों के रेखांक का विवरण 
केन्द्रीय सरकार के पूर्वानुमोदन के लिए प्रस्तुत किया जाएगा । निम्न 
लिखित विशिष्टियो मौर विवरण धशित करने वाले रेखोक भी बोन्द्रीय 
सरकार के पूर्वानुमोदन के लिए प्रस्तुत किए जाएंगे :- - 

( 1 ) भंडार, तलछट पौर भिक उपयोग की टकियों की स्थिति, 
( 2) भराई पौर राहत व्यवस्था , 
( 3 ) वायु, छलकाव, इवनि पोर पम्पन व्यवस्था जिसके अन्तर्गत 

जल स्थिरकों से तेल पृथक करने वाले और वाल्मों को लिए 

अपेक्षित दूरस्थ नियंत्रण व्यवस्था भी है ; 
( 4 ) नाली मागौ, मावालों, बचाव-दीवारों और परदों की व्य 

वस्था ; 
( 5 ) तेल घन एककों, पापों और बुमारों की व्यवस्था और 

फिएटरों तथा होटरों की डिजाइन , पौर 
( 8 ) तेल द्वारा पालित रसोईघरों की व्यवस्था । 


( 2 ) प्रत्येक निःसावी टंकी में उपयुक्त तापमापी पाकेट लगे होंगे 
पौर जब तक कि निकास की अन्य युक्तियो , भारी लीवर या पम्य 
स्वयम बंद होने वाली किस्म की न हों तब तक भार या निःसादी 
टंकियों में तेल से पानी से निकास के लिए खुली नालियों नहीं फिट 
की जाएंगी । 


( 3 ) गंदे पानी को पाइप सब तक मेल ईधन टंकी से होकर 
महीं लगाए जाएंगे जब तक कि पाइप तेल - रोधी मुख्य मार्ग से 
घिरे न हों या गंदे पानी मे पाइप की डिजाइन परिस्थितियों को 
ध्यान में रखकर विशेष रूप से से अनुमोदित न कर दी गई हो । 


113. भराई की व्यवस्था :--- ( 1 ) पोत में तेल भरने वाले 
स्टेशन मन्य स्थानों से पृषक रखे जाएंगे और उनमें जल निकास पौर 
संघातन की अच्छी व्यवस्था की जानी चाहिए । ऐसी व्यवस्था की जाएगी 
जो कि किसी भी तेल भरने वाली पाइप लाइन में पति वाब को 
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फिट किए जाएंगे कि टेकी के अधिक भर जाने पर सेल को बह निकलने 
से रोका जा सके । 


___ 116. पंप क्रिया की व्यवस्थाएं :- - अल स्थिरकों से तेल ईंधन 
को अलग करने के लिए उपयुक्त व्यवस्था की जाएगी और पंप व्यव 
स्था ऐसी होगी कि भाग लगने पर किसी भंडार टंकी या नि :सादी 
टंकी से पोत के किसी अन्य भाग में तेल इंधन को स्थानान्तरित 
किया जा सके । 


रोक ६, उदाहरण के लिए, मराई के समय टंकी के दूसरे भरण पाल्य 
के खुलने से पूर्व पहला भरण याव बंद हो जाने की वशा में उत्पन 
होने वाला अति-दाब । 

( 2 ) मरण लाइन में लगे झिसी मोचन वारुष का निभास किसी 
पर्याप्त समता वाली छलकन टंकी में होना चाहिए । जिसमें एक अलार्म 
उपस्कर लगा हो । क्रमश: मोचन याल्बों से हुए बहाव को मरण 
बाणे या स्टेशन को वापस ले जाया जाएगा । 

___ 114. वायु और छलकाप व्यवस्थाएं :- - ( 1 ) प्रत्येक तेल इंधन 
टंकी में कम से कम एक वायु-नली लगी होगी जिसका खुला हुमा 
छोर म्बुली हवा में इस प्रकार निकला होगा कि टंकी भरते समय निक 
लने वाली तेल वाष्प में प्राग न लगे या विस्फोट होने का कोई 
खतरा न रहे । ऐसे प्रत्येक पाइप में पर्याप्त क्षेत्र का तार जाली का 
डायफाम फिट होगा जिसे सफाई के लिए प्रासानी से हटाया जा 
सके । 

( 2 ) जहां कोई तेल टंकी पोत के पम्प के दाब से या बंकर 
करते समय भरी जा सकती हो यहाँ वायु-पाइप मा पाइपों या छलफन 
पाइप या पाइपों का कुल क्षेत्र , जो ऐसे छलफन सेल मे मुड़े हैं जो 
टंकी से जुड़ा है, भरण पाइप के कुल क्षेत्र के 1 . 25 गुने से कम 
नहीं होगा । मिसी प्रांतरिक पाइप मा भीतरी ज्याम 51 मि० मी० 
से कम नहीं होगा । 

( 3 ) जहाँ वायु पाइप छलकाय पाइप के रूप में काम कर रहे 
हों यहां इस बात की पूर्यावधानी बरतनी होगी कि छलकाव के वायलर 
मक्ष , रसोईघर या किसी अन्य ऐसे स्थान पर पहुंचने की संभावना 
न हों , जहां से बह आग पकड़ ले । 


( 4 ) फलक पर तेल के प्रधानक बहाव या छलकार को रोकने 
के लिए ऐसी व्यवस्था होगी कि तेल ईंधम टंकी से हुआ छलफाप 
पर्याप्त क्षमता वाले छलकाव टेकी में , जिसमें एक अलार्म उपस्कर लगा 
हो , पहुंच जाए । 

( 5 ) जहां वायु या छलकाव पाइप स्थोरा-फलकों से होकर गए 
हों यहां उनकी सम्यकसः सुरक्षा की जाएगी जिससे कोई पति न 


117. वाष्प तापन म्यवस्था : -- ( 1 ) जहाँ टकियों में , हीटरों या 
पथक्कारियों में तेल को गर्म करने के लिए, वाष्प का उपयोग किया 
जाता है वहाँ निकास नालियो संपीग्नि जल को प्रेक्षण टंकी में 
छोड़ेंगे । 

( 2 ) तेल के सम्पर्क में रहने वाले वाष्प सापन पाइप इस्पाप्त 
के होंगे और उनकी मोटाई पर्याप्त होगी । 

118. तेल ईधन पम्प, हीटर , फिल्टर प्रादि :---- ( 1 ) तेल ईधन व्यवस्था 
में लगे पम्प , पितरण पम्पों और स्थिरका पम्पो और उनके जुड़नारों से 
सर्वथा पृथक होंगे और उनमें सक्षम मोचन बल्यों की व्यवस्था होगी जो 
पम्प के चूषण भाग की भीर बन्द घेरे में लगे होंगे । 

( 2 ) प्रत्येक तेल ईधन पाय पम्प और अंतरण पम्प को बन्द करने 
के लिए साधन ऐसे स्थान पर लगाए जाएंगे जो उस कक्षा के बाहर होगा 
जहां ऐसा पम्प स्थित है । नियंत्रण स्थिति ऐसी होगी कि इंजन में या 
बायलर कक्ष में प्राग लगने की स्थिति में वहां पहुंचना दुर्गम न हो जाए । 
टोटियां या बास्थ , पम्पों प्रौर चूषण पाइपों के बीच स्थित होंगे जिससे 
कि जब पम्पों को निरीक्षण या परम्मत के लिए खोला जाए तो पाइपों की 
बन्द किया जा सके । 

( 3 ) प्रत्येक पोत में कम से कम दो तेल इंधन एकक होंगे जिनमें 
गे हर एक में एक पाय -पम्प , फिल्टर प्रोर हीटर होगा । 

( 4 ) तेल ईंधन पम्पों , फिल्टरों , हीटरों प्रादि के नीचे सेव-पाल 
( सर्वरक्षी ) पौर होव को व्यवस्था होगी जिसमे रिसने वाला तेल पा 
किसी प्राबरण या द्वार से हटाए जाने से बहने वाला तेल उसमें पा 
जाए । सेव पाल या होवे बेलनाकार बायलरों के भट्टी द्वार पर और जल 
मली सेल बर्नरों के नीचे लगाए जाएंगे । मायलरों या अन्य तप्त सतह 
के संपर्क में माने वाले पम्पों के पाय पुर्जी और पाइप लाइनों से नेल में 
बह निकलने की संभावना को रोकने के आय किए जाएंगे । 
____ 119. तेल पाइप : -- ( 1 ) तेल घाण पाइप सीपन रहिन इस्पात या 
अन्य उपयुक्त पदार्थ के बने होंमे और वे पाइप , जो गर्म तेल को ले जाने 
के लिए हैं , बायलर कक्ष में या इंजन कक्ष में प्रकाशयुक्त प्लेटफार्म के 
ऊपर सहजश्य स्थिति में स्थित किए जाएंगे । गर्मरों और प्रदाय लाइनों 
के बीच अनुमोदित बनावट के लमीले पाइपों का प्रयोग किया जाएगा । 

( 2 ) सीवन रहित इस्पात पाइपों को मोटाई, 14 कि०मा० प्रति वर्ग 
सें०मी० में कार्यकारी वाब के लिए उपयुक्त सूत्र के अनुसार या ऐसे पाब 
पर, जिस पर संम्न में मोचन यास्प भारित किए जाते हैं, इनमें से जो भी 
अधिक है, होगी । युग्मकों के फेंज पर्याप्त दाब के लिए उपयुक्त होंगे मोर 
यंत्रीकृत होंगे और जुड़नारों के लिए उपयोग किया गया कोई भी पदार्थ 
यथासंभव बहुत पतला होगा और 120° से० के पापक्रम पर सप्त तेल भी 
उसमें प्रवेण नहीं कर सकेगा । 

( 3 ) पाइपों पौर जुड़नारों का , जोड़ने के पश्चात् 28 मि .ग्रा० / 
धर्म सें मी० के वाब पर या अधिकतम कार्यकारी वाम से दुगने दाब पर , 
इनमें से जो भी अधिक है, परीक्षण किया जाएगा । . 


____ 115. गहराई मापी ग्यवस्थाएं :-- ( 1 ) प्रत्येक तेल धन टंकी 
में तेल का तल मापने के लिए गहराई मापी पाइपों की या अनुमोषित 
उपवर्शक साधिन फी व्यवस्था होगी । गहराई मापी पाइपों का अंत 
यात्रियों या कर्मीवल के रहने के स्थानों या ऐसे किसी स्थान पर नहीं 
होगा जहाँ पर्याप्त संवाहन न हो । जहाँ उपदर्शकों के जमनार या 
गहराई मापी पाइप स्थोर। फलकों से होकर गए हों वहां उनकी समुचित 
सुरक्षा की आएगी जिससे कोई मति न हो । 

( 2 ) मणीमरी स्थानरों में या उनके मीचे स्थित टंकियो के छोटे 
महगाई मापी पाइपों में स्थानः बंद होने की व्यवस्था होगी । ऐसी 
व्यवस्था मदि छोटियों के रूप में है तो उसमें पार्श्व बम प्लगों के साथ 
हो स्थायी रूप से लगे हुए हस्थ होने चाहिए और वे इस प्रकार भारित 
हो कि निमोचन के समय टोंटी को अपने पाप बंद कर दे । यदि गह 
मई मापी पाइप बायलर कक्ष या इंजन कक्ष में समाप्त होते हैं तो 
उनकी ऐसी व्यवस्था होगी कि तेल बायलरों के किसी भाग पर या 
किसी जुड़नार प्रथषा झिसी सप्स ससह जैसे इंजनों के निकास पाइपों 
या विद्युत अनिलों और मोटरों पर , उस समय न गिरे जम भराई के 
समय उनके ऊपरी छोर के स्वतः बंद होने वाले जुगनारों को बोला 
गया हो या जब पोन की गति के कारण टंकी के तेल में लहरें उठ 
रही हों । 

( 3 ) निसा , टंकियों, दैनिक वितरण कियों या अन्म तेल 
टंकियों में लगी गहराई मापः (यस्था या तेल-तल उपदर्शक इस प्रकार 
1349 GI/ 80 - --14 


( 4 ) तेल वाय पाइप भिन्न प्रत्येक तेल पाइप इस्पात या प्रम्य उप 
युक्त सामग्री के बने होंगे पोर पात के भीतरी तलहटी के ऊपर ऐसी 
ऊंचाई पर बिछाए जाएंगे कि उनका निरीक्षण और मरम्मत करने में 
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___ 123. चिमनी. जैम्पर और उसाहक --- तेल चालित बायलरों से नोदित 
पांतों में जहाँ तक संभव हो चिमनी डेम्पर नहीं लगाए जाएंगे और जहां लगाए 
भी जाएंगे वहां ऐसः उपयुक्त उपस्कर भी उपलब्ध किया जाएगा जिससे 
पूरी परह खुली दशा में उन्हें बंधित किया जा सके । ईम्पर अंद हैं या 
खुले हैं यह वशित करने के लिए उपदर्शकों की भी व्ययस्था की जाएगी । 
___ 124. भंडार, वितरण प्रौर निःसादी टंकियां का परीक्षण--- प्रत्येक 
भंडार टंकी या वितरण टंकी का जिसमें उतनी ऊंचाई से 0 . 3 मीटर 
अधिक तक पानी भर कर जो टेकी के चालू होने की दशा में राम पर 
या सकता है और यदि टंकी पोत के एक भाग के रूप में न हो सो टंकी 
के तल के ऊपर कम से कम 4 . 5 मीटर तक भर कर , परीक्षण किया 
जाएगा । 

( 2 ) प्रत्येक निःसादी टंकी का परीक्षण 1 . 1 फि०ग्रा० / वर्ग सं० 
मीटर के जल घालित दाब पर किया जाएगा । 

___ 125. तेल - चूल्हे - - ( 1 ) रसोई घर , जिनमें तेल -मूहले लगाए गए 
हैं, पर्याप्त रूप से संयातित होंगी । 

( 2 ) रसोई घर को तेल का प्रयाय करने वाली टको रसोई पर के 
याहर रखी जाएंगी पोर बर्नरों फो , सेल के प्रदाय को बाहर में नियंत्रित 
किया जा मोगा और ऐसा नहीं होगा कि रसोई घर में आग लग आगे 
पर यहां पहुंचना दुर्गम हो जाए । 

( 3 ) टंकी में एक वायु-पाइप लगा होगा जो बुली हवा में मिफला 
होगा और टंकी को भरने समय नेल-वाल्व से आग लगने या विस्फोट 
होने का खतरा नहीं होगा । पाइप के खुले छोर पर एक पृथक हो सकने 
वाला तार का गाज उ.यफ्राम लगा होगा । टंकी को भरने के लिए और 
अधिक दान को रोकने के लिए प्रभावशाली माधन उपलब्ध किए जायगे । 


मुविधा हो । ऐमा प्रत्येक पाइप फम से कम 7 कि०मा०/ - सें०मी० के 
कार्यकारी दाब के लिए उपयुक्त होगा । यंत्रीकृत फलेंज और जोड़ने के 
पदार्थ ऐसे होंगे जिनमें तेल प्रवेश न अर मके । पाइपों और जुनारों 
फा परीक्षण 3 . 5 कि०मा०/ वर्ग सेंमी० के कार्यकारी वाब के लिए या आधिक 
तम कार्यकारी दान से दुगने वाब पर , इनमें से जो भी अधिक है, फिमा 
जाएगा । 

___ 120. वाल्व और जुड़नार -- ( 1 ) भीतरी तलहटी के ऊपर स्थित 
कोई तेल इंधन टैकी तया बायलर अथवा इंजन कक्ष के भीतर स्थित 
प्रत्येक नेल ईधन समतलन पाइप में वाल्व या टोंटी लगी होगी जो ऐसी 
प्रत्येक टंकी से जुड़ी होंगी जिससे पाइप जुड़ा है । ऐसे तेल ईंधन भूषण 
पाइप से लगा प्रत्येक ऐमा वाल्व या टोटी ऐसे रखी जाएगी जिससे उसे 
उस कमरे से , जिसमें वह स्थित है और उस कमरे के बाहर प्रासानी 
से पहुंच सकने पाले स्थान से भी , बंद किया जा म पोर उस कक्ष में 
पाग लगने की दशा में यह पृथक नहीं हो सकेगा । ऐसे सेल इंधन समतलन 
पाइप से संलग्न प्रत्येक बाल या टोंटी ऐसे लगाई जाएगी कि उसे पोल 
भिति रेक के किसी भी संगम्य स्थान से खोला या बंद किया जा सके 
पौर उस कमरे में जहां पास स्थित है, भाग लगने की दशा में पृथक हो 
जाने की या उस स्थान की अगम्य कर देने की संभावना न हो । यदि 
कोई सेल टंकी या मरण पाइप टंकी के ऊपरी भाग में या उसके पास 
से नहीं जुग है तो उसके साथ एकतरफा वाल्व या एक पाल्य या 
टोटी उस टंकी से लगी होगी जिससे वह जुड़ा है और इस प्रकार लगी 
होगी कि उसे उस कमरे से जहां वह स्थित है और ऐसे कमरे के बाहर 
में किसी मुगम्य स्थान मे भी , बंद किया जा सके और माग लगने की 
दशा में पृथक करने की संभावना न हो । 

( क ) बर्नरों में तेल के प्रयाय का नियंत्रण करने पाले भट्टियों के 
अग्रभाग पर लगे मुख्य पास्व , ऐसी किस्म के होंगे जो शीघ्र बंद हो सके 
और सहजवश्य तया सुगम्य स्थान पर लगाए जाएंगे । तेल को किसी बर्नर 
तक जाने से रोकने की व्यवस्था की जाएगी जब तक कि ऐसे बर्नर को 
सेल प्रवाय लाइन पर ठीक ढंग से जोड़ा न गया हो । 

( 3 ) तेल धन संस्थापन के साथ उपयोग में लाया गया प्रत्येक वाल्व 
ऐसी रिजाइन का होगा और ऐसे निर्मित होगा कि वारुष को चालू करने 
पर वाल्व पेटी को खोल को पीछे माने या ढीला होने से रोके । । 
___ 121. संवातन - - ( 1 ) इंजन, बायलर प्रौर पम्प कक्षों में जहाँ तेल 
इंधन का उपयोग होता है, और तेल भरण टंकी के निकटस्थ सभी बाक्षी 
मैं भी , जिसमें कोई तेल मंजर टंकी स्थित है, पर्याप्त संवासन मी भवस्था 
होगी । संबासन इन स्थानों में सभी भागों में ताजी हवा की सप्लाई करेगा 
मौर वी वायु को कम समय के भीतर निकालने में भी सक्षम 
होगा । 

( 2 ) मायलरों और दोहरे तलों के शीर्ष के बीच तथा बायलरों और 
भंडार देकियों के बगल में या बंकरों में जिनमें सेल ईधन लाया जाता है , 
निकासी के लिए स्थान इस प्रकार पर्याप्त होगा कि भंडारिम सेल का 
तापक्रम ज्वलन्क से नोचे रखने के लिए मावश्यक वायु का परिचालन 
हो सके । 

( 3 ) जहां जल-नली मायलर स्थापित किए गए हों , वही टंकी के 
सिरे से बायलर के बोल के भीतरी भाग तक कम से कम 760 मिली 
मोटर स्थान होगा । 

122. प्रकाश व्यवस्था --- ऐसे स्थानों पर जहां तेल वाष्प एकत्र हो 
सकती है वहां कोई कृत्रिम रोशनी नहीं लगाई जाएगी जो उबलनशील 
पाष्प को प्रज्वलित कर दें । ऐसे स्थानों में विद्युत लैम्पो की व्यवस्था 
होगी और उनके भीतर कोई भी स्विष या फ्यूज नहीं लगाए जाएंगे । 
विद्युत लैम्पों को घायु- रोधी कांच पोर तार -रक्षकों द्वारा सुरक्षित किया 
जाएगा । और चे प्रमाणित रूप से ज्याला- सा होंगे । ऐसे स्थानों पर 
ऐसी बैटरी से जलने वाले लैम्प जिन के भौगर ही साधारण किस्म के 
सुधार लम्प प्रयोग नहीं किए जाएंगे । 


126. स्टिरिंग गियर- - ( 1 ) बर्ग 1, 2,3,4, 5, और 6 के प्रत्येक पोत 
में मौर. 500 टन भार या अधिक के वर्ग 7 के पोत में म मुख्य 
और सहायक स्टिरिंग गियर लगे होंगे : 

परन्तु इस उअभियम की अपेक्षाएं उस वशा में लागू नहीं होंगी जहां 
मुख्य स्टियरिंग गियर या विद्युम एक और जुड़नार बोहरे लगे हैं और 
प्रत्येक विद्युत एकक उप-नियम क ( 2 ) मे बंड ( प ) के अधीन स्टियरिंग 
गियर की जरूरत को पुर। करता है । 

( 1 ) ( क ) मुख्य स्टियरिंग गियर पर्याप्त बल और पर्याप्त शक्ति का 
होगा जिससे अधिकतम गहराई में अधिकतम सेवा गति पर जा रहे पात 
को माया जा सके । मुख्य स्टियरिंग गियर जिम के अन्तर्गत रबर और 
सहायक जुड़नार तथा रकर स्टाफ भी हैं , इस प्रकार बने होंगे कि वे 
अधिकतम पचग: मी गति पर भी क्षभिग्रस्त न हों । 

( ख ) गहनतम गमुद्र में चलते हम पोत का मुख्य स्टियरिंग गियर 
पति के अधिक संवा गति में होने पर भी , रहर को 35 अंश तक एक 
और तथा 35 अंश तक दूसरी मोर धुमाने में सक्षम हो । सर को 
अधिकत्तम सेवा गनि पर दोनों में से किसी पोर 35 अंश तक और 
दूसरी पोर 30 अंश सक घुमाने में 28 सेकेण्ड से अधिक समय नहीं 
लगता चाहिए । 

(ग ) सहायक स्टियरिंग गियर ऐसा होना चाहिए कि उसे तुरन्स 
चालू किया जा सके और उसमें पर्याप्त बल और शक्ति होना चाहिए 
जिससे कि पोत को मान्य गति पर घुमाया जा सके । वर्ग 1, 2,3, 4, और 
5 के पोतों में सहायक स्टिारग गियर की सभामा उत्तमी होनी चाहिए 
कि जब पोत प्रत्यधिक गहराई में हो और अपनी अधिकतम मेवा गति 
को प्राधे पर 7. नाट की गति पर इनमें से जो भी अधिक हो , चल रहा 
हो सो रहर को एक और से 15 अंश तथा दूसरी ओर से 15 अंश 
तक पुमाया जा सके । जहां टिलर के स्थान पर रखर -स्टाक का पास 
230 मिमी 0 से अधिक है वहां महायक स्टियरिंग गियर शक्ति चालित 
होगी । 


- - - - - 


- - - 


- 


- - - - 
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( 3 ) ( क ) ऐसे प्रत्येक पास में जहा 230 मि०मा० मे अधिक व्यास 

( 3 ) वर्ग 2, 4 और 5 के प्रत्येक पोत में और वर्ग 6 और 7 
के टिलर की जरूरत है वहा एक मुस्थित विकल्पी स्टियर की व्यवस्था 

के 500 टन या अधिक भार वाले प्रत्येक पोत में वो पा घुम्यकीय 
की जाएगी । 

कम्पासो की अवस्था की जाएगी जो कि पोत की मध्य रेखा पर स्थित 

किए जाएगे । इनमें से एक कम्पाम स्टियरिंग कम्पास के रूप में प्रयुक्त 
( ख ) प्रधान और विकल्पी स्टियरिंग स्टेशनों से दूरस्थ स्टियरिंग 

किया जाएगा और उसे सामान्य स्टियरिंग स्थान पर रखा जा सकेगा 
नियंत्रण व्यवस्था इस प्रकार की जाएगी कि दोनों व्यवस्थाओं के बंद हो 

और दूसरे को मानक कम्पारा के रूप में उपयोग के लिए रखा जाएगा और 
जाने की दशा में पोत को अन्य माधनों से मोहना असंभव न हो । 

इस मामाम्य स्टियरिंग स्थान के पास लगाया जाएगा , जहां से क्षितिज का 
नौचाला स्थान से विकल्पी स्टियरिंग स्थल को आदेशो के प्रेषण के लिए 

दृश्य कम मे कम प्रौशन हो । ऐला प्रत्येक कम्पास बिनेकल पर रखा 
मंचार माधनो की व्यवस्था की आएगी । 

जाएगा । 
( 1 ) ऐमे प्रत्येक पोन में जिसमें शक्ति चालित स्टियरिंग गियर 

( 1 ) 500 टन भार से कम के वर्ग 4 पौर 7 के प्रत्येक पोत 
लगा है, रहर की स्थिनि प्रधान स्टिरिंग स्थल पर उपशित की जाएगी । 

में एक दक्ष चुम्बकीय कम्पास उपलग्ध कराया जाएगा जो सामान्य स्टिम 
( 5 ) फि पाणित समी स्टिारग गियरों में ऐसे साधन फिट होंग जो 

रिंग स्थान पर तुरन्म उपलब्ध हो सके । 
धक्के का अमर कम कर मकें । जहाँ स्टिरिग गियरों में वाष्प पाइप , 

( 5 ) जहां किसी पोत पर, आपातकालीन स्टियरिंग स्थान नहीं है 
निका पाइस या जलीय पाइप तथा विद्युत पापर के बिलों की व्यवस्था की 

पहा बिनेकल पर रखे हुए वो चुम्बकीय कम्माम उपलब्ध किए जाएंग 
गई है वहा , पूर्णमः उमी प्रयोजन के लिए काम में लाग जाएंगे । 

किन्तु यह तब जब पार में निम्नलिखित लग हो . -- 
( 6 ) टिगि गियर के जल-व्यवस्था में प्रयोग किया जाने वाला 

(i ) एक मानक प्रक्षेपक पुम्बकीय कम्पास ; 
प्रय जमने वाला नहीं होगा । स्टियरिंग गियर के सभी घूमने वाले पुर्जे 
इस प्रकार पर्शित होंग कि उनमे कर्मीदल या यात्रियों को क्षति न हो । 

( ii ) घूर्णन कम्पास प्रत्यावर्तकों सहित ; और 
प्रकीर्ण 

( ii ) गिम्बल यूनिट महित एक पृथक चुम्बकीय टोंटी, जो चुम्बकीय 
127. मण्डार , अतिरिक्त गियर तथा प्रौजार - प्रत्येक पोत मे ऐसे 

कम्पास के बेकार हो जाने पर परस्पर मन्तरणीय हो । 
भण्डार, इतने अतिरिक्त गियर और प्रौजार रखे जाएंगे जो पोत उसके 

(16 ) ( क ) प्रत्येक चुम्बकीय कम्पास को ऐसे स्थान में लगाया जाएगा 
बायलर, पीर मशीनरी की , जब पोत समुद्र में हो पागयित मेवा करने जो उन संरचनाओं और जुड़नारों से दूर होगा जिसमें चुम्बकीय मामग्री 
और उसकी काम चलाऊ मरम्मत के लिए पर्याप्त हो । 

लगी हो । यथासंभव यह स्थान इस प्रकार नियत किया जाएगा कि वह 

ऐसे डाचे पौर नियत मामग्री मानक कम्पास से 3 मीटर और स्टियरिंग 
128. चार के माधन - - नोचालन स्थान में इंजन कक्ष में प्रादेशों 

कम्पास से 1 . 5 मीटर के भीतर न हो । चुम्बकीय सामग्री से बने सभी 
के सपेषण के लिए, प्रत्येक पान में मंचार के दो माधन दिए जाएंगे । इन 

जुड़नार , फर्नीचर प्रावि और कम्याग को दिशा में खुलने पाले दरवाजे 
साधनों में से एक इमन कम टेलीग्राफ होगा । 

एम प्रकार स्थित होगे कि वे कम्पामों से कम से कम उसने म्यूमतम फासले 
माग 2 

पर हों जो इम उप-नियम में विनिर्दिष्ट हैं । जब चुम्बकीय फम्पाम के 

निकट विद्युत उपकर लगाए गए हों तो यह मुनिश्चित करने के लिए सावधानी 
अध्याय 6 

बरतनी होगी कि चाल होने पर कम्पास पर उनका प्रभान न पड़े ; 
पोत के उपस्कर 

( ख ) निम्नलिखित शामों में पोतों के कम्पासों को समायोजित 

करना होगा : - - 
नोचालन उपस्कर 

(i ) जब कम्पास के निकट कोई संरचनात्मक परिवर्तन किया 
____ 129. कम्पास की व्यवस्था -- ( 1 ) व 1 और 3 के प्रत्येक पोन 

जाए ; 
में तीन पक्ष चुम्बकीय कम्पास दिए जाएंगे जो बिनेकलों पर रन कर पोत 
की मध्य रेखा पर स्थित किए जाएंगे । इनमे से एक कम्पास फो 

( ii ) जब कोई पोत लम्बी अवधि नक , सका रहे ; 
स्टियरिंग कम्पास के रूप में प्रयुक्त किया जाएगा और सामान्य स्टियरिंग 

(iii ) जव फम्पास के पास पास विद्युत उपस्करों में परिवर्तन 
स्थान में रखा जाएगा । वितीय कम्पास को मानक -झम्मास के रूप में 

किया जाए । 
प्रयुक्त किया जाएगा पोर. सामान्य स्टियरिंग स्थान में रखा 
जाएगा । जहाँ ये क्षिमिज का वश्य कम से कम प्रोझन हो । 

विचलन के प्रभिलेख गदि कोई हों अद्यतन रखे जाएंग । 
ऐसा तीसरा कम्पास स्टिरिग स्थान के पीछे स्थित किया 

130. गैरो कम्पाम - वर्ग 1, 2, 3, 4 पीर 5 के कुल 1600 टन 
जाएगा और अपने गिम्बल एनाकों माहित स्टिारग पाम्पाम के साथ परस्पर भार मौर अधिक पेः प्रत्येक पात में इन नियमों के अधीन अपेक्षित चुम्ब 
प्रतरणीय होगा । 

कोय कम्पामों ले भतिरिक्त एक गैरो कम्पास भी लगा होगा : 
परन्तु मामान्य स्टियरिंग स्थान में इस उपनियम की अपेक्षामो को 

परन्तु केन्द्रीय सरकार , यदि यत् यह सममती है कि कुल 500 टन 
झिसी ऐसे पोत की दशा मे स्यागा जा सकेगा जिसमे : - - 

भार या अधिक वाले पोतों में जायरी कम्पास लगना प्रमुपयुक्त पौर 
( i ) मानक कम्पास परावर्तक या प्रक्षेपक किस्म का है और उसमें पावश्यक है, तो पात् ऐगे पोत को उसमे छट दे गफती है । 
ऐमा उपस्कर लगा है जिससे कि उसे सामान्य स्टियरिंग स्थान 

131. रखर- - वर्ग 1, 2, 3 और 4 के कुल 1600 टन भार पौर 
से पड़ा जा मके , और 

अधिक भार के प्रत्येक पोत में अनुमोदित किस्म का एक रडर फिट किया 
( ii ) षर्णन कम्पास के कार्ड या उमफे पुनराषतर्क को मामाम्य जाएगा । ऐसे प्रत्येक पात के नौचालन स्थान पर हर की रीडिंग लेने 
स्टियरिंग स्थान में , पढ़ा जा सके । 

के लिए सुविधा दी जाएगी । 
( 2 ) प्रत्येक चुम्बकीय कम्पास को बिमेकल पर रखा जाएगा किन्तु 

132, गहराई मापी साधिन्न : - वर्ग 1, 2 3, 4 और 5 के कुल 
उसके अति -ि : स्टियरिंग के पीछ वाला फम्पाग पायदान पर स्थित किया 

500 टन मार और उससे अधिक के प्रत्येक ऐसे पीत में , जो इन नियमों 
गा गकता है । 

के प्रवृत्त होने के पश्चात् मिमित हुआ है, गहराई मापी लगा होगा । 
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( 2 ) वर्ग 1, 2, 3, 4, 5 और 6 कुल 1600 टम भार या 
इससे अधिक प्रत्येक पोत में यदि गहराई मापी म लगा हो तो उसमें 
यांत्रिक गहराई मापी की व्यवस्था की जाएगी । 

( 3 ) पर्ग 1, 2, 3, 4, 5, 8 और 7 के प्रत्येक पोत में की हैण्ड लोड 
लाइनों की व्यवस्था होगी इनमें से प्रत्येक की लम्बाई फम से कम 45 
मीटर और भार कम से कम 3 किलोपाम होगा । 


___ 133. नोचालन उपस्करों में त्रुटियो - - ऐसे प्रत्येक पोत का मास्टर , 
जिसमें रडार , गैरो कम्पास या गहराई मापी लगा होना अपेक्षित है, ऐसे 
सभी युक्तियुक्त प्रबन्ध करेगा जिससे उपस्कर चालू हालत में बने रहें । 
इम उपस्करों में से किसी के ठीक काम न करने से पोत सम्बयात्रा के 
लिए अयोग्य नहीं हो जाएगा और न ही पोत को किसी ऐसे पतन पर 
रोका जाएगा जहा मरम्मत की सुविधा तत्काल उपलग्ध न हो । 
____ 134 . लंगर और जंजीरें -- ( 1 ) प्रत्येक पोत में संख्या में लंगर और 
जंजीरों की व्यवस्था की जाएगी जो पोत के प्राकार और उसके लिए 
प्राशयित सेवा की दृष्टि से पर्याप्त संख्या में और पर्याप्त मजबूती के हों । 

( 2 ) लंगर अनुमोदित डिजाइन के होंगे और उनका सम्यक्तः 
परीक्षण किया गया होगा । 

( 3 ) लंगरों के लिए जंजीरें पिटवा लोहे, नरम इस्पात, विशेष पौर 
उलयां इस्पात की हो सकती है । ये अनुमोदित रिजाइन की होंगी और 
सम्पक्तः परीक्षित होगी । 
___ 135. विन्डलस -- ( 1 ) डेक पर पर्याप्त शक्ति की और चेन केपिल 
के लिए उपयुक्त विन्डलेस फिट की जाएगी । रेफ पर लगाए जाने वाले 
विन्डलेस स्थान पर प्लेटों की मोटाई को पर्याप्त रूप से बढ़ाया पौर सस्त किया 
जाएगा । 

( 2 ) केबिलों को विन्डलेंस से पर्याप्त मोटाई पोर पाकार के हाण 
में से ले जाया जाएगा जिससे लंगर को ठीक ढ़ग से स्थित किया जा 
सके । हाज नली में रैक पर तथा सेल-कनेक्शनों में पर्याप्त लिप छोड़े 
जाएंगे । जहा भी प्रावश्यक हो हाण मली के मार्ग में शेल प्लेटी और 
हांचों को मजवत किया जाएगा । 

( 3 ) विन्डलेंस से केबिल के मासानी से पलते रहने के साथ ही 
पर्याप्त सामर्थ्य का एक चेन लाकर फिट किया जाएगा और उपयुक्त 
स्परलिंग पाइल और लिप उपलब्ध किए जाएंगे । पत्तन की पौर केबिलों 
को स्टारमार की पोर को फेबिलो से पृथ्क करने के लिए पेन लाफर में 
उपयुक्त व्यवस्था की जायेगी । केबिलों के बोर्ड की मोर के छोरों को 
अनलाफर के साथ मजबूती से जोड़ा जाएगा । ऐमी व्यवस्था होगी कि जब 
पावश्यकता हो केबिल को तेजी से खिसकाया जा सके । 

( 4 ) एक पृषक बड़ा लंगर तैयार रखा जाएगा जिससे कि जब जरूरत 
पड़े वह तुरन्त तैयार मिले । 

138. हाजर और वार्प - प्रत्येक पोत में उतनी संख्या में पौर 
मजबूती पाले हाजर तथा पार्प उपलब्ध किए जाएंगे जो पौत के माफार मौर 
उसकी भाशयित सेवा के लिए पर्याप्त हों । 


( 2 ) यात्रियों को जलभार रेखा से नीचे एक से अधिक कों पर और 
पोत के अगले भाग से डेक के बीच किसी लम्बपत् निकले भाग पर 
लम्बाई के 10 प्रतिशत के भीतर नहीं ले जाया जाएगा । 

( 3 ) प्रकाश पक्ष, पेट कक्ष और ज्वलनशील तेल के भंडार स्थलों तक 
यात्री वास -स्थान से दरवाजों या गलियारों से होकर, कोई सीधा पहुंच 
मार्ग नही होगा या वे ऐसी जगह स्थित नहीं होंगे कि यात्रियों के लिए 
कोई खतरा पैदा हो । यात्रियों को तेल ईधन बंकरों के पास के स्थानों पर 
नही रखा जाएगा जब तक कि उस स्थान की वापरोधी इस्पात की बनी 
पोत भित्ति से बंकर से इस प्रकार अलग न कर दिया गया हो कि 
वो पाल भित्तियों के बीच का स्थान अच्छी तरह संवानित हो और सुगम्य 
हो । यदि बंकर की दीवारे वैलिडत मरगना की है तो अतिरिक्त पोत 
भित्ति लगाने की प्रावश्यकता नहीं होगी । यात्रियों के पास स्थान ऐसे डेक 
पर हो सकते हैं जो तेल धिन स्थान के शीर्ष पर हैं, यदि 

(i ) डेक तेल रोधी है ; 
( ii ) यात्री स्थान प्रच्छी तरह संवातित हैं ; 
( iii ) यानी स्थानों में तेल ईधन के स्थानों पर मुख्य द्वार या अन्य 

वार नहीं हैं ; और 
(iv ) यात्री स्थानों का कर्ण ऐसी सामग्री पोर ऐसी मोटाई का है जो केन्द्रीय 

सरकार में उस प्रयोजन के लिए अनुमोदित की है । 
( 4 ) यात्री स्थान का स्थोरा कोयला बंकरों, भंडार कक्षों , प्रकाश 
को , और पेंट कक्षों से अलग किया जाएगा और ज्वलनशील तेल के 
भंगर के लिए प्रयोग किए जाने वाले अन्य स्थानों को गैस- रोधी इस्पात 
पोन मित्तियों पौर डेकौ से अलग किया जाएगा । 
_____ 138. प्रकाश और संपातन - - यात्री पास-स्थानों को दिन और रास 
दोनों ही समय अग्छी तरह संवातित और प्रकाशित रखा जाएगा । जहां 
भी संभव हो प्राकृतिक प्रकाश उपलब्ध किया जाएगा । जहां प्राकृतिक 
प्रकाश संभव न हो वहा प्रभाव शाली कृत्रिम प्रकाश की व्यवस्था की जाएगी । 

1:39. इस्पात या अन्य धातु के पने डेकों का मापरण - - इस्पान 
या अन्य धातु के बने डेक , ओ उस घिरी हुई स्थान के फर्ण प्रथवा 
शीर्ष के रूप में है, लकड़ी या अन्य अनुमोदित किस्म की सामग्री से 
पावरित होगी । यात्री स्थान के शीर्ष जो मोसम वर्शित करने के लिए 
खुले होंगे, 67 मि० मी० मोटी लकड़ी या समतुल्य रचना से बने होंगे । 


भाग 3 

अध्याय 1 
साधारण यात्रियों का परिवहन 


अध्याय 2 
फेबिन वर्ग के कर्मचारियों के लिए स्थान की अपेक्षाएं 
140. लागू होना - यह अध्याय बर्ग 1, 2, 3, 4,5, 6 और 7 के पोतो 
को लागू होता है । 
____ 141, केषिन -पर्थ की व्यवस्था - ~ ( 1 ) किसी पोत में केविन वर्ग के 
पास स्थान में कितने यात्री ले जाए जाएंगे , यह निर्णय अच्छी तरह बनी हुई 
नियत पर्थों की संख्या के प्राधार पर किया जाएगा । 

( 2 ) केबिन वर्ग के यात्रियों के कास स्थान के लिए किसी केपिन 
में माठ से अधिक पर्थ मही होंगी । 

( 3 ) फिसी फेषिन में पर्थों की दो से अधिक कतारें नही होगी और 
केषिन वर्ग के प्रत्येक यात्री के लिए 3 36 वर्ग मीटर से कम खुला स्थान 
नहीं उपलब्ध किया जाएगा । जहां बच्चों के लिए छोटे वर्ष फिट किए गए 
हो यहाँ कुल दिए गए स्थान ऐसे बर्थों के प्रत्येक युग्म के लिए 3 . 36 वर्ग 
मीटर होगी । 

( 4 ) जहा समुद्रयात्रा 6 घंटे से कम समय की है वहां यात्रियों को 
ऐसे स्थान पर भी रखा जा सकता है जहां यावल बैठने की जगह की व्यवस्था 
है । ऐसी दशा में प्रत्येक यात्री को 0 . 83 वर्गमीटर से कम स्थान मही 
दिया जाएगा । ऐसे सभी पात्रियों को दी माने वाली सीटें 480 मि . 
मी० से कम लम्बी नहीं होगी । 


137. यानी प्रावास की प्रगस्थिति - - ( 1 ) डेक , जहां यात्रियों के लिए 
भाषास सुविधा दी जाती है, पोत के स्थायी भाग होते हैं और वे पर्याप्त 
मजबूत होगे । यदि डेक लकड़ी का बना है तो उसे समुचित ढंग से छाया 
और सन्दवन्द किया जाएगा और वह स्थान जिसमें यात्री ले पाए जाते हैं, एक 
भोर से दूसरी पोर न निरन्तर होगा । यदि डेक लकड़ी का नहीं बना है 
तो उस पर लकड़ी का मामरण पिछा होगा जो अनुमोदित प्रकार का 
और कुमालक होगा । 
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- - - - - - - - - - - - - 
( 6 ) केविन वर्ग के सभी यातियों के लिए 2. 20 वर्ग मीटर स्थान 

( छ ) कोई भी शयिका किसी फलक द्वारा से 0 . 90 मीटर के भीतर 
की पर से ऊपरी डेक , निज या पूप डेक पर हवादार स्थान उपलब्ध किया 

नहीं लगाई जाएगी मित्राय तष के जब कि ऐसे द्वारा सके हुए 
जाएगा । ऐसा हवाधार स्थान नियम 156 में निर्दिष्ट हवाधार स्थान 

या अन्यथा केन्द्रीय सरकार को समाधान प्रक्ष सय में सुरक्षिम 
से सोमांकित और पृषक किया जाएगा । 

हो ; 
अध्याय 3 

( ज ) कोई भी शायका पोत पात्र में फेम या स्पियरिंग या प्रस्तरों 

के मामने 0 . 60 मीटर के भीतर नहीं फिट की जाएगी ; 
भितोष पसाय के व्यक्तियों के लिए पास स्थान की अपेक्षाएं 

( स ) कोई भी शयिका किसी सीढी मार्ग, प्रच्छालन गह, शौचालय, बैटरी 
1 .42. लाग होमा - - यह प्राध्याय पर्ग 3, 4, 6, 6 और 7 के पोतों को 

या शौच गृह प्रथवा किसी पानी के नाम के या वमकल नल के 
लागू होगा । 

प्रवेश द्वार से 0 . 75 मीटर के भीतर नहीं फिट की जाएंगी ; 
14J. यानी वास स्थान के लिए अनुपयुक्त स्थान -- उन पोतों में जिन्हें 

( ग ) कोई भी शयिका किसी ऐसे स्थान पर स्थान के किसी हिस्से 
यह अध्याय लागू होता है , यात्रियों के लिए स्थान निम्नलिखित स्थानों में 

में नहीं लगाई जाएगी, जो केन्द्रीय मरकार की राय में विशेष 
से किसी एक में उपलम्ध किया जाएगा, अर्थात्:- - 

व्यवसाय के यात्रियों के पास स्थान के लिए उपयुक्त नहीं है । 
( क ) गहमतम उपखंड भार लाईन के ठीक बीच की एक डेक को 

( A ) किसी पोत में लगाई गई पायिकायों की कुल संख्या ऐसी होगी 
छोड़कर , 

जिससे याह सुनिश्चित किया जा सके कि उस स्थान में ले जाए जाने वाले 
( ख ) मध्य डेक का कोई भाग जहाँ शीर्षकक्ष 1 . ५0 मीटर से कम है , यात्रियों की संख्या उस स्थान के कुल पायतन को 0 . 06 पनमीटर से 
( ग ) नियम 7 की अपेक्षाओं को पूरा करने वाली टकराव पोत भित्ति 

भाग देने पर पाने वाली संख्या से अधिक नहीं होगी । 
के पागे या उसके प्रमविस्तार की मोर , 

145. पोत जिनमें णयिकाएं फिट नहीं होगी --- ( 1 ) यदि किसी 
( च ) पोत के प्रप्रिम लम्बवत् लम्बाई के 10 प्रतिशत के भीतर पोत से जिसे यह अध्याय लागू होता है, धारा 261 क के अधीन 
मिथली मध्यवर्ती कों पर, 

यात्रियों के लिए शमिकामो की व्यवस्था करने की अपेक्षा नहीं की गई है 
( B ) किसी मौसमी रेफ पर जो केन्द्रीय सरकार को समाधानप्रद 

तो निम्नलिखित उपबन्धो का पालन किया जाएगा ; 
प में प्रावरित नहीं है । 

( २ ) उप नियम ( 3 ) , ( 4 ) और ( 5 ) के उपबन्धों के अधीन रहते 
( 2 ) खराब मौसम वाली ऋतुओं के दौराम , मौसमी डेक पर के हुए, ऐसे किसी पोत में प्रावास स्थान की माप वास स्थान की प्रष स्थिति 
स्पान को यात्रियों को लिए उपलब्ध स्थाम के रूप में नहीं मापा जाएगा । समुद्र यात्रा की अवधि , प्रार अच्छे तथा खराब मौसम को ध्यान में रखते 
उसे हवादार जगह के रूप में मापा जा सकेगा । 

हुए ,नीचे दी गई सारणी में दिए गए माप -मान के अनुसार होगी :---- 
144. शयिकामो की व्यवस्था - - ( 1 ) किसी ऐसे पोत में , जिसे यह 

सारणी 
अध्याय लागू होता है और जहां यात्रियों के लिए धारा 281 क की अपेक्षा 
नुसार शयिकाओं की व्यवस्था की गई है, यहां ऐसी शयिकाएं निम्नलिखित अबस्थाम 

ममुद्र यात्रा की अवधि प्रतियावी न्यूनतम 
प्रपेकामों को अनुसार होगी, अतिः- - 

स्थान का भावंटन 
( क ) रायिका लम्बाई में 1. 90 मीटर तथा पोडाई में 0 . 70 मीटर मौसमी डैम ( केवल (i ) 24 घंटे से कम 0 . 74 वर्ग मीटर 
से कम नहीं होगी । 

साफ मौसम के ( i ) 4 घंटे और उमसे 1 . 12 वर्ग मीटर 
दौराम ) 

प्राधिक किन्तु 72 घंटे 
( ख ) प्रत्येक शायिका तक गलियारे से मीधे पहुंचा जा सकेगा पौर 

से कम 
गलियारे में ऐसी व्यवस्था होगी कि अपकर निकलने के लिए, 
सीधा रास्ता हो ; 

ऊपरीक 

( i ) 24 घंटे से कम 0 . 74 वर्ग मीटर 
( ग ) गलियारे की चौड़ाई 0 70 मीटर से कम नहीं होगी ; 

(ii ) 24 घंटे और सममे 1 . 12 वर्ग मीटर 

अधिक किन्तु 42 
( प ) शायिकाए एकल या दोहरे सोपान में फिट की जाएंगी, जहां 

घंटे कम 
शायिकाएं दोहरे सोपान में फिट की गई हैं , वहां निम्नलिखित 

ऊपरी मध्यवर्ती डेक ( i ) 24 घंटे से कम 0 . 74 वर्ग मीटर 
मपेत्राओं को पूरा किया जाएगा , अर्थात्: --- 

( ii ) 24 घंटे और उगसे 1 , 12 वर्ग मीटर 
(i ) डेक और निचली शयिका के तल के बीच का अन्तर 

अधिक किन्तु 72 
0 . 45 मीटर से कम नही होगा ; 

घंटे से कम 
( ii ) निचली शायिका के तल और ऊपरी शयिका के तल के 

निचली मध्यवर्ती क ( i ) 24 घंटे से कम 0 . 88 वर्ग मीटर 
पीच का मन्तर 0 . 90 मीटर से कम नहीं होगा ; 

( ii ) 24 घंटे और उसमे 1 . 40 वर्ग मीटर 
(iii ) ऊपरी शयिका के तल और शीर्षस्थ किसी भीतरी पर 

अधिक किन्तु 72 
रोध के बीच का अन्तर 0 . 90 मीटर से कम नहीं 

घंटे से कम 
होगा ; पोर 
(iv ) ऊपरी शमिका तक पहुंचने के लिए उपयुक्त माधन 

( 3 ) जहां मध्यवर्ती क या अन्य घिरे स्थान से, किसी अन्य यात्री 
उपलब्ध किए जाएंगे । 

स्थाम से होकर आने के माधन हो वहां डैक के बीच के स्थान की माप 
( 6 ) शमिकाओं में लोगोई या लो रेले लगी होगी और नहा शयिकाएं 

निषले मध्यवर्ती डेक के लिए अधिकथित माप -मान के अनुमार की जाएगी । 
अगल-मगल लगी है यहां उन्हें पृथक रखने के उपयुक्त साधन 

( 4 ) जहा किसी समुद्र-यात्रा की अवधि 24 घंटे या उससे अधिक 
किए जाएंगे ; 

है वहाँ ऐसे किसी स्थान पर रखे गए यात्रियों की संख्या उम स्थान 
( च ) शायिकाएं और उनके जुगनार धातु के पने होंगे मोर ऐसी के कुल प्रायसन को 3. 06 घन मीटर से भाग देसे पा पाने वाली संख्या 
किस्म के होंगे जो केन्द्रीय सरकार अनुमोदित करे । 

से अधिक नहीं होगी । 


. 


- - - 


- - - 


- 


- - - - 
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- - 


- 


( 5 ) यात्रियों के लिए स्थान को संगणना करो ममा निम्नलिखित 
फटौतियां की जाएंगी, अर्थात् :- - 
( क ) माथ में लाए गए माल असमाब को रखने के लिए यात्री 

स्थान के कुल क्षेत्रफल में 5 प्रतिशत की कटौती ; 
( ब ) किसी सीढ़ी मार्ग, प्रछालन स्थान , शौचालय, या बैटरी या 

शौष गृहों या किसी पानी के नलके या वमफल नल के प्रवेश 

द्वार मे 0 . 75 मीटर तक फैला क्षेत्र ; 
( ग ) बाह क्षेत, जो लाइफ घोट, लाइफ रेफ्ट और मोयन्ट साधिन 

___ को रखने के लिए अपेक्षित है ; 
परन्तु यह कि क्षेत्रों की धारा 26 1-ग के अधीन दिए गए हवादार 
स्थान में सम्मिलित किया जा सकेगा । 

( घ ) फिसी इक बार का क्षेत्र ; और 
( च ) कोई ऐसा भन्न जो केन्द्रीय सरकार की राय में यात्रियों के 

वास स्थान के लिए अनुपयुक्त है । 
( 6 ) उपनियम ( 5 ) के खंड ( ख ), (ग ), ( ष ) भोर ( ) में 
निर्दिष्ट क्षेत्र को 0 , 08 मीटर चौड़ी सफेद लाइम द्वारा सीमांकित किया 
जाएगा । 

146. हवावार स्थान - धारा 261-ग के उपबन्धों के अनुमार याथियों 
के उपयोग के लिए मौसम हैक पर नारक्षित हवादार स्थान पर सहज 
दृश्य मप में " केवल विशेष व्यवसाय के यात्रियों के लिए हवादार स्थान " 
लिखा होगा । 

1 17. स्थानों का चिहनांकन - विशेष व्यवसाय वाले व्यक्तियों के 
उपयोग के लिए, प्राशयित किसी स्थान के प्रवेश द्वार पर या उसके निकट 
ऐसे यात्रियों की संख्या दर्शित करते हुए, जिनके लिए यह स्थान प्रमाणित 
है, सहजदृश्य रूप में उमे चिह नामित किया जाएगा । 

148. अस्पताल की व्यवस्था -- ( 1 ) ऐसे प्रत्येक पोत में जिसमें 
100 से अधिक यात्री है, और जो 48 घंटे से अधिक की समुद्र यात्रा 
पर है, सामान्य परिस्थितियों में स्थायी अस्पताल की व्यवस्था की जाएगी । 
ऐसी व्यवस्था निम्नलिखित उपबन्धों के अनुसार होगी , अर्थात् : --- 
( i) मध्यवर्ती को के ऊार के टैक या डैकों पर यात्रियों के लिए 

अस्पताल स्थान संलग्न होगा जो स्पष्टत : सीमांकित होगा । 
(ii ) इग प्रयोजन के लिए विए गए क स्थान का क्षेत्र , प्रजम 

पांच सौ या उससे कम यात्रियों के लिए 9 . 3 वर्ग मीटर 
से कम महीं होगा । इसके अतिरिक्त प्रति एक मो या उससे 
कम यात्रियों के लिए 2. 3 वर्ग मीटर होगा जो अधिकतम 

23 वर्ग मीटर तक होगा : 
परन्तु अस्पताल-स्थान पर्याप्त रूप से बड़ा होगा जिससे कि खंड 
( 7 ) के अनुसार शायिकाए फिट की जा सके । 
( iii ) जब पोत में स्त्री यात्री और पुरुष यात्री दोनों ही ले जाए 

जा रहे हों तो पोसों के उपयोग के लिए अलग-अलग अस्पताल 

होगा । 
( iv ) ऐसे प्रत्येक अस्पताल में कम से कम दो शैम्या होंगी और 

फर्श का क्षेत्र 4 . 5 वर्ग मीटर से कम नहीं होगा । 
( v ) प्रत्येक अस्पताल पर्याप्त रूप से सेवासित और प्रकाशित होगा 

और उनमें समुचित , शयिकाएं , बिस्तर और प्रावश्यक सापिनों 

की व्यवस्था की जाएगी । 
( vi ) धातु के बने हैंकों और शीर्षस्थ बैंकों को , लकड़ी या प्रम्य 

अनुमोदित मेघटकों से प्रावरित किया जाएगा । 
( vii ) प्रत्येक अस्पताग्न का अपमा शौचालय और स्नानगृत होगा मो 

एक कक्ष में या पृथक पृथक कक्षों में अस्पताल के पावस्थ 
होगा । 


( viii ) शगिफाएं धातु की होंगी और ऐसी किस्म की होंगी जो किसी 

पोत के अस्पताल में उपयोग के लिए अनुमोदित हो । प्रत्येक 
अस्पतास किसी बीमारी से ग्रस्त यात्री के भर्ती होने और 

उपचार के लिए सभी समय खुले रहेंगे । 
( ix ) अस्पताल की शयिकाएं निम्नलिखिम मापमान के अनुसार फिट 

की जाएंगी : - - 
यात्रियों की संख्या 

शायिकामों की संख्या 
- - 
48 घंटे और 120 घंटे 
120 घंटे से अधिक 
नफ की समुद्र की समुद्र 

गाना यात्रा . 
400 यात्रियों के लिए . 
400-600 यात्रियों के लिए 
800- 800 यात्रियों के लिए 
800- 1000 यात्रियों के लिए . 
1000 से अधिक यात्रियों के लिए . 
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( 2 ) तीर्थ यात्रियों को ले जाने वाले प्रत्येक पोत मे एसे सीर्थ यात्रियों 
की , जिनके वहन के लिए पोत प्रमाणित है फुल संख्या के 2- 1/ 2 प्रतिशत 
से अन्यूम के लिए अस्पताल स्थान उपलब्ध किया जाएगा । 

( 3 ) उन पोतों की दशा में जो मौ से अधिक यात्री ले जाने के 
लिए प्रमाणित हैं और जो ऐमी समुत्र यात्रा पर जाते हैं जिसकी अवधि 
मामान्य वशामों में 48 घंटे से अधिक नहीं होती है, अस्थायी अस्पताल 
स्थापित करने के लिए मामग्री ले जाई जाएगी । ऐसे अस्पतालों के लिए 
आरक्षित क्षेत्र 7 . 4 वर्ग मीटर से कम नहीं होगा । 

( 4 ) कपरी बैंक का वह भाग, जिस पर ऐसे अस्थायी अस्पताल 
स्थापित किए जा सकते हैं, मापा जाएगा और उसे केन्द्रीय सरकार के 
समाधानप्रव मप में , सीमांकित किया जाएगा । अस्पताल का वाचा धातु 
का होगा ( ऐसे टुकड़ों में जिन्हें प्रापस में जोड़ा जा सके ) या लकड़ी के 
पटरे या बोम का होगा । छत पर तिरपाल लगाई जाएगी और दोनों 
पार्श्व दीवारें, जो मजबूत केनवेस या उपयुक्त सामग्री की बनी होगी , 
पूर्णत: अल -रोधी होंगी । सनातन के लिए पर्याप्त व्यवस्था की जाएगी । 

( 5 ) बेचक, हैजा, पीलिया या प्लेग प्रावि के मामलों में वास-म्यान 
और उपचार की व्यवस्था करने के लिए सौ से अधिक यात्रियों का वहन 
करने वाले और ऐसी ममुद्र यात्रा पर जाने वाले पोतों में जिनकी प्रधि 
48 घंटे में अधिक किन्तु 120 घंटे से कम है , अस्थायी अस्पताल के निर्माण 
के लिए, पावश्यक सामग्री रखी जाएगी और उस प्रयोजन के लिए ऊपरी 
हैक का एक भाग जिमका क्षेत्र 14 वर्ग मीटर से कम नहीं होगा अलग 
रखा जाएगा और इसे इस प्रयोजन के लिए सीमांकित किया जाएगा । 


( 8 ) ऐसे पोतों पर जो सामान्य परिस्थितियों में 120 दिम से 
अधिक की समुद्र यात्रा पर आने वाले है, एक स्थायी पृथ्यकारी अस्पताल 
होगा । वह यथासंभव ऐसे पृथककारी स्थान पर होगा जो केन्द्रीय मरकार 
को समाधानप्रद है । पथक्कारी अस्पताल में दो से कम शयिकाएं नहीं 
होंगी । उप-नियम (1 ) के खंड (i), ( iii ), ( iv ), (v) , ( vi ), ( vii ) 
और ( viii ) की अपेक्षाएं प्रत्येक पृयकारी अस्पताल को उसी रूप में लागू 
होंगी जिसमें वे अन्य अस्पतालों को लागू होती हैं । 

( 7) प्रत्येक पृथकारी अस्पताल का पृथक शौचालय और वाशबेसिन 
होगा । 

( १) प्रत्येक तीर्थयात्री पोत के ऊपरी डैक पर प्रस्थायी अस्पताल 
के लिए स्थान उपलब्ध किया जाएगा । स्थायी प्रस्पताल के मेन लहित 
अस्थायी अस्पताल का क्षेत्र इतना होगा कि वह पान के कुल तीर्थयात्रियो 
के, जिनके वहन के लिए ऐमा पोत प्रमाणित है, कम से कम पार प्रतिशत 
के लिए पर्याप्त हो । 
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149. चिकित्सा सामग्री की व्यवस्था -- (1 ) 100 से अधिक यात्रियों 
का वहन करने वाला प्रत्येक पोत और प्रत्येक यात्री पोत में ऐसी औषधि , 
सिकिस्सा-सामग्री, संक्रमण-माशक और शल्य उपस्कर ले जाए जाएंगे जो 
माणिज्य पोत परिवहन ( पौषधि , चिकिरमा भामग्री और साधिन ) नियम, 
1986 ताग विहिन किए आए । 

( 2 ) चिकित्सा सामग्री और शल्य उपस्करों का प्रस्येक वर्ष में एक 
बार पत्तन स्वास्थ्य अधिकारी द्वारा निरीक्षण किया जाएगा । यदि उसका 
समाधान हो जाता है कि ये विहित रीति में और अच्छी हालत में है, 
तो बस उम पाशय का एक प्रमाणपत्र पोन के कप्तान को देगा । 

150. शौचालय - ( 1 ) प्रत्येक पोत पर निम्नलिखित मापमान के 
पनुमार, केवल यात्रियों के उपयोग के लिए, शौचालयों की व्यवस्था की 
नाएगी ,अर्थात् : -- 
(i ) ऐमे पोतों की बशा में जिनकी मामान्य परिस्थितियों में समुद्र 

यात्रा की अवधि 48 घंटे में अधिक है, प्रत्येक सौ यात्री 
या उसके किसी भाग के लिए, कम से कम चार शौचालय 

उपलब्ध किए आएंगे । 
( ii ) ऐसे पोतों की दशा में जिनकी ममुद्र यात्रा की अवधि सामाग्य 

परिस्थितियों में 24 घंटे से अधिक किन्तु 48 घंटे से कम है । 
छह सौ यात्रियों सक , प्रत्येक सौ यानी या उनके किसी भाग 
के लिए तीन मे अन्यून और छह सौ से ऊपर प्रत्येक एक 
सौ यात्रियों के लिए दो अतिरिक गौचालगो की ठपवम्या की 

जाएगी । 
( iii ) ऐसे पोनों की दशा में जिनकी समुद्र यात्रा की अवधि , मामान्य 

परिस्थितियों में 6 घंटे से अधिक किन्तु 12 घंटे से कम है, 
प्रत्येक सौ यानियों के लिए सीन शौचालय और प्रथम सौ 
यात्रियों से अधिक प्रत्येक मो यात्रियों या उनके किसी भाग 

के लिए वो शौचालयों की व्यवस्था की जाएगी । 
(iv ) ऐसे पोतों की दशा में जिनकी समुद्र यात्रा की अवधि सामान्य 

दशामों में 6 घंटे से अधिक नहीं है, गोत द्वारा वहन के लिए 
प्रमाणित यात्रियों की कुल संख्या के प्रत्येक मौ यात्री या उनके 
किसी भाग के लिए . कम से कम 2 शौचालयों की व्यवस्था 

की जाएगी । 
( 2) प्रत्येक पोत में बच्चों के उपयोग के लिए, पिछने प्रवलम्म 
सहित छोटे कमोड जितने यात्रियों के बहन के लिए पोत प्रमाणित है 
उसके प्रत्येक दो सौ याविषों पर एक कमोड के हिसाब से किन्तु अधिकतम 
छह कमोड, उपलब्ध किए जाएंगे । ऐसे कमोड शौचालयों के पापर्वस्थ 
रखे जाएंगे । 

( 3 ) शौचालय मध्यवर्ती डेक पर भागे और पीछे की ओर मुविधा 
जनक और हर मौसम में मुगम्म स्थान पर स्थित होंगे । मध्यवर्ती डेकों 
में शौचालय सब तक नहीं दिए जाएंगे जब तक बंद यांत्रिक संबातम 
व्यवस्था और निर्यातक संबातन ऐसे स्थानों पर उपलब्ध नहीं किए जाते । 

( 4 ) सभी शौचालय ऐसी डिआइन के होंगे जो उस प्रयोजन के लिए 
मनुमोदित हों और उनमें स्वचालिन अंतरकालिक बनाव साधिन लगे होंगे । 
शौचालय कम से कम 900 --- 1100 मि०मी० का होगा और उसमें दो 
स्टार्म रेलों की व्यवस्था भी होगी । मध्यवर्ती डेमों में स्थित पौचालय 
मजबूती से बंब होंगे जिससे कि दुर्गन्ध यात्री स्थानों में फैलने से रोकी जा 
सके । 

( 5 ) प्रत्येक शौचालय की अच्छी तरह प्रकाश की व्यवस्था की जाएगी 
और पानी के नल , पेनिकिन और प्रच्छालन के प्रयोजनों के लिए पर्याप्त 
पानी की व्यवस्था की जाएगी । पुरुष और महिला यात्रियों के अनन्य 
उपयोग के लिए पृथक -पृथक शौचालय बनाए जाएंगे और उनमें पूर्णतः 
अलग- अलग प्रवेश द्वार फिट किए जाएंगे । प्रत्येक शौचालय में ऐसे 
पित लगे और प्रकाशयुक्त होंगे जिससे यह उपवर्शित हो कि वे , यथा 
स्थिति , पुरुष यात्रियों के उपयोग के लिए है या महिला यात्रियों के उपयोग 
के लिए । 


( 6 ) प्रत्येक शौचालय को स्वच्छ मौर अच्छी हालत में रखा जाएगा 
और जब यात्री पोत पर हों तो कम से कम दिन में तीन बार रोगा 
णुनाशक का छिमकाव किया जाएगा । 

( 7 ) यानियों के लिए उपलब्ध किए गए शौचालयों का उपयोग 
जब यात्री पोन पर हों तो फर्मदिल द्वारा नहीं किया जाएगा । 

( 8 ) शौचालयों वाले कमरो को इस्पात के पोत भित्ति मे बेरा 
जाएगा और खुली हवा की ओर से नितिक संघातन की व्यवस्था होगी । 
जहां तक हो सके प्रवेश द्वार पर एक प्रकोष्ठ की व्यवस्था की जाएगी 
जहां ऐमी व्यवस्था व्यवहार्य न हो पहा, खुले डेक की ओर से प्रवेश 
द्वार को छोड़कर एक स्वयं बंद होने वाले द्वार की व्यवस्था की जाएगी । 

( 9 ) प्रत्येक जल -सण्डाम पोत भित्तियों से घिरा होगा : 

परन्तु प्रत्येक जल -संगस शीर्ष और तल पर खुले अपरवी और 
मखत मामग्री से दूमरे जल संडास या मुत्रालय से पृथक किया जाएगा । 

( 10 ) प्रत्येक जल-संडास इस प्रकार निर्मित होगा कि उसकी सफाई 
प्रासानी से हो सके और गंदगी या कचरा इकट्ठा न हो । 

___ 151. प्रच्छालन स्थल और स्नानगृह--- ( 1 ) ऐसे पोतों में , जो 48 
घंटे से अधिक समय की समुद्र यात्रा पर है, यानियों के अनन्य उपयोग के 
लिए प्रम्छालम सुविधाए निम्नलिम्बित मापमान के अनुसार उपलब्ध कराई 
जाएगी, अर्थात् : 
( i) प्रत्येक 25 यात्रियों के लिए, चालू ठंडे ताजे पानी का पाश 

बेसिन या हौज ; और 
( ii ) प्रत्येक 25 यात्रियों के या उनके किसी भाग के ना के 

लिए, कम से कम एक नल या फुहारा । कम से कम एक 
नल या फुहारा गरम पामी के प्रवाय के लिए भी फिट किया 
जाएगा । इसे इस तरह नियंत्रित किया जाएगा कि उपमे कोई 

जल न जाए । 
( 2 ) प्रत्येक पोत जिमकी समुद्र यात्रा की अवधि सामान्य परि . 
स्थितियों में 48 घंटे से कम है किन्तु 24 घंटे से कम नबो है, उसमें 
उप-नियम ( 1 ) में विहित मापमान के आधे मापमान के अनुमार वाश 
बेसिम , नल या फुहारे उपलब्ध कराए जाएंगे । । 

( 3 ) ऐसे प्रत्येक पोत में जिमकी ममुद्र यात्रा की प्रवधि 24 घंटे 
से अधिक नहीं है, एक प्रम्छालन स्थल पुरुष यात्रियों के लिए और एक 
महिला यात्रियों के लिए उपलब्ध किया जाएगा । ऐसे प्रत्येक बागवेसिन 
या हौज में बहता हुपा ठंडा पानी होगा । जहाँ ममद्र यात्रा 12 घंटे 
से अधिक समय की हो वहां प्रत्येक प्रग्छालन स्थल में पहले हप ताज 
पानी के फुहारे और बल लगे होंगे । 


( 4 ) इस नियम के अनुसार जालन्ध किया गया प्रत्येक प्रच्छालन 
स्थल तक यात्री बास-स्थान से सीधे पहुंच होगी और इन्हें पर्याप्त रूप 
से परदे से ढका जाएगा जिससे आम लोग बाहर से देख न सकें । पानी 
का प्रदाय पर्याप्त होगा और नलों तथा वाल्यों को चिनिन किया जाएगा 
नाकि यह गणित हो सके कि पानी नाना है या खारा है और यह 
ठंडा है मा गर्म । प्रत्येक प्रच्छालन स्थल में पर्याप्त संवासन व्यवस्था होगी । 

( 5 ) केवल महिला यात्रियों के ही उपयोग के लिए कम से कम 
एक प्रज्छालन स्थल अलग से होगा । 


152. प्रमाधन कक्ष - - ( 1 ) ऐसे प्रत्येक पोन में मिमकी ममत 
यात्रा की अवधि मामान्य परिस्थितियों में 48 घंटे से अधिक है, दो 
प्रमाधन कक्ष होंगे एक पुरष यात्रियों के उपयोग के लिए और दूसरा 
महिला यात्रियों के उपयोग के लिए । इनमे दर्पण पोर पोटें लगी होगी । 

( 2 ) प्रमाधन कक्ष , प्रच्छापन स्थल से लगे होंगे और प्रमाधन कक्ष 
मथा प्रच्छासन स्थान को जोड़ने वाला एक दरवाभा या रास्ता दोनों 
के बीच होगा । 
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( 3 ) प्रत्येक प्रसाधन कक्ष का सतही क्षेत्र 2 . 22 वर्गमीटर से 
कम नहीं होगा । यदि प्रसाधन कक्ष पन्छालम स्थल के निकट नहीं है 
सो वाशबेसिन के साथ एक नल और प्रमाधन फम में पर्याप्त नागे जल 
के प्रवाय की व्यवस्था की जाएगी । 

15 3. खाद्य-पदार्थ, ईधन और जल का प्रदाय :- - ( 1 ) ऐसे प्रत्येक 
पोन में जिसझी समुद्रयाना की अवधि 24 घंटे से अधिक है, पर्याप्त मात्रा 
में खाथ व्यवस्था होगी । खाद्य पदार्थ प्री क्वालिटी के होंगे । 

( 2 ) किसी भी दशा में किसी यात्री को पोत पर खाना पकाने की 
अनुमति नहीं दी जाएगी । 

( 3 ) मभी प्रयोजनों के लिए, प्रत्येक यात्री के लिए कम से कम 
22 . 5 लीटर ताजे पानी की व्यवस्था की जाएगी । ऐसे प्रयोजनों के 
अन्तर्गत पीने के लिए आवश्यक पानी भी है । 

( 4 ) ताजे पानी का भण्डार दोहरी सली वानी टंकियों या दोहरे 
तल पर फिट की गई अन्य टंकियों या इस प्रयोजन के लिए फिट की 
गई किन्ही अन्य टंकियों में किया जाएगा । 

( 5 ) ताजे पानी की सभी टंकियां 12 मास से समधिक के अंतरालों 
पर साफ की जाएंगी, सीमेन्ट से पोती जाएंगी ( या यदि उस पर बिटु 
मिनस प्लास्टिक या कोई अन्य समुचित संघटक चढ़ाया गया है तो आहो 
प्रावश्यक है, वह पढ़ाया जाएगा ) और हवादार तथा रोगाणु रहित 
रखी जाएगी । इसके अतिरिक्त टंकियों को छह मास के अंतरालों पर 
पूरी तरह पंप से खाली किया जाएगा और पुनः भरने से पूर्व उन्हें रोगाणु 
रहित किया जाएगा । रोगाणु नाशन क्रिया , जहां संभव है , पसन स्वास्थ्य 
अधिकारी के पर्यवेक्षण में की जाएगी । 

( 8 ) यात्रियों द्वारा उपयोग किए जाने वाले प्रत्येक डेक पर, यात्री 
स्थानों में उपयुक्त स्थलों पर सुवाए ठंडे और ताजे पेय जल की व्यवस्था 
की जाएगी । ऐसे प्रदाय स्थलों की न्यूनतम संख्या निम्नलिखित रूप में 
होगी :- - 
पोत की लम्बाई 

प्रदाय स्थलों 
की न्यूनतम 
संख्या 


( 2 ) ऐसे भोजन स्थान का रेक क्षेत्र प्रत्येक यात्री के लिए, जिसे 
वहन करने के लिए पोत प्रमाणित है, 0 , 18 वर्ग मीटर से कम नहीं होगा । 

( 3 ) यात्रियों के अनन्य उपयोग के लिए उपयुक्त पापवेसिन दिए 
माएंगे जो भोजन स्थानों से परदे लगाकर अलग किए जाएंगे । 
____ 158. संवातन : --- ( 1 ) ऐसे पोत में जिनकी माधारण परिस्थितियों में 
ममुनयात्रा की अवधि 48 घंटे से अधिक है । प्रत्येक मध्यवर्ती डेक स्थान 
और अन्य बंब स्थान के लिए जिनमें यात्री वहन किए जाते हैं ट्रंक 
की गई यांत्रिक संवातन व्यवस्था दी जाएगी । व्यवस्था में कम से कम 
हर घंटे वस वायु परिवर्तन होंगे । 

( 2) जहाँ कोई पोत 48 घंटे की अवधि से कम की समुद्र यात्रा 
करता है, वहीं प्रत्येक कम में जिममें यास्रो ले जाए जाते हैं , प्रनि यात्री 
या तो ट्रंक की गई योनिक संवातन या ठंडा संवातन व्यवस्था दी जाएगी । 
ऐसा संघातित मेज प्रति यानी 62 . 5 वर्ग से०मी० होगा । जिन सेवातों को 
निचले मध्य वर्ग डेक कक्ष में वायु आपूर्ति करना है उनका कुन क्षेत्रफल 
94 वर्ग मेंटीमीटर से कम नहीं होगा , प्रति वायु मार्ग के सबसे संकरे 
भाग के मापने पर प्रवेश और निर्गम स्थान पर 47 वर्ग सेंटीमीटर होगा । 

( 3 ) उप -नियम ( 2 ) के अधीन उपलब्ध किए गए सेवाती पावं 
छिद्रों , दरवाजों, डेक द्वारों , रोशनवानों के , और अन्य उपकरण जो एक 
मात्र संवातन के लिए नहीं बने हैं, के अतिरिक्त होंगे । यानी प्रावास 
स्थान के डेफ स्थल के हर 28 वर्ग मीटर के लिए कम से कम 
75 सेण्टीमीटर पंख वाले उपयुक्त पास्टल या अन्य पैसे उपलब्ध किए 
जाएंगे । 

157. रोगाणुनाशी उपकरण: - - हर तीर्थ यात्री पोत में एक अनुमोदित 
रोगाणुनाशी उपकरण दिया जाएगा , हैजा , प्लेग या पेनिस या अन्य 
संक्रामक बीमारी से पीड़ित रोगियों द्वारा दूषित सभी वस्तुएं चिकित्सात 
अधिकारी के पर्यवेक्षण के अधीन रोगाणु रहित की जाएंगी । 
___ 158. सीढ़ी मार्ग : - ( 1 ) गर्ग 1, 2, 3, 4, 5 और 6 के प्रत्येक पोत 
के हर कक्ष में जिसमें मात्री बहन किए जाते हैं, रक्षा नौका या लाइफ 
राफ्ट , मौरोहन स्टेशनों तक पहुंचने के लिए सीढ़ियों से कम से कम दो 
सेट विए जायेंगे, मौसमी प्रा ऊपरी डेक तक जिसमें यात्रियों के लिए 
हवादार जगह दी गई है, सीवे या प्रासामो से प्रवेश के लिए सीढ़ियां दी 
जाएंगी । 

( 2 ) यात्रियों की उतनी संख्या के लिए सीढ़ियां पर्याप्त होंगी 
जिनकी उमके लिए मापातकाल में इस्तेमाल करने की संभावना हो । 
उस जगह में बहन किए जा रहे हर पांच यात्रियों के लिए सीढ़ियों की 
कुल चौड़ाई 0 . 05 मीटर से कम नहीं होगी । कोई भी सीढ़ी चोदाई 
में 75 सेम्टीमीटर से काम नहीं होगी । 

( 3 ) प्रत्येक पक्ष से निकास मार्म अच्छी तरह प्रकाभित और 
स्पष्टतः चिन्हांकित होगा जिस से यात्रियों को लाइफबोट स्टेशन पीर 
घुले डेक तक पहुंचने में प्रासानी हो । 

( 4 ) वर्ग 7 के हर पोत में , प्रत्येक कक्ष में , जिसमें यानी रह रहे 
हों , लाइफबोट और मोसमी डेक तक जाने के लिए, कम से कम एक 
सीढ़ी मार्ग दिया जाएगा । सीढी की न्यूनतम चौपाई 25 सेंटीमीटर होगी । 

( 5 ) प्रत्येक सीढ़ी मार्ग में मजबूत रेले या अन्य सुरक्षा के साधन 
लगे होंगे । 

159. गाई रेलें और टेक : -- ( 1 ) यात्रियों को वहन करने वाले 
सभी पोतों के ऐसे प्रत्येक डेक पर , जहाँ यात्री पहुंच सकते हो भगवास 
या गाई रेल लगाई जायेगी । 

( 2 ) ऐसे मरवालों या गाई रेलों की अचाई सेक के शीर्ष से सबसे 
ऊपरी रेल के शीर्ष तक माप लेने पर 107 मेन्टीमीटर से कम नहीं 
होंगी । जब तक उनमें मजबूत जाली न समाई पई हो रेलों के बीच 
फासला 230 मिलीमीटर से अधिक नहीं होगा । 


- - 


- 


30 मीटर से कम . 
30 मीटर और उमसे अधिक किन्तु 60 मीटर से कम 
60 मीटर और उससे अधिक किन्तु 100 मीटर से कम 
100 मीटर पोर उससे अधिक किन्तु 150 मीटर से कम 
150 मीटर और उससे अधिक . . . 


. 
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____ 154. प्रामवन उपकरण : --- ( 1 ) प्रत्येक तीर्थयात्री पोत और 120 
घंटे से अधिक समुद्र की यात्रा पर जाने वाले हर पोत पर वहम किए 
जाने वाले प्रत्येक व्यक्ति के लिए प्रतिदिन 9 लिटर ताजा जल उत्पादित 
करने वाला पासवन उपकरण लगा होगा जो न्यूनतम 2250 लिटर का 
उतपादन कर सकेगा । 


( 2 ) मंघनित्र या प्रासवम उपकरण अन्य मणीनरी संस्थानों से पृथक 
होंगे और किसी भी परिस्थिति में किसी अन्य प्रयोजन के लिए इन 
उपकरणों का प्रयोग महीं किया जाएगा । 

( 3 ) प्राममन उपकरण के प्रत्येक वार्षिक सर्वेक्षण के समय उसकी 
परीक्षा की जाएगी जिससे यह सुनिश्चित किया जा मके कि वे प्रभाषी 
रूप से कार्य करेंगे । 


___ 155. भोजन स्थान : --- ( 1 ) ऐसे प्रत्येक पोत में , साधारण परि 
स्थितियों में जिसकी समुद्रयात्रा की अवधि 48 घंटे से अधिक है, भोजन 
स्थानों की व्यवस्था की जाएगी या ऐसे स्थान होंगे कि उन पर अप्रवेश्य 
टाप बढ़ी मेजें तथा कुर्सियां पर्याप्त संख्या में होगी । 


[ भाग II -- मण्ड, 3( i) ] 
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( 2 ) मर्वेक्षण के लिए कोई सायवनपन तष तफ दाखिल नहीं किया 
जाएगा नब तकः उप -नियम ( 1 ) के अनुमार फीस संदस न कर दी गई 
हो । 


( 3 ) जहाँ मड़वाल फिट किए गए हों , वहां यात्रियों की सुरक्षा 
के लिए अयुक्त ग्रिड के साथ नियास मोखे ( फोइंग पोर्टस) फिट किए 
जायेंगे । 
___ 160, निरपालों की व्यवस्पा - - हर त में खुले ठेकों के उन मागों को 
जो यात्रियो के इस्तमाल के लिए उपयोग कर लिए गए हों मौसम मे 
मुरक्षित रखने के लिए अनुमोदित किस्म के तिरपाल दिए जायेगे । 

परम्नु केन्द्रीय सरकार, हमके अतिरिक्त , किसी पोत के खुले 
कों और छतों के ऐसे भागों के लिए , जो यात्री याम -स्थान के लिए दी 
गई स्थानों के ठीक ऊपर स्थित है, तिरपाल उपलब्ध कराने को प्रपेक्षा 
कार मकती है । 


166. रेखौफ : - पर्वेक्षण के लिए प्रत्येक प्रायेदन पत्र में साथ पोत 
खोल , मशीनरी, अन्य उपस्कर और जवनागें के रेखांक दिए जायेंगे 
जिसमें उसकी संरचना तथा सामर्थ्य संबंधी अपेक्षित सूचना दी गई हो । 
जहा प्रावश्यक हो पोत का कप्तान से अतिरिक्त रेखांक , जानकारी और 
स्पष्टीकरण भी देगा जिपको सर्वेक्षक प्रपेक्षा गरें । 


_ 166. सर्वेक्षण की तैयारी: - - पोत का कप्तान सर्वेक्षण करने के लिए 
सभी अपेजित तैयारी करेगा । यदि सर्वेक्षण में नियत समय तक ऐसी 
तैयारी नही कर ली जानी, सो सर्वेक्षक किसी अन्य समय के लिए 
मक्षण स्थगित कर सकता है । 


167. सर्वेक्षण का संचालन - - जही पोत के सर्वेक्षण के लिए किसी 
भावेदनपत्र के सम्बन्ध में ममुषित फीम संदत्त कर दो गई हो और 
पैसे सर्वेक्षण की सुविधा के लिए प्रावश्यक तयारी हो गई हो , यहाँ 
प्रधान अधिकारी द्वारा या , यथास्थिति , भारमाधक सर्वेक्षक द्वारा माम 
निर्दिष्टः सर्वेक्षक , जो नियम 166 के अधीन नियुक्त हुमा हो , नियत 
समय पर या किसी अन्य समय पर , यदि कोई हो, पोत का सर्वेक्षण 
करेगा । 


भाग 4 

पानी पोतों का सर्वेक्षण 
161. मर्वेक्षण का प्रकार और बारम्बारता: --- ( 1 ) प्रत्येक यात्री पोन 
का निम्नलिखित रूप में मर्वेक्षण किया जाएगा, अर्थात् : - - 

(i ) भारतीय ध्वज के अधीन पहली बार सेवा के लिए कमीशन 
करने से पूर्व प्रारम्भिक सर्वेक्षण ; 

( ii ) नियतकालिक सर्वेक्षण ; और 
( iii ) विशिष्ट पोत की वशा में , यथास्पिति . एक या अधिक अतिरिक्त 

सर्वेक्षण । 
( 2 ) नवनिर्मित या पुराने पोत के प्रजित किए जाने की दशा में , 
प्रारम्भिक सर्वेक्षण किया जाएगा । कोई पोस तम तक भारतीय ध्वज के 
अधीन सेवा के लिए कमीशन नहीं किया जाएगा जब तफ उसका प्रारम्भिक 
सर्वेक्षण न कर लिया जाए । 

( 3 ) प्रत्येक पोत का , सेवा के लिए कमीशन करने के पश्चात् 
हर बारह माम में एक मार नियतकालिक सर्वेक्षण किया जाएगा : 

परन्तु नियतकापिक सर्वेक्षण नियम , 179 के उपन्धों के अनुसार 
चालू सर्वेक्षण के सिद्धांत पर किया जा सकता है । 

( 4 ) जहाँ कोई यात्री पोत दुर्घटनाग्रस्त हो जाए या जहा उसके 
पोत- खोल, मशीमरी या उपस्कर में किसी त्रुटि का पता लगे वहां उसका 
हर ऐमी पटना के पश्चात् अतिरिक्त सर्वेक्षण किया जाएगा । 

16 :. मर्वेक्षण पसन ---यात्री पोलों का सर्वेक्षण, मुम्बई, कतमत्ता , 
मद्रास , कोषान, पिसाबापटनम , मार्मगायो और दो बंदर पसनों पर 
किया जाएगा : 

परन्तु केन्द्रीय मरकार, राजपत्र में अधिसूचना द्वारा अतिरिक्त 
सर्वेक्षण पत्तनों की घोषणा कर सकती है । 
____ 163. मर्वेक्षण के लिए आवेदन पत्र : -- ( 1 ) सर्वेक्षण के लिए भावेदन 
मुम्बाई, कलकत्ता और ममाम पत्तनों में जल परिवहन विभाग के प्रधान 
अधिकारी की तथा कोचीन , विशाखापत्तनम , मार्मुगाप्रो पीर बेदीवर 
पत्तमों में जल परिवहन विभाग के भारसाधक सर्वेक्षक को किया 
जाएगा । 

( 2 ) ऐसा प्रत्येक प्रायवनपत्र , गत के प्रस्तापित सर्वेक्षण के समय 
मे कम में कम 72 घंटे पूर्व किया जाएगा । यह किसी मास के रविवार , 
द्विसीय मामिवार मा किसी छुट्टी के दिन जिस दिन पत्तन पर जल परि 
वहन विभाग कार्यालय बंद ही को छोलकर किसी कार्य-वियस को प्रातः 
11. 00 बजे से सायं 4 . 00 बजे के बीच यथोषित पत्तन पर जल 
परिवहन विभाग में दिया जाएगा । 
___ 164. फोसः---( 1 ) प्रत्येक प्रापेदन पत्र के साथ छठी अनुसूची में 
वो गई दरों के अनुसार फोम के मंदाय के साक्ष्य के रूप में एक चालान 
संलग्न होगा । जxt मरत की कई अग्रिम रूप से फीस अपर्याप्त पाई 
जाए , बहा पायेदन को , मांग करने पर फीम की शेष रकम का मंदाय 
करना होगा 
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168. प्रारम्भिक सर्वेक्षण :--- सेवा के लिए किसी पोस को कमीशन 
करने से पूर्व किए गए प्रारम्भिक सर्वेक्षण में , उसफी संरचना, मशीनरी 
और उपस्कर , जिसके अन्तर्गत पोन के ताल के बाहरी हिस्से पौर 
बायलरों का भीतरी तथा बाहरी भाग भी है, का पूर्ण निरीक्षण मी 
सम्मिलित है गर्वेक्षण मे होंगे जिससे कि सुनिश्चित हो जाए 
कि व्यवस्थायें, संरचना की सामग्री और षटक पायलर और प्रम्य पाय 
पान या उनके उपकरण, सहायक मशीनरी, मुख्य विभुत संस्थापन , रेडियो 
नार संस्थापन , मोटर लाइफ बोट में रेडियो तार संस्थागन, मचाय जलयानों 
के लिए सुवाल रेडियों उपकरण , प्राण रक्षाक साधित , भग्नि रक्षी, अग्नि 
सूचक और अग्नि शामक साधिन , रहार, गहराई मापक सापित , गैरो 
कंपास, पाइलट सीढ़ी, यांत्रिक पायलट मंच और अन्य उपकरण, अधिनियम 
पीर उममे अधीन बने नियमों के उपबंधों का पूर्णस अनुपालन करते है । 
सर्वेक्षण ऐमा होगा जिससे यह सुनिश्चित हो जाए फि पोत के सभी 
भागों, मर्यात् उसकी मशीनरी, बायपर और उपस्कर की मारीगरी 
सब तरह समाधानप्रद है और पोत में पाणिज्य पोत परिवहन ( समुद्र 
में टकराव निधारण ) विनियमन , 1975 द्वारा अपेक्षित प्रकाश और 
प्रधान संमत साधन दिए गए हैं । 


169 . नियतकालिक सर्वेक्षण - नियतकालिक सर्वेक्षण में पोत संरचना 
बायलर और अन्य दाब पान, मशीनरी पोर उपस्कर जिसमें अन्तर्गत 
पोत के तल के बाहरी हिस्से भी हैं , का निरीक्षण किया जाएगा । 
मर्वेक्षण ऐमा होगा जिससे यह मुनिश्चित हो जाए कि पोत 
संरचना के सम्बन्ध में , वायनर और अन्य वाप-पत्र और उनके उपकरण, 
मुख्य और महायक मणीमरी, विद्युत मस्थापन , रेडियो संस्थापन, मोटर 
रक्षा नौका में रेडियो संस्थापन बचाव जलयान के लिए सुबाह्य रेडियो 
उपकरण प्राण रक्षाफ सावित . अग्नि रमी, अग्नि सूचक और अग्नि शामक 
मावित रहार , गहराई मापक माविस , गौरी कंपास, पाइलट साड़ी , पोतिक 
पाइलट मंच और अन्य उपस्कर समाधानप्रद मा में है और उस सेवा 
के लिए ठीक है जिसके लिए वे प्रणयित है तथा वे अधिनियम पोर 
उसके प्रधीन पने नियमों के लागू होने वाले सभी उपबन्धों के अनुरूप 
हैं . पोत में लगे प्रकाश , पनि मंकेत के साधनों और संकट संकेतों का 
भी उन स्लिखित सर्वेक्षण किया जाएगा जिससे यह सुनिश्चित हो 
सके कि. वे वाणिज्यिक पोत पविहन ( ममुद्र में टकराम निधारण ) 
विनियम , 1975 की अपेक्षानों के अनुरूप है । 
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170. नियत कालिक सर्वेक्षण के दौरान पोत खोल का निरीक्षण -- ( 1 ) 
प्रत्येक यात्री पोत का पोत खाल इन नियमों के अधीन वार्षिक मरम्मत 
के समय सफाई किए जाने के बाद और पेंट करने में पूर्व, सूखो गोदी 
में परीक्षण किया जाएगा । नोदक पतवार पौर मभी. अन्य बाहरी 
जहमार और उनके बंधनों का भी उमी समय परीक्षण किया जाएगा, 
जहाँ अपेक्षित हो , परीक्षण के लिए नोषका दंड निकाल लिए जाएंगे । 
पोत में माफस्मिक जल प्रवेश रोकने के लिए लगे मोखे, वाल्वों और 
भत्य जुड़नारों की मूखी गोवी में या अन्यथा , जैमी मुविधा हो, परीक्षण 
किया जाएगा जिससे यह सुनिश्चित किया जा सके कि वे अच्छी 
हालत में है । परनाले , शौचालय और अन्य निकासों को बंद करने वाले 
साधिनों का भी परीक्षण किया जाएगा । ऐसे पौतों में , जिनमें तप्सि 
संख्या में , परनाले , शौचालय मौर निकाम है , किसी एक सर्वेक्षण के 
समय परीक्षण के लिए सभी बाल्य निकालना प्राषयक नहीं है, मिवाय 
मुरुप और सहायफ मशीनरी के निकासों के । ऐसे सभी मामलों में काल्वों 
के कम से कम 25 प्रतिशत का बारी-बारी से प्रत्येक वार्षिक सर्वेक्षण 
के समय परीक्षण किया जाएगा । 

( 2 ) प्रान्तरिक संरचना की पर्याप्त रूप से उच्छन्न किया जाएगा ; 
छता, अल्तर जेक प्रापरण उषित रूप से परीक्षा करने के निकाल दिए 
जायन । संरचना को प्रधीन बायलर और मुख्य मशीनरी तथा पौत के मागे 
पीछे के छोरों पर विशेष ध्यान दिया जाएगा । प्रतिवर्ष भीतरी संरचना 
जिसमें ताजे और ब्लास्ट जल की दोहरी तल किया भी सम्मिलित हैं , 
के 25 प्रतिशत का प्रान्तरिक रूप से परीक्षण होगा । किन्तु तेल धन 
रखने वाली वोहरे तल की टंकियो बारी बारी से निरीक्षण के लिए 
खोली जाएगी जिससे कि पोत के प्रथम 20 वर्ष में प्रति दस वर्ष में 
एक बार और तत्पश्चात प्रति चार वर्ष में एक यार ऐसी ममी तेल 
इंधन टकियो का परीक्षण ही जाग । सभी दोहरे तल, सिता और गहरी 
टकों का कम से कम प्रत्येक चार वर्षों में एक बार परीक्षण किया 
पाणा । 

( 3 ) सभी जल रोधी किवाड़ीं और उनकी बंप करने के साधनों 
का निरीक्षण और परीक्षण किया जाएगा । 

( 4 ) उपधीय भार साइन चिन्ह को सत्यापित किया जाएगा । 

171. नियतकालिक सर्वेक्षण के दौरान मशीनरी का निरीक्षण-- - ( 1 ) 
नोपन इंजनों के केवल एक सेट वाले पोत की दशा में , दो वर्षों में 
एक बार संपूर्ण मशीनरी का सर्वेक्षण पूरा करने वाले हर वार्षिक 
सर्पक्षण. के समय , पचास प्रतिशत मशीनरी का सर्वेक्षण किया जाएगा 

( 2 ) से पोतों की दशा में , जिनमें इंजनों के एक से अधिक सेट 
फिट किए गए हैं, इंजनों का बारी बारी से सर्वेक्षण होगा । मर्वेक्षण 
सूची ऐमी बनाई जाएगी कि संपूर्ण मशीनरी का चार बार वर्ष में एक बार 
सबक्षण हो जाए और साफ्ट तथा महायक ममीनरी सहित इंजनों के 
एक . सेट भी पचास प्रतिशत से अन्यून मशीनरी का , प्रत्येक पार्षिक 
मर्वक्षण के समय , सर्वक्षण किया जाए । 

( 3 ) किसी ऐसे पीत की दशा में जिसमें वाष्प टरबाइनों में उच्च 
दाब नली बायलरों से वाष्प की प्रापूर्ति होती है, यदि टरबाइनों के 
एक सैट से अधिक संट हों तो उन टरबाइनों का घार वर्ष में एक बार 
परीक्षण होगा और जहाँ टरबाइन का एक ही संट हो , यहां दो वर्षे 
में एक बार परीक्षण किया जाएगा । . 

( 4) उचित रूप से सर्वेक्षण मुनिश्चित करने के लिए, शाफ्ट ( दण्ड ) 
मेरमा, नोव-सलबले होंग और पूर्ण परीक्षण के लिए शापट को घुमाया 
रखा जाएगा । 

( 5) मशीनरी से जुड़े ममी पावश्यक पंप , प्रवेशमारा और निकाम 
पाल्य खुले रखे जायेंगे और, जहां प्रावग्यका है , नोदंड निकाल दि 
जायेंगे । 


172. नियतमालिक सर्वेक्षण के दौरान नोन मशीनरी का निरीक्षण 
प्रत्येक नियतकालिक विक्षण के समय , नोद मशीनरी नो निम्नलिखित 
भाग सर्वेक्षण के लिए खोले आयेंगे , अर्थात ---- 
( क ) प्रान्तरिक पहन इंजन : 

मिलिगर, पिस्टन , वाल्व , भावरण पिस्टन राड, कासरे , 
वाल्व गियर, शीर्ष पार सल और मुरूम बेरिंग , धन पंप 
संमार्जन पप पर थोकनी, प्रतिभरया, वायुसंपीड़का, ण तक , वायु , 
संग्राही , काय . पाइप प्रत्रिया , बचाव माधन पोर पारेषण गियर, 
शीतन और स्नेहन तेल प्रक्रिया पौर, उनके पंप । विशिष्ट 
संवाई के प्रारंभिक वाय पाइप निकाले जायेगे मो . हर बार 

साल में उनका आन्तरिक परीक्षण किया जाएगा । 
( ख ) वाष्प टरबाइन : 

टरबाइन प्रावरण , रक्षा- वाल्व , पूर्णक और पंखे और पारेषण 

गियर । 
( ग ) प्रत्यागामी वाष्पः इंजन : 

सिलिण्डर , वाल्व -पेटी, पिस्टन वाल्व , कासन्हैड , पिस्टन राग, 
संयोजक राड, शीर्ष और तल कथा मुख्य चियरिंग पीर वाल्व 

गियर । 
173. नियतकालिक सर्वेक्षण के दौरान वियुत संस्थापनों का सर्वेक्षण : 
प्रत्येक नियत कालिंक सर्वेक्षण के समय -- 
( क ) विविध परिपथों मोटरों और जनित्रों को सुनिश्चित और 

संविक्षित किया जायेगा । 
( ख ) स्टार्टरों, पूर्णकों, तारों, विद्युत संयोजनों, नियंत्रण गियरों, 

बचाप साधनों की सामान्य क्शा का परीक्षण किया जायेगा । 
( ग ) म सम और पापात स्विचयोडों के जुड़नारों, खंड को और 

वितरण मोडों का परीक्षण होगा और सुरक्षा के साधनों का 

परीक्षण , उनकी दक्षता के लिए किया जाएगा । 
( घ ) सभी विद्युत केबलों का जहां तक व्यवहार्य हो , परीक्षण किया 

जाएगा ; और 
(3 ) मुख्य और प्रपात प्रकाश व्यवस्था पौर परिपकों का परीक्षण 

तम होगा जब वे प्रचालित हो । 
174.. नियतकालिक सर्वेक्षण के दौरान बायलरों और अन्य बाष्प 
जानियों का सर्वेक्षण- - ( 1 ) मुमप नोक मशीनरी पोर वाम पालित 
वाष्प ननिस्रों को वाष्प प्रापूर्ति करने वाले जल नलों बायलरों का 
प्रान्तरिक परीक्षण होगा और दो वर्ष से अधिक के अन्तराल पर बाहरी 
परीक्षण होगा, ममी अन्य वायलर , निर्यातक गैस जनित्रों और मितोप 
योजकों का दो साल के अन्तराल पर परीक्षण होमा जण तक के पाठ 
साल पुराने हों और उसके बाद वार्षिक परीक्षण होगा , सभी वायंगरों, 
सुपरहीटरों, मितोपयोषको प्रऔर वाय. उष्मकों का भीतरी और बाहरी 
परीक्षण किया जाएगा और जहाँ प्रावश्यक समझा जाए, वाम पडने वाले 
भागों का जल चालित दाव द्वारा रीक्षण मिमा जागा भोर प्लेट 
और नलियों की मोटाई अभिनिश्चित की जाएगी । बायलरों, सुपरहिटरों 
और मितीपयोजकों के सभी प्रावरणों को खोल कर परीक्षा की जाएगी 
और सर्वेक्षण की समाप्ति पर अनुमोदित कार्यकारी वाव पर वालव 
समायोजित किए जाएंगे । 

( 2 ) जहा बायलर पोत में इस तरह स्थित हों कि बायलर सलों 
का परीक्षण न हो सकता हो , वहां कम से कम हर चार वर्ष में 
एक बार निरीक्षण के लिए उसे उठाया जाएगा । 


( 3 ) जहां कोई बायलर इतना बड़ा या ऐसी रचना का है जिसका 
आन्तरिक परीक्षण नही हो सकता है, वहां इसका ययाव्यवहार्य परीक्षण 
होता और प्रत्येक सर्वेक्षण के समय जल चालित वाव द्वारा पर्याप्त 
रूप से परीक्षण किया जाएगा । 
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___ 175. नियतकालिक सर्वेक्षण के दौरान स्कू . और ट्यूय शाफ्टों का 
सर्वेक्षण - -निरन्तर लाइनरों या चाल सेल के साथ लगे शाफ्ट और ट्यूब 
शाफ्टों को चार वर्ष से अधिक अन्तराल पर स्त्र परीक्षण के लिए 
निकाला जाएगा सभी स्क्र , और ट्युमशाफ्टों का पो थर्ष के अन्तराल 
पर परीक्षण किया जाएगा । 

17H. नियतकालकि सर्वेक्षण के दौरान स्टियरिंग गियर और विउलेम 
का सर्वेक्षण - -स्टिरिंग गियर और विंडलेस मशीनरी को हर दो बर्या 
में परीक्षण के लिए, खोला जाएगा जहाँ स्टिरिंग गियर जल चालित 
पंपों द्वारा परिचालित हों , वहां समी पंप चार वर्ष की अवधि में एक 
बार परीक्षण के लिए निकाले जाएंगे । 


परन्तु इस तरह सक्षित किसी पोत को , सर्वेक्षण घोषणा, तब तक 
जारी नहीं की जा सकेगी जब तक उसके बोल और मुड़नादों के 
बाहरी हिस्सों का मर्वेक्षण की तारीख से पूर्ववर्ती बारह मास के दौरान 
सूखी गोदी या स्लिपवे में निरीक्षण न कर लिया गया हो । 

( 2 ) उप-नियम ( 1 ) के अधीन अनुवत्त सर्वेक्षण घोषणा ऐसी किसी 
अपार के लिये नहीं की जायेगी जो इसमें तारीख से बाहर मास से 
अधिक की है जिसको सूखो गोवा या स्लिपवे में ऐसे पति के बोल पोर 
जुड़नारों के बाहरी हिस्मों का निरीक्षण किया गया है । 

__ 132. सर्वेक्षण का प्रमाणनन जारी करमा - - यदि, सर्वेक्षण और 
सर्वेक्षण घोषणा की संवामा की मनप्ति पर प्रधान अधिकारों का समाधान 
हो जाता है कि यह उचित रूप से ऐसा कर सकता है तो यह ययावश्यक 
सर्वेक्षण का प्रमाणपन्न और/ या कोई अन्य प्रमाणपत्र ऐसी समुद्र यात्रा के 
स्वरूप के संबंध में जो पौत को नानी है, जारी करेगा । 


___ 177. नियतकामिक सर्वेक्षण के दौरान सहायक मशीनरी का सर्वेक्षण 
सभी सहायक मशीनरी चालक विद्युत जनित्रों , वायु संपडियों और सभी 
मामक पपों को चार सान् को प्रधि में एक बार परीक्षण के लिए 
खोला जाएगा । 
____ 178. नियतकालिक सर्वेक्षण के दौरान पंस क्रिया कम्पक्स्थामों का 
सेक्षण - सभी मितल पंप क्रिया की व्यवस्था का कार्यकारी दणामों में 

और सेल ईधन , स्नेहक और बैलास्ट पंप किया की व्यवस्था का मामान्यतया 
निरीक्षण होगा और जहां प्रावश्यक हो , वे सर्वेक्षक द्वारा बोले 
जायेंगें या जैसा मावश्यक समझा जाए , उनका परीक्षण किया जाएगा । 


प्रथम अनुसूची 

( नियम ७ देखिए ) 
जमराधी कयों को अधिकतम संकाई की मगणना 


भाग 1 


179. निरंतर सर्वेक्षण --- ( 1 ) किसी पोत के खोल पौर मशीनरी 
का "निरंतर सर्वेक्षण " के सिवात पर सर्वेक्षण किया जाएगा , दूसरे शम्वों 
में खोल , मशीनरी, उपस्कर और साधिन्नों के सभी भागों तथा पोत 
के अन्य भागों को जिनका पाक्षिक मवेक्षण के दौरान सर्वेक्षण होमा प्रपेक्षित 
है, एक साथ खोलने पोर सर्वेक्षण करने की आवश्यममा महीं है किन्तु 
उनका विभिन्न समयों पर खोल का सर्वेक्षण किया जा सकता है : 


1. सामान्य - - ( 1 ) अन्यथा निर्दिष्ट के सिवाय इस अनुसूची के 
प्रयोजनों के लिये - - 

( क ) सभी रेखिक माप मोटरों में होंगे , और 
( ख ) सभी पायतन घन मीटरों में होंगे और मोल्ड रेखामों तक 

लिये गये मापों के माधार पर संगणित किये जायेंगे । 
( 2 ) इस अनुसूची में - - 
(i ) प्रक्षर ल पोस की लंबाई दर्शित करता है : 
( ii ) पद पात्री स्थान के अन्तर्गत यात्रियों के उपयोग के लिए 

दिये गये स्थानों के अतिरिक्त , उन्हें दिये गये रसोई पर , 

लामियां, और तत्समय अन्य कार्य के लिये स्थान भी हैं । 
2. प्राप्लावी लंबाई- - ( क ) पति की लंबाई के किसी बिन्दु पर 
प्राप्लावी लंबाई ऐसी संगणना पद्धति से निश्चित को जाएगी जिसमें पीत 
का प्राकार हुबाग और अन्य विशेषताएं विधार में ली जाती है , 

( ख ) प्रविभिन्न पोत - भील उंक वाले पांत में दिये गए बिन्दु पर 
माप्लावी लंबाई उस पोर की लंबाई का अधिकतम भाग होगा जिस का 

दु , जो प्राप्लावित हो सकता है, उसी बिन्दु पर हो । 


परन्तु ऐसे पोत के सभी भागों को मियम 171 और. 178 मे 
मिनिकिट माधि के भीतर खोला जाएगा और उनका सर्वेक्षण किया 
जाएगा ताकि पोत का पूर्ण सर्वेक्षण इन नियमों द्वारा अपेक्षित अवधि 
के अंतर्गत समाप्त किया जा सके । 

( 2 ) किमी पोत के विभिन्न भागों या उसकी मशीनरी , उपस्कर 
पौर सात्रिों का निरंतर सर्वेक्षण इस तरह व्यवस्थित होगा कि किसी भी 
तरह उस भाग के वो सर्वेक्षणों के मध्य अन्तराल नियम 171 से 178 में 
विनिर्दिष्ट अवधि से अधिक न हो , इम उद्देश्य के लिए निरंतर 
सर्वेक्षण की एफ उपयुक्त अनुसूची तैयार की जाए और यह नोवहन 
महानिदेशक द्वारा अनुमोदित की जाएगी । 

180. पोत के खोल, मशीनरी और साधिन में त्रुटियां ( 1 ) यदि सबै 
भण को पता हो कि किसी पात के खोल मनीमरी या उपस्कर में 
सुटियां विद्यमान हैं, तो वह ऐसी त्रुटियों को जानकारी लिखित रूप में 
पोत मास्टर या स्वामी को देगा और ऐसा मास्टर या स्वामी उन लुटियों 
की आवश्यक मरम्मत कराएगा । ऐसे किसी मामले में , जब पीत का स्वामी 
या मास्टर , सर्वेक्षक को सलाह दें कि प्रावश्यफ मरम्मत कर दी गई है, 
तो यह एक बार फिर पोन पर जाएगा और स्वयं माना यह समाधान 
करेगा कि मरम्मत भोर. नवीकरण संतोषप्रद ढंग से निष्पादित कर दिया 
गया है । 

( 2 ) जहां पोर मास्टर या स्वामी , मर्वेक्षक के समाधान के लिये 
ऐसी मरम्मत या नवीकरण नहीं करते हैं, यहां सर्वेक्षक उम पौत के सम्बन्ध 
में सर्वेक्षण घोषणा करने से इंकार कर सकता है । 


( ग ) यिग्छिन्न पोतभीत रेक वाले पति के मामले में किसी बिन्दु 
पर प्राप्लावी लंबाई का मान ली गई उम अपिपिछन भरणिन लाइन में 
जो उस तरफ डेक के जिस तरफ के पोतमीत पोर खोल जमरोपी हैं 
( शीर्षक के नीचे किसी भी मिन्दु पर 78 मि०मी० से कम नहीं है , 
अवधारण किया जा सकता है ) । 


3. अनुशेष माई - - (क ) पोत द्वारा की जाने वाली प्राशयित सेवामों 
के स्वरूप को ध्यान में रखते हुए उन्हें यथासमय, धमतापूर्वक उपविभाजित 
किया जायेगा । उपविभाजन की श्रेणी पोन की संयाई और सेवा में 
अनुमार इस प्रकार भिन्न होगी कि उपविभाजन को उच्चतम श्रेणी 
अनधिकतम लंबाई वाले पास , जो मूलप्तः यात्रियों के वहन करने में लगे 
हैं, के अनुरूप होगी । 


संकाई मालाचा लवाई को उस गुणाक से जो उपविभाज 


___ 181. सर्वेक्षण घोषणा -- ( 1 ) यदि सर्वेक्षण ममाप्त होने पर सर्वेक्षक 
का समाधान हो जाता है कि पान को इन नियमों को समा लागू होने 
वाली अपेक्षाएं लागू होती हैं , तो यह उस पोत ः रार्थध में सर्वेक्षण . 
घोषणा करेगा । 


( ख ) पोत की लंबाई में किसी बिन्दु पर कक्ष की अधिकतम अनुमेय 
लंबाई याप्माची लंबाई को उस गुणाक से जो उपविभाजन का गुसक 
कहलाता है के गुणा करके प्राप्त की जा सकेगी । 

( ग ) उपविभाजन मा गुणया पोस की लंबाई पर निर्भर होगा और 
जिस मेधा के लिये पोत आशयित है उसके स्वरूप के अनुसार बदलेगा । 
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पह पोत की लंबाई बढ़ने के साथ-साथ नियमित और निरंतर रूप में की जाए । ऐसी किसी मामले में , विस्तृत गणना के प्रयोगनों के लिये 
कम होता है और मूलत स्थौरा-बहन में लगे पोतों को लागू होने वाला स्थानो मी पारगम्यता निम्नलिखित रूप में मानी जायेगी :--- 
गुणक " क " से मूलतः यानी वहन में लगे पोतों को लागू होने वाले 

यात्री स्थान- - 95 
गुणा " ख " में बदलता है । 

कर्मीवल स्थान - - 93 

मशीनी के काम में लाये जाने वाले स्थान - 85 
भाग 2 

स्थोरा, कोयला , भण्डारी या मामान कक्षों के काम में लाये जाने 
यह भाग वर्ग i और ii के पातो को लागू होता है । 

वाले स्थान ---- 60 

पोत की संरचना के भाग 
5. पारगम्मता की उपधारणा- - ( 1 ) प्राप्लावी लंबाई निश्चित करते 

रूप में टेक और बुहरा सल-- - 95 या ऐसी कम संख्या जो केन्द्रीय सरकार 
समय माजिम लाइन के नीचे पोत की निम्न लिखित स्थितियों में से 

पात ये मामले में अनुशात करे । 
प्रत्येक में सर्वत्र एक ममान मौसत पारगम्यता का उपयोग किया जायेगा - - 

( ii ) इस पैरा के प्रयोजनों के लिये , किसी यात्री स्थान या कर्मीवल 
( क ) मशीनरी स्थान 

स्थान में मोचों बीष की जगह उसका भाग मानी जायेगी जब तथा कि 
( ख ) मशीनरी स्थान के प्रागे का स्थिति, पौर 

वह अन्य प्रयोजनों के लिये काम में न लाई जाए और स्थायी इस्पात 
( ग ) मशीनरी स्थान के पीछे की स्थिति 

पीत भिनियों द्वारा बन्य न कर दी जाए । 
( 2 ) पोती में , जिन को मह भाग लागू होता है, किसी बिन्तु पर 

6. उपविभाजन का गुणक :--- ( 1 ) इस पैरा में उपपैरा ( 4 ) के 
पाप्लावी संबाई निर्धारिम करते समय पारगम्यता जो पिचार में ली 

उपबन्धी के अधीन रहते हुए , 131 मीटर या इससे ऊपर की लंबाई 
जायेगी वह निम्न प्रकार होगी :- - 

के पोतों की दशा में , उपविभाजन का गुणक "एफ " निम्नलिखित सूत्र 

द्वारा अवधारित किया जायेगा : - - 
( क ) मशीनरी स्थान 

( ए- बी ) ( सी एस -- 23 ) 
( i ) मशीनरी स्थान में सर्वत्र श्रीसत पारगम्यता निम्न सूत्र से 

एफ - ए --- 
निर्धारित की जायेगी : - - 

100 
85- - 10 ( ए- सी ) 

यहां ए और बी श्रमश. इस पैरा के उपपैरा ( 6 ) के उपबन्धों के 

अनुसार प्रधारित किये गये हैं और सी एस इस अनुसूची के पैरा 7 
बी० 

के उपबन्धों के अनुसार अवधारित माप संख्याएं हैं । 
जहां ए- मार्जिन लाइन के नीचे मशीनरी स्थान की सीमामों में परन्तु यह कि , - - - 
याती स्थानों पौर, कर्मीवल स्थानों का प्रायतन सी - मार्जिन लाइन के 

( क ) जहा माप संख्या 45 के बराबर या अधिक है और इसके 
नीचे मशीनरी स्थान की जो उपयोग में स्थौरा , कोयला या भण्डार के 

साथ 2 पूर्ववर्ती सूत्र द्वारा दिये गये रूप में उपविभाजन का संगणित 
लिये उपयोग में है , सीमानों के भीतर लेक मध्य स्थानों का पायतन ; 

गुणक . 65 या कम, परन्तु 50 से अधिक है, यहां फोरपोक के पीछे का 

उपविभाजन गुणक 50 द्वारा शासिम होगा ; 
पी -मार्जिन लाइन के मीचे मशीनरी स्थान का प्रायमन : 

( ब ) जहा किसी पोत के मामले में गुणक एफ . 4 से कम है और 

केन्द्रीय सरकार का यह समाधान हो जाता है कि मशीनों के लिये काम 
(ii ) यदि किसी मामले में जहा मशीनरी स्थान में मर्षन श्रीमत में आने वाले किसी हिम्मे की अनुशेय लंबाई अवधारित करने में गुणक 
पारगम्यता जी विस्तृप्त संगणना द्वारा अवधारित की गई है उपर्युक्त सूत्र एफ लागू करना अव्यवहारिक है वहाँ वह 4 से अनधिक मते हुए गुणक को 
पारा निकलने वाली पारगम्यता से कम है तो संगणित मान प्राप्त स्थापित उस हिम्मे को लागू करने की अनुशा दे सकती है । 
किया जा सकता है । ऐसी मंगणना के लिये , यात्री स्थामो मोर कदिल 

( 2 ) इग पैरा के उपपैरा ( 4 ) के उपबन्धों के अधीन रहते हुए , 
स्थानों की पारगम्पसा 95 तथा म्यौरा फोयले या भण्डारों के लिये 

उन पोतो की दशा में जिनकी लबाई 131 मीटर से कम किन्तु 79 
उपयोजित सभी स्थानों की 60 और पोत की भागहा संरचना के दुहरे 

मीटर से कम नहीं है और माप सख्या ---- 
तल , तेल इंधन तथा अन्य फियों की 95 या ऐसी फम मामी आयेगी 

3574-1- 25 एल 
जो केन्द्रीय सरकार उस पोत के मामले में अनुमोदित करे । 

- - - - - - - - -.. . - मोटर 
( ब ) मशीनरी स्थान के प्रागे और पीछे के भाग --- 

13 
( 1 ) मशीनरी स्थान के पागे और पीछे के भागो की प्रादि से 

से कम नहीं है (जिसे इस परा में इसके पश्चात् एस के रूप में मिदिष्ट 
पन्त तक की मौसत गृहीत पारगम्यता निम्न सूत्र से निर्धारित की जायेगी: - - 

किया गया है ) । उपविभाग एफ बा गुणक निम्नलिखित सूत्र द्वारा 
63 + 35 ए 

अवधारित किया जायेगा :- - 
बी 

एफ - ( 1 - - बी ) ( सी - ~-एस ) 

123 - एस 
यहाँ "ए "- - यात्री स्थानो मौर कर्मीदल स्थामो का जो कि मानों 
को , यथास्थिति, मागे या पीछे मार्जिन लाइन के नीचे स्थित है, आयतम 

___ जहां बी एम पैरा के उपपैरा ( 5 ) के उपबन्धों के अनुसार अवधारित 
मोर 

गुणम है और मी एस इम अनुसूची के पैरा 7 के उपबन्धी के अनुसार 

अवधारित माप संख्या है । 
मो -मशीनरी स्थान के, यथास्थिमि , प्रागे या पीछे माजिन लाइन के 

( 3 ) ऐसे पोतों के मामले में जिनकी लपाई 131 मीटर में कम 
नीचे के पीत के भाग का प्रानन । 

किन्तु 79 मीटर ग कम नही है और जिनकी मा मख्या गम में काम है 
परन्तु केन्द्रीय सरकार किसी पीत को मामले में यह अपेक्षा कर सकती या उन पोतो के मामले में जिनको लबाई 70 मीटर में चम , उस 
है कि ऐसी मानी गई औसत पारगम्यता, विम्मुस संगणना द्वारा अवधारित विभाग का गुणक होगा । 


पौर 
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( 4 ) किसी भी संबाई के ऐसे पोत के मामले में जो बारह से 

( ग ) जहां दो पाप याले छियों की लंबाश्या अविभाजन के विभिन्न 
अधिक यानी किन्तु - - 

गुणकों द्वारा शासित होती हैं, बता दोनों कक्षों की संयुक्त लबाई अनुपातन 3 

अक्धारित की जायेगी । 
- ( मीटर) : या 60 

( घ ) जहा पोत के किसी भाग में पातमीनों का इन नियमों की 
से अधिक नहीं, इनमें में जो भी कम है को ले जाने के लिये आशयित अपेक्षानुसार जलरोधी होना अपेक्षिन है और वहां शेष भाग में लगे पोन 
है, उपविभाजन का गुणक इम पैरा के उपपैरा ( 3) में दी गई रीति भीतों से ऊपर चला जाता है वहा पोन के उस भाग को लबाई की गणना 
से अवधारिस किया जायेगा । 

करने के लिये पृथक मानिन पाहनों का प्रयोग किया जा सकता है 
( 6 ) इम पैराफे प्रयोजनों के लिये गुणक ए और भी निम्नलिखित यदि- - 
सूत्र द्वारा प्रधारित किये जाएंगे .- -- 

( i) पोत-भित्ति सेक में रिजल्टग स्टेप के पार्श्व वाले दो पक्षों में 
58 ! 

से प्रत्येक अपनी- अपनी मार्जिन लाइनों की तत्समान अनुज्ञेय लंबाई के 
एल - 60- 18 ( जहा पल = 131 मीटर और इससे अधिक है ) 

भीतर हैं और, इसके अतिरिक्त, उनकी संयुक्त लबाई ऐसे कक्षा को नीचे 

वाली माजिन लाइन के संदर्भ में प्रवधारित अनुज्ञेय लषाई के दुगने से 
मी - . 18 ( जला एल 79 मीटर और इममे अधिक है ) । 

अधिक नहीं है ; 
7. सेवा सबधी कसौटी:- - उन पातों के लिये, जिनको यह भाग 

( ii ) पोत की माइडे उच्चतम माजिन लाइन के अनुरूप पोन की 
लागू होता है, माप संख्या निम्नलिखित मूत्र द्वारा अवधारित की आयेगी - पूरी बाई में डेक तक मास है और पान की सम्पूर्ण लंबाई में उम 
( क ) जब पी 1 पी में अधिक है 

डेक के नीष शेल टिग में मभी निकाम इन नियमों की अपनाओं का 
उसी प्रकार पालन करते हों मानां वे मार्जिन लाइन के नीचे के निकास 


सी - 78 


एम + पी 


- 


सा - 

एस 


- - -- - - - 
पी पी . - - पी 


( ख ) मोर सभी अन्य मामलों में - - 


पी4 


मी - 70 एम 
एस 


जहाँ सीएस - माप सख्या :--- 
एमः - मशीनरी स्थान का प्रायतन , जिसके अतिरिक्त किसी स्थायी 
तेल इंधन कोठरी जो अन्दर वाले 17 और मशीनरी स्थान के प्रागे 
और पीछे स्थित है, का प्रायतन ; 
पी - माजिम लाइन के नीचे यात्री स्थानों और कर्मीदल स्थानां का 

पायतन ; 
पी = माजिम लाइन के नीचे पोन का प्रायतम ; 
गन - पोत पर से जाने के लिये आशयित यात्रिया की मख्या है । 

पौर 
पीके एन , 
जहा के = 0 . 066 एल , 
परन्तु यह कि 

( क ) जहा के एन का मूल्य और माजिन लाइन में ऊपर यात्री 
स्थानों का पूरा पायतन पी के जोड़ से अधिक है , यहा पी . के रूप 
में ली जाने वाली सरया का जोड या 2/ 3 के एन , इनमें से जो भी 
अधिक हो , हगी ; 
( स ) सी का 23 से कम का मूल्य , 23 माना जायेगा और 

एस 
( ग ) सी का 125 मे अधिक का मूल्य , 123 माना आयेगा । 

एस 
___ 8. उपविभाजन के लिये विगेष नियम :- - ( 1 ) अनुज्ञेय लंबाई 
से अधिक के कक्ष - ( क ) कक्ष अपन । अनुशेय लंबाई में अधिक का ठो 
सकता है परन्तु यह सब जब ऐसे अनुज्ञात कक्ष और उसके पाये या 
पायें के पापर्व वाले कक्ष के माथ मिलाकर उसकी लंबाई या तो प्राप्लावी 
नंबाई के बराबर या अनुज्ञेय लंबाई के दुगने में इनमें से जो भी कम है , 
से अधिक न हो । 

( ख ) यदि पार्थ वाले कक्ष के ऐसे प्रत्येक युग्म का पाक . कक्ष 
मशीनरी म्पान में ही स्थित है, मोर उसका दसरा फी मशीनरी ग्यान 
नः बाहर स्थित है, तो दानी नी मा पाई म पो ATM 
कक्ष स्थित है, दाना मा . श्रीनन नाममा प्रभार 
समायोजित की जायेगी । 


( 2 ) अगले मिरे पर अतिरिक्त उपविभाजन -- - 100 मीटर या उससे 
अधिक लबाई के पातों में टक्कर पोम-भित्तियों का ठीक पीछे जलरोधी 
पान -भिसि अन लम्ब में उतनी दूरी पर फिर किया जायेगा जी कि अग्र 
सम्ब और ऐमी पोत-भित्ति द्वारा घिरे कक्षा की उपयुक्त अनुजय लषाई से 
अधिक म हो । 

( 3 ) पोत -भिलियों में मीडिया --- यदि इन नियमों की अपेक्षानुसार 
किसी पीत-भित्ति को जलरोधी बनाये मान के लिये सीढ़ीनुमा बनाया 
जाना है, तो यह निम्नलिखित शो में में किमी एक के अनुसार होगा । 

( क ) ऐसे पोतों में जिनके उपविभाजन का गुणक . 9 से अधिक नहीं 
है , प्राप्लावी लपाई ऐसी पोसमिति द्वारा मनग हुए दो फाओं की संयुक्त 
लम्बाई अनुज्ञेय लंबाई के दुगुन , इनमें से जो भी कम है के 90 प्रतिशत से 
अधिक नही होगी । ऐमे पोतों में जिनके उपविभाजन का गुणका . 9 से 
अधिक है , दो कक्षों की संयुक्त संघाई अनुशेय लम्बाई से अधिक नहीं होगी ; 
या 

( ख ) सोढ़ी मार्ग में अमिरिकर उपविभाजन दिया गया है जिसके 
वह । मुरक्षा उपाय किया जा सके जो मारी। पोममिति द्वारा किया जाता 
है ; या 

( ग ) यह कक्ष जिसके ऊपर में मीढ़ी जानी है, मीढ़ी के नीचे 76 
मिली मीटर पर खींची गई मागिन लाइन के अनुरूप अनुज्ञेय संघाई में , 
अधिक नहीं होगा । 

( 4 ) पौर-भिनियों में रिमेम - - यदि किसी रिमस का कोई भाग , 
पोस की साइड के उध्र्वाधर माह से ऐमी दूरी पर रहता जी पोत की 
उस घौडाई के 1/ 5 भाग के बराबर है जो सबसे गहरे उपविभाजन 
लोड जल लाइन के स्तर पर मध्य लाइन के समकोण पर मापी जाती 
है मी पूर्ण रिमम इम पैग के उपपैरा ( 3 ) के प्रयोजनों के लिये 
पास-भित्ति में फिी मीकी को रूप में मानी जायेगी । 

( 5 ) गमतुल्य मादी पालभित्ति - - जहा इन नियमों की अपेक्षानुसार 
किसी पोन भीत के जलरोधी बनाये जाने क लिये मोड़ा जाता है गा 
मीढ़ीनुमा बनाया जाता है, वहां उपविभाजन अयधारित करने म एक 
ममतुल्य गादी पोतभित्ति की उपधारणा की जायेगी । 


( 5 ) पालभित्ति की परमार न्यूनतम दरी - यदि पार्ष वाले दो 
117- मनियों जिन 1 नियमी 4 । अपेक्षानमार जनधी होना 
प्रपेक्षित 17 रस्सर दूरी , या म तुल्य मादो पासमत्तिया या 
• पोतभित्तियों के निकटतम मुटे हुए भागों से गुजरने वाले अनुप्रस्थ तल के 
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मीष की दूरी 0 0 एम - - 3 105 मीटर , या 10 67 मीटर या 
0 1 एन इनमे में जा भी सबसे कम है ना उन पान -भिलियो में से 
केवल एक पोसभित्ति पोत के उपविभाजन के भागरूम में मममी जायेगी । 


सकती है । ऐसे किसी मामले में विसत गणना के प्रयोजनो के लिये 
म्भामो की पारगम्यता निम्नलिखित रुप मे उपधारित की जाएगी -... 

यात्री स्थान - - 95 
कर्मीदल स्थान - - 95 
मशीनो के लिये काम में लाये गये स्थान -- 65 
मकर कोयला, मण्हार या सामान कक्षा के लिये काम में लाये गये 

स्थान---- 60 


( 7 ) स्थानिय उपविभाजन के लिये छुट .-- - जहा किसी पोत मे 
मुख्य अनुप्रस्थ जलरोधी काम मे स्थानिक उपविभाजन है और केन्द्रीय 
सरकार का यह समाधान हो जाता है कि मार न कमान ।) (0 3 एम - 
3 . 05 मीटर या 10 67 मीटर या 1 एल की लम्बाई इममे से 
जो सबसे कम है माल लेने के पश्चात् भी प्रमुख कक्ष का पूर्ण प्रामसम 
पामाषित नहीं हागा वहां ऐसे कक्षा के लिये अन्यथा अपेक्षित अनुशेय 
लम्बाई में अनुपासता लूट को अनुशा दी जा मकमी है । ऐसे मामले में 
मस्तिग्रस्त दिशा में उपचारित प्रभावकारी उनलायक्रता का प्रायतन 
सतिग्रम्स विणा में उपधारित से अधिक नहीं होगा । इम उपपैरा के 
अधीन छूट तभी वी जायेगी जब केन्द्रीय सरकार का यह समाधान हो 
जाये कि ऐसी छूट से स्थिरता सवधित अपेक्षानी के पालन में विघ्न 
पड़ने की संभावना नहीं है । 


म्योग टेक जो पोत और दोहरे नाल की सरचना के भागम्प 1 , के 


लिये काम मे लाये गये स्थान -- 95 मा रोमा न्यूनतर मख्या जैसी 

केन्द्रीय सरकार पोप्त के मामले 

__ में मुशात को । 
12 उपविभाजन का गुणक --- ( 1 ) इस पैग के उपबन्धो के अधीन 
रहते हुए उम पोमो के जिमको यह आग लागू होता है, उपविभाणम का 
गुणफ वह गुणक होगा जो इस अनुसूची के पैरा 6 में दी गई रोनि में 
अषधारित किया जाये, या 5 इनमे से जो भी कम है होगा । 


( 8 ) जहां मिमी पोन में उपविभाजन का प्रमेक्षित गुणा 60 या 
इससे कम है, यहा किन्ही वो पार्यकक्षो की गयुक्न मबाई प्राप्लाषित 
संबाई या अनुशेय लगाई के दुगने से , इन में से जो भी कम है, से 
अधिक नहीं होगी । 


परन्तु यदि केन्द्रीय सरकार का समाधाम हो जाता है कि किसी 
पोत के मामले में जिसकी सबाई 91 5 मीटर से कम है उन का 
लागू किया जाना अव्यवहार्य है, तो यह उस कक्ष को उन्म गुणक के 
लागू किये जाने की अनुना दे सकती है, 


माग 3 


__ यह भाग वर्ग ? के उन पोसा को लागू होता है जिन पर दी 
गई रक्षा नौका की क्षमता में अधिक व्यक्तियो को ले जाना समुझात है । 


10 उपविभाजन के लिये साधारण नियम -- इस भाग में दिये गये 
उपान्तरो के अधीन रहते हुए उन पोती के जिनको यह भाग लागू 
होता है भाक्षो की अधिकतम लाई उसी प्रकार प्रवधारित की जाएगी 
मामों पे मे पोत हैं जिन्हे अध्याय 2 लागू होता है । 


( 2 ) यदि किमी पौत के मामले मे जिसे यह भाग लागू होता 
है , केन्द्रीय सरकार का समाधान हो जाता है कि पोत मे ले जाए जाने 
पाले स्पोरा की मामा इतनी होगी कि 5 से “ अनधिक उपविभाजन के 
गुणक मा कार पोतभित्ति को लागू भरमा अम्पसार्य हो भाये तो 
पोत के उपविभाजन का गुणफ निमालिखित रूम में प्रमधारित किया 
जायेगा - - 


( क ) उन पोतो के मामले में , जिनकी लंबाई 131 मीटर या 
उससे अधिक है , निम्नलिखित सूत्र द्वारा - - 

( ए. बीबी ) ( सीएस -- 23 ) 
एफ - ए - - - - - - 
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11 मशीमरी स्पान के मागे पोर पीछे के भागा के पारगम्यता की 
अपारणा. -- उन पोतो में जिनको मह भाग लाग होता है, मशीनरी 
स्थान के प्रागे और पीछे के पूरे भागो मे उपधारित प्रोमन पारगम्यता 
निम्नलिखित मूत्र द्वारा प्रयधारित की जायेगी 

मी 
95 -- - 35 - --- -- - 

वी 
जन्हो बीमाजिन लाइन क नीचे के स्थानों का पायतन ( मगीनरी 
स्थान के , यथास्थिति, प्रागे या पीछे ) और फर्शों में शीर्ष के ऊपर , 
अन्वर के तलया टैम जिन्हें निम्नलिखित म्प में काम में लाया जाता 
है और प्रयोग किया जाता है - 
( 1 ) स्थोरा स्पाम , यदि केन्द्रीय सरकार का यह ममाधान हो माता 

है कि ये स्थान स्थोरा ले जाने के लिये मागायत है 
( ) कोयला या तेल ईधन सफर 
( 3 ) भण्डार कक्ष 
( 4 ) सामाम पौर हा पक्ष , 
( 5 ) जैन लाफर्म और 
( 6 ) तागे जल की टंकिया । 


( ब ) उन पोतो के मामले मे , जिनकी लवाई 131 मीटर में कम 

है किन्तु 55 मीटर में कम नही है और जिनका मानक प्रक 
एम . से कम नहीं है, निम्नलिखित मूत्र दाग -- 

( 1--- बी बी ) ( मी एम. एस. ) 
एप: - 1 ---- - -- - -- 

___ 121 - एस 
उपरोक्त मृत के प्रयोजनो के लिये 

176 
बी बी = - - - - - - - - ---- - - 20 ( जहा एल - 55 मीटर 
पिल -- - 33 

या उससे अधिव हे ) 


एस 


= 


3712 - 23 एल 
- - - - - - - - - - - - - - - - - - ( मीटर ) 

14 


पी - मशीनरी स्थान के , गधार्थाित, प्रागे और पीछे मार्जिन लाइन 
के नीचे पोल के भागा का प्रायतन 


सी एम पैरा ( 7 ) के अनुसार प्रवधारित मान प्रम जहा पी । 
का मूल्य निम्नलिश्चित है 
( i ) ( ल एन या । 55 एन ( 125 एन ) इन में से जो भी 

ब यातियो के लिये अधिक है । 


परन्तु पेन्द्रीय सरकार किमी पोत के मामरो मे ऐसी उपधारित 
पारगम्यता को विस्तृत गणना जाग अवधारित करवाने की अपेक्षा कर 


(ii ) 3 55 एम ( 1 2 5 एम ) विशेष ध्यापार के लिये 


[ भाग II- - एफ 3 (1 )] 
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( ग ) उन पोर्तों के मामलों में , जिनकी लंबाई 31 गीटर से 
काम है किन्तु 55 मीटर से काम नहीं है और जिनका मानक अंक एम । 
से कम है , और उन ममी पोतों के मामले में जिनकी लंबाई 55 मीटर 
मे कम है, उपविभाजन का गणा एक होगा । 


भाग 4 
1 , वर्ग 3, 4, 5 और 6 के पोती का उपविभाजन : -- यह भाग 
धर्म ....1, 5 और 6 के पोतों को लामू होगा है । 

। वर्ग 3, 1, 5 और 6 के पोतों के उप विभाजन के प्रयोगों 
के लिये जो बरी गंख्या में अफ यात्रियों और विशेष व्यापार यात्रियोको 
लेकर पाते है , भाम ? के उपबन्धः , इम भाग में विनिर्दिष्ट उपास्तगें 
मष्ठित भाग होंगे । 
__ 15. मेषा संबंधी कसोटी : ---दी गई संबाई वान पोत के लिये 
उपविभाजन उपयुमन गुणफ निम्नलिखित रूप में दिये गये मेवा 
अंक की कसौटी पर अवधारित किया जायेगा , अर्थात् .... 

एम + 1 . 75 वो , 
गीएम = 72--- --- 

वी + पी , -- पी 
जहो भी एम - कमोटी अंक 


17. यह भाग वर्ग 7 के पोतों को लागू होता है । 

18. वर्ग 7 पोनों में हिम्मों की अधिकतम लंबाई अधारित 
पारने के प्रयोजनों के लिये , पैग़ ? के पबन्ध पैमी ही रीति से 
लागू होंगे जैसे वे वर्ग 1 और 2 नः पोसों को नाग होते हैं किन्तु 
मह इस भाम में दिये भये आमगे के प्रधान रहते हुए होगा । 

19. पारगम्यता : -- उन पातों की जिन्हें यह भाग लागू होता है 
उपधारित अौसत पारगम्यता निम्नलिखित रूप में होगी :-- - 

( क ) मशीनरी म्यान के ---- 
( i) प्रान्तरिक दहम रंजनों द्वारा चलाये जाने वाले पासों में -- 85 
( ii ) सभी अन्य पोसों में - - 80 
( 8 ) ममीनारी स्वान में मिमी स्थान - - 95 

20, उपविभाजन मा गुणक :- - उन पीनों थे , जिनको यह भाग 
लागू होता है, उपविभाजन का गुणक निम्नलिखित मारणी के अनुसार 
होगा , अर्थात् :- - 
मीटरों में पति की लंबाई 

उप-विभाजन का गुणक 
106. 5 मीटर से अधिक 

0 . 5 
91 . 5 मीटर से अधिक किन्तु 106 . 5 मीटर से 0. 5 मशीनरी स्थान 
प्रधिक नहीं 

मोर उससे मागे कक्षों 
के लिये सभी अन्य 

कक्षों के लिये एक । 
61 मीटर से अधिक किन्तु 91 . 5 मीटर से अधिक 0 . 5 मशीनरी स्थानों 

मागे कणों के लिए 
ममी मम्य फलों के 

लिमे एक । 
61 मीटर और उमसे कम 

21. उपविभाजन पार लाइन:- - ममनुदेशिता और चिलित की गई उप 
विभापम और लाइम निमेष व्यापार मानी पान सुरक्षा प्रमाणपत्र में या 
यथास्थिति , यानी पील प्रमाणपत्र में अभिलिखित की जायेंगी और उन्हें 
मुख्य यात्री के लिये डी , संकेल EART और वैकल्पिक स्थितियों के लिये 
डीजी, इत्यादि द्वारा संकेतिप्त किया जायेगा । 

22. प्रत्येक अनुमोदित उपविभाजन भार लाइन का सत्स्थानी फ्री 
बोर्ड और सेवा की वे शत जिनके लिये यह अनुमावित है, प्रमाणपत्र पर 
इंमित को. बायेंगी । 


नहीं 


एम मशीमसी स्थान के प्राथतन के अनिम्ति किसी स्थायी बंकर , 

जो कि अन्दर बाल सल प्रोर मशीनरी स्थान के 

आगे और पीछे स्थित हों , का प्रायसनः : 
की - -- मार्जिन लाइन के मी पोत का पूरा प्रायतन ; 
पी - माजिन लाइभ के नीचे यात्री स्थानों और नाषिक स्थानों का 

पुरा प्रायमान । 
पीपी+ 0 . 37 एल एन -- 2 , 134 ( घन मीटरों में ) 
जहाँ ए = मार्जिन लाइन के ऊपर ले जाए जाने वाले विशेष व्यापार 

यात्री की संख्या प्रवधारित करने के लिये मापे गये स्थानों 
का वर्ग मीटरों में कुल क्षेत्रफल , जिसके अन्तर्गत पाठ 
वर्ग से अधिक फिट किये गये कम का क्षेत्रफल भी है किन्तु 
इसमें गोनी , रमोइघर कक्ष, शौचालय , अस्पताल और मध्य 
बैंक में ले जाये जाने वालों यात्रियों के लिये हवादार 

स्थान नहीं है । 
पल- पोत की लंबाई 
एन - माजिन लाइन के ऊपर ले जाये जाने वाले वर्ष- यात्रियों में 

लिये बर्थों की कुल सम्ममा, वर्ष यात्री को ऐसे यात्री के 
रूप में परिभाषित मिना मझा है या जो मेशिन में हो , 

जिसमें प्रार. यात्रियों में अधिक नहीं आ सकते । 
____ 16. ( 1 ) ऐसे पोतों के , जो लंबाई में 131 मीटर से कम है , 
किन्तु 79 मीटर में कम नही हैं और जिनका मानक अंक , एम से कम 
है , और ऐसे सभी पोतों के जो लंयाई में 79 मीटर से कम है , के पीर 
के पीछे का उपविभाजन गुणक एक से पासित होंगे : 

परन्तु यह कि यदि केन्द्रीय सरकार का समाधान हो जाता है कि 
पोत 4 किमी भाग में इस गणक का पालन अनुचित प्रपा अध्यक्हार्य 
है तो मह ऐसी छुट , जैमः उसे परिस्थितियों के अधीन न्यायोचित 
लगे, दे सकती है । 

( 2 ) ऊपर, पाले पैरा + उपबन्ध किसी भी लंबाई में पोतो की , 
जो एल 117 ( एल - मीठसे में ) या 288, इनमें से जो भी कम है , 
जिनमें नर्थ यात्रियों की कुल संग्या- एल - 650 ( एल-- मीटरों में ) मे 
अधिक नहीं होगी या 50 इनमें से जो भी कम हैं . भी लागू होंगे । 
131 मीटर या उससे अधिक की लंबाई वाले पासी में , जिन्हें यह पैरा 
लाग होता है , मग्रपीक के पीछे का उपविभाजन गणक एफ से शासित 
होगा । 


भाग- 0 
मातिप्रस्ताला में पोलों को मिला 
23. ( 1 ) मभी. सेवा स्थितियों में पर्याप्त अक्षुण्ण स्थिरता की 

की जायेमी जिससे कि पोत : किसी मुम्मय माम , जिसका 
प्राप्लावी लंबाई के भीतर होना अपेक्षित है जलप्लावन की अन्तिम स्थिति 
का मुकाबला कर सके । 


( 2 ) जहां दो गनिकट मुख्य कक्ष , किसी पोन-भिनि , जो कि 
इस अनुसी के पैरा 8 के उपपरा ( 3 ) ( क ) की शतो , के अधीन 
सीतानुमा है, द्वारा अलग- लग किये गये हैं, महा प्रक्षुण्ण स्थिरता उम 
दो सनिकट मुख्य कeri के जलप्लावन का मुकाबला करने के लिये 
पर्याप्त होगी । 


( 3 ) जहाँ उपविभाग का अपेक्षिा गुणकः .50 या उससे कम 
किन्तु . 33 से अधिक है वहां अश्रुपण स्थिरता , किन्हीं दो मभिकट 
मुक मलों में जलप्लावन ( मुकाबला करने के लिये पर्याप्त होगी । 
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( 1 ) जदा नाविभाजन ? पेलित गुणफ 33 उमप ग . हो, विर्य बालित मोगे पर न किसी भी मामले में, जहाँ पनि नलप्लावन 
कहो अक्षुण्ण स्थिरता किदी तीन मग्निपर मा कसा जपनाका ना फिर जियनन यि यह रे पान-भिति भय ना ऊपर " गलाये 
मुकाबला करने के लिये पर्याप्त होगी । 

जा सकने योग्य होगे । जहां प्रतिजलप्लावन फिटिंग अपेक्षित है, यहां 

। समकरण के लिये समय 15 मिनट से अधिक नहीं होगा । जहां प्रति 
24. ( 1 ) 14 सा पान । " !!! । पारो इम माग के पैग 1 की जनप्पावन फिटिग अपेक्षित है बहा समझारण के लिये ममय 15 मिनट 
अपेक्षाप्रो को अवधारिम करने के प्रयोजनों के लिये गणना एम भाग 

में अधिक नहीं होगा । जिलप्लायम फिटिंग के प्रयोग से संवा समुचित 
में पैरा 3, 4 और 6 के उपबन्धो ३ अनुमार की जायेगी । ऐसी जानकारी पोन के मास्टर को दे दी जायेगी । 
गणना करते समय , पोन के अनुपाती और डिजाइन लक्षणों तथा 

18 ति के पश्चात् प्रोर समकरण उपाय कर लिये जाने के 
क्षतिग्रस्न कक्षा की व्यवस्था और सस्पण को विषार में रखा जायेगा । 

पश्चात् अममान जलप्मावम को वश में , पीत की अन्तिम स्थिमि निम्न 
ये गणमाएं पहचानते हुए की जायेगी कि पोत स्थिरता की सर्वाधिक 

लिखित रूप में होगी :- - 
खटाव दशा में है । 

( i) समान जलप्लावन की दशा में , निरन्तर अवल-बवरा पति 
( 2 ) जहां पानी के बहाव को रोपाने के लिये डेक , आन्तरिक स्किन 

द्वारा संगणित रूप में कम से कम 50 मिलोमीटर की 

सुनिश्चित प्रवशिष्ट मेटामेन्ट्रिक ऊंचाई होगी ; 
या पर्याप्त दृढ़ता की अनुदैर्घ्य पोत भीतों के लगाये जाने का प्रस्ताव है, 
यहां केन्द्रीय सरकार के समाधानप्रद रूप में यह सित किया जायेगा कि 

( ii ) असमाम जलप्लावन की दशा में , ( पोत ) का कुल झुकाय , 
गणना में ऐसे निर्बन्धनी पर उचित ध्यान दिया गया है । 

उन विशेष मामलों के सिवाय , सात डिग्री में अधिक नहीं 

होगा जिनमें केन्द्रीय सरकार अममान घूर्णन के कारण 15 से 
( 3 ) जहा केन्द्रीय सरकार की राय मे , किमी पीन की क्षतिग्रस्त 

प्रमधिक अतिरिक्त झुकाव की छूट दे , 
स्थिति मे स्थिरता की रेंज सवेहास्पद है, वहां वह उसकी अतिरिका जाय 

( iii ) किसी भी दशा मे मार्जिन लाइन जलप्लाघन की अन्तिम 
की जाने की अपेक्षा कर सकती है । 

स्थिति में नही वेगी । यदि ऐमा लगे कि अलप्मावन की 

किसी बीच की स्थिति में मार्जिन लाइन बूब सकती है तो 
25 ( 1 ) क्षतिग्रस्त स्थिरता गणमाएं करने के प्रयोजन के लिये 

केन्द्रीय सरकार ऐसी जाँच की अपेक्षा कर सकती है और ऐसी 
पायतन और सल पारगम्यताएं , माधारणत . निम्नलिखित रूप में होंगी :- - 

व्यवस्थाएं कर सकती है जैसी वह पोत की सुरक्षा के लिए, 
स्थान 

पारगम्यता 

प्रावश्यक ममझे । 
स्थोरा, कोयला या भण्डार के लिये विनियोजित 

29. पोत के मास्टर को , सेवा स्थिातियो में पोन की पर्याप्त प्रक्षम्य 
बास स्थान 

95 स्थिरता बनाए रखने के लिए , मावश्यक पूरे प्राकडे विए जाएंगे जिससे कि पोत 
मशीनों द्वारा अधिकृत 

गंभीर क्षति का मुकाबला कर सके । प्रतिजलप्लावन की अपेक्षा करने वाले 
द्रवों के लिये आशयित 

0 गा 95 

पोतों की दशा में पोत के मास्टर को स्थिरता की दशाएं बता दी जाएंगी 

जिस पर झुकाव की संगणनाएं आधारित है और उसे इस बाबत सावधान 
( 2 ) उन स्थानो, जिनमें क्षतिग्रस्त वाटरप्लेन के इर्द-गिर्द पर्याप्त किया जाएगा कि यदि पोत को जब वह कम अनुकल स्थिति में हो क्षति 
मात्रा में बास स्थान या मशीनरी नहीं है और उन स्थानो, जिनमें पहुँचती है तो उममें अत्यधिक मुकाय हो सकता है । । 
माधारणतया पर्याप्त मात्रा में स्थोरा या स्टोर नही है, के बारे में उच्च 

____ 30 केन्द्रीय सरकार क्षति स्थिरता की अपेक्षानों मे तब तक किसी 
मल पारगम्यकता कल्पित कर ली जायेंगी । 

छट पर विचार नही करेगी जब तक उसको समाधानप्रद रूप में यह नही 

दर्शाया जाता है कि इन अपेक्षापो को पूरा करने के लिए आवश्यक किसी 
26 ( 1 ) ऑक्ष की कल्पित सीमा निम्न रूप में होगी : 

मेवा स्थिति में अक्षुण्ण मेटोसेन्द्रिक ऊंचाई, माणयित सेवा के लिए अपेक्षित 

से अधिक है और यह कि पोत की व्यवस्थाएं और प्राय लक्षण क्षति के 
(i ) अनुवर्ण्य विस्तार :- - 305 मीटर x पोत की लंबाई का तीन 

पश्चात् स्थिरता के लिए प्रेरक है । 
प्रतिपात या 10. 67 मीटर , इनमें से जो भी कम हो । जहाँ उपविभाजन 
का अपेक्षित गुणकः . 33 या उसमे कम है , वहीं क्षति की कल्पित 

द्वितीय अनुसूची 
अमवर्य विस्तार, आवश्यकतानुसार बढ़ा दिया जायेगा ताकि किन्ठी दो 

नियम 10 देखिए जलरोधी तोतभित्तियों आदि की संरचना 
ऋमिका मुख्य अनुप्रस्थ जलरोधक पोमभित्तो को सम्मिलित किया जा मक ; 

1. यह अनुमूची वर्ग 1 से 6 तक के पोती को लागू होगी । 
( ii ) अनुप्रस्थ विस्तार ( मर्वाधिक गहरी उपविभाजन भार लाइन 

2. बप्त और संरचना : - - (i ) प्रत्येक पोतभित्ति और प्रान्तरिक 
के स्तर पर केन्द्रीय रेखा के समकोण पर , पोत की विशा 5 में इगोई संरचना का अग्य भाग जो पोत के जलरोधी उपविभाजन का भागरूप है , 
मापी गई ) पौत की चौड़ाई सू 1/ 5 भाग की दूरी ; पौर 

ऐसी सामH का होगा और इस प्रकार से सरचित होगा कि वह प्रतिरोध 
( iii ) लम्बमान विस्तार : - - प्राधार लाइन में ऊपर असीमित । 

के लिए पर्याप्त गुंजाइश रखते हुए उस वाब को मह सके जो पोत को पति 

पहुंचने की दशा में जल की अधिकतम ऊंचाई के कारण उत्पन्न हो और 
( 2 ) यदि कोई क्षति इस पैरा के उपपैरा ( 1 ) के बण्ठ (1 ) 

जो मार्जिन लाइन तक जल की ऊंचाई के पवाब से कम नहीं है । ऐसी 

अधिकतम ऊंचाई के अन्तर्गत , इन नियमो के अधीन जलप्लावन या मकाव 
(ii ) और (iii ) मे इगित से कम है और जिसके कारण पोप्त में 

के परिणामस्वरूप कोई अतिरिक्त ऊंचाई भी है । 
भीतर मुकादमा जाता है या मेटासेन्ट्रिक ऊचाई में कमी हो जाती है 
तो ऐमी क्षति को गणनाएं करने ममय , ध्यान में रखा जायेगा । 

(ii ) प्रत्येक ऐसी पोसभित्ति और ऐसा भाग अनुमोदित पोत निर्माण 

इस्पात मे सरचित होगा और यदि वह वेल्डिल मेरधना का है तो वह पैरा 
27. असमाम जलप्लायन को कुशल व्यवस्थाप्रा के अनुकूल न्यूनतम 3 से 7 मफ की जिसमे यह अनुसूजी भो मम्मिलित है, अपेक्षामों के 
रखा जायेगा । जहां पोत का मुकाय बड़े कोणों में होता है और उसे अनुरूप होगा और यदि यह रिविट संरचना का है तो यह वरिष्ठ संरचना 
ठीक करना मावश्यक है यहाँ अपनाए गये साधन , जहां व्यवहार्य के बल , बढ़ता या कार्यक्षमता से कम का नही होगा । 
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3 ( क ) जलरोधी पोतभिसि लेपन . - - (i ) ऐमी प्रत्येक पोतभित्ति 
पर जिस का इन नियमों द्वारा जलरोधी होमा अपेक्षित है, लेरिंग निम्न 
लिखिन सूत्र द्वारा प्रवधारित मोटाई की होगी अर्थात् : -- 

टी = 3 एस एप टी -- 28 


नहीं दी = प्लेटिंग की मोटाई ( मि०मी० में ) 
एस = हमकों के बीच की दूरी ( मीटरों में ) । 

जालीदार पोत भित्तियों के लिए दूरी निम्न संख्या के मंदर्भ में 
1/ 2 ( 2 ए + बी ) द्वारा दी गई है, 


एम०टी० = गहराई, प्लेट के निचल सिरे से पोतभिसि डेक से 
मध्य लाइन पर ( मीटरों में ) 

(ii ) टफ्फर पोतभित्ति ग्लेटिंग की मोटाई उपरोक्त मून्न बाग प्रव 
धारित मोटाई से 20 " : अधिक होगी । 

( iii ) पोतभिसि । लेटिंग की कम से कम मोटाई 6 मि . मी० मे कम 
नहीं होगी । 

(i ) बोल्डत दूतकों सहित प्लेटिंग की निम्नतम स्ट्रेक ऊपर दिए, 
गग मूत्र द्वारा अपेक्षित से 1 मि०मी० अधिक मोटी होगी । कोयला बंकर 
या स्टाक होला में निम्नतम स्ट्रेक और निकल में पोतभित्ति प्लेटिंग ऊपर 
दिए गए सूत्र वारा अपेक्षित से 2. 5 मि०मी० प्रधिक मोटी बनाई जाएगी । 
मालीवार पोत भित्तियों के लिए, प्लेटिंग की निम्नतम स्टेक ऊपर दिए 
गए सूत्र के अनुसार अवधारित मोटाई में 0 . 5 मि०मी० अधिक मोटी 
होगी । 

(ii ) यदि पोतभित्ति रिपिट संरचना का है तो सीमा एगिल जिससे 
मह जुड़ा है, की मोटाई प्लेटिंग के लिए ऊपर विए गए सूत्र द्वारा अपेक्षित 
मोटाई से कम से कम 2 . 5 मिमी अधिक होगी । 

( ख ) जलरोधी पोमभित्ति दृढक . .--(i ) प्रत्येक जलरोधी पोत 
भिति में दृढक लगे होंगे जिनमें कार्यकुशल अकेट या लग मिरे संयोजन 
लगे होंगे । प्रत्येक दृढक के मिरे पोल प्लेटिंग या अन्दर तल प्लेटिंग या 
उंक प्लेटिंग के माथ जुड़े होंगे जिमसे पोभित्ति में पर्याप्त वृद्धता 
मुनिश्चित की जा सके | अकेट वाले होल्ड वृतकों के मामले में , वेकेट 
या उसके संयोजन एंगिल या तो पो भत्ति के साथ साथ फर्श या धरन 
तक बढ़े होंगे या अन्य वैसे ही प्रभावी माधन होंगे जिनसे पर्याप्त मजबूनी 
और दृढता सुनिश्चित हो सके । 

( ii ) अधिर पोतभित्ति दृतको का सेकशन मोडुनम जेड, जोकि 
600 मि०मी० के पोतभित्ति प्लेट की चौड़ाई के साथ संगणित किया 
जाए, निम्नलिखित सूत्र द्वारा प्रवधारित मे कम नहीं होगा : --- 

अझेट वाले दृढकों के लिए : 

जैड - 2. 5 (एच - 1 . 2 ) एम . एल . सी एम लग वाले 
दुवकों के लिए : 

जेड - 4 ( एच -1- 1 . 2 ) एम० एल० सीएम०३ 
__ सल के सिरे पर बेकेट वाले और चोटी के सिरे पर लग वाले - ठकों 
के लिए :- - 

जेड - 3 . 25 (एच. - 1 , 2 ) एम० एल० सीमामा 
1349 GI / 80 - 16 


जहाँ, एल = सिरे के संयोजनों सहित दृढकों की कुल लंबाई मीटरों में 

एच =अधिर दूरी मीटरों में जिसे लम्बाई एल के मध्य में केन्द्र 
लाइन पर पोतभित्ति सेक की चोटी त म मा जाएगा । 
___ एम = दृठकों के बीच दूरी , मोटरो में 12 नालीदार पोतभित्तियों के लिए 
एस - 2 ( ए + बी ) ( ऊपर बना चिन्न देखिए ) या ट्रफ के केन्द्र से क्रमिक 
हफ के केन्द्र का जो भी अधिक हो , की दूरी । 

( iii ) टक्कर पोतभिनि पर अधिर पोतभिप्ति पृढकों का सेक्शन 
मोडुलम , ऊपर दिए गए सूत्र द्वारा प्राप्त किए गए से 25 प्रतिशत अधिक 
होगा । 

(iv ) दृढक टक्कर पोतभित्ति पर 610 मि० मी० से अधिक पौर 
किमी अन्य पोतभित्ति पर 015 मि०मी० से अधिक दूरी पर होगा । 

( v ) जहां दृढक किसी पोताभास के निचले भाग में जलरोधी 
दिवारों के मार्ग में काट दिए जाते हैं वहा द्वार को उचित तौर पर फ्रेम 

और केट और इसके सिरों पर कठोरता से लगाए गए टेपर्य वैब पोट 
या बटरेस , पोनभित्ति के प्राधार से खुलने वाले द्वार के ऊपर द्वार की 
प्रत्येक विशा पर , लगाया जाएगा । 

( vi ) पढ़कों के सभी ब्रेकेट, प्लग और अन्य मिरे संयोजन इम पैरा 
के उप-पैरा ( क ) की अपेक्षाओं के अनुरूप होंगे । 

( vii ) जहां फेस या धरन इन नियमों द्वारा अपेक्षित जलरोधक के 
रूप में पोतभित्ति से होकर जाते हैं , वहाँ पोतभित्ति लकड़ी या मीमेंट के 
इस्तेमाल के बिना जलरोधी बनाए जाएंगे । 

( ग ) पोनमिति द्रढकों के मिरे मंयोजन : 

( i ) मिरे के कैद को प्लेट मोटाइयां निम्नलिभिन मन्त्र द्वारा अबधारित 
की जाएंगी : 

फन श्रेकेट के लिए --- 


टी = 0 . 95 / जेड - 2 ।। 
मावी प्रेकेट के लिए - - 


टी = 1 , 35 V + 2. 3 
जहां टी = मि०मी० में मोटाई । 

जो - दृढक का सेक्शन मोधुलस सी० एम०३ में 
( ii ) 300 सी एम० से अधिक सेक्शन मोडलस के वृटकों से जुड़े 
सभी अकेट फल होंगे और फज की पौड़ाई निम्नलिखित सूत्र द्वारा 
अवचारित की जाएगी ---- 


एफ - 2. 9/ 


और 


Vी 


सी . 
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जहां टी०सी० = श्रेकेट प्लेट की मोटाई , में०मी० में 

एफ - फलैज की चौड़ाई मि०मी० में 
जेड - दृढककर सेक्शन मोडुलम मी० एम में 

( iii ) ग्रकेट प्लंट की कम से कम मोटाई वनक वैष मोटाई के बगर, 
या 6 मि०मी० जो भी अधिक हो होगी । 

(iv ) प्लेट ब्रेकेट को कम से कम भुजा लंबाई निम्नलिखित मून्न 
द्वारा अवधारित की जाएगी : -- 


बी० = 17 . 5 


मोटाई से 1 मि०मी० अधिक होगी या साधारण एक प्लेट 

मोटाई के बराबर जो भी अधिक हो, होगी । 
( ) दृढक : 
( क ) सुरगों पर दटकों का अन्तर माधारणतः 9 15 मि०मी० मे अधिन नही 

होगा जब तक कि वे तल फर्श के साथ लाइन में न रखें गाए 
हों । सभी वृढक के अाधार टैकणीर्ष पर या तो मीधे बेल्लन 

द्वारा मेल्ड किए गए लग्म वाग कुशलतापूर्वक जोरे जाएंगे । 
( ख ) दुठक झा सकशन मारलस निम्नलिखित मूत्र वाग अवधाग्नि 

किया जाएगा अर्थात् : - - 
जे = 4 एच० एम० एल०५ 
जहाँ एल० = मुरंग की सीधी अर्ध्वाधर भुजा की लंबाई 
____ एच = लम्बाई एल के मध्य से वी पालभिनि क लक अर्थावर पूरी 
गीटरों में 

एम = दृड़की के बीच दूरी मीटरों में । 

7. जलरोधी प्रारतरिक आवरण : जलरोधी के रप में इन निगमों द्वारा 
प्रोक्षित प्रत्येक प्रान्तरिक प्रावरण ऐसा मामर्थ्य और संरचना का होगा जो 
कि मार्जिन लाइन तक पानी के बहाव को मह सकने योग्य हो । 


1 / 


टी मी 


जहां बी = वृतक बेब गहगई को छोड़कर , मेकेट की भुजा लंबाई मि०मी० 


टी सी = केट प्लेट को मोटाई मे० मी० में 
और = संभक का सेक्शन मोडलम मे०मी० में । 

( v ) वेल्डन : अकेट की प्रत्येक भुजा का एक खेल्न क्षेत्र होगा जो 
निम्नलिखित सून्न द्वारा प्रषधारित क्षेत्र के कम का नही होगा :--- 

ए = 1 . 51 ए टी सी 
अहाँ ए = वेर क्षेत्र वर्ग सी०ए० मेन्टीमीटर में 
टी सी = प्रेकेट की मोटाई, से०मा० में 
जेड = पूर्ववत 
___ 4. मलरोधी डेक , मीडिया और फ्लैट : ( i ) इन नियमों वाग 
जलरोधी के रूप में डेकों , मीटिगों और फलेटों का बैनिज प्लेटिंग , तत्स्थानी 
स्तरों पर जलरोधी पोनभित्तियों के लिए प्रक्षित क्षेनिज प्लेटिग मे 1 
मि० मी० अधिक मोटी होगी । 

(ii ) मे ऐकों , मीढ़ियों और फ्लैटों के धरन के सेक्शन माडलम 
हम बात को ध्यान में रखते हुए कि धरन या धरन का भाग में केट या 
लग - युक्त है या नही पैरा 3 ( स ) (ii ) में दिए गए ममुचित सूत्र द्वारा 
प्रयधारित किया जाएगा । उक्त सून के प्रयोजन के लिए प्रावलम्बों के 
बीच की अधिक से अधिक दूरी धरन की लंबाई मममी जाएगी । पोन 
भिनि डेक , सीढ़ी या सम्बद्ध फ्लैट तक की पुरी के ऊपर दिए गए सूत्रों के 
प्रयोजन के लिए ऊंचाई ममनी जाएगी । 

(iii ) मे धरन के लिए, जहां आवश्यक हो , पोलभित्ति या गर्डर 
दृतकों द्वारा पर्याप्त प्रयग्नम्व दिया जाएगा । 

( iv ) जहाँ फेम जलरोधी के प में इन नियमों द्वारा अपेक्षित किसी 
ऐव , सीढ़ी या फ्लैट से होकर जाने हैं, यहां ऐसे डेक, सीढ़ी या फ्लैट 
लकड़ी या मीमेंट के इस्तेमाल के बिना जलरोधी बनाए जाएंगे । 
___ _ 5. जमरोधी रिसेसे और ट्रंक मार्ग : इन नियमों द्वारा अपेक्षित 
जलरोधी के रूप में , प्रत्येक रिसेम और ट्रंक मार्ग इस प्रकार सरचित 
होगा कि उसके सभी भाग वत्स्थानी स्तर पर जलरोधी पोतभित्ति के लिए 
अपेक्षित मामर्थ्य और पुढना में कम मामर्थ्य और दृढता के न हों । 

(७. जलगेधी सुरंग : ( i ) प्लेटों : 
( क ) मुरंगों की अॉफर माइए मंटिग की मोटाई, सत्स्थानी स्तर 

पर माधारण जलरोधी पोनभिमि पटिग के मूत्र द्वारा प्रांकी 

जाएगी । 
( ख ) यदि सुरंग - शीर्ष ठीक प्रकार से मुड़ा हुआ है, तो प्लेटिग की 

मोटाई , उमी स्तर पर माधारण जलगेधी पोभित्ति प्लेटिग से 

10 प्रतिशन कम की जा सकती है । 
( ग ) यदि गुरंग शीर्ष फ्लैट या डेके रूप में प्रयोग होता है तो 
___ प्लेटिंग को मोटाई उसी स्तर पर मत्समान पोतभित्ति प्रोट की 


सृतीय अनुसूची 
( नियम 27 वेलिए ) 

पोतों की स्पिरता 
पीतों की स्थिरता के संबंध में जानकारी 
किसी पोन की स्थिरता के सम्बन्ध में मास्टर को दी जाने वाली 
जानकारी के अन्तर्गत नीचे विनिविष्ट नानों की बाबत पोन की उपयुक्त 
विशिष्टियां भी हैं । ऐगी विशिष्टियां जब तक कि प्रतिकूल अपेक्षित न 
हो , विवरण के म्प में होंगी : - -- 

( 1 ) पोत का नाम, सरकारी संख्या , रजिस्ट्री पनन, कुल और रजिस्टर 
टनभार, मुख्य विमाएं, विस्थापन ग्रीष्म भार लाइन के अनुसार डेवेट 
और ड्राफ्ट । 

( 2 ) पार्थ चित्र प्रौर, यदि केन्द्रीय मरकार किमी विशिष्ट मामले 
में अपेक्षा करे, तो पोन मापमान के अनुमार ख्रिने गए नान व्य , जिसके 
माथ उनके नाम, मभी कम टैक , भण्डार कक्ष और नाविक नथा यात्री 
याम स्थान और मध्य-नंबाई स्थिति भी दिखाई गई है । 

( 3) ( क ) स्थोरा , ईधन , खायावार्थ जल, पीने का जल या जल 
निभार के बहन के लिए उपलब्ध प्रभोक कम फी धारिता और गुरुत्व केन्द्र 
( अनुवैधर्य और अध्याधर रूप में ) । 

( ग्य ) यान फैरी और अधिर फैरी के मामले में यानों के बहन के 
लिए कक्ष की कक्षों के गुमन्य अर्ध्वाधर विन्दु यानों के प्राक्कग्नित गुरुत्व 
केन्द्रो पर माधारित होगा, कक्षों के प्रायमनिक केन्द्रों पर नही । 


( 1 ) ( क ) यामी और उनके मामान, तया ( म्ब ) नाविक और उनके 
मामान का प्राक्कलित कुल भार और ऐसे कुल भार का गुरुत्व केन्द्र 
( अनुवैधर्य और अर्ध्वाधर रूप में ) । ऐसे केन्द्रों का निर्धारण करने में , 
यात्री और नाविक पोत के उनने स्थानों में वितरित माने जाएंगे जितने 
ये मामान्यतः अधिकृन करें । इन स्थानों के अन्मर्गन मबमे ऊंचा लेक भी 
है जिम तक इन दोनो में से एक की या दोनों की पहुंच होती है । प्रत्येक 
यानी और नाविक के लिए 75 किग्रा भार मान लिया जाना चाहिए 

और डेक म्नर के ऊपर खड़े हुए यात्रियों के लिए यात्रियों के गुरुत्व 
केन्द्र की ऊंचाई 1 . 0 मी० और बैठे हुए यात्रियों के मामले में सीट से 
0 . 3 मीटर ऊपर मानी जानी चाहिए । 
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( 5 ) डेक स्थोरा की अधिकतम माना जिसकी किसी पोत में युक्ति म्थैतिक स्थिरता फर्व में एक या दो स्टैप दिखाए जाने चाहिए और 
युक्ततः खुले सेक पर वहन करने की प्राणा की जा सकती है का प्राम पश्चानुवर्ती गणनामों में जलप्लावित स्थान अस्तित्व में नहीं माने जाएंगे । 
लित भार और व्यवस्था और गुरुत्व केन्द्र । जल अवशोषण करने वाले डेक 

ऐसे मामलों में जहां किसी द्वारा से जलप्लावन के कारण पान 
स्थोरा के मामले में प्रायफलित भार में अयशोषित होन वाले पानी का प्रा लिन 

दृध आएगा, वहाँ स्थिरमा कर्व, जलनायन के नत्स्थानी झुकाव पर कम 
और स्थोग की पहुंच दशा में अनुमानभार भी मम्मिलित है । ऐगा भार ऐक पर 

कर दिया जाना चाहिए और पोत के बारे में यह समझा जाएगा कि 
लकड़ी स्थार के मामले में , भोर के अनुसार वम प्रतिशत माना जाएगा । 

उमने अपनी स्थिरता पूर्ण रूप मे रखो दी है । 
( 6 ) कोई प्रारत या मापमान, जिममें भार लाउन चिह्न और तत्स्थानी 

( क ) छोटे द्वार , जैसे परनाले , निकासी और मफाई पाइप या अन्य 
फी बोर्ड की विशिष्टियों सहित भार लाइनें तथा मीटरी टमों 

ऐसे द्वारा खुले हुए मही समझे जाएंगे , यदि वे 30 में अधिक के मुकाव 
में प्रति मेंटीमीटर जल निमग्न पर विस्थापन और ऐगा पुल भार दशित 

कोण पर हुन जाते हैं । ये द्वार, जहा ये 30 या कम के कोण पर बने 
हो, जो प्रत्यक दाणा में वात प्रवाह की रेंज के प्रीमत के अनुरूप हो तथा 

हैं , रखने माने जाएंगे , यदि उनमें जनप्लावन उत्तरोनर बढ़ता जाता हो । 
गहनतम भार लाइन का प्रतिनिधित्व करने वाली जल लाइन और रिक्त 
दशा में पोत की जल लाइन के बीच विम्तन हो । 

( च ) यह उदाहरण देकर बताया जाएगा कि स्थिरता के क्रास कर्व 

मे माटिग लिवर्ग ( ज । जैड ) कैसे प्राप्त किए जाए । 
( 7 ) पोत की हायड्रोस्टेटिक विशिष्टियों को दर्शाने वाला रेखाचित्र 

( छ ) जहां किमी अधिसंरचना की उत्पलावकता को , किसी यान 
और मारणीबद्ध विवरण जिसके अन्तर्गन -- 

फैटी या ऐसे पोत के मामले में . जिसमें बानो द्वार , पापर्य द्वार या पाच 
( क ) अनुप्रस्थ भेटमिन्टर की ऊंचाई और 

छार , वी जाने वाली स्थिरता संबंधी जानकारी की संगणना करने में 
( ख ) ट्रिम को एक में०मी० परिवर्तन करने के लिए पूर्ण का मुख्य 

हिमाब में लिया जाना हो , वहां स्थिरता संबंधी जानकारी में इस बाबत 
भी है, जो सबसे गहरी भार लाइन दशित करने वाली जल लाइन और स्थोरा 

एक विनिर्दिष्ट विवरण सम्मिलित किया जाएगा कि मम यात्रा पर पोत 
रहित दशा में पोप्त की जान लाइन के बीच विस्तारित औसत शैक्ट रेंज के जाने से पुर्य मे तारों को जलरोधी रूप में बन्द कर दिया जाएगा 
पर अधारित होगा । जहाँ मारणीबन प्रयोग होता है, वहाँ मे आगटों 

और स्थिरता को कासकर्व एम उपधारणा पर आधारित होंगी फि ऐसे 
के बीच अन्सराल, ठीक अन्तर्वशन के लिए पर्याप्तत निकटवर्ती विवरण 

वारों को इसी प्रकार बन्द कर दिया गया है । 
होगा । टेक नौतल वाले पोनों के मामले में , उत्पलावन और पेटामेन्टा 

10 ( क ) इम पैरा में उपपैग ( स ) में निर्दिष्ट रेखाचिन और 
के केन्द्रों की ऊंचाई के लिए उसी प्राधार का प्रयोग किया जाएगा जिसका विवरण , पोत की निम्नलिखित दशाओं में से प्रत्येक यशा के लिए पृथक 
गुरुण केन्द्रों के लिए किया जाता है । 

पृथक दिए जाएंगे , अर्थात् :- -- 
( 8 ) पोन के प्रत्येक टैंक में जिममें द्रव वहन किए जा सकते हैं, 

( i ) म्योरारहित दशा : यदि पोत पर स्थागी स्थिरक हैं तो ऐसे 
मक्त तल की स्थिरता पर प्रभाव इसके लिए एक उदाहरण भी दिया 

रेखाचित्र और विवरण, ( 1 ) ऐसे स्थिरक महित और ( 2 ) 
जाएगा जिममें यह दशित हो मेटासेन्द्रिक ऊंचाई को कैसे ठीक किया 

ऐमे स्थिरक रहिन दोनों भी वशानों में स्पोरारहित पोत के 
जाएगा । 

मामले में दिए जाएंगे । 
( 9) ( क ) अनुमानित प्रक्ष जिससे राइटिंग लीवर, मापी जाती है 

( ii ) स्थिरक दशा ---- इम पैग और निम्नलिग्नित उपपैगमों के 
और अनुमानिस दिम की ऊंचाई पर्शित करने वाली स्थिग्मा का काम कर्म 

प्रयोजन के लिए प्रागमन के समय यह माना जाएगा कि 
दर्शित करने वाला एक रेखाचित्र । रेक नौनल वाले पोनों के मामले में , 

तेल , इंधन , ताजा जल , उपभोज्य मामान मोर इसी प्रकार 
जहाँ नौतल के शीर्ष मे भिन्न कोई प्राधार प्रयोग किया गया है, वहां 

की अन्य वस्तुणं अपनी घारिता 10 प्रतिशत कम हो गई 
अनुमानित प्रक्ष की स्थिति स्पष्टत. परिनिश्चित की जाएगी । 
( ख ) निम्नलिखित उपपैरा के अधीन रहते हुए केवल (i ) प्राहाता 

( iii ) ( 1 ) प्रस्थान , मौर ( 2 ) प्रागमन दोनों पर जम स्थोरा के 
युक्त अधिसंरचनाएं और ( ii ) वाणिज्य पोत परिवहन ( भार लाइन ) 

लिए प्रारक्षित सभी स्थान को ग्रीष्म भार लाइन तक 
नियम , 1976 में यथा परिभाषित कार्यक्षम दंफ ऐसी फों को लेते समय 

स्थोरा में भार दिया जाता है तो हम प्रयोजन के लिए स्थोरा 
विचार में लिए जाएंगे । 

को जहा यह स्पष्टतः अनुपयुक्त ही उसे छापकर , उदाहरण 
( ग ) एमी कर्यों को लेते समय निम्नलिखित मंरचनामो को विचार 

के लिए , ऐसे पोतों के स्थोग स्थानों के मामले में जो अनन्य 
में तय लिया जाएगा जब केन्द्रीय सरकार को समाधानप्रद स्प में यह 

रूप से यानों या प्राधानों के वह्न के लिए प्रयुक्त किए 

जाने के लिए प्राशयित है सजातीय स्थौरा के रूप में माना 
विखा दिया जाए कि उनकी स्थिति , अखण्डता और बन्द करने के साधन 

जाएगा । 
पोत की स्थिरता में योगदान करेंगे : 
( i ) अधिसंरचना डेक के ऊपर स्थित अधिसंरचनाएं 

( iv ) भारयुक्त सेवा दशात्रों में ( 1 ) प्रस्थान , और ( 2 ) अागमन 

दोनों पर । 
( ii ) झी बोर्ड ठेगा पर या उससे ऊपर डेफ हाउम , चाहे वे पूरे हों 
या केवल के भाग रूप 3 

( ख ) (i) उपयुक्त छोटे मापमान पर खींचा गया पीत का रेना 

चित्र जिसमें डेडबेट के सभी घटकों की व्यवस्था दिखाई जाएगी । 
( iii ) फ्री बोई डेक पर या उममे ऊपर विपट द्वार संरचनाएं । 
इसके अतिरिक्त , किसी लकड़ी बैंक स्थौरा बहन करने वाले पोत के मामले 

(ii ) एक विवरण जिममें भार रहित दशा डेउबेट के घटकों की 
में , केन्द्रीय सरकार, लकड़ी डैक स्थौरा या उसके किमी भाग के प्रायतन व्यवस्था , विस्थापन, तत्स्थानी गुरुत्व केन्द्र की स्थिति मेदामेन्टर और 
को , जिसे पोत के , जब बह स्यौरा वहन करता है, उपयुक्त स्थिरता की पेवासेन्टर की ऊंचाई ( जी एम ) भी दिखाई जाएंगी । 
अनुपूरक कर्ष प्राप्त करने में विचार लिया जाता है, अनजात कर सकती 

( iii ) पैरा ( 9) में विनिविष्ट स्थिरता की क्रास कर्व से लिया 
है । लकड़ी डेक स्थौग की आयतन पारगम्यता 25 प्रतिशत मानी जाएगी । 

गया ग़टिग लीवर ( भी जैड ) की कर्व विग्नाने याला रेखाचित्र । जहा 
( घ ) स्थिरता की गणना करने में अधिसंरचनामों और बैंक हाउजों लकड़ी क स्थौरा की उत्प्लावकता के लिए क्रेडिट दिखाया गया है , वहा 
को , जिन्हें बन्द नहीं माना जाता है, उम मुझाव नक हिगाम में लिया जा राइटिंग लीवर ( जी जैप ) की कर्व केचि सहित और उसके बिना खीची 
सकता है, जिस तक उनके द्वारा जलप्लाबित होते हैं । हम मुलाय पर जानी चाहिए । 


- - - -- 


- 


- 


- 
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--- --- - : . - - - - 
( ग ) मेटासेन्टर की ऊंचाई और राइटिंग लीवर ( जी जैड ) की 

चतुर्थ अनुसूची 
ऋ ष मुक्त तल के लिए ठीक किए जाएंगे । 

[नियम 48 (1) देखिए। 
( घ ) जहां उपपरा ( क ) में निर्दिष्ट शर्तों में से किसी में दिम की स्वचालित छिड़काषक और अग्नि एलार्म और अग्मि संसूचना 
यषेष्ठ माना है, वहाँ मेटासेन्टर की ऊंचाई और राइटिंग लीवर की कर्व 

व्यवस्था 
के ट्रिम अल लाइन से प्रवधारण किए जाने की अपेक्षा की जा सकती है । 

जहां स्मचालित छिड़कावक और अग्नि एलार्म और अग्नि 
( ङ ) यदि केन्द्रीय सरकार की राय में उपपैरा ( क ) ( iii ) में मंमुचना व्यवस्था दी गई है , वहां यह निम्नलिखित अपेक्षाओं 
निर्दिष्ट शर्तों में से किसी एक या दोनों में स्थिरता लक्षण संतोषजनक को पूरा करेंगी : 
नहीं हैं , तो ऐसी शर्तों को तदनुसार चिन्हित किया जाएगा और मास्टर के 

1 . सामान्य : (1 ) वह हर समय तत्काल परिचालन योग्य 
लिए सुसंगत रेखाचित या विवरण पर, उपयुक्त मावनी पृष्टांकित की 

होगी और कमी दल को उसे पलाना नहीं होगा । वह 
जाएगी । 

गीले प्रकार की पाइप की होगी परन्त जहां कोई पूर्वी 
( 11 ) पर्याप्त स्थिरता बनाए रखने के लिए जहां विशेष प्रक्रियाएं , 

वधानी हो वहां छोटे मुले खण्ड सुख प्रकार के पाइप के 
जैसे स्थोरा, ईधन , ताजा जल या अन्य प्रयोजनों के लिए बनाए गए 

होंगे । व्यवस्था के कोई भाग जो संवा में हिमकारी 
विशिष्ट स्थानों को भागत. या पूर्णतः जैसी भरने की प्रक्रिया प्रावश्यक 

ताप के अधीन हों , वह उपयुक्त रूप में हिमीकरण से 
है वहां प्रत्येक मामले में , उपयुक्त प्रक्रिया के लिए अनुदेशों पर एक 

मरक्षित होगा । उसे आवश्यक दाब पर चार्ज किया 
विवरण । 

जाएगा और उसके लिए इस अनुसूची द्वारा अपेक्षित 

निरन्तर जल की आपूर्ति की व्यवस्था की जाएगी । 
( 12 ) स्पोरारहित दशा की विशिष्टियों की प्रानति परीक्षण और 
उसकी संगणना की रिपोर्ट की एक प्रति । 

( 2) छिड़कावकों के प्रत्यक खण्ड के अन्तर्गत , जब कभी 

कोई छिड़कावक परिचालन में आए , एक या अधिक 
( 13) स्थिरता मानक : ---( क ) सभी पोन , जय तमं कि अन्यथा 

सूचक एककों पर अपने आप दृश्य और श्रव्य चेतावनी 
विनिर्दिष्ट रूप से अनुज्ञात न किया जाए, निम्नलिखित न्यूनतम स्थिरता 

सिगनल के लिए साधन हैं । ऐसे एककों में व्यवस्था 
के मानकों का पालन करेंगे : - - 

द्वारा कार्यरत किसी स्थान में अग्नि और उसकी 
( i ) राइटिंग लीवर कवं ( जी जैड़ ) के अधीन क्षेत्र 30 मुकाव 

स्थिति दर्शित होगी और वे नौचालन पल या मख्य 
तक 0 . 055 मीटर रेडियन से कम नहीं होगा और 40 

अग्नि नियंत्रक स्टेशन पर केन्द्रीत होंग , तथा वे इस 
या जलप्लावन के कारण , यदि वह 40 से कम हो , ताकि 

प्रकार रक्षित या सज्जित होंगे जिससे कि यह सनि 
७ . 09 मीटर रेडियन से कम नहीं होगा । इसके अतिरिसत 

श्चित हो सके कि सन्त्र से कोई चेतावनी की दल के 
राइटिंग लिवर कर्य के अधीन क्षेत्र , 30 और 40° भुकाव 

जिम्मेदार सदस्य को तत्काल प्राप्त हो जाएगी । ऐसी 
के बीच या 30° और जलप्लाषन के कोंण के बीच, यदि 

चेतावनी व्यवस्था इस प्रकार निर्मित होगी कि यदि 
यह 40° से कम हो , 0 . 03 मीटर रेडियन से कम नहीं 

व्यवस्था में कोई खराबी हो तो वह उसे दिखा सके । 
होगा । 

2 . छिड़कावक व्यवस्थाएं : (1 ) छिड़कावक पृथक अप में 
( ii ) राइटिंग लिवर ( जी जैड ) 30° या अधिक से झुकाव पर कम 

रखे जाएंगे , जिसमें से प्रत्यक राप में 200 से अधिक 
से कम 0 . 20 मीटर होगा । 

छिड़कावक नहीं होंगे । छिड़कावकों का कोई अप 

दो डेकों से अधिक पर काम नहीं करेगा और यह एक 
( iii ) अधिक से अधिक राइटिंग भुजा 30° से अनधिक झुकाव पर 

म रूप ऊर्ध्वाधर जोन से अधिक में स्थिति नहीं होगा : 
होनी चाहिए । 

परन्तु यदि केन्द्रीय सरकार का समाधान हो जाए कि 
(iv ) भारंभिक मेटासेन्ट्रिफ ऊंचाई ( जी एम ) 0 . 15 मोटर से 

अग्नि से पोस की रक्षा उसके द्वारा कम नहीं होगी , तो 
कम नहीं होगी । 

यह दो डेकों से अधिक पर काम करने की या एक मुख्य 
( ख ) यात्री पोत, निम्नलिखित अतिरिक्त अपेक्षानों का पालन 

ऊर्ध्वाधर जोन से अधिक में स्थित होने की अनुज्ञा दे 
करेंगे :- - 

सकती है । 
(i ) पोत में एक पोर यात्रियों के इकट्ठा होने से मुकाथ 10 से (2 ) छिड़कावको का प्रत्येक अप केवल एक रोक वाल्व द्वारा 
अधिक नहीं होगा । 

पृथक होने में सक्षम होगा । प्रत्एके ग्रुप में रोक पाल्प 
( ii ) पोत के सर्विस गति पर मुड़ने के कारण झुकाप नीचे दिए 

तक सहज पहुंच हो सकेगी और इसकी स्थिति स्पष्ट 

तया और स्थायी रूप से सूचित की जाएगी । कोई 
सूत्र के 10° से अधिक नहीं होगा 

अनधिकृत व्यक्ति रोक वाल्वों का परिचालन न 
वी2 

कर सके इसके साधन दिए जाएंगे । 
एम पार - 0 . 02 ------ - - - ( के जी --- ---- --- 

( ३) तन्त्र में दाब दिखाने वाला गेज , रोक वाल्व के प्रत्येक 
एल 

खण्ड पर और मध्य स्टेशन पर दिया जाएगा । 
जहाँ एम - प्रार = मुकाव घुर्णन ( मीटरी टमों में ) । 

) छिड़कावक , समद्री वातावरण से होने वाले संक्षारण 
पी - सर्विस गति मीटर प्रति सेकिंड 

को रोकेंगे । आवास और सेवा स्थानों में छिड़कावक 
एल = जलरेखा पर पोत की संवाई ( मीटरों में ) 

88° से . से 70° से . साप रेंज के बीच परिचालित होंगे 
A - विस्थापन मैट्रिक टनों में 

किन्तु ड्राइंग कक्षों से स्थानों में , जहां उच्य परिवेशी 

ताप प्रत्याशित है , परिचालन ताप अधिकतम डेक शीर्ष 
ही = प्रोसप्त ड्राफ्ट 

ताप से अधिक से अधिक 30° से . ऊपर किया जा 
के भी = मौतल के अपर गुरूत्व केन्द्र की लम्बाई ( मीटरों में ) । 

सकेगी । 


- - - 


-- 
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( 5) स्थिति दिखाने वाले प्रत्येक एकक पर एक सूची या 8 . छिड़कावक पंप और टंकी की अवस्थिति : छिरकाचक पंप 

रेखांक प्रर्दाशत होगा जिसमें पृथक खंड के संबंध में और टंकी प्रवर्ग क की किसी मशीनरी स्थान से युक्तियक्त दूरी 
उमके अन्तर्गत आने वाले क्षेत्र और जोन की स्थिति पर स्थित होगी और वे ऐसे किसी स्थान में नहीं होंगे जिनकी 
दिखाई जाएगी । कहां परीक्षण और अन रक्षण के लिए सुरक्षा छिड़कावक व्यवस्था द्वारा अपेक्षित है । 
उपयुक्त अन देश उपलब्ध होंगे । 

7 . शक्ति प्रदाय : समद्री जल पंप , स्वचालित एलार्म और 
3 . छिड़कायकों की अवस्थिति : छिड़कावक ऊपरले स्थान परिचयन व्यवस्था के लिए शक्ति प्रदाय के स्त्रोत दो से कम नहीं 
में रखे जाएंगे और इस प्रकार उपाक्त अंतर से रखे जाएंगे कि होंगे । जहां पंप का शक्ति स्त्रोत विद्युत हो , वहां ये मुख्य जनित्र 
छिड़कायको के लिए नियत नाममात्र क्षेत्र पर कम से कम पांच और शक्ति के आपात स्त्रोत के रूप में होंगे । पंप के लिए एक 
लिटर प्रति वर्गमीटर की औसत दर से छिड़काव हो सके : प्रवाय मुख्य स्विच बोर्ड से और दूसरा इस प्रयोजन के लिए एक 
परन्त केन्द्रीय सरकार उपयक्त रूप से जल के छिड़काव के 

मात्र आरक्षित पृथक मंभरक से आपात स्विचबोर्ड से लिए 

जाएंगे । 
लिए , उक्त दर से भिन्न किसी अन्य दर पर छिडकावकों के 
इस्तेमाल की अनुज्ञा दे सकेगी किन्तु यह तब जब इस बाबत उसका संभरक इस तरह व्यस्थित होंगे ताकि रसोईघर , मशीनरी 
यह समाधान हो जाए कि ऐसे छिड़कावक उसी प्रकार कार्यक्षम स्थान और उच्च अग्नि जोखिम के अन्य वेष्टित स्थानों के सिवाय 

जहां तक हो यह यथाचित स्विचनोड तक पहुंचने को आवश्यक 
4 . याब टकी (1) : इस उपपरा में विनिर्दिष्ट जल चार्ज 

हो , और ये छिड़कायक पंप के समीप स्थित स्वचलित बदले 
कं कम से कम दुगने पर समान आयतनी दाब टंकी दी 

स्विच से साल होंगे । यह बिच मख्यबोर्ड से जब तक कि उससे 
जाएर । उस टंकी में जल की उस मात्रा के बराबर जो 

प्रदाय उपलब्ध हो , शक्ति प्रदाय करेगा और ऐसी डिजाइन के 
पैरा के उपपरा (2 ) में उल्लिखित पंप द्वारा एक । 

होंगे कि उस प्रदाय के विफल होने पर यह आपात स्विचबोर्ड से 
मिनट में निकलेगी , ताजे जल का स्थायी चार्ज होगा 

स्वत : प्रदाय करंगा । मख्य स्विच बोर्ड और आपात स्विचबोड 
और उस टंकी में ऐसे वाय दाब अनुरक्षण के लिए इन्त 

पर स्पष्टतया लेबल लगे हुए होंगे और वे सामान्यतया बंद रखे 
जाम किए जाएंगे कि यह सुनिश्चित हो जाए कि 

जाएगे । संबंधित संभरकों में दूसरा स्विच लगाने की अनुमति 
जहां टंकी में ताजं जल के स्थायी चार्ज का प्रयोग किया 

नहीं होगी । चेतावनी और संचन व्यवस्था के लिए शक्ति 
गया है वहां दाब , छिड़कावक के कार्यकरण दाब और 

प्रदाय के स्त्रोतों में से एक स्त्रोत आगात स्त्रोत से होगा । वहां पंप 
व्यवस्था में उच्चतम छिड़काधक की टंकी के तल से 

के लिए एक शक्ति स्त्रोत आन्तरिक दहन प्रकार के इजन 
मापित जल शीर्ष के कारण दाब से मिलकर कम नहीं 

से है , वहां यह पैरा 8 के उपबन्धों का अन पालन करने के अति 
होगा । टंकी में वाब के अधीन वाय और ताजा जल 

रिक्त , इस तरह स्थित होगा कि किसी सरक्षित स्थान में अग्नि 
खार्ज के पुनर्भरण के लिए उपयुक्त साधन दिए 

में , मशीनरी के लिए वाय आपूर्ति प्रभावित न हो । 
जाएंगे । टेंक में पानी के स्तर को ठीक -ठीक दर्शाने 8 . बाहय संयोजन : छिड़कावक व्यवस्था पोत के मुख्य अग्नि 

के लिए एक कांच की गज का उपबंध किया जाएगा । पाइप से संयोजित होगा । यह संयोजन स्थान पर ताला लगाने 
( 2 ) टंकी में समंद्री जल के प्रवेश को रोकने के लिए साधन 

योग्य स्क्रूडाउन एकतरफा वाल्व वारा संयोजित किया जाएगा 
दिए जाएंगे । 

जो मुख्य अग्नि पाइप को छिड़कावक व्यवस्था से लौटते प्रवाह को 

रोकेगा । 
6 . पम्प : (1 ) छिड़कावको में लगातार स्वत : जल की निकासी 
के लिए एक स्वतन्त्र शक्तिा पंप दिया जाएगा । दाब 

9 परीक्षण के लिए उपबंध : (1 ) एक छिड़कावक के परि 

चालन के बराबर जल के निकास द्वारा , छिड़कावकों 
टंकी में से स्थायी चार्ज ताजा जल पूर्णत : निकल जाने 

के प्रत्येक खण्ड के लिए स्वचालित चेतावनी के 
से पूर्व व्यवस्था में पम्प दान वत्रास द्वारा स्वतः कार्य 

परीक्षण के लिए , एक परीक्षण बाल्य दिया जाएगा । 
करने लगेगा । 

प्रत्येक खण्ड के लिए परीक्षण वाल्व , उस खण्ड के लिए 
( 2) पंप और नल व्यवस्था उच्चतम छिड़कावक के स्तर पर 

रोक वाल्व के समीप स्थित होगा । 
आवश्यक दाब को बनाए रखने के लिए इस प्रकार ममर्थ 

( 2) व्यवस्था में बाब कम होने पर , पंप के स्वपरिचालन के 
होगा कि परा 3 में विनिर्दिष्ट छिड़काव दर पर कम 

___ परिक्षण के लिए माधनों का उपबन्ध किया जाएगा । 
से कम 280 वर्ग मीटर क्षेत्र पर एक साथ पर्याप्त जल की 
लगातार निकामी मनिश्चित हो सके । 

(8 ) किसी एक उपदर्शित स्थितियों पर स्विच दिए जाएंगे 

जिनमें चेतावनी और छिड़कावकों के प्रत्येक खण्ड के 
( 3 ) पंप के निकास छोर पर, एक परीक्षण वाल्वा एक पाइप 

लिए सूचकों का परीक्षण किया जाए । 
के साथ जिसका मख सला हुआ है , लगाया जाएगा । 
वाल्व एक और पाइप का प्रभावी क्षेत्र अपेक्षित पंपा 

10 . अतिरिक्त छिड़कावक की व्यवस्था : छिडकावकों के 
निर्गम के लिए पर्याप्त होगा , जब पैरा 4 के उपपरा (1 ) 

प्रत्येक खण्ड के लिए छह अतिरिक्त छिड़काटक दिए जाएंगे । 
म यिनिर्दिष्ट व्यवस्था में पाब का अभरक्षण किया 

पंचम अनुसूची 
जाए । 

[नियम 48 (2) देखिए । 
( 4) पंप में समुद्री जल का प्रवेश द्वार , जहां सभव है , उस 

साथ्न पार होगा जहां पंप स्थित है और वे इस तरह स्वचालित अग्नि चेतावनी और अग्नि संसूचन व्यवस्था 
व्यवस्थित होंगे कि जब पोत जल पर हो , तो यह पंप 
के निरीक्षण या मरम्मर म भिन्न किमी प्रयोजन के लिए जहां इन नियमों के उपबन्धों के अनपालन में स्वचालित 
पंपों से मम श्री जल की आपूर्ति को मन्द करना आवश्यक अग्नि चेतावनी और अग्नि मंचन की व्यवस्था दी गई 
नहीं होगा । 

है , वहां वह निम्नलिखित अपेक्षाओं को पूरा करेगी : 


- 


- . - - . 


-- - - 


- 


- 
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- - - - - - - 
1 . सामान्य ( 1) यह हर समय सत्काल परिचालन के योग्य जाएगा और डेक क्षेत्र के प्रत्येक 37 वर्गमीटर के लिए कम से कम 

होंगी और कमी दल को उस चलाना नहीं होगा । एक मंचक होगा । बड़े स्थानों में संसूचक नियमित टर्न म 
( 2) संसचकों के प्रत्येक खण्ड में , जब कभी कोई संस चक 

व्यवस्थित हो ग ताकि कोई संमचक दूसरे संग एक से 9 मीटर या 
परिचालन में आता हो , एक या दो उपदर्शक एककों 

गीतभीत से 4 . 5 मीटर में अधिक दूर न हो । 
पर अपने आप वश्य और भव्य चेतावनी मंकत देने के ___ 6 . शक्ति प्रदाय : अग्नि चतावनी और अग्नि समचन 
लिए साधन भी सम्मिलित हैं । ऐसे एकक व्यवस्था व्यवस्था के परिचालन में प्रयोग किए जाने वाले विद्यत उपस्कर 
दवारा काररत किसी स्थान में किसी अग्नि और के लिए शक्ति प्रदाय के कम - से - कम दो स्रोत होंगे , जिनमें से 
उसकी स्थिति की सूचना देंगे और ये नोचालन पल एक आपाः स्त्रोत होगा । यह दाय इस प्रयोजन के लिए आर 
पर या मस्र अग्नि नियंत्रण स्टेशन पर केन्द्रित होंगे जो क्षित पथक मभरको में किया जाएगा । ऐसे मंभरक , अग्नि 
इस तरह व्यक्तियों द्वारा रक्षित या सुसज्जित होंगे संसूचन सस्था ब लिए नियंत्रण स्टेशन म स्थित अन्तरण स्विच 
कि यह मनिश्चित हो जाए कि इस व्यवस्था में कोई से चाल होंगे । बिजली की तार व्यवस्था का इंतजाम इस प्रकार 
चंतावनी कमी दल के किसी जिम्मंदार सदस्य को तत्काल का होगा जिसमें कि उच्च अग्नि जोखिम काले रमोई और मशी 
प्राप्त हो जाए । ऐसी चेतावनी व्ययस्था की संरचना इम नरी स्थान और अन्य आहातायत स्थान से दूर हों , सिवाय 
प्रकार की जाएगी कि व्यवस्था में यदि कोई अटि हो वहां के जहां ऐसे स्थानों में या र. धोचित स्वि, चमोर तक पहुंचने 
तो वह उपदर्शित हो जाए । 

क लिए अग्नि मंचन के लिए आवश्यक हो । 
2 . संसूचना इन्तजाम : मंसूधको को अलग -अलग खण्डों 

7 . परीक्षण आदि के लिए उपबंध : (1 ) प्रत्यक रूण्ड से 
मरों में रखा जाएगा । प्रत्येक खण्ड , ऐसी व्यवस्था द्वारा 

संबंधित स्थानों और जोनों की स्थिति दिखाने वाले हर 
कावरैठ 50 कक्षों से अधिक के लिए नहीं होगा और उसमें 100 

उपरिक एकक पर एक सूची या रेखांक प्रदर्शित किया 
में अधिक संसूचक नही होगे । मंचको का एक खण्ड गोत के 

जाएगा । परीक्षण और अनरक्षण के लिए उपर बल अग 
डाबा और जमना बाज , दोनों स्थानों पर , कार्य नहीं करेगा और 

देश दिए जाएंगे । 
न एक बैंक में अधिक र र कार्य करेगा और न यह एक गख्य 
ऊर्याधर जोन से अधिक में स्थित होगा : 

( 2) संसुचन स्थितियों पर तप्त वाय या धन छोड़ने के लिए 
परन्त यदि केन्द्रीय सरकार का समाधान हो जाए कि उससे 

साधन उपलबध करके संसहकों और उपदर्शक एकको 
पोत की अग्नि में मरक्षा में कोई कमी नहीं होगी तो वह यह 

के मही परिचालन के परीक्षण के लिए व्यवस्था की 
अनज्ञा दे सकंगी कि संसचको का कोई वण्ड गोत के डाबा और 

जाएगी । 
जमना बाज , दोनों और तथा एक से अधिक डेक के लिए कार्य 8 . अतिरिक्त मंसच को की व्यवस्था : प्रत्येक खण्ड के लिए 
पर सवा कर सकता है । । 

प्रत्येक पचास संसचकों या उसके किसी भाग पर एक अतिरिक्त 
3 . व्यवस्था के प्रकार : ट्यवस्था संरक्षित स्थानों में से किसी 

मंसचक दिया जाएगा । 
में प्रारम्भी अग्नि की सूचना दने के लिए असामान्य हाय ताप 

( छठी अनुसूची ) 
द्वारा , असामान्य भम्र मान्द्रण द्वारा या ऐमी अन्य बातों द्वारा 
परिमालित होगा जिससे प्रारंभी अग्नि की मचना मिलती हो । 

( नियम 164 वेखिए ) 
वर दस्थाए जो दार ताग संवेदी हो वे 5 से . कम पर परि 

यात्री पोत सबक्षण के लिए फीस 
चालित नहीं होगी और वं 74° से . . से अनधिक ताप पर तब 

1. यानी पोत सर्वेक्षण के लिए फीम नीचे दी गई मारणी में विनिर्दिष्ट 
परिचालित होगी जव उन स्तरो पर बढ़ी हुई ताप प्रत्येक मिनट 

दरों पर देय होगी : --- 
1° से . से अधिक हो । अनझम परिचालन ताप , शकन कक्षों 
और सामान्यतया उच्च परियेशी ताप वाले वैसे ही स्थानों में 

पोत का कुल टन प्रथम यात्री पोत सर्वेक्षण वार्षिक सर्वेक्षण के लिए फीम 
अधिकतम पोसभीत ताप के ऊपर , 30° में . तक की वृद्धि दी 

भार या निर्माणाधीन सर्वेक्षण 
जाएगी । ये व्यवस्थाएं ओ धम्र सांद्रण के लिए मंवेदी हों वे पार 

के लिए फीम 
पित प्रकाश किरणों की तीव्रता को कम होने पर परिचालित 

- - - - • - - 
होंगी । परिचालन की अन्य समान प्रभावी प्रणाली स्थीदत की 
जा सकती है । संसचन व्यवस्था अग्नि संसाचन में भिन्न किसी 

- - - 
उद्देश्य के लिए प्रयोग नहीं की जाएगी । 

1 . 100 टन 100070 

600 रु० 

भार से कम 
____ 4 , संसकों का परिचालन : मंसचको को खोलने और बंद 
करने या अन्य यथाचिस रीतियों द्वारा चेतावनी देने के लिए 

2. 100 टन 30000 

16000 
व्यवस्थित किया जाएगा । के ऊपरली स्थिति में फिट किए 

भार और 
जाएंगे और उन्हें आधास और भौतिक क्षति से उपयुक्तत : सर 

उमसे अधिक 
क्षित रखा जाएगा । वे समुद्री वातावरण में प्रयोग के लिए उप 

किन्तु 500 
यक्त होंगे । उन्हें धरनों और अन्य वराओं से जिनमें संवेदी 

टन भार से कम 
तत्व गमों या धम्र के प्रवाह में माधा पड़ने की संभावना हो , स्पष्ट 

60000 

3. 500 टन 
रूप में खली स्थिति में रखा जाएगा । बन्द करने वाले संपकों 

2500 रु० 
वारा परिचालित समुचक सील किए गए सम्पर्क प्रकार के होंगे भार और 

और परिपथ पटियों को दिखाने के लिए निरन्तर मानीटर उममे अधिक 
किए जाएंगे । 

किन्तु 1000 

टन भार से 
5 . स्मचक समहीकरण : जहां मंगचना सुविधाएं हों , 

से कम 
वैसे प्रत्येक स्थान में कम से कम एक ऐसचक संस्थापित किया 


- --- 

- - - - 


- - - 


- 


- - 


- 


- . - - - 


- - -- 


[ भाग II - - खण्ड ( i)] 
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41 . 1000 टन प्रथम 1000 टन भार के प्रथम 1000 टन भार के 

भार और लिए 61010 10 सौर प्रत्येक लिए 2500 र . और प्रत्येक 
उसमें अधिक अतिरिक्त 100 टन भार अतिरिक्त 100 टन भार 
किन्तु 3000 या उसके किसी भाग के लिए या उसके किसी भाग के 
टम भार से 300 म० 

लिए 100 रु . 
कम 


5 . 3000 टन प्रथम 3000 टन भार के प्रथम 3000 टन भार के 

भार सौर लिए 12000 2 और लिए 15002 और प्रत्येक 
उसमें अधिक प्रत्यषः अनिरिकन 100 टन निरिक्त 100 टन भार 
किन्तु 5001) भार या उममे किसी भाग या उमक किमी भाग के 
टन भार से के लिए 2500 लिए 750 
कम 


IV . यदि गोत का गपेक्षगा “नान गक्षण " के गिदान्न पर किया 
जाता है तो ऐसी अतिरिक्त फीम देय होगी जो इन नियमों के यात्रीन 
मर्यक्षण के बारे में मवेय फीम की एमः निहाई है । 
____ V. अनिकाल फीग : में मर्येभणी या निरीक्षणा के संबंध में , जो 
पूर्णत. या भागतः कार्यालय भमय से भिन्न ममय में किए जाते है, प्रभार्य 
अनिकाल फीम निम्नलिखित रूप में विनियमित होगी :- - 
( क ) जहां, पोत के स्वामी या मास्टर के पाय वन पर , सर्वेक्षक को 

भायं 5 बजे के बाद किन्तु मायं 8 बजे से पूर्व या प्रातः 
6 बजे में प्राम. ) बजे के पीण पोत का गर्वेक्षण या निरीक्षण 
करने को कहा जाता है, तो यहां 15() सपए अतिरिक्त फोग 

देय होगी । 
( ख ) जहां मर्वेक्षक को सायं 8 बजे में प्रान ५ बजे के बीच सर्वेभण 

या निरीक्षण के लिए कहा जाता है, बहा 200 रुपए अतिरिक्त 

फोम देय होगी । 
( ग ) जहां मर्येक्षक को प्रातः 9 बजे गे गायं 5 बजे के यस मवें 

भण पूरा करने को कहा गया है और उसे स्थामी या अभिकर्ता 
के अनुरोध पर मागं 5 बजे के पश्चात् रोका जाता है , वहां 
यदि सर्वेक्षक मायं 8 बजे या उसमें पूर्व छोड़ दिया जाता है 
मो 151) झपाए और यदि उसे सायं 8 बजे के बाद तक रोका 

जाता है तो 200 • अतिरिकन फीस देय होगी । 
( घ ) जहां पोन के स्वामी या मास्टर ने प्रातः । म में मायं 

5 बजे के बीच सर्वेक्षण करने को कहा है और शासकीय 
व्यवस्था के कारण इन घंटों के बीच हम कार्य को करने की 
अनुमति न हो . तो मायं 8 बजे मे प्रातः 9 बजे के बीच 
किर गा विमी काम के लिए अतिरिक्त फीम प्रशार्य नहीं 
होगी । 


6. 5000 टन प्रथम 5000 टन भार के प्रथम 5000 टन भार के 

भार और लिए 17000 20 और लिए 6000 2 और प्रत्येक 
उममे अधिक प्रत्येक अतिरिक्त 100 टन अतिरिक्त 100 टन भार 
किन्तु 10000 भार या उसके किमी भाग के या उमके किसी भाग के लिए 
टन भार मे लिए 2000 


( 050 


7. 10000 टन . प्रथम 10000 टन भार के प्रथम 10000 टन भार के 

भार पौर लिए 2701010 10 पौर लिए 90000 E पीर 
उममे अधिक प्रत्येक अतिरिक्त 100 टन प्रत्येक अतिरिक्त 100 टन 
किन्तु 

भार या उसके किसी भाग भार या उसके किमी भाग 
15000 टन के लिए 150 र, . के लिए 50 50 
भार से कम 


$ 15000 टन प्रथम 15000 टन भार के प्रश्रम 15000 टन भार के 

भार सौर लिए 3 -15000 और ह लिए 11500 का और 
उससे अधिक प्रत्येक अतिरिक्त 100 टन प्रत्येक अतिरिका 100 टन 

भार या उसके किमी भाग भार या उसके किमी भाग 
के लिए 12550 के लिए 40 ० । 


( क ) जहाँ मर्यक्षका को किमी रविवार , द्वितीय शनिवार या किसी 

मार्वजनिक अवकाश के दिन , जब वाणिज्यिक समुद्री बेडा 
विभाग के कार्यालय बन्द रहते है , पोल का मर्वेक्षण या 
निरीक्षण करने को कहा जाता है , वहां 250 रुपए अतिरिक्त 
फीम देय होगी । 


- - 


- 


- - - - - - - 


- - - 


] . यदि पास ब्रोन , मणीनरी या उपकार, सर्वेक्षण घोषणा की तारीख 
में एक वर्ष से कम की अन्त्रि के लिए पर्याप्न मनाया गया हो तो 
प्रमाणीकृत अवधि के प्रत्येक माय या उसके किसी भाग के लिए फीग , 
उक्त मारणों के अनुमार दय फीम के एक बटा बारह फो दर से देय 
होगी : 


( च ) अहो मर्वक्षनः को खण्ड (क ), ( ख ) पीर ( 1 ) में विनिर्दिष्ट 

wy में बताया जाता है या खर ( ग ) में विनिदिष्ट गप में 
रोका जाता है वहां पोन का स्वामी या मास्टर सम नथ्य 
की सूचना प्राणिज्यिा मगदी बेड़ा विभाग के यथास्थिति 
प्रवान अधिकारी या भारसाधक सर्वेक्षक को लिखित मा में 
दगा । 


पग्नु - - 
( क ) न्यनतम फीग यापि फीम की एक चौथाई होगी , 


[ फा 


( म ) मर्वेक्षण का म्यम्प चाहे जो भी हो . निम्नलिखित मामलों में 
मम्पूर्ण फोम देय होगी : --- 

( i ) पहली बार मर्वेक्षण के अधीन पाने वाले पोन के मामले में , 


मं० एम० समन्य म म पार ( 1 )/ 74 = एम . ] 

के लाल , अवर सचिव 
MUINISTRY OF SHIPPING AND TRANSPORT 

(Shipping Wing ) 


New Delhi, the 13th February , 1981 


(ii ) यदि कोई गौन पूर्ण रूप से मक्षिन हो जाता है किन्तु 

उमका म्वामी या मास्टर मर्वेक्षक की मिफारिश पर किसी 
कारणवण मरम्मत नही कराना चारना है या मरम्मत कराने 

में असमर्थ है, या 
( iii ) नम सर्वेक्षण छोटे मोट योगेंकोडकर , पूरा हो गया । 

III उपपैग ( i ) में विनिर्दिष्ट फीम मभण घोषणा अनुदन करन 
के लिए गर्वेक्षक की फीम है, चाहे मर्वेक्षक को गर्वेक्षण के लिए कितनी 
ही बार पाना पड़े । 


G .SR. 267. The following draft of certain rules which the 
Central Government proposes to make in cxcrcise of the 
powers conferred by sections 236 , 282 , 284 and 457 of the 
Merchant Shipping Act, 1958 ( 44 of 1958 ) in supersession of 
the Unberthed Passengers CAvailability of Spacc ) Order , 1953 
and the Inçlian Merchant Shipping Construction and Survey 
of Passenger Steamers ) Rules , 1956 , is hereby published as 
required by sub -section ( 1 ) of section 236 and section 282 of 
the spid Act for the information of all per ons likely to be 
affected thereby un nolice is hereby given that the said draft 
will be taken into consideration on or aftst the cxpiry of in 
period of sixty days from the date of publication of this notifi 
cation in the Officiul Guzette . 
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-- -- -- - -- - - - -- - - 
Any objection or 47ggestion which may be received fropi 

1956 read with suh cucmptions ay the Central GoT 
any person with respect to the said draft before the cxpiry 

dinmeni niay have grted from time to time. 
of the period so specified will be considered by the Central 
Government. 

2 . Definitions. — In these rules , unless the context otherwise 

requires 
DRAFT RULES 

( i) “ A Class Division " means a bulkhead or a part of a 
PART 1 

deck in either case complying with the applicable 

requirements of Part II, Chapter 2, of these rules ; 
Prellminary 

( ii ) " accommodation ypace " means any space used for 
1. Short title , commencement and application. - ( 1 ) Theve 

accommodation purposes and includes 
Tules may be called the Merchant Shipping ( Construction and 

( a ) passenger space , 
Survey of Passenger Ships) Rules, 1981. 

(b ) crew space, 
(2 ) They shull come into force on the date of their publi 

(c ) offices, 
cation in the Official Gazette . 

( d ) pantries; and 
( 3) (a ) Save as otherwjae provided in clause (b ), they shall 

( c) space similar to any of the foregoing spaces not 
apply to --- 

being services or open spaces on deck ; 
(i) every sea going passenger ship , being a new ship of 

( iii ) “ Act" means the Merchant Shipping Act, 1958 (44 of 
Classes I and II registered in India , wherever it is ; 
( ii ) every special trade passenger ship , being a new ship 

( iv ) " auxiliary stairway“ means a otairway madlo of steel 
of classes III to VII, both inclusive registerou in 

or other suitable material which does not form part 
India , wherever it is; 

of a nicans of c care and which served only two 

deck ; 
( ül) every sen going passenger ship of Classes I and II 
registered in any country outside India while such 

(v ) “ B Class Division " means a bulkhead complying with 
ship is at a port or place in India or within the 

the applicable requirements of Part II, Chapter 2 , 
territorial waters of India ; and 

of these rules ; 

( vi) " breadth of a ship " means for extreme width of any 
(iv ) every special trade passenger ship of classes II and 

ship from outside the frame to outside the frame 
IV registered in any country outside India where such 
ship is at a port or place in India or with the terri 

at or below the deepest sub - division load line; 
torial waters of India : 

( vii) " bulk -head deck " means the uppermost deck lipto 

which the transverse watertight bulk hcads are 
Provided that nothing in these rules shall apply to any 
yhip by reason of its being at a port or place in India or 

corricd ; 
within territorial waters of india if it would not bave been at ( viji) " curgo spaces" means spaces appropriated for cargoes 
any such port or place or within territorial waters but for 

other than mail and bullion and trunks leading to 
the stress of weather or any other circumstance that neither 

such spaces ; 
the master nor the owner nor the charterer, if any, of the 

(ix ) " combustiblc material" means any material which is 
ship could have prevented or forestalled . 

not " incombustible " ; 
(b ) Nothing in these rules vhall apply to any passenger ship , 

(x ) " crew space" means accommodation provided exclu 
being an existing ship , if it complies with any of the follow 

sively for the uso of the crew ; 
ing requirements, namely : - - 

( xi) " criterion numeral" in relation to any ship means cri. 
(i) in the case of a sbip of Clanses I or II, the keel of 

terion numoral of the ship determined in accordance 
which was Jaid or which way al a similar stage of 

with the applicable provisions of the First Schedule; 
construction before the 19th day of November , 1952 

(xii) " draught" incans the vertical distance from the 
. . . . . . . the requirements of the International Con 

moulded base -line amidships to a subdivision loud 
vention on Safety of Life at Sea , 1929 ; 

water line; 
( ii ) in the case of a ship of Classes JI or IV , the keel 

( xiii ) " equivalent inalerial" when used in the expression steel 
of which way laid or which was at it similar stuge 

or other cquivalent material" means any material 
of construction before the 19th day of November , 

which by itself or by reason of insulation provided 
1952 , . . . . . . . . . . the requirements of the Interna 

possesses structural and integrity properties equivalent 
tional Convention on Safety of Life al Sea , 1929 read 

to steel and proves such properties when subjected 
with the requireinents of tho Simla Rules, 1931; 

to an appropriate fire test; 
(iii ) in the case of a ship of Classes I, II, m o r ( iv ) " exising ship ” means a sbip the keel of which was 
IV , the keel of which was laid or which was at a 

Taid or which was at a similar stage of construction 
similar stage of construction on or after the 19th 

before the date of coming into force of these rules; 
day of November , 1932 but before the 26th May , 

( xv ) " factor of sub- division " in relation to any ship or a 
1963, . . . , ... . , the requirements of the Indian Mor 
chant Shipping (Construction and Survey of Passenger 

portion thereof means the factor of sub - division deter 

mined in accordance with the applicable provisions 
Steamers ) Rules , 1956 ; 

of the First Schedule; 
(iv ) in the case of a ship of Classes I or JI. the keel of 

( xvi) " floodable length " in relation to any portion of a 
which was laid on or after the 25th May, 1965 but 

ship at any draught means the maximum length of 
before coming into force of these rules. . . . . . ..... the 

thal portion having its centre at a given point in a 
requirements of the International Convention on 

ship which at that draught and under such assump 
Safety of life at Sea , 1960; 

tion of permeability set forth in the First Schedulc og 

are applicable in the circumstances, can be flooded 
(v ) in the case of a ship of Classes III or IV , the keel 

without submerging any part of the ship s margin 
of which was laid on or after the 25th May , 1965 

line when the ship has no list; 
but before coming into force of these rules ,. . . . . 
the requirements of the International Convention on 

( xvii) " incombustiblc material" means any material which 
Safety of Life at Sea, 1960 read with the require. 

when heated to a temperature of 750°C neither burns 
ments of the Simla Rules, 1931; and 

nor gives of inflammablc vapour in quantity sullicient 

to ignite a pilot flame; 
(vi) in the case of a ship of Classes V , VI or VII, the ( xviii ) " independent power pump" means a pump operated 
requirements of the Indian Merchant Shipping (Const 

by power to otherwise than by power generated 
uction and Survey of Passenger Steamers) Rules , 

from ship s main engine ; 


— 
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( xix ) " length " in relation to sub - division of passenger ships 

(b ) in the case of electro -hydraulic steering gear, the 
means the length measured between perpendiculars 

electric motor, its associated electrical equipment 
tako , at the extremities of the deepest sub - division 

and connected pumps ; and 
lound water line; “ Icngth " for any other purpose means 
the length on the summer load water line measured 

( c ) in the case of steam hydraulic or pneumatic -hydrau 
helween the foreside of the stein and after side of 

lic steering gear, the driving engine and connect 
the rudder post or to the centre of the rudder stock 

ed pump; 
if there is no rudder post, or 96 percent of the 
summer load water line, whichever is the greater ; 

( xxxix ) " sub - division load line " means the load line indicating 

the depth to which a ship can bo loaded having re 
( xx ) " low flame spread" means the surface that adequately 

yard to the extent to which she is sub - divided and 
restricts the spread of flame having regard to the 

to the space for the time being allotted to passcn 
risk of fire in the space concerned ; 

gers; 
( xxi ) "machinery space " means any space extending rom 

(XL ) " sub -division load water line " means the water line 
the moulded base - lino of the ship to the margin 

lised or Asaimed in determining the sub - division of 
hetween the extreme transverse watertight bulkheads 

the ship ; 
bounding the spaces appropriated to the main and 
auxiliary propelling machinery , boilers , and the 

( XLI) " auitablo " in relation to material meany any mate 
permanent coal bunkers , if any , 

rial approved by the Central Government is suitable 
(xxii ) "main circulating pump" means the pump installed 

for the purpose for which it is intended ; 
for circulating water through the main condenser ; (XLII) " ton" means gloss ton ; 
(xxiii ) "main vertical zonc" means the vertical zone in which 

( XLIII ) " watertight" in relation to a structure means a 
the hull superstructures and deck houses arc divided 

structure which is capable of preventing the passage 
by A class divisions; 

of water through it in any direction under a head of 
( xxiv ) " margin line" means a line drawn at least 76 mm . 

watcr upto ship s margin line; 
below the upper surface of the bulk head deck at the 

( XLIV ) " weather tight" in relation to a structure means a 
side of a shin and assumed for the purposc of 

structure which is capable of preventing the pas. 
determining the floodable length of the ship ; 

sage of sea water through it in ordinary conditions ; 
(XXV ) " maximum service specd ” means the greatest speed 

the ship is designed to maintain at sen at her deepest 
- cialight; 

( XLV ) words and expressions used in these rules and not 

defined but defined in the Act, shall have the mean 
( xxvi ) “mile" means a nautical mile of 1852 metres; 

ings, respectively , assigned to them in the Act . 
Tryvii ) " pontor ship " means a ship propelled by internal com 
bustion engines ; 

3 . Classification of ships. For the purposc of these rulog, 

passenger ships shall be arranged in the following classes , 
(xxviii) " navigable speed " m - ons the minimum speed at which namely : 

the ship can be effectively steered in the ahead 
direction ; 

Class I - Passenger shins engaged on International voya 

ges other than ships of Class III . 
(xvix ) " new ship " mcuns a ship the keel of which is 
laid or which is at a similar stage of construction 

Class II — Passenger ships engaged on short international 
on or after the date of coming into force of thcec 

voyages other than ships of Class IV . 
rules ; 

Class 111 — Special Trade Passenger Ships cngaged on 
( xxx ) " passenger space " means space provided for the use 

International voyagcs . 
of passengers and does not include any space appro 
priated for bagunge , storcs , provisions and mail ; 

Clasa IV - Special Trade Passenger Ships engaged on 
( xxxi) " perincubility " 

short international voyages . 
in relation to space means the 
percentage of that space below the ship s margin linc 

Class V - Special Trade Passenger Ships ( other than ghips 
which can be occupied by water; 

of Class VI and VII ) engaged on voyages other than 

international voyages . 
( xxxii) " permissible length of a compartment having a centre 
at any point in the length of the shin " means the 

Class VI— Special Trade Passenger Ships engaged on 
product of the floodable length at that point and 

voyages in the coasting trade of India during the 
the factor of sub - division of the ship ; 

course of which they do not go more than 20 
(xxxiii) " public room " includes halls, dining rooms, bars, 

miles from the nearest land. Provided that such 

ships stall not cease to be ships of Clasy VI merely 
smoke rooms, lounges, recreation rooms, nurseries 

hy reuson of the fact that they cross during their 
and libraries; 

voyages the Gulf of Kutch , Camhay or Mannar . 
( xxxiv ) " servicc spacc " includes galleys , main pantries , laund 
ries, store rooms, paint rooms, baggage rooms, mail 

Clasa VII — Special Trade Passonger Ships engaged on 
rooms, bullion rooms, carpenter and plumber work 

voyages in fair season between ports in India during 
shops and trunkways leading to such spaces ; 

the course of which they do not go more than 5 

miles from the nearest land, 
( xxxv ) " settling tank " means an oil storage tank having a 

healing surface of not less than 18mº per ton of oil 
capacity ; 

PART II 
( xxxvi) " shin " includes any vessel propelled by clectricity , 

Construction 
steam , or other mechanical means; 

CHAPTER I 
( xxxvii) " short international voyage " means on international 

voyage in the course of which a ship is not more 4 , Structural Strength . ( 1) The structural strength of every 
than 200 miles from a port or place in which the ship to which these rules apply shall be sufficient for the 
passenger and crew could be placed in safety and service for which the ship is intended . 
which does not exceed 600 miles in length hetween 
the last port of call in the country in which the 

(2 ) For the purposes of sub - role ( 1 ), the buildery shall 
voyage begins and the final port of destination ; 

submit detailed strength calculations of the bending moment 

and sheer forces on the structure. Such calculations shall 
(xxxviii) " steering gear unit" means 

take into account particular features in ballasting and loading 
(n ) in the case of electric tecring gear , the electric 

arrangements of the ship . 
motor and its associated electrical equipment ; 

5 . Submission of plans, etc . for approval ( 1 ) Before the 
1349 GI/80 - -- 17. 

construction of any ship commences ir , as the case may be, 
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before any ship is commissioned into service for the first 
time, plats with respect to the following items of the ships 
structure shall be submitted to the Central Government for 
approval, namely 

(a ) Midship section ; 
(b ) Longitudinal section ; 
( c ) Shell planting; 
(d ) Decks, watertight bulkheads; 
(e) Pillads and girders ; 
(1) Decp tanks; 
(g) Oil Cuel hunkers and settling tanks forming part of 

the ship s structure ; 
(h ) Arrangement of fore and aft body; 
(i) Stem and stern frame construction ; 
(j) Rudder ; 
( k ) Propeller brackets ; 
(1) Main engine and thrust sentings; 
(m ) Superstructure and deck houses ; 
(n ) Hatchways and other opening on deck ; and 
(0 ) Such other plans as tho Central Government or any 

other officer authorised by it in this behalf may 
require 


the tunnel or the watertight space is flooded by leakage through 
the stern glund . 

8 . Double bottom tanks . — ( 1 ) Subject to the provisions of 
this Rule , every ship of Classes I, II, ILI , IV , V , VI or VII 
shall be fitted with watertight double bottoms which shall be 
at least of the following extent : 
(a ) In ships of 30 metres or more but below 61 metres in 

length , the double bottom shall be fitted at least from 
the machinery space to the fore - peak bulkhead or as 

near thereto as practicable . 
(b ) In ships of 61 metres or more but below 76 metres in 

length , a double bottom shall be fitted at least outside 
the machinery space and it shall extend to the fore 
peak and afterpeak bulkheads or as near thereto 19 

practicable. 
( c) In ships of 76 metres or more in length the double 

bottom shall be fitted amidship and shall extend to 
the fore- peak and after- peak bulkheads or as near 

thereto as practicable . 
( 2 ) Where a double bottom is required by this rule to bo 
fitted in a ship , its moulded depth at the centre linc shall be 
not less than B / 15 where B is the moulded breadth in metres. 
The inner bottom shall be continued out to the ship s side in 
such manner as to protect the bottom upto the turn of the bilge . 
Such procction shall be deemed to be adequate if the line of 
intersection of the outer edge of the margin plate with the 
bilge plating is not lower at any point than the horizonal 
plans passing through the intersection with the frame lino amid . 
ship of a trangverse diagonal lino inclined 250 to the base 
line and cutting it at a point one -half the ship s moulded 
breadth from the middle line. 

(3 ) Welts constructed in the double bottom for the pur 
posc of drainage shall not be larger nor extend downward more 
ihan is necessary for such purpose and shall not be logo than 
460 millimetres from the outer bottom or from the inner edge 
of the margin plate : 

Provided that a well extending to the outor bottom may 
be constructed at the after end of a shaft tunnel. 

( 4) No well shall be constructed in the double bottom for 
any purpose other than drainago : 
Provided that the Central Government may exempt any 

ship from the requirements of this sub -rulc in res 
pect of any well if it is satisfied that such well will 
not diminish the protection given by the double 
bottom . 


( 2 ) Every plan submitted for approval in pulauance of sub 
rule ( 1 ) shall clearly indicate tho particulars of welding and 
rivetting lised in the respectivo part of the whip and their 
relative selences , 


6 . Watertight sub -division . - Every ship of Clasgcs I, II , 
III, IV , V , VI or VII shall be sub - divided into compart 
ments and such compartments shall be watertight upto the 
bulkhead dock . The maximum length of such watertight 
compartments shall be calculated in accordance with such 
of the provisions of the First Schedule 28 are applicable to 
that shir . Every other portion of the internal structure of 
the ship which affects the cfficiency of its sub - division shall 
be watertight and shall bo of such design ig is capable of 
maintaining the integrity of tho sub - division. 


7 . Penk and Machinery Space, Bulkheads , etc . - - ( 1) Every 
ship of Classes I, II, III , IV , V , VI or VII shall be provided 
with a collision bulkhead which shall be fitted at a distance 
from the ship s forward perpendicular of not less than 5 
per cent of the length of the ship and not more than 3. 00 
metrey plus 5 percent of the length of the ship tho forward 
perpendicular, 


( 2 ) In a ship which has long forward superstructure , the 
fore peak bulkhead shall be extended weathertight to the 
deck next abovo the bulkhead deck , Such extension may not 
be fitted directly over the bulkhead below , if its length is at 
least 5 per cent of the length of the ship from the forward 
perpendicular and the part of the bulkhead deck which forms the 
step has been made effectively watertight. The planting and 
stiffeners of such extension shall be constructed in accordance 
with the provisions of the Second Schedule as if the extenyion 
formed a part of the bulkhead immediately below the bulkhead 
deck . 


(5 ) Nothing in this rule shall require a double bottom to be 
fitted in way of watertight compartments of moderato size 
used exclusively for the carriago of liquids if the safety of 
the ship is not likely to be impaired by reagon of the absence 
of a double bottom in that position in the event of bottom 
or side damage . 

(6 ) Where any ship of class II is divided by application of 
thc factor of sub - division not exceeding 0 . 5 in any portion 
of the ship , the Central Goveromont may exompt it from 
the requirement of double bottom in relation to such portion 
if compliance therewith would not be compatible with the 
ship s design or its proper working . 

9 . Manholes and lightning holes in double bottoms. (1 ) 
Manholes and lightning holes shall be provided in all non 
watertight members of the double bottom tank to ensure 
ventilation and easy access to the various parts of the double 
bottom , The number of manholes in tank tops shall be reduced 
to the minimum compatible with securing free ventilation and 
ready access . Care shall be taken in locating manholes so to 
avoid the possibility of inter- connection of main sub - division 
compartments to the double bottom . 

( 2 ) Covers of manhole , in tank tops shall be of steel and 
where no ceiling is provided in cargo spaces the covers and 
their fittings shall be effectively protected against damage. 

(3 ) Ample air and drainage holes shall be provide in all 
non -watertight members of the structure . 

(4 ) Oiltight cofferdams shall be provided in the double 
bottom so as to separate the compartments for carrying fuel 


( 3 ) Every shin shall he provided with a watertight afterpeak 
bulkhead and also with watertight bulkheads for dividing from 
other spaces the spaces appropriated to the main and auxiliary 
propelling machinery , boilery , if any, and the permanent coal 
bunkers, if any. Such bulkheads shall be watertight up to 
the bulkhead deck : 


Provided that the after peak bulkhead may he stopped below 
the bulkhead dock if the sofety of the ship is not impaired 
therchy . 

(4 ) in all cases, he stern tubes shall be enclosed in a 
watertight compartment of moderate volume. The stern gland 
shall be situated in a watertight shaftunnel or other watertight 
SPACC separate from the stern tube compartment and of such 
volumo that in no case the niargin line will he sub -ncigo ! it 
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or lubricating oil from each other and for separating all such 

( 3 ) Where frames pass through a Jeck , a step or flat 
oil tanks from tanks carrying fresh water. 

required to be watertight, such deck , step or flat shall be 

made watertight without the use of wood or cement. 
( 5) Striking plates of adequate thickness or other suitable 
arrangements shall be provided under sounding pipes to pre 

12 . Fore pcak , deep and other tanks. - (1 ) Where fore peak 
vent damago to the ship s bottom plating by striking of the bulkhead, deep tank " bulkhead and bulkhead of any other 

tank intended for holding liquids form 
sounding rod . 

boundaries of 

watertight sub - divisions such bulkheads shall be adequate hav 
10 . Construction of Watertight bulkheads, etc . — ( 1) Every 

ing regard to their intended purpose . 
bulkhead and other portion of the internal structure forming 
part of the watertight sub - division of a ship shall be of such 

( 2 ) Deep tanks extending from side to side shall have a 
strength and so constructed as to be capable of supporting 

centro line oil tight or as the case may be watertight bulkhcad . 
with an adequato margin of resistance, the pressure due to 

Such bulkheads shall have scaotlings in the same manner as 
the maximum head of water which it may have to sustain in the case of boundary bulkheads. 
in the event of damage to the ship . Such head of water shall ( 3 ) Girders filted on tank bulkheads shall form a conti 
be not less than the head up to the margin line, or such 

nuous line of support on bulkbeads and ship s side. Their 
maximum head as may result from flooding or heeling if that 

ends shall be connected by flanged brackets. 
be higher. 

(4 ) The tank tops shall bc 1 millimetre thicker than the 
(2 ) Every such bulkhead and portion of the internal struc bulkhead plating . 
ture shall be constructed of mild steel and shall comply with 

13 . Watertight recesscy and trunk ways . Every receys and 
the requirements of the Second Schedule . 

trunkway required by these rules to be watertight shall be 
( 3 ) Every bulkhcad required by these rules to bc water so constructed as to provide strength and stitness to all 
tight, shall be constructod with plating of thickness not 

the parts not less than that required for watertight bulkhcads 
Jess than those given in the Schedule . If a bulkhead is at at corresponding level. 
the end of a stoke hold space in a coal-burning ship , the 

14 . Watertight tunnels. 1) Every tunnel required by these 
lower part of the bulk - head plating to a height of at least 

rules to hc watertight shall be constructed with plating und 
600 millimetres above the stokehold floor shall be at least 

stilleners as indicated in the Second Schedule. Other forms 
2 .5 millimetres thicker than is required . If the bulk - head is 

of stilleners may be used iſ the strength and stiffness afforded 
at the end of a coal bunker space, the lowest strake thereof 

by them is not less than the strength and stiffness of required 
shall be at least 900 millimetres high and 2 .5 millimetres 

by the Second Schedule . The feet of all stiffeners shall 
thicker than the thicknoss required by the Second Schedule. 
In all other bulkheads, the lowest strake shall be at least 

overlap the tunnel base angle and shall he efficiently attached 

thereto . 
1 millimetre thicker than is required and any limber plates 
shall be at least 2 .5 millimetreg thicker, 

( 2 ) Every joner skin required by these rules to be water 

tight shall be of such strength and construction as will enable 
( 4 ) Every boundary angle shall be at least 2. 5 millimetres 

it to withstand a head of walor up to the margin line . 
thicker than the thickness required for the bulkhead plating to 
which it is attached. 

15 . Testing of watertight bullheads, etc. - ( 1 ) Testing of 

main compartments by filling them with water shall not be 
(5 ) Every bulkhead shall be fitted with stiffeners which shall compulsory . 
have bracket or lug -end connections and shall comply with 
the requirements of the Second Schedule . Where other forms 

( 2 ) All watertight bulkheads , decks and tunnels shall be 
of stifferners are used , they shall afford equal strength and 

hose tested at a pressure of not less than 2 .2 kor / cm . 
stiffness as those indicated , Stiffeners shall not be spaced more 
than 600 millimetres apart on a collision bulkhead or more 

( 3 ) All tanks forminy part of the structure of the ship 
than 900 millimetres apart on any other bulkhead. 

and intended to hold liquids shall be tested with a head of 

water upto the maximum -height to which the tanks may be 
(6 ) The lower end of each stiffener shall be attached to the 

expected to be subjected to an service . In no case shall 
shell - plating or the inner bottom plating or to horizontal 

such head be less than 2 . 3 metres above the top of the tank . 
plating which provides adequate support. 

16 . Openingy in watertight bulkheads . - ( 1 ) In every ship 

of Classes I, II, III, IV , V , VI or VII , the number of opening 
(7 ) At each dock lovel which forms the top of the system 

in bulkheads and other structures required by these rules 
of stiffeners , plating shall be so provided as to ensure hori to be watertight shall be the minimum compatible with the 
zontal rigidity in the bulkhead . 

design and proper working of the ship . 
(8 ) In the case of bracketed hold stiffeners , the lower ( 2 ) In any such ship , trunks installed in connection with 
bracket or its connecting angle shall be at least 2 . 5 times ventilation , forced draft or refrigerating systems shall not 
the depth of the stiffener and extend over the floor adjacent pierce such bulkheads or structures as far as practicable . 
to the bulkhead and the upper bracket shall be connected 
to an angle which extends over the beam space , or other 

( 3 ) In any such ship every tunnel above the double bottom , 
equally effective means shall be adopted for securing structural 

if any, whether providing access to the crew space or machinery 
rigidity . 

space or piping or for fitted any other purpose , if it passcs 

through a bulkhead , shall be waterlight. The means of access 
(9 ) Where stiffeners are cut in way of any watertight door 

to at least one end of such tunnel, if it is used as a passage 
in the lowerpart of a bulkhead , the openings shall be properly 

at sea , shall be through a trunkway extending watertight to a 
framed and bracketed and a tapered web plate or buttress , 

height sufficient to permit access above the margin linc, 
stiffened on its odgo shall bo fitted on cach side of the door 

The means of access to the other end of the tunnel shall bo 
from the baso of tho bulkhead to a level above the opening 

through a watertigbt door. No tunnel shall extend through 
of such door , 

the first sub - division bulkhead abaft the collision bulkhead . 

( 4 ) In any such ship , not more than one doorway ( other 
(10 ) All brackets , lugg and other end connections are to than a bunker or tunnel doorway ) shall pierce a main trans 
bo adequate. 

versc bulkhead in spaces containing the main and auxiliary 

machinery . Where two or more shafts are fitted , the tunnel 
11 . Watertight Decks , stops and flats . — ( 1 ) The horizontal 

shall be connected by an inter -communicatiog passage. There 
plating of decks , steps and flats required by these rules to be shall be only one doorway between the machincty space and 
watertight shall be at least 1 millimetre thicker than that 
required for watertight bulkhead at corresponding levels . 

the tunnel space where one or two shafts are fitted and only 
two doorways where there are more than two shafts . All 

such doorways shall be so localed as to have their sills as 
( 2 ) Adequate supports for beams shall be provided by bulk 

high as practicablc. 
heads or by girders , pillared where necessary , and the con 
nection of the pillars shall be sufficient to withstand the load 

( 5 ) In any such ship doorways , manholes and access 
due to water pressuro. 

openings shall not be fitted in the collision bulkhead below 
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the margin line or in any other bulkhoad which is required ( 4 ) Hinged watertight doors fitted in accordance with these 
by these rules to be watertight and which divides a cargo rules shall he provided with catchcy or similar quick action 
space from another cargo space or from a permanent or re closing devices capable of bçing worked from cach side 
serve bunker : 

of the bulkhead in which the door is fitted . 
Provided that the Central Government may permit any ( 5 ) Where sliding watertight doors are fitted in the position 

ship to be fitted with doorways and bulkheads divid referred to in the First Schedule , such doors shall not be 
ing two between deck cargo spaces if it is satisfied fitted with remote control devices and every waterlight door 
that -- - 

which is fitted in any such position and which is accessible 

while the ship is at sea, shall he fitted with efficient locking 
( a ) the doorway are necessary for the proper working arrangements. The outboard edges of such doors shall be 
of the ship ; 

inboard op a distance, of 0 .28 from the shell plating. 
( b ) the number of such doorways in the ship is the 

(6 ) Eycry door required by these rules to be watertight 
minimum compatible with the design and proper 

shall be capable of being secured by means other than bolts 
working of the ship and that they are fitted at and being closed by means other than by gravity . 
the highest practicable level ; and 

(7 ) Watertight door s ſitted in bulkheads between perma 
(c ) the outboard vertical edges of such doorways are nent and reserve bunkers shall always be accessible except 

situated at a distance as far as practicable from watertight doors which may be opened at sca for purpose of 
the ship s shell- plating, and in any case not less trimming coal fitted betwcen bunkers in between deck spaces 
than onc - fifth of the breadth of the ship . Such below the bulkhead deck . 
distance being measured at right angles to the 
centro line of the ship at the level of the deepest (8 ) All watertight doors except doors which are required 
sub - division loadlincs , 

to be kept open for the working of the ship shall be kep ! 

closed during navigation . 
(6 ) In every ship of Classes I, II , III, IV , V , VI or VII, 
bulkheads outside the spaces containing machinery which 

18 . Means of operating sliding watertight doors.-- ( 1) In 
arc rcquired by these rules to be watertight shall not be ships of Classes I, II , III, IV , V , VI or VII which are not 
pierced by openings which are cipable of being closed only required to be subclivided in accordance with part Ill of the 
hy portabic holted plates . 

first S : hcdule, if any sliding watertight door fitted in a 

bulkhead is in a position which may require it to be opened 
( 7) (a ) In every ship to which these rules apply 

at sca and if the sill of such door is below the deepest sub 

division Load Water Linc, the following provisions shall apply : 
(i) valve and cocks not forming part of the piping system 
shall not be fitted in any bulkhead required by these 

( a ) When the number of such doors (excluding doors at 
rules to be watertight ; 

the entrance to shaft tunnels ) exceeds 5 all such 

doors and those at entrance to shaſt tunnels , venti 
(ii) If any such bulkbead is pierced by pipes, scuippers , 

lation , forced draught or similar ducts shall be power 
electric cables or similar fittings, provisions shall be 

operated and shall be capable of being simultaneously 
made to ensure that the water -tightness of the bulk 

closed from a single position situated on the navi 
head is not impaired . 

gation bridge. 
(iii) load or other heat sensitive materials shall not be 

( b ) When the number of such doors ( excluding doors 
used in systems which penelrate watertight sub - divi 

at entrances to shaft tunnels ) is more than 1 bul 
sion bulkheads, where deterioration of such system 

does not exceed - 
in the event of fire would impair the watertight 
integrity of the bulkhead . 

(i) Where the ship has no passenger space below the 

bulkhead deck all such door s may be hand operat 
(b ) Tho collision bulkhead of any such shall not be pierced 

ed : 
below the margin line by more than one pipe . If the fore 
peak is divided to hold two different kinds of liquids, tho 

(ii) Where the ship was passenger spaces below the 
collision bulkheud may be pierced below the margin line by 

bulkhead deck , all such doors and those at the 
not more than two pipes. Any pipe which pierced the colli 

entrance to shaft tunnels , ventilation , forced 
sion bulkhead shall be fitted with a screw - down valve capable 

draught of similar ducts sball be power operated 
of being operated from above the bulkhead deck , the valve 

and shall be capable of being simultancously 
chest being secured to the forward side of the collision bulk 

closed from a single position situated at the navi 
head . 

gation bridge : 
17 . Mcans of closing / openings in waterlight bulkhcads. 

Provided that where in any ship there are only 
( 1 ) Every ship of Classes I , II, III , IV , V , VI or VII shall be 

2 such doors and they lead into or are within the 
provided with efficient means for closing and making water 

space containing machinery the Central Govern 
tight all openings in bulkheads and other structures required 

ment may permit them to be hand operated only , 
by these rules to be watertight. 

(2 ) Save as otherwisc provided in sub - rule ( 3 ), watertight 
( 2 ) Every door fitted to any such opening shall be a sliding 

doors the sills of which are above the decpest Sub - division 
watertight door : 

Load Water Line and below the line the underside of which 
Provided that in a ship of Class I or in any ship of Class II 

at its lowest point is at least 2 . 15 metres above the sub - division 
required by these rules to have a factor of sub -division of 

Loud Linc shall be sliding doors and may he hand operated . 
0 .5 or less, hinged watertight doors may be fitted in the fol 

( 3 ) In every ship of Classes II, IV or V which is sub - divided 
lowing positions : 

in accordance with part 3 of the First Schedule all sliding 

watertight doors shall be operated by power and shall be 
(a ) In passenger, crew and working spaces above any capable of being simultaneously closed from a single position 
deck , thc underside of which at ils lowest point is 

situated on the navigation bridge. Where thore is only one 
at lcast 2 . 15 metre above the sub - division loadline ; 

watertight door and it is situated in the machinery space it 

shall not be required to be operated by power, 
(b ) In any bullhead not being a collision bulkhead which 
divides two cargo between deck spaces, 

(4 ) In any ship of Classes I, II, III, IV V , VI or VII any 

sliding watertight door fitted between bunker s in the belween 
(3 ) Sliding watertight Jours may have a horizontal or 

spaces below the bulkhead deck which may he opentd at sea 
vertical motion and shall be cither 

for the purpose of trimming coal shall be operated by power . 
( a ) hand operated only ; or 

( 5 ) Where a trunkway being part of a refrigeration , venti 

lation or forced draught system is carriecl through more than 
(b ) power operated when so required by these rules as one transverse watertight bulkhead and the sills of the open 
well as hand operated . 

ings of such trunkway are less than 2 . 15 motres above the 
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decpçst sub -division load Water Linc , the sliding wateright navigation bridge, means of communications by telephone , 
doors ut such openings shall be operated by power. 

telegraph or any other direct means shall be provided whereby 

the officer of the watch may communicate with the persons 
(6 ) (a ) If sliding walertight door is required by these 

responsible for tlic closing of the door, 
rules to be operated by power from a single position or the 
navigation bridge , the power systems shall be so arranged ibut 

1 ) Indicainy signals and warning signals required by 
the door can be ulso operated by power at the door itself . 

these rules , if clectrically operated, shall have power from 
The arrangements shull be such that the door will close 

the main and cosergency Souices provided in accordance with 
automatically if opened at the door itself alter 

these rules . 
bcing closed from the single position on the navi 
guting bridge and will be capable of being hcpt closcd at the 20 . Construction of watertight doors . 1 ) Every door 
door its f notwithstanding that an attempt may be inace required by the rules to be walcrtight shall be of such de 
to open it from such single position . Handless for controlling sign , material and construction as will maintain the waterlight 
the power system shall be provided at both sides of the integrily of the bulkhead in which it is fitted . Any such door 
bulkhoud in which the door is situated and shall be so arranged giving lireet access to any space which may contain bunker 
that any person passing through the doorway is able to cou shall , together with its frame, he made of cast or mild 
hold both handles in the open position simulareously without steel. Any such dour in any other position shall, together 
being able to set the closing mechanism in operation acci with its frame, be made of mild steel or cast iron . 
deltally . 
(b ) Watertight doors shall be capable of closing as expcdi 

( 2 ) Every sliding watertight door shall be fitted with rubbing 

face of brass or similar metal which may be fitted either on 
tiously is possible but the rate of closing shall not be so rupid 
as to be a source of danger lo personis passing through the 

ihc door itself or on the door framic , and if they aje less 

than 25 millimetres in width shall be fitted iu recessey. 
opening 
(7 ) (a ) In every ship where watertight doors are required 

(3 ) The screw for operating the screw gcor of such door 
by these Rules to he operated by power there shall be al 

shall work in a nut of suitable material which is resistant to 
Icust two independent sources of power each of which shall 

Curtosion . 
he capable of operating all the doors siniultaneously . Both the 
power sources shall lic controlled from a single position on 

14 ) The frame of every vertical sliding watertiphl door shall 
the navigating bridge and shall be provided with all the 

havc no glove on the door in which dirt may lodge . The 
necesary indicators for checking that each of the two power 

door of any such frumc if it is of sheleton form shi111 be so 

arranged that dirt cannot louge therein . Thc bottom edge 
sources is capable of giving the required service satisfactorily . 

of such doors shall be tapered or hevelled , 
(b ) In the case of hydraulic operation each power source 
shall consist of a pump capable of closing all doors in not 

( 5 ) Every vertical watertight door which is operated by 
more than 60 seconds. In addition , there shall be provided , 

rower shall be so designed and fitted that iſ the power 
for the wholc installation , hydraulic accumulators of cuſfi supply ceases, there shall be no danger of the door dropping , 
cient capacity of operating all thc doors at lcast 3 times , 
that is to say , from the open to the closed position , from 

(6 ) Every horizontal sliding watertight door shall be su 
the closed to thc open position , and from the open to the 

installed as to prevent it from movement iſ in the event of 
closed position . The fluid used shall be such that does not 

rolling of the ship and a slip or other suitable device shall be 
freeze at any temperature liable to be encountered by the 

provided for that purposes. The device shall not interfere 
ship during its servicc . 

with the closing of the door when the door is required to bu 

closed . 
( 8 ) Every watertight door which is operated by power shall 
be provided with ellicient hand orcrating goal workable at 

(7 ) The frame of every watertight door shall be property 
the door itself on cither side and from an accessible position 

fitted to the bulkhead in which the door is situated and the 
above the bulkhead deck and having an all round crank 

joining material between thc frame and bulkhead shall he 
motion , or some other movement providing the same guarantec 

of such tyre is will not deteriorate or be damaged by hcat. 
of safety . 

(8 ) Every watertight door being a coul-bunker door shall be 
( 9 ) Every sliding watertight door which is not required to provided with screens or other devices to prevent coal from 
be operated by power shall be provided with an ellicient hund interfering with its closing . 
operating gear having an all round crank motion , or some 
other movement providing the same guarantee of safety , cap 

( 9 ) Every completed waterfight door shall be tested by 
able of being operated on cach side of the door itself and hydraulic pressure equivalent to a head of water mcasured 
at an accessible position above the bulkhead deck . 

from the bottom of the door to the margin line in way of the 
( 10 ) The time necessary for the complcte Josure of any 

bulkhead to which the door is fitted . In no casc , shall the 
door by hand operated gear shall not exceed 90 seconds 

test pressure be less than 6 metres head for the sliding door 
when the vessel is in an upright position . The hand opcrate : 

or less than 3 motres head for a hinged door. The frame 
gcar shall be of such a design that the doors can be closed 

work to which the door frame is secured for the purpose of 
and opened from each of the required operating positions, 

testing should not give greater stiffening than the bulkhead 

to which it is to he fitted . 
(11) The hand operating gear for operating the sliding 
watertight doors in the m : chinery space from above the bulk 

21. Opening in shell-plating below the margin line of pas 
head dech shall be placed outside the machinery space unless 

senger ships. — 11 ) The number of side scuttles, scuppers, sani 
such a position is inconsistent that the efficient arrangement 

tary discharges and other openings in the shell-plating below 
of the ne cssary gearing . 

the margin line shall he the minimum compatible with the 
19 . Watertight doors signals and communications . - ( 1 ) 

(lesign and proper working of the ship . 
Every sliding watertight door fitted in a ship shall he con 

( 2 ) The arrangement for closing any opening in the shell 
nected with an indicator at cach position from which the plating shall be consistent with the intended purposes , and 
door may he closed other than at the door itself showing shall he such as to ensure water tightness . 
when the door is open and when it is closed . 
( 2 ) There shall be provided in connection with cvery such 

13 ) (a ) In every ship of Classes I, II, III, IV or V , the 
door which is operated by power a means of giving an audible 

number of side scuttle shall be the minimum compatible with 
warning signal at the door itself when the door is about to 

the requirements of the proper operation of the ship . 
be closed . The arrangericht shall be such that one move 
mont of the operating handle at the position from which the 

(h ) in any such ship , if in belween deck spaces the sills 
door is about to be closed will be sufficient to sound a 

of any sicle scuttles itc below the line drawn parallel to the 
signal and close the door , the signal preceding the moveinent 

bulkhead deck at side with its lowest point 24 per cent of 
of the door by an internal sufficient to allow the movement 

the breadth of the ship above the deepest sub - division load 
of persons away from the door. The signal shall continue to 

line , every side scullle in such between deck shall be of a 
sound until the door is completely closed . 

non - opening type. If the sills of all the site scuttles are above 

the aforesaid line cvery side scuttle in such between decks 
(3 ) If any door required by these rules to be watertight is 

shall either of a non - opening type of incapable of being 
not capable of being operated from a single position on the opened except by a person authorised to do so by the master 
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of the shin . No side scuttle shall be so fitted that ils sill is distance from the Summar Load Water Line the Central Goy 
below the deepest sub - division load line . 

ernment may exempt any ship from the provision of the 

positive means of closing. 
(c ) Where , in a between Jeck , the sills of any of the side 
scuttles are below a line drawn parallel to the bulkhead 

( 5 ) Scuppers and discharges originating at any level and 
deck at side and having its lowest point 1.37 metres plus penelrating the shell more than 450 mm below the freeboard 
25 per cent of the breadth of the ship above the water when deck or lesy than 600 mm above the Summer Load Water 
the ship dcpails from a port, all the side scuttles in that Line shall be provided with a non - retum valve at the sholl . 
tween deck shall be closed watertight and locked before the Such valve unless required by sub - rule (3 ) and (4 ) may not 
ship leaves port and shall not be opened before the ship 

be provided if the piping is of substantial thickness . 
arrives at the next port, The time of opening and closing 
such side scuttles shall be entered in thc log-book. 

(6 ) Any valve fitted in compliance with the requirements 

of this rule, if it is a geared valye or tho lower of two non 
( 4 ) In every ship of Classes VI and vil side scuttles below 

genred valves, shall be secured to the ship s shell -plating. 
the margin linc shall be of a non -opening type , 

( 7 ) All cocks and valves fitted below the margin lino , the 
( 5 ) la cvcry ship every side scuttle below the margin line failure of which may effect the sub - division of the stop, shall 
shall be fitted with an ellicient hinged dead light permanently be made of steel, bronze or other equally efficient material. 
attached so that it can be readily and eflectively closed and Ordinary , cast iron shall not be used for such fittings . 
secured watertight, 

( 8 ) Main and auxiliary inlets and discharges connected with 
(6 ) (a ) Side scuttles shall not be filled below tho margin machinery shall be fitted with readily accessible cocks 
line in any space which is appropriate solcly for the carriage 

or valves between the pipes and ship s shell-plating or bet 
of cargo or coal. 

ween the pipes and a fabricated box attached to the shell 

plating. All such cocks or valves attached to such inlets of 
( b ) Side ycuttles may be filled in spaces appropriuled alter 

discharges and all fittings out board thereof shall be made 
natively to the carriage of cargo or passengers . Any such 

of stecl, bronze or other suitable ductile material. If made of 
side scuttle shall be of such construction as will effectively 

steel such cocks and valvcs shall be protected against corro 
prevent any person opening it or its dead light without the 

sion . 
consent of the Master . If cargo is carried in such spaces the 
side scuttles and the dead lights shall be closed and locked 

( 9 ) Discharge pipes led through the shell - plating below 
hicforc the cargo is shipped and such closing and locking the margin line of any ship of Classes I, II, III, IV , V , VI or 
shall be recorded in the Ollicial Log Book . 

VII shall not be fitted in direct line between the out board 
( 7 ) Automatic ventilating side scuttle , shall not be fitted 

opening and the connection with the deck water closels or other 
below the margin line the shell-plating of any slip . 

similar fitting, but shall be arranged with bends or elbows 

of sustantial metal other than cast iron or lead , 
( 8 ) Side scuttles filled above the margin line and in the 
superstructures filled with efficient and permanently attached 

( 10 ) All discharge pipes led through the shell - plating below 
dvors shall have hinged dead lights . 

the margin line and valve relating thereto shall be protected 

from damage . 
( 9 ) Side scuttles fitted in the first tier of deck houses or 

( 11 ) Valves , cocks, discharge pipes and other similar 
round houses having access to spaces below thọ margin line 
fitted with efficient and permanently attached doors shall have 

fittings connected to the shell-plating below the margin line 
hinged inside dcadlights . 

shall be fitted on to doublers welded on the inside of the 

shell-plating, Studs for securing these fittings shall be screwed 
( 10 ) In other enclosed spaces side scuttles and window 

through the doubler but not through the shell- plating . 
may be provided with portable dead lights , plus or shutters 

( 12) Efficient means shall be provided for the drainage of 
of efficient construction , 

all watertight decks below the margin line and any drainage 
22 . Scuppers, sanitary discharges and similar openings. — 

pipe shall be so fitted with valves or arranged otherwise as 
( 1 ) Inlets and discharges led through the shell- plating below 

to avoid the danger of water passing from a damaged to 
the margin line shall be fitted with efficient and rcadily accesel 

an undamaged compartment. 
ble means for preventing the accidental admission of water 

( 13 ) The inboard opening of every ash -shoot rubbish 
into the ship . 

shoot and other similar shoots shall be fitted with an effi 
( 2 ) The number of such discharges shall be reduced to a 

cient watertight cover and if such opening is situated below 
ininimum either by making each discharge serve for as many 

the murgin line, it shall also be fitted with an automatic 
as possiblc of the sanitary and other pipes or in any other 

non - return valve in the shoot in a readily accessible position 
satisfactory manner . Lcad or other heat sensitive material 

above the decpest sub - division lond water line, Tho valvo 
shall not be used for pipes fitted outboard of shell valves in 

shall be of a borizontal balanced type normally closed and 
inlets or discharges or in any other place where the deterio 

provided with a local means for securing it in a closcd posi 
ration of such pipes in the event of fire would give rise to 

tion . The requirement of this sub - rule shall not apply to ash 
danger of flooding . 

cjectors and expellers , the inboard Operings of which are 

in the ships stokehold and necessarily below the deepest 
( 3 ) Each discharge led through the shell - plating from spaces sub - division load water linç . Since ejectors and expellers 
below the margin linc not being a discharge in connection 

shall be fitted with means which shall be capable for prevept 
with machinery shall be provided with either 

ing water entering the ship . 
(a ) one automatic non - return valve fitted with a positive 

( 14 ) Gangwave cargo and coaling ports fitted below the 
means by which it can always be closed from a margin line shall be of sufficient strength and its lowest point 
rcadily accessible position above the bulkhead deck shall not be below the ship s deepest sub -division load 
and with an indicator at the position from which water line. They shall be effectively kept closed and secur 
the valve may be closed to show whether the valve ed watertight before the ship leaves port, and shall be kept 
is open or closed ; or 

closed during navigation . 
(b ) two automatic non - return valves , the upper of which 

23 . Side and other openings above the margin line . ( 1) 
in so situated above the ship s dcepçst sub - division 

Side scuttles , wirxiowy, gangway ports, cargo ports and other 
load water line as to be always accessible for exami openings in the shell- plating above the margin line and their 
nation under service conditions , and is of a horizon 

means of closing shall be of efficient design and corrstruction 
tal balanced tyre which is normally closed . 

and of sufficient strength , having regard to the spaces in which 
(4 ) Discharge pipes led through the shell- plating from within 

they are fitted and their positions relative to the deepest sub 

division load water line. 
superstructure and deck houses fitted with hinged steel doorg 
und gaskets and permanently attached to the bulkhead shall 

( 2 ) Efficient hinged inside dend , lights which can be 
te fitted with an automatic non -return valve with a positive 

casily closed and secured watertight shall be provided for 
means of closing it from above the freo board deck , Whero 

all side scuttles to spaces below the first deck above the 
the inboard end of the discharge pipe is more than 0 .02L bulkhead deck , 
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24 . Weather Dccks - - ( 1) The bulkhead deck or a deck above 

( 2 ) The information shall be in the form of a booklet. 
the bulkhead deck shall be weathertight. All openings in and shall comply with the requirements laid down in the 
exposed weathertight deck shall have comings of adequate Third Schodulc . 
height and strength and shall be provided with efficient and 
rapid means of closing so as to make the openinge weather 

28 . Exhibition of damage control plans. - In every ship 
tight. Corners of openings in weather decks shall be well there shall be permanently exhibited for the information of 
rounded . Radious of any such comer shall not be less than the officer in charge of the ship plar s showing clearly for 
150mm . Except in the case of elliptical or parablic corners , each deck and hold the boundaries of the watertight com 
insert plates shall be provided at corncrs of hatch opcninys . partments , the openings therein , the menng of closing such 
Edges of all circular holes cut in the deck shall be reinforced openings , the position of the controlls and the arrangements 
by a flat bar welded to them . Edges of coamings of access for the correction of any list due to flooding . 
openings shall be guitably reinforced . 
(2 ) Freeing ports, open rajls and scuppers shall be fitted 

CHAPTER 2 
as necessary for rupidly clearing the weather deck of 
water under all weather conditions. 

FIRE PROTECTION 
( 3 ) All reasonable and practicable measures shall be 

SHIPS OF CLASSES I TO V 
takes to limit the entry and spread of water above the bulk 
head deck . Such measures may include fitting of partial bulk 
heads of webs. Where partial watertight bulkheads or webs 

29 . Definitions.-- For the purpose of this pari--- 
are fitted on the bulkhead deck above or in the vicinity of 

(a ) “ A Class Divisions " are those divisions formed by 
main sub -division bulkheads they shall have watertight shell 

decks and bulkheads which comply with the follow 
and bulkhead deck connections so as to restrict the flow 

ing - 
of water along the deck when the ship is heeled in a dumag 
ed condition . Where the partial watertight bulkhead does 

( i) they shall be constructed of steel or other equiva 
not line up with the bulkhead below , the bulkhead deck 

lent material; 
between shall be made effectively watertight. 
25 . Sub-division load lines . - (1 ) Every ship shall be 

( ii ) they shall be suitably stiffened ; 
marked on its side amidships with the sub -division load lines 

(iii) they shall be so constructed as to be capable of 
assigned to it by the Director General. The mark shall con 

preventing the passage of smoke and fame to the 
sist of horizontal lines 25 millimetres in breadth and 230 

end of the one hour standard lire test; 
millimetres in length . The marks shall be painted in white 
or yollow on a dark ground or in black on a light ground 

(iv ) they shall be insulted with approved non - com 
and shall also be cut in or centre punched or indicated by 

bustible material such that the average tempc 
welded bead on iron or steel ships and cut into the plank 

raturę , of the unexposed side will not risc 
ing on wood ships. 

more than 139°C above the original temperature , 
( 2 ) The sub -division load lines shall be identified by the 

nor will the temperature , at any point including - 
letter C . If there is more than one sub- division load line in 

any joint, rise more than 180°C above the original 
dicating alternative conditions for carriage of passengers 

temperature within the time listed below : 
and cargo , the principal sub -division load line shall be iden 
tified by the letter " Cl and the rotations C2 , 23 etc . 

Class A - - 60 — 60 minutes 
for the alternativo conditions of service . 

Class A — 30 - 30 minutes 
(3) For ships of Classes III , IV , V , VI and VII carry 

Class A - - 15 – 15 mimites 
ing Special Trade Passengers , the respective sub - division 

Class A - 2 0 minutes 
load line corresponding to the deepest sub - division draught 
shall bo D1 Anxl the alternative conditions denoted by D2 , 

(b ) “ Accommodation spaces " means thosc spaces which 
D3 etc. 

are used for public spaces , corridors, lavatories , 

cabing, offices, crew quarters, barber shops, isolated 
( 4 ) The freeboard corresponding to each sub -division load 

pantries and lockers and similar spaces . 
line shall be measured at the same position and from the 
Aamo deck lino as the frccboard determined by the Mer 

(c ) " B Class Divisions" means those divisions which 
chant Shipping (Load Line) Rules , 1979 . 

are formed by bulkheads decks, ceilings or linings 

which comply with the following : - - 
( 5 ) In no case may any sub - division Load Line be assign 
ed and marked on the ship s side above the deepest load 

(i ) they shall be so constructed as to be capable of 
line in salt water determined by the Merchant Shipping 

preventing the passage of name to the end of the 
(Load Line ) Rules, 1979. 

first onc- half hour of the standard fire test. 
(6 ) A ship shall not be so loaded as to submerge in salt 

( ii) they shall have au insulation value such that the 
water when the ship has no list, a sub -division load line 

average temperature of the unexposed side will 
mark appropriate to the particular voyage and condition of 

not rise more than 139°C above the original tem 
вегvice . 

perature , not will the temperature at any one 

point, including any joint, rise more than 225°C 
26 . Stability of passenger and cargo ships. — ( 1 ) Every ship 

above the original temperature within the time 
shall be inclined upon its completion and the elements of 

listed below 3 
stability determined . The including cxperiment shall be 
carried out in the presence of a surveyor unless decided 

Class B — 15 – 15 minutes 
otherwise by the Director General, The surveyor shall 

Class B - - 0 0 minutes 
satisfy himself that the experiment is carried out in such a 
manner and under such conditions as will give reliable infor 

( ii) they shall be constructed of approved non -com 
mation and shall also take such stops as are necessary to 

bustible materials and all materials entering into 
satisfy himself as to the accuracy of the stability informa 

the construction and crection of B Cl24s divi 
tion derived therefrom . 

sions stoll be non - combustible . 
( 2 ) Where extensive alternations and modifications are 

( d ) " Cargo spaces" means all spaces used for cargo 
made to an existing ship an inclining experiment shall be 

( including cargo oil tanks) and trunks to such 
carried out and the elements of stability re- determined . 

spaces . 
27, Stabjlity Dala . - ( 1) The owner of every ship shall 

( e ) " C Class Divisions" means divisions constructed 
provide for the guidance of the muster of the ship infor 

of approved non - combustible material. They need 
mation relating to the stability loading and ballasting of the 

pot meet any requiremcnt rclating to passage of 
ship . 
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smoke and flame nor the limiting of temperature 

square inetres and height or length of deck of 
rise . 

2 . 44 metres resembling as closely as possible tlie 
(f ) " Control stations" means those spacey in which the 

intended construction and including, where appro 
ship s radio or main navigating equipment or the 

priate , at least one joint; the standard time-tempc 

rature curve is derived by a smooth curve drawn 
emergency source of power is located or which the 

through the following points : 
fire recording or fire control equipment is centralised . 
( 8 ) " Funiture und furnishings of restricted fire risks" 

At the end of the first 5 minutes - 540 " C 

At the end of the first 10 minutes -- 700°C 
means 

At the end of tlic first 30 minutes — 850°C 
( i) all furniture such as desks, wardrobes, drawing 

At the end of the first 60 minutes — 930° 
tables, bureaux, drawers constructed entirely of 
approved non - combustible matcrial cxccpt that a 

30 , General. - - Construction of every ship shall be such as 
combustible veneer not exceeding 2 milimetres to secure the fullest degree of the protection , detection and 
may be used on the working surface of such arti cxtinction by 
clcs ; 

( a ) division of ship into main vertical zones by ther 
(ii ) all free - standing furniture such as chairs, sofas , 

mal and structural boundaries; 
tables constructed with frames of nortcombustible 
materials ; 

( b ) separation of accommodation spaces from the 

remainder of the ship by thermal and structural 
( iii) all drapcries curtains , and other suspended textile 

boundaries ; 
material having quality of resistance to the pro 
pagation of llame not inferior to that of wool; 

( c ) restricted use of combustiblc matcrial; 
( iv ) all floor coverings having quality of resistance to 

( d ) detection of any fire in the zone of origin ; 
the propagation of flame not inferior to those of 
woollen material used for the same purposc ; 

( c ) containment and extinction of any Are in the space 

of origin ; 
( v ) all exposed surfaces of bulkheads, linings and 
ceilings having low flame sprcad churacteristics . 

( f ) protection of means of escape or access for fire 

fighting ; And 
( b ) " Low flame spread ” in relation to any surface mcans 
the surface that will adequatcly restrict the sprcad 

( 8 ) roady availability of fire extinguishing appliances. 
flame. 

31. Structure . — ( 1 ) The hull, superstructure , structural bulk 
(i) " Machinery spaces " include all machinery spaces of heads, decks and deckhouses shall be constructed of stcel or 

Category A and all other spaces containing propelling other equivalent material. 
machinery, boilers, oil fucl units, steam and intor 
nal combustion engines, generators and mujor cloctii 

( 2 ) The insulation of aluminium alloy components of 
cal machinery , oil filling stations refrigerating stabi 

A or B class divisions which are load - bearing shall be 
lizing , ventilation and air -conditioning machinery and such that the temperature of the strlictural core does not 
similar spaces and trunks leading to such spaces . 

riso more than 200°C above ambient temperature at any 

time during the applicable fire exposure to the standard fire 
( 1 ) " Machinery spaces of category A mcans all spaces test. 

which contain internal combustion type machinery 
used either for main propulsion or for other pur 

( 3 ) Special attention shall be given to the insulation of 
poses where such machinery has an aggrcgate power aluminium alloy components of columis , stanchions and other 
of not less than 375RW , or which contain any oil structural members required to support lifeboat and lifcraft 
fired boiler or oil fuel unit and trunks leading to stowage , launching and embarkation arcus, and A and B 
such spaces. 

Class Divisions, to ensure 
( k ) " Main vertical zorres " means thosc sections into 

( a ) that for members separating lifeboat and liferaft 
which the hull , superstructure and deckhouses are 

areas and A Class divisions , the temperature rise 
divided by A Clans divisions and the mean length 

limitation shall apply at the end of one hour; and 
of which on any deck docs not in generul exceed 
40 metres. 

( b ) for members required to separate B Class divisions , 

the temperature risc limitations shall apply at the 
(1 ) " Oil fuel unit " means the equipment used for the 

end of onc-hulf hour. 
preparation of oil fuel for delivery to an oil fired 
boiler or cquipment used for the preparation for 

( 4 ) The crowns and casings of machinery spaces of cute 
delivery of heated oil to an internal combustion 

gory A shall be of steel construction adequately insulated 
engine and includes any oil pressure pumps, filters 

and openings therein , if any, shall be suitably arranged and 
and heaters dealing with oil at a pressure more than protected to prevent the sprcad of fire . 
1. 8 kg sq . cu . gauge . 

32 . Main vertical and Horizontal zones . — ( 1 ) The hull 
( m ) " Public spaces " means those portions of the accom 

superstructuro AIN deckhouses shall be sub - clivided into main 
modation which are used for halls , dining rooms, 

vertical zones by A Class divisions , Steps and recesses 
lounges and similar permarçntly enclosed spaces. 

shall be kept to it minimum , but where they are necessary 
(n ) " Servicc spaces" means those spaces which are used 

they shall also be of A Class divisions. The divisions shall 
for galleys, main pantries , stores ( except isolated 

have insulation values in accordance with the applicable 
pantries and lockers ) mail and specie rooms and Table specified in ruile 34 . 
similar spaces and trunks leading to such spaces . 

( 2 ) As far as practicable , the bulkheads forming the 
(0 ) " Special calegory Spaces " means enclosed spaces boundaries of the main vertical zoncs above the bulkhead 

above or below the bulkhead dock intended for the deck shall be in line with watertight sub- division bulkheads 
Çarriage of motor vehicles with fuel in their tanks situated immediately below the bulkhead deck and whəll extend 
for their own propulsion into and from which such from deck to dock and to the shell plating or other bounda 
vehicles can be driven and to passengers have ries. 
access. 

( 3 ) Where it main vertical zone is sub -divided by horizon 
( p ) " Standard fire test" means i test in which snccimens tal A Class divisions into horizontal zones the divisions shall 

of bulkheads or decks are exposed in a test fur extend between the adjacent main vertical zonc huykheads 
nace to temperatures corresponding approximalely to and to the shell plating or the exterior boundary of the ship 
the standard timie temperature curves ; the specimen and shall be insulated in accordance with the firc insulation 
shall have an exposed surface of irot less than 4 .65 and integrity value specified in Table III of rulc 34 . 
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( 4 ) On ships designed for speciul mirposes such as auto 
mobile or tail road car ferric , where the provision of main 
vertical zone bulkheads woull defeat the purpose for which 
the ship is intended , apropriate aquli alent mcats for conl 
rolling and limiting a fire shall be provided to the satisfaction 
of the Central Government. 

33 . Hulkliends within main vertical zones, — ( 1 ) All bulk 
teads which are not requircd to be A Class Jivisions shall 
be at least B or C Class divisions as stipulated in the 
appropriate Tablc specified in jule 34. All such divisions 
may be faced w th combustible material in accordance with 
rule , 

( 2 ) All corr dor bulkheads which are not required to be 
A Class shall l : R Class divisions which shall extend from 
doch to deck cycept-- - 
( ul ) wher ontinuous B Class ceilings and /or linings 

are lieu on both sides of the bulkhead , the portion 
of the halkhead , behin the continimus ceiling or 
lining shall be of material which in thickness and 
compo : ition is acceptable in the construction of B 

Class divisions; 
( b ) in the case of a ship protected by an automatic 

Sprinkler system complying with the requirements 
of these rules the corridor bulkhead of B Class 
materials muy terminate ut a celling in the corridor 
provided such a ceiling is of material which in thick 
ness and composition is acceptable in the construc 
tion of B Class divisions. All doors and frumos 
in goch bulkheads shall be of non -combustible mate 
rial and shall be constructed and erected to provide 

substantial fire resistance . 
( 3 ) All hulkheads required to be of B Class divisions 
excent corridor bullshends shall extend from deck to deck and 
to the shell or other boundaries unless continuous B Claus 
ceilings and !or linings are fitted or hoth sides of the bulkhea ! 
in which case the bulkhead muy terminate at the ceiling 
lining. 

34 . Fire integrity of bulkheads and decki. - ( 1 ) The mini 
mum fire integrity of all bulkheads and decks chall . in aceli 
tion to complying with the specific provision for fire inter 
rity mentioned in these rules, be as specified in Tables I to 
IV of this rule . 

( b ) The following requirements shall govern the appli 
cation of the Tables : 

(i) Table I shall apply to bulkheads hourling main 

vertical zones or bvrizontal zones. 
Table IT shall apply to bulklicac s not bounding main ver 
tical zones nor horizontal zones. 

Table III shall apply to decks forming steps in the main 
vertical zones or bounding horizontal zones . 

Table IV shall apply to decks not forming steps in main 
vertical zones or bounding horizontal zones. 
( ii ) For the purpose of determining the appropriate 

fire Integrity standards of boundaries between ad 
jacent spaces such spaces are classificd according 
to their fire risks into fourteen categories as 
detailed below . Where the contents and use of 
the Apace are such that there is il doubt as to 
its Clasification it shall be treated as a space 
within the relevant categories having the more 
stringent boundary requirement. The title of each 
category is typical and spaces similar in fire risks 
but not locluded in any of the categorics men 
tioned below are to be grouped into the appropriate 
category . The number indicated against each cote 
gory heading refers to the applicable column sti 

pulated in the Tables. 
( 1) Control Stations 
Spaces containing emergency sources of power and light 
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Spaces containing centralized emergency public address 
system stations and equipment . 
( 2 ) Stairways Interior stairways, lifts and escalators 

( other than those wholly contained within the ma 
chinery spaces ) for passengers and crow and un 

closures thereto . 
A stairway which is enclosed at only onc level shall be 

regarded as part of the space from which it is not 

separated by a fire door, 
( 3 ) Corridors.- - Passenger and crew corridors. 
(4 ) Lifeboat and Literaft tandling and embarkation 

stations. Open deck spaces and enclosed terminals 
forming lifeboat and liferaft embarkation and lower 

ing stations. 
(5 ) Open Deck spaces . — Open deck spaces and enclosed 

promenades clear of lifeboat and liferaft embarkation 

and lowering stations. 
Air spaces (outside superstructure and deckhouses ), 
(6 ) Accommodation Spaces of Minor Fire Risk . - Cabins 

containing furniture and furnisbing of restricted fire 

risks . 
Public spaces containing furniture and furnishings of 

restricted fire risks and having a deck area of less 

than 50 sq . metres . 
Once and dispensary containing furniture and furnishings 

of restricted ftre risks. 
( 7 ) Accommodation Spaces of Moderate Fire Risks . - - 

All spaces included la clauec (6 ) which contain furni 
turo and furnishings of other than restricted fire 

risks, 
Public spaces contatring furniture and furnishings of 

restricted fire risks and having a deck area of 50 sq . 

inetres and greater . 
Isolated lockers and small store rooms in accommodation 

spaces . 
Sales Shops. 
Motion picture projector and film storage rooms. 
Dict kitchens containing no open flames. 
Cleaning gear lockers in which inflammable liquids are 

not stowed . 
Laboratories in which inflammable liquids are not stowed . 
Pharmacies. 
Small drying rooms having a deck area of 4 sq . metres 

or less . 
Specie rooms. 
( 8 ) Accommodation Spaces of greater fire Risks. -- Public 

spaces containing furniture and furnishings of other 
than restricted fire risk and having a deck area of 

50 sq . metres and greater. 
Beatuy partouts and barber shops . 
( 9 ) Sanitary and similar spaces. — Communal sonitary 

facilities , showers , baths, water closets, etc 
Small laundary rooms. 
Indoor Swimming pool arca . 
Operating rooms, 
Isolated serving rantries in accommodation spaces . 
Private sanitary facilities shall be considered a part of 

the space in which they are located . 
( 10 ) Tanks , Voids and Auxiliary Machinery Spaces huviog 

littlo or no Fire Risk - Water tanks forming part of 

the ship s structure. 
Voids and cofferdoms. 
Auxiliary machinery spaces which do not contain machi. 

Dery having a pressurt lubrication systom and whore 
storage of combustible is prohibited , such as venti 
lation and air-conditioning rooms; windlass room , 
steering gear room : stabilizer equipment room ; elec 
trical propulsion motor room ; rooms containing sec 
ton switchboards and purely electrical equipment 
other than oil filled electrical transformers 
(above 10 KVA ); shaft alleys and pipe tannut ; 
Apacos for pumps and refrigeration machinery (not 


ing 


Wheelhouae and Chartroom . 
Spaces containing the ship s ratio equipment. 
Fire control and recording stations . 

Control roam for propelling machinery when located out 
side the machinery space . 

Spaces containing centralized fire alarm equipment. 
1349 G1/80 - 18 
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handling or using inflammable liquids). 

( iv ) In determining the applicable lire integrity standard 

of n boundary between two spaces within it main 
Closed trunks serving the spices listed above and other 

vertical zone or a horizontal zone which is not pro . 
closed trunks such as pipe and cable trunks. 

tected by an automatic sprinkler system or between 
( 11 ) Auxiliary Machinery Spaces, Cargo Spaces, Special 

slich zones neither of which is so protected the higher 
Category Spaces, Cargo and other oil turks and other 

of the two valucs given in the two tables shall apply . 
similar Ypaces of moderate fire risk . - Cargo tankis, 

IV ) in determining the applicable lire integrity standard 
Cargo holds, trunhways and hatchways. Refrigeruted 

of a boundary between two spaces within it main 
Chambers , Oil fuel tanks ( where installed in a 

vertical zone or horizontal zone which is protected 
separate space with no machinery ) . Shaſt alleys 

by an automatic sprinkler system or between such 
and vine lunnels allowing storage of combustibles . 

zones both of which are so protected the lesser of 
Auxillary machinery spaces as in category 10 which 

the two values given in the tables shall apply . Where 
contain machinery having pressure lubrication system 

a sprinkler zone and a non - sprinkler zone meet with 
or where storage of combustible is permitted , Oil 

in the accommodation and service spaces, the higher 
filling stations . Spaces containing vil filled electrical 

of the two values given in the table shall apply to 
transformer ( above 10 KVA ) . Spaces containing 

divisions between the zones . 
turbine and steam reciprocating- engine driven alixj. 
Jiary gerrrators and small internal combustion en 

( vi) Where adjacent spaces are in the same numerical 
gines up to 150 h .p . driving emergency generators , 

category and the superscript ( 1 ) appears in the Table 
sprink . Irenchur or fire pump, bilge pump. ctc . 

the bulkhead or deck between the spaces need not 
Special category spaces. Closed trunks serving the 

be fitted if considered unnecessary by the Central 
spaces listed above . 

Governinent for example in category 12 a bulkhead 

need not be required between a galley and its annex 
( 12 ) Machinery spaccs and Main Galleys . — Main pronel 

ed pantries provided the pantry , bulkheads and 
ling machinery room ( other than electric propulsion 

decks maintain the integrity of the gallcy boundaries, 
motor room ) and boiler rooms. Auxiliary machinery 

a bulkhead , is however , required between the galley 
spaces other than those in categories 10 and 11 

and the machinery space even though both spaces 
which contain internal combustion machinery or 

are in category 12 . 
other oil burning, heating or pumping units . Main 
galleys and annexes. Trunks and casings leading to 

( vii) Where the superscript ( 2 ) appears in the Tables , the 
the spaces listed above . 

lesser insulation value may be permitted only if at 

least one of the adjoining spaces in protected by an 
( 13 ) Store -rooms, Workshops, Pantrics , etc. — Main pan 

automatic sprinkler system complying with these 
tries not annexed to galleys . Main laundrv . Large 
drying rooms having a deck area of more than 
four square metres (43) square feet) . Miscellancous 

( viii ) The Central Government may determine the insula 
Stores . Mail and baggage rooms, Garbage rooms 

tion values to be applied to the ends of deck houses 
Workshops (not part of the machinery spaces, galleys, 

and superstructures and weather decks. In no case 
etc . ) 

the requirements specifled for spaccs of category 5 

of Tables I to IV shall necessitate cnclosure of 
114) Other Spaces in which inflammable liquids are slow 

spaces which in its opinion need not be enclosed . 
cd — Lamp rooms. Paint rooms. Storerooms con 
taining inflammable liquids (including dyes , medici 

(c ) Continuous B Class ceilings or linings in association 
nes, etc . ) . 

with the relevant decks or bulkheads may be accepted as con 

trabuting wholly or in part to the required insulation and in 
( iii ) Where a single value is shown for the fire integrity tegrity of a division. In providing structural fire protection 
of a boundary bulkhead between two spaces that 

regard shall be paid to the risks of heat transmission at inter 
value shall apply in all cases . 

sections and terminal points of the required thermal burier . 


Rules . 


TABLET 


Bulkheads Bounding Main Vertical Zones nor Horizontal Zones 


- 


- 


-- - 


- 


Spaces 


(1) 


(2 ) 


(3) 


(4 ) 


(5) 


(6) 


(7) 


(8 ) 


(9) 


(10 ) (11) 


(12) (13 ) 


( 14 ) 


PILE 


- 


- - 


-- - - - 


Control Stations 


(1 ) 


A -60 A - 30 A -30 

A -0 AO 


A -0 
AO 


A -0) 
A -1 


A -60 A - 60 A -60 
A - 15 A -30 A -60 
A -O A -0 A - 15 


A -1) A -0 
A -0 A -0 


A -60 
A - 30 


A -60 A -60 
A -60 A -15 

A - O 


A -60 
A -60 


Stairways 


Corrl ors 


A -0 


A -0 


A -0 


A -30 A - 30 A -30 A -0 A -0 A30 A -60 A - 15 A -60 
A -O A - O 

A -0 
A-0 AO AO A-0 AO AO A-60 A- A-60 


Life-boat and lifcraft handling and (4 ) 

enbarkation stations. 
Open deck spaces 
Accommodation spaces of minor (6 ) 

fire risk 
Accommodation spaces of mode- (7) 

rate fire sisk . 
Accommodation spaces of greater (8 ) 

flire risk 


A -0 A -0 A -0 A -O AD A -1 A -0 AO AO 
A -15 A -30 A - 30 A -0 A -0 A -15 A - 30 A -15 A -30 
A -0 A -0 A -0 A -0 A -O 

A -0 
A -30 A -60 A -0 A -0 A - 30 A -60 A - 30 A -60 
A -0 A -15 

A-O A-O 
A -60 A -0 A -O A -60 A -60 A -30 A -60 
A- 15 A- 15 A -O 
A -0 AO AO AO AO A-0 A-0 


Sanitary and similar spaces 


- 


. 


- . 


- - - 


- 


- 


- 
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- 


- 


- . 


- 


- 


. 


- . 


-- 


. 


- - - --- - 


(7 ) 


(8 ) 


(9) 


( 10 ) 


( 11) 


(12) 


( 13 ) 


(14 ) 
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Spaces 

( 1) (2) (3) (4 ) (5 ) (6 ) 
- - - 

- - - - - - - - - - 
Tanks, voids and auxiliary machi 

nary spaces having little or no ( 10 ) 
firc risk . 


A -0 


4,0 


A-0 


A -0 


A -0 


1 


A -0 


A -60 A -0 


A -O 


Auxiliary machinery spaces, cargo ( 1 ) 

spaces, special category spaces, 
cargo and other oil tanks and 
other similar spaces ofmoderate 
fire risk 


Machinery spuces and main galleys ( 12 ) 


A -60 


A - 30° A -00 
A - 15 


A -0 


A -60 


Storerooms, Workshops , Pantries (13) 

ctc . 


Other spaces in which inflammabic ( 14) 

liquide arc stowed 


A-60 


- - - . 


. - 


- 


--- 


- . 


- . 


. 


- 


- 


- 


TABLE II 


Bulkheads not boundingmain Vertical zones nor Horizontal zones. 


- 


- - 


- 


- 


- 


- - 


- - 


- - - - 
Spaces 


(1) 


(2) (3) 


(4) 


(5) 


(6) 


(7) (8) 


(9) 


(10) (11) (12 ) (13 ) (14 ) 


Control Stations 


(1) 


B -OL A -0 A -0 

A -01 A -0 


A -O 
A -0 


A -0 
A0 


4 -60 A -60 A -60 A -0 
A - 0 A -15 A -30 A -0 

A -0 A -O 


A -0 A -60 A -60 A -60 A -60 
A -O A - 15 A - 30 A - 15 A - 30 

A - 0 


Stairways 


Corridors 


C 


A -0 


B -O 


A -O 


A - 15 A - 30 


A -0 


A - 30 


AO 
B -0 
--- 


B -15 
B -O 
A -0 


B -15 B -O 
B -1) 
A -0 AO 


A -0 


A -0 


AO 


A - 15 


A -0 


Life -boat and liferaft handling 
and embarkation stations 
Open deck spaces 


A - 15 
A - 0 
A -O 


A -0 


A -0 


A -0 


A -0 


A -0 
B -0 
B - O 
C 


AO 
B -O 
B - 15 
C 
B - 15 


A -O 


A -0 
B -O 
B -0 
C 
B -V 


Accommodati un spaces of 

minor Ire risk 
Accommodation spaces of mode - 

rate fire risk 


A 


- 0 


A -0) 
B -0 
B -15 

C 
B - 15 
C C 
B - 15 


(7) 


AI 


CC" 


A -0 

A 
A -0 


A - 15 A - 30 A -0 A - 30 

A - 0 
A -15 A -60 A - 15 A -60 

-0 4 -0 A - 15 
A - 30 A -60 A - 15 A -60 

A -0 A -15 
A -0 A -0 A -0 A -O 
A -0 A -0 A - 0 A -O 


B -C) 


A -0 
A - 01 


1-01 A - 0 


-0 


Accommodation spaces of greuter (8 ) 

firesisk 
Sanitary and similar spaces (9 ) 
Tanks , voids and auxiliary machi- ( 10 ) 

nory spaces having little or no 

Orc risk 
Auxiliary machinery spaces, cargo ( 11) 

spaces , special category spaces , 
cargo and other oil tanks and 
other similar spaces ofmoderato 

firc risk 
Machinery spaces and main ( 12 ) 

gulleys 
Storerooms, Workshops , Pantries (13 ) 

clc. 


A -30 % 
A - 15 


A -0 A -0 


A -60 


A -01 A -0 


Other spaces in which inllaniniable (14) 
liquids are stowed 

- - 


A - 30 
A - 15 


- 


- - 


-- - - 


- 


- - 


- - - 


- - 


- 


- 
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- 


- 
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TABLE HI 
Decks forming steps in main Vertical zones or bounding Horizontal zones 


Space below 


Space (1) 
above 


(2) 


(3) 


(4) 


(5) 


(6) (7) 


(8) 


(9) (10 ) (11) (12 ) ( 13 ) 


( 14 ) 


S 


Control stations 

(1) A -60 A -60 A -30 A -0 A -0 A -15 A -30 A -60 A -0 A -0 A -30 A-60 A -15 A -60 
Stairways (2) A -15 A -0 4 -0 A -0 A -0 A0 A -15 A - 15 A -0 A -0 AO A - 60 A -O A -60 

A -0 A -0 
Corridors 

(3) A -30 A -D A -O A - 0 A -0 A -0 A - 15 A - 15 A - 

D A -O A -0 A -60 A -0 A -60 

A -O A -O 
Lifebout and life -raft handling and (4 ) A -0 A - 0 A -0 A - 0 A - 0 A - 0 A -0 A -0 A -0 A -0 A -0 A -0 A -0 A -O 

embarkation stations. 
Open deck spaces 

(5) A -0 AO A -0 A -0 A -0 A -0 A 0 A -0 A -0 A -0 A -0 A -0 A -0 A -0 
Accommodation spaces of inino (6 ) A -60 A - 30 A - 15 A -0 A -0 A -0 A - 15 A - 30 A -0 A -0 A -15 A -15 A -0 A - 19 
fire risk 

A -0 A -0 

A -0 A -0) 

A - O 
Accommodation spaces of mode - ( 7 ) A -60 A - 60 A - 30 A - 15 A -0 A - 15 A - 30 A - 60 A - 0 A -0 A - 30 A - 30 A -0 A - 301 
rate fire risk 

A - 15 A -0 -0 -0 -0 A - 15 

A -O 
Accommodation spaces of greater (8) A - 60 A - 60 A -60 A -60 A -0 A -30 A -60 A -60 A -0 A -0 A -30 A -60 A -15 A -60 
fire risk A - 15 A -15 A -15 A -0 A -15 A -15 

A-O A -O 
Sanitary and similar spaces (9) A-0 A-0 A-0 A -0 A-0 A-O A6 A-O AD A-0 A -O A-0 A-0 A-O 
Tanks, voids and auxiliary mac- ( 10) A -0 A -0 A -0 A -0 AO A -0 A -0 A -0 A -0 A -0 A -0 A -0 A -0 A -O 

hinery spaces having little or nu 

fire risk 
Auxiliary machinery spacc, cargo (11) A - 60 A - 60 A - 60 A - 60 A -0 A - 30 A - 60 A - 60 A - 0 A - 0 A -0 A - 30 A - 304 A - 30 
spacos, special category Spaces , 

A -0 A - 19 A - 15 
cargo and other oil tanks 
and other similar spaces of 

moderate fire risk 
Machinery spaces and orain galleys ( 12) A -60 A -60 A -60 A -60 A-0 A -60 A -60 A -60 A -0 A -O A -60 A -60 A -60 A -60 
Store -rooms, work -shops, pantries (13 ) A - 60 A -60 A - 30 A - 15 A -0 A - 15 A - 30 A -60 A -0 A - 0 A -0 A - 30 A -0 A - 30 

A - 15 A -0 

A -0 A -0 A - 15 
Othor spaces in which inflammable (14 ) A -60 A -60 A - 60 A - 60 A - 0 A - 60 A -60 A -60 A - 0 A -0 A -60 A - 60 A -60 A -60 
liquids are stowed . 

- -- - - - -- - - - - - — 


A 


- 0 


ctc . 


- 


- - 


TABLE IV 
Docks not forming steps in main Vertical zones nor bounding Horziontal zones 


Spaoc below 


Spaço 


(1) 


(2) (3) 


(4) 


(3) (6) 


(7) 


(8) (9) (10 ) (11) (12 ) (13) ( 14 ) 


above 


Control Stations 


(1) 


Stairways 


(2) 


Corridors 


A-30 A -30 A - 15 A -0 A -0 A -0 A -15 A - 30 A -0 A -0 A0 A -60 A -0 A -60 
A -0 AO AO B -0 

A -0 A -O 
A-0 A-0 A-0 A-0 A -0 A-0 4-0 A -0 A-0 4-0 A-0 A -30 A-Q A-30 
B -0 

AD 
A - 15 AO A - 01 A -O A -01 A -0 A - 15 A -15 A -0 A -0 A -0 A -30 A -Q A - 30 
A - B - 01 B -01 B - 

O B -0 B -0 B -O 
A -0 A -0 A -0 A 4 -0 A -0 A -0 4 -0 AG 

B - O BO B -0 B - O 
A -0 - A -0 A -0 A -0 A -0 4 -0 A -O 

B -O B -0 B -O BO 


5 


Lifpboat and life- raft handling 

and ombarkation stations 
Open dock spacos 


222222 


(6 ) 


A -60 


A - 0 


A -0 


A - 0 


A -0 


A - 15 


A -0 


A - 15 


Acemodation spaces of minor 

fro risk 


A - 15 
A -0 


A - 0 
B -0 


4 -0 
B -0 


A -0 
B -O 


A -0 
B -0 


A -0 
B -O 
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Space below 


- - 


- - - 


- 
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- - -(2) (3) (4) (5) (6) (7) (8) (9) 


- - - - - - 


- - - 


- = 


-- - - 


- . . - 


= 


- - 


- 


- 


- - 


Space above 


(1) 


( 10 ) ( 1) 


(12 ) (13 ) (14 ) 


Accommodation spaces of mode- 

fire risk 


(7) 


A -0 


Accommodation spaces of greater (8 ) 

fire risk 


A - 60 A -30 A - 19 A - 15 A -0 A -O A -15 A -30 A - 0 

A - 0 A -0 A -0 B -0 B -0 B -0 B -O B -C) 
A -60 A -60 A -60 A -30 AO A - 15 A - 30 A -60 A -0 

A - 15 A -0 A -O BO B -O B - 0 B -0 B -O 
A -0 A -0 A -0 A-0 A -0 A -0 AO A -0 A -0 
B -O 

B -0 B -O B -0 B -0 B -O 
A - 0 A -0 A -O A - O A -0 A -0 A - 0 A -O A -0 


A - 30 
A -O 
A - 30 
A -0 


A -0 


A - 15 A - 30 A -0 
A -0 A - 0 
A -30 A - 30 A -0 
A -0 A -0 
A - A -0 AO 


Sanitary spaces and similar spaces 


(9 ) 


A 


A -01 A -O 


AOA -O 


A -O 


Tanks, voids and auxiliary machi- ( 10 ) 

nery spaces having little or no 
fire risk 


( 11) 


A -60 


A0 


A -0 


A -1) 


A -01 


A -C) 


A -C) 


A - V 


A - 01 
A - 15 


A -00 A - 30 
A - 15 A -O 


1 - 15 

A - 0 


A - 30 
A -0 


Auxiliary machinary spaces, cargo 

spaces , cargo and other oil tanks 
and other similar space of 
moderate fire risk 


A - 302 
A - 15 


Machinery spaces and main galleys ( 12 ) 
Store -rooms,workshops, pantries , ( 13) 


A -60 A -60 A -60 A - 00 A -0 
A - 60 A - 30 A - 15 A - 15 A -0 

A -0 A -0 A -0 B -O 


A -60 A - 60 A -00 A - 0 
A - 15 A - 30 A - 30 A -0 
A -0 A - 0 A - O B -O 


A -( 
A -6 


A - 30 
A -0 


A - 301 A -0 A -00 
A -0 A -0 A - 152 


etc . 


A - 60 


A - 60 


A - 0 


A - 0 


A - 0 


Other spaces in which inflammable ( 14 ) 

liquids are slowed 


A -60 
A - 30 


A - 60 
A - 30 


A - 30 A -60 A -60 
A -0 A -15 A -15 


A - 302 A - 30 % A - 0 A - 30 
A -0 AO A -0 

- - - - — - - — 


- 


- - 


- 


- - - - 


- 


- 


- - 


( 2 ) ( a ) In special category spaces thc number and disposition 

of the means of escape both below and above the 
bulkhead deck shall be adequate having regurd to the 

general safety of access to the embarkation deck ; 
( h ) One of the means of escape routes from the machi 

nery spacos where the crew is normally employed 
shall avoid direct access 19 any special category 

space. 
( 3 ) Two means of escape shall be provided from each 
muchinciy space and in particular they shall comply with the 
following : 
( a ) Where the space is below the bulkhead deck the 

two means of escape shall consist of either 
( i) two scts of stech ladders as widely separated as 

possible leading to doors in the upper part of the 
upuce similarly separated and from which access 
is provided to the appropriate lifcbeat and liferaft 
embarkation deck . One of these ladder s shall 
provide continuous fire shelter from the lower part 
of the space to a safe position outside the space ; 


or 


35. Means of Escape . - ( 1 ) Stairways und ladders shall be 
arranged to provide ready means of escape to the lifeboat and 
life ratt cibulkation (Icck from all passenger und crew spaces 
and spaces other than machinery spacos in which the crew 
is normally omployed . In particular the following provisions 
shull be complied with : 
( a ) Below the bulkbead deck two means of escape 01 

Teunt one of which shall be independent of water 
tight doors shall be provided from each watertight 
compartment of similarly restricted space or group 
of spaces. The Central Government may dispense 
with one of the means of escape having due regard 
to the nature and location of the spaces and the 
number of persons wito normally might be employed 

there or be quartered in such spaces ; 
(b ) Above the bulkhead deck there shall be at least two 

means of escape from cach main vertical zone or 
similarly restricted space or group of spaccs at least 
one of which shall give access to a stairway forming 

a vertical escape. 
( c ) At least one of the means of escupe l equired by ( 11 ) 

und ( b ) shall be by means of a readily accessible 
enclosed stairway which shall provide continuous fire 
shelter from the level of its origin to the appropriate 
lifeboat and liferaft embarkation deck or the highest 
level served by the stairway whichever is the highest, 
The width and number and continuity of the stair 
ways shall be adequato for the number of persons 
who are likely to use such stairways in an emer 

gency : 
( d ) Protection of access from the stairway enclosures to 

the lifeboat and liferaft embarkation area shall be 

satisfactory ; 
( e ) Lifts shall not be considered as forming one of the 

required means of escape; 
(f) Stairways serving only a space and the balcony in 

that space shall not be considered as l orining on 

of the required means of escape ; 
( g ) If a radiotelegraph station has no direct access to 

the weatherdeck , two means of escape shall be pro 

vided from such stations; 
(b ) Deadend corridors exceeding 13 metres shall not he 

provided , 


( ii ) one steel ladder leading to a door in the upper 

part of the space from which accesy is provided to 
tho embarkation deck and a steel door capable of 
being operated from each side and which provides 

a safe escape route the embarkation deck 
(b ) Where the space is above the bulkbead deck two 

means of escape shall be as widely separated ag 
possible and tho doors leading from such means 
of çscape shall be in a position from which access 
is provided to the appropriate lifeboat and liferaft 
cmbarkation deck . Where such escapes require the 

use of ladders they shall be of stoci. 
( 4 ) In ships of less than 1 ,000 tony gross the Centrul Gov . 
orunent may dispense with one of the Years of escape. The 
Central Government may also dispense with one nieang of 
escape in ships of 1 ,000 tons gros9 and above in which either 
a door or a steel ladder is provided which provides a safe 
escape route to the embarkation deck , having duc rogard to 
the nuture and location of the space and whother persons are 
normally employed in that space . 


( 3 ) In every strip of Classes 1 to VII suitable signs shalt 
be displayed in corridorg annt stairways indicating the dircc 
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tion of escape routes to the lifcraft embarkativni cech.. Such Those that are normally closed shall be capable of release 
sigos shall be continuously illuminated and shall be accquate from a control station either simultaneously or in groups 
in number og distribution , They shall be capable of being and also individually from a position at the door The 
illuminated by the ship s cmergency lighting system . 

release mechanism shall be so designed that the door will 

automatically close in the event of disruption of the control 
(6 ) In every slip means of escape from any public room 

system . Approved power operated watertight doors will be 
which may be used for the purpose of concerts, cinema shows 

acceptable for this purpose . Holdback hooks not subject 
and similar forms of entertainment shall be adequate having 

to control station release will not be acceptable. When dou 
regard to the number of persons who may be accomniodation 

ble swing doors alle litted , they shall have a latch arrange 
in such space . The seating shall be so urtanged as to allord 

ment which is allomilicnlly engaged by the operation of the 
free access to the exits. Where in any such space subdued 

door relcase system . 
lighting is used , the exits shall be clearly marked with illumi 
nated signs and all doors in such exits shall upen outwards. 

( 7 ) Where a space is protected by an automatic sprinkler 

system complying with the provisions of Rule 43 of this 
36 . Protection of stairways and lifts in accommodation and 

Part of fitted with continuous B Claşs cciling, openings in 
Service spuces. — ( 1 ) All stairways shall be of steel frame 

decks not forming steps in the muin vertical zones ( or boun 
construction except where the Central Government may sunc ding horizontal zones shall be closcd reasonably tight and 
tion the use of any other equivalent material, and shall be 

such decks stull mcet A Class integrity requirements as far 
within enclosures formed of A Class divisions with positive 

as is reasonable and practicable. 
incans of closures of ull openings except that , 
( a ) A stairway connecting only lno dechs need irot bo 

18 ) The requiremcols for A Cluss Integrity of outer 

boundaries of a ship shall not apply to glass partitions, win 
enclosed provided the integrity of ihe deck is main 

dows and side, scuttles . 
tained by proper bulkheads or doors at ono between 

Similarly , the requirements for A 
deck space . When it stairway is enclosed at one 

Class integrity shall not upply to exterior door in super 
between deck spaco the stairway enclosure shall be 

structures and deck houses 
protected in accordance with the Tables for decks 

38 . Openings in B Class Divisions.-- . ( 1 ) Where B 
specified in rule 34. 

Class divisions are pierced for the passage of electric cables , 
(b ) Stairways may be fitted in the open in a public space plpcs , trunks, ducts, etc . or for the fitting of ventilation 

provided they lie wholly milhin such public space . terminals, lighting fixtures and similar devices arrangements 
Stairway cuclosures in special trade passenger spuces shall be made to ensure that the fire resistance is not there 

shall be steel but need not be of A Class integrity . by impuired . 
( 2 ) Stairway cnclosures shall have direct communication 

( 2 ) Doors and door franics in B Cluss divisions , and the 
with the corridors and are to be of sufficicnt arca to prevent means of securing them shall provide a incthou of closure 
congestion having regard to the number of person likely which shall provides resistance to fire equivalent to that of 
to use the stairway in an emergency . As far as practica the division itself as far as practicable , except that ventila 
hle . stairway cnclosures shall not give direct access to cabins tion openings may be permitted in the lower portion of such 
service lockers or other cnclosed spaces containing combu doors , Where such opening is in or under a door, the total 
stibles in which a fire is likely to originate . 

net area of any such opening strall not exceed 0 .05 sq . 

metres . When such opening it cut in a door , it shall be 
( 3 ) Lift trunks shall be so fitted as to prevent the pas fitted with a grille constructed of incombustible materjals . 
sage of smoke and flame from one between deck space to 

Tho doors themselves shall be incombustible . 
another and shall be provided with means of closing so as 
to permit smoke control and draught. 

( 3) The requirement for B Class integrity of the outer 

boundaries of a ship shall not apply to glass partitions, 
37 . Openings in A Class division . - ( 1 ) Where A Class windows and side scuttles . Similarly the requirement for 
divisions are pierced for the passage of electric cables, B Class integrity shall not apply to exterior doors in sliper 
pipes , trunks, ducts , etc . for girdors , beans or other struc structures and deckhouses , 
turos, arrangements shull be made to ensure that the fire 
resistance is not impaired . 

( 4 ) Where in automatic sprinkler system is fitted , the 

openings in decks not forming stops In main vertical zones 
( 2 ) Where ventilation ducts pass through the main verti nor bounding horizontal zones shall be closed reasonably 
cal zone bulkhcads u fail- safe automatic closing fire damper tight and such decks shall meet B Class integrity require 
shall be fitted adjacent to the bulkhead . The damper stall 

ments as far as is reasonable and practicable . 
also be capable of being manually closed from cuch side of 
the bulkhead. The operating position shall be readily icces 

39 . Ventilation systems. - ( 1 ) Ventilation fans stroll be so 
sible and be marked in red Light-reflecting colour, The disposed that the ducts rcaching the various spaces remain 
duct between the bulkhead and the damper shall be of steel within the nain vertical zone . 
or other equivalent material. The damper shall be fitted on 

( 2 ) Where ventilation systems penctrate precautions shall 
at least one side of the bulkhead with a visible indicator 

be taken to reduce the likelihood of smoko and tot gases 
showing whether the damper is open or shut. 

passing from one deck space to another through the system . 
( 3 ) Except for batches between cargo , special category Vertical ducts shall , where necessary , be insulated as required 
store and baggage spaces and betwçon such spaces under hy the appropriate Table specified in rule 34, 
weathordecks all openings shall be provided with permanen 
tly attached means of closing which shall be at least as effcc 

( 3 ) The main inlets and outlets of all ventilation systems 
tive for resisting fires as the divisions in which they are 

he capablo of being closed from outside the space being 

ventilated . 
fitted , 
( 4 ) The construction of all doors and door frames in A 

(4 ) Except in cargo spaccs, ventilation ducts shall be con 
Class Divisions with the means of securing them when structed of the following materials 
closed , shall provide resistance to fire as well as the passage 

( a ) Ducts not less than 750 sq . centiinclres in sectional 
of smoke and flame, as far as practicable , equivalent to that 

area and all vertical ducts serving more than a 
of the bulkhead in which the doors are situated . Such doors 

single between -deck space shall be constructed of 
and door frames shall be constructed of steel or other cqui 

slçel or other equivalent material, 
valent material. Watertight doors need not be insulated . 
( 5 Anv door in any A Class division shall be so cuir 

(b ) Ducts less thun 750 sq . cms. in sectional area shall 

be constructed of incombustible materials. Whero 
structed that it can be opened and closed hy one person from 

the ducts penetrade A or B Cluss divisions regard 
either side of the division . 

shall be given to ensure the fire integrity of t1 
(6 ) Fire doors in main vertical zore bulkheads and stair 

divisions . 
way enclosures other than power operated watertight doors 

(c ) Short lengths of ducts, in gencral not macecdiyg 
and those wbich are normally locked shall be of the self 

200 sq . çms, in sectional area or 2 metres in lengths, 
closing type capable of closing against an inclination of 3 
degrees. The speed of closure shall so controlled as 

need not be incombustiblc provided the following 
to 

conditions are met ; 
prevent undue danger to personnel. All such doors except 
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(1) The duct is constructed of a material of restricted 41. Restriction of Combustiblc material. — ( 1) Except in 
fire riski 

cargo spaces , mail rooms, baggage rooms or refrigerated com 

partment or service spaces, all lininge , grounds. Ceilings und 
( ii ) lhe duct is used only at the terminal end of the insulation shall be of incombustible material. Parlial bulk 
ventilation system ; 

heads or decks used to sub -divide the space for utility or 

artistic treatment shall also be of incombustible material. 
( iii ) The duct is not located closer than 60 çms, mea 
gured along ils length to a penetration of a A or 

( 2 ) Vapour barriers and adhesives used in conjunction 
B Class divisions including continuous I} Class 

with Insulation as well as insulation of pipo fittings for cond 
ceilings. 

service system nced not bo incombustible but they shall be 

kept to a minimum practicable and their exposed surfaces 
( 5 ) Where stairway enclosures are ventilated , the ductor 
ducts, if any, shalll be taken from the fap room independently 

shall have quality of resistance to tho propagation of flame, 
of other ducts in the ventilation system and shall not serve 

( 3 ) Bulkheads linings and ceilings in all accommodation 
any other spaces. 

service spaces may have combustiblo veneer provided that 

such veneer shall not exceed 2 millimetres within any such 
( 6 ) All rower ventilation except machinery and cargo 

space except corridors, stairway enclosures and control stations 
Spaces Ventilation and any alternative system provided under 
theyc Rules, shall be fitted with controls so grouped that all fans 

where it shall not exceed 1, 5 millimetrca. 
may be stopped from cither of two separate positions which 

( 4 ) The total volume of combustible facings, mouldings 
shall be situated as far apart as possible . Controls provided 

decorations and vençerg in any accommodation and service 
for power ventilation serving machinery Spices shall also be spaces shall not exceed a volumo equivalent to 2 . 5 millimetres 
grouped so as to be operable from two positions, one of 

veneer on the combined areas of the walls and ceilings . In 
which shall be outside the machinery space . Fany serving 

the case of ships fitted with an automatic sprinkler system . 
power ventilation system to cargo spaces shall be capable of tho above volume may include some combustible material 
bcing stopped from a safe position outside such spaces, 

used for crection of C Class divisions. 
17 ) Where cxhaust ducts from alley ranges pass through 

( 5 ) All exposed surface in corridors or stairway enclosures 
accommodation spaces or spaces containing combustible mate and surfaces in conccaled or inaccessible spaces in the accom 
rial, they shall be constructed of A Class divisions, Fach modation and service spaces and control stations shall have 
exhaust duct shall be fitted with : 

low flame spread characteristics . 
( a ) a grease - trap readily removable for cleaning; 

(6 ) Furnituro in passages and stairway enclosures shall he 

kopt to minimum . 
(b ) a fire damper located in the lower end of the duct ; 

(7 ) Paints , varnishes or other finishes use on exposed 
(c ) arrangements operable from within galley ( or shutting interior surfacce shall be of a nature which will not offer 
off the exhaust fan i 

undưe fire hazard and shall not be capable of producing 

excessive quantity of smoke or other toxic properties. 
( d ) a fixed means of extinguishing fire within the duct. 

( 8 ) Primary deck coverings within accommodation and 
( 8 ) Şuch measures as are practicable shall be taken in 

service spaces and control stations shall be of approved mate 
l espect of control stations outride machinery spaces in order 

rial which will not ignite or give rise to toxic or explosive 
to ensure that ventilation , visibility and freedom from smoke 

hazards at elevated temperatures. 
are maintained , so that in the cvent of Ore the machinery and 

( 9 ) Wasto paper receptacles shall be constructed of in 
cquipment contained therein may be supervised and continue 

combustible materials with solid sides and bottoms. 
to function effectively . Alternative and separate means of 
supplying air to such control stations shall be provided . Air 42 . Miscellaneous items of fire protection . — ( 1 ) Require 
inlets of the two sources of supply shall be so situated that 

ments applicable to all portions of the ship 
the risk of both inlets drawing smoke simultuneously is mini 
mised . Where control stations are situated on and opening 

( a ) Pipes which penetrate A or B Class divisions shall 
on to an open deck the Central Government may permit local 

be of suitable material having regard to the tem 
closing wrangements. 

perature such divisions are required to withstand , 
( 9 ) Ducts provided for ventilation of machinery spaces of 

(b ) Pipes intended for oil or other infiammable liquids 
category A shall not in general pass through accommodation , 

shall be of steel or other suitable material having 
service spaces or control stations . The Central Government 

regard to the risk of fire . 
may permit a relaxation from this requirement if the ducts 

( c ) Overboard scuppers , sanitary discharges and other 
are constructed of stçel and insulated to A -60 standard or 

outlets which are close to the waterline and where 
where the ducts are constructed of steel and are fitted with 
an automatic damper close to the boundary penetrated and 

the failure of the material in the event of fire would 
are insulated to A -60 standard from the machinery space 10 

give rise to danger of flooding shall be of a material 
a point at least 5 metres beyond the fire damper, 

not likely to be rendered incffective by heat . 

( 2 ) Requirements applicable to accommodation , service 
( 10 ) Ducts provided for ventilation of uccommodation ser 

spaces and control stations 
vicc spaces or control stations shall not, in general, pass 
through machinery spaces of category A . This provision 

( a ) Air spaces enclosed behind ceilings, panel or linings 
may tie relaxed by the Central Government, where the ducts 

shall be suitably divided by close fitting draugi: 
are constructed of steel and automatic fire (lamrers are fitted 

stops spaced not more than 14 metres apart. Such 
close to the boundary penetrated . 

spaces including those behind linings of stai ways, 

trunks, etc. shall be closed at each leck. 
40 . Windows and Side Scuttles. - ( 1 ) All windows and side 
scrittice in bulkheals within accommodition and service space 

( h ) Every ceiling, panel and lining shall be so construc 
and control stations shall be constructed so as to preserve the 

ted as to enable a patrol to defect any smoke origi 
Integrity requirement of the type of bullhead in which they 

nating in a concealed and inacessible place without 
Are fitted . 

impairing the efficiency of the fire protection of the 
(2 ) All windows and side scuttles and bulkheads separating 
accommodation and service spaces and control stations from 

( c ) The concealed surface of every bulkhead , lining . 
weather , shall be constructed with frames of steel or otirer 
suitable material and the glass therein shall be retained by a 

panel, stairway, wood ground and other structures. 

shall he such as well retard the spread of flame. 
metal glazing bead or angle . Where side scuttles and windows 
face open or enclosed lifeboat and liferaft embarkation arens 

( J ) The use of wood for the construction and equipment 
or positions where their failure during fire would impede 

of galleys, bakeries and main pontries shall be res 
launching of lifeboats or liferafts or embarkation into them , 

tricted as far as possible . 
special attention shall he paid . 


ship . 
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( e ) Cellulose nitrate films shall not be used in cincm . it 

xhaust ventilation duct, shall be suitable for ure in un ev 
graph installations , 

plesava peli ol und wir mixture and the outlet from any exhoust 

duct shall be sited in a safe position having regard to the 
43 . Provisions of Automatic sprinkles and fie alasid 

other possible source of ignition . 
fre detection system or un automatic ſivc alim und fire de 
toction system .- - In overy ship to which this part applius . 

(6 ) Bilge pumping and drainage to spaces below bulkhead 

deks . The drainage facilities from checks due to accumul 
there shall be installed throughout euch soparate zone, who 
vertical or horizontal, in all accommodation and 

ution of age quantities of water on the tank top or decks 
Ecrvice 

shall be adequao and additional to the requirements of 
spaces evept spaced accommodation special Trade Passengers , 

Chapter 3 of this part, 
and , where it is considered nccessary in control stations, exccpi 
Apaces which afford no substantiul tire risk : 

45 . Openings in machucı y spaces - ( 1 ) (a ) The number of 

skylights, doors. ventilators, openings in fuoncis 
( ii) an automatic fire alarm and are detection system 

to permit exhunyt ventilations of machinery spaces 
tion system of a typo complying with the provisions 

shull he iuduced to a minimum consistent with the 
of the Fouth Schedule and installed and so arad 

needs of ventilution and safe working of the ship . 
as to protect such spaces ; or 

( b ) The flips of such skylights where fitted shall be of 

steel, Suitable arrangements shall be made 10 pornrit 
( l ) an automatis firo alarm and fire dctedtion syetem 

the release of smoke in the cent of tirc from the 
complying with the provisions of the Fifth Scheduly 

space to be protected , 
and installed and 90 arranged as to detect the me 
sonce of fire in such spaces . 

( c ) doors other than power operated watertight doors , 

shall be self cloning and so arranged that positivo 

closure is assured in case of fire in the space . 
44. Protection of special category spaces. ( 1 ) General : 

( 2 ) Windows shall not be fitted in machinery space castings. 
( a ) As normal main vertical zoning may not be practi 
cable in special category spacey equivalent protection 

(3 ) Means of control shall be provided for : 
shall be provided in such spices on th : basis of a 
horizontal zone concept and the provision of an 

(i) Opening and closure of skylights, closure of open 
efficiont fixed fire extinguishing System . The honi 

ings in ſunnels which normally allow exhaust veit . 
zootai zone under thiy requirement may inclule 

tilation and closure of ventilator dampers . 
special category spaces on more than one deck pro 
vided that the overall height of the zone docs not 

( ii) Perimitting the release of smoke , 
exceed 10 metres. 

( iii) Closure of power operated doors or release mccha 

nism on doors other thin power operated watertight 
( b ) The requirements relating to openings in A and 

doors . 
B Clasy division for maintlining the integrity of 
vertical zones shall be upplied equally to decke ind 

( iv ) Stopping ven ilating fans ; and 
bulkheads forming the boundaries separating honi 
zontal zones from each other and from the remainder 

(v ) Stopping forced and induced draught fans, oil , fuel 
of the ship . 

transfer pumps , oil fuel unit pumps and other similar 

fuel pumps. 
( 2 ) Structural Protection : - ( a ) Boundary bulkhearts of 

( 4 ) The controls for (i) , ( ii ), ( iii ) and (v ) above shall 
special category spaces shall be insulated as requirea! 

le situated at one control position and located where they 
for spaces of category 11 of Table I set out in 

will not be cut off in the event of fire in the space they 
rule 34 , and horizontat boundaries as required for 

kerve , and shall have a safe access from the open deck . 
spaces of category 11 spaces of Table III set out in 
that rule . 

SHIPS OF CLASS VI AND VII 
( b ) Indicators shall be provided on the navigating bridge 

46 . Structure of ship . The hull superstructure , structural 
which shall indicate when any fire door leading to bulkheads, decks and deckhouses of every ship of Class VI 
or from special category spaces is closed . 

and VII shall be constructed of steel. 
( 3 ) Ventilation system ( a ) Theie shall be provided in 

47. Division ( 1 ) Every ship of Class VI and VII a ship 
effective power ventilation Vystem for the special fitted with internal combustion propelling machinery or oil 
category Spaces sufficient to vive at least ton ilir 

led builers the accommodation space shall be separated from 
changes per hour. This ventilation system shall be the machinery spaces by A -60 divisions. 
entirely separated from other systems and shall 
operate at all times when vehicles are in such spices. 

( 2 ) The corridor bulkheuds verving accommodation Spaces 

und control staions shall be constructed of steel or nf in 
(b ) The ventilation shall be guch is to prevent air tra combustible B - 15 divisions, 
tification and formation of air pockets . 

( 3 ) Door ways and similar openings in corridor bulkheads 

shall be capable of being 
(c ) Means shall be provided to indicate on the Dartgating 

closed by permanently attached 

doors or by shultes. The number of ventilator Openings in 
bridge Any loss or reduction of the ventilating capa 

such bulkheids shall be kept to a minimum and such opening 
city . 

all as far as practicable be provided only in or under 

doors and hall wherever practicable be in the lower part of 
( 4 ) Scuppers above bulkhead deck - In view of the surijus the door . 
loss of stability which could arise due to large quantities of 
wator accumulating on deck or decks consequent on the top 

( 4 ) Jolerior stairways , ladder id crew lift trunks within 
operation of any fix pressure wator - spray system . Scuppels accommodation spaces shall be constructed of ytcel or other 
shalj be fitted to ensure that such water shall he discharged equivalent material. The bulkheads of galleys . paint rooms, 
rapidly and directly overboard , 

stores, lamp rooms, Bosun s stores and emergency generator 

1oom shall be constricted of steel or other equivalent 
( 5 ) Precautions against ignition of inflammahle vapours. 

material. 
Equipment which would constitute a source of ignition of 
inflammable Vapours and in particular electric equipment and 

( 5 ) Deck covering within accommodation spacos and control 
wiring shall be installed at least 45 centimetrey ahove the stations on the deck forming the crown of machinory and 
deck . Such clectrical equipment and wiring shall be so en cargo spaces shall be of a type which will not ignite . 
clored and protected as to prevent the escape of sparks or 
of a type vuitnlıle for live in an explosive petrol and air mir 

(6 ) Pirints , Varnishes and other similar material having a 
turę . Electrical equipment and wirinte , if installed in an Nitro Cellulose or other higly inflammable band shall 
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or not. For this purpose , wing suctions shall be provided 
except in narrow compartments at the ends of the ship where 
a single suction may be sufficien . Efficient arrangement 
shall also be provided whereby water in any watertight com 
partment may find its way to the suction pipes . 


( 2 ) Where the inner bottom plate extends to the ship s 
şide , the bilge suctions shall be led to wells placed at the 
wings. Such wells shall bc not less than 0 17 mº capacity and 
shall be constructed of steel plates . 


not be used in the accommodation spaces, machinery spaces 
and control atations , 

(7 ) Plpes intended to convey oil or other combustible 
liquids shall be of an approved material having regard to the 
risk of fire. 

( 8 ) Materials rendered ineffective by heat shall not be used 
for overboard scuppors , discharges and other outlets which are 
close to the waterling and where failure of the material in 
the event of fire would give rise to danger of flooding , 

( 9 ) Cellulose Nitrate Alms shall not be used in the cine 
matographic installations , 

( 10 ) Skylights to Spaces containing main propulsion 
machinery or oil fired boilers or Auxiliary internal combus 
tion type of machinery of a total of 750 KW or more shall 
be capable of being closed or opened from outside the 
spaces in the event of fire . Where glass penels aro fitted to 
sl. ylights they shall be of fire resisting construc ion and 
fitted with wire reinforced glass and have havo external per 
manently attached shutters of steel or other equivalent 
materials , 


( 3 ) Suitable scupper pipes shall be fitted for draining 
tween deck spaces . Care shall be takon to ensure that a 
between deck of any watertight compartment doce not 
drain into an adjucent watçrtight compartinent, 


( 11 ) Windows shall not be fitted in engine casings except 
where the Central Government is satisfied that they are 
necessary and will not constitute a fire hazard . Whore such 
windows are fitted they shall be of a nonopening type with 
wire reinforced glass and permanently attached shutters of 
stocl or other equivalent material, 


48 . Means of Escape ,411 ) In every ship of Classes VI 
and VII stairways and ladder ways shall be so arranged as 
to provide ready means of escape to the lifeboat embarkation 
deck from all passenger, Crew and other spaces in which 
the crew are normally employed . 


( 2 ) In every ship of Clasgcs VI and VII there ghall be 
provided from each engine room , boiler room or shaft 
tunnol two means of escape one of which may be a water tight 
door. In machinery spaces where there is no watertight door. 
the two means of escape shall consist of two sets of gtecl 
ladders as widely separated as possible leading to doors in 
the casing similarly separated from which there is access 
to the lifeboat embarkation deck . The Central Government 
may Oxempt any ship of less than 2 ,000 tons from the 
requirements of this sub - rule . 


(4 ) Scupper pipes sball not to be led into the machinery 
spaces or tunnel from adjacent compartments. Such scupper 
pipes may be led to a well constructed drain tank in tho 
tunnel or machinery space but closed to these spaces. A 
bilge suction pipe with a non - return valve shall be provided 
from this tank to the hilge main . The air and sounding 
pipe to the tank shall be lcd above the bulkhead deck , Where 
one tank is used for the drainage of a number of compart 
ments, the scupper pipes shall be fitted with screw down 
non -return valvos. 

( 5 ) Drains led from refrigerated spaces shall be figited with 
liquid scalcd traps . Where such drains are situated la tho 
lower hold of a ship , tho drains shall bo filted with non 
return valves . All scurper pipes through refrigerated comport 
ments shall be guitably insulated . Liquid sealed traps shall be 
of adequate depth and provided with guitable access for 
cleaning and refilling with brine , 

(6 ) Where the Central Government considors that pro 
vision of drainage would be undesirable , it may dispenso 
with such arrangements , if satisfied that the saftey of the ship 
will not thereby be impaired . 

51 . Number and type of Bilge pumps ships of ciasses I 
to V . - ( 1 ) Every ship of Classes I to V shall have at least 
three power pumps connected to the bilge main , one of 
which may be driven by the main engine. Where the criterion 
numeral for the ship is 30 or more , one independent power 
pump shall be provided in addition , 

( 2 ) Sanitary , ballast and general service pumps may be 
acceptable as individual power bilge pumps if guch puma 
are fitted with necessary condections to the bilge pumping 
system , 

( 3 ) Where practicable , power bilge pumps shall be placed 
in scparate watertight compartments and so arranged ar 
gituatted that those different compartments may not simul 
taneohısly be flooded by damage to tho same part of the 
ship . If the engines and boilers are in two or more water 
tight compartments, the pumps available for bilge service 
shall be distributed througout these compartineata as far as 
possible . 


49. Fire Control plana - - ( 1 ) There shall be permanently 
exhibited in all ships for the guidance of the ships officers , 
gencral arrangement plans showing clearly for each deck 
the control stations, the various fire sections enclosed by 
fire retarding bulkheads (if any ) together with particulars 
of fire alarms, fire detecting systems, the sprinkler installationg 
( if any ) , the fire extinguishing appliances , means of access 
to different compartments, decks , etc , and the ventilating 
system including the particulars of the master fan controls , 
tho position of dampers and identification number of ven 
tlating fans serving each section . In addition instructions 
concerning the maltenance and operation of all the equipment 
and installation shall be readily available at the control 
stations , 

(2 ) All plants and instructions shall be kept up to date. 


PART II 


CHAPTER 3 


( 4 ) On ships of 91. 5 meters or more in length or having 
a criterion numberal of 30 or more , the arrangements shall 
be such that atleast one power pump is avallable for 080 
in all ordinary circumstance in which a ship may bo 
flooded at sea . This requirement will be met if 

(i ) one of the required pumps is an officient emergency 

pump of a submersible type having its source of 
power and the necessary controls situated above the 
hulkhead deck . Such pump and its gource of power 
shall not be installed forward of the collision bul. 
khead or nearer to the side of the ship than one 
fifth of the breadth of the ship measured at right 
angles to the centre line of the ship at the level of 

the deepest sub - division load line ; or 
( i) the pumps and their sources of power are so disposed 

throughout the length of the ship that under any 
condition of flooding which the ship is required to 
withstand at least one pump is an undamaged com 

partment will be availablo , 
52 . Number and types of bilge pumps for ships of class 
V and VII , — ( 1 ) Every ship of Class VI and VII of less 


BUge Puniping Arrangements 


50 . Goneral. - - ( 1 ) Everey ship to which / there rules apply 
shall be provided with an eficient pumping plant capable of 
pumping and draining out water from any water tight com 
partment, other than a space permanently apppropriated for 
the carriage of fresh water, water ballast or oil for which 
efficient means of pumping or drainage is provided . Such 
punning arragements shall be adequate under all practicabo 
conditions after a casualty , whether the ship remain upright 
1349 GI / 80 — 19 
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I. 


1 . 


1 


- 


T 


he 

V 


than 92 .0 metres to cpgth shall be provided with pumps 
connected to the brige main in accordance with the following 
table = 


Number of pumps 


Etngth of ship 


Hand Pumps * 


Main 
Engino 
Drivon 
Pump 


Indopen - 
dent 
Power 
Pump 


Contral Government may in 18 - place permit the provision 
of the direct emergency bilge suction led from the largest 
available independent power driven pump to the lowest 
drainage lovel of the machipery space . The capacity of the 
pump 80 connected shall exceed that of a required bilge 
pump by an amount satisfactory to the Central Government . 
The open end of such suctions or ytrainers , if any, attached 
thereto shall be accessible for cleaning . If the boiler is fired 
hy court and there is no waterlight bulk -head separating the 
boilor room from the engine room , a direct dischargo over 
board shall be fitted from one of the aforesaid pumpo . Alter 
natively , a bypass imay bo fittad to the circulating pump dis 
charge . 


Undor 15 motres 


15 metres and 

under 30 metres 


One of the lover 

type for each 
watertight com 
partinent or ono 

of the crank type . 
One of the lever 

type for each 
watertight com 
partment or one 

of tho crank type , 
One of the crank 

type . 


( 3 ) ) Hand bilgo pumps shall be workable from above tho 
- hullhead deck and thuill be so arranged that the butket and 
the valves can ibo withdrawn for oxamination and over 
hautted under flooding conditions . 

54 . Arrangemont of bilge pipes.- - ( 1 ) All pipes from 
bilge pumps for draining cargo or machinery spaces shall bo 
ontirely distinct from pipes which may be ud for AllHag or 
çmptying space where water or oil is carried . 

(2 ) All bilge- pipes used in or under coal bunkers or fuel 
storage tanks or in boiler or machinery spaces including 
spacos in which oil settling tanks or oil fuel pumping units 
Ato situated shall be of steel or other approved material, 


30 metres and 

under 75 metros 
75 metres and 

above 


1 


2 


( 3 ) Bilge suction pipes shall not be led through oil tanks 
unless the pipes aro onclosed in an oll -tight trunkway . Such 
pipes shall not be led through double bottom lahks. 


+ The hand pump may be replaced by an independent power 

pump. 
* The main engine driven pump may be replaced by an Indo 

pendent power pump. 
( 2 ) Ships of " Classes VI and VII of 92 , 0 meters in length 
and upwards shall comply with the requirements of rule S1 
in the like manner as it. lo . complied with by ships of Class I 
to V . 


(4 ) ) Bilge pipe shall be made with flangod joint and shall 
be thoroughly securred in position and protected, where 
necessary , against risk of damage . Efficient expanison joints 
of bends shall bo provided in each line of pipe . 
33 . Dlamoter of bilge suction pipes. - --( 1 ) ( a ) " The diameter 

of the bilge main shall be calculated according to 
the following formulae , namely 


whore, 


dom – 1 .68V LB + D ) 725mm 
dim tho internal diameter of the bige main in 

millimetres . 
L = the length of the ship in metres . 
B - the breadth of the ship in matres. 
D - themoulded depth of the ship to bo bulkhead 

deck . la metros. 


(b ) The diameter of a branch bilgo papo shall be ob 
tained from the following formulae , namely to 

db - 2 , 15 LB + D )-F25 


where , do 


the Internal diameter of the branch buco 
sucdon pipe in millfuncties . 
the longth of the compartment in notras. 


L 


53 , Requiroments for Bllo pumps and blootuations. - ( 1 ) 
Every bilgo pump shall be . lt priming ontoss effoient means 
of priming are provided. For this purpose a central prining 
system of a vacuum creating apparatus may be acceptable 
subject to the condition that details of any quch system 
reball be submitted to the Central Government for prior 
approval. Exory much pump other than hadd pump of the 
lever type and any pump provided for the fore or after 
peak compartments shall, whether operated by hand or by 
rower , be so arranged as to be capable of drewing water 
from any space required to be drained by these rules , 

(2 ) Every power bilge pump shall be capable of giving a 
Apeed of water of not less than 122 meters per minuto through 
the ships main bilge pipo, Every Powt bilge pump shall 
have a direct guotion from the space in which it is alustad 
provided that not more than two direct suctions shall be 
required in any one space . Where two or more direct suc 
tions are provided thero shall be at least one on the port side 
and one on the starboard side. Every direct suction in the 
machinery space shall be of diameter. not loss than that of 
the ships `main bilge lino. 

( 3 ) ) In coal burning ships , there shall be povided in 
the stockhold , in addition to the other stotion required by 
this rule , a flexible , suction hose of sufidont longth to reach 
from the fitting on an independent power - BHgc pump to 
each - side of the stockhold bilge . The "hose shall have an 
internal diameter of 100 millimotres or 12 millimeteres 
larger than the largest branch pipe roquired under clause (1 ) 
of pub- rule ( 1 ) of rule 35, whichever is loss , 

(4 ) In addition to the diroct bilge suction or suctions 
Tequired by this rule , thero shall be provided in the machinery 
space a direct suction from the main circulating pomp leading 
to the lowest drainage level of the machinery space and 
fittod with a non - return valve . Tbo diameter of this direct guc 
tion pipe shall be at least two- thirds the diameter of the pump 
inlet in the case of steam ships and of the same diameter 
as the pump inlet in the case of motor ships , Where the 
main circulating pump is not suitable for this purpose, the 


( 2 ) No main bilge suction pipe shall bo loss than 1762 . 5 
millimetres in bore and no branch suction pipe shall be less 
than 50 millimetree or more than 100 millimetres in bore . 


56 Precautions against flooding through bilge pipes. ( 1 ) 
In every ship , the bilge and ballast pumping system shall be 
AQ arranged as to prevent the possibility of water passing 
from the sea and from water ballast spaces into cargo and 
machinery spacts or from one watertight compartment to 
another. The bilge connection to any pump which is provided 
with suction from the sta or from watot ballot spaces 
shall be made by means of - alther A Donraturn value orra 
cock which cannot be open at the Bane time to the -bidru . 
and to the sea or to the bilges and water ballast spaces . 
Valve in bilge distributian boxos shall be of a non -return 
type . A system of look - up valves . or blank Aanges shall be 
provided for the purposes of preventing any doup tank in a 
ship having bilge , and , ballast connections being jnadvertortly 
run up from the sea where it contains cargo or pumped out 
through the bilgo pipe when it contains water ballast. Instruc 
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tions for working of such arrangement shall be conspicuously 
displayed near the valves . 

( 2 ) In every ship of Classos I to VI provision shall be 
made to provent thc fooding of any watertight compart 
ment served by a bilge suiction pipe in the event of the pipe 
boing sevore or otherwise damaged by collision Or grounding 
IA any othec watertight compartments Where any part of 
Auch a pipe is situated noorer to the ship s side than one 
four of tho - muidship breadth of the ship measured at the 
lovel of the deepest sub - division . load , watot line or in a duct 
kool, a non - return valve shall be fitted to the pine in the 
compartment containing the opon end of the pipe : 

(3 ) The main bilgo lino on ships of Classoy I to VII 
shall not be situated nearer to the ship s side than one - fifth 
of the breadth of the sbip mcasured at right anglo to the 
contre line of the ship at the level of the deepest sub -division 
load water line. Where any bilge pump or its pipe connec 
ting it to the bilge main is not so situated , the arrangements 
shall be such that any damago to it will not put the other 
bilge pumping arrangements out of action . For this purpose ; 
A non - return - valve shall be provided in the pipe connection 
leading to the pump at its junction with the main bilge 


cach sounding pipe for the sounding rod to strike upon . All 
sounding pipes shall extend to positions above the shp bulk 
head deck which shall at all times be readily acccsstble , 
Sounding pipes for bilges, cofferdams and double bottom 
tanks situated in the machincty space shall extend to the 
bulkhead deck unless the upper ends of the pipes . Ate Acces 
sible in the machinery space in ordinary circumstances and 
are furnished with cooks having parallol plugs and permanently 
secured handics , so loaded that on being reloasod they auto 
matically close the tock , Thor sounding, pipos for bilges of 
insulated holds shall be insulated and bo - not loog than 62 , 5 
millimetres in diameter 


PARA II 
CJAPTER 4 


Electrical Equipment and Installations 


line. 


57. Bilget valves , cocks cto , of ships of Classes I to VI, - 
( 1 ) Ak bilgo distıibution boxes , valves and cocks shall be in 
positions which are accessiblc at all times in ordinary circum 
stances and shall be so arranged that in the event of flooding, 
one of the bilge pumps may operate on any watertight 
compartment in the ship . If there : ja only one syyetem of 
pápos common to all bilge pumps , the necessary cocks or 
Valves for controlling the bilge suctions shall be capable of 
being operated from above the bulkhead deck . Whero , in 
addition to the main bilge pumping system , an emergency 
bilgo pumping systcm is installed it shall be independent 
of the main system and shall be so arranged that the pump 
is capable of being operated on any compartment under 
flooding conditions. In that case , only the cocks and valves 
Docondary for the operation of the emergency system shall be 
capable of being operated from above the bulkhead dock . 

( 2 ) In ships of Class VI and VII of under 30 metres in 
length which are provided with a lever type hand pump for 
tach watertight compartment the valves and cocks on the 
bilge main for controlling the blige suctions need nut bo 
provided with arsangements for operating them from above 
the bulkhead deck . 

( 3 ) The operating rod for bilge suction valves or cocks 
shall be led as directly as possible . Eevery such rod passing 
through a cargo or coal bunker space shall be protected 
against damage in such spaces . 


60 . Genoral. - Electrical ipotahatione in ships shall be such 
that the services essential for safety could be maintained 
under various emergency Jonditions and the safety of passen 
gere, crew and ship could be maintained from clectrical 
bazards . 

61. Main source of electrical power ships of Classes I 
to VI. - ( 1 ) Every ship of Classes I to VI in which electrical 
power is the only means of malntaining the auxiliary services 
cssential for the propulsion or the safety of the ship , shall 
be provided with two or more main generator sets . The 
power of these sets shall be quch as to ensure the functioning 
of theso services in the event of any one of these generator 
sets being out of service . The generator sets shall be so 
located as to ensure that they do not bocome inoperative in 
the event of partial flooding of the machinery space through 
leakage from a damaged compartment or otherwisc . 

(2 ) Where there is only one main generating station , the 
main switchboard ball be located in the same main fire 
zone . Where there are more than one main generating 
stations and only onc main switchboard , the switchboard 
shall be situated in the main fire zone in wbich one of tho 
generating stations is located : 


( 4 ) Every valve or cock which is required by this rule 
to be operated from above the bulkhead deck shall have 
its control at ita place of Operation clearly marked to show 
the purpose it serves and how it may be opened or closed 
and means to indicate when it is opent or when it is closed . 


58 . Bilge mud boxes and strum boxcb - Bilge suctions in 
the machinery space shall be led from readily accessible mud 
boxes places wherever practicable above the level of the 
working floor of such space . The boxes shall have straight 
tail pipcs to the bilges and the covers secured in such an 
manner as will permit them to be readily opened and closed . 
The suction ends in hold spaces and tunnel wells shall be en 
closed in strum boxes having perforations approximately 8 
millimetres in diameter and the combined area of such per 
forations shall not be less than twice the arca of the suction 
pipo ondi, Strum boxes sball be so cong ructed and arranged 
that they can be cleared without breaking any joint of the 
duction pipe . The distance between the open and off the 
tail pipe and the bottom shall be adequate to allow a full 
Aow of water and to facilitate clearing. 

59 . Sounding pipes in every ship to which these rules 
apply , all tanks forming part of the structure of the ship 
and all watertight coinpartments not being part of the 
machinery space shall be provided with efficient arrangement 
for soundhs which shall be protect d where necessary against 
damage . Where such arrangement consists of sounding pirycs, 
al thick steel doubling plate shall be securely fixed below 


62 . Emergency source of electrical power ships of Classes 
I to 1 , - 1 ) In ships of Classes I to V there shall be provided , 
in a position above the bulkhead deak outside the machinery 
casings, a self- contained emergency source of electric power . 
Its location in relation to the main source or sources of 
electric power shall be such as to ensure that a fire or other 
casualty to the machinery space will not interfere with the 
supply or distribution of emergency power . Such a source shall 
not be situated forward of the collision bulkhead . 

( 2 ) The emergonoy source of power shall be capable of 
Operating simultaneously for a period of 36 hours the 
following services, namely : 
(a ) the ship s emergency bilge pump, if it is electrically 

operated ; 
(b ) thọ ships watertight doors , if they are electrically 

operatod , together with their respectivo , indicators 

and warning signals ; 
( c ) the ship s emergency lights at every boat station on 

deck and over side , in all alleyways, stairways and 
exits , in the machinery space , in the control stations 
where radio , main navigating and central firo re 
corder equipments are situated and in the place 

where the emergency generator, if any , is situated ; 
( d ) the ship s navigation lights ; 
( e ) all communication cquipment, fire detecting systems 

and signals which may be required in an emergency 
if they are electrically operated from thc ship s 

muin generating Aets : 
(f) the sprinkler pomp, if it is electrically operted ; 

and 
(g ) the ship s daylight signalling lamp, if it is operated 

by the ship s main source of electric power. 
( 3 ) In the case of ships which are normally engaged on 
voyages of short duration , the Cenļral Government may rer 
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mit provision of emergoncy source of power capable of 
Operating services referred to in sub - rule ( 2 ) for such shorter 
period as it deems fit. 


(4 ) Whero an electrically operated emergency bilge pump 
is not provided, the omergency source of clectric power shall 
bo capable of operating simultaneously for a period of six 
hour s the following services, namely : 


(4 ) Tho emergency source of electric power may be 
cither : 
(i) a generator driven by internal combustion type 

machinery with an independent fuel supply and 
efficient starting arrangements. The fuel used shall 

2 flash point of not less than 43°C , or 
( ü ) an accoumulator battery capablo of carrying the 

emergency load without recharging on suffering an 
excessive voltage drop for at least 36 hours or such 
shorter period as may be permitted under sub - rule 
( 3 ) . 


( a ) The emergency lighting roquired at every boat 

station on deck and oversides, in all alloyway , 
stairways and exists, in the main machinery space 
and main generatiog space on the navigating bridge 

and in the chart room : 
(b ) The general alarm ; 
( c ) Fire detection and alarm systems; 
(d ) The navigation lights, if solely electric , and the 

day light signalling lamp, if operated by main 
source of power , 


64. Emergency switchboards. .. ( 1 ) In every ship which is 
provided with an emergency source of electric power in 
accordance with these rules, the emergency switchboard shall 
be vitiated as pear as practicable to the cmergency sourco 
of power , 


. (2 ) If the emergency source of power is a generator , the 
emergency switchboard shall bo situated in the same space 
where the genorator is situated unless the operation of the 
switchboard would thereby be impaired . 


(5 ) The emorgency source of electric power shall be so 
arranged that it can operate efficiently when the ship is listed 
22 - 1 / 2 degrees either way and whon the trim of the ship is 
10 degrees from an even keel. 

(6 ) (a ) If the emergency source of electric power is an 
accumulator (storage ) battcry , the arrangement shall be such 
that the ship s emergency lighting system will come into 
opertion automatically in the event of a failure of the main 
source of power for the ship s main lighting system . 

(6 ) If the emergency source of electric power is a generator, 
there sball be provided a temporary source of omergency 
power consisting of an accumulator battery of sufficient 
capacity and so arranged that it will come into operation auto 
matically in the event of a fuilure of the main or emergency 
source of power. The capacity of the accumulator battery 
sball be sufficient to operate the ship s emergency lighting 
system for half an hour and during this period the accuinu . 
lator battery shall be capable of providing power -- 

( i) to close the ship s watertight doors , if they are 

electrically operated , but not necessarily to close all 

such doors simultaneously ; 
( ll ) to operate the indicators which show whether tho 

doors are open or closed ; 


( 3 ) If the emergency source of power is a generator, an 
interconnecting feedor, adequately protected at cach end , 
shall be fitted connecting the main and the emergency 
switchboards. 


( 4 ) No accuniulator ( storage ) battery fitted in accordance 
with these rules shall be situated in the same space where the 
emergency switchboard is situated . 

65. Systems of supply.--- ( 1 ) The following systems of 
Rupply may be used : 
(a ) Direct Current ( D . C .) 

(i) two wire system ; 

(ii ) three wire with the middle wire carthed . 
(b ) Alternating Current ( A .C .) 
(i) Single phase _ two wire : 
( ii ) three phase - three wire ; 
(iil ) thiec pbabe - four wire with the neutral earthed but 

without bull return . 


(11 ) to operate the sound signals which give warning of 

the closing of watertight doors ,if electrically ope 
tod , and to operate all communication equipment, 
fire detecting system and signals which may be 
required in an emergency , if they are olectrically 

operated from the ship s main generating sets ; 
(c ) Menns shall be provided for the periodical testing of 
the emergency source of power and the teinporary source 
of power which shall include the testing of automatic arran 
gesients ; 


( d ) An indicator shall be provided in the inachinery 
grace on the main switchboard or at some other suitable 
position to show when any accumulator battery itted in 
accordance with this rule is being discharged . 


63 . Emergency source of electric power ships of Class 
VI and VII . - ( 1 ) Where in thọ CASC of any ship or classes 
VI and VII the emergency hilge pump provided in pursuance 
of gub - rule ( 2 ) of rule 56 is electrically operated , there 
shall be provided in a position above the bulkhead deck out. 
side the machinery casing a self- contained emergency source 
of electric power capable of operating the pump for a period 
of 24 hours . 


( 2 ) With parallel systems and constant prosgure, the vol 
tage for both D . C . and A . C . shall not exceed 

(a ) 500 V for 
( i) generation ; 

(ii) power for machinery ; 
( iii ) cooking equipment permanently connected to fixed 

wiring . 
( iv ) bcating equipment permanently connected to fixed 

wiring . 
(b ) 250 V form 


(i ) lighting , heaters in cabins and public rooms; 
( ii ) for all other purposo not otherwise specified . 


( 2 ) The omergency Hource of electric power may be 
either an accumulator battery complying with the require 
ments of sub - rule ( 1 ) without being recharged or suffering 
ao excessive voltage drop or a generator driven by a com 
pression ignition engino with an independent fuel supply and 
with efficient starting arrangements, Tho fule provided for 
such engine shall have a flash point of not less than 43°C . 


66 . Shorc supply . - - ( 1 ) Where arrangements are made for 
tho supply of clectricity from a source on shore , a suitable 
connection box shall be provided for receiving the cables 
from tho shore supply . Such box shall be fitted with a circuit 
breaker or isolating switch and fuges and terminale of adequute 
size and shape to facilitate Satisfactoy condection being 
made. Permanently Axed cables shall be led from the con 
nection box to the main switchboard with a linked switcli 
or a circuit breaker at the main switchboard . 


( 3 ) The emergency source of electric power shall be 50 
arranged that it will oporate efficiently when the ship is 
listed 22 - 1 / 2 degrees eithor way and when the trim of the 
ship Is 10 degrees from an even heel. 
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( 2 ) For threc phase shore supply with earthed neutral, an 
earth terminal shall he provided for connecting the hull to 
the shore carth . 


( 3 ) Every shore counection shall be provided with an 
indication at the main switchboard to shorc when the cable 
is energized. 


(4 ) Means shall be provided foi checking, with respect 
to incoming supply the polarity in the case of Direct Current 
and the phase sequence in the case of three phase Alternating 
Curront. 

( 5 ) A suitable notice shall be displayed at the connection 
box giving full information on the supply system , the normal 
voltage (and ficqucncy in the case of alternating cuircnt) 
of the ships system and the procedure for carrying out the 
connection . 


SWITCHBOARDS, SWITCH GEAR AND PROTECTIVE 

EQUIPMENT 


70 . Instruments for A , C . Generators ,-- - ( 1 ) Each generator, 
boing an alternating current generator not operated in pare 
llel shall be provided with 

( a ) one voltmeter ; 
(b ) one frequency meter ; 
( c ) (i ) one anmeter with an ammeterswitch to chubla 

the curient in each phase to be read ; or 

( ii) an ammeter in each phase. 
( 2 ) For every generator above 50 KVA , a Wattoicter shull 
he provided . 

( 3 ) Alternating cuucnt generators operated in parallel shall 
cach be provided with a wattmeter and an ammeter in cach 
phase or an ummeter with a selector switch for measuring the 
current in each phase . 

(4 ) Toi paralleling, operation , two voltmeters, two fro 
quency meters and a synchronizing device comprising 
either a synchroscope and lamps or equivalent arran 
gements shall be provided . Of the voltmeters and fre 
quency meters so provided, onc voltmeter and ono frequency 
meter shall be connected to the bus bars . The othei volt 
meter and frequency meter shall be arranaged to enable the 
voltage and frequency of any generator to be measured . 

71. lustrument scales . - ( 1 ) The upper limit of the scalç 
of every voltmeter shall be approximately 120 per con of the 
normal voltage of the circuit . The normul operating voltage 
shall be clearly marked . 

( 2 ) The upper limit of the scale of every ammeter shall 
be approximately 130 per cent of the normal rating of the 
circuit in which it is installed . The normal full load shall 
be clearly indicated . 

( 3 ) Ammeters for use with direct current generators and 
wattmeters for use with alternating current generators shall 
be capable of indicating 15 per cent reverse current or power 
iespectively . 

(4 ) The secondary windingy of instrument transferer shall 
be efficiently earthed , 

72. Earth indicatois . - Every insulated distribution system 
shall be provided with carth lamps or other meuns to indi 
cate the state of the insulation from earth . 


67. Switchboards. - ( 1 ) The main and emergency switch 
boards shall be so arranged as to give easy access back and 
front without danager to attendants. The space at the roar 
of the switchboard shall be not less than 0 .6 metres and 
bhall be adequate for Carrying out maintenance work . The 
sides and backs, and where necessary the founds, of switch . 
boards shall be suitubly guarded . There shall be provided 
non -conducting mats or gratings at the front and back of the 
switchboard . No exposed parts which may have a voltage 
betwcon conductors or to earch exceeding 250 Volts D . C . 
or 55 Vults A . C . shall be installed on the face of any switch 
board or control panel. Pipe lines and other fittings shall not 
to be installed directly above or in front or behind switch 
boards. 


( 2 ) Section and distribution boards shall he suitably en 
closed unless they are installed in a space or compartment to 
which only authorized persong have access. All enclosures 
shall be constructed of, or lined with , non -inflamınable and 
non - hygroscopic material and shall be of robust construction . 


( 3 ) All measuring instruments and apparatus controlling 
circuits shall be clearly labelled for identification . Every fuse 
and every circuit breaker shall be marked with the full load 
current which the fuse or circuit breaker protects . The labels 
for fuses shall also to be marked with appropriate sizes of 
fuys clement. Other protective devices shall be provided with 
suitable labels indicating the appropriate settings of those 
devices . 


68. Bus burs . — Bus bars and their connections shall be of 
copper . All connections shall be so mude as will avoid 
corrosion . Bus bars and their supports shall be yo designed 
as to withstand the inechanical stresses which may arise dur 
ing short circuits. The curicnt rating of equalizer bus bars 
and switches shall not be less than half the full load current 
of the largest generator. 


69. Instruments for D . C . Generators . - - ( 1 ) For generators 
which are oot operated in parallel, at least one voltmeter and 
one ammeter shall be provided for each generator. 


73 . Protection of installations. - ( 1 ) Installations shall be 
protected against accidental over currents including short cir 
cujts. The protective devices shall be such as will provide 
complete and co - ordinated protection to ensure continuity of 
service under faulty conditions through dişcriminative action 
of the protective device and elimination of the fault so LS 
to reduce damage to the system and hazards of live. 

( 2 ) Circuit breakers and automatic switches provided for 
overload protection shall have tripping characteristics ap 
propriate to the system to be piotected . Fuses shall not be 
used for overload protection above 300 amperes but may be 
used for any short circuit protection . Over current releases 
of circuit breakers for gcncralors and for circuits with pre 
ference tripping shall be capable of adjustment. 

( 3 ) The breaking capacity of every protective device shall 
be not less than the maximum value of the short circuit 
current which can flow at the point of installation at the 
Instant of contact separation . The making capacity of every 
circuit breaker or switch intended to be capable of being 
closed , if necessary , on a short circuit shall not to he less 
than the maximuin value of the short circuit current at the 
point of installation , 

( 4 ) Fvery pioteclive device or conductor not intended for 
short circuit interruption shall be adequate for the niaximum 
short circuit current which can occur at the point of ins 
tallation having regard to the time required for the sbort 
circuit to be removedl. 

74 . Protection of circuits. — ( 1 ) Short circuit protection 
shall be provided in each live pole of A D . C . system and 
in cach phase of an A , C . system , Overload protection shall 
be provided in : - 
let ) at least one line or phase in a two wic I ). ( sy n 

tem ; 


( 2 ) For parallel operation , one ammeter sball be provi 
ded for each geneiator and two voltmeters. One voltmeter 
shall be coniccted to the bus bars and the other shall be 
capable of measuring the voltage of any generator. 

( 3 ) For compound wound generatois fitted with equalizer 
connections the ummeter shall be connected to the pole op 
posite to that connected to the series winding of the genc 
rator. For threc wire generators , the ammeter shall be lo 
cated between the equalizer connection and the genciator . 

(4 ) For thiee wire qystem supplied by a three wire gene 
rator or by a balancing booster , an ammeter shall be con 
nected to each outer pole of each balancing generator and the 
voltmeter between each pole of the bus bars and the middlo 
wire . 
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( b ) a singlo -phane A . C . system ; 
( c ) both outer lines in a three wire D , C . system ; 
(d ) at least two phases in an insultbed three- phase A . C . 

System ; and 
( c ) all the three phases in an , carthed three phase AC. 

system 
(2 ) No fube or circuit breaker shall bo - ipated in an earth 
conductor . Every switch or circult breaker fitted in any sys 
tem shall be such that will operator stueltaneously in the 
earthed conductor and the insulated conductors, 


75. Protection of generators . - - 1 ) In addition to ovoc cur 
rent protection , shall be provided a circuit breaker for 
generators not arranged to run in parallot Such circuit brea 
ker shall be arranged to open all ir sulted poles, or multi 
pole linked switch with fuse in each insulated potc . 


The circuits shall be separated as widely s practicable 
throughout its length both vartically and horizentally . Indi 
cators shall be provided which will show when the power 
units of the steering gear are running . Tbeso indicators shall 
bo situated in the machinery control room or in any other 
approved position and on thc navigating bridge . 

(i ) The steering gear circuits shall have short circuit pro 
toction only . 

(iii ) Where a threo phase supply is used , a system of alarms 
shall be provided which will Indtcate failure of any one of 
the supply phases . The alarms shall be both audible and 
visual and situated itt a suitable position or the navigating 
bridge . 

( iv ) Ir ships of less than 1600 tons gross if the auxiliary 
stcoring gear is not clectrically powered or is powered by clec 
trical motor primarily intended for other services , the main 
steering gear may be fed with one circuit from the main 
gwitchboard . Where any such an electrical motor primarily 
intended for other services is arranaged to power the auxi 
llary steţring gear , the requiremonts of clausos ( i ) and ( ii ) 
of this sub- rule may be waived if the protection arranagements 
otherwise adequate . 
( 4 ) I., in any ship , the power supply for -- 
(i ) an automatic sprinkler system which requires not 

loss than two sources of power supply ; 
(ii ) sea water pumps ; 
( lii ) compressors; and 
( iv ) automatic alarms 


( 2 ) In the case of generators arranged to run in parehol, 
there shall be provided a circuit breaker arranagod to open 
siarultancously all insulted potes . Such circuit breaker shalli 
be provided with instantaneory reverte current protection 
which shall operate at not more than 15 per cent of the 
rated current, 

( 5 ) In the case of alternating current goncrator thore gbull 
be provided a roverse power protection with time delay and 
sot within the limits of 2 to 15 per cent of fult loud . 


( 4 ) In the case of direct current generators arranged to 
operato parallel, the following additional provisiong shall be 
made, namely : - - 
(i) where an equalizer connection is in use tho reverse 

ÇIHrent protection shall be provided in the pole 
opposite to that in which the series winding is con 

nooted ; 
(ii ) where the generators are compound wound genea 

rators shall be provided 
(a ) an equalizer switch for each generator , so inter 

locked that it closca befoio and opens after the 
main contact of the circuit of the circuit breakers 

with wbich it is Associated ; or 
(b) a three polo circuit breaker with all poles ope 

rating simultaneously ; 
(Mi ) in the thide wire system , there shall be provided ., a 

switch in the connection to the middlo wires so in 
intorlooked with the generator switch or circuit 
breaker connosted to the outors as to operata simul 
tanonusly with them . 


is elettrical; it shall be taken from the main generator sets 
and from all emergency source of electric power. Ono supply 
shall be taken from the main switchboard and another from 
the emergonoy switahboard by separate feeders reserved solely 
for that purpose, Such feeders shall be ruin 10 a changeover 
switch situated near the sprinkler unit and the switch shall 
normally be kept closed to the feedern from the corergency 
switahboard . The changeovor switch, shall be cloarly markod 
and no othor switch shall be fitttd in these feeders . 


( 5 ) Motors shall be protected individually against over 
load and short circuit . All lighting circuits are to be provided 
with overload and short circuit protection , 


79 . Protection of motors, pilot lamps, etc .- - Protection shall 
be provided for voltmotors , - voltago coils for measuring instri 
ments, carth indicating devices and pilot lamps together with 
tho connoction leads . The pilot lamp installed 94 an integral 
part of another item of equipment may not be individually 
protected except in the case of pilot lamps , a fault in the 
pilot lamps is likely to jeopardize the supply to essential 
cquipment. 


76. Essential services. Where generators are operated in 
purallel and essential machinery is electrically driven , ar 
rangements shall be made to disconneet automatically the 
cxcess non - essential loads when the generators are over 
loaded . This load shedding may be cartiçd out in one or more 
stagcs . 


77 , Power Transformers. The primary circuits of power 
transformers shall be protectot against short circuit by cir 
cuit broakers or fusos . Where transformers are arronaged to 
oporato in parallel, neins of isolation shall be provided on 
the secondary windings. 


80 . Switch gear. - Circuit breakers and switches shall be of 
the air- break type. The over custent reloasey of circuit bra 
kers for generators and the setting of preferonco tripping 
relays shall be adjustable . The handleg and operating mo 
hanism of switch gear shall be so arranged that the hand 
of the operator cannot accidentally touch live metal parts 
or be injured through . un arc arising from the switch or cir 
cuit breaker or the rupturing of a fuse . 

81. Cables.-- - ( 1 ) All metal sheaths und armoun of cables 
shall be electrically cotinuous and shall be earthed 


78 . Distribution system . - 41) Multiple polo - circuit brea 
kers or switch and fuscs shall be provided for the isolating 
and protection of each main distribution circuit . 

( 2 ) Hul -return shall not be used in any ship for power , 
heat and light distribution systems. 

( 3 ) ( i) In every ship of Classes VIII und IX electrio anxi 
electro - hydraulic steering gear shall be served by two circuits 
fed from the main switchboard , one of which may pass 
through the emergency switchboard , if provided . Each circuit 
shall have adequate capacity for supplying all tho motors 
which are normally connected to it and which operate simot 
tancously and if transfer arranajements are provided in tho 
steering gear room to permit either circuit to supply any 
motor or combination of motors, the capacity of each cir 
cuit shall be adequate for the most severe load condition 


(2 ) Where the cable are neither sheathed nor armoured , 
adequate precautions shall be taken to care that thoro is 
no risk of fire in the event of any electrical fault. Every elec 
tric cable shall be of a fume retarding type . 

( 3 ) All electrical wiring shall be supported in such a man 
ner at to avoid chafing and other injury. 


( 4 ) All joints in electrical conductors shall be niade in 
suitable junction boxes except in the case of low voltage 
com tunication systels - AU such junction , and ou let hoxen 
shalb so constructed is to prevent the spread of fire thcre 
from , 
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( 3 ) The insulation of cables shall be adequate for the pur 
pose baving regard to the location in which the cables are 
to be used . Under normal conditions, the rated operating 
temperature of the insulating material shall be at least 10°C 
above the ambient teraperature of the space in which the 
cable is installed . Cables having differing temperature ra . 
tings shall not be bunched together , 


(6 ) Cables exposed to mechanical damage in spaces such 
as cargo holds shall be suitably protected even if the cables 
are armoured . Where metal covering is provided it shall be 
protected against corrosion , Such coverings shall be sitably 
qartbed . 


83 . Nastgation . Hetats - ( 1) Margretion Hights -shall . bo - con 
Weated , separately to dixtribution board . arclusively providdd 
for this purpose , and connooted directly , or through trapt 
Commors, to the main or nogowy switchboard . " The dilatri 
bution board shall be accessible to the officer on watch . 

( 2 ) Each nivagation light shall be controlled and protec 
ted in each ipaplatod polo by a switch and fuse or cirault 
breaker mounted on the distribution board . Each navigation 
light shall be provided with an automatic indicator giving 
audio and or visual indication of failure of the light. If an 
Alarm deride alope 19 tod , it shall be connected to a primary 
for secondary battery . If a visual signal is wed ; and such 
signal is connected in series with the navigation light, moans 
shall be provided to prevent extinction of navigation light duo 
to failure of the signal. 

( 3 ) . Provision shall be made on the bridge for navigation 
lights to be transferred to an alternative circuit , 


( 7 ) Cables passing through watertight bulkheads or com 
partments shall be encased in suitablo Weertight glands. 

( 8 ) Cables instulled in refrigerating spaces shall have water 
tight and imperviot sheath and shall be protected against 
damuse . 

( 9 ) Cables fitted in bathroonis, machinery spaces, galleys , 
refrigeratod or other spaces where condensation of water or 
other harmful vapours are present shall have an imperviour 
abeath . 


( 10 ) ( a ) Cables for altering Current supplies rated in 

excess of 20amps , and of single corc shall have ar. 

mours of non -magnetic material; 
( b ) Cubles belonging to the same aircuut shall . beins 

talled in the same conduit, unless the conduit is of 

non -magnetic material; 
( c ) Two , three or four single core cables forming single 

and three phase circuits shall be in contact with 

cach other as tar as possible . 
( d ) Magnotic midterial and fittipes shall be avoided as 

far as possible in close proximity with cables. 


82 . General Elcotsical precautions.. ( 1 ). All olectrical equip . 
mont shall be so construotad and installed that tacre will he 
no danger of injury . to any person handling it in the proper 
manner , Where portable electric lamps , tools or similar 
equipment is operated at a voltage in excess of 55 volts the 
exposed metal parts shall be carthed through a conductor 
in the supply cable unless protection is provided by use of 
double Insulation or an isolating transformer . Where alec 
trical lamps, tools ou other apparatus are used in damp spaces, 
adequate provisions shall be made reduce to a imnimum the 
danger of electrical shock . 


84 . Rotating machines. - ( 1 ) Turbinc driven D . C . gone 
rators arranaged to run in parallel with other generators sholl 
be provided with a switch to each turbine which will open 
the generator circuit breaker when the over speed protective 
device of the turbine functions. 

( 2 ) The governor of an A . C . generating set shall be cap 
able of adjustment of load to within 5 per cent of full load . 

( 3 ) Ship s -goncrators including their excitors and all con 
tinuously rated motors shall be guitable for conttouous duty 
at the full rated output at maximum cooling water or air 
temperaturcs . for an unlimited period without undue tempera 
ture rise . All other generators and motors shall be rated in 
accordance with the duty standards adopted for their per 
formance when tested under the deajgoed load condition with 
out excessive increase in temperature , 

( 4 ) All generators shall be such as will be able to with 
stand without injury an excess current of 50 per cent for 
15 seconds after the normal running temperature is reached 
at fully rated value . 

( 5 ) Means shall be taken to onsite that the flow of cur 
rept circulating between the shaft and hearings does not cuuso 
any all offect. 

( 6 ) : Large A .C . machines and propulion motors shall be 
provided with suitably embaddad tomperature dotactors. 

85 . D . C . Generators . - ( 1 ) Automatic voltage regulators 
shall be provided for shunt wound D . C . Generators, 

(2 ) D . C . generators used for charging batteries without 
sories regulating resistors shall be ather ( a ) abnnt wound , 
Or (b ) compound wound , and be so arranged that the mories 
winding can be switched out of service . 

( 3 ) Mcans shall be provided at the switchbound to eato 
the valtage of any D . Cageperator to be adjusted sepacately 
between no food and full load to within 1 per cent of the 
rated voltage . 

( 4 ) ( a ) The inherent regulation of generators shall be 
such that for shunt and stabilized shunt wound generators 
set at full load , the stendy no load voltage shall not exceed 
115 per cent of the full load value. 


( 2 ) All electric fittings shall be so made as to prevent 
undue rise in temperature which may be injurious to the 
electrical wiring or which may result in a nigk of fire . 


(3 ) Every ship which is fitted with electric of electro 
hydraulic steering gcor shal be provided with indicators 
which will show when the power units are running . Such 
indicators shall be situated in suitable positions on the navi 
gating bridge and in the machinery space or machiorry con 
- trol room . 

( 4 ) Distribution systems shall be so artanged that out 
break of fire in any main fire zone will not interfere with 
essential sei vice in any other main fire zona. Marn and emer 
gency feeders passing through any main fire zone shall be 
separated as widely as practicable , both horizontally and 
vertically . 

( 5 ) Every electrical space heater forming part of the equip 
ment of a ship shall be fixed in position and shall be so 
constructed as to reducc the risk of fire to a minimum . No 
guch Theater shall be constructed with an element no exposed 
Abat olothing, qurtains or other material can be scorched of 

et on fire by heat from the olemont. The installations shall 
be so arranged as to prevent excessive heating of adjacent 
bulkheads or decks . 


( b ) The full load voltage shall be within 2 . 5 per cent of 
rated voltage for compound wound penerators, at full load 
oporating temperature with the voltage at 20 per cent load 
being within 1 per cent of rated voltagt . 

( 5 ) All D . C . generators shall be capable of delivering 
parttinuously the full load curyopt at the fated voltage when 
Tanning at full load engine spood at all ambient temporature 
upto the maximum specified temperature . 

( 6 ) All D . C . generators required to run in parallel shall 
be stable from no load to the full total combined load with 
qatisfactory load sharlag . 

( 7 ) The series winding of two wire generators shall be 
connected to the negative terminal. 
86 . A , C , generators.-- - ( 1 ) Fach akternating current servicc 
generator , " unless of the self-regulating type ball be ope 
rated in conjunction with a separate automatic voltage regu 
lator. 


( 6 ) No electrical equipment shall be installed in spaces 
where inflammable mixtures are liable to collect, anlas it is 
ot a type which will not ignite the mixture concerned . 


( 7 ) . In every ship , every lighting circuit in a bunker ar 
bold shall be provided with an isolating gultch nutzide the 
space . 
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( 2 ). The voltago regulation of any A . C . goporator with 
it . AVR , shall be such that at all loads , from no load to 
full load , the rated voltage at the rated power factor is 
înaintained within the range of 2 . 5 per cent plus or minus, 

( 3 ) Alternating curient systems shall be such that when 
one generator out of action , the remaining set( s ) shall have 
sufficient réserve capacity to permit the starting of the largest 
motor in the ship without causing any motor to stall or any 
device to fail due to excessive voltage drop. 

( 4 ) Alternating current generators required to run in para 
llel shall be stable from 20 per cent load to full load with 
satisfactory load sharing. 


87 . Battories. - ( 1 ) Alkaline batteries and lead -acid bat. 
teries shall not be installed in the same compartment. 

(2 ) Large batteries shall be installed in a space assigned to 
the batterica only , 

( 3 ) Batteries intended for starting engines , etc . shall be 
located as close as possible to the engines. The compartments 
in which batteries are located shall be well ventilated without 
any means of closing vantilators. Any light fitted in such 
compaitments shall be of an inherently safe type. 

( 4 ) Where acid is used as an electrolyte, the battery trays 
or boxes shall be lined with lead , Alternately , the deck below 
the battery cells may be protocted with lead or other acid 
resisting material. 

( 5) Switches, fuses and other electrical equipment Hable 
to are shall not be filted in any battery compartment. 

(6 ) Battery used for starting main engines shall comprise 
of at least two batteries of such combined size as to be cap 
able of giving the main engine not less than twelvo consecu 
tive starts if the engine is of the reversible type and not 
lcag than six consecutive starts if the engine is of the non 
reversible type . 

( 7 ) Adequate facilities for charging batteries shall be pro 
vided and shall be fitted with the necessary fittings and pro 
tected against reversal of current. 

· ( 8 ) Batteries shall be protected against short circuit by a 
fusc in each insulated conductor or a multiple pole circuit 
breaker at a position adjacent but outside the battery com 
partment. 

(9 ) Where batterics supply the emergency source of power , 
the voltage drop shall not oxceed 12 . 5 per cent of the nomi 
nal rated voltage and the voltage variation of the batteries 
Bhall be within plus 10 per cent and minus 12 .5 per cent 
from fully charged to completion of full performance of its 
duty at one-half hour discharge rate . 

( 10 ) Batteries Intended as emergency Fourcc of power shall 
be separate and distinct from batterics intended for other 
purposes and shall not be used for any purpose other than 
emergency power 


89 , Boilers and other proudure vogels. ( 1 ) Every boilor 
or other pressure vessel and its rospective mounting : shall , 
before being put into service for the first time, be subjected 
to a hydraulic test to a pressure of not less than 1. 5 times 
the maximum allowable working pressure : 

Provided that the Central Government may permit any 
other method of testing of any boiler or pressuro vessel de 
sign for its intended purpose to be substituted for the hy 
draulic test, if it is shown to its satisfaction that such method 
is at least As cffcctive as the hydraulic test. 

( 2 ) Every boiler or pressure vessel shall be capable of 
withstanding the hydraulic or other test referred to in sub 
rule ( 1 ) at any time after it is put into serviço . 

(3 ) Provision shall be made to facilitato the cleaning and 
Inspection of every pressure vessel. 

90 . Boiler water level indicators . — ( 1 ) Every boiler shall 
have at least two independent means of Indicating the water 
level, ono of which shall be a glass water gauge and the 
other an additional glass water gauge or an approved equi 
valent water linc indicator . 

(2 ) Single ended boiler shall have two water level Indi 
cators fitted one on each side of the boiler. Double ended 
bollers shall have four water level indicators , one indicator 
being in position on each side of cach end of the boiler. 

(3 ) Each oil fired water tube boiler shall be fitted with a 
water level detection system which will operate audible and 
visible alarms and shut off automatically the oil supply to 
the burners when the water level falls below a safe level. 

(4 ) Water tube boilers servicing turbing machinery shall 
be fitted with a high water level alarm . 

91. General requirements of machinery . - ( 1 ) In every 
sbip main or auxiliary machinery essential for the propulsion 
and safety of the ship shall be provided with cffective means 
for its operation and control. Where controllable pitch pre 
pellers are fitted , a pitch indicator shall be provided on the 
Navigation Bridge . Suitable starting arrangement shall be 
provided in order that the machinery may be capable of being 
brought into operation when initially no power is availablo 
on board . 

( 2 ) Means shall be provided to minimise the risk from 
over speed of machinery . For this purpose, efficient govorn 
ing devices shall be fitted , 


( 3 ) Where main or auxiliary machinery or any part of 
such machinery are subject to internal pressure , those parts 
shall , before boing put into service for tho first time, be sub 
jected to hydraulic test to a pressure not less than 1 . 5 times 
the maximum allowable working pressure Every such nuin 
or auxiliary machinery or any part thereof which has been 
subjected to hydraulic preasure in accordance with this quib 
rule shall be capable of withstanding quch test at any timo 
thereafter . 


( 4 ) Fvery ship shall havt sufficient power for going astern 
to secure proper control of ship in all normal circumstances, 
Astorn power ip ships of Clange. I to VI shall gonerally be 
not less than 60 per cent of the ahead power. The main 
propulsion and machinery arrangement shall be sucb that 
the propulsion of the ship con bs reversed with sufficient 
speed to enable the ship to be handled properly . 


-1 Cent (1)The peut avoien to every ship of Clans 


92 . Remote Control of Propulsion Machinery . — ( 1 ) Where 
remote control of propulsion machineiy from the Navi 
gating Bildge is provided and the machinery spaces are inten 
ded to be manned , the following requirements shall apply , 
namoly 


ny registere t 


( 1) 


PART II 

CHAPTER 5 

Bollers and Machinery 
88 . General . - ( 1 ) This part applies to every ship of Clas 
ses I to VII . 

( 2 ) The machinery , bollers and other pressure vosgely shall 
be of a design and construction adequato for the service for 
which they are intended and shall be so installed and pro 
tected as to minimise the danger to persons on board . 

( 3 ) Means shall be provided to prevent over pressure 
in any part of such machinery, boilers and other pressure 
vessels. Fvery boiler and every unfired steam genei ator shall 
be provided with atleast two safety valves . 

Provided that the Central Government may , having regard 
to tho out-put and other features of any boller or unfired 
steam generator, permit only one safety valve to be fitted it 
it is satisfied that adequato protection against over pressure 
is thereby provided , 


The speed, direction of thrust and , if applicable, 
pitch of the propeller shall be fully controllable from 
the Navigating Bridge under all falling condition , in 
cluding manoeuvring . 


( ii ) The remote control shall be performed , for cach 

independent propeller , by a control device so designed 
and constructed that its operation does not re 
quire particular attention to the operational details 
of the machinery . Whore more than ono propeller 
is deeigned to operate simultaneously , these pro 
pellen may he controlled hy one control device . 
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(iii ) The main propulsion machinery shall be provided 

with an emergency stopping device on the navigating 
Budge which shall be independent from the bridge 

contiol system ; 
( iv ) Propulsion machinery orders from the Norvigiting 

Bridge shall be indicated in the engine control room 
or as the case may be, at the manollvring platform , 
as appropriate i 


( v ) ( a ) Remote control of the propoulsion machinery 

shall be possiblc only from one station at a time : 


Provided that intel -connected contiol units may be per 

mitted at any one control station . 
( b ) There shall be provided at each station on in 

dicator showing the station which is in control of 
the propoulyon machinciy . The transfer of con 

trol between Navigating Bridge and machinery 
Spaces shall be possible only in the machinery 

space or machinery control room . 
( vi) The arrangement of control system shall be such as 

to make it possible to contiol the propulsion machi 
ncry locally , even in the case of failurc in any 

part space the remote control system . 
( v11 ) The design of the remote control system shall be 

such that in case of its failure an ulam will he 
given and the present speed and direction of thrust 
be maintained until local control comes into opera 

tion , unless this is considered impracticable . 
(viii ) Indicators shall be fitted on the Navigating Bridge 

for indicating 
(a ) propeller speed and direction in the case of fixed 

pitch propellers ; and 
( b ) propeller speed and pitch position in the case of 

contiollable pilch propellers 
( 1x ) An alarm shall be provided at the Navigating Bridge 

and in the machinery Spacc to indicate low starting 
110 pressure set at a level which still permits main 
enginc starting operations. If the remote control 
system of the propulsion machinery is designed for 
automatic Starting, the number of automilic con 
secutive attempts which fail to produce a start shall 
be limited to such extent as will ensure wwwlability 
of cufficient starting air pressure for stating the 
propuljon machinery locally , if necessary , 
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( 2 ) Indicators shall be provided for determining the axial 
position of the tutors relative to the cusings and for showing 
the longitudinal expansion at the sliding feet of tho turbine. 

( 3 ) Pipes and ducts shall be connected to the turbine 
casings in such a way that no excessive thrust loads are 
applied to the turbines. 

(4 ) Gland sealing systems of self- draining tyre shall be 
provided and precaution shall be taken to cnsure th it tho 
condenscd cteum docs notre enter the gland . The steari 
supply to the glund shall be fitted with an efficient drain 
tiap. 

( 5 ) Turbine beaningy shall be so located and supported 
that lubrication of the bearings is not adversely affected by 
heat from the adjacent parts of the turbine . Means shall be 
provided for preventing oil from reaching the glands and 
the casings. 

(6 ) All rotois finished bladed and completed are to be 
balanced dynamically . 

95 Governors and Safety Arrangements ( 1 ) Every steam 
tu bine shall be fitted with an ovor speed governors so as 
to shut off steam automatically when the speed exceed 15 
per cent of the maximum design speed . A hand trip gear 
shall also be provided for this purpose . 

(2 ) Means shall be provided which will automatically 
shut off the steam to ahead turbine in the event of any failure 
of the lubricating system . The system however should not 
hamper supply of steam to astern turbines for stopping 
the machinery quickly . 

(3 ) Auxiliary turbines intended for driving electrical 
generators shall be fitted with speed governors and adjusted 
to comply with the following requirements , namely : 
(i ) 10 per cent monetary variation and 5 per cent per 

manent variation in speed when full load is suddenly 

put on or taken off ; and 
( ii ) For any A . C . Installation , a permanent variation in 

speed of the machines intended for parallel opera 
tion which shall be within the telerance of plus 

or minus 0 . 5 per cent, 
(4 ) Relief valves shall be provided at exhaust end or other 
suitable positions of all main turbines and the discharge 
outlets shall be clearly visible and suitably guarded , where 
necessary . 

15 ) Non -leturn valves or other suitable means which will 
prevent steam and water returning to the turbines shall be 
fitted in bled steam connections. 


( 2 ) Where main propulsion and associated machinery in 
cluding sources of main supply of electrical powor ale pro 
vided with various degiees of automatic or remote control 
and are under continuous manned suncivision from any con 
trol room , such control room shall be so designed , equired 
and installed as to ensure that the machinery operation will 
be as effective as it would bn if it were under direct super 
vision . In such cases particular consideration shall be given 
to protection against fire and flooding . 

( 3 ) Automatic starting, operational and control systems 
shall , in general, include provisions for manual over - riding 
of the automatic control. so that failure of any part of the 
automatic and remote control systems does not prevent the 
Lise of the manual over - ride. 


RFQUIREMENTS FOR STEAM TURBINES 
93. Geneinl - ( 1 ) Plates, castings and ſorging and pipes 
lived in the construction of all turbine cylinders, rotors . 
dises couplings and other important components shall he of 
suitable composition . 

( 2 ) Materials used for high temperature applications shall 
he satisfactory from the point of vicw of creer strength , 
corrosion resistance and scaling properties at high tempera 
tire 10 cusure satisfactory performance under service condi 
tions Ordinary cast iron shall not be used for temperatures 
exceeding 220°C . 

94 Design and Construction . -- ( 1) The vlesign and arrange 
ment of turbing machinery shall he such as to ensure that 
adequate provision for expansion of the various parts is made 
to meet all normal operating conditions, 

1349 1/ 80 20 


(6 ) In single screw ships fitted with turbincs having more 
than one cylinder, the arrangements shall be such that steam 
can be led direct to the LP turbine and cither the HP. or 
LP turbine can exhaust directly to the condenser . Adequate 
arrangements and controls shall be provided for these cmer 
gency conditions so that the pressure and temperature of 
the steam can be so controlled as not to be injurious to the 
turbines or condenser . 

96 . General requirements for Oil Engines - ( 1 ) The fuel 
oil supplied for use in oll engines for main propulsion or for 
driving electri al generators, except emergency generators, 
shall have a flash point of not less than 60°C (Close cup 
test) : 

Provided that the Central Government may permit se 
of oil of flash point of less than 60°C but not less than 
43°C subject to the condition that the Arrangement in the 
system are such as to ensure that the temperature of the 
space in which such fuel is used or stored will never to 
such level so as to be within 10°C below the flash point of 
the oil. 

( 2 ) Relief valves shalj be fitted to each cylinder cover 
of over 200 mm , in diameter. The discharge from the relief 
valves shall be so directed as not to be harmful to those 
in attendance The rclief valves shall he adjusted to not 
more than 20 per cent in excess of the maximum design 
Cylinder pressure . 

( 3 ) All generating sets shall be installed with their axis 
of rotation in the fore and aft direction The lubrication 
shall be efficient at all running speeds with the ship listed 
to any angle upto 15° and with a trim of 10° when rolling 
221 ° from the vertical. 
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Provided that such suction may be omitted if large reserve 
ſecd tanks are provided and an evaporator of adequate capicity 
is fitted . 


(4 ) With direct reversing engines the reversing gear shall 
be such that when operated from ahead to astern or vice 
versa there shall be no possibility of the propelling machinery 
continuing to run in a direction contrary to that correspond 
ing to the position of the reversing gear . For this purpose , 
in addition to inter- locking arrangement audible and visibie 
alarms shall be fitted . 

PRESSURE PIPING SYSTEMS 


for 


99. Feed Water Filter. — Filters shall be provided 
continuous filteration of the boiler feed water, 


97. Steam Pipe Systems. - ( 1 ) In every ship , cach stcam 
pipe and fitting connected thereto through which steam may 
pass shall be so designed and constructed ay to withstand 
the maximum working stresses to which it may be subjected 
with a factor of safety which is adequate having regard 
to : 

(i) the material of which it is constructed ; and 
( ii ) working condtions under which it may be used. 
( 2 ) Every steam pipe and fitting shall , before being put 
into service for the first time, be subjected to a test to a 
hydraulic pressure of not less than twice the maximum allow 
able working pressure, Such pipes and fittings shall at any 
time thereafter be capable of withstanding such a test. 

( 3 ) Provisions shall be made to avoid excessive stresses 
in any stcam pipe due to expansion and contruction resulting 
from variation of temperature vibration or other causes, 

(4 ) Efficient means shall be provided for draining and 
supporting steam pipes. The drainage arrangement shall be 
such that pipca will he kept clear of water and the possibility 
of water hammer action is avoided under all conditions likely 
to arise in service . 

(5 ) Steam and exhaust pipes to steering gear, winches and 
similar equipment shall not pass through passages or crew 
accommodation or spaces which may be used for cargo : 

Provided that the Central Government may permit passing 
of such pipes through passage ways forming part of the 
accommodation if the pipes are properly lagged or encased 
and comply with the following requirements , namely : 

( i ) the pipes are constructed of solid drawn steel : 
( ii) the pipes and flanges are of scantling guitable for 

the maximum steam pressure ; 


100 . Boiler Feed Arrangement. — ( 1 ) Every boiler shall 
have atleast two efficient and separate feed systems, cach with 
its own check valve . Check valve chests should , in general, 
be attached directly to the boiler with a stop valve fitted in 
each chest or between the chest and boiler so that either of 
the feed systems may be examined while other feed system 
is in operation . 

( 2 ) In water tube boilers , atleast one of the feed systems 
shall he fitted with an approved apparatus whereby the feed 
supply can be automatically controlled. The feed check 
valve should , where necessary , be fitted with efficient gearing 
for effective control from the boiler room door or other 
convenient position . 

( 3 ) Fced water hcaters , filters and fittings between the 
pumps and the boiler shall be constructed to a working pres 
sure 25 per cent in excess of the boiler pressure of the auxi 
liary pressure of feed line to which it may be sujected , wbic ]ı 
cver is the greater . 

(4 ) An efficient relief valve suitably adjusted shall be 
fitted to prevent over- pressure in any part of the feed sys 
tems. The relief valve should be such that it cannot be 
readily overloaded . 

( 5 ) In ships fitted with closed feed systems, means shall 
be provided for automatic cutting off of steam from the 
main engines before over pressure occures in the condenser. 
Such means should be so designed as to operate without 
manual supervision , 

(6 ) In every ship where oil fired boilers are fitted there 
shall be provided an automatic boiler low level alarm and 
an automatic hoiler low level shut off valve in the fuel supply 
nipe to the furnace fronts . Alarms shall also be provided to 
indicate failure of air supply or flame . 

17 ) Every feed check valve , fliting or pipe shall, before 
being put into service for the first time, be subjected to a 
teat by hydraulic pressurC 10 (wo and a half times the 
maximun working pressure of the boiler to which it is 
connected or to twice the maximum working pressure of 
the feed live, whichever is the greater . All feed pipes shall 
be adequately supported . 

101. Conoressed Air Starting Systems. - ( 1) la overy 
ship in which machinery essential for the propulsion and 
safety of thc ship or of persons on hoard is required to be 
started operated or controlled solely by compressed air , 
there shall be provided at least two air compressors, Such 
compressors shall be of efficient design and of sufficient 
strength and capucity for the service for which they AIC 
intended : 


( iii) all connections in the pipes are by face to face 

flanges properly jointed ; and 
( iv ) adequate drainage arrangements are fitted . 


(6 ) Valves and fittings intended cither for steam pressure 
above 10 . 5 kg . per cm2 or temperature above 220°C shall 
be of steel or other approved material. 


( 7 ) If a steam pire is likely to receivc steam from any 
source at a higher pressure than it can with tand with an 
adequate factor of safety , an efficient reducing yalve, relief 
valve and pressure gauge shall be fitted to such pipe . 


98. Boiler Feed Systems ( 1 ) Two Of more feed pumps 
of sufficient capacity shall be provided to feed the boilers 
under full load condition when anyone of the pumps in out 
of action . Feed pumps may be worked from the main 
engine or may be andependantly driven ; 


Provided that atleast one of the pumps so provided is of 
an independent type of adequatc capacity . 


(2 ) Independent feed pumps required for feedings the 
boilers shall be fitted with automatic regulators for controll 
ing their output. Where only one independent pump is pro 
vided , a stand by feed pump shall also be provided as a 
second means of feed to the bojlers . 


Provided th : t in ships of Class VII only one such con 
pressure may be provided . 

( 2 ) ( a ) in every ship of Class I, II, JII, IV , V And VI 
the main engine to he started by compressor air , there shall , 
in addition to two air compressors required by sub -rule ( 1 ) , 
hc provided in starting air compressor which can be put into 
operation without any external ain and which is capable of 
Operating when no other power units are working or no 
compressed air is available . For this purpose , such air 
compressor shull he capable of being driven by a hand 
starting oil engire . 

( b ) Every ship of Class VII or 500 tony and upwards shall 
be provided with atleast one starting air compressor comply , 
ing with the requirements of clause (a ). 

( 3 ) ( n ) In shirk of Classes I, II, III, IV , V and VI, there 
shall be fitted atleast two starting air receivers of such 
aggregate capacity is will be sufficient for starting - - 
( i) cach l eversible type main engine for atlenst twelve 

times ; and 
(il) c . ch non -reversible type moin engine for at least dx 

times, 


(3 ) Feed pumps shall be provided with valves or cocks 
interposed between the pump and the auction and discharge 
pipes so that any pump can be opened up for overhaul or 
inspection while the other pumps are in operation , 

(4 ) One of the independent feed pumps shall be provided 
with an emergency suction to the sea : 
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(b ) Ships of Class VII shall be fitted with effect ono stail 

( 3 ) Means shall be provided for ascertaining that the sys 
ing air receiver complying with the requirements of clause tem is in order and for maintaining passage of sufficient 

water through each part which requires to be cooled . Arrunge . 
( 4 ) 

ments shall be provided for preventing over pressure in any 
102 . Air Compressor.- ( 1) An officiunt relief valvo shall part of the system , 
be fitted in the high pressure discharge from each air com 

( 4 ) Ships propelled by stcam machinery or having steam 
pressor, The relief valve shall be of such size and so sct auxiliarics shall , in addition to the arrangement for normal 
that the maximum accumulation of pressure does not cxcced supply or circulating water , have an adequate alternative 
the working pressure by more than ten per cent in a condition supply . 
where the compressor disch :1 ge valve is closed and the ( 5 ) Ships propelled by internal combustion machinery or 
compressor is running normally . 

having internal combusion machinery shall comply with the 

following requirements , namely : 
(2 ) An efficient relief valve of safety diaphragm shall be 
fitted on the casing of the high pressuirc air cooler to provide 

(1 ) At least two cooling water pumps shall be fitted each 

of which shall be capable of providing an adequate supply 
ample relief in the event of a high pressure air tube bursting . 

of sca water to the machinery , auxiliary engincs , oil coolers 
( 3 ) Ellicicnt means for draining of water and oil shall be and fresh water coolers connected thereto : 
fitted in the inter -stage and final discharge pire of vir com 

Provided that ships of class VII may be fitted with only 
pressors . 

one such cooling water pump. 
(4 ) Cylinders of air compressors shall be tested by lıydraulic 

( ii ) In ships of Classes 1 to VI fitted with fresh water 
pressure to twice the maximum working pressure, Cooling cooling system , the fresh water pumping arrangement shall 
coils and tublar coolers for cach stage shall be tested by be such that adequate supply of fresh Water will be 
hydraulic pressure to twice the maximum pressure of that maintained and an adequate alternative supply of cooling water 
stage. The cooling passages of air compressor and cooler will be available from a stand by pump. 
casing shall be tested by hydraulic pressure to 2 . 2 kg . por 

( iii) An emergency connection to a sea water pump shall 
cm " . 

be provided . 
103. Starting Air Receiver. - ( 1 ) Starting air receivers shall 

(iv ) Where direct sea water cooling is employed , suitable 

suction strainers shall be fitted . These strainers shall bo 
be provided with adequate means of access for the purpose 

capable of being cleaned without interruption of 
of inspection and cleaning, 

water 

supply . 
(2 ) Such uir receivers shall be provided with cflicient 

( v ) There shall be provided not less than two sea inlets for 
drainage and protected by relief valves suitably loaded and 

the sea water cooling pump, one for the main pump and 
positioned to avoid any possibility of ever pressure . Any the other for the stand- by pump. 
air receiver which can be isolated from tho relief valve 
shall be fitted with one or morc fusible plugs to discharge 

(vi) Exhaust manifolds , pipes and silencers shall be effi 
the contents of the receiver in case of fire. 

ciently cooled or adequately lagged save where such lagging 

is unnecessary , as in the case of funoel casings. 
( 3 ) Rivetted air receivers and their dished ends shall comply 

(6 ) In the selection of materials for engine cooling systems 
with the requirements for rivetted boilers and unstayed dished where sea water is used, precuations shall be taken to avoid 
ends and fusion welded receivers shall comply with the re 

the use of metals which may give rise to galvanic corrosion . 
quirements for fusion welded pressurc vcasels , 

106 . Lubricating oil pumps . ( 1) (a ) Where the propelling 
( 4 ) All air receivers shall be tested by hydraulic pressure machinery is lubricated or cooled by oil under pressure , there 
to 1 . 5 times the maximum working pressure when the maxi shall be provided at lcast two lubricating oil pumps: 
mum working pressure is over 7 kg. per cm2 and twice the 
maximum working pressure when the maximum working 

Provided that in ships of Class VII only one such pump 
pressure is less than 7 kg. per çm ? . 

may be fitted . 

(b ) Each of such pumps shall be adequate for circulating 
104. Air Pressure pipes and fittings. - ( 1) All air pressure 

(c ) Where each main enginc has its own lubricating oil 
pipes shall be properly supported and provision shall be pump, a stand by lubricating ail pump shall also be fitted , 
made to kecp the interior of every pipe free from the oil Such standby pump shall be of adequatc capacity so as to be 
which will either prevent the passage of flame from the 

able to circulate necessary oil when one of the lubricating 
cylinder of the engine to the pipe or to protect the pipe 

oil pumps is out of action . 
from the effect of an internal explosion . 

(2 ) Suitable lubricating oil strainers shall be provided 
(2 ) The starting air pipe system to main and auxiliary which shall be capable of being cleaned without interrupt 
engines shall be entirely separated from the compressor ing the supply of oil. 
discharge system and shall be served by stop valves on the 

( 3 ) Means shall be provided for ascertaining whethor the 
air receivers . All discharge pipes from air compressor s shall 
lead directly to starting air receivers , 

lubricating oil system is working properly and for preventing 

over- presgure in any part of the system . Where relief valves 
( 3 ) If an air pressure pipe is likely o receive air from any 

are fitted for relicving over- pressure , they shall be in 

closed circuit, 
source at a higher pressure than it can withstand with on 
adequate factor of safety , an elçient reducing valve, relief (4 ) In ships of Classes I, II, III , IV , V and VI an audible 
valve and pressure guage shall be fitted to such pipe . 

alarm shall be fitted to the lubricating oil system which wil 

give warning when the pressure of oil supply to the engines 
( 4 ) Every air pressure pipe or fitting in the system shall, 

falls helow a pre - determined level, Alarms gball be actuated 
before being put into service for the first time, be subjected from the outlet side of the oil filters , coolers etc . 
to hydraulic test to twicc its maximum pressure . After 
commissioning into service , it shall always be maintained in 

( 5 ) Oil level indicators fitted to lubricating oil storage tanks 
an efficient condition . 

or service tanks shall be of such type that does not require the 

piercing of the lower part of the ship so that, in the event 
105 . Engine Cooling Water Systems.- ( 1) Engine cooling 

of damage, there would be no spillage and , in the evept of 

fire the 
water systems which are required for supply of coollog water 

contents of the tank would not add to be 

outbreak . 
to the oil coolers, fresh water coolers or condenser s shall be 
adequate and shall comply with the requirements of sub 

(6 ) In ships of Class 1, II, III, IV , V and VI propelled 
rules ( 2 ), ( 3 ), ( 4 ), ( 5 ) and (6 ) . 

hy turbine or turbo - electric machinery , the lubricating oil 

arrangements shall be such that an emergency supply of oll 
(2 ) Each system including the connected water passages is available in sufficient quantity to maintain adequate lubri 
shall be arranged to avoid air pockets as far as possible . cation for not less than six minutes . Such emergency supply 
Air cocks shall be provided for purging the system of air, shall automatically come into use when the supply of lubri 
Suitably placed openings shall be provided in the water cating oil from the pump or pumps fails. A system of em 
spaces for cleaning and inspection . 

ploying a gravity tank may be acceptable for this purpose . 


oil, 


5 46 THE CL.ZETTE OF INDIA : MARCH 7, 1981 / PHALGUNA 16 , 1902 

[ PART II — SBC. 3(1)] 

: . - - - - - - -- 
- 

= 
- = = - - = 

- - - - - 
- = - 

- - - - -- - - 
(7 ) Arrangements for lubricating bearings and for drain 

flash point of not less than 60°C (loys -cup test ). The 
ing crank cases and oil pumpy shall be so designed hit the Hash point of vil fuel for emergency generators shall be not 
lubrication will be efficient with the ship inclined from the less than 43°C : 
upright at any angle upto 15º and when pitching 10° 
longitudinally or rolling upto 22 . 50 from the vertical. 

Provided that the Central Government may permit the 

use of oil having a flash point or less than 60°C but not 
107 . Crank Case Safety Arrangements. — 11) In crank cases 

less than 43°C subject to the condition that the arrangements 
of forced lubrication engines in which oll spray and mist 

in the system are such as to ensure that the temperature of 
is normally present, means shall be provided to prevent 

the space in which such fuel is used or stored will never 
danger from the resultant cxplosion . 

rise to such level so as to be within 10°C below the flasla 
(2 ) The crank cases and inspection doors shall be of point of the oil. 
robust construction and the attachment of the doors shall 

110 . Plans and Particulars of Oil Fuel Arrangements . 
be substantial. 

Detailed plans of oil fuel storage tanks, settling tanks, over 
( 3 ) There shall be fitted to crank doors of each cylinder flow tanks and daily service tanks which are built into the 
and to any associated gearing one or more non -return valves ship s structurc shall be submitted for previous approval 
designed to relieve the crank case of any abnormal presure . of the Central Government. The plans showing the follow 
The valves shall be quick - acting and self -closing and shall ing particulars and details shall also be submitted for pre 
open at a pressure of not more than 0 .2 kg / cm2. 

vious approval of the Central Government --- 
(4 ) The valves shall he so placed that any flame discharged 

(i) the position of storage , settling and service tanks ; 
by explosion will be shielded from those on duty and will 

( ii) the filling and relief arrangements ; 
not endanger anyone in the vicinity , Engines having cylin 
dery of not more than 300 mm bore and having strong 

iii ) the air, overflow , sounding and pumping systems 
crank cage doors shall bave relief valves at the end of the 

including the means of isolating oil from water 
crank cases : 

ballast and the remote control required for valves ; 

(iv ) arrangements of gutterways, coamings, savealls , and 
Provided that engines having cylinders of less than 200 

screens ; 
mm boro or a crank case volume of less than 0 .6 cubic 
inetres may not be fitted with relief valven . 

(v ) arrangements of oil fuel units, pipes and fittings and 

the design of filters and heaters ; and 
( 5 ) The total clear area to the relief valves shull he not 
less than 115 /cm² per cubic metro of the gross volume of 

(vi) Arrangements of oil fired galleys. 
the crank case. 
(6 ) Lubricating oil pipes from engine to the Sump shall 

111 . Storage of oil fuel. - ( 1 ) Oil fuel may be carried in 
be submereged at the outlet ends. In multi- engine installa 

double bottoni tanks under the machinery spaces and under 
tions, drain pipes or vent pipes shall be so arranged that the 

holds and in peak tanks , deep tanks and other tapks which 
llame of an explosion cannot pass from one engine to 

Arc suitably constructed . Oil fuel tanks shall not be situated 
another. 

dircctly above boilers or other heated surface nor should they 

be situated abrcast bojlers unless suitable arrangements are 
( 7 ) Where crank case vent pipes are fitted , they shall be made to shield the tanks from the hcat. Oil tanks which 
ay small as practicable so as to minimise the in - rush of air overhung boilers shall be efficiently shielded from the heat 
after an explosion , Vents from crank cascs of main engines and arrangements to prevent dripping of oil on the boilers 
shall be led to a safe position on deck . In largo enginçs shall be adequate . 
having more than six cylinders, a diaphragm shall be itted 
at about mid length to prevent the pagsuge of flame, 

( 2 ) Double bottom compartments used for oil fuel storage 

shall be fitted with watertiglit centre divisions except in 
(8 ) To reduce explosion hazards, ships may, 18 far as narrow tanks at the forward and after ends of ships. In 
practicable , be fitted with — 

other storage tanks , suitable Wash plates shall be fitted , 

necessary . 
(a) alarms giving warning of over-heating of ruoning 
parts of any engine ; 

( 3 ) Where fresh water is stored in a tank adjacent to an 

oil tank , a cofferdam shall be fitted to prevent contamination 
(b ) smoke detectors in crank cases ; and 

of water . 
(c) suitable means for reduction of heat in crank cases . 

(4 ) In ships trading in cold climates where oil is likely 
( 9 ) Whore interior lighting is provided in crank cases , it to become viscous, there shall bo provided in the storage 
shall be flame- proof and no wiring shall be fitted inside the tanks heating coils or other suitable means to ensure free 
crank - cascs. 

flow of oil through the pipers at all times. 
108 . Shafting. - ( 1 ) All gcaring and every shaft and coupl 

( 5 ) All oil fuel tanks shall be provided with savealls , 
ing used for transmission of power of machinery essential 

gutters or cofferdams to prevent the spread of any leaking 
for the propulsion and safety of the shin or persons on 

oil, Gutters should drain into sumps or wells . 
board shall be so designed and constructed that it would 
withstand the maximum working stresses to which it may be 

(6 ) Where oil tanks are adjacent to cargo holds or where 
subjected in all service conditions have regard to – 

the double bottom tanks in the cargo holds are used for the 

storage of oil fuel, eficient mean ; shall be provided by welle 
( a ) the material of which it is constructed ; 

and gutters to prevent leaking oil coming in contact with 

tho cargo and to ensure that such oil will drain frcely into 
(b ) the service for which it is intended ; and 

limbers or wells . Where tanks are of welded construction, 
(c ) the type of engine by which it is driven or of which 

savealll or gutters need not be provided except where 
it forms a part . 

there are mainhole doors, valves , or other fittings and in 

boiler rooms where tanks from part of the structure of the 
( 2 ) Effective measures shall be adopted to avoid unduc 

ship . 
stresses being induced in the shafting syetem due to exccasive 
vibration . 

112 , Settling, Storage and Service Tanks. - ( 1) Settling 

tanks , storage tanks and daily service tanks shall be construc 
( 3 ) Calculation with respect to vibrations of the engines ted in accordance with approved plans and shall not to 
and shafting systems shall be submitted to the Central situated directly above bojlers or other heated surfaces . 
Government for previous approval. 
OIL FUEL INSTALLATIONS 

(2 ) Suitable thermometer pockets shall be fitted to ench 

setiling tank . Open drains for removing water from oil in 
109. Oil fuel. - Oil fuel used in boilers and machinery storage or settling taths shall not be fitted unless the drain 
other than that used in an emergency generator, shall have fitting is of a weighted lever or other self -closing type. 
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( 3 ) Bilge pipes shall not be led through oil fuel tanks 
unlesy the pipes are enclosed in an oil -tight trunkway or 
Ihc design of such bilgc pipes is specially approved having 
regard to the circumstances . 
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117 . Steam Heating Arrangements. - ( 1 ) Where stcam 19 
used for heating oil either in tanks, heaters or scparators , 
the exhaust drains shall discharge the water or condensa 
tion into an observation tank . 

( 2 ) Steam heating pipes in contact with oil shall be of 
steel and the thickness of the pipes shall be adequate . 


113 . Filling Arrangements. ( 1 ) Oil fuel filling stations 
shall be isolated from other spaces in the ship and should 
bo clficiently drained and ventilated, Provision shall be 
made which will picvcnt over pressure in any oil filling pipe 
line such as , for example , over pressure that may occur dur 
ing filling operation if onc tank filling valve is closed before 
another is opencd . 

( 2 ) Any relief valve on the filling linc shall di: charge into 
an overflow tank of adequate capacity fitted with an alarm 
device , Alternatively , tho discharge from the relief valve 
may be led back to the filling barge or station , 


114 . Air and Overflow Arrangements . ( 1 ) Every oil fuel 
tank shall be fitted with at least one air pipe , the open end 
of which is led to the open air in such a position that ro 
danger of fire or explosion will be incurred from the issuitig 
oil vafour when the sank is being filled . Every such pipe 
shall be fitted with a wire gauzc diaphragm of ample arca 
which can be readily removed for cleaning, 

( 2 ) Where any oil tank can be filled under pressure either 
from the ship s pumps or when bunkering, the aggregate 
area of the aid pipe or pipes or any overllow pipe of pipes 
fitted to an overflow system which is connected to the tank 
shall be not less than 1 .25 times tbc aggregate area of the 
filling pipes. The internal diameter of any air pipe shall 
bc not Icss than 51 millimetres . 


(3 ) Where air pipes serve as overllow pipes, precautions 
shall be taken to ensure that there is no possibility of the 
overflow running into or near the boiler room , galley or 
any other place in which it might become ignited . 


( 4 ) To prevent accidental discharge or overflow of oil 
overboard, the system shall provide for the overflow from 
any oil fuel tank to be led to an overflow tank of suitable 
capacity fitted with an alarm device. A visual indicator 
may, as furus practicable, be provided in the overflow pipe 
to indicatc when the tanks or filling line relief valves are 
overflowing, 


118 . 0 :1 Fuel Pumps , Heaters , Filters , etc . — ( 1 ) l hc pliinps 
fers the oil fuel system shall be cntirely scparated from the 
fced bilge and ballast pumps and connections thereto and 
provided with efficient relief valves which are in closed 
circuit with the suction side of the pumps. 

(2 ) Means shall be provided for stopping every oil fuel 
pressure pump and transfer pump from a position outside the 
compartment in which the pump is situated . Thc control 
position shall be such that it will not be likely to be rendered 
ima: cessible by il fire in the engine or boiler room . Cochs 
of valyes shall be interposed between the pumps and the 
Suction pipes in order that the pipes may be shut off when 
thc pumps are opened up for inspection and overhauling. 

13 ) In cveiy ship , there shall be not less than two oil fuel 
Linits each comprising it pressure pump, alter and a heate ". 

( 4 ) Save -alls and yuticis shall be provided under oil fuel 
pumps, filters, heaters, etc . to catch Teaking oil or oil that 
may be spilled when any cover or door is removed . Suve 
alls or gutters shall be provided bencath furnacc mouths of 
L jlindrical boilers and beneath oil burners of water tube 
Lojlery . Aungenents shall be made to prevent the possi 
bility of escaping oil from pressure party of pumps and pipe 
lines coming into contact with hoilers or other heated 
şurfaccs . 

119 . Oil Pipes . — ( 1) Oil pressure pipes shall he made of 
seainless steel or other suitable material and those for con 
veying heated oil shall be placed in a conspicuous position 
above the platform in well-lighted parts of the boiler room 
or engine room . Flexible pipes of approved construction 
inay be used between burners and the supply linc , 

( 2 ) The thickness of scamless steel pipes shall be that 
given by the appropriate formula for a working pressure of 
14 kg /cm ? or to the pressure to which the relief valves on 
the system are lo . deci , whichever is the greater . The flanges 
of the coupling shall be suitable for the approprintc pressure 
and shall be machined and any material used for joints 
should be the thinnest possible and impervious to oil heated 
to a temperature of 120°C . 

( 3 ) The pipes and fittings shall be tested after jointing to 
a presure of 28 kg / cm2 or to twice the maximum working 
pressure , whichever is the greater . 

(4 ) Every oil pipe not being an oil pressuire pipe shall be 
made of steel or other suitable material and shall be lsid 
21 such a height above the ship s inner bottom , if any, as 
will facilitate the inspection and repair thereof. Every such 
nine shall be suitable for the working pressure of at least 
7 kg / cm ? machined flanges and jointing malerial impervious 
to oil. The pipes and fitting shall be tested to a pressure 
of 5 kg / cm1 or to twice the maximum working pressure , 
whichever is the greater . 

120 . Valves and Fittings. - ( 1) Every oil fuel suction pipe 
from any oil fuel tank situated above the inner bottom and 
every oil fuel levelling pipe within the boiler or engine roon 
shall be fitted with valves or cocks secured to each tunk to 
which the pipe is connected . Every such valve or cock 
lilled to on oil fuel suction rire shall be so arranged thit it 
may be closed both from the compartment in which it is 
situated and ſioni il roudily accessibilc position outside such 
compartment and will not be likely to be clil of in the 
event of fire in that compartment. Every such valve or 
cock fitted to an oil fuel levelling pipe shall bc 40 arranged 
that it can be closed or opened from a readily accessible 
position above the bulkhead deck and not likely to be cut 
off or rendered inaccessible by a fire in the compartment 
in which the pipe is situated. If any oil tank filling pipe 
is not connected to an oil fuel tank ut or near the top of 
the link it shall be fitted with a non -return valve or with 
a valve or cock secured to the tank to which it is connected 
and so arranged that it may be closed both from the 
compartment in which it is situated and from arcadily acces 
sible position outside such compartment und will not be 
likely to be cut off in the event of fire . 


( 5 ) Wherc air or overflow pipes pass through cargo holds. 
they shall be suitably protected against damage . 


115 . Sounding Arrangements. - ( 1 ) Means shall be pro 
vided for ascertaining the level of oil in every oil fuel tank 
either by sounding pipes or by an approved indicating apra 
ralus . Sounding pipes shall not terminate in the passenger 
of crew space nor in any space which is not efficiently venti 
lated . Where younding pipes or connections to indicators 
pass through cargo holds they shall be suitably protected 
against damage . 


( 2 ) Short sounding pipes of oil tanks situated in or helow 
machinery spaccs shall be provided with a self-closing 
arrangement. Such arrangement, if in the form of cocks , 
should have parallel plugs with handles permanently atta 
ched and so loaded that on being released they close the 
cock automatically . If sounding pipes terminate in the 
boiler room or engine room they shall ho so arranged that 
oil will not be discharged on to any part of the boilers or 
other Gittings or on to any heated surfaces such as cxhaust 
pipes of engiacs or on to electric generators and motors, if 
the self - closing fittings on their upper cnds are opened when 
filling or when oil is surging in the tank due to the motion 
of the ship . 


( 3 ) Sounding arrangements or oil level indicators on scttl 
ing tanks, daily service tanks or other oil tanks shall be 
So fitted as to prevent escape of oil should the tanks be 
over -filled . 


116 . Pumping Arrangements - Suitable provision shall be 
made to isolate oil fuel from water ballant and pumping 
arrangements should he such as to permit all oil fuel bein : 
transferred in the event of fire from any storage tank of 
scttling tank to another part of the ship . 
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( 2 ) Master valves at the furnace fronts controlling the 

( 2 ) (a ) The main steering gear shall be ot adequate stren 
supply of oil to burners shall be of a quick - closing type gth and sufficient power to steer the ship at maximum service 
and filted in a conspicuous position and readily accessible . speed at the deepest yca going draught. The main steering 
Provision shall be made to prevent oil from being turncd gcar including the rudder and ussociuted fittings and rudder 
on to any burner unless such burner has been correctly stock shall be so designed that they are not damaged at 
coupled up to the oil supply linç. 

maxinium astern speed . 
(3 ) Every valve used in connection with oil fuel installa 

( b ) The main steering gear shall, with the ship ut her 
tion shall be so designed and constructed as to prevent the 

deepest sea going draught, be capable of putting the rudder 
cover of the valve chest being slackened back or looscoed 

over from 35 degrees on one side to 35 degrees on the 
when the valve is operated . 

other side with the ship running ahead at maximum service 

spced . The time taken to put the rudder over from 35 
121. Ventilation . ( 1 ) Ample ventilation shall be provided 

degrees on either side to 30 degrees on the other side at 
in engine, boiler and pump rooms where oil fuel is used 

maximum service speed shall not exceed 28 seconds . 
and also in all compartments adjacent to any oil storage 
tanks or compartments in which any oil storage tank is 
situated . Ventilation should supply fresh aid to all party 

( c ) The auxiliary steering gear shall be capable of being 
of these spaces and shall be cupable of removing foul air in rapidly brought into action and shall be of adequate strength 
a reasonably short time, 

and sufficient power to enable the ship to be steered at 

navigable speed . In ships of Classes I, II, III, IV and V 
( 2 ) The clearance space between boilers and 10ps of double the iuxiliary stocring gear shall be capable of putting the 
bottoms and between boilers and sides of storage tanks or rudder over from 15 degrees on one side to 15 degrees on 
bunkers in which oil fuel is carried shall be adequate for the the other side in not more than 60 seconds when the ship 
free circulation of air necessary to keep the temperature of at her deepest draught and is proceeding at one half of her 
stored oil well below the tash point. 

maximum service speed ahead or 7 knots , whichever is 

the greater. Where the rudder stock is over 230 mm in 
( 3 ) Where water tuhe boilers are installed , there shall diameter in way of the tiller , the auxiliary steering gear 
be & space of at least 760 millimetres between the tank top shall be operated by power. 
and the underside of the boiler casing. 

( 3 ) ( a ) In every ship where a rudder stock of over 230 

mm is required , there shall b provided a suitable located 
122 . Lighling. In spaces where oil vapour may accumulate 

alternative steering position. 
no artificial light capable of igniting inflammable vapour shall 
be allowed . Such spaces shall be lighted by electricity and ( b ) The remote steering control systems from the principal 
no switchey or Cuses may be located within tbein , Electric and alternative steering stations shall be so arranged that 
lamps shall be protected by air -tight glasses and by wire failuro of either system will not result in inability to steer 
guards and shall be certified flamc-proof . Ordinary portable the ship by means of the other system . Means of communi 
lamps shall not be used in such spaces . Self - contained battery cation shall be provided to enable orders to be transmitted 
fed lamps of a type suitable for use in atmosphere contain from the navigating bridge to the alternative steering position . 
ing petroleum vapour shall be provided . 

( 4 ) In every ship which is fitted with a power operated 
123 . Funnels , Dampers and Uplakcs. - In ships propelled steering gear. the position of the l udder jhall be indicated 
by means of oil fired boilers , funnel dampers shall not at the principal steering station , 
be fitted as far is practicable and where litted , such diunners 

( 5 ) All power operated stecring gear shall be fitted with 
shall be provided with a suitable device whçreby they may 
be securely loched in a fully open position , Indicators shall 

arrangements for relieving shock Where stvam pipes , ex 
also be provided to show whether the danipers are open 

haust pipes or hydraulic pipes and electric power cables 

Lil c provided for steering gears , they shall be used exclusive 
or shut . 

ly for that purpose . 
124 . Tests of Storage , Service and Scttling Tanks. - ( 1) 
Fvery service tank or storage tank shall be tested by filling 

(6 ) Fluid used in hydraulic systems of Steering gear shall 
it with water to a head of at lcast 0 .3 metie more than can 

be non - frcezing. All moving parts of steering gear shall 
possibly come upon the lank in service , but to not less than 

be so guarded as to prevent possible injury to crew or 
4 . 5 metres above the bottom of the tank in the case of tanks 

passenger 
not forming part of the ship s structure . 

MISCELLANEOUS 
(2 ) Every settling tank shall be tested by hydraulic pressure 
to 1 - 1 kg / cina. 

127 . Storcs , Spare Gcar & Tools . - - Every nip shall be 

provided with such stores , space gear and tools as are consi 
125.. Oil Fired Cooking Rango . — ( 1 ) Galloys equipped dered sufficient for the intended service of the ship and for 
with oil fired cooking ranges shall be adequately ventilated . the purposes of carrying out running repairs to the ship , its 

boilers and machinery while the ship is at sea . 
( 2 ) Oil fuel tanks supplying the galley shall be placed 
outside the gullcy and the supply of oil to the burners shall 128. Means of Communication . — Every ship shall be 
be capable of being controlled from the outside and shall provided with two means of communicating orders from 
be such as is not likely to lie rendered inaccessible by a fire the navigating bridge to the engine room . One of such means 
in the galley. 

shall be the ongine room telegraph , 
( 3 ) The tank shall be provided with an air pipe leading 
to the open air and there shall be no danger of fire or ex 

PART II 
plosion resulting from the oi] vapour when the tank is 
heing filled up . The open end of the pipe shall be fitted with 

CHAPTER 6 
& detachable wire gauge diaphragm . Etlicient means for 
filling the tanks and for preventing over pressure shall be 

EQUIPMENT OF SHIPS 
provided . 

Navigational Equipment. 
126 . Stecring Gear , — ( 1 ) Every ship of Classes I. JI. JIJ, 
IV , V and VI and cvery ship of Class VII of 500 tons and 

129. Provision of compass. - ( 1 ) Every ship of Classes 1 
over shall be provided with an efficient main and auxiliary 

and III shall be provided with three efflcient magnetic com 
steering car : 

passes which shall be mounted on binnacles and sited on the 

ships centre line . One of such compasses shall be earmarked 
Provided that the requirement of this sub -rule shall not 

for use as a steering compass and sited at the normal steer 
apply where the main steering gear or power units And ing position . The second compass shall be earmarked for 
connectiong urc fitted in luplicate and each rower unit use as a standard compass and sited near the normal steering 
cnables the steering gear to meet the requirements of clause nosition being a position from which the view of the horizon 
( b ) of sub -rule ( 2 ). 

is lcast obstructed . A third such compass shall be sited at 
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the after stoering position and shall , together with its 
gimbal units , vc interchangeable with the steering compass : 

Provided that the requ rement of this sub -rule with res 
pect to compass in the normal steering position may he 
dispensed with in the case of any ship in which 

(i ) the standard compass is of a rellector or projector 

type and is equipped with device by which it may 

be read from the normal steering position ; and 
( ii ) a card of the gyro compass or repeater thercof can 

be rend l rom the normal steering position . 
( 2 ) Every magnetic compass shall be mounted on a 
hinnacle except that the after steering compass may be mount 
ed on a pedasal. 


132 . Depth Sounding Devices. — ( 1 ) Every ship of Classes 
I, II , JII, IV and V of 500 tons gross and upward being 
a ship constructed after the coming into force of these 
rules shall be fitted with an echo sounding device. 

( 2 ) livery ship of Classes I, II, III, IV . V und VI of 1600 
tons gross Or over shall, unless provided with an echo 
sounding device , be provided with a nechanical depth 
sounding device . 

(3 ) Every ship of Classes I, II, III, IV , V , VI and VII 
shall be provided with two hand load -lines, each of at lcast 
45 m . in length and çuch with load weighing at lcast 3 
hilogramımçs . 


133 . Defects in Navigational Equipmenty . - - Master of 
every ship which is required to carry radar, gyro compass 
or echo sounding device shall take all reasonable steps to 
maintain the equipments in operating condition . Malfunc 
tioning of any of these equipments shall not huwever render 
the ships unseaworthy or liable for detention at porty where 
repair facilities are not readily available 


( 3 ) Every ship of Clasca II, IV and V and every shizof 
Classes VI and VII of 500 tons and above shall be provided 
with two efficient magnatic compasses which shall be sited on 
the ship s centre linc. One of such compasses shall be tar 
marked for LISC as a steering compass and shall be sited at 
the normal steering position and the other jhail be earmarked 
for USC as a standard compass and shall be sites near 
the normal stering position , being a position from which 
the view of the horizon is least obstructed . Fuch of such 
compasses shall be moun ed on a binnacle , 


134. Anchois and Chain Cables . - - ( 1 ) Every ship shall 
be provided with such nuinber of anchors and chain cables 
us are sufficient in number and strength having regard to 
the size and intended service of the ship . 

(2 ) Anchors shall be of approved design and duly tested . 

( 3 ) Chain cables for anchory may or of wrought iron . 
mild steel, special and cast steel. They shall be of approved 
design and suitably tested . 


( 4 ) Every ship of Classes IV and VII of less than 500 
tons shall be piovided with an efficient magnatic compass 
which shall be readily available at the normal steering 
position . 

( 5 ) Where , on any ship , there is no emegency steering 
position , provision of two magnetic compasses mounted on 
binnacles may be lispensed with if ship is equipped with 


(i) a standard projector magnetic compass ; 
( ii ) a gyro compass with repeaters; and 
( iii ) a spare magnetic bowl with its gimbal units which 

can be interchanged " with magnetic compass should 
that compass become inserviceable . 


135. Windlass. — ( 1 ) A windlass of suflicient power and 
suitable for the chain cable shall be fit !cd and clliciently 
secured to the deck . The thickness of deck plating in way 
of wiodlass shall be adequately increased and stiffened . 

( 2 ) The cables shall be led from the windlass hy easy 
Ieud , through a hawse of adequate thickness and size to 
house the anchors satisfactory. Substantial lips shall The 
provided to the hawse pipe at the deck as well as the shell 
connection . Where neceessary , the shell plating und fram 
ing in way of the hawe pine shall be rcinforced . 

( 3 ) A chain locker of adequate capacity shall be fitted 
with easy lcad of cable from the windlass and provided with 
Spurling pire with suitable lips. For the purpose of senarat 
ing starboard side cables from port side cables suitable 
arrangements shall be provided in the chain locker. The 
inboard ends of cables shall be suitably secured to the 
struçiure of the chain locker . The arrangement shall be 
such as would cnsure expeditious slipping of the cable , 
where necessary . 


(6 ) ( a ) Every magnetic compass shall be sited in a posi 
tion which is away from structures and fitting : containing 
magnetic material. Wherever possible such position shall be 
80 fixed as to ensure that structures and ilxed obiccts are 
not within 3 meters of the standard compass or within 1 . 5 m . 
of the steering compass. All fittings, furniture etc. made 
of magnetic material und doors opening in the direction 
of compasses shall be so located as to be away from com 
passes at least the minimum distance specified in this sub 
rule. Whencver electrical instruments are placed neor a 
magnetic compass , cure shall be taken to crisure that they 
do not affect the compass when they are switch on ; 


(4 ) The spare bower-anchor shall be stowed where it will 
be readily available when required . 


( h ) Compusses of ships shall he adjuisted whenever - - 
(i ) any structural alteration takes place in the 

vicinity of the compass ; 
( ii ) a ship has been laid up for a prolonged period ; 


136 . Hawsers and Worps. — Every ship shall be provided 
with hilwers and warps which are sufficient in number and 
strength having regard to the size and th : intended service 
of the shin . 


(ii) changes are made in the clectrical equipment in 

the vicinity of the compass . 
The record of deviation , if any , shall be maintained up 
to date . 

130. Gyro Compass .--- Every ship of Classes I, II, III, IV 
and V of 1600 tons gross and upward sball he fitted with 
a gyro compass in addition to the magnetic compasses re 
quired under these rules : 


PART — III 
Carriage of Passengers 

CHAPTER - I 

GENERAL 
137 . Position of Passenger Accommodation . — ( 1) The 
decks on which passengers are accommodated shall form 
part of the permanent structure of the ship and shall be of 
adequate strength . If any deck is constructed of viood , 
it shall be properly laid and caulked and shall be continuous 
from side to side of the space in which the passengers are 
carried . If the deck is not constructed of wool, it shall 
he sittaci with sheathing made of wool of an approved non 
conducting composition . 


Provided that the Central Government may, if it consider 
it unreasonable or unnecessary to require any ship of under 
5000 tons gross to be fitted with i gyro compass , exempt 
such ship from this requircment. 

131. Radar. - Every ship of Classes I, JI , III and IV of 1600 
tons gross and inward sholl be fitted with a rader of an 
approved type. Facilities for plotting radar readings shall 
be provided on the navigating bridge in every such shir . 


( 2 ) Passenger s shall not be carried on more than onc deck 
helow the load water line and within 10 er cent of the 
length of the shin from the forward perpendicular in any 
lower between deck . 
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passengers shall be provided in any of the following spaces , 
namely : 
( a ) any deck lower than the one immediately below 

the deepest sub -division load line; 
( b ) any part of the between decks where the clear head 

room is less than 1 .90 metres : 
( c ) forward of the collision bulkhead being the bulkhead 

complying with the requirements of rule 7 or the 

upward extension thereof ; 
(d ) on lower between decks within 10 per cent of the 

length of the ship from the forward perpendicular ; 


Or 


( 3 ) Lamp rooms, point rooms and spaces used for the 
storage of inflammable oils shall not have a direct access to 
passenger accommodation by doors or passage ways or be 
so situated as to constitute a danger to passengers . Passen 
gers shall not be accommodated in a space adjoining an oil 
fuel bunker unless the space is separated from the bunker 
by an additional steel vapour proof bulkhead so arranged 
that the space between the two bulkheads is well ventilated 
anal accessible . f the bunker bulkhead is of all welded 
ci istruction the additional bulkhead need not be fitted . 
! senger accommodation may be situated on a deck form 
in the crown of an oil fuel space if 

(i ) the deck is oil -light; 
( ii) passenger space is well ventilated ; 
( iii ) no manwhole or other opening to oil fuel spaces 

exists in passenger spaces ; and 
( iv ) flooring of passenger spaces is of a material and of 

a thickness approved by the Central Government 

for the purpose . 
( 4 ) Passenger accommodation shall be separated from 
cargo spaces , coal bunkers. store rooms, lamp rooms 
and paint rooms and other spaces used for storage of inſlam 
mable oils by means of gas-tight stec ) bulkheads and decks. 

138 . Lighting and ventilation. -- All passenger accommoda 
tion spaces shall be efficiently ventilated and lighted during 
both day and night. Wherever possible, natural lighting shall 
be provided . Where natural lighting is not possible efficient 
artificial lighting shall be provided . 


(e ) any weather deck which is not sheathed to any 

satisfaction of the Central Government. 
( 2 ) During seasons of foul weather, no space on the 
weather deck shall be measured as being available for passen 
ger accommodation except that it may be measured as airing 
Space . 


144. Provision of bunks.- ( 1 ) Where in any ship to 
which this Chapter applies bunks are provided for passengers 
as required by section 261A , such bunks shall comply with 
the following requirements, namely : 
( a ) the size of a bunk shall not be less than 1. 90 

m - tres long and 0 . 70 metre wide ; 
(b ) every bunk shall give direct access to a passege -way 

and the passage -ways shall be so arranged as to 

give ready access to an escape route ; 
(c ) the width of passage -ways shall be not less than 

0 . 70 metre ; 


139 . Sheathing of steel or other metal iecks.- Stecl or 
other metal decks forming the floors or crowns of enclosed 
spaces in which passengers are accommodated shall be 
sheathed with wood or other composition of an approved type 
Crowns of passenger spaces which are exposed to weather 
shall be sheathed with wood 57 millimetres thick or with 
an equivalent composition . 


(d) bhunks arenes asha!! 


CHAPTERIT 
SPACE REQUIREMENTS FOR CABIN CLASS PASSEN 

GERS 


140 . Aprlication . This Chapter applies to ships of classes 
I, II, III, IV , V , VI and VII. 

141. Provision of cabin berths.- - ( 1 ) The number of fixed 
berths properly constructed and fitted shall determine the 
number of passengers that may be allowed to be carried in 
cabin class accommodation provided in any ship 

( 2 ) No cabin accommodating cabin class passengers shall 
contain more than eight such berths. 


(d ) bunks may be fitted in single or double tiers ; where 

bunks are provided in double tiers the following 
requirements shall ha complied with , namely : 
(i) the distance between the deck and the base of 

the lower bunk shall not be less than 0 .45 metre ; 
(ii) the distance between the base of the lower link 

and the base of the upper link shall not be less 

than 0 .90 metre ; 
( iii) the distance between the base of the lipper bunk 

and the underside of any overhead obstruction 

shall not be less than 0 .90 metre ; ard 
( iv ) suitable means shall be provided for access to 

upper bunks . 
( e ) bunks shall be fitted with leeboards or lee ils and 

where bunks are fitted side by side suitable means 

of separation shall be provided ; 
( f ) bunks and their fittings shall be constructed of 

metal and shall be of a type approved by the Cen 

tral Government ; 
( g ) no bunk shall be fitted within 0 .90 metre of any 

hatch opening except where such openings are trunk 
ed or otherwise protected to the satisfaction of the 
Central Government ; 


( 3 ) There shall not be more than two tiers of berths in any 
cabin and there shall be provided not less than 3 .35 square 
metres of clear space for each cabin class passenger. Where 
small berths are fitted for children , the total space allocated 
shall be 3 . 35 square metres for every pair of such berths. 

( 4 ) Where the voyages are of less than 6 hours duration , 
passengers may be accommodated in spaces where only 
sitting accommodation is provided . In such cases, every 
passenger shall be provided not less than 0 .83 square metre 
of space . Sants or chairs of not less than 460 mm . in 
length shall be provided for all such passengers. 


( 5 ) Airing space shall be provided on the upper deck , 
bridge or noop deck for all cabin class passengers at the 
scale of 2 .20 square metres for each passengers, such airing 
space shall be demarcated and spared from airing space 
referred to in rule 156 . 


( h ) no bunk shall be fitted within 0 .60 metre of the 

face of the frames , sparrings or linings at a ship s 

side ; 
(i ) no bunk shall be fitted within 0 . 75 metre of the 

entrance of any stairway or ladderway, wash place , 

lavatory or battery or latrines or of any water tap 
or fire hydrant ; and 
(i) no bunk shall be fitted in space or part thereof 

which , in the opinion of the Central Government is 
unsuitable for accommodation of special trade 
passengers . 


CHAPTER - III 
SPACE REQUIREMENTS FOR ACCOMMODATION OF 

SPECIAL TRADE PASSENGERS 


142 . Application . This Chapter applies to ships of Classes 
III, IV , V , VI and VII. 

143. Spaces unfit for passenger accommodation ... ( 1 ) In 
ships to which this Chapter applies, accommodation for 


( 2 ) Total number of bunks provide 1 in any ship shall be 
such as to ensure that the number of passengers carried in 
space does not exceed the gross vo ume of that some in 
cubic metres divided by 3 . 06 cubic metrer , 


- 


. 


- 


. 


- 


- - - - 
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145 , Ships not fitted with bunks. - ( 1 ) Wherc a ship 

148 . Hospital Arrangements. - ( 1 ) Every ship carrying 
to which thig Chapter applios is not required by section noro than 100 passengers and engaged on voy ::ges the dura 
261A to provide bonks for passengers, the following provi tion of which exceeds 48 hours in ordinary circumstances, 
sions shall be complied with . 

shall be provided with permanent hospital arrangements . 
( 2 ) Subject to the provisions of sub -rules ( 3 ), 

Suchi jirangement shall comply with the following provi 

( 4 ) and 
( 5 ) , accommodation vaces in any such ship shall be 

sions, namely S 
measured on the scale set out in the table below , having re 

( i) There shall be fitted on deck or decks above the 
gard to the location of accommodation pace , the duration 

between decks hospital Accommodation for passen 
of the voyage and the incidence of seasons of fair and foul 

gers which shall be clearly demnarcuted . 
Weather ; 

( 1 ) The area of the deck space provided for this pur 

pose shall be not less than 9 . 3 sq . metres for the 
TADEP 

first five hundred passengers or less and in addition 

2 . 3 sq . metres for every additional one hundred 
Location Duration of voyage Minimum 

passengers or part thereof up to a maximum of 23 
space allo 

8q , metros : 
cation per 

Provided that tho hospital accommodation shall bo 
passenger, 

large enough to enable beds to be fitted in accor 

dance with clause ( vii). 
Weather dock (i) Less than 24 hours 0 .74179 

( iii) There shall be separate hospital for the exclusive 
(during seasons of fair (ii) 24 hours and over 

use of members of each sex when passengers of both 
weather only ) but less than 72 hours 1.12 mº 

sexes are carried . 
Upper deck (i) Less than 24 hours 0 . 74 m ? 

(iv ) Every such hospital shall have at loast two beds 
( ii ) 24 hours and over 

and a floor area of not less than 4 . 5 sq . metres . 
but less than 72 hours 1 . 12 m 

( v ) Every hospital shall be sufficiently ventilated and 

lighted and shall be provided with proper beds, 
Upper between dook (i) Less than 24 hours 0 . 88 mº 

bedding and neccesary appliances. 
(il) 24 hours and ov r but 
less than 72 hours. 1 . 12 m 

( vi) Metal decks and over - head decks shall be sheathed 

with wood or other approved composition . 
Lower between deck (i) Less than 24 hours 0 .88 inº 

(vii ) Every hospital shall have its own latrine and 
( ii ) 24 hours and over 

bathroom situated immediately adjacent to the 
but less than 72 hours 1. 40 inº 

hospital cither in one compartment of scparately . 
- - - - - - - - - - - - 

( vjil) Beds shall be of metal and shall be of a type ap 
( 3 ) Where means of egress from a between deck or 

proved for use in the hospital of a ship . Every 
other enclosed space is through another passenger space , the 

hospital shall remain open at all times for the 
space in the between deck shall be measured in accordance 

admission and treatment of passengers suffering from 
with scalo lald down for lower between deck . 

any ailment. 
(4 ) Where duration of any voyage is 24 hours or over , 

( lx ) Hospital beds shall be fitted on the scale given 
the number of passengerg accommodated in any space shall 

below : 
not exceed the gross volume of that space in cubic metres 
divided by 3. 06 cubic metres . 

NUMBER OF BEDS 
(5 ) In calculating spaces for accommodation of passen 

Number of Passengers 
gers, the following deductions shall be made, namely : - - 

Voyages of Voyages of 
( a ) an overall dcduction of 5 per cent of the gross 

between 48 over 120 
Area of the space to allow for the accommodation 

and 120 hrs . hours . 
of accompanied baggage ; 

Up to 400 passengers 
(b ) an area extending to a distance of 0 .75 metre from 

400 600 passengers 
the entrance to any stairway or ladderway, wash 
place , lavatory or battery of latrines or from any 

600 - 800 passengers 
water tap or fire hydrant; 

800 — 1000 passenger s 
Above 1000 passengers 

12 
(c ) acoas required for working the lifeboats, liferafts 

- - - - - - - - 
and buoyant apparatus : 

( 2 ) Every ship carrying pilgrims shall be proviled with 
Provided that these areas may be included in airing hospital accommodation for not less than 2 112 per cent of 
space provided under section 261C ; 

the total number of pilgrims the ship is certifiod to carry . 
( d ) the area of any hatchway; and 

( 3 ) In the case of ships certified to carry more than one 
fe ) any area which , in the opinion of the Central 

hundred passengers and performing voyages the duration of 
Government, is unsuitable for accommodation of 

which in ordinary circumstances does not cxcccd 48 hours 
passengers . 

therc shall be carried materials for the erection of a tem 

POTÁTY frospital. The area reserved for such hospital shall 
(6 ) Areas referred to in clauses (b ), (c ), ( d ) and (o ) of 

he not less than 7. 4 sq . metrcs. 
sub -rule ( 3 ) shall be delineated by a white line 0 .08 metre 
wide . 

( 4 ) The portion of the upper deck on which such tem 

porary hospital may be erected shall be mzasured off and 
146 . Airing space . - Airing space reserved on the weather 

demarcated to the satisfaction of the Central Government. 
decks for use of passengers in pursuance of the provisions 

The framework of the hospital may be of metal ( in pieces 
of section 261C shall be marked conspicuously as " AFRING 

that can be easily fitted together ) or of wooden spares or 
SPACE FOR SPECIAL TRADE PASSENGERS ONLY" , 

hamboos. The roof shall be tented and both side walls 

made of stout canvas or other suitable material and te 
147 . Marking of spaces . - - Any space intended for the perfectly watertight. Adequatc provision shall be made for 
Accommodation of special trade passengers shall be conspi ventilation , 
cuously marked At or near the entrance to that suce indicat. 
ing the number of such passengers the space is certifed to 

( 5 ) To provide for the accommodation and treatment of 
accomniodate . 

such caves of illness such as, for examplc . small pox . cholera . 
13 49 G1/ 80 – 21 
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yellow fever or plague , every ship carrying more than one 
hundred passengers and performing a voyage the duration 
of which exceeds 48 hour s but does not exceed 120 hours 
shall carry on board material necessary for the construction 
of a temporary hospital and a part of the upper deck of an 
arca not less than 14 sq . metres shall be set anart and demar 
cated for this purpose . 

(6 ) Shins performing a voyage the duration of which 
in ordinary circumstances exceeds 120 hours shall be fitted 
with a permanent isolation hospital which shall be in as isolat 
ed a position is possible to the satisfiaction of the Central 
Government. There shall be not less than two beds in an isola 
tion hospital, Requirements of clause (i), ( iii), ( iv ), (v ), (vi, 
(vii ) and ( viii ) of sub - rule ( 1 ) shall apply to every such isola 
tion hospital in the like manner as they apply to other 
hospitals. 

(7 ) Every isolation hospital shall have a separate latrine 
and wash basin . 

( 8 ) Every pilgrim ship shall be provided with space on 
Lipner deck for erection of a temporary hospital. The area 
of the leniporary hospital together with that of the permanent 
hospital shall be sufficient for at least 4 ner cent of the 
number of pilgrims the ship is certified to carry . 

149. Provision of Medical Stores - ( 1) Fvery ship 
carrying more than 100 passengers and every pilgrim ship 
shall carry medicine, medical storcs disinfectants, and sur 
gical appliances prescribed by the Merchant Shipping 
(Medicines , Medical Stores and Appliances) Rules, 1966 . 

( 2 ) The medical stores and surgical appliances shall he 
inspected once a year by the Port Health Omcer, who if 
satisfied that they are as prescribed and in good condition, 
shall issue a certificate to that effect to the master of the 
shir . 

150 . Latrines . - - ( 1 ) Every ship shall be provided with latri 
nes for exclusive use of passengers in accordance with the 
following scale , namely — 
(1) In the caso of ships performing voyages the 

duration of which in ordinary circumstances exceeds 
48 hours , not less than four latrines shall be 
provided for every one hundred passengers or part 

thereof. 
( ii) In the case of ships performing voyages the dura 

tion of which in ordinary circumstances oxceeds 24 
hours but does not exceed 48 hours, not less than 
three latrines shall be provided for cvery one hundr 
ed passengers or part thereof upto six hundred 
passengers and two additional lotrines for every 
one hundred passengers or part thereof. 


millimeres by 1100 millimetres and shall be provided with 
two storm rails, Latrines situated in between decks shall 
be cffectively shut off so as to prevent cffluvia escaping there 
from into passenger space . 

( 5 ) Every latrine shall be properly lighted and provided 
with a water tap , a panoikin and an adequate supply of 
water for purposes of ablution . Separate latrines shall be 
set apart for the exclusive 11se for male and female passen 
ger s and fitted with entirely separate entrances. All latrines 
shall be clearly marked and lighted to indicate whether they 
are intended for use of maly or as the case may be female 
passengers. 

(6 ) Every latrine shall be kept clean and in good order 
and shall, when the passengers are on board, he disinfected 
not less than thrice a day . 

( 7 ) Latrines provided for passengers shall not be used 
by the crew when passengers are no board . 

( 8 ) The compartment containing latrine shall he enclosed 
by steel bulkheads and shall be provided with exhaust ventila 
tion to the open nir . Access to the latrines shall be from 
passare ways or open spaces. Wherever possible , a lobby 
shall be provided at the entrance. Where lich arrangement 
is not practicable , a self-closing door shall be provided except 
where the entrance is from an open deck . The entrance 
shall be adequately screened to secure privacy . 
( 9 ) Every water closet shall be cnclosed hy bulkheads : 
(Provided that one water closet may be scparated from 

another water closet or urinal by an Opaquc and 

rigid material open at the top and bottom . 
( 10 ) Every water closet shall be so constructed as to faci 
litate cleaning and not to harbour dirt or veruin . 

151. Wash places and baths.( 1 ) In shing performing 
voyages the duration of which exceedy 48 hours , there shall 
be provided for the exclusive use of passengers washing 
facilities at the following scaler , namely : 
(i) One wash basin or sink with running cold fresh water 

for every 25 passengers ; and 


the others open the content 


( 11) One water tap or shower for bathing for every 25 

passengers or part thercof. At least one tap or 
shower shall also be fitted to supply running hot 
water and so regulated as to prevent scaling. 


( 2 ) Every ship performing a voyage the duration of which 
in ordinary circumstances is less than 48 hours but not less 
than 24 hours shall be provided with wash basins taps or 
showers at half the rate prescribed in sub -rule ( 1 ). 

( 3 ) Evcry ship performing a voyage the duration of which 
doos not exceed 24 hours shall be provided with one wash 
place for male passengers and one for female passengers . 
luch such wash basins or ginks with running cold fresh 
water . Where the voyages exceed 12 hours duration , showers 
or taps with fresh running water shall be provided in each 
wash place . 


(iii) In the case of ships performing voyages the dura 

tion of which in ordinary circumstances exceeds 6 
hours but does not exceed 24 hours , there shall 
be provided three latrines for the first hundred 
passengers and two latrines for cvery hundred pas 
sengers or part thereof in excess of the first hund 

тҫd passengers . 
(lv ) In the case of ships performing voyages which 

does not exceed 6 houcs in ordinary circuoistances 
there shall be provided latrines at the scale of 2 
latrines for everyone hundred passengers or part 
thereof for the total number of passengers the ship 

is certified to carry , 
( 2 ) In every shir , shall commode scats with bank rest 
shall be inade available for the usc of children in the pro 
portion of one such commode for every two hundred passen 
gers which the ship is certified to carry upto a maximum of 
six commodes. Such commode shall be placed adjacent to 
the latrines . 

(3 ) Latrines shall be situated above the between decks, 
forward and aft at convenient and easily accessible places 
in all weathers . Latrines shall not be provided in between 
decks unless any efficient systems of trunked mechanical 
ventilation and exhaust ven ilation is providel in such spaces. 

( 4 ) All latrines shall be of a design approved for the 
purpose and shall be fitted with automatic intermittent flush 
ing devices. The latrine compartment shall be at least 900 


( 4 ) Every wash place provided in accordance with this 
ruile shall be provided with direct access from the passen 
Ker accommodation and shall be adequately screened from 
public view . There shall be an adequate supply of water 
and taps and valves shall be marked indicating whether 
the water is fresh water on valt water and whether it is 
hot or cold . There shall be an adequate means of ventila 
tion for each wash place . 

( 5 ) At least one wash place shall be set apart for the 
exclusive use of female passengers . 


152 . Dressing hours. - ( 1 ) In every ship performing A 
voyago the duration of which in Ordinary circumstances ex 
ceeds 48 hours there shall be provided two dressing rooms, 
one for male passengers and the other for female passen 
gers , fitted with mirrors and seats . 


( 2 ) The dressing rooms shell he adjacent to the wash 
places and shall be provided with an inter- communicating 
door or passage between the wash place and the dressing 
room . 
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( 3 ) The superficial areas of cach dicssing room shall be less than 62. 5 sq . centimetres of ventilator arca for each 
not less than 2 .22 sq . metres. Where the diessing room is peison CCOrinolated in lie 2017 , artment . Ventilators which 
not immediately adjacent to the wash place , one wash basin are icquired to supply ali to ihc lower between deck com . 
shall be provided with a tap and an adcquate supply of fresh partment shall have an aggregate area of not less than 94 
water in the dressing room . 

sq . centimetres i.e . 47 sq . centimetres as inlet and an equal 

amount as outlet measured at the narrowest part of the air 
153 . Supply of food, fuel and water . - ( 1 ) Every passen passage . 
ger on voyagcs exceeding 24 hours shall be provided with 

(3 ) The ventilators provided under sub - rule ( 2 ) shall be 
adequate quantity of food . The article of food shall be of 

exclusive of side scuttles , doors, hatchways , skylights , and 
good quality . 

other apertues not built solely for ventilation , Suitable ped 
( 2 ) In no caso a passenger shall be permitted to cook food 

cstal or other fans having a large sweep of not less than 75 
on board . 

centimetres shall be provided for cvery 28 sq . inetres of deck 

space of passenger accommodation . 
( 3 ) There shall be supplicd to passcngcre fresh water of 
not less than 22 . 5 lilies per day for all purposes inclusive 

157 . Disinfecting apparatus . — Every pillgrim ship shall be 
of 1. e quantity necessary for drinking. 

provided with an approved disinfacting apparatus. All arti 
( 4 ) Fresh wa I thay be carried in double bottom tanks 

cles contaminated by patients suffering from cholera , plaguic 

UL Jysentcry or any other infections disease shall be disin 
or in other tanks fitted above the double bottoms or any 

fected under the supervi ion of the medical officer , 
other tanks fitted for this purpose . 
( 5 ) All fresh water tanks shall be cleaner cement wash 

158 . Ladderways. - ( 1 ) In cvery ship of Class I, II, III, 
ed ( or, il coated with bituminuous plastic or other pro IV , V und vi in cach compartment in which passengers are 
prietony a po itinn , re - couted where necessary ) and ailcc 

Carried , the shall be provided at least two sets of ladder 
und disinfected at iplervals nut cxcecding 12 months. In addi Wys Icading to the lifeboat or lifcraft emburkation stations. 
lion the tanks < 43311 he thoroughly pumped out , hosed and 

Ladderways shall also be provided for direct and easy ac 
disinlected prior to refilling at six months intervals . The cess to the whether or upperdecks on which airing space 
disinfection all wherever possible , be carrical out under is provided for the passengers . 
the supervision ( f the Port Health Officer . 

( 2 ) The ladder ways shall be adequate for the numlır of 
(6 ) There shall be provided on every deck used by pas . 

passenger, likely to use thein in an emergency . Ladderways 
sengen, efficient means for the regular supply of cold , fresh 

shall have an aggregate width of not less than 0 .05 metre 
and portalla drinking water suitably distributed in the russ 

for every five passenger s carried in that space . No ladderway 
enger spaces. The minimuin number of such supply stations 

shall be less than 75 centimetres wide. 
shall be as follows : 

( 3 ) The cxists from cach compartment shall be well ligh 
- - - - - - - - 

- - - 

- - - ted an clearly marked to enable the passengers to reach the 
Length of ship 

Minimum 

lifeboat stations an open decks easily . 
Number of 

( 4 ) Every ship of Class VII shall be provided with at 
Supply 

least one ladderway for each compartment in which pas 
Station 

sengers are accommodated leading to the lifeboat stations 

and the eather deck . The prinimum width of the ladder 
Less than 30 metres 

shall be 75 centimetres . 
30 motres and above but less than 60 inetres 

( 5 ) Each leadderway shall be fitted with subatantial rails 
60 metres and above but less than 100 metres 

or other protection , 
100 metros and above but less than 150 metres . 

159 . Guard rails and stanchions. ( 1 ) All ships carrying 
150 ctres and above 

passengers shall be provided with bulkwards or guard rails 

on every deck to which the passengers have access. 
154 . Distilling apparatus.---- ( 1) On every pilgrim ship and 

( 2 ) Such bulkwards or guard rails shall be not less than 
cvery ship performing voyages in excess of 120 hours there 

107 centimetres high . measured from the top of the deck 
shall be provided a distilling apparatus capable of producing to the top of the uppermost rail. Thc rails shall be not more 
9 litres of fresh water per day for each person carried on than 230 millimetres apart unless strong netting is provided . 
board the ship subject to a minimum of 2250 litres. 

(3 ) Where bulkwards are fitted , the freeing ports sball 
( 2 ) The condenser or distilling apparatus shall be sepa 

be fitted with sultable gride for protection of passengers . 
rate from other machinery installations and under no cir 

160 . Provisions of Awnings. - Every ship shall be provided 
cumstance shall this equipment be used for any other pur 

with approved awnings providing protection fromthe wea 
pose . 

ther to these portions of exposed decks which are appropria 
( 3 ) The distilling apparatus shall be tested at every annual ted for the use of passengers : 
survey to ensure its effective working , 

Provided that the Central Government may , in addition, 
155. Dining spaces - ( 1 ) Every ship performing voyages 

require any ship to provide awnings for such portions of 
the duration of which in ordinary circumstances cxceeds 

cxposej decks and housetops which are situated immediately 
48 hours shall be provided with a dining space or spaces 

above the spaces provided for accommodation of passen 
equipped with sufficient number of tables having impervious 

gers. 
tapy and also with chairs or benches . 

PART - IV 
( 2 ) The deck area of such dining spaces shall be not less 
than 0 . 18 sq . metres for every passenger which the ship is 

SURVEY OF PASSENGERS SHIPS 
certified to cariy . 

161. Types and frequency of surveys. - ( 1 ) Every pas 
( 3 ) Suitable wash basin , for the exclusive usc of passen . senger ship shall be subject to the following surveys , name 
gers screened off from dining spaces shall he provider . 

| ly : - 

( 1) Initial survey before the ship is commissioned into 
156 , Ventilation . — ( 1 ) Shios which perfuim voyages the 

service for the first time under Indian flag : 
duration of which exceeds 48 hours in ordinary circumstan 
ces , shall be provided with a trunked mechanical ventila 

( 2 ) Periodical Survey ; and 
tion system for every between deck space and other en 

( 3 ) Additional survey or survey as may be necessary 
closed spaces in which passengers are carriet Thy system 

in the case of a particular ship . 
shall provide for at least ten air changer per hour, 

(2 ) Initial suivcy shall be made in the case of a new con 
( 2 ) Whcio a shi; performs voyages of less than 48 hours struction or a shir acquired second hand . No ship shall be 
duration , there shall be cither a trunked mechanical ventila commissioned into service under Indian flag unless it is sub . 
tion system or a system of cool ver - lation providing not jected to an initial survey . 
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( 3 ) After commissioning into service cvcry ship shall be 169. Periodical Survey . — The periodical Survey shall in 
subjected to a periodical survey once in every twelve months ; clude the inspection of the ship s structure , boilers and other 

pressure vessels, machinery and equipment including the 
Provided that rciiodical survey may be made in the prin outside the ship s bottom . The survey shall be such as to 
ciple of running surveys in accordance with the provisions unsure that the ship As regards the structure , boilers and 
of rule 179. 

uther pressure vessels and their appurtenances, main and 

nuxiliary machinery, electrical installation , radio installation , 
( 4 ) Where any passenger ship meets with ny ucident radio telegraph installation in motor life boats , portable radio 
or where any detect is detected in its hull, michinery or lpparatus for survival crafts. life saving appliances, are pro 
equipment, it shall be subjected to additional survey or Fur lection , fire detecting and extinguishing appliances, radar, 
veys after every such accurrence . 

echo sounding device , gyro compa : s pilot ladders , mechani. 

cal pilot hoists and other equipments is in a satisfactory con 
162 . Ports of Survey . Surveys of passenger ships dition and fit for the service for which it is intended and 
shall be conducted at the ports of Bombay, Calcutta , Mad 

that it complice with all applicable provisions of the Act 
ras, Conchin , Visakhapatnam , M1.1 mugao und Bedibunder : ind rules made thereunder. The lights and means of making 

sound signals and distress signals carried by the ship hall 
Provided that the Central Government may by notifica 

also be subject to the above mentioned survey for ensuring 
tion in the Official Gazette , Joulard additional ports of sur 

that they comply with the requirements of the Merchant Ship 
vey . 

ping (Prevention of collisions at Sta ) Regulations , 1975, 
163. Applications for Survey . - 11) Applicalions for sur 
vey shall be made to the Principal Officers of the Mercan 

170 . Inspection of hull during periodical survey.- ( 1 ) The 
titlc Marine Department at Bombay , Calcutļa and Madray and hull of every passenger ship shall be examined in dry dock 
to the Surveyors -in - Charge of the Mercantile Marine De after it has been cleaned and before it is painted at the time 
partment at tho ports of Cocbin , Visakhapatnam . Marmu of annual dry docking required under these rules . The pro 
gao and Bedibunder . 

peller , rudder and all other outside fittings and their fasten 

ings shall be examined at the same time. The propeller shaft , 
( 2 ) Every such application shall he made not less than 

where required , shall be withdrawn for examination , All sidr 
72 hulirs before the time the ship is proposcd to be your 

scuttlcs, valves and other fittings for preventing the acciden 
veyed . It shall be delivered to the Mercantile Marine De 

tal admission of water into the ship shall be examined either 
partment office at the appropriate port of survey between 

in drydock or otherwise, as conveniet, to ensure that they 
11. 00 A . M . und 4 , 00 P . M . on any working day, not being 

are in an efficient condition . The closing appliances of scup 
u Sunday, sccond Salurday und any month or a holiday on 

pi s . sanitary and other dişcharges shall also be cxamined . 
which the offico of the Mercantile Marine Department at 

In ships having a largo number of scuppers and sanitary and 
the port l emains closed . 

other discharges, withdrawal of all the valves for examina 

tion at any one survey is not necessary except in the case 
164. Fees - ( 1 ) Every applicatich shall be accompained of discharges from the main an ! auxiliary machinery . In all 
by a challan cvidencing payment of fees in accordance with suot cases , at least 25 per cent of the valves shall be ex 
the scales set out in the sixth Schedule . Whei : fces so paid amined at each annual survey in rotation . 
in advance are found to be indequate . the applicant shall , 
On demand , pay tbc balance amount of ſecs. 

( 2 ) The interior structure shall be exposed sufficiently ; 

ceiling ; linings, deck coverings shall be removed to enable 
( 2 ) No application for Survey shall be entertained un proper cxamination to be carried out. Particular attention 
less fces are paid in accordance with sub -rule ( 1 ) . 

shall be paid to the structure under the boilera and main 

machinery and the forward and after ends of the ship . Twenty 
165 . Plans. Every application for survey shull be accom five per cent of the interior structure including fresh and tal 
panied by such plans as , will furnish requisite information ! last water double bottom tankis shall be examined internally 
relating to the structural strength of the shin , its hall, machi cvery year but double bottom tanks containing oil fuet shall 
nery and other equipment and fittings . Where necessary , tlic be opened up for inspection in rotation so that all oil fuel 
master of the ship shall furnish such additional plans, infor tanks are examined in a period of ten years until the ship 
mation and explanations as the surveyor may require . 

is twenty years old and thereafter in a period of four years. 

All double bottom , peak and deep tanks shall be pressure 
166 . Preparation for Survey.-- - Mister of the ship shall tested at least once every four years . 
make all requisito preparations for the conduct of stirvoy . 
If such preparations are not made by the appointed time ( 3 ) Al watertight doors and the moury of closing them 
of survey, the surveyor may postpone the survey to some hall be inspected and tested . 
other time. 

( 4 ) The sub - division lund line marking shall be verified . 
167 . Conduct of survey . Whore in respect of any appli. 
cation for survey of a ship appropriate fees have been paid 
and necessary preparation facilitating such survey are com 

171. Inspectiou of machinery during periodical survey. 
pleted , the surveyor or surveyors nominated by the Principal 

il) in the case of a shin with only one set of propulvion 
Officer or , in the case may be, by the Surveyor- in -Charge , 

engines , Afty per cent of the machincry shall be surveyed 
shall survey the ship 41 the appointed time or itt any other 

ut euch Adjual survey competing the survey of entire machi 
time, if any, appointed under rule 166 . 

nery once in two years . 


( 2 ) In the case of ships fitted with more than one set, of 
engines . the engines shall be surveyedl in rotation , the survey 
schedule being so arranged that the entire machinery shall 
be surveyed once in four years md not less fifty per cent 
machinery of one set of engines, together with its Mafting 
and Juxiliaries, being surveyed at each annuni survey . 


168. Initial survey . - - The initial Survey conduced before 
commissioning an Chin into service shall include the com 
plete inspection of its structure , machinery and equipment , 
including the outside of the ship s bottom and the inside 
and outside of the botiers . The survey shall be such as to 
ensure that the arrangements, material and scantiling of the 
structure , boilers and other pressure vessels and their appur 
tenances , auxiliary machinery main electrical installation , 
radio tclegraph installation in motor life boat, portAblo radio 
apparatus for survival crafts, life saving appliances, fito pro 
tection , fire detecting extinguishing appliances , rador , echo 
sounding device , gyro compass , pilot ladders, mechanical pilot 
boists and other equipments fully comply with the provisions 
of the Act and rules made thtreninder . The survey shall 
be surh to ensure that the workraunabip of all parts of tho 
ship , its machinery . boilers and equipments is in all respects 
satisfactory and that the ship is provided with the lights 
and many of making sound signals as required by the Mcr 
chant Shipring (Precation of Collisions at Sen ) Regulations, 
1975 , 


( 3 ) to the case of any ship in which steam tu ,binay are 
supplied with steam from high pressure water tuby boilers , 
The turbincs shall be examined once in four ycars if there 
pire more than one set of turbines or once in two years where 
there is only one set of turbine. 


( 4 ) For the purpose of ensuring proper ylicev . shaft heut 
ingy, thurst surfaces shall be exposed in the shafts tuned 
for a complete cxamination . 


( 5 ) All essential pump , in -lets anel discharge vltes con 
nected with the machinery chill onenet up and , where 
necessary , propeller shafts withdrawn . 
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working condition and of fuel, lubricating and ballast pump: 
ing arrangements shall be gilerally inspected and where neces 
vary opened up or treated as considered necessary by the sur 
Yoyor, 


172 . Inspection of propelling machinery during periodical 
Aurvey . -- At every periodical survey , the following parts of 
propolling machinery shall be opened up for survey , namely : 

( a ) Internal Combustion Engines . 

Cylindors , pistons, valves , covers, piston rods, connocting 
rods, crossheads, valve gear, top and bottom onds , main bear 
ings , fuel pumps , sçavange pumps and blowers, superchargers, 
air compressors , collers, air receivers , air pipe system , safety 
devices and transmission gears , cooling and lubricating oil 
systems and their pumps, Selected lengths of starting air pipes 
shall be removed and examined internally every four years . 

(b ) Steam Turbincs . 

Turbine casings, relief valves, rotors and blading and trans 
mission gears. 

(c ) Steam Reciprocating Engines . 

Cylinders, valve chests , piston valves, cross-hcads, piston 
rods , connecting rods, top and bottom ends, main bearings 
and valve gear . 

173. Survey of electrical installations during periodcal sur 
veys. - At cach periodical survey 
(a ) the insulation resistence of various cirçuits , motors 

and generators shall be ascertained and scrutinised ; 
(b ) the general condition of stators , rotors, wirings, elec 

trical connections, control gear and safety devices 

shall be examinod ; 
(c ) the fittings of main and emergency switch boards, 

section boards and distribution boards shall be ex 
amined and protective devices tested for their effi 

ciency ; 
( d ) all electrical cables shall be examiocd , as far as pra 

cticable ; and 
( c ) main and emergency lighting and circuity sball be 

cxamined under operating conditions, 


179 . Running survey . -- Tho hutt und machinery of any ship 
may be surveyed on the " running yurvey ” principle ; that is 
to suy , all parts of hull, machinery , couipment, appliances and 
other parts of the ship which are required to be surveyed dur 
ing periodical survey need not be opened up and surveyed on 
one occasion but may be opened up and surveyed ut different 
Occasions : 

Provided that all parts of such ship shall be opened up and 
surveyed within the period specified in Rule 171 to 178 so 
that full survey of the ship is completod within thọ period ro 
quired by these rules . 

( 2 ) Ruwing survey of different parts of a ship or its 
machinery, equipment and appliances shall be so arranged 
that in 10 case the interval between two surveys of the game 
part excecds the period specified in Rules 171 to 178 . For this 
purpose a proper schedule of running surveys may be drawn 
up and approved by the Director General 


180 . Defects in hull , machincry and equipment of a ship . - - 
( 1 ) If a surveyor finds that defccts exist in the hull, machi 
nery or equipment of a ship , he shall inform the Master or 
Owner of the ship in writing of such defects and the repairs 
necessary to make good the defects . In any such case , the 
surveyor , when advised by the owner or master of the ship 

that the requisito repairs are carried out, shall pay one or 
more visits to the ship , as necessary , to satisfy himself that 
the repairs and renewals hwo been executed satisfactorily . 

( 2 ) Where the Master or Owner of the ship does not car 
ry out such repairs or renewals to the satisfaction the surve 
yor, the surveyor may refuse to give a declaration of survey 
in respect of the ship . 


174 . Survey of boilers and other steam generators during 
periodical survey. - ( 1 ) Water tube boilers supplying ficam 
to main propulsion machinery and steam heated stcam gene 
rators shall be examined internally and externally at intervals 
of not more than two years . All other boilers , cxhaust gas 
gcnerators and economisers shall be examined at intervals 
of two years until they are eight years old and thereafter 
annually . All hoilers, superhcuters , economisers and air heaters 
shall be examined internally and externally and wheic consi 
dered nccessary , the pressure parts are to be tested by hy 
draulic pressure and the thickness of the plates and tubes as 
certained . All the mountings on hoilers superheaters and 
economisers shall be opened up and crumined and on com 
pletion of survey , the safety valve idjusted under steun to 
the approved working pressure . 


181. Declaration of survey.- - ( 1 ) If on completion of survey 
the surveyor is satisfied that the ship complies with all appli 
cable requirements of these rules , he shall issue a declarat 
tion of survey in respect of that ship : 

Provided that declaration of survey may not be issued to 
any ship so surveyed unless the outside of its hull and fittings 
have been inspected in a dry dock or : ylipway during twelve 
months preceding the date of survey . 

( 2 ) Declaration of survey granted under sub - rule ( 1 ) shall 
in no case he for a period exceeding twelve months from the 
date of last inspection of the outsid : of the hull and fittings 
of such ship in a dry dock or slipway . 


182. Issue of certificate of survey. - If, on completion of 
survey and scrutiny of the dectwalicn of survey, the princi 
pal officer is, satisfied that he can properly do so , h : shall 
issue the certificate of survey and / or any other certiticate or 
certificates as may be necessary having regard to the nature 
of voyages on which the ship is engaged . 


( 2 ) Where boilers are so placed in a ship that tito bottom 
of the boilers cannot be examined, the boiler should he lifte 
out for inspection at least once every four years . 

(3 ) Where a boiler is of such dimension or form that a 
satisfactory internal examination cannot be made , it shall lic 
examined as far as practicable and subsequently tested by hy 
draulic pressure at each survey . 


175. Survey of screw and tube shafts during periodicul sul 
vey . - Screw shafts and tube shafts fitted with continuous Ilu 
ers or minning in oil shall be withdrawn for cxaminution at 
intervals not exceeding four years . All other crew and tube 
shafty shall be examined at intervals of two years , 


176 . Survey of steering gear and windlass during periodical 
survey .- Steering gear and windlass machinery shall be openi 
ed up for examination every two years. Where the steering 
gcar is operated by hydraulic pumps, all pumps shall be 
Opened for examination once in a four years period . 

177 . Survey of auxiliary machinery during periodical sur 
vey. - All auxiliary machinery driving clectric Scnerators , all 
compressors and all essential pumps shall be opened up for 
examination once in a four years period , 

178 , Survey of pumping arrangements during periodical sus 
vey. - All bilge pumping arrangements shall be tested under 


THE FIRST SCHEDULE 

(See rule 6 ) 
Calculation of Maximum Length of Watertight Compatients 

PARTI 
1. General. - ( 1 ) For the purpose of this Schedule , save 
s otherwise specified 

(a ) all liner measgrements shall be iu metres; and 
( b ) all volumes shall be in cubic metres and shall be 

calculated from measurcin - nts taken to moulded 

lines , 
(2 ) In this Schedule -- - 

( i) the symbol " L " denotes the length of the ship ; 
(ii) the expression " passenger spæcs " includes culleys, 

laundries and other similar spaces provided for 
the service of passengers in addition to puces pro 
vided for the use of p .158ccgcri. 
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2 . Floodable length , - ( 1 ) The loodable length at any point 

bo 60 , and that of double bottom , oil fuel and 
of the length of a ship shall be determined by a method of 

other tanks forming part of the structure of the 
calculation which takes into consideration the foria , draught 

ship shall be taken to be 95 or such lesser figure 
and other characteristics of the ship . 

ng the Central Government may approve in the 

caye of that ship . 
( 2 ) In a ship with a continuous bulkhead cock , the flood 
able length at a given point shall be the maximum porſion 

(b ) l ortions before and abaft the machinery space 
of the length of the ship having its centre at that point which 

(i) The assumed average permeability throughout the 
can be flooded . 

portions of the ship before and abaft the machi 
( 3 ) In the cușc of a ship not having a continuous bulkhed, 

nory space shall be determined by the following 

formula : 
deck , the floodable length at any point may be determined to 
an assumed continuous margin line which wt no point is less 
than 76 millimetres below the top of the deck at side to 

63 + 35 - 
which thc bulkheads and the shell ure carried watertight, 

whero it o volume of the passenger spaces and crew spaces 
3 . Puimissible length . - ( 1 ) Ships hall be 25 elliciently sub 

which are situated below the margin line before or 
divided as is possible having regard to the nature of the ser 
vice for which they are intended . The degree of sub - division 

as the case may be abaft the machinery space ; and 
shall vary with the length of the ship and with the servico 
in such manner that the highest degree of sub - division cor 

V = volume of the portion of the ship below thçmargin 
responds with ships of the greater length primarily engaged 

line before or as the case may be abaft the machinery 
in the carriage of passengers. 

spaco : 


(2 ) The maximum permissible length of a compartment 
at any point in the ship s length shall be obtained by multip 
lying tho floodable length by a factor called the fuctor of 
sub -division . 


Provided that the Central Government nay equire 

such assumed average permeability to be deter 
mined in the case of any ship by detailed calcu 
lation . In any such case , for the purposes of le 
talled calculation the permeabiilty of spaces shall 
be assumed to be as follows : 


( 3 ) The factor of sub -division shall depend on the lengih 
of a ship and shall vary according to the nature of the ser 
vice for which she is intended. It shall decrease in a regular 
and continuous manner as the length of the bip increases 
and from a factor " A " applicable to ships engaged primarily 
in the carriage of cargo to a factor " B " applicable to ships 
primarily engaged in the carriage of passengers. 

PART 2 
4 . This Part aplies to sbips of Classes I and II, 


Passcoger spaces , . . . 
Crew spaces 
Spaces appropriated for machinery . 
Spaces appropriated for cargo , coal, 

stores or baggage rooms 
Tanks forming part of the structure 

of the ship and double bottom . . 


95 or such lesser 

figuro as tho 
CentralGovern 
mont may per 
mit in the casc 
of the ship . 


5. Asaumptions of permeability ( 1 ) In determining the 
floodable length , a uniform average permeability shall ho vsod 
throughout each of the following positions of the ship below 
the margin line : 

( a ) the machinery space ; 
(b ) the position forward of the machinery space ; and 

(c) the position abuft the machinery space . 
( 2 ) The permeability which shall be taken into account in 
determining the floodable length at any points in ships 10 
which this Past applics shall be as follows : 

(a ) Machinery space 
(1) The average permeability throughout the machi 

noty space shall be determined by the following 
formula : 


(il) For the purposes of this paragraph , a space witbin 

a passenger space or crew space shall be deemed 
to be a part thereof unless it is appropriatrd for 
other purposes and is enclosed by permanent steel 
bulkheads, 


6 . Factor of sub - division . ( 1 ) Subject to the provisions 
of sub- paragraph (4 ) of this paragraph , in the case of ships 
of 131 metres in length of over , the factor of sub - division F 
shall be determined by the following formula : 

(A - B ) ( Cs — 23) 
F = A - 

100 


85 + 10 _(a – c) 


where 


where - A and B are respectively determind in 3cCor 

dance with the provisions of sub -paragraph ( 5 ) of 
this paragraph and C . is the criterian numeral de 
termined in accordaace with the provisions of para 
graph 7 of this Schedule . 


a = volume of the passenger spaces und crew 

gnaces below the margin line within the 

limits of the machinary space ; 
C - volume of tho crew between deck spaces 

the margin lino within the limits of the 
inachinery space which are appropriated 

for caigo , coal or sto es ; and 
v svolujne of the machinery spa : below 

the 17tryin line . 


Provided that : 


( a ) where the criterian numeral is equal to 45 or more 

and simultaneously the computed factor of sub - divi 
sion as given by the preceding formula is .65 or 
less , but more than . 50 , the sub -division abaft the 
forepeak shall be governed by the factor , 50 ; 


(11) In any case where the average permeability through 

out the machinery space , as deterinined hy de 
tailed calculation , is less than that given by the 
aforesaid formula the calculated value may be 
substituted . For the purpose of such caliulation , the 
permeability of passenger spaces and crew spaces 
shall be taken to be 95 that of all spaces appro 
priated for cargo , coal or stores shall be taken to 


( b ) where in the case of any ship the factor F is less 

than 4 and the Central Government is sati fed that 
it is impracticable to apply the factor F in deter 
mining the permissible length of a compartment ap 
propriated for machinery , it may allow an increased 
factor not exceeding 4 to be applied to that com 
partmont, 
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- 


- 


- 


- SS = 


(2 ) Subject to the provisions of sub- paragraph (4 ) of this 
paragraph , in the case of ships the length of which is less 
than 131 metres but not less than 79 metres having a crite 
rion numeral of not css thanh 


357425L 

– (metros ) 
13 


(hereinafter in this pasagårph referred to as S ) , the factor of 
sub - division F shall be determined by the following formula : 


(1 - B ) (Cs— S ) 

123 – S 


where B is the factor determined in accordance with the pro 
visiony of sub -paragraph ( 5 ) of this paragraph and Cs is 
the criterion numeral determined in accordance with the pro 
visions of paragraph 7 of this Schedule . 


( 3 ) In the case of ships the length of which is less than 
131 metres but not less than 79 metres and having a criterion 
numeral less than S or in the case of ships the length of which 
is less than 79 metres, the factor of sub - division shall be 
unity . 


Provided that ; 
(a ) where the valuo of KN is greater than the sum of P and 

the whole volume of the passenger spaces above tho 
margin line , the figure to be takon as P , shall be the 

sum or 1 KN whichever is the greater ; 
(b ) values of C « less tlian 23 shall be taken as 23 ; and 

(c ) values of C . greater than 123 shall be taken as 123 . 
8 . Special Rules for sub- division . - ( 1) Compartments ex 
cecding the permissible length : 
( ) A compartment may exceed its permissible length 

provided that the combined length of each pair of 
adjacent compartments to which the compartment 
in question is common does not exceed either the 
floodable length or twice the permissible length , 

whichever is the less. 
(b ) If one compartment of either of such pairs of adja 

cent compartments is situated inside the machinery 
space, and the other compartment thercof is situated 
outside the machinery space , the combined length 
of the two compartments shall be adjusted in accord 
ance with the mean average permeability of the two 
portions of the ship in which th : compartments aro 

situated , 
( c ) Where the length of two adjacent Compartments 

arc governed by different factors of sub - division , the 
combined longth of the two compartments shall be 

determined proportionately . 
( d ) Where in any portion of a ship bulkheada required 

by these rules to be watertight are carried to 4 
higher deck than in the remainder of the ship , 
separate margin lines may be used for calculating 
the floodable lçagth of that portion of the ship . 

if 
( i) the two compartments adjacent to the resulting 

stop in the bulkhcad deck arc each within the 
permissible length corresponding to their respective 
margin lines and , in addition their combined length 
does not exceed twice and permissible length 
determined by reference to the lower margin lino 

of such compartments ; 
( ii ) the sides of the ship are extended throughout the 

ship s length to the deck corresponding to the 
uppermost inargin line and all openings in the 
shell plating below that deck throughout the length 
of tho ship comply with the requirements of these 
rules as if they were npenings helow the margin 
line , 


( 4 ) In the case of a ship of any length which is intended 
to carry a number of passengers exceeding 12 but not ex 
ceeding 


L 


(metres) ; or 50 


650 


whichever is the lower, the factor of sub - division shall be 
determined in the manner provided in sub -paragraph (3 ) of 
this paragraph , 

( 5 ) For the purposes of this paragraph , the factors A and 
B shall be determined by the following formulae : 


38 . 2 


A = 


+ . 18 (where L = 131 


metres 


metres 


and 


and 


above) 


L - 60 
30 , 3 
- 
L - 42 


B - 


- . 18 (where L - 79 metres and above) 


7 . Criterion of service . — The criterion numeral for ships 
to which this part applies shall be determined by the follow 
ing formulae : 
(a ) when l , is greater than P 

M + 2P 
Cs = 72 - 

V + P , - P 
(b ) and in all other cases 

M + 2P 
Cs = 72 - - - 


( 2 ) Additional sub - division at forward cnd. - In ships 100 
metrcs in length or over , the watertight bulkhead next abaft the 
collision bulkhead shall be fitted at a distance from the 
forward perpendicular which is not greater than the permissi 
ble length appropriate to a compartment bounded by tho 
Corward perpendicular and such bulkhead, 


( 3 ) Steps in bulkheads. If a bulkhead required by these 
miles to be waterlight is stepped , it shall comply with one 
of the following conditions : 


where Cs = the criterion numeral; 
M - the volume of the machinery space , with the 

addition thereto of the volume of any per 
manent oil fuel bunkers which may he situated 
above the inner bottom and before or ahaft 

the machinery space ; 
P = the volume of the passenger spaces and crew 

spaces below tho margin line; 
V athe volume of the ship below the margin line: 
N = number of passengers which the ship is inten 

ded to carry ; and 
P = KN , 
where K = 0 .056L 


( a ) In ships having a factor of sub - division not greater 

than 9 , the combined length of the two compart 
ments separated by such bulkhead shall not exceed 
90 per cent of the floodable lengi h or twice the 
permissible length whichever is the less . In shine hav 
ing a factor of sub -division greater than 9 , the 
combined length of the two compartments shall not 

exceed the permissible length ; or 
( b ) Additional sub - division is provided in way of the 

step to maintain the same measure of safety as that 

secured by i plane bulkhead ; or 
( c ) The compartment over which the stop extends does 

not exceed the permissible length corresponding to 

a margin line taken 76 millimetres below the step . 
( 4 ) Reccses in bulkheads. If any part of a recess lies 
outside vertical surfaces on either side of the ship situated at 
a distance from the shell plating equal to one- fifth of the 
breadth of the ship and measured at right angles to the centro 
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line at the lovel of the deepest sub -division load water line, Provided that the Central Government may require such 
the whole of such recess shall be deemed to be a step in 2155dlined permeability to be determined in the case of any 
a bulklicad for the purposes of sub - paragraph (3 ) of this ship by detailed calculation . In any such case , for thc pur 
paragraph . 

poses of detailed calculation , the permcubility of spaces 

shall be assumed to be as follows : 
( 5 ) Equivalent plane bulkheads. — Where a bulkhead re 
quired by these rules to be watertight is recessed or stepped 

Passenger spaces 
an cquivalent plane bulkhead shall be assumed in determining 

Crew spaces 
the sub -division , 

Spaces, appropriated for machiney . 
(6 ) Minimum spacing of bulkheads. - the distance bet Spaces appropriated for bunker coal, 
ween two adjucent bulkheads required by these rules to be 

stores or baggage rooms 
watortight, or their equivalent plane bulkheads, or the distance 

Spaces appropriated for cargo tanks 
between transverse plane passing through the nearest stepped 

forming part of the structure of the 
portions of the bulkheads , is less than 0 .03L + 3 .05 metres, 
or 10 :67 metres or 0 . 1L whichever is the least, only one of 

ship and double bottom 

95 or such lesser 
those bulkhcads shall he regarded as forming part of the sub 

figuro as the 
division of the ship . 

CentralGovern 

ment may per 
(7 ) Allowance for local sub - division . Where in any ship 

mit in the case 
a main transverse watertight compartment contains local sub 

of the ship . 
division and the Central Government is satisfied that, after 
any assumed ville damage extending over a length of 0 .031. + 

12 , Factor of sub - divisjon . - ( 1 ) Subject to the provisions 
3 .05 metres or 10 .67 metres , or 11, whichever is the least, of this paragraph , the factor of sub - division of ships to which 
the whole volunie of the main compartment will not be 

this Part applies shall be the factor determined in the manner 
floodec , a proportionate allowance may be made in the per provided in paragraph 6 of this Schedule, or .5 whichever 13 
missible length otherwise required for such compartment. the loss : 
In such a case, the volume of effective buoyancy assumed 
on the undamaged side shall not be greater than that assumed Provided that if the Central Government is satisfied in the 
on the damaged side, Allowance under this sub - paragraph case of any ship , the length of which is less than 91. 5 metros , 
will be made only if the Central Government is satisfied that that it is impracticable to apply that factor to any compart 
guch allowance is not likely to prevent compliance with the ment, it may allow a higher factor to be applied to that com 
requirements relating to range of stability . 

partment. 

(2 ) If in the case of any ship to which this part applies , 
(8 ) Where in any ghip the requirad factor of sub - division is the Central Government is satisfied that the quantity of cargo 
. 50 or lexg, the combined longth of any two adjacent com to be carried in the ship will be such as to render impracticablo 
partments shall not exceed the floodable length or twice the 

the application abaft the collision bulkhead of a factor of sub 
permissible length whichever is the less . 

division not excecding . 5, the factor of sub - division of the 

ship shall be determined az follows : 
PART 3 

(a ) In the case of ships the length of which is 131 metres 
9 . This Part applies to ships of Class II which are permitted 

and upwards, by the formula 
to carry persons in excess of the life -boat capacity provided 

(A -- BB ) ( Cs-— 23) 
on board , 

F - A - - 

100 
10 . General rules for sub- divtsłon . Subject to the modifica 
tion set out in this Part, the maximum length of compart 

(b ) In the case of ships the length of which is less than 131 
ments in ships to which this part applies shall be determined 

metros butnot less than 55 metres and having a criterion 
as if they were ships to which Chapter 2 apriles , 

numeral not less than Sı, by the formula 
11 . Assumption of permeability in portiong before and 

( 1 - BB ) (Cs - S ) 

F - 1 
abaft the machinery space . - In ships to which this Part 

123 — S , 
Applies , the assumed average permeability throughout the 
portions of the ship before and abaft the machinery space shall 

For the purpsoes of the above formula 
be determined by the following formula : 

17 . 6 
BB 

- + . 20 (where L = 55 metres and above ) ; 
L - 33 


95 - - 355 


S , 


where — b = the volume of the spacos bolow the margin lino 

(before or as the case may bo abaft the machi 
nery space) and above the lops of floors , inner 
bottoms or tanks which are appropriated to 
and use as 


C 


3712 — 25L 

(metres ) 
19 
= the criterion numeral determined in accordance 
with paragraph 7, where P , has the following 
values ; 
(1) , 6 LN or 3. 55N (125N ) whichever is the 

greater for berthed passengers ; 
(ii) 3.55N (125N ) for special trado ; 


( 1) cargo ATACCA , if the Central Government is satisfied 

that groater pan of such space is intended for carry 

ing cargoes ; 
(ii) coal or oil fuel bunkers , 
(iii ) store rooma ; 
( iv ) baggage and mail rooms ; 
(v ) chain lockers ; and 
( vi) fresh water tanks. 
v = the volume of the portion of the ship below the 

morgin line before or as the case may be abaft 
the machinery space : 


(c ) In the case of ships the length of which is less than 131 

metres but not less than 55 metres and having a criterion 
numeral less than S ], and of all ships the length ofwhich 
is less than 55 metres the factor of sub- division shall be 
unity , 


PART 4 


13, Sub- division of ships of Class III, IV , V and VI.-- This 
part applies to ships of classes III. IV , V and VI. 
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20 . Factor of sub- division . The factor of sub -division of 
ships to which this part applies shall bo in accordance with 
the following Table, namely : 


14 . For the purpose of sub - division of ships of Classes III, 
IV , V and VI which carry a large number of unberthed or 
Special trade passengers, the provisions of Parts 1 and 2 shall 
Apply with the modifications specified in this part 

15 . Criterion of service . For a ship of given length , tho 
Appropriate factor of sub- division shall be determined by the 
GĦterion of service numeral as given by the following for 
nula , namely :- - 


Length of ship in metre 


Factor of Sub - division 


Over 106 . 5 metros 
Over 91 . 5 metres but not 
over 106 .5 metres 


0 , 5 
0 .5 for compartments in the 

machinery space and for 
ward thereof; Unity for all 

other compartments, 
0 . 5 for compartments forward 

the machinery space , Unity 
for all other compartments, 
Unity . 


oyer 61 metres but not 
over 71.5 metres 


61 metres and under 


M + 1 , 75P 
C . - 72 

V + P , -- 
where O = Criterion numeral; 
M = the volume of the machinery space with the addition 

thereto of the volume of any permanent bunkors 
which may be situated above the inner bottom and 

before or abaft the machinery space ; 
V = the whole volume of the ship below the margin line ; 
P = the whole volume of the passenger spaces and crew 

spaces below the margin line; 
P = P + 0 . 0373LN + 2 .13A (in cubic metres); 
whore A the total area in square metres of the spaces 

measured for determining the number of 
spocial trada passengers to be carried above 
cho margio lino including the arca of any 
compartment fitted with more than cight 
berths but excluding the area of the spaces 
occupied by galleys , mess rooms, lavatorios , 
hospitals and the airing spaces for betwcon 

deck passengors. 
L - the length of the ship ; 
N - the total number of berths for berthed passengers 

carried above the margin line, a berthcd passenger 
being defined as a passenger in cabins which 
accommodates not more than eight passengers. 


16 . ( 1 ) The sub - division abaft the fore peak of ships 
of less than 131 metres but not less than 79 metreg in length 
And having a criterion numeral less than S and of all shipg 
less than 79 metres in length shall be governed by the factor 
unity : 

Provided that the Central Government may , if satisfied 
tbat it is unreasonable or impracticable to comply with 
this factor in any part of the ship , allow such relaxation as 
may appear justified under tho circumstances . 

( 3 ) The provisions of the above paragraph apply also 
to ships of whatever length which are certified to carry a 
total number of passengers not exceeding L / 117 (L, in metres ), 
or 280 whichever is the less , of which the total number 
of herthed passengers shall not exceed L /650 ( L in metrcs ) 
or 50 , whichever is the legs . In ships of 131 metres in length 
or upwards to which this paragraph applies, the sub - division 
abaft the forepeak shall be govçrned by the factor unity . 

PART 5 


21. The sub - division load Lines assigned and marked shall 
be recorded in the Special Trade Passenger Ship Safety Corti 
ficate or as the case may be Passenger Ship Certificate and 
shall be distinguished by the notation D , for the principal 
passenger condition and D2, D3, etc . for tho alternative condi 
tiona , 

22 . The freeboard corresponding to each approved sub 
division load line and the conditions of service for which it 
is approved shall be indicated on the Certificate. 

PART 6 
Stability of Ships in Datuared Conditions 
23, ( 1 ) Sufficient intact stability shall be provided in all 
service conditions 80 as to enable tho ship to withstand tho 
final stage of flooding of any ono main compartment which 
is required to be within the floodable length , 

(2 ) Where two adjacent main compartments are separated 
by a bulkhead which is stepped under the conditions of qub 
paragraph (3 )( a ) of paragraph 8 of this Schedule , the intact 
stability shall be adequate to withstand the flooding of thoso 
two adjacent main compartments . 

( 3 ) Where the required factor of sub - division is . 50 Or 
less but more than 33 , intact stability shall be adequate to 
withstand the flooding of any two adjacent main compart 
ments . 

( 4 ) Where the required factor of sub - division is 33 or 
less , the intact stability shall be adequate to withstand tho 
flooding of any three adjacent main compartments. 

24 . ( 1 ) For the purposes of determining requirements of 
paragraph 1 of this Pant, applicable to any ship , calculations 
shall be made in accordance with the provisions of para 
graph 3 , 4 and 6 of thig Part. Such calculations shall take 
into consideration the proportions and design characteristics 
of the ship and the arrangement and configuration of the 
damaged compartments . In making these calculations the 
ship shall be assumed in the worst anticipated service condi 
tion as regards stability . 

( 2 ) Where it is propose 1 to fit decks, inner skins or longi 
tudinal bulkheads of suflicient tightness to seriously restrict 
the flow of water , it shall be proved to tbe satisfaction of the 
Central Government that proper consideration is given to 
such restrictions in the calculaționg. 

( 3 ) Where, in the opinion of the Central Government, the 
range of stability in the damaged condition of any ship is 
doubtful, it may require further investigation to bo mado 
thereof. 

25. ( 1) For the purpose of making damaged stability cal 
culations, the volume and surface permeabilitics shall be, 
in general , as follows : 
Spaces 

Permeability 
Appropriated to Cargo , Coa ) or Stores 
Occupied by Accommodation 
Occupied by Machinery 

85 
Intended for Liquids 

O or 95 


17 . This Part applies to ships of Class VII. 

18 . For the purposes of determining the maximum length 
of compartments in ships of Class VII, the provisions of 
Part 2 shall apply in the like manner as they apply to 
ships of Classes I and II, subject to modifications set out 
in this part 


60 


95 


19 . Permeability . - In ships to which this part applies tho 
Absumed average permeability shall be as follows : 
(a ) Of the machinery space -- 

(i) In ships propelled by internal combustion 

engines . . . . . . 85 
(ii) In all other ships , , , , 
(b ) All spaces other than machinery space 
1349 G1/80 — 22 


( 2 ) Higher surface permeabilities shall be assumed in res 
pect of spaces, which , in the vicinity of tho damage wator 
plane, contain no substantial quantity of accommodation or 
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machinery and spaces which are not generally occupied by 
any substantial quantity of cargo or stores 


to be made as it considers necessary for the safety 
of the ship . 


26 . (1 ) Assumed extent of damago shall be as follows : 
(1) longitudinal extent : 3,05 metros plug 3 por cent of 

the length of the ship , or 10 .67 metres , whichover 
is the less . Where the required factor of sub - division 
is 33 or less tho assumed longitudinal extent of 
damage shall be increased as necessary so as to 
include any two consecutivo main transverse water 
tight bulkheads : 


29 . The master of the ship shall be supplied with the data 
necessary to maintain sufficient intact stability under gervico 
conditions to enable the ship to withstand the critical damago. 
In the case of ships requiring cross - flooding, the master of 
the ship shall be kept informed of the conditions of stability 
on which the calculations of heel aro based and cautionet 
that excessive hooling might result should the ship sustai 
damage when it is in a legg favourablo condition , 

30 . No relaxation from the requirements for damago stabl 
lity may be considered by the Central Government unless it 
is shown to its satisfaction that tho intact motacentric height 
in any service condition necessary to meet these requirements 
is excessive for the service intended and that arrangemente 
and other characteristics of tho ship aro conducivo to stability 
after damage . 


(il) transverse extent (measured inboard from the ship s 

sido , at right angles to the centre lino at the level of 
tho deopost sub -division load lino ): & distanco of 
one - fifth of the breadth of tho ship ; and 


(ül) vertical exten : from the base line upwards without 

limit. 


THE SECOND SCHEDULE 


(See rule 10 ) 


(2 ) If any damage or lesser extent than that indicated in 
clauses (i), ( ii ) and (iii ) of sub - paragraph ( 1 ) of this paragraph 
would result in a moro severo condition regarding heel or 
loss of metacentric height, such damage shall be assumed in 
the calculations . 


27 . Unsymmetrical flooding shall bo kept to a minimum 
consistent with efficient arrangements. Where it is necessary 
to correct large anglcs of heel, tho means adopted shall, 
where practicable , be self -acting, but in any case whero con 
trols to cross- flooding fittings are provided they shall be 
capable of being operated from above the bulkhead deck . 
Where cross -flooding fittings are required , the timo for cquali 
zation shall not exceed 15 minutes . Suitablo information con . 
cerning the use of cross - flooding fittings shall bo supplied to 
the master of the ship . 


1. This Sch¢dule applies to ships of Classes I to VI. 

2. Strength and Construction. ( 1) Every bulkhead and 
other portion of the internal structure forming part of the 
watertight sub - division of the ship shall be of such strength 
and so constructed as to be capable of supporting, with an 
adequate margin of resistance , tho prossure due to the maxi 
mum head of water which it might have to sustain in the 
event of damage to tho ship not being loss than the presguro 
due to a head of water upto the margin line , Such maximum 
head shall include any additional head estimated , under these 
rules , to result from flooding or heeling. 


28 . Tho final conditions of the ship after damago and , 
in the case of unsymmetrical flooding , after cqualization mca 
sures have been taken shall bo as follows : 


( 2 ) Every such bulkhead and portion shall be constructed 
of approved shipbuilding steel and , if of welded construction 
shall comply with the requirements of paragraphs 3 to 7 in 
clusive of this Schedule , and if of rivoted construction shall 
not be of less strength , stiffness or efficiency than if it had 
been welded and had complicd with such requirements. 


(i ) in the case of symmetrical flooding , there shall bo a 

positive residual metacentric height of at least 50 
millimetres as calculated by the constant displace 
ment method ; 


3 . (a ) Watertight Bulkhead Plating.- - (i) Every bulkhead 
required by these rules to be watertight shall be constructod 
with plating of thickness not less than that determined by 
the following formula , namely : 


(il) in the case of unsymmetrical flooding the total heel 

shall not exceed geven degrees, except that in spe 
cial cases , the Central Government may allow addis 
tional heel upto but not exceeding 15 degrecs duo 
to the unsymmetrical moment ; 


(üi) in no case shall the margin line be submerged in tho 

final stage of flooding. If it is considered that the 
margin line may become submerged during an inter 
mediate stage of flooding the Central Government 
may requiro such investigations and arrangements 


t - 35 vht + 2 , 8 
where , 

t thichness of plating in mm . 
S --spacing of stiffness in metre . For corrugatod 

bulhbeads, tho spacing is given by 1 /2 (2a + b ) 
with reference to the figure below . 


ht – Depth at centro lino from Bulkhoad 

edge of plate in metres . 


( M 11- - * 


: (1) 
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( 1 ) The thickness of the collision bulkhead plating ahall 
be 20 per cent greater than the thickness determined by the 
above formula 


(111 ) The minimum thickness of bulkhead plating shall not 
to less than 6 mm 

(1 ) The lowest stroke of plating with welded stiffners shall 
be 1 mm thicker than 19 requurod by the above formula The 
lowest strake in the coal bunker or stockhold and the bulk 
head plating in the bilge shall be made 2 5 mm thicker than 
that required by the above formula , For corrugated bulkhoads, 
the lowest strake of plating shall be 05 mm thicker than 
the thickness determined in accordance with the above for 
Mula . 


For flanged bracket 
t = 0 . 95 3V2 + 2 0 
For plano bracket 
t = 1 35 3V2 + 25 
where, t - - thickness in mm 

z = section modulus in cm of the stiffner 
(u ) All brackets connected to stiffeners of soction modulus 
groater than 300 cm shall be flanged and the width of the flango 
shall be determined by the formula - 


f- 29 V 


(v ) If the bulkhead is of liveted construction , the boundary 
angle shall be at least 25 mm thicker than the thickness 
required by the above formula for the plating to which it is 
attached 


whore tç - thickness of bracket plate in cm 

f = width of flango in mm 

z - soction modulus of stiffeners in cm 
(111 ) The minimum thickness of the bracket plate shall be 
equal to tho stiffner web thickness , or 6 mm , whichever is the 
greater 

(10) The minimum arm length of plato bracket shall be 
determined by the formula 


(b ) Watertight Bulkhead Ştiffeners (1) Every watertight 
bulkhead shall be fitted with stiffeners which shall have offi 
cient brackets or lug end connection The ends of each stuffner 
shall bo attached to the shell plating or the inner bottom plat 
ing or the deck plating so as to ensure adequate rigidity in 
the bulkhead In case of braketed hold stiffeners, the bracket 
or its connecting anglo shall either oxtend over the floor or 
beam adjacent to the bulkhead or other equally effective 
means to ensule adequate stiffness and rigidity 

(11) Tho section modulus z of vertical bulkhead stiffeners 
calculated in association with width of bulkhead plate of 
600 mm , shall not be less than that determined by the fol 
lowing formulac 


1 


of verta 


600 mm , shan associationlus, 


For bracketed stiffeners 

z = 25 (h + 12) s12 cm3 
For lugged stiffeners 

z = 4 (h + 12) glº cm ? 
For stiffners bracketed at bottom end and lugged at top 

end 
2 - 3 .25 (h + 12 ) sl? cm ? 


where , 1 = ovcrall length of stiffeners in metres including end 

connections 
h = vertical distance in metres, measures from the 

middle of longth 1 to the top of bulkhead dock 
at centre linc 


b = 175 V to 
whic , b = arm length in mm of bracket exclusive of stiffener 

web depth . 
tc = thickness of brackot plato in cm , 

z = Section modulus of stiffener in cm 
(v ) Welding . Each arm of the bracket shall have a weld 
area of not less than that determined by the formula 

2 - 1.5 ztc 
where a weld aroa in square centimetre 

tc - thickness of bracket expressed in cm . 

z = as before 
4 Watertight Decks , Steps and Flats - (i) The horizontal 
plating of decks, steps and flats required by theso rules to 
bo watertight shall be 1 mm . thicker than that required for 
Watertight bulkheads at corresponding levels 

(11) The section moduli of beams of such decks, steng and 
flaty shall be deteimined by the appropriate formulae set out 
in the paragraph 3 (b ) (11) taking into account whether tho 
beam or part of the beam is bracketed or lugged For tho 
purpose of the said formulae , the greatest distances between 
the points of support shall be deemed to be the length of the 
beam The distance from the bulkhead deck to the deck , 
step or flat concerned , shall be deemed to be the height for 
the purpose of above formulac 

(11 ) Adequate supports for such beams shall be provided 
by hulkheads, or by girders pillared where necessary. 

(16 ) Wheię frames pass through a deck , step or flat which 
is required by these rules to be watertight, such deck , stop 
or flat shall be made watertight without the use of wood or 
cement 


s = spacing of stiffencis in meties Foi corrugated bulk 

heads, sis cqual to 2 ( a + b ) (vide Figure above ) 
or distance from the centre of tiough to the centre 
of trough consequently , whichever is groater 


( 111 ) The Section modulus of vertical bulkhead stiffeners on 
the collision bulkhead shall be 25 per cent higher than that 
obtained by the above formugle 


( iv ) Stiffencis shall not be spaced more than 610 mm on 
& collision bulkhend or more than 915 mm , on any other 
bulkhead 

(v ) Wheic stiffeners are cut in way of watertight doors in 
the lower part of a bulkhead , the opening shall be properly 
framed and brackets and a tapered web plate or buttress 
Atiffened on its edge , shall be fitted at each side of the door 
from the base of the bulkhead to above the door opening 

( vi ) All blackots, lugs and othei end connections for 
stiffeners shall comply with the requirements of sub - paragraph 
(c ) of this raragraph 

(vli) Where frames or beams pass through a bulkhead re 
quired by these rules to be watertight, the bulkhead shall be 
made watertight without the lise of wood or cement . 


5 Watertight Recesses and Trupkways - - Every recess and 
trunkway required by these rules to be watertight shall be go 
constructed as to provide strength and stiffness at all parts 
not less than that required for watertight bulkheads at a 
corresponding level 
6 Watertight Tunnels -- (i) Plates : 
(a ) The thickness of the vertical side plating of tunnels 

shall be governed by the formula for the ordinary 
watertight bulkhead plating at tho corresponding 

level 
(b ) If the tunnel top is well curved , the thickness of 

plating may be reduced by 10 per cent from that 
of the ordinary watertight bulkhead plating at the 
same level 


(c) End connections of Bulkhead Stiffeners : (1) The plate 
thicknessos of the end brackets shall be determined by tho 
following formula 
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(c ) If the tunnel top is flat or serving as a deck , tho 

thickness of plating shall be 1 mm , greater than 
the corresponding bulkhead plato thickness at tho 
same level or equal to the ordinary deck plate thick 

ness, whichever value is the greater , 
(11) Stiffners : 
( a ) The spacing of stiffners on tunnels shall not generally 

exceed 915 mm , unlcas they are placed in line with 
the bottom flooring. The fact of all stiffners shall 
be officicntly connected to the tank top cither by 

direct welding or by welded lugs, 
(b ) The section modulus of the stiffners shall be deter 
mlaod by the following formula, namely : 

2 - 4 hs 
wherea l = length of straight vertical side of tunnel. 

h = vertical distanco in metre from the middle of 

the length I to the b bulkhead dech . 
S = spacing of stiffners in metre. 


wherea 1 ales vertical dis 1 to the 


7. Watertight Inner Skįng. — Every joner skin required by 
those rules to be watertight shall be of such strength and 
construction as will enable it to withstand head of water upto 
the margin line . 


THE THIRD SCHEDULE 

(Soo rule 27) 

Stabillty of Ships 

Information is to Stability of Ships 
The information relating to the stability of a ship to be 
provided to the Master shall include particulars appropriate to 
the ship on the matters specified below . Such particulars shall 
be in the form of a statement unless the contrary is indicated . 

(1) The ship s name, official number, port of rogistry , gross 
and registored tonnage, principal dimensions , displacemont, 
dead -weight and draught to the Summer Load Line , 

(2 ) A profile view and, if the Contral Government so re 
quirey in a particular case , plan views of the ship drawn to 
scale showing , with their names , all compartments, tanks, 
stororoom , and crew and passenger accommodation spaces , 
and also showing the midlength position . 


and also showing the displacement in metric tons per conti 
metrc Immersion , and deadweight corresponding in cach caso 
to a range of mean draughts extending between the waterlino 
representing the doopcat load lino and tho waterline of the 
ship in light condition , 

(7 ) A diagram or tabular statement showing the bydrostatic 
particulars of the ship , including : 

(a ) the heights of the transverso motacentre ; and 
(b ) the values of the moment to chango trim ono centi 

metre, 
for a range of mean draughts extending At Icant between the 
waterling representing the deepest load line and the waterline 
of the ship in light condition . Whero a tabular statement is 
115¢d , the intervals between such draughts shall bo suficiently 
close to permit accurato interpolation . In the case of ships 
having raked keels , the same datılm for the heights of centres 
of buoyance and metacentres shall be used as for the centres 
of gravity . 

(8 ) The effect on stability of free surface in each tank in 
the ship in which liquids may be carried , including an examplo 
to show how the metacentric height is to be corrected . 

(9 ) (a ) A diagram showing cross curves of stability indi 
cating the height of the assumed axis from which the Righting 
Lovers are measured and the trim which has been assumed . 
In the case of ships having rakod kcals , whero a datum other 
than the top of kcel has boon used , the position of the assumed 
axis shall bo clearly defined . 

(b ) Subjoct to the following sub -paragraph , only (i) enclosed 
superstructures and ( ii ) efficient trunks as defined in tho 
Merchant Shipping (Load Line) Rules , 1979 shall be taken 
into account in deriving such curves . 

(c ) Tho following structures may be taken into account 
in deriving such curvey if it is shown to the satisfaction of 
the Central Government that their location , integrity and 
means of closuro will contribute to the ship s stability : 

(1) Superstructures located above the superstructure deck ; 
( il ) Deckhouses on or above the freeboard deck , whether 

wholly or in part only ; 
(ii) Hatchway structures on or above the freeboard deck . 
Additionally , in the case of a ship carrying timber deck cargo , 
the Central Government may permit the volume of the 
timber deck cargo , or a part thereof to be taken into account 
in deriving a supplementary curve of stability appropriate to 
the ship when carrying such cargo . The volume permeability 
of timber deck cargoes shall be assumed to be 25 per cent. 

(d ) Superstructures and deck houses not regarded as closed 
may be taken into account in calculating stability upto the 
angle at which their openings are flooded . At this angle the 
statical stability curvo should show one or more steps and 
in the subsequent computations the flooded spaces shall be 
considered non -existent. 

In cases where the sbir would sink due to flooding through 
any opening, the stability curve sbould be cut short at the 
corresponding anglo of flooding and the ship shall be con 
sidered to have entirely lost her stability. 

( 0 ) Small openinge such as scuppers, discharge and sani 
tary pipes or other such openings shall not be considered 
open if they submerge at an angle of jnclination of more 
than 30 degree . These openings where they gubmerge at an 
angle of 30 degree or less shall be asumed to be open if 
progressive flooding can take place through them . 

(f) An example shall be given showing how to obtain a 
Curve of Righting Lovers (GZ ) from the cross curves of 
stability . 

(8 ) Where the buoyance of a guperstructure is to be taken 
into account in tho calculation of stability Information to bo 
supplied in the case of a vehicle ferry or similar ship having 
bow doors, ship s sido doors or stem doors , there shall bo 
included in the stability information a specific statement that 
such doors must be secured weather tight /beforo the ship 
proceeds to bea and that the cross curves of stability aro 
based upon the assumption that such doors have been 60 
secured . 


(3 ) a ) The capacity and the centre of gravity (longitudinally 
and vertically ) of every compartment available for the carriage 
of cargo , fuel, stores, goods , water donostic water or water 
ballast . 


(b ) In the case of a vehicle ferry , the vertical ferry. the 
vertical centro of gravity of compartments for the carriage of 
vehicles shall be based on the estimated centres of gravity of 
the vehicles and not on the volumetric centres of the com 
partments . 

( 4 ) The estimated total weight of ( a ) passengers and their 
cffects and (b ) crew and their effects , and the centre of gravity 
( longitudinally and vertically ) of each such total weight. In 
asscasing such centres of gravity passengers and crew gball 
be assumed to be distributed about the ship in the spaces 
they will normally occupy, including the highest decks to which 
cither or both have access . A weight of 75 kg should be 
Agsuned for each passenger and crew and tho height of contro 
of gravity of passengers should be assumed at 1. 0 metro abovo 
dock level for standing passengers and 0 .3 metre above tho 
seat in tho caso of scated passengers. 

( 5) The estimated weight and the disposition and centre 
of gravity of the maximum amount of deck cargo which the 
ship may reasonably be expected to carry on an exposed 
deck . The estimated weight ghall includo in the case of deck 
cargo kely to absorb water the estimated weight 
of water likely to be so absorbed and allowed for in arrival 
conditiong , auch weight in the cago of timber deck cargo being 
taken to be 10 per cent by weight. 

(6 ) A diagram or scale showing the load line mark and 
load lines with particulars of the corresponding freeboards, 
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( 10 ) ( a ) Tho diagram and statements referred to in sub 
paragiaph (b ) of this paragraph shall be provided separalely 
for each of the following conditions of tho ship : 


(iv ) The initial metacentric height (GM ) shall be not luss 

than 0 .15 metro . 
(b ) Passengers ships shall comply with the following audi 
uonal requirements : 
(1) The angle of heel on account of towing pas- enges 

on one side of ship shall not exceed 10 degree, 
(ii) The angle of heel on account of turning of the ship 

at service speed when calculated by the formula 
given below shall not exceed 10 degreo - - 
MR = 0.2 a (KG - 9 ) 
where MR - hoeling moment in metric tons ; 

v = service spoed in M /Soc ; 
L - length of ship at waterline in metres ; 
A - displacement in metric tons ; 

d - moan draught; 
KG - height of centre of gravity above hoel in 

metres . 


THE FOURTH SCHEDULE 

[Sco rule 43(1)] 
Automatic Sprinkler and Fire Alarm and Fire Detection System 


(i) Light condition ; If the ship has permanent baliast, 

such diagram and statements shall be provided for 
the ship in light condition both ( 1 ) with such ballast, 

and ( 2 ) without such ballast. 
(li) Ballast condition : Both ( 1) on departure, and (2 ) on 

arrival, it being assumed for the purpose of the latter 
in this and the following sub - paragraphs that oil fuel, 
fresh water, consumable stores and the liko are re 

duced to 10 por cent of their capacity . 
( iii) Both ( 1) on departure , and (2 ) on arrival, when loaded 

to the Summer Load Lind with cargo filling all spaces 
Available for cargo , cargo for this purpose being 
taken to be homogeneoug cargo except where this is 
clearly inappropriate, for example , in the case of 
cargo spaces in a ship which are intended to be 
used exclusively for the carriage of vehicles or of 

containers . 
(iv) Service loaded conditions : Both (1) on departure and 

(2 ) on arrival. 
(b ) (i) A profile diagram of the ship drawn to a suitable 

small scale showing the disposition of all compo 

nents of tho deadweight. 
( il) A statement showing the lightweight, the disposition 

and the total weights of all components of the 
deadweight, the displacement, the corresponding posi 
tions of the centre of gravity , the metacentçe and 

also the metacentric height (GM ). 
( ii ) A diagram showing a curve of Righting Levers (GZ) 

derived from the cross curves of stability referred 
to in paragraph ( 9 ). Whero credit is shown for the 
buoyance of a timber deck cargo the curve of Right 
ing Levers (GZ ) must be drawn both with and 

without this credit. 
(c ) The motacentric height and the curve of Righting Levers 
(GZ ) shall be corrected for liquid frce surface . 

(cl ) Where there is a significant amount of trim in any of 
the conditions referred to in sub -paragraph ( a ) the metacentric 
height and the curve of Righting Levels (G7 ) may be required 
to be determined from the trimmed weterline. 

(e ) If the opinion of the Central Government the stability 
characteristics in either or both of the conditions referred to 
in sub - paragraph (a ) (11 ) are not satisfactory , such conditions 
shall be marked accordingly and an appropriate warning to 
the Master shall be endorsed on the relevant diagrams or 
statements. 

( 11) Where special procedures such as partly filling or com 
plotely filling particular spaces designed for cargo . fuel, fresh 
wator or other purposes are necessary to maintain adeduate 
stability , a statement of instructions as to the appropriate 
procedure in each case . 

( 12 ) A copy of the report on the inclining test and of the 
calculation therefrom of the light condition particulars, 

(13 ) Standard of Stability.— (a ) Ali ships shall unless spe 
cifically permitted otherwise comply with the following mini 
mum standards of stability . 
(i) The area under the Righting Lever Curve (GZ ) shall 

he not less than 0 .055 metre radiens upto 30 degrec 
angle of heel and not less than 0 . 09 metre radjans 
upto 40 degree or the angle of flooding if that he 
less than 40 degree , Additionally , the area under the 
Righting Lever curve (GZ ) between the angles of 
hcel of 30 degree and 40 legree or between 30 degree 
and the angle of flooding, if that be less than 
40 degree , shall not be less than 0 .03 metre radians. 


Whore an automatic sprinkler and fire alarm and fire detec 
lion system is provided it shall comply with the following 
requirements 

1 . Gcncral. (i) It shall be capable of imunediate operation 
at all times and no action by the crow shall be necessary 
to set it in operation . It shall be of the wet pipo type but 
small cxposed sections may be of the dry pipe type wbrero 
this is a pecessary precaution . Any parts of the system which 
may be subjected to freezing temperatures in service shall be 
suitably protected against freezing. It shall be kept charged 
at the necessary pressurc and shall have provision for a 
continuous supply of water as required by this Schedule. 

( il) Each section of sprinklers shall include means for giv 
ing a visual and audible alarm signal automatically at one or 
more indicating units whenever any sprinkler comes into 
operation . Such units shall give an indication of any fire 
and its location in any space served by the system and shall 
be centralized on tho navigating bridge or in the main fire 
control station , which shall be so manned or equipped as to 
ensure that any alarm from the system is immeditely received 
by a responsible momber of the crew , Such alarm system shall 
be constructed so as to indicate if ony fault occurs in the 
system . 

2 . Sprinkler arrangernents. - (1) Sprinklers sball be grouped 
into separate sections , each of which shall contin got more 
than 200 sprinklers. Any section of sprinklers shall not serve 
more than two decks and shall not be situated in more than 
one main verticals zone : 

Provided that the Central Government, may, if it 18 satisfied 
that the protection of the ship against fire will not thereby 
the reduced , permit such a section of sprinklers to serve more 
than two decks or to be situated in more than one majn 
verticals zone. 

( ii ) Euch section of sprinklers shall be capable of being 
isolated by one stop valve only . The stop valve in each 
sertion shall be readily accessible and its location shall be 
clearly and permanently indicated . Means shall be provided 
to prevent the operation of the stop valves by any unauthorised 
person . 

(iii ) A gauge Indicating the pressure in the system shall 
be provided at cach section stop valve and at a central station, 

( iv ) The sprinklers shall be resistent to corrosion hy marine 
atmosphres. In accommodation and servico spaces , the sprink 
lety shall come into operation within the temperature range 
of 68°C and 79 C , except that in locations such as 
drying rooms, where high ambient temperatures might be 
expected , the operating temperature may be increased to not 
more than 30 C above the maximum deck head temperature . 


( 1) The Righting Lever (GZ) shall be at least 0 . 20 metre 

at an angle of heel of 30 degree or moro . 
(ül) Tho maximum Righting arm should occur at an angle 

of heel of not less than 30 degree . 
1349 61/ 80 — 23 
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from tho emorgency switchboard. The switches on the main 

Switchboard and the emergency switchboard shall be clearly 
labolled and normally kept closed . No other switch shall be 
permitted in the feeders concerned. One of the sources of 
power supply for the alarm and detection system shall be an 
emergency source. Where one of the sources of power for 
The pump is an internal combustion -type engine , it shall, in 
addition to complying with the provisions of paragraph 6 , be 

o situated that it fire in any protection space will not affect 
the air supply to the machinçıy . 

8 . External connections.- - The sprinkler system shall have 
a connection from the ship s firc inain by way of a lockable 
Sci cwdown non - return valve at the connection which will 
prevent a backflow from the sprinkler system to the fire main . 


( v ) A list or plan shall be displayed at cach indicating unit 
showing the spaces covered and the location of the zonc in 
respect of cach section . Suitable instructions for testing and 
maintenance shall be available . 

3. Positioning of spinklers. - Sprinklers shall he placed in 
an overhead position and spaced in it suitable pattern to 
maintain an average application sale of not less than 5 littes 
per square metre per minute over the nominal area covered 
by the sprinklers : 

Provided that the Central Governincnt my permit 11.9€ of 
sprinklers providing any oth : r application rate of water suitably 
distributed if it is shown to its satisfaction that such sprinklers 
are equally effective . 

4 . Pressure Tank . - (i) A presque tank having a volume 
cqual to at least twice that of the charge of water specific 
in this sub - paragraph shall be provided. The tank shall con 
tain a standing chaige of fresh water equivalent to the amount 
of water which would be discharged in one minute hy the 
plimp refçrred to in sub -paragraph ( ii ) of pargarph 5 ond tho 
arrangements shall provide for maintaining such air pressure 
in the tank to ensure that where the standing charge of fresh 
water in the tank has been used the pressure will be not less 
than the working pressure of the sprinkler plus the pressure 
due to a hend of water measure from the bottom of the tark 
to the highest sprinkler in the system . Suitable means of 
replenishing the air under pressure and of replenishing the 
fresh water charge in the tank shall ho provided . A glass 
guage shall be provided to indicate the correct level of the 
water in the tank. 

( ii) Means shall be provided to prevent the passage of ea 
water into the tank . 


9. Provision for testing – (i) A test valve shall be provided 
for testing thç automatic alarm for each section of sprinklers 
by a discharge of water equivalent to the operation of one 
sprinkler. The test valve for each section shall be situated 
near the stop Valve for that section . 

(ii ) Means shall be provided for testing the automatic ope 
ration of the pump, on reduction of pressure in the system . 

(iit) Switches shall be provided at one of the in :ficating 
positions which will enable the alarm and the indicators for 
euch section of sprinklor to be tested . 

10 . Provision of spare gprinkler heads. -- Six spare sprinkler 
heads shall be provided for each section of sprinkler. 


5. Pump. - (i) An independent power pump shall he provid 
ed solely for the purpose of continuing automatically the dis 
charge of water from the sprinklers . The pump be brought 
into action automatically by the pressure drop in the system 
before the standing fresh water charge in the pressure tank 
is completely exhausted , 


(li) The pump and the piping system shall be capable of 
maintaining the necessary pressure at the level of the highest 
Sprinkler to ensure a continuous output of water suficient for 
the simultaneous coverage of a minimum area of 280 square 
metres at the application rate specified in paragraph 3 . 

( iii) The pump shall have Atted on the delivery side a test 
valve with a short open -ended discharge pire. The effective 
area through the valve and pipe shall be adequate to permit 
the relcase of the required pump output while maintaining the 
pressure in the system specified in sub -paragraph ( 1) of parit 
graph 4 . 

(iv ) The sea inlet to the pump shall wherever possiblc be 
in the space contuining the pump and shall be so arrangod 
that when the ship is afloat it will not be necessary to shut 
off the supply of sea water to the pump for any purpose other 
than the inspection or repair of the pump. 

6 . Location of sprinkler pump and tank . — The spiinkler 
pump and tank shall be situated in a position reasonably re 
mote from any machinery spaco of Category A and shall not 
be situated in any space required to be protected by the 
Sprinkler system . 

7 , Power supply . — There shall be not less than two sources 
of power supply for the sea water pump and automatic alalim 
and detection system . Where the sources of power for the 
pump are clectrical these shall be a main generator and an 
emergency source of power . One supply for the pump shall 
be taken from the main switchboard , and one from the cmner 
gency switchboard by separate feeders reserved solely for 
that purpose. 


THE FIFTH SCHEDULE 

[See rule 43( ii )] 
Automatic Fire Alarm and Fire Detection System 
Where an automatic fire alarm and fire detection systein 18 
provided in compliance with the piovisions of these rules , it 
shall comply with the following requiremonts : 

1. General, ( i) It shall be capable of immediate opciation 
at all times and no action of the crew shall be neccesary to 
set iu in operation . 

( ii ) Each section of detectors shall includo means for giving 
a visual and audible alarm signal automatically at one or 
inore indicating unity whenever any detector comes into ope 
ration . Such units shall give an indication of any fire and 
its location in any space sorved by the system and shall be 
centralised on the navigating bridges or in the main fire 
control station which shall be so manned or equipped as to 
ensure that any alarm from the system is immediately received 
hy a responsiblc member of the crew . Such alarm system 
shall be constructed so as to indicate if any fault occurs in 
the system . 

2 . Detector Arrangements. - Detectors shall be grouped into 
separate sections each covering not more than 50 rooms served 
by such a system and containing not more than 100 dotectors . 
A section of detectors shall not serve spaces on both the port 
and starboard sides of the ship nor on more than one deck 
and nor shall it be situated in niore than one main vertical 
zone : 


Provided that the Cential Government may If satisfied that 
the protcction of the ship against fire will not thereby he 
roduced , permit any section of detectors to servo bolh the 
port and starboard sides of the chain and inore than ons dock . 


The feeders shall be arranged so as to avoid galley * . machi 
ncry spaces and other enclosed spaces high fire risk except in 
9o far as it is necessary to reich the approprinte gwitchl-oards , 
and shall be run to an automatic change -over switch situated 
mear the sprinkler pump. This switch shall permit the supply 
of nower from the main switchboard so long as a supply is 
available thereform , and be so designed that upon failure of 
that supply it will qutomatically change over to the supply 


1. Tyre of system . - Tho system shall be operated by an 
abnormal bir tempeiature , by an abnormal concentration of 
smoke or by other factors indicalive of incipient fire in any 
One of the spaces to be protected . Systems which are sensi 
tive to air temperature shall not operate at less than 57°C 
and shall operate at a temperature into greater than 74°C 
when the temperature increase to those levels is not more than 
1°C per minute . The permissiblo temperature of operation 
may be increased to 30°C alove the maximum deckhend 
temperature in drying rooms and similar places of a normally 
high ambicnt temperature . Systems which are sensitive to 
smoke concentration shall operate on the reduction of the 
inten - ity of a transmitted light be in . Other equally effective 
methods of operation may be accepted . The detection system 
aball not be used foj any purpose other than fire detection , 
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- 


- 


- - 


- 


- 


-- 


7 . 10000 tons and Rs, 27000 for the Rs. 9000 for tho 

above but less first 10000 tons plus first 10000 tons plus 
than 15000 tons Rs. 150 for every Rs. 50 for every 

additional 100 tons additional 100 tons 
Oj part thereof or part thercof . 


8 . 15000 tons and Rs. 34500 for the Rs. 11300 for the 
above 

urst 15000 tons first 15000 tons 
gross plus Rs. 125 gross plus Rs. 40 
for every additional for every additional 
100 tons or part 100 tons or part 
thereof 

thereof. 
- - - - 
II . If the ship s hull, machinery or equipment are stated 
to be sufficient for a period of less than one year from tho 
datc of declaration of au voy the fece payable shall be at the 
rate of one twelfth of the foc payable in accordance with the 
above Table for each month or a fraction thereof for the 
certified period : 


- - 


- 


- - 


[ 1 [[- - TO7 3( 1) ] 

Nita tilaa . # 
TG S “ - = - = - = - = - -- - - - -- = = = = 

= 
4 . Operation of Dele lor8 . - The detectors may be arranged 
to opeiate the alain by the opening and closing of contacts 
or by other approprialc methods . They shall be fitted in an 
overhead position and shall be suitably protected against im 
pact and physical daniage. I hey shall be suitably for use in 
a marine atmosphere . They shall be placed in an open 
position clear of beams and other objects likely to obstruct 
the flow of hot gascs Ol smoke to tlie sensitive element. Detec 
tois operated by the closing of contacts shall be of the sealed 
contacts type and the circuit shall be continuously monitored 
to indicate fault conditions. 

5 . Detector grouping .-- At least one detector shall be ins 
talled in each space whcie detection facilities are required and 
there shall be not less than onc detector for cach 37 square 
metres of deck arca . In large spaces the detectors shall be 
Arranged in a regular pattein so that no detector is more 
than 9 metres from another detector or more than 4 . 5 metics 
from a bulkhead , 

6 . Power supply . There shall be not less than two sourcey 
of power supply for the electrical equipnicht used in the 
operation of the line alarm and Ore detection system , one of 
which shall be an cmergency sou Ca . The supply shall be 
provided by separate fecders leserved solely for that purpose . 
Such fccders shall iun to a change -over switch situated in 
the control station for the file delection system . The wiring 
systom shall be so altanged us to avoid gallcys , machinery 
spaces and other enclosed apaces having a high fire risk except 
in so far as it is necessary to provide for fire detection in 
such space , or to teach the appropriate switchboard . 

7. Provision for testing , etc . - (i) A list or plan shall be 
displayed adjacent to cach indicating unit showing the spaces 
covered and the location of the zone in respect of each section , 
Suitable instructions for testing and maintenance shall be 
available. 


- 


Provided that 
(a ) The minimum fce shall be one - fourth of the annual 

fee ; 


(b ) The full fee shall be payable whatever the pature of 

survey 
(i) in ibe case of a ship coming under survey for the 

first time, or 


( ii) if á ship has been tully sui vcyod but the owner 

or master is for any reason unwilling or linable to 
execute the repairs recommended by the Surveyor ; 
or 


(ii) Provision shall be made for testing the correct opcrition 
of the detectors and the indicating units by supply means for 
applying hot air or smoke at detector positions, 


( iii ) when the gulvey is completed with the exception of 

minor details. 


8 . Provision of spare detector heals . — One spare detector 
head shall be provided for each fifty detectors or part thercof 
for cach section . 


III. The fec specified in sub- para (i) shall be deemed to 
cover any number of visits which a Survoyor may have to 
make for granting of declaration of survey . 


SIXTH SCHEDULE 

(See rulc 164 ) 

Feen for Passenger Ships Survey 
1. Fee foi passenger ships surveys shall he payable at the 
lates specified in the Table given herebelow . 


IV . Where ships ate sui veyed on the , unning survey" prin 
ciplo , an addition fee equivalent one- third of the feo as may 
he payable in respect of surveys utider these rules shall be 
paid . 

V , Overtime Fecs. The changing of overtime fees in respect 
of suu veys or cctions wholly or partially carried out outside 
office hours shall be regulated as follows : 


- 


- - 


- 


Gross Tonnage 

Ship 


Fces for annual 

Survey 


Fees for the First 
Passenger ship Sur - 
vey or Survey under 
coustruction 

- - - - - 


( a ) Wheic , on the application of the owner or master of 

a ship , the Surveyor is called upon to undertake the 
survey or inspection of the ship after 5 P . M . but 
hefore 8 P . M . or between 6 A . M . and 9 A . M . an 
additional fee of Rs. 150 shall be payable . 


- - - 


- - - 


( b ) Where a Surveyor is called upon to undertake the 

survey or inspection between 8 P . M . and 6 A . M ., an 
additional fee of Rs. 200 shall be payable . 


( 0 ) Where a Surveyor detained at the request of the owner 

or agent after 5 P . M . to complete a survey under 
lakon between 9 A . M . and 5 P . M ., an additional fec 
of Rs. 150 shall be payable iſ the surveyor is released 
from duty al or before 8 P . M . and Rs. 200 if he is 
detained later than 8 P . M . 


1. Below 100 tons Rs. 1000 

Rs. 600 
2 . 100 tons and Rs. 3000 

Rs. 1600 
above but 

below 500 tons 
3 . 500 tons and Rs. 6000 

Rs. 2 ,500 
above but less 

than 1000 tons 
4 . 1000 tons and Rs. 6000 for the first Rs. 2500 for the first 

above but less 1000 tons plus Rs. 1000 tons plus Rs. 
than 3000 tons 300 for every addi- 100 for every addi. 

tional 100 tons or tional 100 tons or 
part thereof 

part thercof . 
. 5 . 3000 tons and Rs, 12000 for the Rs. 4500 for the 

above but loss first 3000 tons plus first 3000 tons plus 
than 5000 tons Rs. 250 for every Rs. 75 for every 

additional 100 ton s additional 100 tons 

or part thereof or part theroof. 
6 . 5000 tons and Rs. 17000 for the Rs. 6000 for the 

above but legs first 5000 tons plus first 5000 tons plus 
than 10000 tons Rs. 200 for every Rs. 60 for every 

additional 100 tons additional 100 tons 
or part thereof or part thereof. 


id ) Where the owner or maştei of the ship has asked for 

sui vey between the hours of 9 A . M . and 5 P . M . and 
official aliangements have not allowed for the work 
being done between these hours, no additional fee 
shall be chargeablo for any work done between 8 . 00 
P . M . and 9 . 00 A . M . 


( c ) Where ir Surveyor is called upon to undertake the 

su vey or inspection of a ship on any Sunday , Scc 
ond Saturday or any other Public Holiday observed 
for the office of the Mercantile Marine Department 
at the respective place, an additional fee of Rs. 250 
shall be payable . 
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dance . 


( f) Where a Surveyor has been called upon as specified 

2. उक्त विनियम , 1979 के बननरी मास की पहली तारीख से 
in clauses ( e ), ( b ) and ( c ) or detained as specified in 
clause (c ) the owner or master of the ship shall लागू माने जायेंगे । 
give information of the fact in writing to the Prin 
cipal Officer, or as the case may be, the Surveyor 

[ सं० पी०स०पी 12/ 37/ 70] 
in -charge of the Mercantile Marine Department of 

राम तिलक पांडेय, अवर सचिन 
the port concerned stating the hours duſing which 
the Surveyor was in attendance . 

( Ports Wime ) 
[ F. No . SW/ 5 - MSR( 4) / 74- MAJ 
K . LALL , Under Secy . 

New Delhi, the 19th February , 1981 
( पत्तन पस ) 

G .S. R . 268 .- - In exercise of the powers conferred by sub 
नई दिल्ली, 10 फरवरी 1981 

section ( 1) of section 124 read with sub -section ( 1 ) of section 

132 of the Major Port Trusts Act, 1963 ( 38 of 1963 ), tho 
सा० का०नि० 268. - महा पत्तन न्यास अधिनियम, 1963 Central Government hereby approves of the regulations co 

titled " Kandla Port Employees Adaptation of ( Pension) Amend 
( 1963 का 38 ) की धारा 132 की उपधारा ( 1 ) के साथ पठित धारा 

ment Regulations, 1979 " made by the Board of Trustees for 
124 की उपधारा ( 1 ) द्वारा प्रवत्त शक्तियों का प्रयोग करते हुए, केन्द्रीय the port of Kandla in exercise of the powers conferred by 
सरकार एतद्वारा "काणाला पसन कर्मचारी - ( पेंशन ) संशोधन नियमों 

section 28 read with sub - section ( 2 ) of section 124 of the said 

Act and publishod in the Gubat Government Gazotte , dated 
का अनुकूलन नामक विनियम 1978 " का अनुमोदन करती है, जो फाडला the 14th June , 1979 and the 21st June, 1979. 
पत्तन के म्यासियों के बोर्ड ने उक्त प्रधिनियम की धारा 124 की उपधारा 

2 . The said Regulation shall be deemed to have come into 
( 2 ) के साथ पठित धारा 28 द्वारा प्रदत्त शक्तियों का प्रयोग करते forco on the 18t day of January , 1979 . 
हुए बनाए थे और गुजरात सरकार + 14 जून , 1979 और 21 जून , 

No. PW/ PEK - 37/ 79] 
1979 के राजपत्र में प्रकाशित हुए थे । 

R. T . PANDEY , Under Secy. 
( अंतशोप नल परिवहन निदेशालय ) 

नई दिल्ली, 31 जनवरी, 1981 
सा० का०नि० 269. — राष्ट्रपति संविधान की धारा 309 के परम्तक द्वारा प्रवत्त शक्तियों का प्रयोग करते हुए अंतर्देशीय जल परिवहन निदेशालय 
( महायक समुद्री इंजीनियर इजिंग मास्टर ) भर्ती नियम , 1969 में संशोधन करने के लिए निम्नलिखित नियम बनाते हैं, प्रति: 

1. ( 1 ) इम नियमों का नाम अंतर्देशीय जल परिवहन निदेशालय ( सहायक समुद्री जीनियर इजिंग मास्टर संशोधन ) नियम, 1980 है । 
( 2) ये शासकीय राजपत्र में प्रकाशन की तारीख को प्रवृत्त होंगे । 

2. प्रतर्देशीय जल परिवहन निदेशालय ( सहायक समुद्री इंजीनियर इजिंग मास्टर ) भर्ती नियम, 1989 में , मौजूवा अनुसूची के स्थान पर निम्नलिखित 
अनुसूची रखी जाए, प्रतिः 


पद का नाम 


पदों की 
संध्या 


सहायक समुद्री इंजीनियर प्रजिंग मास्टर के पद के लिए पुनरीक्षित भर्ती नियम 
वर्गीकरण पेतनमान चयन पद प्रथना सीधी भर्ती किए जाने क्या के०स० सीधी भर्ती किए जाने वाले 

प्रचमन पर वाले व्यक्तियों के लिए सेवा ( पेंशन ) व्यक्तियों के लिए शैक्षिक पौर 
मायु सीमा 

नियम , अन्य महताएं 
1972 के 
नियम 30 . 
के अधीन 
बदाई गई 
सेवा अवधि 
का लाभ 


- 


- - 


सहायक 
समुद्री इंजीनियर- 3 / 
इजिंग मास्टर- 1 


4 


सामान्य केन्द्रीय 
सेवा ग्रेड- बी राण - 
पत्रित 
अनुनसधिषीय 


650- 30- 740- लागू नहीं होता 
35- 810-१०रो० 
40-1000-40 
रो - 40- 1200 


35 वर्ष से अधिक न हो । महीं 

( सरकारी कर्म 
चारियों के लिए 

छूट दी जा सकती है ) 
टिप्पणी : प्रायु सीमा 
निर्धारण करने के 
लिए निर्णायक 
सारीख यह होगी 
जो भारत में रहने 
बाले अभ्यपियों 
( अंडमान मोर 
निकोबार द्वीप मौर 
माठीप में रहने 
बाले अध्यापियों 
को छोड़कर ) से 
मारवन पर प्राप्त 


अनिवार्य : 
मंसदेशीय इंजीनियरी (मोटर ) 
का या पी मोटी या एम मो 
टी इंजीनियर का द्वितीय 
श्रेणी प्रमाण पत या इसके 

समतुल्य योग्यता हो । 
टिप्पणी 1 : उम्मीदवार के 

अन्यमा सुपहित होने की 
दशा में संघ लोक सेवा 
प्रायोग के विवेकामुसार 
माईतामों में छूट दी जा 
सकती है । 
टिप्पणी 2 : अनुभव संबंधी महता 

( पाईलाए ) संष लोक 
सेवा मायोग के पिका 
नुसार अनुसूचित जातियों 


T 


- 


H 


{ भाग II -- सण 3 ( i)] 
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होने की अंतिम 
तारीख होगी । 


और अनुसूचित जनजातियों 
के अभ्यशियों के मामलों में 
उस दिशा में शिथिल की 
जा सकती है, जबमि पयय 
के किसी प्रक्रम पर संघ लोक 
मेवा आयोग की यह राय 
हो कि इनके लिए प्रारभि 
रिक्त स्थानों को भरने 
के लिए, अपेक्षित अनुभव 
रखने वाले इन समुदायों 
से अभ्यर्थी पर्याप्त संख्या 
में उपलब्ध नहीं हो 
सगे । 


- 


- . . - - - - - 


- 


- - 


- 


- 


- 


- - - - - - - - - - - 


- 


- 


--- - -- - - 


- 


- - - - - 


- - 


- 


- - - 


- - - 


- - 


- 


- - 


- - - - 


- - ... 


- - 


. 


. 


- - 


- 


- 


.. - 


- 


- - - 


- 


- - . - - 


. . 


. . 


- 


- - 


-- - 


- - - 


_ . .... - - - - - - - . - - 
सीधे भर्ती किए जाने परिवीक्षा की भर्ती की पति/भर्ती सीधे होगी या प्रोन्नति प्रतिनियुक्ति / स्थानान्तरण यदि विभागीय प्रोन्नति भर्ती करने में विन परि 
वाले व्यक्तियों के प्रवधि यदि कोई प्रोन्नति द्वारा या प्रतिनियुक्ति द्वारा भर्ती की दशा में ये श्रेणियाँ समिति है तो उसकी संरचना स्थितियों में संघ लोक 
लिए विहित प्रायु हो स्थानान्तरण द्वारा तथा विभिन्न जिनसे प्रोन्नति/ प्रतिनियुक्ति / स्था 

सेया प्रायोग से परामर्श 
मौर शाक्षिक अहसाएं / पद्धतियों द्वारा भरी जाने वाली मान्तरण किया जाएगा 

किया जाएगा 
प्रोमति की दशा में 

रिक्तियों की प्रतिशतता 
सागू होगी या महीं 
9 10 11 

13 


- 


- 


- 


- 


- 


- 


- 


- - - 


12 


14 


2 वर्ष 


प्रायु : महीं 
शेक्षिक योग्यता : जो 
स्तम्भ 11 में 
मताई गई है । 


पदोन्नति द्वारा/ प्रतिनियुक्मि या 
स्थानान्तरण द्वारा ( इसमें 
अल्पकालिक ठेका भी शामिल 
है ) अजिसके न हो सकने या 
सीधी भर्ती द्वारा । 


टा ) 


1. केन्द्रीय / राज्य सरकारों / पत्तन ग्रेड- बी विमागीय पदोन्नति हर बार चयन संघ 
मंगठनों /अर्ध सरकारी सावि- समिति 

लोक सेवा आयोग 
धिक या स्वायत्त निकायों / ( i ) मुख्य इंजीनियर एवं के परामर्श से किया 
सरकारी उपत्रमों का अधि- प्रशासक ( आई मुल्य जाएगा । इन नियमों 
कारी हो । 

टी ) - - अध्यक्ष या किसी भी उप 
( क ) (i ) समतुल्य गवा- ( ii ) विकास सलाहकार बंध में संशोधन 
धिकारी , या 

संगठन के निदेशक करते छूट देते समय 
( ii ) 550- 900/ 450- ( यांत्रिक ) - - सवस्य भी आयोग से 
700 रुपये के वेतनमान ( ii ) प्रवर सचिव ( आई परामर्श किया 
में या इसके समतुल्य यू टी ) -- सदस्य माएगा । 

3/ 8 वर्ष की सेवा । टिप्पणी : स्थायीकरण संबंधी 
( ख ) स्तम्भ 7 में सीधी विभागीय प्रोन्नति समिति 

भर्ती के लिए निर्धारित की कार्रवाई अनुमोवनार्थ 
योग्यता हो । 

संघ लोक सेवा भायोग 
2. अन्तर्देशीय जल परिवहन को भेजी जाएगी । यदि 
निदेशालय के क्षेत्रीय कार्यालय प्रायोग उसे अनुमोदन न 
में विभागीय प्रोवर सीयर करे तो विभागीय प्रोन्नति 
जिन्हे डिग्री/डिप्लोमा धारियों ममिति की मई मेठक 
के मामले में श्रमशः 3/ 7 बुलाई आएगी जिसके 
वर्ष की नियमित ग्रेड मेवा अध्यक्षा संघ लोक सेवा 
हो और जिसके पास मफै प्रायोग के सदस्य या 
निकल इंजीनियरी में डिग्री अध्यक्ष होंगे । 
यालों पर भी विचार किया 
जाएगा और यदि इस पर 
पर उसका चयम हो जाता 
है, उसे पदोन्नति द्वारा भरा 

गया माना जाएगा । 
( प्रतिनियुक्ति की ठेके की अवधि 
3 वर्ष से अधिक नहीं 
होगी ) 

[ फा०सं० माई म्ल्यू टी ( 8)/ 79- सी एण्ड ] 

राम कृष्ण भुच्चर, अवर सचिव 


- -- - 


- - - 
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[PART II- SEC, 3(1)] 


(Inland Water Transport Dhrectorate) 


New Delhi, the 31st January, 1981 


G .S . R , 269. - - In exercise of the powers conferred by the 
proviso to Article 309 of the Constitution , the President hcie 
by makes the following rules to amend the Inland Water 
Transport Directorate (Assistant Marino Engincer / Dredging 
Mastor) Recruitment Rules, 1969, namely : - 


1, ( 1) Thesc rules inay be called the Inland Water l rady 
port Directorate ( Assistant Marine Engineer Dredging Master) 
Recruitment (Amenment) Rules , 1980 . 

(2 ) They shall come into force on the date of thcir pub 
lication in the Official Gazette 

2 . In the Inland Water Transport Directorate (Agsistant 
Marine Engineer / Dredging Master ) Recruitment Rules , 1969, 
for the existing Schedule , the following Schedule shall be 
substituted , namely : 


SCHEDULE 


- - 


- 


- 


- 


- 


- - 


- - 


- 


Name of the 
post 


Scale of 


Whether 


Revised Recruitment rules for tho Post of AssistantMarine Engineer / Dredging Master , 
- - - - - - - 

- - 
No. of Classi Scale of Whether Age limit for direct Whether Educational and other qua 
posts fication рау selection recruit. 

benefit of lifications required for direct 
post or 

added years recrults. 
non -selec 

of Service 
tion post 

admissiblo 
under rule 
30 of the 
C . C . S . 
(Pen 1211) 
Rules, 
1972 


2 


3 


4 


( a ) 


- - - - 


N . A . 


No. 


Assistant Marine 7 
Engineer – 3 
Dredging Mastel- 1 


4 General 

Central 
Service 
Gr. B 
Gazetted 
Non -Minis 
terial 


Rs. 550 - 30 
740 -35 - 810 
EB -40 - 1000 
EB - 40 - 1200 


EBE 


Not exceeding 35 
years (Relaxable for 

Govt . servant ). 
Note : The crucial 

dato for determi 
ning the age limit 
shall be theclosing 
dato for receipt of 
applications from 
candidates in Indie 
(other than those 
in Andaman & 
Nicobar Islands 
and Lakshadweep ) . 


- - - - - 
Essential i Second Class 
B . O . T . or M . O . T Engineer 
certificate (Motor ) or In 
laad Enginçer s (Motor ) 

or oquivalont qualifications. 
Note 1 : Qualifications are 

relaxable at the discretion 
of th , U . P. S. C . in caso of 
candidate otherwiso woll 

qualified . 
Note 2 : The qualification (s ) 

regarding experience is/ 
are relaxablo at the dis 
cretion of the U . P .S . C . 
in the case of canlidate 
belonging to Scheduled 
Cast : s & Schodulod Tribes 
if, at any stag ) of selection 
the UPSC is of the opi 
1109 that su zient number 
of candidates from those 
communitio possessing 
ths requisito experienco 
are not likely to bo available 
to fill up the vacancies 
reserved for thom . 


- 


- 


- 


- 


G7 


- - - 


- 


- 


- 


Circumstancos 
in which 
UPSC is to be 
congulted in 
making recruit 


mont 


Whether age and Period of Mothod of rectt. whether In casc of rectt . by promo Ifa DPC exists, what is 
educational quali . probation , by direct rectt, or by tion /deputation /transfer, its composition 
fications prescribed if any. promotion /or by grades from which promotion / 
for direct recruits 

deputation transfer & deputation transfer to be 
will apply in the 

percentage of the vaca11 - made 
case of promotees 

cies to be filled by various 

methods 
8 

11 

12 
Age : No 2 Years By Promotion / Transfer Promotion / Transfer on de - Gr. B DPC (For consi . 
E . Q . : To the 

on deputation (inclu - putation (including short- dering confirmation ) 
extent indicated ding short - term con - term contract). 

(1) CEA (IWT) 
in Col. 11 tract) faillng which by 1 , Officers in the Central 

-- Chairman 
direct recruitment. Stato Govts./Port Organi- ( il) Director (Mech ) 
- - - - - - - - - - - - - - - 


10 


13 


Solection on 
oach occasion 
shall be made 
in consultation 
with the Union 


- - 


- - 


- 
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11 


12 


13 


- 


- - 


- 


- - 


- - - 


- 


- 


- 


- 


- - 


- 


- - - 


- 


sations/ Semi Govt . Status of DA s Orgn. Public Service 
tory or Autonomous By. 

- Member Commission. 
dies/ Public Sector Under - ( ii ) US (IWT ) - Member The consulta 
takings : 

Note : The Proceedings tion with UPSC 
(a ) (i) holding analogous of the DPC relating to Also necessary 
posts : or 

confirmation of a dire while amending / 
( ii ) with 3/ 8 years service in ct recruit shall be sent relaxing any of 

posts in the scale of Rs. to the Commission for these rulcs. 
550 - 900 / 450 - 700 or cqui- approval. If , however , 
valent; 

these are not approved 
(b ) possessing qualifications by the Commission a 

prescribed for direct rcc fresh meetiog of the 
ruit in Col. 73 

DPC to bi prosided 
2 The departmental Over over by the Chalrman 

secr in the Regional Office, or a Member of the 
of the Iwr Dtc., with 3/ 7 UPSC shall be held. 
years regular service in tho 
grade in case of degree ) 
diploma holders respect 
ively in Mech . Engg . will 
also be considered and in 
caso he is selected for ap 
pointment to the post, tho 
same shall be deemed to 
have been filled by promo 

tion , 
(Period of deputation /contract 
shall not exceed 3 years) . 

[ F. No . 8-IWr(9)/ 79 - C & E.] 
RAM KRISHAN BHUCHAR , Under Socy . 


- ~ - 


- 


- 


- 


- 


पर्यटम और नागर विमानन मंत्रालय 

नई दिएन , 29 जनवर्गः, 1981 
सा० का०नि० 270 राष्ट्रपति , मविधान के अनुच्छेद 309 के 
परन्तु क द्वारा प्रवा शक्तियों का प्रयोग करते हुए , पर्यटन और नागर 
विमानन मंत्रालय ( पर्यटन विभाग ) भारत सरकार के पर्यटक कार्यालय 
( समूह ", " पद ) भर्ती नियम , 1973 का और संशोधन करने के लिए 
निम्नलिखित नियम बनाते हैं , अर्थात - 


होमगार्ट , उसके लिए जो कारण है उन्हे लेखबद्ध करके , ऐसी 
अवधि को घटा कर दो वर्ष कर सकेगा । " 
[ सं० ए-12018( 8 )/ 76-प्रशामन-1 (पर्यटन ) ] 

विष्णु भगवान , निदेशक 


MINISTRY OF TOURISM & CIVIL AVIATION 


New Delhi, the 29th January , 1981 
G . S. R . 270.- -- In exercise of the powers conferred by the 
ploviso to article 309 of the Constitution, the President here 
by makes the following rules further to amend the Ministry 
of Tourism and Civil Aviation (Department of Tourism ) 
Tourist Offices of Government of India ( Group D posts ) 
Recruitment Rules, 1973 , nemely : - - 

1 . ( 1 ) These rules may be called Ministry of Tourism and 
Civil Aviation (Department oi Tourism Tourist Offices of 
Government of India ( Group D posts ) Recruitment Amend 
ment Rules, 1980 . 

( 2 ) They shall come into foice on the date of their pub 
lication in the Official Gazette . 


1 ( 1 ) इन नियमो का सक्षिप्त नाम पर्यटन और नागर विमानन 
मन्त्रालय ( पर्यटन विभ ग ) भारम मनार के पर्यटक कार्यालय ( गमृह 
घ पद ) भर्मी गशोधन नियम, 1980 है । 

( 2 ) ये गजपत्र मे प्रकाशन की तारीख को प्रश्न होगे । 

2 पर्यटन और नागर विमानन मन्त्रालय ( पर्यटन विभाग ) भारत 
सरकार के पर्यटक कार्यालय ( समृह “ घ ” पव ) भर्तीनियम, 1978 मे - - 

( क ) नियम 5, 6 और 7 को नियम 6, 7 और 8 के मप में 
पुनः मठ्यामित किया जाएगा , 
( ख ) नियम + के के स्थान पर निम्नलिखित नियम रखा जाएगा , 

प्रर्यात - - 
" 5 चपगमी के रूप में नियुक्त व्यक्तियो का होमगार्ड के 
रूप में प्रणिक्षण लेने का दायित्व 
इन नियमो में किसी बात के होते हुए भी , इन नियमो के 
अर्धान चपगमी के एप में नियुक्त प्रत्येक व्यक्ति होमगाई 
के रूप में तीन वर्ष का प्रशिक्षण लेगा , 
परन्तु प्रशिक्षण के दौरान किमी व्यक्ति के कार्य तथा उमवे 
हाग प्राप्त प्रशिक्षण समार को ध्यान में रखते हुए महाममावेष्टा , 


2. In the Ministry of Tourism and Civil Aviation ( Depart 
ment of Tourism ) Tourist Officer of thc Governmeni ol 
India ( Group D posts ) Recruitment Rules, 1978, be substi 
tuted , namely : -- 
( a ) Rules 5, 6 and 7 shall be renumbered as rules 6, 7 

and 8 Icspectively ; 


( b ) For the rulsc 4A, the following rule shall be substi 

tuted , namely : - - 
" 5 . Liability of persons appointed as Peons to undergo 

training as Homo Guards . 
Notwithstanding anything contained in these 
rules , every person appointed as Peon under these 
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rules shall undergo training as a Home Guard for 
a period of three years ; 


Provided that the Commandant General Home 
Guards , inay hayung regard to the performance of 
and standard of training achieved by any person 
during the period of training reduce such period 
to two years for reasons to be recovered in writ 
ing ." 

INo A -12018( 8 )/ 76 - Admn- ( Tourism)] 

VISHNU BHAGWAN , Director 


3 प्रान्तरिक सजावट 
4. पुस्तकालय विज्ञान 
5 वेषभूषा -डिजान और वस्त्र बनाना/ परिधान प्रौद्योगिकी 
6 ललित कला मूर्ति कला/ वाणिज्यिक कला । 

[मख्या ही जी ई टी - 2/ 2/ 75- एपी ] 

किरण शकर बरोई, उप सचिव 


धम मशालय 


MINISTRY OF LABOUR 

New Delhi, the 18th February , 1981 
G . S. R . 271 .- -- In exercwise of the powers conferred by the 
Clause (c ) of Section 2 of the Apprentices Acwt, 1961 (52 
of 1961), and after consultation with the Central Apprentice 
ship Council , the Central Government hereby specifies the 
tollowing trades or occupations or subject fields in engineering 
and technology As designated trades for the purposes of that 
Act, numely : 


नदल्ली , 18 फरवरी, 1981 
सा का नि० 271 - --येन्द्रीय सरकार , शिक्षु अधिनियम 1961 
( 1961 या 52 ) की धाग 2 के खंड ( ई ) द्वारा प्रवत्त शक्तियो का 
प्रयोग करते हुए और केन्द्रीय शिक्षुता परिषद से परामर्श करने के 
पश्चात इंजीनियरी और प्रौद्योगिकी मे मिम्नलिखित व्यवसायों या उप 
जीविकों या विषय क्षेत्रो को उक्त अधिनियम के प्रयोजनो के लिए प्रशिक्षित 
व्यवसायो के रूप में विनिर्दिष्ट करती है, अर्थात ... 

1 बुनाई प्रौद्योगिकी 
2. मचिवालयिक वाणिज्यिक पति 


1. Knitting technology . 
2. Secretarial Commercial practice . 
3. Interior decoration. 
4 . Library science. 
5 . Costumers design & Dress making / Garment technology. 
6 Fine art / Sculpture / Cornimercial art . 

[ No. IDGET - 2 / 2 / 75 - AP ] 
K . S . BAROI, Dy. Secy , 


- 


- - 


- 


- 


- 


- 


- 


- 
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- 


- 
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